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Summary 

The  Poligon  system  is  a  new,  domain-independent  language  and  attendant  support  envi¬ 
ronment,  which  has  been  designed  specifically  for  the  implementation  of  applications  using 
a  Blacklx)ard-like  problem-solving  framework  in  a  parallel  computational  environment. 

This  paper  describes  the  Poligon  system  and  the  Poligon  language,  its  salient  and  novel 
features.  Poligon  is  compared  with  other  approaches  to  the  programming  of  parallel  sys¬ 
tems. 

1.  Introduction 

The  larger  project  of  which  Poligon  is  only  a  small  part  will  not  be  discussed  here  in  any 
detail.  Design  decisions  made  in  other  parts  of  the  project  will  be  held  to  be  axiomatic, 
though  some  mention  of  these  decisions  will  be  made  in  order  to  show  the  motivation  for 
the  features  of  Poligon.  The  primary  objective  of  the  overall  project  is  to  achieve  significant 
speedup  of  knowledge  based  systems,  particularly  those  directed  at  real-time  signal  under¬ 
standing. 

The  purpose  of  the  Poligon  language  is  to  express  the  problem  solving  behaviour  of  human 
experts  in  order  to  map  them  onto  a  problem  solving  framework,  v/hich  will  run  on  simu¬ 
lated  parallel  hardware. 

The  fields  of  knowledge  representation  and  problem  solving  are  rich  and  complex.  This 
paper  will  not  go  into  any  great  detail  in  describing  the  problem  solving  processes  in¬ 
volved.  Poligon  tries  usefully  to  express  knowledge  both  in  a  declarative  and  procedural 
sense,  through  rules  [Davis  77];  and  in  a  structural  sense,  through  the  configuration  of  the 
solution  space.  These  will  be  described  below. 

Some  crucial  design  criteria  and  early  design  commitments  have  affected  the  development 
of  Poligon,  the  consequences  of  which  will  be  described  in  this  paper.  These  can  be  sum¬ 
marised  as  follows. 

•  Poligon  is  intended  to  be  a  language  for  both  problem  solving  and  the  general  pur¬ 
pose  programming  necessary  to  support  it.  Unlike  most  programs,  Poligon  pro¬ 
grams  must  also  address  the  problems  of  real-time  processing,  including  asyn¬ 
chronous  events  and  input  data  backup.  Poligon,  therefore,  must  assist  in  this  re¬ 
spect. 

•  The  overall  project's  strategy  is  to  solve  problems  significantly  faster  than  existing 
systems  through  the  exploitation  of  parallelism.  Poligon  is  targeted  at  a  MIMD, 
distributed-memory,  message-passing  machine  with  -thousands  of  processors. 
This  hardware  gives  direct  support  for  futures,  remote  objects  and  such  efficient 
message-passing  strategies  as  Broadcast  and  Multicast  so  as  to  take  full  advantage 
of  its  processor  interconnection  network. 

•  A  consequence  of  the  desire  to  achieve  a  significant  order  of  parallelism  in  Poligon 
programs  is  that  many  of  the  control  mechanisms  used  in  serial  problem  solving 
systems,  such  as  schedulers  and  event  queues,  have  been  discarded  because  they 
are  highly  serial.  Most  actions  in  Poligon  programs  are,  therefore,  performed 
asynchronously.  Rules,  the  primary  mechanism  in  Poligon  for  describing  things 
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and  for  getting  things  done,  are  activated  as  daemons.  Much  of  the  work  in 
Poligon  is  aimed  at  providing  mechanisms  to  cope  with  this  chaotic  behaviour. 

This  paper  contains  the  following; 

•  A  discussion  of  related  work  in  parallel  languages. 

•  A  discussion  of  the  design  approach  guiding  the  development  of  Poligon. 

•  A  description  of  the  abstraction  mechanisms  provided  by  the  Poligon  system  with 
some  small  examples. 

•  Some  concluding  remarks. 

•  References  for  further  reading  on  the  subject. 

1.1.  Knowledge  Representation  and  Problem  Solving  in  Poligon 

The  primary  purpose  of  this  paper  is  to  discuss  the  Poligon  language.  It  is,  however,  not 
possible  completely  to  divorce  this  from  the  underlying  hardware  and  from  its  purpose; 
knowledge  representation  and  problem  solving. 

Poligon  can  be  described  loosely  as  a  "Blackboard  System".  What  this  means  in  practice  is 
that  the  problem  solving  metaphor  of  Poligon  is  one  of  cooperating  experts  gathered  around 
a  blackboard,  posting  ideas  about  their  deductions  on  the  blackboard.  For  an  exposition  on 
the  term  "Blackboard  System"  the  reader  is  encouraged  to  read  [Nii  86].  Poligon  tries  use¬ 
fully  to  express  knowledge  both  in  a  declarative  and  procedure  sense,  through  rules  and 
functions;  and  in  a  structural  sense,  through  the  configuration  of  the  solution  space  on  the 
blackboard.  In  particular,  the  term  "blackboard"  will  be  used  to  describe  the  set  of  all  of 
the  nodes  in  the  solution  space  of  the  system. 

The  suggestion  that  Poligon  is  a  blackboard  system  is  a  little  controversial.  There  are  a 
number  of  respects  in  which  this  is  not  a  satisfactory  label.  This  term  will,  however,  be 
used  freely  from  now  on  for  lack  of  a  better  label.  The  reader  is  encouraged  to  substitute 
for  the  term  "Blackboard  system"  any  term,  such  as  "Frame  System"  which  seems  best  to 
fit  his  mental  model  of  what  is  being  described. 

1.2.  Poligon's  Model  of  Parallelism 

It  seems  appropriate  here  to  describe  Poligon's  model  of  parallelism.  In  its  simplest  form 
this  can  be  thought  of  as  An  Element  in  the  Solution  Space  as  a  Processor. 

This  gives  some  idea  of  the  granularity  that  is  being  sought.  It  is,  however,  by  no  means 
the  most  efficient  way  to  implement  Poligon.  Poligon  pro^ams  want  to  be  able  to  execute 
rules  and  parts  of  rules  associated  with  a  particular  Node  in  the  solution  space  in  parallel. 
These  rule  activations  need  processors,  on  which  to  execute. 

Thus  a  modified  version  of  Poligon's  model  of  parallelism  could  be  A  Rule  Activation  as  a 
Process,  with  sufficient  processors  to  cope  with  the  parallelism  exhibited  by  the  rule  during 
its  activation.  This  tends  towards  a  mapping  of  solution  space  elements  onto  a  cluster  of 
processors  to  service  the  rule  activations.  In  practice,  however,  a  number  of  nodes  might 
be  folded  over  the  same  set  of  processors,  either  because  nodes  become  quiescent  or  be¬ 
cause  the  load  balancing  in  the  system  is  sub-optimal. 
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2.  Related  Work 


Work  in  this  field  falls  into  two  distinct  categories;  work  on  parallel  knowledge  based  sys¬ 
tems  and  work  on  languages  for  parallel  symbolic  computation.  The  former  is,  at  present, 
a  very  sparse  field  and,  will  not  be  discussed  here,  though  some  references  are  ^ven  in 
Section  6.  The  latter  is  much  more  highly  developed. 

Much  work  is  already  being  done  on  parallel  languages  for  general  computation.  Amongst 
these  languages  are  Actors,  MultiLisp  andQLisp  on  the  one  hand  and  concurrent  logic 
programming  languages  and  purely  functional  languages  on  the  other.  Often  missing  from 
this  work  is  a  thrust  toward  the  investigation  of  large  applications  in  parallel  domains,  for 
instance  the  development  of  parallel  knowledge  representation  and  problem  solving  sys¬ 
tems.  This  is,  of  course,  what  Poligon  attempts  to  do.  This  section  will  discuss  briefly 
Actors,  QLisp  and  Multilisp,  since  these  are  the  parallel  symbolic  computation  languages 
which  are  most  relevant  to  the  development  of  Poligon  and  the  software  which  lies  beneath 
it. 


2.1.  Actors 

Actors  [Hewitt  73]  probably  come  the  closest  in  their  behaviour  to  Poligon,  at  least  at  an 
implementation  level.  Actors  are  independent,  asynchronously  communicating  objects.  As 
is  the  way  with  purely  object  oriented  systems  they  communicate  only  through  message 
passing  and  have  tightly  defined  operations.  The  mutual  control  of  Actors  an  parallelism  is 
achieved  by  the  support  of  procedure  call  and  coroutine  model  message  passing.  The 
modularity  afforded  by  this  sort  of  programming  metaphor  may  well  be  especially  useful 
for  the  programming  of  distributed-memory,  message-passing  hardware,  since  having  a 
close  match  between  the  hardware  and  software  metaphors  is  likely  to  achieve  better  per¬ 
formance.  It  is  not  in  any  way  surprising  that  the  operating  system  level  software,  which 
underlies  Poligon,  is  founded  on  many  of  the  same  principles  as  Actors.  It  has  yet  to  be 
seen  whether  this  programming  methodology  is  able  in  practice  to  extract  significant 
amount  of  parallelism  from  problems,  though  clearly  this  project  hopes  that  it  is. 

2.2.  MultiLisp  and  QLisp 

MultiLisp  [Halstead  84]  and  QLisp  [Gabriel  84]  are  lumped  together  because,  at  least  in 
some  senses,  they  have  strong  generic  resemblances.  They  are  both,  at  the  user  level,  ex¬ 
tensions  to  existing  Lisp  dialects  which  provide  mechanisms  for  the  expression  of  paral¬ 
lelism,  such  as  parallel  Let  constructs  and  parallel  function  argument  evaluation  (Ql^t  and 
PCall).  It  is  assumed  by  both  of  these  systems  tiiat  the  hardware  at  which  they  are  targeted 
is  a  form  of  shai'ed-memory  multiprocessor.  Although  there  is  no  particular  reason  why 
such  systems  could  not  be  implemented  on  a  distributed-memory  system,  they  are  opti¬ 
mised  for  shared-memory  multiprocessors.  These  are  currently  the  most  readily  available 
form  of  multiprocessor.  They  would,  however,  need  significant  extensions  in  order  to  be 
able  to  exploit  a  distributed-memory  system  as  is  shown  in  CAREL[Davies  86],  an  im- 
plementarion  of  QLisp  ("or  distributed-memory  machines.  The  assumption  of  shared-mem¬ 
ory,  MIMD  processors  in  these  systems  imposes  constraints  on  the  languages.  They  as¬ 
sume,  at  least  to  an  extent,  that  processes  will  be  expensive  and  that  the  user  must  have 
control  over  their  creation.  Poligon  assumes  quite  the  opposite. 
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3.  The  Design  of  Poligon 

Poligon  will  be  discussed  first  in  terms  of  the  way  in  which  the  language  relates  to  the 
problems  being  solved  and  its  underlying  systems.  Next  the  language  will  be  discussed  in 
terms  of  the  requirements  for  languages  in  general  and  parallel  languages  in  particular. 

3.1.  Background  and  Motivation 

The  philosophy  behind  the  design  of  Poligon  comes  from  intellectual  and  pragmatic  pres¬ 
sures.  It  attempts  to  steer  a  middle  course  between  the  extreme  purism  of  applicativists  and 
the  extreme  pragmatism  of  the  proponents  of  side-effects. 

From  the  outset,  the  project  was  oriented  towards  real-time  problem  solving.  Blackboard 
systems  are  well  known  to  be  of  interest  as  tools  in  the  knowledge  engineer’s  toolkit.  Little 
work  has  been  done  to  investigate  the  appropriateness  of  the  blackboard  metaphor  to  paral¬ 
lel  execution  or  the  meaning  of  parallel  blackboard  systems,  though  it  is  frequently  claimed 
that  they  are  full  of  latent  parallelism.  The  excellent  formal  properties  of  pure  applicative 
and  logic  languages  may  well  be  of  little  use  in  a  system  which,  for  whatever  reasons, 
needs  to  express  side-effects  and  which  has  to  cope  with  real-time  constraints.  Poligon  is  a 
system  in  which  some  of  the  formal  rigour  of  truly  applicative  systems  has  been  put  aside 
in  favour,  of  a  pragmatic  approach  to  the  exploitation  of  parallelism. 

The  BBl  project  [Hayes-Roth  85],  also  a  project  at  the  HPP,  is  an  attempt  to  investigate 
the  behaviour  of  highly  controlled  problem  solving  systems.  It  attempts  to  use  a  great  deal 
of  meta-knowledge  and  makes  significant  use  of  globality  of  reference  in  order  to  support 
an  holistic  view  of  its  solution  space,  thus  providing  a  basis  for  meta-level  reasoning.  The 
Poligon  project  is  an  attempt  to  investigate  quite  the  reverse.  Poligon  has  very  little  support 
for  meta-knowledge  and  allows  no  global  data  or  global  view  of  the  solution  space  whatso¬ 
ever.  The  purpose  of  this  experiment  is  to  determine  whether  a  system,  unconstrained  by  a 
great  deal  of  serialising  control  knowledge,  might  still  be  able  to  find  useful  answers  faster 
than  an  highly  controlled  system,  such  as  BBl,  which  would  be  extremely  difficult  to 
speed  up  significantly  through  parallelism. 

The  Poligon  system  pictures  the  elements  in  its  solution  space  as  processes  resident  on  pro¬ 
cessors  distributed  across  a  grid,  with  the  code  necessary  for  them  intimately  associated 
with  them.  Because  no  global  control  is  permitted  in  Poligon  the  activation  of  rules  is  nec¬ 
essarily  completely  daemon-driven. 

The  project  hopes  to  achieve  significant  speed-up  through  parallelism.  This  can  be  done 
only  if  much  parallelism  is  extracted  from  the  problem.  Ideally,  the  system  would  try  to 
achieve  its  parallelism  by  exploiting  parallelism  in  the  program’s  implementation  at  a  very 
fine  grain.  This  can,  in  principle,  extract  the  maximum  amount  of  parallelism  available. 
On  its  own  it  has  drawbacks,  however.  The  costs  of  processes  and  the  problems  of  syn¬ 
chronisation  at  a  fine  grain  size  make  it  difficult  to  exploit  such  parallelism  without  the  use 
of  hardware  mechanisms  significantly  different  from  those  available  with  prevailing  tech¬ 
nologies.  This  approach  is  also  only  part  of  the  stoi7.  It  neglects  the  fact  that  a  properly 
parallel  decomposition  of  the  source  problem  is  crucial  to  finding  a  lot  of  parallelism.  One 
could  summ.irise  the  problems,  therefore,  as  expressing  the  problem  in  a  sufficiently  paral¬ 
lel  fashion  and  the  matching  of  the  parallelism  in  the  program  to  the  grain  size  of  the  under¬ 
lying  hardware.  Poligon  addresses  these  issues. 

Parallelism  is  very  hard  to  find  in  conventional  programs.  Applicative  systems  have  an  ad¬ 
vantage  in  this  respect  because  of  their  relative  lack  of  need  to  express  parallelism  explic- 
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itly.  Their  unchanging  semantics  when  parallelism  is  introduced  eases  matters  consider¬ 
ably.  Poligon  has  attempted  to  learn  from  this  and  has  pure  applicative  semantics  in  a 
number  of  areas  but  takes  a  different  approach  to  the  finding  of  parallelism  in  programs.  It 
attempts  to  execute  everything  in  parallel  that  it  can  and  leaves  it  to  the  programmer  to  find 
any  serial  dependencies. 

When  the  parallelism  in  a  program  is  user-defined,  problems  can  result  from  an  inappro¬ 
priate  match  between  the  granularity  of  the  parallelism  expressed  in  the  program  and  the 
granularity  of  the  underlying  machine.  In  systems  of  the  size  and  complexity  of  a  typical 
Poligon  application  such  a  match  would  be  particularly  difficult  to  find  because  of  the  large 
number  of  processors  involved  and  because  it  would  be  difficult  for  the  user  to  keep  track 
of  the  location  of  his  data  in  the  processor  array.  These  characteristics  are  a  consequence  of 
the  highly  variable  and  data  dependent  state  of  the  solution  space  in  such  programs. 
Poligon,  because  of  its  structure,  should  be  able  largely  to  obviate  such  granularity  mis¬ 
matches  because  parallelism  is  defined  and  controlled  by  the  system  and  the  Poligon  system 
is  closely  matched  to  the  granularity  of  the  underlying  system. 

It  is  often  thought  that  problems  suitable  for  solution  by  means  of  the  blackboard  model 
tend  to  partition  their  solution  spaces  into  what  look  rather  like  pipe-lines.  Pipe-lines  are, 
of  course  a  well  known  form  of  parallelism.  In  practice  pipes  in  such  systems  are  not  pipes 
in  the  normal  sense,  since  they  are  more  like  "leaky"  pipes.  It  is  one  of  the  prime  objec¬ 
tives  of  these  systems  to  reduce  the  amount  of  data  as  it  percolates  up  through  the  abstrac¬ 
tion  hierarchy  of  the  solution  space.  Because  of  the  reduction  in  the  data  rate  flowing  in 
these  pipes  the  contention  problems  that  one  might  expect  when  pipes  are  connected  into 
trees,  as  they  often  are,  are  alleviated. 

A  significant  limitation  of  the  performance  of  pipelines  is  that,  at  best,  the  parallelism  that 
they  can  produce  is  proportional  to  the  length  of  the  pipe.  This  would  typically  be  only  of 
the  order  of  half  a  dozen  sections.  This  is  clearly  not  the  "orders  of  magnitude"  of  perfor¬ 
mance  improvement  that  we  all  hope  for.  In  practice,  though,  given  a  large  enough  prob¬ 
lem,  it  is  often  possible  to  set  up  a  large  number  of  these  pipes  side-by-side.  It  is  one  of 
the  major  objectives  of  the  Poligon  language  to  encourage,  facilitate  and  reward  the  decom¬ 
position  of  problems  so  that  this  fomi  of  independence  can  be  exploited,  so  that  such  pipes 
will  be  created  by  the  system. 

3.2.  Language  Requirements 

Poligon  is  a  language  which  is  by  no  means  directed  at  general  computation.  It  is  neverthe¬ 
less  intended  to  be  used  for  the  solution  of  large,  complex  problems  on  distributed-memory 
parallel  hardware.  The  following  is  a  brief  list  of  the  ways  in  which  Poligon  attempts  to 
address  some  of  the  primary  requirements  of  programming  languages. 

•  The  language  should  provide  a  tangible  method  of  expressing  the  ideas  of  the  pro¬ 
grammer. 

The  Poligon  language  has  been  written  with  considerable  input  from  those  with  ex¬ 
perience  in  problem  solving  systems  in  the  application  domains  at  which  it  is  tar¬ 
geted.  It  is  therefore  intended  to  match  the  ideas  of  the  "Expert",  whose  knowledge 
is  to  be  encoded,  but  in  a  domain  independent  way. 
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•  The  compiler^  should  provide  a  mapping  between  the  language  and  the  underlying 
systems,  be  they  hardware  or  software. 

Poligon's  compiler  compiles  Poligon  language  source  into  code  understood  by  the 
underlying  Lisp  system  and  the  concurrent  object-oriented  operating  system  run¬ 
ning  on  its  target  hardware. 

•  The  language  should  abstract  the  programmer  from  its  underlying  systems. 

The  Poligon  system  shields  the  user  from  all  aspects  of  the  underlying  hardware 
such  as  the  topology  of  the  processor  network,  the  message-passing  behaviour  of 
the  hardware  and  the  location  of  any  code  or  data  within  the  network. 

•  The  language  should  provide  mechanisms  for  the  exploitation  of  the  underlying 
systems  to  good  effect. 

The  underlying  hardware  and  software  systems  are  exploited  in  a  number  of  ways 
in  Poligon.  Firstly  the  language  encourages  the  user  naturally  to  decompose  his 
problem  into  a  form  which  will  map  efficiently  onto  the  underlying  hardware. 
Secondly  the  language  offers  a  number  of  application-independent,  high-level  con¬ 
structs,  which  are  designed  to  exploit  the  hardware  to  the  full.  These  topics  are 
covered  more  fully  in  Section  4. 

•  The  language  should  allow  the  development  of  software  faster  than  would  be  the 
case  if  it  were  to  be  developed  in  a  less  abstract  form. 

Considerable  effort  has  been  spent  on  making  the  Poligon  language  a  high  level 
way  to  describe  the  solutions  to  parallel  knowledge  based  system  problems.  A  high 
level  language  with  such  features  as  infix,  user-definable  operators  and  user  defin¬ 
able  syntax,  provides  a  natural  way  for  the  expert  to  implement  his  knowledge. 

Much  effort  has  been  spent  also  on  integrating  the  Poligon  system  cleanly  into  the 
program  support  environment  of  the  Lisp  Machines  on  which  it  runs.  For  instance, 
incremental  compilation  is  supported  from  within  the  editor, 

•  The  language  should  assist  the  development  of  reliable,  maintainable  and  modular 
software. 

Language  features  are  provided  lO  minimise  the  possibility  of  inconsistent  modifi¬ 
cations  to  the  source  code  and  the  structure  of  the  language  and  its  semantics  are 
defined  in  a  manner  which  minimises  the  probability  of  complex  bugs  being  intro¬ 
duced  by  asynchronous  side-effects. 

A  sophisticated  set  of  debugging  facilities  is  provided.  A  system  that  emulates  the 
semantics  of  full,  parallel  Poligon  programs  as  closely  as  possible  in  a  serial  envi¬ 
ronment  has  been  produced.  The  user  is  able  to  debug  his  program  serially  to  re¬ 
move  all  possible  serial  bugs  and  bugs  due  to  the  non-deterministic  execution  order 
of  Poligon  programs  before  it  is  ported  to  the  full  parallel  environment. 


^The  term  Compiler  is  used  in  its  most  general  sense  here,  perhaps  an  interpreter  or  a  machine  which  is 
clever  enough  to  execute  the  language  specified  directly. 
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In  addition  to  these  requirements  a  language  targeted  at  parallel  hardware  should  have  a 
number  of  attributes  which  reflect  the  parallel  nature  of  the  target  hardware. 

•  The  language  should  address  the  granularity  of  the  hardware. 

Poligon  is  closely  matched  to  the  granularity  of  the  hardware  at  which  it  is  targeted. 

It  is  generally  expected  that  the  solution  space  of  the  problems  addressed  by 
Poligon  programs  will  have  of  the  order  of  thousands  of  nodes.  This  is  of  the  same 
order  as  the  granularity  of  the  hardware. 

•  The  language  should  provide  a  mechanism  for  the  extraction  of  parallelism  from 
programs  and  from  the  programmer. 

Poligon  extracts  parallelism  from  programs  and  the  programmer  in  two  main  ways. 
First  the  decomposition  of  the  problem  is  encourag^  to  be  as  modular  as  possible. 
Secondly  the  semantics  of  Poligon  programs  are  such  that  almost  all  of  the  program 
can  be  executed  in  parallel  without  changing  their  behaviour  from  that  seen  during 
serial  execution.  This  allows  the  system  to  execute  most  operations  in  parallel  if  it 
has  the  resources  to  do  so. 

•  The  language  should,  where  appropriate,  shield  the  programmer  from  those  details 
of  the  hardware  which  are  particular  to  parallel  computing  engines,  such  as  topol¬ 
ogy* 

The  hardware,  on  which  Poligon  programs  runs,  causes  Poligon  programs  to  have 
to  cope  with  communication  between  solution  space  elements  on  different  processor 
sites.  All  such  message  passing  is  hidden  from  the  user.  In  fact  the  Poligon  lan¬ 
guage  has  no  concept  of  message-passing  at  all. 

Futures  are  used  for  all  remote  operations  in  the  user's  program.  The  hardware 
implements  these  such  that  there  is  no  efficiency  penalty  associated  with  treating 
futures  for  such  remote  acces.ses.  The  Poligon  language  copes  with  these  invisibly 
to  the  programmer. 

As  can  be  seen  quite  easily  from  the  above  one  of  the  factors  that  must  be  well  understood 
before  a  language  is  designed  is  the  general  purpose  of  the  language  and  the  level  of  gen¬ 
erality  that  is  expected  of  programs  written  in  it.  A  language,  whose  sole  purpose  is  the 
expression  of  solutions  to  huge  matrix  problems  on  systolic  hardware  might  well  be  justi¬ 
fied  in  expecting  the  programmer  to  express,  at  quite  a  low  level,  the  mapping  of  the  pro¬ 
gram  onto  the  hardware  provided.  This  is  less  likely  to  be  a  reasonable  expectation  Of  a 
language  targeted  at  the  solution  of  large,  complex  problems  of  an  unpredicatable,  dynami¬ 
cally-varying  or  data-dependent  nature.  Poligon  is  a  fairly  general  purpose  programming 
language  with  a  very  definite  bias. 

4.  Abstractions  in  Poligon 

To  cope  with  Poligon's  view  of  parallelism  and  with  the  chaotic  execution  of  rules  (see 
Section  1)  a  number  of  linguistic  abstractions  are  provided.Poligon  provides  abstractions 
for  knowledge  representation,  control,  data,  parallelising,  real-time  and  side-effect  control. 
These  will  be  described  briefly  in  this  section. 
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4.1.  Knowledge  Representation 


Knowledge  is  traditionally  represented  in  blackboard  systems  in  a  number  of  ways,  listed 
below. 

•  Declarative  Knowledge  is  encoded  in  Rules. 

•  Procedural  Knowledge  is  encoded  in  procedures. 

•  Knowledge  concerning  the  sequencing  of  activities  is  encoded  in  the  scheduling 
mechanism. 

•  Knowledge  about  the  structure  of  the  solution  space  is  encoded  by  the  definition  of 
the  structure  of  the  blackboard. 

•  Knowledge  about  relationships  between  the  objects  in  the  system  is  often  encoded 
using  a  Link  mechanism. 

These  all  represent  knowledge  about  the  application  domain.  In  addition,  there  is  in  any 
program  a  large  body  of  implicit  knowledge  concerning  the  semantics  of  assignment,  se¬ 
quencing  and  the  system's  function  as  a  whole,  especially  in  for  systems  with  poor  formal 
properties.  This  will  not  be  discussed  here.  The  Poligon  language  does,  however,  go  to 
considerable  effort  to  make  the  semantics  of  the  Poligon  system  as  clear  as  possible. 

4.1.1.  Declarative  Knowledge 

The  encoding  of  Declarative  Knowledge  in  blackboard  systems  is  conventionally  done  in 
Rules^,  which  exist  within  scheduling  units  known  as  Knowledge  Sources.  Poligon  also 
has  the  concept  of  Rules  and  Knowledge  Sources,  though  their  meaning  is  somewhat  dif¬ 
ferent.  Unlike  serial  blackboard  systems,  the  rules  in  a  Poligon  system  are  activated  au¬ 
tonomously  and  asynchronously. 

Existing  blackboard  systems  usually  suffer  from  a  confusion  and  overloading  in  the  se¬ 
mantics  and  purpose  of  knowledge  sources.  It  is  useful  to  collect  one’s  knowledge  of  one 
subject  together  into  one  chunk.  These  chunks  are  knowledge  sources.  Sadly,  the  imple¬ 
mentors  of  blackboard  system  frameworks  often  think  of  knowledge  sources  as  scheduling 
units  and  thus  design  their  scheduling  strategies  around  the  idea  of  the  "invocation  of 
knowledge  sources",  even  though  it  is  by  no  means  necessarily  the  case  that  it  is  appropri¬ 
ate  to  schedule  all  of  knowledge  in  a  chunk  at  the  same  time.  This  has  a  detrimental  effect 
on  the  modularity  of  the  system. 

In  Poligon,  knowledge  sources  are  used  as  linguistic  and  software  engineering  abstractions 
provided  for  the  programmer  in  order  to  allow  him  to  collect  related  knowledge  together. 
There  are  no  sch^uling  semantics  associated  with  knowledge  sources  in  Poligon.  Because 
of  the  underlying  system's  daemon-like  rule  triggering  mechanism  the  rule  writer  is  al¬ 
lowed  completely  to  decouple  the  concept  of  scheduling  from  the  concept  of  chunks  of 
knowledge. 


*The  term  Rule  is  used  here  in  the  sense  of  "Paucm/Action  pairs".  It  should  be  noted  that  these  arc  quite 
unlike  the  sUuctures  called  rules  used,  fur  instance,  in  Prolog.  Pattern/Action  rules  move  towards  a 
solution  to  their  problem  b>  performing  side  effects  on  their  environment,  in  this  case  the  blackboard,  not 
through  unification. 


4-9 


Rules  lire  activated  as  a  result  of  "events"  happening  to  the  fields  of  nodes  (see  Section 
4.3.1).  These  events  can  be  caused  either  by  a  write  operation  to  a  field,  by  a  semaphore 
being  waved  at  a  field  or  by  the  real-time  clock. 

A  powerful  Expectation  mechanism  is  provided,  which  allows  the  dynamic  placement  and 
specialisation  of  rules.  An  Expectation  is  a  way  of  expressing  model-based  knowledge. 
Given  a  particular  model  of  the  behaviour  of  a  system,  certain  changes  might  be  expected  if 
the  model's  interpretation  of  the  world  is  correct.  Expectations  allow  such  changes  to  be 
watched  and  even  allow  their  associated  rules  to  be  triggered  if  the  changes  do  not  happen 
in  a  given  time.  Such  expectations  can  be  placed  to  watch  for  events  happening,  or  not 
happening,  in  specific  places  on  the  blackboard,  at  specific  times.  Expectations  provide  a 
focussing  mechanism'  and,  coupled  with  the  system's  ability  to  trigger^  rules  and  "time¬ 
out"  unsatisfied  Expectations  on  the  basis  of  the  real-time  clock,  Poligon  allows  complex 
time-critical  knowledge  to  be  expressed  and  applied  simply. 

An  example  rule  is  shown  in  Figure  1 . 

The  following  is  a  trivial  example  rule,  which  shows  a  small  set  of  the  features  of 
Poligon.  This  rule  could  be  interpreted  as  saying;  "If  the  most  recent  two  phonemes  that 
have  been  seen  are  "oo"  and  "ph"  then  the  word  is  "foo".  Having  concluded  this  the  rule 
finds  the  set  of  sentence  components,  which  represent  potential  conclusions  of  the  word 
"foo",  and  sets  them  so  that  they  are  no  longer  marked  as  hypothetical.  It  also  makes 
aSentcncc-Component  type  node,  which  represents  the  word  "foo",  which  has  been  found. 

Rule  :  Find-the-word-Foo 
Class  ;  Phoneme 

(  Class  of  nodes  with  which  the  rule  will  be  associated  ) 
Field  ;  uncorrelated-phoneraes 

I  Try  to  activate  this  rule  when  this  field  is  changed  ) 
Definitions  : 

all-phonemes-in-order  = The-Phoneme=vsuncorrelated-phonemes 

{  The  operator  "©T"  returns  all  values  in  a  field  in  ) 

{  time  order.  The-Phoneme  represents  the  node,  that  ) 

{  triggered  this  rule  ) 

most-recent-phoneme  =  all-phoneraes-in-order*Head 
next-most-recent-phoneme  h  all-phonemes-in-order*Tail*Head 
(  Head  and  Tail  are  like  CAR  and  CDR  only  they  operate  } 

{  on  lists,  Lazy  lists  and  Bags  ) 

Condition  Part  ; 

When  :  all-phonemes-in-order* length-of-list  >  2 

{  The  "When"  part  is  a  locally  evaluable  precondition  } 

If  :  most-recent-phoneme*Sound  =  "oo" 

And  next -most-recent-phoneme* Sound  =  "ph" 

{  The  precondition  for  the  Rule  ) 

Action  Part  : 

Definitions  : 

new-sentence-component 

= New  Instance  of  Sentence-Component 


'it  should  be  noted  that  the  term  Focuising  mechanism  is  used  in  a  more  general  sense  than  by  many 
blackboard  systems.  There  can  be  any  number  of  such  foci  all  acting  in  parallel  in  a  Poligon  program.  The 
expectation  mechanism  is  another  way  of  applying  knowledge  in  order  to  take  advantage  of  some  local 
circumstances  in  order  to  solve  a  problem  more  efficiently  or  cleanly. 

rule  is  said  to  have  been  Triggered  when  it  is  activated  so  that  it  dies  to  evaluate  its  preconditions  and 
body. 
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(  The  creation  of  the  new  Sentence-Component  node  ) 
hypothetical-foos  2 
{  A  Bag  of  words,  which  are  "foo"  ) 

Subset  of  Words  which  satisfies 
X(a-word) 

a-word*hypothetised  And  a-word* letters  =  [foo] 
EndA, 

(  Process  all  elements  in  the  Bag  hypothetic'al-foos  } 

Changes  ; 

In  Parallel  for  each  a-word  in  hypothetical-foos 

Change  Type  :  Update 

Updated  Node  :  a-word 

Updated  Fields  :  hypothetised  <-  nil 

(  Set  fields  of  new  sentence  component  in  } 

{  parallel  with  updating  the  elements  in  the  Bag  ) 

Changes  : 

Change  Type  :  Update 
Updated  Node  :  new-sentence-component 
Updated  Fields  :  letters  <-  [foo] 
constituents  f- 

List (next -most-recent-phoneme, 
most-recent -phoneme) 

All  of  the  actions  taken  by  this  rule  are  performed  in  parallel,  since  they  are  independent 
of  one  another,  though  there  is,  of  course,  a  serial  dependency  between  the  condition  part 

and  the  action  part  of  the  rule. 

Fig.  1.  An  example  Poligon  rule 

4.1.2.  Procedural  Knowledge 

Procedural  Knowledge  is  an  all  encomoassing  term  usually  used  indiscriminately  to  de¬ 
scribe  both  knowledge  about  the  relatic.  ships  between  values  (Functions)  and  the  mecha¬ 
nisms  for  performing  side-effects  and  for  sequencing  events  (Procedures).  This  is  often  a 
result  of  such  systems  being  built  on  top  of  Lisp  systems,  which  fail  to  ^aw  distinctions 
between  procedures  with  side-effects  and  those  without.  Poligon  does  not  allow  the 
encoding  of  arbitrary  knowledge  into  procedures.  Only  side-effect  free  functions  are 
allowed.  Side-effects  are  permitted  only  in  the  bodies  of  rules,  where  they  can  be 
controlled. 

4.1.3.  The  Sequencing  of  Activities 

In  most  blackboard  systems  knowledge  of  the  required  sequencing  of  events  at  a  macro¬ 
scopic  level  is  expressed  by  the  implementation  of  the  system's  scheduler.  In  many  cases, 
such  as  AGE  [Nii  79]  this  scheduler  has  fixed  characteristics  and  the  application  has  a  fixed 
interface  to  it.  In  others,  such  as  MXA  [Rice  84],  the  user  can  specify  the  characteristics  of 
the  scheduling  of  knowledge  sources.  Poligon  provides  no  such  mechanism.  Since  all 
rules  are  activated  as  daemons,  entirely  asynchronously,  the  only  analogue  of  scheduling  is 
the  implicit  sequencing  of  the  activation  of  rules  due  to  some  rules  causing  changes  that 
trigger  other's  rules. 

4.1.4.  The  Structure  of  the  Solution  Space 

Poligon  is  unlike  most  blackboard  systems  in  this  respect.  Most  blackboard  systems  parti¬ 
tion  the  blackboard  into  Levels,  which  represent  the  hierarchy  of  abstraction  in  the  solution 
space.  Poligon  uses  a  much  more  general  representation  which  is  like  that  of  some  Frame 


4-11 


systems,  providing  a  "Class"  mechanism  with  user  defined  classes  and  metaclasses,  and 
compile-time  and  run-time  inheritance.  The  functionality  of  the  class  mechanism  in  Poligon 
is  a  superset  of  that  of  the  levels  provided  by  most  blackboard  systems.  The  programmer 
can,  of  course,  represent  his  solution  simply  using  classes  as  levels  in  Poligon  if  he 
wishes.  Classes  are  discussed  more  in  Section  4.3.1. 

4.1.5.  Knowledge  about  Relationships 

Relationships  between  entities  in  blackboard  systems  are  often  expressed  by  a  form  of  Link 
mechanism.  Sometimes  this  link  is  not  so  much  a  part  of  the  system  as  a  reflection  of  the 
fact  that  fields  in  nodes  can  have  as  their  values  other  nodes  in  the  system.  Other  systems 
have  more  sophisticated  mechanisms  that  express  links  explicitly  and  allow  property  inheri¬ 
tance  along  links,  e.g.  BBl,  or  the  propagation  of  likelihood,  e.g.  MXA. 

Poligon  has  a  number  of  system  defined  relationships;  "Is  an  Instance  of",  "Is  a  part  of 
and  "Is  a  subclass  of".  The  user  can  define  arbitrary  relationships  between  nodes  on  the 
blackboard.  These  links  allow  property  inheritance  and  are,  themselves,  represented  as 
nodes  and  so  can  have  attributes  in  the  same  way  that  any  other  nodes  can.  Links  are  there¬ 
fore  first-class  citizens  in  Poligon  and  they  allow  Poligon  programs  to  act  like  semantic 
nets. 

4.2.  Control  Abstractions 

The  flow  of  control  is  a  rather  evanescent  concept  in  a  Poligon  program.  Any  rule  can  be 
triggered  at  any  time.  It  is  important  not  to  think  of  the  control  flow  in  a  Poligon  program 
in  the  same  terms  as  that  of  a  conventional  serial  program.  There  is  a  well  defined  flow  of 
control  within  rules;  the  action  part  of  a  rule  is  activated  after  ..  ndition  part,  upon 
which  it  is  predicated.  Apart  from  this,  however,  there  is  no  flow  oi  control  in  any  normal 
sense.  It  should  be  noted  also  that  what  little  flow  of  control  there  is  only  specifies  the 
strict  ordering  of  activities.  The  execution  of  a  sequence  of  actions  can  be  interrupted  at 
any  time.  The  size  of  the  atoms  for  Poligon's  atomic  actions  is  very  small. 

The  triggering  of  rules  is  controlled  by  the  user  associating  rules  with  particular  fields  of 
nodes  or  classes  of  nodes  on  the  blackboard.  The  triggering  of  rules  occurs  when  a  field, 
which  is  being  watched  in  such  a  manner,  is  updated  or  is  semaphored.  A  semaphore 
mechanism  is  provided  to  allow  rules  to  be  triggered  without  a  field  being  updated.  This 
provides  a  form  of  explicit  event-based  programming,  if  it  is  needed. 

Clearly  one  of  the  objectives  of  the  design  of  the  Poligon  language  is  to  provide  a  language 
in  which  it  is  simple  to  express  logically  distinct  pieces  of  knowledge,  independent  of  other 
such  pieces  of  knowledge.  The  decomposition  of  the  problem  in  this  manner  causes  the 
system  to  appear  to  iterate  towards  the  solution  of  its  problem  by  small,  simple  and  discrete 
steps,  rather  than  by  complex,  giant  leaps. 

4.3.  Data  Abstractions 

Poligon  provides  a  number  of  distinct  data  abstractions.  One  is  characteristic  of  other 
blackboard  systems,  one  of  pure  functional  languages  and  one  is  rather  novel. 

•  The  structure  of  the  blackboard  is  characterised  by  being  made  of  Nodes,  elements 
in  the  solution  space.  These  have  a  user-defined,  record-like  structure. 

•  Lazy  evaluation  is  supported. 
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•  Bags  are  supported  as  data  structures,  which  parallelism  enhancing. 

Numerous  operations  are  defined  for  these  data  abstractions,  particularly  a  number  of 
generic  operations  which  can  be  applied  to  lists,  lazy  lists  and  bags,  which  shield  the  user 
from  the  underlying  data  structures  used  by  the  system  or  by  other  segments  of  his  pro¬ 
gram. 

4.3.1.  The  Structure  of  the  Solution  Space 

The  most  obvious  data  abstraction  provided  by  Poligon  is  similar  to  that  provided  by  con¬ 
ventional  blackboard  systems,  that  is,  the  Node  on  the  blackboard  as  an  element  in  the  so¬ 
lution  space.  Such  nodes  are  record-like  internally.  They  have  named  fields,  which  can 
often  contain  multiple  values  to  be  associated  with  that  name.  Poligon  provides  this  but 
also  goes  beyond  it. 

Conventional  blackboard  systems,  such  as  AGE,  tend  to  provide  nodes  on  a  blackboard 
divided  into  groups,  often  called  "Levels".  "Levels"  themselves  are  not  represented. 
Arbitrary  use  of  global  data,  held  in  global  variables,  distinct  from  the  blackboard  is  also 
allowed. 

Poligon  has  a  much  more  regular  representation  for  data.  The  nodes  are  represented  as  in¬ 
stances  of  Classes.  The  Classes  themselves  are  represented  as  Nodes,  which  "control" 
their  instances.  Knowledge  concerned  with  classes  as  a  whole  can  be  associated  with  these 
nodes.  Shared,  global  variables  are  not  allowed  in  Poligon. 

Poligon  also  provides; 

Superclasses  Glasses  that  provide  characteristics  to  the  instances  of 
clashes.  These  can  be  thought  of  as  templates  for  the  in¬ 
stances. 

Metaclasses  Classes  that  provide  characteristics  to  the  classes  themselves. 

These  can  be  thought  of  as  templates  for  the  classes. 

Thus  the  classes  are  themselves  instances  of  metaclasses,  which  can  be  user  defined,  such 
that  instances  of  a  given  class  can  have  any  number  of  superclasses,  i.e.  component  tem¬ 
plates,  and  any  number  of  metaclasses,  i.e.  component  templates  for  their  parent  class.  It 
is  possible  to  instantiate  classes  any  number  of  times,  as  well  as  their  instances. 

Automatic  property  inheritance  allows  shared  data  to  be  located  on  locally  central  nodes, 
which  are  immediately  visible  to  the  interested  parties.  This  distributes  shared  data  in  such 
a  manner  as  will,  hopefully,  minimise  hot-spotting. 

An  example  class  declaration,  the  specification  of  a  template  for  a  class  of  nodes,  is  shown 
below.  The  declaration  defines  a  class  of  nodes  calledlVorrfs,  each  instance  of  which  has 
two  fields  (slots)  called  Letters  and  Soitnd.Chss  Words : 

Fields  : 

Letters 

Sound 

Extensions  to  this  sort  of  syntax  allows  the  definition  of  superclasses  and  metaclasses 
within  class  declarations.  The  following  example  defines  the  class  Sheep.  Each  instance 
of  the  class  Sheep  will  have  the  characteristics  defined  for  sheep  and  for  mammals.  The 
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class  ctLWodSheep  (an  instance,  in  fact,  of  the  class  Meta-Sheep)  has  the  characteristics  of 
types  of  animals. 

Class  Types-of-animals  : 

Fields : 

Rate-Of-Breeding 

Class  Maromals  : 

Fields : 

Colour-of-fur 
Number-of-legs  ;  4 

Class  Sheep  : 

Metaclasses  :  Types-of-animals 
Superclasses ;  Mammals 
Fields : 

Thickness-of-wool 

Flock 


4.3.2.  Lazy  Evaluation 

Lazy  Evaluation  is  supported  in  the  guise  of  Lazy  Lists,  Lazy  Function  Arguments  and  in 
the  form  of  the  lazy  association  of  expressions  with  names.  The  following  is  an  example 
of  the  lazy  association  of  a  name  with  a  value.  The  name  A-Meaningful-Name  is  associated 
with  the  value  of  the  call  to  the  function  An-Expensive-F unction^. 

Definitions  : 

A-Meaningful-Name  s 

An-Expensive-Function {an-arg,  another-arg) 

The  value  of  an  item  defined  in  a  Definitions  construct  is  always  a  future  if  it  is  possible  to 
evaluate  it  as  a  future. 

4.3.3.  Bags 

One  abstraction  suited  particularly  to  the  parallel  mode  of  execution  of  Poligon  programs  is 
the  Bag  data  type.  Bags  are  implemented  in  Poligon  so  that  they  are  formed  as  the  result  of 
efficient  parallel  operations  and  can  be  processed  in  parallel  efficiently.  Even  when  the 
elements  of  Bags  are  processed  serially  they  perform  efficiently.  The  lack  of  a  defined 
ordering  in  the  Bag  means  that  the  system  can  always  return  the  first  satisfied  Future  out  of 
a  Bag  of  Futures,  causing  minimum  waiting  for  values.  Similarly,  when  a  program  at¬ 
tempts  to  extract  an  element  from  a  bag  and  there  are  no  satisfied  elements  the  process  in 
which  this  happens  will  go  to  sleep  unril  the  next  available  future  is  satisfied. 

A  Bag  is  generated,  for  instance,  as  the  value  of  the  following  expression.  It  is  a  Bag, 
which  contains  all  of  the  Words,  whose  Sound  is"phoo"^. 


^Suitable  Force  operations  are  provided  so  that  the  time  of  evaluation  can  be  controlled  by  the  program  if 
necessary.  These  force  operators  allow  the  program  to  perfornifager  Evaluation  if  it  is  needed. 

^The  expression  "Element  •  Sound"  denotes  exUacting  one  of  the  values  associated  with  the  "Sound"  field 
of  the  potential  element  in  the  bag.  is  an  operator  that  selects  which  of  the  values  associated  with  the 
field  is  to  be  delivered. 
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Subset  of  Words  For  Which  Element  •  Sound  =  "phoo" 

4.4.  Parallelisirig  Abstractions 

Poligon  supports  data  representations  which  are  designed  to  give  the  user  a  high  level  han¬ 
dle  on  the  exploitation  of  parallelism.  Most  values  computed  in  Poligon  are  derived  as 
Futures.  Computation  is  decoupled  from  the  expressions  which  reference  values.  Futures 
are,  however,  completely  invisible  to  the  user  in  Poligon.  It  understands  which  functions 
are  strict  in  their  arguments  and  so  waits  for  the  satisfaction  of  a  Future  only  when  it  is  re¬ 
quired.  The  programmer  can,  of  course,  declare  his  own  non-strict  functions  and  opera¬ 
tors.  All  DeFuturing  coercions  are  performed  automatically  by  the  Poligon  system.  Thus 
the  following  expression  will  deliver  a  list  with  two  elements,  one  of  which  is  the  value  of 
a  and  one  of  which  is  the  sum  of  b  and  c.  The  first  will  be  a  future,  if  a  is.  The  second 
will  be  the  DeFutured  value  6+c. 

List (a,  b+c) 

The  efficient  use  of  the  bandwidth  of  the  processor  interconnection  network  is  enhanced  by 
the  use  of  Broadcast  and  Multicast  operations.  Broadcast  messages  allow  messages  to  be 
sent  to  every  node  in  the  system  in  a  single  operation.  Multicast  messages  allcw  messages 
to  be  sent  to  a  collection  of  nodes  in  a  single  operation.  The  Poligon  system  uses  these  ex¬ 
tensively  in  the  processing  of  the  Bag  data  type  and  in  the  execution  of  groups  of  actions  in 
parallel.  It  uses  the  same  mechanisms  to  provide  an  efficient  implementation  for  searching 
a  collection  of  nodes  on  the  blackboard  for  patterns,  which  tends  to  cause  significant 
slowing  of  serial  implementations  because  of  the  combinatorial  nature  of  such  searches.  It 
allows  the  blackboard  to  be  searched  for  bags  of  matching  nodes  in  a  single,  fast  operation. 
This  provides  a  significant  improvement  over  the  serial  construction  of  such  collections. 

4.5.  Real-time  processing 

Real-time  processing  brings  its  own  problems.  Poligon  provides  a  simple  and  regular 
mechanism  for  defining  the  interface  between  the  Poligon  system  and  its  signal  data.  This 
data  can  be  from  an  arbitrary  number  of  different  types  of  sources  and  is  posted  on  the 
blackboard  asynchronously. 

Poligon  also  provides  a  mechanism  by  which  each  datum  is  timestamped  from  the  time  that 
it  enters  the  system.  These  timestamps  are  propagated  automatically  by  the  system  so  that  it 
is  trivial  for  the  programmer  to  manipulate  time-ordered  collections  of  values.  This  mech¬ 
anism  is  required  because  the  conventional  implicit  time  ordering  of  data  in  lists  cannot  ap¬ 
ply  here  and  the  non-ordered  nature  of  Bags  is  sometimes  not  sufficient. 

4.6.  The  control  of  assignment 

Assignment  is  something  which  is  likely  to  cause  significant  problems  in  any  parallel  sys¬ 
tem.  Poligon  constrains  assignment  in  a  number  of  ways.  Side-effects  are  only  permitted 
on  the  fields  of  nodes.  All  side-effects  can  be  monitored  by  rules  that  might  be  interested  in 
the  changes  to  values.  This  removes  the  possibility  of  the  knowledge  base  getting  confused 
because  of  surgical  side-effects  to  data  structures  at  arbitrary  times  and  at  arbitraiy  places  in 
the  processor  network.  Assignment  is  also  constrained  so  that  all  of  the  updates  to  the 
fields  of  a  given  node  are  done  atomically,  before  any  rules  which  might  be  triggered  by 
these  changes  are  allowed  to  trigger.  Such  atomicity  helps  to  preserve  the  consistency  of 
the  system. 
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An  example  of  a  collection  of  updates  to  fields  of  a  given  node  is  given  below.  In  this  ex¬ 
ample  the  node  an-instance-of-words  is  having  two  of  its  fields  updated;  Sound  and 
Letters.  Operators,  such  as  allow  different  sorts  of  modifications  to  be  made  to 
fields.  Such  operations  might  be  "add  this  value  to  the  values  in  this  field"  or  "replace  all 
of  the  values  in  the  field".  This  avoids  complex  and  potentially  expensive  expressions  in 
the  old  value  of  the  field  being  evaluated  non-locally. 

Change  Type  :  Update 

Updated  Node  :  an-instance-of-words 

Updated  Fields  :  Sound  <r-  "phoo" 

Letters  <-  (  f  o  o  ] 


5.  Conclusions 

This  paper  has  described  Poligon,  a  language  and  system  for  the  investigation  of  problem 
solving  on  distributed-memory,  parallel  hardware.  The  language  was  described  in  the 
context  of  related  work  in  the  field  and  in  terms  of  the  abstraction  mechanisms  provided. 
No  significant  description  of  the  underlying  run-time  support  has  been  given. 

The  Poligon  system  is  still  young.  Only  recently  have  applications  been  mounted  on  it  in 
earnest.  Two  distinct  applications  in  the  field  of  real-time  signal  processing  are  now  being 
implemented  and  more  applications  are  likely  to  be  started  in  the  near  future.  Poligon  has 
proved  to  be  well  suited  to  these  applications  as  far  as  they  have  gone.  No  results  from  the 
simulation  process  regarding  the  performance  of  Poligon  programs  are  yet  available. 
Significant  problems  have  been  found  in  the  simulation  of  the  fine-grained  parallelism  re¬ 
quired  by  the  Poligon  metaphor.  Such  simulations  are  very  time  consuming,  prone  to  bugs 
in  the  underlying  system  software  and  simulator,  and  are  difficult  to  debug.  It  is  for  these 
reasons  that  Poligon  also  has  a  serial  version,  Oligon,  which  accurately  emulates  the  be¬ 
haviour  of  the  parallel  system  but  without  true  parallelism.  A  simulated  processor  array  of 
256  processors  has  recently  been  made  available  to  the  users  of  Poligon.  This  simulation 
will  allow  more  satisfactory  investigation  of  the  properties  of  Poligon  programs  in  the  fu¬ 
ture. 

6 .  Further  Reading 

For  a  significantly  more  detailed  treatment  of  the  Poligon  language  and  system  the  reader  is 
encouraged  to  consult  [Rice86]. 

The  following  topics  were  not  described  or  discussed  but  are  relevant  to  the  work  described 
above.  The  reader  is  encouraged  to  consult  the  following  for  further  information; 

[KSL  85]  for  a  description  of  the  Advanced  Architectures  Project  of  which  Poligon  is  a 
part. 

[Delagi  86]  for  a  description  of  CARE,  the  hardware  simulator  used  by  Poligon,  and  of  the 
particular  hardware  being  simulated. 

[Schoen  86]  for  a  description  of  CAOS,  the  concurrent  object  oriented  system  running  on 
the  CARE  machine,  which  Poligon  uses  as  its  operating  system. 

[Ensor  85],  [Lesser  83],  [Aiello  86]  and  [Fennel  75]  for  other  approaches  to  parallel  prob¬ 
lem  solving  using  blackboard  systems. 
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1.  Context  for  this  document 


1.1.  Intended  Reader 

This  dcxjument  is  aimed  at  the  new  user  of  the  Poligon  language  and  Poligon  system.  It  is 
assumed  that  the  reader  will  be  familiar  with  the  operation  of  Texas  Instruments  Explorer™ 
lisp  machines^  and  with  Common  Lisp  itself.  Familiarity  with  AGE  would  be  useful  in 
understanding  the  nomenclature  used  in  Poligon  but  it  is  by  no  means  essential. 

1.2.  About  this  document 

It  is  hoped  that  this  document  will  be  both  helpful  and  meaningful  to  both  the  prospective 
Poligon  user,  the  experienced  user,  who  is  in  need  of  a  reference  manual  and  to  readers, 
who  have  no  intention  of  doing  anything  other  than  finding  out  about  Poligon.  These  are 
in  many  ways  conflicting  goals,  since  the  detail  necessary  for  a  reference  manual  can  often 
be  too  great  for  the  casual  browser.  An  attempt  has  been  made  to  structure  this  manual  in 
such  a  way  as  to  allow  the  reader  to  skip  over  excessive  detail.  To  assist  both  the  novice 
and  experienced  user  the  manual  is  equipped  with  a  sizable  index. 

Within  the  text  of  this  manual  great  use  is  made  of  italicized  script.  Italic  text  is  used  to  de¬ 
note  three  things;  either  significant  words  or  phrases  in  the  system,  places  where  some 
piece  of  text  is  being  stressed  or  quoted  sections  of  program  examples  or  descriptions. 
Thus  if  the  reader  was  to  find  the  following  program  example 

If  :  a-value  >  another-value 

then  a-value  would  be  referenced  in  italics  because  it  is  a  reference  to  the  example  above. 
The  fact  that  this  is  an  example  of  an  If  Part  of  a  rule  would  also  be  italicized  as  it  has  been 
here  to  show  which  terms  have  special  significance  or  meaning. 

The  reader  should  find  that  all  terms  which  are  in  bold  script  and  all  terms  which  are  in 
italic  script,  which  refer  to  significant  terms  are  indexed. 

1.3.  Definition  of  Terms 

In  this  document  the  following  terms  will  be  held  to  have  ihe  associated  meanings: 

DeFuturing  That  coercion  which  extracts  the  value  from  a  Future,  wait¬ 

ing  for  that  value  to  be  evaluated  if  necessary. 

Evaluation  In  this  document  the  term  Evaluation  will,  in  all  cases,  refer 

to  the  process  of  executing  the  code  needed  to  determine  the 
value  of  the  relevant  object.  All  code  in  the  Poligon  system 
is  compiled  through  the  Common  Lisp  compiler.  There  is 
no  code,  which  is  EVALtd.  It  is  conspicuously  the  case, 
therefore,  that  free  references  will  be  detemiined  on  the  basis 
of  their  lexical,  not  on  the  basis  their  dynamic  environment. 

Thus  Lazy  Evaluation  refers  to  the  lazy  execution  of  a  call  to 
a  closure  in  which  resides  the  code  associated  with  the  de- 


^Explorer  is  a  trade  mark  of  Texas  Instruments  Corporation. 
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termination  of  a  value,  not  the  lazy  calling  of  EVAL  on  a 
quoted  list.  This  makes  the  semantics  of  the  Poligon  system 
much  clearer. 

This  refers  to  a  named  data  item  within  a  Node.  It  is  consid¬ 
ered  in  all  ways  synonymous  with  the  term  Slot. 

This  will  denote  a  symbol  which  is  interned  in  the  keyword 
package,  that  is  to  say  a  symbol,  whose  slashified  denotation 
is  that  of  a  symbol  preceded  by  a  colon. 

This  refers  to  a  language  Keyword  in  the  Poligon  [or  LlOO] 
language.  A  Keyword  in  these  languages  is  much  like  a 
Keyword  in  a  language  such  as  Pascal.  "If  is  an  example. 
This  word  is  used  in  the  AGE  sense,  which  is  to  say,  it 
refers  to  the  first  element  in  the  Value  list  associated  with  the 
Fields  of  a  Node.  Because  of  the  nature  of  Poligon  systems 
it  is  by  no  means  necessarily  the  case  that  this  denotes  the 
most  recent  value  with  respect  to  the  processing  of  the  data 
over  time.  If,  however,  the  Field  which  is  being  examined 
has  a  sorting  key  then  this  will  indicate  the  most  re¬ 
cent/greatest  element. 

The  user  defined  application,  which  runs  within  the  Poligon 
Blackboard  framework.  More  specifically,  this  includes  all 
code  written  in  the  Poligon  language  and  any  external  func¬ 
tions  which  the  user  has  chosen  to  write  in  Lisp  but  excludes 
all  that  is  provided  by  the  Poligon  system. 

This  term  is  used  in  a  very  general  sense,  as  opposed  to  the 
specific  AGE  sense  ($M(^ify),  in  which  it  meant  adding  a 
new  element  to  the  front  of  the  Value  List.  In  Poligon  this 
could  mean  any  user  definable  modification  operation. 

An  element  in  the  solution  space  and,  more  generally,  any 
object  on  the  Poligon  Blackboard.  Nodes  are  the  data 
structures  on  which  Rules  operate. 

Rules  are  the  program  constructs  in  which  the  user  encodes 
procedural  or  declarative  knowledge.  The  consist  of  condi¬ 
tion/action  pairs  that  are  sensitive  to  the  state  of  the  evolving 
solution  and  operate  on  that  solution. 

This  refers  to  a  named  data  item  within  a  Node.  It  is  consid¬ 
ered  in  all  ways  synonymous  with  the  term  Field. 

This  term  is  never  used  in  the  Common  Lisp  sense.  There 
are  no  dynamically  bound  variables  in  Poligon  Models. 
Special  is  simply  used  as  an  adjective,  which  denotes  some¬ 
thing  of  significance. 

This  refers  to  something  akin  to  the  AGE  concept  of  a  his¬ 
tory.  It  is  a  list  of  values  associated  with  a  Field  in  a  Node. 
In  Poligon  the  structure  of  the  value  of  a  Field  can  be  con¬ 
siderably  more  complex  than  simply  a  list  (see  Section 
3.3.4). 
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2.  Introduction 


The  Poligon  system  is  an  attempt  at  producing  an  application  independent  Blackboard 
framework,  which  is  able  to  exploit  parallelism  inherent  in  the  application  by  being  inher¬ 
ently  as  independent  of  implicit  sequential  dependencies  as  possible  and  by  executing  the 
suitably  compiled  user  code  on  an,  as  yet  simulated,  array  of  processors. 

The  architecture  of  Poligon,  at  least  from  the  user's  point  of  view,  is  independent  of  the 
nature  of  the  target  processors  and  their  topology.  It  is  very  much  the  policy  of  the  design 
of  Poligon  that  the  interface  provided  to  the  user  should  be  entirely  decoupl^  from  the  tar¬ 
get  architecture  and,  wherever  possible  from  the  explicit  expression  of  parallelism.  This  is 
for  the  obvious  software  engineering  reasons  of  wanting  to  produce  reliable,  maintainable, 
debuggable  and  portable  code,  quickly.  This,  of  course,  puts  much  more  reliance  on  the 
underlying  system  to  make  a  reasonable  attempt  at  exploiting  the  parallelism  inherent  in  the 
system.  It  is  assumed  that  this  is  the  job  of  machines.  Just  as  no  sensible  person  would 
voluntarily  write  in  assembler,  so  the  programmer  should  not  be  forced  to  write  hard-coded 
implementations  of  his  ideas.  It  should  be  noted,  however,  that  exceptions  to  this  policy 
do  exist  and  are  mentioned  in  Appendix  P,  the  appendix,  which  concerns  user  defined 
parallelism. 

The  Poligon  system  consists  of  two  distinct  components;  the  Poligon  Compiler  and  the 
Poligon  Run-Time  System.  These  components  are  linked  only  in  that  the  compiled  code 
from  the  Poligon  Compiler  runs  in  the  context  of  the  Poligon  Run-Time  System,  and  that 
both  are  loaded  when  Poligon  is  loaded. 

Poligon  has  two  modes  of  operation;  a  Serial  mode  and  a  Parallel  mode.^  Considerable  ef¬ 
fort  has  been  made  to  make  the  semantics  of  these  two  modes  as  similar  as  is  reasonably 
possible.  The  Serial  mode  exists  primarily  as  a  development  tool.  It  is  vastly  faster  than 
the  simulated  Parallel  mode  and  it  is  therefore  hoped  that  this  will  be  a  useful  development 
tool  even  if  only  because  of  its  speed.  Luckily,  however,  the  Serial  mode  is  also  more  in¬ 
telligible,  when  it  comes  to  debugging.  Because  of  the  similarity  of  these  modes  they  will 
not  be  referred  to  as  distinct  except  for  where  there  are  material  differences  in  either  their 
semantics,  operation  procedures  or  user  interface. 

The  following  sections  of  this  introduction  give  a  brief  introduction  to  the  Poligon  architec¬ 
ture.  Section  3  of  this  document  is  a  description  of  the  Poligon  language  and  the  Compiler. 
Section  4  is  a  description  of  the  Poligon  Run-Time  System.  Numerous  appendices  follow 
these  sections  detailing  different  parts  of  the  Poligon  system. 

2.1.  The  Poligon  Architecture 

Poligon  takes  as  its  starting  point  AGE.  That  is  to  say  it  is  a  system  which  implements  the 
concept  of  Nodes  -  record-like  data  structures  -  on  a  Blackboard  and  these  Nodes  are  acted 
on  by  rules,  which  are  chunks  of  knowledge  represented  as  condition-action  pairs.  From 


^The  terms  Serial  and  Parallel  here  are  somewhat  misleading  and  exist  for  historical  reasons  only.  The 
Parallel  mode  in  Parallel  because  it  uses  the  CARE  simulator  to  simulate  parallelism.  This  is  still 
executed  on  a  uniprocessor,  so  is  really  a  serial  system,  but  its  semantics  are  such  that  they  would  have 
been  the  same  if  the  program  were  running  on  a  real  multiprocessor.  The  Serial  mode  is  a  mode  in  which 
the  CARE  simulator  is  emulated.  In  practice,  therefore,  the  semantics  are  very  similar  to  the  Parallel  mode. 
The  major  difference  is  that  the  CARE  system  is  more  likely  to  be  deterministic  and  a  considerable  amount 
of  insmirnentation  is  provided  to  monitor  the  behavior  of  the  sy.stem.  The  Serial  mode  has  none  of  this 
insmirnentation  but  is  vastly  faster. 
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this  point  on  it  diverges  from  AGE.  It  should  be  noted,  however,  that  there  are  two  quite 
distinct  "Views"  of  the  Poligon  architecture.  One  is  the  view  of  the  user  of  the  system,  the 
other  is  the  view  inside  the  system.  A  number  of  features  in  the  system  have  been  designed 
to  be  in  some  sense  compatible  with  the  likely  target  architecture,  which  is  expected  to  be 
an  array  of  distributed  memory  MIMD  (Multiple  Instruction  stream.  Multiple  Data  stream) 
processors,  which  are  able  to  communicate  with  one  another  by  message  passing.  It  is  as¬ 
sumed  that  there  is  no  global  data,  and  hence  there  are  no  shared  variables.  It  is  also  as¬ 
sumed  that  there  will  be  a  large  number  of  these  processors,  comparable  to  the  number  of 
active  Ixodes  in  the  system,  not  of  the  order  or  tens.  The  architecture  of  Poligon  by  no 
means  requires  these  assumptions.  It  is  simply  in  some  senses  "optimized"  for  such  archi¬ 
tectures. 

Because  of  the  uncertainty  of  the  target  machine  and  the  low  level  nature  of  many  of  these 
aspects  the  user  has  been  to  the  greatest  degree  possible  detached  from  them.  The  user  per¬ 
ceives  a  hierarchically  structured  Blackboard  system  whose  rules  are  entirely  daemon 
driven.  Global  variables  are  not  implemented  and  the  sharing  of  data  is  achieved  by  asso¬ 
ciating  it  with  the  level  in  the  hierarchy  of  the  Blackboard  which  is  directly  visible  to  all 
those  Nodes  that  might  want  to  see  it. 

What  follows  is  a  brief  discussion  of  the  architecture  of  Poligon  from  a  lower  level.  This  is 
provided  for  the  interest  of  the  user  who  might  want  to  know  some  of  the  motivations  for 
the  features  of  Poligon.  Reading  it  is  by  no  means  necessary  in  order  to  use  Poligon, 
though,  sadly,  it  may  be  of  use  to  allow  efficient  use  of  Poligon. 

2.1.1.  Inside  Poligon 

AGE,  like  most  Blackboard,  systems  has  the  concept  of  a  Blackboard,  which  is  a  globally 
accessible  database,  and  a  distinct  Knowledge  Base,  consisting  of  Knowledge  Sources, 
which  are  themselves  divided  into  smaller  chunks  of  knowledge;  Rules. 

Poligon  takes  as  its  underlying  metaphor  the  concept  of  a  Blackboard  Node  as  a  process. 
In  the  most  extreme  view  of  this  a  Node  would  be  a  processor  but  this  is  by  no  means  re¬ 
quired  if  the  processors  in  the  network  are  capable  of  multi-tasking.  This  view  of  Nodes 
has  the  effect  that  the  Nodes,  instead  of  being  passive  entities  in  the  conventional 
Blackboard  metaphor,  are  active  entities.  From  this  point  of  view  it  requires  no  great  leap 
of  the  imagination  to  envisage  the  distribution  of  the  rules  of  the  system  over  the  processor 
network  so  that  the  Nodes  have  the  rules  necessary  for  them  intimately  associated  with 
them.  At  this  point  the  concept  of  a  distinct  database  and  Knowledge  Base  disappears,  at 
least  at  the  implementation  level. 

AGE  uses  a  simple  scheduling  mechanism.  A  global  stack/queue  of  event  tokens  was  kept 
and  events  were  taken  from  the  stack  in  order  to  activate  Knowledge  Sources,  which  might 
cause  more  events  to  be  posted  on  the  event  list.  Control  was  therefore  passed  around 
explicitly  between  the  Knowledge  Sources  by  the  agency  of  this  global  list. 

In  Poligon  there  are  no  global  variables.  This  means  that  a  shared  data  structure,  such  as  a 
global  event  queue,  is  neither  possible  nor  desirable,  since  shared  data  structures  are  likely 
points  for  serialization.  This  restriction  was  made  because  an  arbitrary  processor  might 
have  to  communicate  over  an  arbitrary  distance  across  the  processor  network  in  order  to  see 
such  a  global  queue.  This  would  cause  hot  spots  in  the  giid  and  major  consistency  prob¬ 
lems.  In  discarding  this  global  control  mechanism  Poligon  needed  another  way  to  cause 
the  activation  of  rules.  Clearly  all  of  the  rules  could  attempt  to  fire  all  of  the  time.  This 
could  cause  the  hardware  to  be  very  busy  doing  work  waiting  for  rules  to  fire.  This  work, 
since  it  might  require  non-local  references,  could  well  cause  significant  degradation  of  the 


4-23 


performance  of  the  system.  Poligon,  therefore,  opts  for  a  distributed  event-based  mecha¬ 
nism  for  rule  activation.  Rules  are  associated  with  Fields  of  Nodes  and  "watch"  them. 
When  a  suitable  event  such  as  an  update,  happens  to  the  Field  being  watched,  the  mles  that 
are  doing  the  watching  are  triggered.  The  Node  that  owns  this  Field  therefore  becomes,  in 
a  loose  sense,  the  Poligon  equivalent  of  AGE's  focus-node. 

Thus  for  each  rule  the  triggering  Field  has  to  be  specified.  This  allows  the  system  to  place 
the  rules  for  the  specified  classes  of  Node  and  the  specified  Field  around  the  processor  grid 
in  a  manner  appropriate  to  the  application.  This  means  that  the  AGE  concept  of  the 
Knowledge  Source  as  the  fundamental  unit  of  scheduling  no  longer  applies.  Not  only  can 
the  rules  of  a  Knowledge  Source  fire  quite  independently  of  one  another  but  they  may  also 
be  distributed  over  quite  distinct  parts  of  the  processor  network.  Thus  the  term  Knowledge 
Source  should  not  be  taken  to  represent  quite  the  same  sort  of  entity  as  it  does  in  AGE.  It 
is  merely  a  knowledge  representation  abstraction. 

Poligon  is  aimed  amongst  other  things  at  investigating  real-time  signal  processing  prob¬ 
lems.  This  by  no  means  precludes  other  applications,  of  course.  It  simpl'  means  that  the 
system  has  a  real-time  clock,  some  special  mechanisms  designed  to  cope  with  real-time 
problems  and  requires  all  data  coming  into  the  system  to  be  time-stamp^.  All  input  data 
for  the  system  is  fed  through  a  procedure,  which  is  user  defined  and  is  expected  to  put  the 
data  on  the  Blackboard  in  a  suitable  fashion.  This  data  is  spread  around  the  network  and 
acted  on  automatically  by  a  number  of  input  processing  Nodes.  This  all  happens  in  a  man¬ 
ner  about  which  the  user  need  not  worry. 
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3.  The  Poligon  Language,  Its  Syntax  and  Semantics 

The  Poligon  language  is  the  source  language  in  which  rules  are  written  so  that  they  will  run 
under  the  Poligon  system.  The  language  is  intended  to  provide  a  common  front  end  for  the 
user  so  that  the  rules  developed  for  the  system  should  work  transparently  between  the 
Serial  and  Parallel  modes.  This  removes  the  need  to  have  multiple  sets  of  source  code, 
which  need  to  be  updated. 

Apologies  are  made  now  for  any  forward  references  in  this  document.  It  is  the  nature  of 
language  descriptions  that  in  order  to  describe  a  language  in  a  suitably  structured  and  top- 
down  manner  forward  references  must  be  made. 

The  Poligon  Compiler  and  the  Poligon  Run-Time  System  can  be  loaded  up  by  executing 
the  form: 

(Make-System  'Poligon  iSilent  :Noconfirm  :Nowarn) 

The  Poligon  language  is  built  on  top  of  the  LlOO  language,  much  as  flavors  are  built  up 
from  basic  components.  The  Poligon  language  therefore  can  be  thought  of  as  an  extension 
to  the  behavior  of  the  LI (X)  language  with  a  number  of  modifications.  Of  the  modifications 
the  only  ones  that  the  user  is  likely  to  see  are  the  addition  of  a  few  new  types  of  basic 
value.  These  are  documented  below  in  Section  3.3.3. 

The  language  extensions  themselves  define  four  distinct  parts  of  the  user’s  input  to  the 
Poligon  system.  These  are; 

♦  The  Class  Declarations 

•  The  Data  Input 

•  The  User  Defined  Initialisation 

*  The  Knowledge  Base  itself,  which  is  encapsulated  in  Knowledge  Sources  and 
rules. 

These  will  be  described  in  turn.  The  grammar  is  shown  in  Appendix  J. 

3.1.  Poligon  and  LlOO 

The  Poligon  language  was  defined  by  building  it  on  top  of  the  L1(X)  language.  In  this  sec¬ 
tion,  therefore,  we  will  first  describe  the  LlOO  language  and  then  the  extra  features  that 
were  built  on  top  of  it  to  give  the  Poligon  language.  The  description  will  be  done  in  this 
order  so  as  to  give  the  reader  a  feel  for  the  syntax  of  the  language  before  any  complications 
to  do  with  concurrent  problem-solving  are  added.  LlOO  is  a  simple  language  which  com¬ 
piles  into  Common  Lisp.  Its  semantics  are  largely  those  of  Common  Lisp  and  so  it  exists 
mainly  to  provide  a  syntactic  infrastructure  on  which  other  languages  can  be  built. 

3.2.  Introduction 

LlOO  is  a  programming  language.  It  is  quite  powerful  in  its  own  right  but  its  major  fea¬ 
tures  are  its  simplicity  and  its  extensibility.  The  language  is  intended  to  achieve  different 
goals  from  those  of  Lisp.  It  is  intended  to  be  easy  to  read  and,  at  least  to  some  extent, 
similar  to  many  of  the  other  languages  that  exist,  which  have  infix  Operators  and 
Keywords. 
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LlOO  itself  is  in  fact  an  application  written  on  top  of  a  generic  parser  tool.  LlOO  is  that  lan¬ 
guage,  which  was  written  in  order  to  express  the  code  for  the  parser  tool  in  a  manner  that 
could  be  bootstrapped  easily.  Thus  LlOO  is  just  one  of  the  possible  uses  of  this  parser  tool 
that  reflects  the  aesthetic  inclinations  of  its  author.  The  generic  parser  tool  is  thoroughly 
documented  in  its  source  code.  It  is  a  parser  interpreter,  as  opposed  to  a  parser  generator. 
It  is  a  top-down  parser  with  backtracking.  It  is,  therefore,  not  constrained  by  restrictions 
on  the  source  grammar  such  as  LLl.  It  will  inatch  source  code  against  a  Gramwfiir  requir¬ 
ing  arbitrary  backtracking,  though  if  the  compiler  writer  chooses  to  implement  the  seman¬ 
tics  of  the  compiler  by  the  use  of  side  effects  then  the  backtracking  might  not  generate  the 
correct  code. 

The  remainder  of  this  section  comes  in  three  main  components.  These  cover;  how  to  load 
up  the  language,  the  language  in  outline  including  the  concept  of  Operators  in  LlOO,  the 
way  in  which  LlOO  handles  Lists  and  the  implementation  of  the  LlOO  Gramtnar.  An  ap¬ 
pendix  gives  some  examples  of  simple  programs  written  in  LlOO. 

3.2.1.  An  Outline  of  LlOO 

LlOO  is  a  block  structured  language  with  closed  constructs.  It  is  therefore  different  from 
languages  such  as  Pascal  in  as  much  as  it  has  no  Syntactic  concept  of  Begin  and  End.  This 
is,  of  course,  only  of  aesthetic  significance.  Constructs  in  the  language  are,  by  convention, 
closed  by  keywords,  which  have  the  prefix  of  End.  Thus  If  is  closed  by  Endifani  Let  is 
closed  by  EndLet. 

LlOO  is  case  insensitive,  like  Common  Lisp.  LlOO  is,  like  Lisp  and  Pascal,  layout  inde¬ 
pendent,  though  it  does  sometimes  rely  on  whitespace  for  its  lexis.  These  cases  are  de¬ 
scribed  below,  but  the  corollary  is  that  you  can  always  put  any  number  of  Comments  or 
whitespace  characters  between  tokens,  but  tokens  may  not  have  any  whitespace  within 
them.  Strings  are  a  special  case  and  are  mentioned  below. 

"Statements"  are  separated  by  the  Lozenge  symbol  (0)  or  bang  symbol  (!).  This  is  in¬ 
tended  to  be  a  noisy  way  of  highlighting  that  side  effects  are  being  made. 

3.2.2.  LlOO  lexis  rules 

The  LlOO  language  has  different  lexis  rules  from  Lisp.  This  is  so  as  to  allow  special  sym¬ 
bols  to  have  syntactic  meaning.  This  means  that  the  lexis  rules  are  much  like  those  of 
Pascal-like  languages.  Identifiers  can  only  begin  with  letters,  &  signs  or  dollars.  Numbers 
can  only  start  with  a  numeral  and  so  on.  There  are  a  couple  of  things  that  should  be  noted 
however.  Operators  that  start  with  an  Operator  delimiting  character  (see  below)  can  only 
contain  characters  that  are  reserved  for  Operators.  The  lexis  rules  are  relaxed  for 
'.Keywords  (i.e.  tokens  that  begin  with  a  colon).  Thus  anything  that  follows  a  colon,  up 
until  the  next  whitespace  character  or  parenthesis  will  be  read  by  the  reader  as  a  .'Keyword. 
The  same  can  be  said  of  quoted  items.  In  both  of  these  cases  it  is  imperative  that  a  whites¬ 
pace  character  should  be  put  between  these  symbols  and  commas  in  Parameter  Lists, 
otherwise  the  commas  will  be  swallowed  into  the  symbol  and  a  syntax  error  will  result. 

There  are  a  few  -.Keywords  used  by  the  lexical  analyzer  itself  to  denote  types  of  tokens. 
These  are  considered  special  by  the  lexical  analyzer  and  must  be  quoted  before  they  can  be 
read  as  tokens.  It  is  unlikely  that  any  user  code  will  contain  any  of  these.  The :Key words 
are  shown  in  Table  3 — 1. 
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:Start_of_fiIe 

:End_of_file 

:Bra 

:Ket 

:Comma 

:Slash 

:Lsq 

:Rsq 

:Colon 

Table  3 — 1  LI 00  Reserved  ‘.Keywords 


There  are  a  set  of  characters  that  cannot  be  used  in  the  middle  of  Identifiers,  since  they  are 
used  as  Operators,  syntax  delimiters  or  are  reserved  for  the  user  to  use  as  Operators.  TTiese 
are  shown  in  Table  3 — 2. 
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Table  3—2  LlOO  Reserved  Characters 


Strings  are  conspicuously  different  in  LlOO  from  Lisp.  Strings  in  Lisp  suffer  from  the 
problem  that  you  cannot  stretch  the  source  code  representation  of  a  String  over  multiple 
lines  without  embedding  carriage  control  in  the  String,  which  in  turn  gets  compiled  into  the 
String.  An  unpleasant  consequence  of  this  is  that  Strings  which  are  not  closed  properly  can 
cause  large  quantities  of  code  to  be  swallowed.  This  is  not  the  case  in  LlOO.  No  token  is 
allowed  to  cross  a  newline  boundary.  This  means  that  a  String  that  is  not  closed  on  a  line 
will  cause  a  lexis  error.  If  the  user  wants  Strings  that  are  longer  that  the  amount  of  space 
that  he  is  prepared  to  allocate  on  a  given  line  Strings  can  be  continued  by  the  use  of  the  in¬ 
fix  literal  String  concatenation  Operator  Thus  an  example  String  might  be  as  follows: 

"This  is  a  very  long  "& 

"string,  which  is  spread  "& 

"out  the  way  I  want  and  "& 

"split  over  a  number  of  "& 

"lines . " 

"It  should  be  noted  that  the  Operator  is  executed  at  compile  time,  not  at  run  time.  Thus 
it  is  able  to  provide  constant  documentation  Strings  but  cannot  be  used  as  a  general  String- 
Append  Operator.  There  is,  of  course,  nothing  to  stop  the  user  from  defining  such  an 
Operator. 

Comments  are  defined  in  two  ways  in  LlOO.  The  first  is  the  "end  of  line"  type  of  Comment 
supported  by  Common  Lisp  and  introduced  by  a  semicolon.  The  second  is  a  bracketed 
Comment  construct,  which  allows  Comments  in  the  middle  of  code  on  a  line.  A  bracketed 
Comment  may  not  stretch  over  a  line  boundary.  This  is  to  prevent  code  from  being  swal¬ 
lowed  in  The  bracketed  Cowmenr  is  denoted  by  the  "{}";  characters.  Thus 

the  following  is  a  legal  piece  of  LlOO  code 

a ‘length  {the  length  of  a)  +  3  -> 

new-length  {new  length)  0  ;  Comment 

3.2.3.  The  LlOO  predefined  Operators 

LlOO  comes  equipped  with  a  number  of  predefined  Operators.  These  are  defined  as  shown 
in  Table  3 — 3. 
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Operator 

Lisp  Equivalent 

Precedence 

< 

< 

15 

Left 

> 

> 

15 

Left 

<= 

15 

Left 

> 

>= 

15 

Left 

+ 

+ 

20 

Left 

- 

- 

20 

Left 

* 

* 

25 

Left 

1 

Quotient 

25 

Left 

* 

Not_equal 

15 

Left 

D 

Cons 

25 

Left 

20 

Left 

— > 

Setf 

2 

Left 

= 

15 

Left 

• 

<Application> 

30 

Left 

Or 

Or 

5 

Right 

And 

And 

10 

Right 

Tables— 3  LI  00  Language  Operators 


These  have  been  chosen  to  give  the  sort  of  effect  that  one  would  expect  in  a  language  with 
infix  Operators, 


Not_Equal  is  defined  as  (Not  (Equal  x  y)). 


Since  these  Operators  are  not  easily  printable  on  standard  printing  devices  without  special 
text  processing  an  extra  set  of  Operators  has  been  defined  which  provides  an  easily  print¬ 
able  representation  of  the  source  code  at,  perhaps,  the  cost  of  a  little  legibility  on  Lisp  ma¬ 
chines.  These  are  shown  with  their  equivalents  in  Table  3 — 4. 
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Easily  Printable 

<- 

<- 

== 

<> 

it 

%= 

~ 

@ 

-> 

< 

<= 

> 

>= 

T able  3 — 4  LI  00  Operators  and  their  printable  equivalents 


It  should  be  noted  that  the  normal  mode  of  use  of  operators  in  LlOO  is  in  the  infix  form. 
This  is,  however,  not  mandatory.  Operators  can  be  used  in  a  prefix  form  if  required.  If 
this  is  done  then  the  arguments  provided  are  used  as  specified.  No  reordering  is  performed 
as  it  might  be  in  the  case  of  the  infix  form.  Thus  both  of  the  following  expressions  are  le¬ 
gal  LlOO  and  will  have  the  obvious  effect. 

a  b  (Append  a  b) 

<->(a,  b,  c)  (Append  a  b  c) 


4-28 


3.2.4. 


Defining  New  Operators 


One  of  the  features  of  significance  in  LlOO  is  not  simply  the  presence  of  infix  Operators  but 
the  ability  of  the  user  to  defined  his  own  and  to  modify  the  behavior  of  the  existing 
Operators.  The  predefined  Operators  are  only  provided  as  a  convenience  to  the  user  and  are 
in  no  way  a  structural  feature  of  the  language.  Defining  Operators,  therefore,  is  one  of  the 
key  mechanisms  in  LlOO  by  which  the  language  can  be  tailored  to  suit  the  application  at 
hand. 

Operators  are  defined  by  the  use  of  the  Declare  Operator  procedure.  This  procedure  is  de¬ 
fined  as  follows: 

Declare_Operator  (Name,  Function_tc_call,  Precedence, 

Associativity,  Reverse_the_arguments , 
Omit_the_operator,  Language) 

The  use  of  this  procedure  is  fully  documented  in  the  source  code.  A  couple  of  examples  of 
its  use,  however,  are  given  here  to  show  how  easy  it  is: 

Declare_Operator ( '->  ,  'setf  ,  2,  :Left  ,  t,  nil,  :L100)0 

This  is  the  LlOO  source  code  necessary  to  define  the  assignment  Operator  in  LlOO.  The 
Operator  is  called  and  instances  of  this  Operator  are  compiled  into  calls  to  the  Sctf  pro¬ 
cedure.  The  Operator  has  a  precedence  of  2  (this  is  very  low)  and  it  is  left  associative.  The 
operands  are  reversed  in  the  generated  code  and  the  Operator  is  included,  i.e.  this  is  not  a 
function  application  Operator.  Thus  the  following  transformation  happens  at  compile  time 

a  b 

compiles  into 

(Setf  b  a) 

The  second  example  is  of  the  LlOO  infix  function  application  Operator.  This  is  declared 
with  the  following  code: 

Declare_Operator ( ' •  ,  nil,  30,  :Left  ,  t,  t,  :L100)0 

This  Operator  is  called  and  there  is  no  Lisp  function  associated  v/ith  it.  It  has  a  high 
precedence  of  30,  is  left  associative,  has  its  arguments  reversed  and  has  the  (null)  function 
omitted  in  the  generated  code.  Thus  the  following  transformation  occurs  at  compile  time: 

a»b 

compiles  into 
(b  a) 

Clearly,  then,  the  following: 

a*b  ->  c 
compiles  into 
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(Setf  c  (b  a) ) 


and 

c  ->  a»b 
compiles  into 

(Setf  (b  a)  c) 

3.2.5.  LlOO  and  lists 

Lists  in  LlOO  are  different  from  Lists  in  Lisp  in  that  Lists  are  always  treated  as  representa¬ 
tions  of  data  structures.  They  are  not  used  to  denote  the  language  itself  in  any  way.  Thus 
arguments  to  a  function  are  not  expressed  as  a  List,  though  an  argument  may  be  a  List. 

Lists  in  LlOO  are  enclosed  in  brackets  and  are  implicitly  "backquoted".  Thus  the  Lisp  list 

*  (a  b  c) 

would  be  expressed  as  follows: 

[a  b  c] 

The  Comma  concept  associated  with  backquoted  Lists  in  Common  Lisp  can  be  expressed 
in  three  ways  in  LlOO.  The  direct  equivalent  of  a  Comma  is  the  Uparrow,  Thus  the  Lisp 
expression: 

'  (a  b  ,c  d) 

would  be  expressed  as  follows: 

[a  b  Tc  d] 

The  Comma  At-sign  construct  is  mirrored  by  the  Downarrow.  Thus  the  Lisp  expression: 

'  (a  b  ,  @c  d) 
would  be  expressed  as  follows: 

[a  b  ic  d] 

There  is  a  third  way  of  expressing  the  positioning  of  evaluated  elements  in  a  List.  This  is 
by  the  use  of  the  Percent  delimiters.  Within  a  percented  component  of  a  List  all  of  the  ar¬ 
guments  are  evaluated.  This  is  a  shonhand  for  a  lot  of  Uparrows.  Thus  the  Lisp  expres¬ 
sion: 

'  (a  b  ,c  ,d  ,e  ,f  ,g  h  i  j) 
can  be  expressed  as  follows 

[a  b  %  c,  d,  e,  f,  g  %  i  j] 

Of  course  a  call  to  the  function  List  can  always  be  made  as  well. 
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tions 

3.2.6.  Defining  extensions  to  the  grammar 

Other  than  defining  your  own  Operators,  LlOO  provides  the  user  with  the  ability  to  define 
his  own  extensions  to  the  Grammar.  It  is  by  such  mechanisms  that  one  produces  special¬ 
izations  of  LlOO  to  produce  languages  such  as  the  Poligon  and  Cage  languages. 

The  Grammar  can  be  extended  by  two  mechanisms.  It  can  be  extended  statically  by  the  use 
of  the  Converter  procedure,  which  takes  a  List  of  filenames  and  a  .Keyword  denoting  the 
name  of  the  language  and  converts  the  Grammar  into  a  form  that  the  compiler  can  under¬ 
stand. 

It  can  also  be  extended  incrementally  by  the  use  of  the  procedure  Declare _Production, 
which  takes  three  arguments;  a  String  denoting  the  production  line  in  the  Grammar,  a 
String  denoting  the  action  line  in  the  Grammar  and  a  .Keyword  denoting  the  name  of  the 
language. 

The  definition  of  new  Grammar  constructs  (productions)  on  the  fly  is  a  dangerous  and  dif¬ 
ficult  process  so  the  user  is  advised  to  read  all  of  the  documentation  associated  with  the 
parser  tool  and  the  Grammar  Converter  before  he  tries. 

3.2.7.  LlOO  and  Binding 

LlOO,  like  Common  Lisp,  is  a  lexically  scoped  language.  LlOO,  however,  is  much  more 
strict  about  Binding  than  Common  Lisp.  In  LlOO  it  is  not  possible  to  achieve  Dynamic 
Binding  unless  it  is  explicitly  asked  for.  Lambda  Binding  is  not  allowed  at  all.  Thus  the 
following  LlOO  and  Common  Lisp  programs  are  not  equivalent. 

Variable  a-global-variable  42 

Define  a-function  (a-global-variable) 
a-global-variable ‘another-f unction 
EndDef ine 

Define  another-function  (an-argument) 
print (a-global-variable) 0 
print (an-argument) 

EndDef ine 

Do  100»a-function 


and 


(DefConst  a-global-variable  42) 

(defun  a-function  (a-global-variable) 
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(another-f unction  a-global-variable) 

) 

(defun  another-f unction  (an-argument) 

(print  a-global-variable) 

(print  an-argument) 

) 

(a-function  100) 

In  the  first  case  the  L1(X)  program  will  print  out  42  and  then  100.  In  the  Common  Lisp 
case  the  program  will  print  out  100  and  then  100.  Similarly  the  following  programs  are  not 
equivalent. 

Variable  a-global-variable  <-  42 

Define  a-function  (an-argument) 

Let  a-global-variable  =  an-argument 
In  an-argument ‘another-function 
EndLet 

EndDefine 

Define  another-function  (an-argument) 
print (a-global-variable) 0 
print (an-argument) 

EndDefine 

Do  100*a-function 


and 


(DefConst  a-global-variable  42) 

(defun  a-function  (an-argument) 

(let  ( (a-global-variable  an-argument) ) 
(another-function  an-argument) 

) 

) 

(defun  another-function  (an-argument) 
(print  a-global-variable) 

(print  an-argument) 

) 

(a-function  100) 


The  same  results  are  produced  by  these  programs  as  were  produced  by  the  preceding  ex¬ 
amples.  Thus  the  LlOO  Let  construct  achieves  only  Lexical  Definition  and  not  Dynamic 
Binding.  This  is  also  the  case  with  function  arguments;  Lambda  Binding. 

There  is,  however  a  need  for  Dynamic  Binding,  since  the  underlying  Common  Lisp  system 
requires  it  for  such  global  symbols  as  Terminal-IO.  LlOO,  therefore  provides  a  Bind 


4-32 


primitive  to  achieve  this.  The  following  LlOO  program  is  equivalent  to  the  last  Common 
Lisp  example.^ 

Variable  a-global-variable  <-  42 

Define  a-function  (an-argument) 

Bind  a-global-variable  s  an-argument 
In  an-argument •another-function 
EndBind 
EndDefine 

Define  another-function  (an-argument) 
print (a-global-variable) 0 
print (an-argument) 

EndDefine 

Do  100*a-function 

3.2.8.  LlOO,  Type  Checking  and  Pragmata 

LlOO  supports  no  static  type  checking.  It  does,  however,  support  the  specification  of  dy¬ 
namic  type  checking.  This  is  done  in  the  Parameter  Lists  for  functions.  The  types  that  an 
argument  can  take  on  are  defined  after  the  argument.  A  set  of  types  can  be  specified.  Thus 
a  function  could  be  defined  as  follows: 

Define  a-function 
(an-argument, 

an-integer-or-a-§tring  :  Integer  :  String, 
another-argument ) 

«  «  • 

EndDefine 

This  function  takes  three  arguments.  The  first  and  third  arguments  can  be  of  any  type.  The 
second  is  allowed  to  be  either  an  integer  or  a  string.  Failure  to  conform  to  either  of  these 
types  will  cause  an  error  at  run-time.  The  types  that  can  be  specified  are  any  symbolic  types 
that  can  be  given  to  typep.  Note  these  are  Identifiers  delimited  by  Colons,  not  '.Keywords. 
The  specification  of  the  ;  Integer  type  is  the  same  as  saying  that  the  argument  should  con¬ 
form  to  the  specification  of  (typep  an-integer-or-a-string  'Integer). 

LlOO  also  supports  a  mechanism  which  allows  Pragmata  to  be  defined  to  act  upon  function 
arguments.  There  is  only  one  such  Pragma  in  LlOO,  called  Lazy,  but  languages  derived 
from  LlOO  migh^  well  define  more  for  themselves.  All  such  Pragmata  are  defin^  using  the 
same  syntax  as  that  for  type  checking.  The  Lazy  Pragma  defines  arguments  to  be  lazily 
evaluated.  There  is  a  strict  declare-before-use  requirement  for  functions  with  Lazy  argu¬ 
ments.  The  following  is  an  example  of  code  in  which  Lazy  arguments  to  functions  are 
used. 

Define  a-function  (a  :  lazy,  b) 

Princ ("Hello")0 
if  b  then  a  endif 


^Note;  The  Poligon  model  of  parallelism  does  not  allow  dynamic  binding.  If  the  user  chooses  to  use 
dynamic  binding  then  this  will  will  not  be  strictly  in  accordance  with  the  programming  model  i.e.  a  true 
Poligon  machine  might  not  support  such  a  program. 
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EndDef ine 


Define  another-function  (c,.  d) 

Princ (d) 0 

a-function (Princ ("  there.  "),  c) 

EndDefine 

Do  another-function  (t,  '’Example  1:  ") 

Do  another-function  (nil,  "Example  2:  ") 

In  this  example  the  function  a-function  is  defined  to  have  a  lazy  argument,  called  a.  If  the 
argument  b  is  non-nil  then  a  will  be  evaluated.  If  not  then  a  will  not  be  evaluated.  Thus  the 
output  from  this  program  will  be  "Example  1:  Hello  there.  Example  2:  Hello". 

3.2.9.  The  Outer-most  Level  of  the  Language 

An  LKX)  program  consists  of  a  number  of  outer  most  level  declarations.  Most  of  the 
Grammar  and  complexity  of  the  language  is  associated  with  the  definition  of  expressions, 
which  can  be  put  within  these  outermost  level  declarations.  The  outer  most  level  declara¬ 
tions  do,  however  deserve  a  little  comment.  They  are  defined  by  the  produc- 
ti.on:Toplevelstatement  and  can  consist  of  a  number  of  items, 

3. 2. 9.1.  Constant  and  Variable  declarations 

Constants  are  declared  by  the  following  form: 

Constant  a-constant-name  s  an-expression 

This  is  equivalent  to  a  D^Constant  declaration.  The  expression  is  evaluated  at  load  time. 

Variables  are  declared  as  follows:^ 

Variable  a-variable-name  <-  an-expression 

This  is  equivalent  to  a  DefParameter  declaration.  The  expression,  like  that  for  Constants  is 
evaluated  at  load  time.  The  initialization  is  mandatory. 

3. 2. 9. 2.  Structure  Declarations 

Structure  types  can  be  defined  in  LKX).  The  following  is  an  example  of  such  a  declaration. 

Structure  structure_name 

Fields  field_l,  field_2,  field_3 

This  declares  a  Structure  called  structure _name,  which  has  three  fields,  which  are  accessed 
by  the  functions  field_l,field_2  and  field_3.  A  type  predicate  is  declared,  whose  name 
will  be  is_a_structure_name  and  a  keywordless  constructor  will  be  generated  called 
Makejtructurejiame.  The  prefices  "IS_A_"  and  "MAKE_"  are  defined  as  the  values  of 


'Note:  Global  Variables  are  not  allowed  in  a  Poligon  application,  since  there  is  no  global  data  concept. 

The  ability  to  define  global  variables  has  not  been  removed  from  the  Poligon  language,  however,  because  it 
is  still  useful  to  define  globals  that  denote  things  that  are  not  related  directly  to  the  functioning  of  the  model 
itself,  e.g.  uace  files  and  such  which  would  not  exist  in  a  real  system. 
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the  constants  MakeJPrefa  and  Is_a_Prefix.  Redefining  these  will  allow  the  user  to  change 
this  behavior  if  desired. 

3. 2. 5). 3.  Function  and  Procedure  declarations 

These  are  of  the  obvious  form  and  are  covered  in  Appendix  B.  No  distinction  is  made 
between  functions  and  procedures  in  LIOO. 

3. 2. 9. 4.  Outermost  level  statements 

There  is  a  need,  sometimes,  to  express  outermost  command  level  side-effects.  These  are 
often  assignments  to  system  global  variables,  which  are  made  at  load  time.  This  can  be 
done  by  the  use  of  the  Do  construct.  The  statement 

Do  42  System-Variable 

will  assign  42  to  System-Variable  at  load  time. 

3. 2. 9. 5.  Compile  time  statements 

LIOO  has  provision  for  the  user  redefinition  and/or  extension  of  the  compiler.  There  is  a 
need,  therefore,  to  allow  the  user  to  make  these  redefinitions  at  compile  time,  otherwise 
they  would  be  done  too  late.  The  Execute  construct  is  used  for  this  purpose. 

Execute  Declare_Operator 

('an-op  ,  'a-function  ,  2,  :Left,  t,  nil) 

This  will  cause  the  Operator  An-Op  to  be  defined,  so  that  the  compiler  knows  about  it,  at 
compile  time. 

A  peep-hole  is  allowed  down  into  Lisp  at  this  point,  in  case  there  is  an  extreme  need  to  ex¬ 
press  something  that  is  not  supported  in  LIOO.  This  is  the  function  Literal. 

Literal  takes  a  String  argument  and  reads  and  evals  Itom  it.  Thus  the  statement 

Execute  "«Some  strange  and  horrible  bit  of  lisp»" ‘Literal 

will  cause  that  bit  of  Lisp  to  be  evaluated  at  compile  time. 

3.3.  General  Linguistic  matters 

This  section  relates  to  a  number  of  issues  that  are  significant  concerning  the  Poligon  lan¬ 
guage,  either  because  they  refer  to  changes  to  LIOO,  features  which  are  unique  to  the 
Poligon  language  or  for  which  an  understanding  is  necessary  before  the  ensuing  descrip¬ 
tion  of  the  language  can  be  fully  appreciated, 

3.3.1.  Packages 

The  Poligon  system  code  is  resident  mainly  in  the  Poligon  Package .  This  package  exports 
a  number  of  symbols,  which  are  used  by  the  Poligon-User  package.  It  is  generally  as¬ 
sumed  that  any  Poligon  model  will  be  written  in  the  Poligon-User  package  or  a  package 
which  is  built  on  it. 
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3.3.2. 


Data  Types 


There  are  three  data  types  that  might  be  of  interest  to  Poligon  model  writers.  These  are 
Bags,  Sets  and  Lazy  lists.  Bags  are  documented  fully  in  Section  3.3.3.4,  the  section  con¬ 
cerning  searching  the  Blackboard.  Sets  are  just  like  bags  only  they  cannot  contain  any 
duplicate  elements.  They  are  not  be  describe  as  such  but  will  be  described  in  terms  of 
their  differences  from  Bags  in  Appendix  E.  Sets  and  Bags  share  the  same  operations. 
Lazy  Lists  are  lists,  which  can  be  used  by  non-strict  functions.  They  act  just  like  lists  but 
their  Tails  are  defined  in  terms  of  value  generating  functions,  not  Cons  cells.  If  the  func¬ 
tion  Tail  is  called  with  a  Lazy  List  as  its  argument  it  gradually  evaluates  the  elements,  which 
are  needed.  The  list  preserves  EQness,  though  this  should  not  be  of  significance  unless  the 
user  chooses  to  ignore  the  advice  given  in  Section  3.3.2.3,  the  section  concerning  equality. 
The  functions  for  manipulating  Lazy  Lists  are  described  in  Appendix  E,  the  appendix  on 
data  structures,  as  are  those  for  Bags. 

There  are  three  data  types  which  should  not  be  visible  to  the  Poligon  model  writer  but 
which  have  an  effect  on  the  system.  These  are  Remote  Addresses  and  Futures  and  Multi- 
Futures. 


3. 3. 2.1.  Remote  Addresses 

This  data  type  is  an  internal  implementation  detail  of  the  CARE  architecture.  All  Nodes  in 
the  system  are  seen  as  Remote  Addresses  in  the  processor  net.  This  behavior  is  emulated 
in  the  Serial  mode  so  that  any  time  the  user  prints  out,  for  instance,  a  Blackboard  Node  it 
will  be  printed  out  in  the  following  form: 

#<Remote  xxx> 

where  xxx  is  the  name  of  the  Node.  This  may  be  ignored  by  the  user,  since  the  implemen¬ 
tation  hides  any  need  for  the  user  to  deal  with  this  data  type.  However  if  the  user  attempts 
to  write  any  user  functions  that  poke  inside  the  Poligon  implementation  then  he  will  find 
them  all  over  the  place.  It  cannot  be  stressed  too  strongly  that  the  user  should  not  resort  to 
this  practice.  If  you  really  need  to  do  something  that  is  not  provided  by  the  system  then 
maybe  other  people  may  need  it  too  and  so  it  should  be  made  part  of  the  system  and  inte¬ 
grated  properly.  A  major  purpose  of  the  Compiler  and  Run-Time  System  structure  of  the 
Poligon  system  is  to  protect  the  user  from  changes  to  the  internal  representation  of  the  sys¬ 
tem. 

An  important  feature  of  the  fact  that  Poligon  Nodes  are  seen  by  their  Remote  Addresses  is 
that  type  comparison  functions  cannot  be  used  on  them  usefully.  For  instance,  the  Strict- 
Type-Of  #<Remote  Sheep-42>  would  not  be  'Sheep,  it  would  be  'Remote-Address,  inde¬ 
pendent  of  the  type  of  the  Node  pointed  to  by  the  Remote  Address. 

3. 3. 2. 2.  Futures  and  Multi-Futures 

Futures,  and  their  close  cousins  Multi-Futures  are  values  which  represent  promises  for  val¬ 
ues.  They  are  used  extensively  by  the  Poligon  implementation.  They  are  used  because  they 
allow  the  system,  in  principle,  to  carry  on  doing  something  else  whilst  a  value  is  being 
evaluated  by  a  different  process.  A  process  will  always  suspend  itself  if  it  needs  the  value 
of  a  Future,  which  has  not  been  satisfied. 

All  values,  which  tire  extracted  from  the  Fields  of  remote  Nodes  are  represented  as  Futures. 
Thus  most  values  that  you  are  likely  to  want  to  represent  or  manipulate  in  Poligon  are  rep¬ 
resented  as  or  contain  Futures. 
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Futures  can  be  seen  in  the  Poligon  system  when  they  are  printed  out  because  they  will  be 
represented  as: 

#<Future  xxx> 

where  xxx  is  either  the  value  that  the  Future  represents  or  "Unsatisfied",  an  indication  that 
the  Future  has  not  yet  been  satisfied. 

The  proliferation  of  Futures  in  Poligon  might,  at  first  sight  seem  to  be  likely  to  cause  prob¬ 
lems.  For  instance  the  following  expression  might  seem  to  be  an  error  at  first  sight: 

#<Future  42>  +  #<Future  127> 

where  #<Future  xxx>  denotes  an  expression  whose  value  is  a  Future.  Even  though  the 
values  of  the  Futures  are  acceptable  arguments  to  the "+"  operator  the  Futures  themselves 
are  not.  To  cope  with  this  problem  the  Poligon  system  emulates  a  machine  which  has 
Futures  as  a  properly  implemented  low  level  data  type  and  all  such  operations  will  be  co¬ 
erced  so  as  to  wait  for  the  values  of  the  Futures.  It  might  be  thought,  therefore,  that  this 
might  not  buy  the  user  anything,  since  all  Futures  immediately  cause  the  system  to  wait  for 
them.  Luckily  this  is  not  the  case.  The  Poligon  system  will  only  wait  if  the  operation 
which  is  being  applied  to  the  Futures  is  strict  on  its  arguments.  Thus  functions  such  as  List 
and  Cons  will,  happily,  create  structures  such  as: 

List (#<Future  42>,  #<Future  127>) 

i.e.  a  list  which  has  two  elements  both  of  which  are  Futures.  This  means  that  the  Poligon 
system  will  only  wait  for  any  value  if  it  is  logically  necessary.  A  number  of  pre-defined 
functions  are  defined  to  be  non-strict  in  some  of  their  arguments.  Some  of  these  are  given 
in  Appendix  E,  the  appendix  concerning  data  structures. 

The  cases  in  which  operations  are  likely  to  be  non-strict  are  those  in  which  data  structures 
are  being  created,  functions  which  simply  pass  their  arguments  on  to  other  functions  or 
those  in  which  assignments  are  happening.  Clearly  the  user  must  be  able  to  define  his  own 
functions  that  are  non-strict  in  their  arguments.  Poligon  provides  a  mechanism  for  this. 

All  Structure  declarations  made  in  the  Poligon  language  have  a  constructor  function  de¬ 
clared  for  them  which  is  not  strict  in  its  arguments.  This  constructor  function  has  proper 
:Keyword  arguments,  all  of  which  are  defined  to  be  non-strict.  Thus  the  following  code 

Structure  a_structure  Fields  field_l,  field_2 

will  declare  a  Structure  type  called  a  structure  with  fields  field_l  and  field_2.  A  construc¬ 
tor  function  will  be  declare  called  Make_a_Structure.  It  will  have  the  following  parameter 
spec: 

(&Key  Field_l  Field_2) 

These  will  be  known  to  the  system  as  being  non-strict  arguments.  This  is  no  use  if  the  user 
should  want  to  declare  his  own  constructor  type  functions  or  such  like.  For  instance  if  the 
user  wanted  to  define  MyjCons,  a  function  which  conses  backwards  then  the  following 
definition  would  not  be  sufficient 

Define  My_Cons  {the_head,  the_tail) 

Documentation  "Conses  backwards" 
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Cons (the_tail,  the_head) 

EndDef ine 

This  is  because,  even  though  Poligon  knows  that  Cons  is  not  strict  in  its  arguments  and  so 
no  DeFuturing  coercion  is  necessary  for  the  arguments  that  are  passed  to  Cons,  calls  to  the 
function  My_Cons  will  still  DeFuture  their  arguments.  The  way  to  prevent  this  is  to  pro¬ 
vide  decoration  for  the  arguments  to  the  function.  This  would  be  done  as  follows: 

Define  My_Cons 

(the_head  :  Non_Strict,  the_tail  :  Non_Strict) 
Documentation  "Conses  backwards" 

Cons (the_tail,  the_head) 

EndDef ine 

Arguments  are  declared  to  be  Non-Strict  in  exactly  the  same  way  as  they  have  types  de¬ 
clared  for  them.  Any  subsequent  calls  to  MyjCons  will  have  the  desired  behavior. 

3. 3. 2. 3.  Equality 

It  should  be  noted  that  the  presence  of  Futures  and  the  Multiple-Values  data  type  in  Poligon 
somewhat  changes  the  possible  meaning  of  equality.  Thus  EQUAL  might  well  return  false 
even  though  its  arguments  represent  the  same  objects.  To  this  end  Poligon  has  its  own 
version  of  equality  and  inequality.  At  the  Poligon  source  code  level  they  are  represented  by 
the  operators  "="  and  'y*  (and  "%=")}  These  operators  are  the  only  safe  way  to  check 
for  equality  in  Poligon.  They  apply  the  minimum  amount  of  DeFuturing  necessary. 

There  are  cases  when  the  user  might  want  to  have  his  own  definition  for  equality.  Poligon 
permits  this  for  Structure  instances.  There  are  a  number  of  reasons  for  this: 

•  A  user  defined  equality  predicate  for  structures  might  be  much  more  efficient  than 
the  system  defined  test  (EqualP). 

•  The  user  might  have  circular  structures,  which  would  normally  cause  stack  over¬ 
flow  during  equality  testing. 

•  The  user  might  wish  to  define  a  criterion  for  equality  which  is  less  strict  than  equal¬ 
ity,  for  instance  coordinates,  which  are  close  enough  together,  might  be  said  to  be 
equal. 

•  The  user  might  have  debugging  information  in  his  structures,  which  are  not  really 
part  of  the  simulation.  These,  presumably,  should  not  be  tested  for  equality. 

To  do  this  the  user  should  define  a  message  handler,  which  supports  the  :Eqml  message. 
For  an  example  of  this  please  see  the  Section  33.2.6. 

As  an  optimization  the  user  can  define  a  property  called  '.Equality-Tester  on  the  symbol  that 
names  the  stmcture  type.  If  this  has  as  its  value  a  function  then  this  is  used  as  the  equality 
testing  predicate.  If  it  is  the  keyword  :No,  then  this  is  an  optimized  way  of  saying  that 
there  is  no  special  predicate  provided. 

3. 3. 2. 4.  The  Size  of  Structures 

It  is  necessary  for  the  CARE  simulator  to  measure  the  size  of  all  of  the  messages  that  it 
sends.  This  includes  user  defined  data  structures.  Because  these  can  contain  elements. 


the  user  chooses  to  write  user  functions  in  Lisp  then  he  should  use  the  functions  Are-The-Same  and 
Not-equal,  into  which  these  operators  map. 
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which  should  not  be  visible  to  the  simulation,  such  as  debug  fields,  it  is  necessary  for  the 
user  to  be  able  to  define  his  own  size  measuring  mechanism  for  his  structures.  This  is 
done  by  implementing  a  handler  for  the  :Total-Word-Size  message.  An  example  of  this  is 
shown  in  Section  3.3.2.6.  If  there  are  any  fields  within  the  structure,  whose  size  is  not 
constant,  or  which  is  not  known  then  this  can  be  determined  by  calling  the  function  Total- 
Word-Size. 


3. 3. 2. 5.  The  Copying  of  structures 

When  the  CARE  simulator  sends  a  message  it  copies  all  of  the  data  in  that  message. 
Because  user  defined  structures  may  have  fields,  which  are  not  intended  to  be  seen  by  the 
simulation,  such  as  debugging  fields,  it  is  necessary  to  be  able  to  define  a  means  of  copy¬ 
ing  user  defined  structures.  This  is  done  by  defining  a  message  handler  for  the  :Copy-Self 
message.  Within  this  handler  it  is  the  user’s  responsibility  to  create  a  new  instance  of  the 
structure  and  copy  all  of  the  fields,  which  are  to  be  copied.  An  example  of  such  an  handler 
is  shown  in  Section  3.3.2.6.  In  order  to  copy  the  fields,  which  are  to  be  copied,  the  user 
should  use  the  function  Copy-Object. 

3. 3. 2. 6.  An  Example  Message  Handler 

The  following  is  an  example  message  handler,  showing  examples  of  all  of  the  messages 
mentioned  in  preceding  sections. 

•  Coords  are  said  to  be  equal  if  they  satisfy  the  is-near  predicate. 

•  The  number  of  words  occupied  by  a  Coord  is  1  +  the  size  of  the  x  and  y  compo¬ 
nents. 

•  When  a  Coord  is  copied  a  new  one  is  created  but  the  two  instances  share  the  same 
debugging  field. 

Coords  are  printed  so  that  they  look  like  #<Coord:  42,  200>.  The  x  and  y  fields  will  be 
mouse  sensitive  and  they  will  be  printed  in  a  slashified  form  if  the  instance  in  question  is 
being  printed  in  a  slashified  manner. 

Structure  coord  Fields  x,  y,  debug-field 

Define  coords-are-the-same  (a,  b) 

is-of-type (b,  ’coord)  and  is-near (a,  b) 

EndDef ine 

Define  Message-Handler-For-Structure 

(message-name,  struct,  &Rest,  args) 

Case  message-name  Of 
Choice  :  Equal  : 

coords-are-the-same (struct,  args ‘head) 

Choice  ; Total-Word-Size  : 

1  +  ; ; ;  The  name  of  the  structure 

struct ‘X’Total-Word-Size  +  struct •y’Total-Word-Size 
//;  Note,  not  the  debug  field. 

Choice  : Copy-Self  : 

Make_coord( : x,  struct •x'Copy-Object, 

:y,  struct ’y* Copy-Object, 

: debug-field,  struct ‘debug-field) 

/ ; ;  Note  the  debug  field  is  shared. 
Choice  : Print-Self  : 
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format (args* head,  "#<Coord:  ~a,  ~a>", 
struct ‘x,  args»the-third, 
struct ‘y,  args»tbe-third) 

Choice  rWhich-Operations  : 

[ :Which-Operations  :Equal  : Total-Word-Size 
: Copy-Self  : Print -Self] 

Otherwise  : 

ferror(nil,  "~S  is  an  illegal  operation  for  ~ 
a  coord.", 
mess age -name) 

EndCase 

EndDefine 


Do  Putprop (' coord,  ' Message-Handler-For-Structure, 

' named-structure-invoke) 

Do  Putprop (' coord,  ’ coords-are-the-same,  : Equality-Tester) 

3. 3. 2.7.  System  functions 

Along  with  the  change  in  the  meaning  of  equality  a  number  of  frequently  used  functions 
become  inadequate.  For  instance,  Assoc  will  no  longer  work  in  the  general  case,  because 
not  only  might  the  elements  in  the  list  or  the  keys  be  Futures  but  the  list  itself  might  be  a 
Lazy  list.  Thus  the  user  should  use  the  Poligon  function  Associate  and  other  Poligon 
supplied  Collection  manipulating  functions.  In  particular,  the  user  should  Not  use  any 
functions  which  process  lists  internally  or  which  make  some  sort  of  test  for  equality,  such 
as  Member  or  Subst.  The  user  should  use  only  those  functions  specified  in  Appendix  E 
and  should  write  any  others  himself. 

There  is  a  function  provided  which  will  do  any  necessary  DeFuturing.  This  is  the  only 
mechanism  provided  for  the  user  who  wants  to  write  his  own  user  functions  in  Lisp. 
Although  the  Poligon  system  can  make  sure  these  functions  are  not  passed  any  Futures  as 
arguments  it  is  quite  likely  that  these  arguments  will  contain  Futures  if  they  have  structure. 
They  may  be  lists  of  Futures,  for  instance.  In  this  case  the  user  will  have  to  do  his  own 
DeFuturing  and  accept  the  risks  associated  with  not  writing  his  code  in  the  Poligon  lan¬ 
guage.  The  DeFuturing  coercion  is  done  by  a  function  called  "T".  Thus  (T  something)  is 
guaranteed  to  have  a  value  which  is  neither  a  Future  nor  a  Multiple-Values  object. 

3.3.3.  Values 

There  have  been  three  significant  extensions  to  the  language  to  support  new  ways  of  ex¬ 
pressing  values  in  expression.  These  are  the  mechanisms  for  creating  new  Nodes,  the 
mechanism  for  searching  the  Blackboard  and  Multiple  Values.  There  are  also  values  asso¬ 
ciated  with  some  special  identifiers  within  the  user’s  model. 

3. 3. 3.1.  Identifiers  and  Special  Value  Denotations 

There  is  only  one  predeclared  identifier  in  the  system.  This  is,  the  symbol  Poligon- 
Blackboard,  whose  value  is  an  Instance  of  the  class  Root. 

After  th3  declaration  of  a  class  the  name  of  that  class  becomes  available  to  represent  the 
class  node  of  that  class.  Similarly  the  name  META-<name>,  where  <name>  is  the  name  of 
the  class,  becomes  available  to  represent  the  Metaclass  node  of  the  class  node. 
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There  is  one  special  value  in  Poligon.  This  is  the  value  called  Empty.  It  denotes  an  empty 
Value  List.  It  cannot  be  used  in  an  expression  but  it  can  be  used  instead  of  an  expression 
wherever  the  value  of  a  Field  is  defined.  It  can  therefore  be  used  in  a  default  value  specifi¬ 
cation  in  a  Class  Declaration,  as  the  right  hand  side  of  a  Field  assignment  or  as  the  value  of 
a  Field  definition  in  the  Field  Initialisation  component  of  a  Node  Instance  Creation  expres¬ 
sion. 


3. 3. 3. 2.  Multiple  Values 

Poligon  has  its  own  representation  of  Multiple  Values.  This  allows  it  to  manipulate  multi¬ 
ple  values  within  the  CARE  simulator  and  still  to  be  able  to  deal  with  system  defined  func¬ 
tions,  which  return  multiple  values. 

A  Multiple  Values  object  is  created  by  the  function  Multiple-Values(&Rest  values).  These 
values  can  be  decomposed  by  the  following  means: 

•  System  defined  functions  (see  Appendix  N) 

•  The  MultipleLet  construct,  which  works  for  both  Poligon  Multiple  Values  and 
Common  Lisp  multiple  values. 

•  (see  Section  3.9.1) 

It  should  be  noted  that  wherever  in  this  manual  a  function  is  specified  as  returning  Values 
or  Multiple  Values  these  are  Poligon  Multiple  Values,  not  Common  Lisp  ones. 

3. 3. 3. 3.  The  Creation  of  Nodes 

This  construct  replaces  the  Add  change  type  in  AGE  and  allows  a  Node  of  an  arbitrary  type 
to  be  created  and  to  have  its  Fields  initialized.  This  can,  therefore,  be  thought  of  much  like 
a  Cons  or  a  structure  creation  operation.  The  value  of  such  an  expression  is  a  new  Instance 
of  the  class  of  node  being  created.  The  construct  is  introduced  by  the  keywords  New 
Instance  of.  An  example  of  its  use  can  be  found  in  Section  3.6,  the  section  relating  to  sig¬ 
nal  data  input. 

The  New  Instance  of  construct  takes  as  its  first  argument  the  class  of  Node  to  be  created. 
There  are  two  options  for  this  argument,  one  which  is  generalized  and  one,  which  is  opti¬ 
mized.  If  the  argument  has  as  its  value  a  Class  Node  then  the  Class  Node  will  be  used  to 
control  the  creation  of  the  node.  If,  however,  a  large  number  of  instances  are  being  created 
-  this  is  particularly  significant  for  the  input  of  raw  signal  data  -  then  an  optimized  version 
is  available.  This  requires  that  the  user  specify  the  name  of  the  class  to  be  created,  as  op¬ 
posed  to  the  Class  Node,  which  is  to  do  the  creation  (e.g.  'Sheep  as  opposed  to  Sheep). 
This  is  faster  but  has  some  restrictions.  This  will  not  be  optimized  if  the  initialization  for 
the  new  Node  includes  any  references  to  any  Fields  in  the  Class  Node.  What  is  more, 
there  is  now  no  longer  a  guarantee  that  the  Class  Node,  which  owns  this  Node,  will  be 
made  aware  of  its  existence  before  the  Node  starts  active  processing.  Another  restriction  is 
that  the  new  Node  will  not  be  taken  from  the  Class  Node's  resource  of  Recycled  Nodes. 
Thus  any  user  defined  resource  management  will  not  be  of  any  use. 

The  creation  of  Nodes  is  a  significant  problem  in  parallel  systems  because  multiple,  asyn¬ 
chronous  requests  to  create  the  same  node  might  appear.  These  might  result  in  the  system 
having,  for  instance,  a  number  of  Nodes  that  represent  what  is  in  fact  the  same  object.  It  is 
possible  that,  had  the  user's  model  known  about  the  existence  of  such  an  object  already  it 
might  not  have  created  the  new  node  for  it.  Poligon  provides  modifiers  to  the  New  Instance 
o/ construct,  which  allow  the  user  to  perform  creations  that  are  regulated  and  atomic  with 
respect  to  the  Class  Node  doing  the  creation. 
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The  New  Instance  of  construct  allows  four  optional  components,  introduced  by  language 
keywords. 

This  takes  as  its  argument  an  expression,  which  is  evaluated 
on  the  Class  Node  doing  the  creation  just  before  the  creation 
would  happen.  If  this  expression  evaluates  to  nil  then  the 
node  in  question  is  created,  otherwise  the  value  of  the  ex¬ 
pression  is  returned  by  the  New  Instance  0/ construct. 

Fields  This  takes  as  its  argument  a  collection  of  field  up¬ 
dates.  These  updates  are  executed  on  the  Class  Node  after 
the  node  has  been  created.  It  is  not  executed  if  the  Unless 
part  has  a  value  other  than  nil.  This  component  allows  the 
user  to  cache  information  on  the  Class  Node  concerning 
which  nodes  are  under  its  control.  For  instance,  such  a 
cache  might  contain  a  mapping  table  between  the  numbers 
painted  on  the  sides  of  sheep  and  the  nodes  that  represent 
them.  Within  these  field  updates  the  new  node  may  be  ref- 
ered  to  by  the  name  The-Created-Node. 

If  the  Subsystem  Of  option  is  not  supplied  then  the  new 
Node  will  have  the  class  node,  which  created  it,  as  its  only 
Supersystem.  If  the  Subsystem  Of  component  is  supplied 
then  the  values  given  will  be  used  instead  of  the  class  node. 

Thus  if  you  would  like  the  class  Node  to  be  one  of  the 
Supersystems  then  you  must  specify  it  in  this  component  as 
well  as  the  others. 

If  the  Initialisation  component  is  supplied  then  the  values  of 
the  Fields  specified  are  set.  This  can,  if  required,  override 
the  Default  values. 

The  New  Instance  (9/constnict  returns  two  values.  The  first  is  either  the  new  node  that  was 
created  or  the  value  of  the  Unless  component  if  it  was  non-nil.  The  second  is  a  flag,  which 
is  tif  a  new  node  was  created  and  nil  if  no  new  node  was  created. 

Some  examples  of  the  use  of  the  New  Instance  o/ construct  are  shown  below.  For  these 
examples  it  is  assumed  that  the  class  Sheep  confers  upon  its  instances  fields  called  Colour 
and  Number.  Similarly  it  is  assumed  that  the  class  Sheep  has  a  Metaclass,  which  confers 
on  it  the  field  Sheep-Number-Map. 

New  Instance  of  Sheep 

Subsystem  Of  :  a-flock,  my-animals 
Initialisation  :  Colour  <-  "Black" 

This  first  example  causes  a  new  Sheep  to  be  created,  which  is  part  of  a-flock  and  of  my- 
animals  and  which  is  black.  It  should  be  noted  that  the  use  of  the  name  Sheep  in  this  ex¬ 
ample  is  an  expression,  whose  value  is  a  Node  of  the  type  class,  i.e.  it  is  any  Class  Node. 
The  value  supplied  here  does  not  have  to  be  a  constant  "Name"  of  a  class  Node,  though 
some  optimization  can  result  from  this  being  a  constant. 

In  the  second  example,  below,  a  sheep  is  created  only  if  there  is  no  element  in  the  Sheep- 
Number-Map  field's  latest  value,  which  matches  with  the  number  of  the  new  sheep.  If 
there  is  no  match  then  the  node  is  created  and  the  Sheep-Number-Map  is  updated  so  that  the 
new  node  has  been  cached  there.  It  is  assumed  that  the  name  Number-of-the-new-sheep 
represents  the  number  painted  on  the  side  of  the  sheep. 


Unless 


Updated  Class 


Subsystem  Of 


Initialisation 
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New  Instance  of  Sheep 

Unless  :  Associate (Number-of-the-new-sheep, 

Sheep©Sheep-Number-Map) 

Updated  Class  Fields  : 

Sheep-Number-Map  <-  List (Number-of-the-new-sheep, 

The-Created-Node) 

Subsystem  Of  :  a-flock,  my-animals 
Initialisation  :  Colour  <-  "Black" 

Number  <-  Number-of-the-new-sheep 

3. 3. 3. 4.  Searching  the  Blackboard 

Poligon  supports  a  mechanism  by  which  the  Nodes  of  the  Blackboard  can  be  searched. 
This  mechanism  introduces  with  it  another  basic  data  type  in  the  Poligon  system  other  than 
the  Node.  This  is  the  Bag.  Bags  are  described  in  detail  below.  It  should  be  noted  here 
that  there  is  a  data  type  similar  to  Bag,  called  Set.  Sets  are  very  similar  to  Bags  except  that 
they  contain  no  duplicate  elements.  None  of  the  operations  mentioned  in  this  section  have 
Sets  as  their  values  but  these  data  types  are  freely  inter-convertible. 

One  of  the  problems  in  Poligon-like  systems  is  the  need  to  find  all  of  the  Nodes  that  satisfy 
a  particular  condition  and  then  do  something  with  them.  The  finding  of  these  Nodes  is  it¬ 
self  a  combinatorial  problem  and  so  Poligon  attempts  to  provide  a  high  level  interface  to  the 
parallel  mechanisms  in  the  underlying  machine,  which  should  allow  these  searches  to  be 
done  more  efficiently. 

There  are  two  methods  of  achieving  these  matches;  one  of  which  is  very  general  and  one  of 
which  is  optimized  both  in  the  linguistic  sense  and  also  in  the  run-time  sense  in  order  to 
achieve  simple  and  frequently  made  sorts  of  searches.  An  example  of  the  more  specialized 
case  is  as  follows 

Definitions  : 

A-Bag  s  Subset  of  Sheep  For  Which  Element  •  Id  t^nil 

In  this  case  a  Definition  is  being  made  that  specifies  that  A-Bag  will  represent  the  Subset  of 
the  members  of  the  class  Sheep  for  which  the  component  of  the  Id  Field  is  not  nil.  That 
is  to  say  for  which  the  Latest  value  of  The-Sheep's  Id  field  ^  nil.  In  this  construct  the  user 
must  provide  a  collection  of  things  to  look  at,  which  can  be  a  class  or  a  Collection  of 
Nodes.  He  must  also  provide  a  Field  Selection  Operator,  which  causes  the  operation  to 
apply  to  the  relevant  part  of  the  Field  value  and  an  operator  and  value,  which  will  be  ap¬ 
plied  to  the  value  extracted  from  the  Field.  The  operator  would  normally  be  a  boolean  op¬ 
erator  but  need  not  be.  All  elements  in  the  collection  represented  by,  in  this  case,  the  ex¬ 
pression  Sheep,  which  delivered  a  non-nil  result  from  the  test  specified  will  be  included  in 
the  resulting  Bag.  The  position  occupied  by  the  Identifier  Sheep  may  be  any  expression. 
If  that  expression  has  the  value  of  a  Node  then  the  Subset  created  is  of  the  Subsystems  of 
that  Node.  If  the  value  of  the  expression  is  a  Collection  then  the  Subset  created  will  be  the 
Subset  of  the  Nodes  represented  by  the  Collection.  If  the  expression  represents  a  list  of 
Link  Cells  then  the  collection  used  for  the  Subset  operation  will  be  the  Nodes  at  the  other 
end  of  the  Links. 

The  above  construct  returns  a  Bag,  each  element  of  which  has  three  values: 

•  The  node  which  satisfied  the  predicate  supplied. 

•  The  value  of  the  predicate,  for  instance,  in  the  case  of  the  example  above,  the  value 
of  the  expression  Element  *  Id  nil. 
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•  The  value  extracted  from  the  field  using  the  operator  supplied.  In  the  example 
above  this  would  be  iht  Latest  value  of  the  Id  field. 

An  example  of  the  more  generalized  form  of  this  value  generator  is  as  follows: 

Definitions  : 

Another-Bag  s  Subset  of  Sheep  Which  Satisfies 

^(a-sheep) 

a-sheep*Id  =  The-Black-Sheep«Id 

End?v 

In  this  cast  Another-Bag  is  the  Subset  of  all  of  the  Subsystems  of  the  Sheep,  which  satisfy 
the  condition  that  the  Sheep'^  Latest  Id  is  the  same  as  the  Latest  Sheep-Id  of  The-Black- 
Sheep.  The-Black-Sheep  is  a  free  reference  in  the  predicate  and  a  closure  will  thus  be 
form^.  Another  form  of  this  is  allowed  for  the  convenience  of  the  user,  which  allows  the 
negation  of  the  predicate's  value,  so  that  the  code  below  and  that  above  are  equivalent. 

Definitions  : 

Another-Bag  h  Subset  of  Sheep  Which  Fails 

X(a-sheep) 

a-sheep*Id  ^  The-Black-Sheep* Id 

Endl 

The  above  two  constructs  return  Bags,  each  element  of  which  has  three  values. 

•  The  node  which  satisfied  the  predicate  supplied. 

•  The  value  of  the  predicate,  for  instance  in  the  case  of  the  example  above,  the  value 
of  the  call  to  the  l-expression. 

•  The  a  second  value  returned  by  the  X-expression  if  it  returns  one. 

The  primary  value  of  a  Subset  construct  is  a  data  structure  called  a  Bag.  A  Bag  can  be 
thought  of  as  a  set  except  that  duplicate  elements  are  allowed.  Bags  have  a  structure  which 
is  not  of  importance  to  the  user  but  they  have  a  number  of  operations  that  define  their  be¬ 
havior,  Bags  are  intended  to  allow  the  exploitation  of  concurrency  by  the  use  of  Futures. 
Thus,  elements  in  the  Bag  may  not  have  been  determined  by  the  time  that  the  model  wants 
to  manipulate  them.  There  are  said  to  be  two  sorts  of  elements;  Determined  elements  and 
Undetermined  elements.  The  system  will  always  try  to  .return  a  Determined  element  as  the 
value  of  an  access  function. 

Undetermined  elements  can  be  of  two  classes,  those  that  will  eventually  result  in  a  useful 
object  and  those  that  are  Ghost  responses,  from  those  elements  in  a  class  that  did  not  match 
a  Subset  operation.  There  are  no  Determined  Ghost  Elements. 

The  fact  that  Undetermined  elements  can  be  Ghost  Elements  need  not  be  a  problem.  Bags 
can  still  be  supplied  as  arguments  to  Subset  operations  and  In  Parallel  For  Each  constructs. 
The  major  problem  with  this  is  that  there  are  a  number  of  possible  meanings  to  the  concept 
of  Number-Of-Elments.  Thus  there  are  a  number  of  functions  which  deliver  different  in¬ 
terpretations  of  this  idea.  It  is  conspicuous  that  calls  to  Current-Number-Of-Elements  may 
well  return  different  values  over  time. 

Other  than  for  the  discarding  of  Ghost  Elements,  Bags  can  be  thought  of  as  user-immutable 
constant  data  structures.  The  functions,  which  manipulate  Bags  are  specified  in  Appendix 
E,  the  appendix  relating  to  data  structures. 
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3.3.4. 


The  Structure  of  Nodes  and  their  Fields 


The  Poligon  blackboard  is  made  up  of  a  number  of  Nodes.  This  section  describes  the 
structure  of  these  Nodes. 

Nodes  are,  in  many  ways,  like  Pascal  records.  They  are  data  structures,  which  have  fields 
that  the  user  can  access.  They  have,  however,  more  structure  than  this.  To  start  with,  the 
fields  in  the  record  are  of  two  main  types;  user  defined  and  system  defined.  These  Fields 
are  similar  other  than  that  the  System  Defined  ones  can  only  be  read  by  the  user,  since  they 
contain  important  system  data.  These  are  specified  in  Section  3.4.3,  the  section  relating  to 
System  Field  Names. 

The  Fields  of  a  Node  have  structure,  which  is  not  normally  visible  to  the  user  but  can  be  in 
certain  circumstances.  In  AGE  each  Field  could  contain  a  list  of  elements,  which  denoted 
the  history  of  values  associated  with  that  Field.  This  is  implemented  in  Poligon  by  the 
value  in  each  Field  being  a  list  of  values.  If  the  user  is  only  interested  in  one  value  then  he 
need  use  only  the  first  element  of  this  list.  The  behavior  of  the  history  list  in  AGE  was  well 
defined,  since  every  element  was  always  implicitly  time  ordered.  This  cannot  be  the  case  in 
Poligon,  since  events  can  happen  asynchronously  and  can  disrupt  the  order  of  the  list  due 
to  computational  delays.  Poligon  provides  a  rich  set  of  mechanisms  for  defining  much 
more  complex  behavior  for  Fields 

3. 3. 4.1.  The  Basic  Behavior  of  Fields 


Poligon  provides  a  basic  type  of  field.  This  has  a  Value  List,  but  nothing  more.  The  user 
can  then  specify  three  operations  on  a  p&r-Field  basis  to  specialize  the  Field's  behavior. 
These  are  mentioned  below  and  an  example  is  given  in  Section  3.4.2. 1. 


Insertlf 


Removelf 


ModifyWith 


Decides  whether  a  new  element  should  be  insened,  when  an 
attempt  is  made  to  insert  an  element.  An  example  of  this 
might  be  "Only  insert  the  element  if  it  is  not  Nil". 

Decides  whether  an  element  should  be  removed,  when  a  re¬ 
moval  operation  is  attempted.  An  example  of  this  might  be 
"Remove  this  element  as  long  as  its  removal  won't  leave  the 
Field  Empty". 

Determines  which  elements  should  be  should  be  added  to  the 
existing  elements  and  which  should  be  removed,  given  a  list 
of  new  elements  and  the  existing  elements.  This  is  a 
generalized  mechanism,  which  is  provided  for  when  the  two 
mechanisms  mentioned  above  are  insufficient.  This  function 
must  return  two  values.  The  first  should  be  a  list  of  the 
elements  to  add  to  the  values  in  the  Field,  the  second  should 
be  a  list  of  the  elements  to  remove. 


These  operations  are  implemented  as  functions,  which  takes  three.  The  first  argument 
should  be  tlie  element  to  add/remove  or  the  list  of  elements  to  be  added  as  appropriate.  The 
second  element  is  the  existing  value  list  and  the  third  is  the  node  itself,  so  that  other  fields 
can  be  read  if  necessary.  Thus  the  user  could  provide  the  function  Is-Not-Nil  —  as  fol¬ 
lows: 


Define  Is-Not-Nil  (something,  values,  node) 
Ignore (values,  node)0 
something  5^  nil 
EndDef ine 
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3. 3. 4. 2. 


The  Sorting  Behavior  of  Fields 


Extra  functionality  can  be  mixed  in  with  that  mentioned  above.  It  is  possible  to  make 
Fields  keep  their  elements  sorted.  This  means  that  the  element  returned  by  the  operator 
would  be  the  one  which  had  the  highest  value  of  some  (user  defined)  attribute.  It  would 
also  mean  that  the  "©"  operator  would  return  the  value  list  in  the  required  order. 

The  user  can  enable  this  behavior  by  providing  either,  or  both  of  the  following  specifier 
functions. 

SortedBy  This  function  must  be  a  predicate  of  two  arguments.  Its  de¬ 

fault  value  is  ">". 

KeyedBy  This  function,  given  an  element  in  the  value  list  must  be  able 

to  extract  the  value,  which  is  to  be  passed  to  the  sorting 
predicate.  Its  default  value  is  the  identity  function. 

An  example  is  given  in  Section  3.4.2. 1 . 

3. 3. 4. 3.  The  Dictionary  Behavior  of  Fields 

This  mechanism  allows  Fields  to  act  also  like  a  dictionary.  This  mechanism  is  enabled  by 
providing  the  following; 

IndexedBy  A  function  of  one  argument,  which  takes  an  element  which 

is  to  be  put  into  the  Field  and  computes  the  index  for  the 
field  in  the  dictionary. 

An  example  is  given  in  Section  3.4.2. 1 . 

The  user  is  allowed  to  index  on  values,  which  can  legally  be  tested  for  £j2^-ness  within  the 
CARE  system,  namely  symbols,  numbers  and  Remote  Addresses.  If  the  system  knows 
that  the  indexing  function  returns  an  integer  and  it  knows  the  range  of  that  integer  then  it 
can  make  a  much  more  efficient  implementation  (using  an  array  instead  of  a  hash  table).  To 
do  this  the  user  should  tell  the  system  about  the  result  type  of  the  function.  Thus,  for  in¬ 
stance,  if  the  indexing  function  is  to  be  My-Indexer  and  its  result  range  will  always  be  from 
5  to  10  then  the  following  will  allow  the  system  to  optimize  this. 

Do  proclaim  {[function  My-Indexer  [t]  [integer  5  10]]) 

To  gain  access  to  this  dictionary  mechanism  the  user  uses  a  modified  version  of  the  op¬ 
erator.  If,  for  instance,  the  Position  Field  of  a  Sheep  is  encoded  as  a  list  whose  elements 
are  (x,  y,  time),  then  its  IndexedBy  function  would  be  The-Third.  An  example  of  seeing 
where  a  sheep  is  at  a  given  time  might  be  as  follows. 

a-sheep»Position  At  a-given-time 

The  value  of  this  expression  is  a  Multiple-Values  object,  containing  all  of  the  elements  in 
the  Field,  if  any,  which  can  be  found  at  a-given-time. 

3.4.  Class  Declarations,  the  Shape  of  the  Blackboard 

The  Blackboard  in  Poligon  is  structured  in  quite  a  complex  manner.  This  complexity  has 
been  kept  from  the  user  to  the  greatest  extent  possible  such  that  simple  applications  should 
only  need  simple  facilities  but  more  complex  applications  may  require  of  the  user  a  more 
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sophisticated  conceptual  model  for  the  shape  of  the  Blackboard.  To  cope  with  these  differ¬ 
ing  requirements  this  section  has  two  subsections.  The  first  will  describe  the  Blackboard  in 
AGE-like  terms  and  will  give  simple  examples  to  show  how  the  Class  Declarations  for  a 
simple  Model  might  be  implemented.  The  second  section  will  give  a  more  detailed  treat¬ 
ment,  describing  5l  of  the  facilities  available. 

3.4.1.  An  AGE-like  model  for  the  Poligon  blackboard 

AGE  itself  has  a  simple  model  for  its  Blackboard.  The  Blackboard  consists  of  klodes  of 
different  types.  These  Nodes  are  used  to  represent  the  different  elements  in  the  solution 
space  of  the  model.  The  different  types  of  Node  are  said  to  belong  to  Levels.  The  name 
Level  is  simply  used  to  denote  the  conceptual  level  of  abstraction  to  which  the  Nodes  be¬ 
long  and  the  type  of  those  Nodes.  The  Blackboard  is  imagined  as  being  split  horizontally 
into  these  levels  of  abstraction.  The  rules  in  the  system  then  act  on  the  Nodes  on  the 
Blackboard. 

In  Poligon  the  equivalent  of  the  Levels  of  AGE  are  called  Classes.  This  name  is  intended 
to  indicate  that  the  Blackboard  can  be  split  vertically  into  different  types  of  Nodes  at  the 
same  level  of  abstraction.  A  class  can  be  thought  of  very  much  like  an  AGE  level.  A  class 
declaration  is  a  template  for  the  Instances  of  that  class,  showing  the  structure  of  a  Node  of 
that  class.  An  example  might  be  as  follows 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Sheep  : 

Fields  :  Number-of-legs  :  4 
Weight 
Colour 

The  collection  of  class  declarations  in  a  model  are  introduced  by  the  keywords  Class 
Definitions  For  Model.  In  this  case  only  one  class  is  being  defined  for  the  model  called 
"My  Farm-Yard  Model".  Thus  all  of  the  Nodes  being  dealt  with  on  the  Blackboard  defined 
above  are  of  the  type  Sheep.  An  Instance  of  Sheep  will  have  three  attributes  -  Fields  or 
Slots.  These  Fields  are  used  to  denote  the  colour,  weight  and  number  of  legs  of  each  sheep 
Instance.  In  this  case  the  declaration  is  specifying  that  the  initial  weight  and  colour  of  each 
new  sheep  Instance  is  undefined  but  that  all  sheep  have,  by  default,  four  legs.  This  value 
can  be  changed  if  the  model  should  discover  that  any  given  sheep  Instance  has  a  different 
number  of  legs. 

There  is  now  a  slight  difference  here  from  AGE.  In  AGE  the  member  Instances  of  a  Level 
were  kept  in  a  list,  which  was  not  part  of  the  Blackboard.  In  Poligon,  however  Classes  are 
represented  as  first-class  citizens.  For  more  information  on  the  full  implications  of  this 
statement  you  should  refer  to  Section  3.4.2.  This  means  that,  in  fact,  the  class  itself  is  rep¬ 
resented  as  a  node.  This  node  has  the  same  name  as  the  name  of  the  class.  Thus  the  sym¬ 
bol  Sheep  in  this  example  denotes  the  node,  which  is  "in  charge  of  the  Instances  of  the 
class  Sheep.  This  node  has  Fields  just  as  the  Instances  i.ave.  By  default  it  has  only  the 
system  defined  set  of  Fields  (see  Section  3.4.3  on  System  Field  Names)  but  it  can  also 
have  user  defined  Fields. 

The  fact  that  the  class  of  Sheep  in  the  system  is  represented  as  a  Node  is  only  important 
once  the  model  starts  to  want  to  manipulate  all  of  the  sheep  together.  For  example  the  ex¬ 
pression 

Sheep®Instances 
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Has  as  its  value  a  list,  which  contains  all  of  the  Instances  of  the  class  sheep; 

3.4.2.  A  Detailed  Description  of  the  Class  Structure 

To  have  a  full  understanding  of  the  Class  structure  of  Poligon  it  will  first  be  necessary  to 

understand  the  following  definitions. 

Superclass/Subclass  This  is  used  in  its  conventional  object-oriented  sense. 

All  objects,  which  is  to  say  Nodes,  in  Poligon,  are  members 
of  Classes.  This  class  is  much  like  a  "type"  in  languages 
such  as  Pascal  in  as  much  as  it  defines  both  the  shape  of  the 
data  stmcture  and  the  operations  that  may  be  performed  on 
it. 

Classes  can  be  specialized.  This  means  that  if  one  defines  a 
class  of  Farmyard-Animals  such  that  all  animals  in  a  farm¬ 
yard  are  of  this  type  a  specialization  of  this  type  might  be 
Sheep.  In  this  case  Sheep  would  be  said  to  be  a  Subclass  of 
Farmyard- Animals  and,  by  symmetry,  Farmyard-Animals  is 
said  to  be  the  Superclass  of  Sheep.  In  practice  any  class  of 
objects  can  have  any  number  of  Superclasses.  Sheep  might 
have  Edible-Animals  as  a  Superclass  as  well  as  Farmyard- 
Animals.  This  means  that  Instances  of  the  class  Sheep 
would  have  the  characteristics,  i.e.  the  Fields,  of  both 
Edible-Animals  and  Farmyard- Animals  as  well  as  any  that 
might  be  particular  to  Sheep. 

Abstract  Superclass  An  Abstract  Superclass  is  a  class  which  has  no  direct 
Instances.  It  is  used  only  as  a  Superclass  of  other  Classes. 

Instance/Instance*Of  An  Instance  of  a  class  is  a  data  structure,  which  has 
the  shape  defined  in  a  template,  called  the  class.  For  exam¬ 
ple,  a  Node,  which  we  shall  call  "John's  Sheep",  might  be 
an  Instance  of  the  class  Sheep.  This  means  that  it  is  a  Node 
in  the  Poligon  system,  which  has  all  of  the  Fields  defined  for 
Sheep.  "John's  Sheep"  is  said  to  be  an  1  nstance-of  lh&  class 
Sheep  and  the  class  Sheep  is  said  to  have  the  Node  "John's 
Sheep"  as  one  of  its  Instances.  This  should  not  be  mistaken 
for  the  SuperclassISubclass  relationship.  The  Instance-Of 
relationship  can  be  thought  of  as  an  "Is  a  kind  of  relation¬ 
ship,  whereas  the  Superclass  relationship  can  be  thought  of 
as  "Is  a  subtype  of. 

Supersystem/Subsystem  The  SuperclassISubclass  and  I nstance/Instance-Of 
relationships  do  not  express  anything  about  "PartAVhole" 
relationships.  For  example  "John's  Sheep"  may  be  an 
Instance  of  the  class  Sheep  but  it  is  not  Part  of  the  class 
Sheep.  The  class  is  something,  which  merely  describes  the 
shape  of  Sheep  as  a  whole.  It  would  be  reasonable,  how¬ 
ever,  to  want  to  express  the  fact  that  "John's  Sheep",  is  part 
of  a  particular  Flock.  This  is  done  with  the 
Supersystem! Subsystem  relationship  in  Poligon.  Thus  the 
fact  that  "John's  Sheep"  is  subservient  to  "John's  Flock"  is 
expressed  by  the  statement  that  "John's  Sheep"  is  a 
Subsystem  of  "John’s  Flock"  or  that  "John's  Sheep"  has 
"John's  Flock"  as  one  of  its  Supersystems. 

Metaclass  Classes  are  first-class  citizens  in  Poligon.  They  are  repre¬ 

sented,  like  everything  else,  as  Nodes.  These  Nodes  them- 
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selves  are  able  to  act  just  like  any  oxh&r  Nodes  in  the  system 
and  so  must  be  Instances  of  Classes  themselves.  The  class 
of  which  any  given  class  Node  is  an  Instance  is  called,  by 
convention,  the  Metaclass  of  that  class.  It  is  by  means  of 
Metaclasses  that  characteristics  that  are  paracular  to  the  class 
itself,  as  opposed  to  the  Instances  of  that  class,  are  defined. 

In  Poligon  it  is  possible  to  declare  a  very  general  class  hierarchy.  Any  class  can  have  any 
number  of  Superclasses  or  Metaclasses.  Similarly  any  Instance  can  have  any  number  of 
Supersystems.  The  following  is  a  list  of  the  axioms  of  the  class  structure. 

•  All  Nodes  are  Instances  of  a  class. 

•  Classes  are  represented  as  Nodes. 

•  Class  Nodes  are  Instances  of  their  own  Metaclasses. 

•  An  Instance  can  only  be  an  Instance  of  one  class. 

•  The  Metaclass  of  which  a  class  Node  is  an  Instance  is  created  by  the  system  and  has 
as  its  Superclasses  all  of  the  Metaclasses  that  the  user  defined  for  the  original  class. 

•  Only  one  Instance  of  a  class  Node  is  created  initially.  That  Node  can  be  referred  to 
by  the  name  of  the  class  within  a  Poligon  model. 

•  TTie  Node  representing  the  Metaclass  of  a  class  called  <name>  can  be  referred  to  in 
a  Poligon  model  by  the  name  META-<name>. 

•  Any  number  of  Instances  of  any  class  can  be  created,  including  Metaclasses. 

•  Metaclasses  are  Instances  of  the  class  Metaclass. 

Some  examples  will  now  be  shown  to  help  to  explain  the  implications  of  the  above.  A 
simple  example  has  already  been  shown  in  the  preceding  section,  showing  how  to  define 
the  class  Sheep.  Here,  examples  will  be  given  to  show  how  it  is  possible  to  define  the 
class  Sheep  in  terms  of  Farmyard-Animals  and  Edible-Animals. 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Farmyard-Animals  : 

Fields  :  Weight 
Colour 

Class  Mammals  : 

Fields  :  Number-of-legs  :  4 
Class  Edible-Animals  : 

Fields  :  Price-per-pound 
Suitable-wines 

Class  Sheep  : 

Superclasses  :  Farmyard- Animals,  Edible-Animals, 
Mammals 

Fields  :  Thickness-of-wool 

Here,  Sheep  are  shown  to  be  types  of  Farmyard-Animals,  Mammals  and  Edible- Animals. 
Because  they  are  edible  they  inherit  the  Field  which  will  be  used  to  hold  the  price-per- 
pound  that  they  would  fetch  at  the  butcher  and  some  wines  that  might  be  suitable  to  accom¬ 
pany  their  consumption.  All  farmyard  mammals  have  four  legs  by  default.  Poultry,  of 
course,  would  have  only  two.  Sheep,  because  they  are  wooly,  farmyard  mammals  have 
the  attribute  Thickness-of-wool,  which  is  peculiar  to  sheep. 

The  node  refered  to  by  the  name  Sheep  belongs  to  the  class  Meta-Sheep.  Whenever  a  class 
is  defined  by  the  model  the  system  also  defines  a  Metaclass  called  META-<name>,  where 
<name>  is  the  name  of  the  class  which  has  Just  been  defined.  This  Node  can  be  thought  of 
as  the  producer  of  the  node  Sheep.  The  Metaclass  to  which  it  belongs  can  have  user  de- 
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fined  attributes.  This  is  done  by  specifying  Metaclasses  for  the  class.  For  example,  if  the 
class  Sheep  is  also  to  have  the  characteristics  of  Animal-Producers  then  one  might  do  the 
following. 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Farmyard-Animals  : 

Fields  :  Weight 
Colour 

Class  Mammals  : 

Fields  :  Number-of-legs  ;  4 
Class  Edible-Animals  : 

Fields  :  Price-per-pound 
Suitable-wines 
Class  Animal-Producers  : 

Fields  :  Rate-of-production 
Class  Sheep  : 

Metaclasses  :  Animal-Producers 
Superclasses  :  Farmyard- Animals,  Edible-Animals, 
Mammals 

Fields  :  Thickness-of-wool 

In  this  case  any  Instance  of  the  class  Meta-Sheep  will  have  as  its  Superclass  the  class 
Animal-Producers  i.e.  it  is  an  Animal-Producer  as  well  as  just  a  Meta-Sheep.  Any  number 
of  distinct  Instances  of  this  class  can  be  made.  This  could  be  done  either  because  the  dif¬ 
ferent  Instances  might  have  distinct  characteristics  or  because  a  lot  of  Instances  of  the  class 
they  represent  are  to  be  made  and  in  a  Parallel  environment  it  might  be  more  efficient  to 
have  a  number  of  class  Nodes  servicing  the  requests  to  create  Nodes, 

3.4.2. 1.  Field  Behavior  Modifiers 

The  field  behavior  modifiers  mentioned  in  Section  3.3.4  are  defined  in  the  following  man¬ 
ner  in  the  class  declarations. 

Class  Flock  : 

Fields  : 

Size  :  0 

; ; ;  A  Field  containing  the  number  of  sheep 
; / /  in  the  flock 

Insertif  :  ’Is-Not-Nil 
Removelf  :  'Is-Not-Nil 
Position  :  Empty 

/ / /  Contains  the  position  of  the  flock  as 
; ; ;  a  list  (x,  y,  time) 

ModifyWith  :  'Position-Modifier 
SortedBy  :  '> 

KeyedBy  :  'The -Third 
IndexedBy  :  'The-Third 

Here  two  Fields  are  defined,  one  has  Insertif  and  /?move// specifiers  and  is  a  simple 
Field,  the  second  has  a  modifier  and  is  a  sorted  Field  with  dictionary  behavior. 
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3. 4. 2. 2.  The  Subsystem  Structure  of  the  Blackboard 


As  has  been  mentioned  above,  the  Blackboard  is  structured  in  terms  of  Instances  of 
Classes.  There  is  another  structure  to  the  Blackboard,  which  is  expressed  as  a  function  of 
SubsystemsISupersystems  relationships.  The  Blackboard  has  at  the  top  of  the  Subsystems 
hierarchy  an  Instance  of  the  class  Root.  It  is  this  Node  which  controls  the  Blackboard 
during  its  Initialisation.  All  of  the  class  and  Metaclass  Nodes  are  Subsystems  of  this  Node, 
which  has  the  globally  visible  name  Poligon-Blackboard.  This  should  not  be  mistaken  for 
the  Node  Root,  which  is  the  class  of  which  the  top  Node  of  the  Blackboard  is  an  Instance. 

The  class  Root  can  be  user  defined.  If  the  user  elects  not  to  defined  any  shape  for  it  then  it 
will  be  defined  suitably  by  the  system  but  if  the  user  wants  to  add  Fields  to  the  Poligon- 
Blackboard  Node  then  he  need  simply  declare  a  class  called  Root.  The  system  will  process 
this  definition  correctly  so  that  it  will  take  on  the  behavior  defined  by  the  system  as  well  as 
that  defined  by  the  user. 

3. 4. 2. 3.  The  Fields  within  Nodes 

The  names  of  the  Fields  within  a  Node  are  represented  by  identifiers.  These  Fields  can 
have  default  initial  values  associated  with  them.  The  definition  of  a  Default  value  is  ex¬ 
pressed  in  the  following  manner. 

field-name  :  <initexpression> 

The  <initexpression>  must  be  either: 

•  A  comma  separated  list  of  expressions  that  makes  no  reference  to  any  Nodes  or 
their  Fields,  in  which  case  it  will  be  used  to  define  the  initial  values  for  the  Value 
List  of  the  Field. 

•  The  identifier  Empty.  In  this  case  the  Field  is  initialized  with  an  empty  Value  List. 

The  Initialisation  of  Fields  is  completely  optional.  Any  attempt  to  read  an  uninitialized 
Field  will,  of  course,  result  in  an  error. 

3.4.3.  System  Defined  Field  Names 

Each  Node,  irrespective  of  its  class  possesses  a  number  of  fields  that  are  used  by  the  sys¬ 
tem.  Some  of  these  are  user  accessible  and  some  are  not.  For  obvious  reasons  only  those 
that  can  be  seen  by  the  user  are  mentioned  here.  These  fields  are  read-only.  An  error  will 
be  flagged  at  compile-time  if  an  attempt  is  made  to  update  one  of  these  fields. 

Clock  The  Clock  Field  always  has  the  current  time  in  it  in  units  de¬ 

fined  by  the  user's  input  data.  This  Field  is  updated  each 
time  the  clock  ticks.  This  means  that  rules  associated  with  is 
will  be  triggered  by  time  changes. 

Subsystems  The  value  of  Subsystems  is  a  list  of  the  Nodes  for  which  the 
Node  in  question  is  a  Supersystem. 

Number-of-subsystems  The  Latest  value  of  Number-of-subsystems  is  an 
integer  denoting  the  length  of  the  list  of  Subsystems. 
Supersystems  The  value  of  the  Supersystems  Field  are  always  the  Nodes, 
which  have  the  Node  in  question  as  one  of  their 
Subsystems.  This,  in  some  way,  denotes  that  the 
Supersystems  are  in  some  way  in  control  of  the  Node  in 
question  or  that  the  Node  is  a  "Part  Of  its  Supersystem.  A 
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class  Node  will  always  have  the  Poligon-Blackboard  Node 
as  a  member  of  the  vdue  of  its  Supersystems  Field. 
Number-of-supersystems  The  Latest  value  of  Number-of-supersys- 
tems  is  an  integer  denoting  the  length  of  the  list  of 
Supersystems. 

Instance-Of  The  Latest  value  of  this  Field  is  always  the  class  Node  of 
which  the  Node  in  question  is  an  Instance. 

Name  The  Latest  value  of  this  Field  is  always  a  string  denoting  the 

name  of  the  Node. 

The  following  Fields  are  defined  only  on  Nodes,  which  represent  Classes. 

Instances  The  values  of  this  Field  are  the  Instances  of  that  particular 

class  Node.  It  should  be  noted  that  this  does  not  necessarily 
represent  a  list  of  all  of  the  Nodes  of  the  shape  denoted  by 
the  Class  Declaration  for  that  class,  since  there  may  be  any 
number  of  Instances  of  that  type  of  class  Node  (Metaclass). 
Number>of-instances  The  Latest  value  of  this  Field  is  an  integer  denoting 
the  length  of  the  list  of  Instances. 

3.4.4.  The  Printed  Representation  of  Nodes 

All  Nodes,  by  default,  are  printed  simply  with  their  names  and  with  "#<>"s  if  they  are 
printed  in  a  slashified  fashion.  The  user  may  define  the  printing  behavior  of  instances  of  a 
class,  so  as  to  display  the  values  in  significant  fields.  TTiis  is  done  by  an  extension  to  the 
Class  Declaration.  An  example  of  this  is  shown  below. 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Sheep  : 

Fields  :  Number-of-legs  :  4 
Weight 
Colour 

Display  As  :  The-Node»Name, 

The-Node ‘Number-of-legs 

A  list  of  things  to  be  printed  out  may  be  provided.  Any  references  to  the  node  in  question 
should  be  made  through  the  special  identifier  The-Node.  These  items  are  printed  out,  by 
default,  using  the  "7"  format  directive.Thus  an  instance  of  the  class  defined  above  might  be 
printed  out  as  "#<Sheep-42  4>".  If  more  sophisticated  format  control  is  required  the  user 
may  provide  a  format  string  as  the  first  element  in  the  list  of  items.  If  this  is  done  the  for¬ 
mat  string  will  be  used  instead  of  the  default  format  directive.  An  example  of  this  is  shown 
below. 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Sheep  : 

Fields  :  Number-of-legs  :  4 
Weight 
Colour 

Display  As  :  "~A  has  ~A  legs",  The-Node ‘Name, 
The-Node ‘Number-of-legs 

This  will  result  in  Sheep-42  being  printed  out  as  #<Sheep-42  has  4  legs>. 
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It  should  be  noted  that  in  writing  this  printing  behavior  it  is  often  useful  to  use  the  Coerce- 
To-Object  or  Identity  functions  so  as  to  remove  any  references  to  Multiple  Values  of 
Futures  that  might  confuse  the  printed  representation. 

3.4.5.  The  Input  Handler  Class 

Input  is  handled  by  Instances  of  an  Input  Handler  Class.  The  Input  Handler  Class  is  a  user 
defined  class  like  any  other  and  it  can  act  like  any  other  but,  when  the  system  initializes,  the 
user  designates  a  class  which  is  to  be  responsible  for  the  handling  of  input.  All  of  the  input 
handling  is  automatic  from  then  on.  Input  is  channelled  through  the  Input  Handler  Class 
Node,  which  farms  it  out  to  its  Instances^  which  it  has  created  to  handle  the  input.  It  cre¬ 
ates  as  many  as  it  needs  in  order  to  be  able  to  deal  with  the  input  as  it  comes  in.  Instances 
of  the  Input  Handler  Class  are  the  only  ones  that  are  created  by  the  system  without  the  in¬ 
tervention  of  the  user's  model  other  than  the  Class  Nodes  and  the  Poligon-Blackboard 
Node.  For  this  reason  it  may  be  of  use  to  the  user  to  define  the  Input  Handler  Class  to  be  a 
distinct  class  from  any  of  the  other  Classes  associated  with  the  user's  model,  though  this  is 
by  no  means  mandatory.  An  example  definition  of  an  Input  Handler  Class  is  shown  be¬ 
low. 

Class  Input-Handler  : 

Metaclasses  :  Input-Handler-Class-Mixin 
Superclasses  :  Input-Handler-M\xin 

This  class  has  no  user  defined  Fields.  There  need  be  no  more  code  defined  by  the  user  than 
this  in  order  to  specify  the  handling  of  input  except  if  he  should  choose  to  call  the  class 
something  other  than  Input-Handler.  For  more  information  regarding  this  point  please  see 
Section  3.7,  the  section  which  specifies  the  requirements  for  User  Defined  Initialisation.  In 
order  for  an  Input-Handler  class  declaration  to  be  valid  it  must  specify  the  Superclasses  and 
Metaclasses  shown  in  the  example  above. 

One  reason  for  attaching  rules  to  the  Input  Handler  Class  Node  or  to  the  Input  Handler 
Nodes  might  be  to  propagate  caches  to  the  Input  Handlers^  which  the  Input  Handlers  could 
use  to  initialize  the  instances  that  they  create.  This  could  save  the  original  source  of  the 
cache  from  becoming  a  hot-spot. 

3.5.  Node  Field  Selection 

The  $Value  construct  provided  in  AGE  does  not  exists  in  Poligon.  Access  to  a  Field  is 
made  simply  by  applying  the  name  of  the  Field  to  the  Instance.  Thus  "an-instance»a-field" 
will  deliver  the  Ixitest  value  in  that  Field. 

3.5.1.  System  Defined  Field  Selection  Operators 

A  new  infix  function  application  operator  (Field  Selection  Operator)  has  been  defined.  This 
is  called  ©  and  acts  just  like  the  •  operator  in  all  cases  other  than  the  application  of  the  name 
of  a  Field.  Thus  a-list@First  will  deliver  the  Head  of  a-list.  In  the  case  of  the  function  be¬ 
ing  a  Field  name  the  code  generated  will  have  the  effect  on  the  Fields'  Value  List  shown  in 
Table  3—6. 


Operator 

Effect 

• 

Extracts  the  Latest  value. 

© 

Extracts  All  of  the  values. 

Table  3 — 6  Poligon  Language  Field  Selection  Operators 
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Clearly  •  and  ©  are  somewhat  equivalent  to  the  Latest  and  All  option  in  AGE's  $Value  re¬ 
spectively  and  the  operations  that  they  denote  will  be  refered  to  by  these  names. 

It  should  be  noted  that  these  Field  Selection  Operators  are  special.  They  do  not  act  like 
function  application,  being  simply  an  abstraction  mechanism.  Thus  it  is  not  the  case  that 
using  prefix  function  application  notation  will  achieve  any  of  these  effects. 

As  is  always  the  case  in  Poligon  the  Field  Selection  Operators  have  synonyms,  which  are 
easy  to  print  out  on  printers  that  do  not  support  Sail  characters.  These  are  shown  in  Table 
3—7. 


Normal 

Easily  Printed 

• 

@ 

© 

@@ 

Table  3 — 7  Poligon  Language  Field  Selection  Operators  and  their  easily 

printed  representations 

3.5.2.  System  Defined  Field  Selection  Predicates 

A  number  of  operators  have  been  implemented  using  the  field  selection  operator  mechanism 
but  which  it  is  not  anticipated  that  the  user  will  use  as  normal  postfix  function  application 
operators,  though  they  would  work  as  such.  These  are  a  set  of  predicates  used  to  test  cer¬ 
tain  characteristics  of  the  values  of  fields. 

Is-Empty  This  predicate  returns  T  if  the  value  field  being  examined  is 

Empty  otherwise  Nil  is  returned.  If  the  field  is  uninitialized 
then  an  error  will  be  reported. 

Is-Not-Empty  This  predicate  returns  Nil  if  the  field  being  examined  is 
Empty  otherwise  T  is  returned.  If  the  field  is  uninitialized 
then  an  error  will  be  reported. 

Is-Undefined  This  predicate  returns  T  if  the  field  in  question  has  not  been 
initialized,  otherwise  it  returns  Nil. 

Is-Not-Undefined  This  predicate  returns  M/  if  the  field  in  question  has  not  been 
initialized,  otherwise  it  returns  T. 

Is-Empty-or-Undefined  This  predicate  returns  T  if  the  field  in  question  has 
not  been  initialized  or  it  has  the  value  Empty,  otherwise  it 
returns  Nil 

Is-Not-Empty-or-Undefined  This  predicate  returns  Nil  if  the  field  in  ques¬ 
tion  has  not  been  initialized  or  it  has  the  value  Empty, 
otherwise  it  returns  T. 

3.5.3.  User  Defined  .Field  Selection  Operators 

In  order  to  support  the  change  to  the  semantics  of  postfix  function  application  operators  an 
extension  to  the  LI 00  base  has  been  provided  in  order  to  allow  the  user  to  define  his  own 
operators  of  this  kind.  If  the  user  wanted  to  define  an  operator,  called  p,  which  would  ex¬ 
tract  the  second  time  ordered  element,  as  opposed  to  the  most  recent  or  all  of  the  elements, 
then  it  would  be  done  as  follows: 

Declare-Field-Selection-Operator ( 'P  ,  : Second,  : Poligon) 0 

Where  the  above  is  the  LI 00  code  to  perform  this  process,  'p  is  the  name  of  the  operator, 
:Second  is  a  .'Keyword  denoting  the  name  of  a  method,  which  is  defined  below  and 
:Poligon  denotes  the  name  of  the  language  in  which  this  operator  is  to  be  defined.  The 
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above  procedure  call  must  be  made  before  the  Compiler  sees  any  instance  of  the  use  of  the 
operator.  This  can  be  forced  using  the  Execute  construct. 

Poligon : 

(Def ine-method  (basic-slot  : Second) 

(SOptional  (index  nil)) 

"Returns  the  second  element  from  the  value  list." 

(if  index 

(ferror  nil 

"This  sort  of  slot  does  not  understand  ~ 
indexing. " 

) 

nil 

) 

(if  (equal  Values  :Undefined) 

(ferror  nil 

"Cannot  find  an  element  in  the  ~ 
uninitialized  slot  -A." 

(send  self  :Name) 

) 

(if  (or  (not  Values)  (not  (rest  Values))) 

(ferror  nil  "Cannot  find  an  element  in  ~ 
the  empty  slot  ~A." 

(send  self  :Name) 

) 

(Second  Values) 

) 

) 

) 

Such  methods  must  be  defined  for  the  flavor  Basic-Slot  and  must  take  one  argument, 
which  is  the  index  used  by  the  dictionary  behavior.  Any  non-nil  value  for  this  argument 
should  cause  an  error.  It  is  generally  not  necessary  to  have  to  resort  to  declaring  such  op¬ 
erators. 


3.5.4.  Reading  more  than  one  Field  at  a  Time 

Because  of  the  fine  grain  of  critical  sections  in  Poligon  there  may  be  problems  in  getting 
consistent  values  from  remote  nodes  over  time.  Thus  a  Poligon  program  which  has  an  ex¬ 
pression,  such  as; 

a-furtction  (a-node»a-f ield,  a-node»a-field) 

cannot  guarantee  that  the  values  passed  to  a-function  will  be  the  same,  since  two  distinct 
reads  will  be  made  and  a-node  might  have  been  updated  between  these  two  read  operations. 
This  immediate  problem  can  be  solved  by  the  caching  of  the  value  of  a-node»a-field  by  the 
use  of  a  Definition.  However  if  a-function  needed  the  values  from  a  number  of  fields  of  a- 
node  then  clearly  the  caching  solution  cannot  work.  For  this  reason  Poligon  provides  a 
mechanism  for  reading  the  values  of  any  number  of  fields  atomically,  so  that  a  consistent 
set  of  values  can  be  derived. 

a-node  &  • field-1  &  •field-2 
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The  above  expression  will  return  Multiple  Values  of  the  Latest  values  of  the  field- 1  and 
field-2  fields.  For  more  information  on  Multiple  Values  please  see  Section  3.3.3.2  and 
Appendix  N. 

3.6.  Data  Input 

The  Data  Input  component  of  the  model  is  that  part  of  the  Poligon  system  that  receives  sig¬ 
nal  data.  All  signal  data  goes  through  this  process,  though  the  process  itself  could  be  inr 
stantiated  any  number  of  times  in  a  Parallel  environment.  The  process  handles  all  input  in¬ 
visibly  to  the  user.  The  Poligon  system,  however  cannot  know  how  to  put  the  data,  which 
has  been  read,  onto  the  Blackboard  and  to  this  end  it  calls  a  pair  of  user  defined  routines  to 
do  the  work  for  it.  The  first  of  these  is  called  Time-Of-Input-Record.  It  takes  a  single  ar¬ 
gument;  the  record  read  in  from  the  input.  It  must  be  able  to  extract  the  timestamp  from  the 
signal  record  and  return  it  to  the  system.  The  system  will  then  do  all  of  the  relevant  opera¬ 
tions  to  scale  this  time  relative  to  the  system's  real-time  clock  and  compensate  for  any  slip¬ 
page  caused  by  stopping  the  system  for  debugging  sessions.  An  example  of  this  function 
follows 

Define  Time-of-Input-Record  (Record) 

Record*Head 

EndDefine 

In  this  case  the  signal  record  is  a  list  and  the  timestamp  held  in  the  first  element  of  that  list. 

The  second  user-defined  component  of  the  Data  Input  component  is  a  procedure  called 
Input-Procedure,  which  knows  how  to  turn  the  signal  record,  which  has  been  read,  into  a 
suitable  representation  on  the  Blackboard.  The  procedure  is  passed  the  signal  record,  the 
timestamp  of  that  signal  record  and  the  Input  Handler  Node,  which  is  controlling  the  input, 
as  arguments.  This  procedure  is  expected  to  be  able  to  decode  the  signal  record  so  that  it 
can  determine  what  sort  of  signal  record  has  been  passed  to  it  and  then  i)ut  the  data  onto  the 
Blackboard.  This  is  done  by  creating  a  Node  of  a  suitable  class  and  initializing  its  Fields. 
The  Input  Handler  node  argument  is  supplied  so  as  to  support  system  dependant  initializa¬ 
tion  of  the  new  nodes,  for  instance  with  information  about  the  caches  being  kept  on  Class 
Nodes.  An  example  of  this  procedure  follows 

Define  Input-Procedure 

(Record,  Timestamp,  The-Input-Handler) 

Ignore (The-Input-Handler) 0 
Case  Record ‘The-Second  Of 
Choice  : Sheep  : 

New  Instance  of  Sheep 
Initialisation  : 

Serial-Number  <-  Record»The-Third 
Colour  <-  Record»The-Fourth 

Position  <-  list (Record»The-Fifth, 

Record ‘The-Sixth, 
Timestamp) 

Otherwise  :  Ferror(nil,  "Illegal  input  record  type.") 
EndCase 
EndDefine 

In  this  case,  the  signal  record  is  represented  again  as  a  list.  The  second  element  of  the  list 
is  a  record  type  selector,  which  if  it  is  a  Sheep  causes  the  system  to  create  a  new  Instance  of 
a  Sheep  Node  with  the  relevant  Fields  initialized.  If  the  record  is  not  for  a  Sheep  then  the 
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system  flags  an  error.  This  procedure  must  be  written  in  the  Poligon  language,  since  Lisp 
procedures  do  not  have  access  to  the  Instance  creating  constracts. 

It  should  be  noted  that,  by  default,  the  Initialisation  of  these  values  will  cause  events  on  all 
of  the  initialized  fields.  This  may  not  be  desired  and  so  the  optional  pragma  NoEvent  can 
be  used  selectively  to  disable  the  automatic  event  generating  mechanism.  Thus; 

Time  <r-  NoEvent  Record»Head 

Would  not  cause  an  event  on  the  Time  Field. 

There  is  no  constraint  as  to  when  these  routines  are  defined  in  the  source  file,  other  than 
that  they  must  be  after  the  Class  Declarations  (see  Section  3.4)  and  they  must  be  loaded  by 
the  time  the  system  is  run.  The  rest  of  the  model  should  never  use  them.^ 

3.7.  User  Defined  Initialisation 

Most  of  the  Initialisation  for  the  Poligon  system  is  done  automatically.  There  is,  however  a 
need  to  provide  a  hook  for  user  defined  Initialisation  code.  The  user  must  specify  an 
Initialisation  code  body,  which  can,  of  course,  be  null. 

Initialisation  : 

Debug-Format ("~&The  system  is  starting  up")0 
do-my-initialization  () 

In  this  case  the  user  has  used  the  mandatory  Poligon  language  Initialisation  construct  to  de¬ 
fine  a  code  body,  which  prints  out  a  message  and  calls  a  procedure  whilst  the  system  is  ini¬ 
tializing  itself. 

The  system  will  only  start  up  properly  if  the  user  has  declared  an  Input  Handler  Class 
called  Input-Handler,  since  the  system  will  assume  that  the  name  of  the  class  of  input  han¬ 
dlers  is  Input-Handler.  If  you  decide  to  call  it  something  else  you  will  have  to  specify  this 
change  in  the  Initialisation  code  body  by  the  use  of  the  following  form.  For  more  informa¬ 
tion  on  the  Input  Handler  Class  please  see  Section  3.4.5. 

Set-Input-Handler-Class ( 'My-Input-Kandler) 

In  this  case  the  user  has  called  the  class  of  Input  Handlers  "My-Input-Handler".  For  more 
information  regarding  the  Input  Handler  Class  please  see  the  documentation  associated  with 
class  declarations. 

When  the  system  starts  it  tries  to  get  the  name  of  an  input  file.  It  does  this  by  looking  for  a 
function  called  Get-Input-File-Name,  which  takes  a  single  argument,  which  is  the  name  of 
the  system  specified  in  the  Class  Definitions.  If  this  function  is  defined  then  it  is  called, 
otherwise  the  user  is  prompted  for  a  file  name. 

Get-Input-File-Name  can  be  defined  by  the  user  and  it  is  expected  to  deliver  either  a  string 
or  pathname  denoting  the  file  to  be  used  for  signal  data,  or  nil  in  which  case  the  run  is 
aborted.  An  example  definition  of  this  function  is  given  below.  It  prompts  the  user  with  a 
menu  with  the  names  of  two  test  files  and  keeps  doing  so  until  the  user  selects  one  of  the 
options. 


^Note.  It  may  well  be  useful  to  the  user  to  limebiamp  his  data  when  it  enters  the  system  with  the  time  of 
the  input  record. 
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(Defun  Pbligon-User: Get-Input-File-Name  (system-name) 

(if  (equalp  system-name  "My  System") 

(w;menu-choose 
'  ( ("First" 

rvalue  "My-System:My-System/ First . Input" 

: documentation  "The  First  Test" 

) 

("Second" 

rvalue  "My-SystemrMy-System/Second. Input" 
r documentation  "The  Second  Test" 

) 

) 

r Label  "  Which  Test  ?  " 

) 

nil 

) 

) 

After  this  has  been  selected,  the  system  starts  up, 

3.8.  User  Defined  Abort  Function 

There  is  no  termination  condition  in  the  Poligon  system,  as  there  is  in  AGE.  This  is  be¬ 
cause  the  system  will  continue  indefinitely,  unless  it  terminates  because  of  a  lack  of  any 
more  simulation  events.  There  is,  however,  a  hook  provided  by  the  system  so  that  user 
defined  code  can  be  executed  when  the  system  is  aborted  (terminates  itself).  The  system 
can  be  aborted  even  after  it  has  terminated  of  its  own  accord.  This  hook  allows  the  user  to 
clean  up  after  the  model  has  stopped.  This  could  be  used  particularly  for  the  closing  of 
trace  files,  and  such  like,  that  the  user  has  opened  during  the  simulation.  All  that  the  user 
need  do  is  define  a  function  called  User-Abort-Function,  which  should  be  a  function  of  no 
arguments. 

3.9.  User  Defined  Knowledge 

The  definition  of  knowledge  is  done  in  Knowledge  Source  constructs.  A  Knowledge 
Source  is  really  only  a  way  of  parcelling  up  rules.  The  Knowledge  Source  itself  has  no  ef¬ 
fect  on  the  behavior  of  the  system  but  is  intended  to  give  the  user  a  higher  level  handle  on 
his  rules.  A  Knowledge  Source,  consists  of  two  main  parts;  a  Definitions  Part  and  a  col¬ 
lection  of  Rules.  Before  the  structure  of  Knowledge  Sources  is  considered  in  any  detail 
mention  should  be  made  here  of  Poligon's  Definitions  mechanism. 

3.9.1.  Definitions,  Lazy  and  Eager  and  Forced  Evaluation 

In  AGE  the  rule  writer  tended  to  make  "Bindings"  within  the  condition  part  of  a  rule,  which 
were  carried  through  into  the  right  hand  side.  There  was  no  way  of  specifying  a  binding 
without  the  code  that  defined  its  value  being  executed.  For  a  value  that  was  expensive  to 
calculate  this  was  most  wasteful  if  the  rule  did  not  fire,  since  the  value  might  not  have  been 
used.  This  caused  the  rule  writer  to  hack  the  problem  so  that  the  definition  was  made  by 
side  effects  in  the  middle  of  conditions,  and  such  like,  in  the  action  parts  of  rules.  This  is 
obscure  and  hacky.  The  Poligon  system  does  not  allow  this  sort  of  conduct,  but  provides 
the  rule  writer  with  a  more  powerful  construct  instead.  This  is  the  lazily  evaluating 
Definitions  mechanism.  At  a  number  of  points  in  the  model  the  user  is  allowed  to  make 
Definitions.  These  Definitions  associate  values  with  names.  The  values  can  be  derived  by 
any  expression.  Thus 
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Definitions  : 

a-name  s  3  +  4 

associates  the  name  "a-name"  with  the  code  that,  when  executed,  will  deliver  the  value  of 
the  expression  3  +  4.  Wherever  a  Definitions  Part  is  legal,  any  number  of  Definitions  can 
be  made.  It  is  important,  to  note  that  this  is  not  a  binding  in  the  conventional  sense.  It  is 
not  possible  to  assign  to  a-name  later  in  the  code  of  a  rule.  What  is  more,  the  code  associ¬ 
ated  with  the  calculation  3  +  4  is  only  executed  when  the  value  of  a-name  is  first  needed.  If 
it  is  never  needed  in  the  course  of  the  execution  of  the  mle  then  this  code  will  not  be  exe¬ 
cuted.  Any  further  references  to  a-name  will  get  the  value  derived  by  the  first  evaluation 
without  it  being  recomputed.  Thus  the  user  gets  the  best  of  both  worlds;  he  get  the  clarity 
associated  with  defining  names  to  have  immutable  values  and  he  gets  the  optimization  as¬ 
sociated  with  doing  work  only  if  it  is  absolutely  necessary. 

A  further  example  might  be  as  follows 

Definitions  : 

field-a,  field-b  = 

a-node  &  'node-f ield-1  &  •node-field-2 

In  this  case  the  ndxnes  field-a  and  field-b  name  the  values  in  the  fields  node-field- 1  and 
node-field-2  in  the  node  a-node.  Putting  more  than  one  name  to  the  left  of  the  equivalence 
sign  causes  a  Multiple  Values  object  to  be  unparcelled  to  give  up  its  values.  This  allows 
Definitions  to  denote  the  values  of  fields,  which  are  read  atomically  in  the  manner  shown 
above.  It  should  be  noted,  however,  that  in  the  following  expression  the  name  a-name 
does  not  denote  the  value  of  the  node-field- 1  field,  it  denotes  the  Multiple  Values  object, 
which  contains  the  values  of  both  of  these  fields. 

Definitions  : 

a-name  s a-node  &  'node-field-l  &  •node-field-2 

The  strategy  of  not  evaluating  expressions  unless  they  are  needed  is  referred  to  as  Lazy 
Evaluation. 

Lazy  Evaluation  in  the  Poligon  system  is  provided  in  three  forms;  there  are  Definitions, 
Lazy  Function  Arguments  and  Lazy  lists.  Lazy  Lists  are  user  definable  lazily  evaluated  list 
structures.  These  are  defined  fully  in  the  appendices. 

In  a  parallel,  real-time  environment,  in  which  side  effects  are,  sadly,  being  made  all  over 
the  place  asynchronously,  there  can  be  problems  associated  with  the  meaning  of  lazily 
evaluated  quantities,  which  would  not  exist  in  a  purely  functional,  non-real-time  environ¬ 
ment.  Even  in  functionally  programmed  systems  with  full  Lazy  Evaluation  it  is  usually 
considered  necessary  to  provide  a  Force  operator,  which,  when  met  by  the  system,  causes 
its  argument  to  be  evaluated  fully.  This  can  be  of  quite  some  significance  in  functional 
programming  engines,  be  they  real  or  virtual,  since  large  amounts  of  space  can  be  con¬ 
sumed  by  holding  on  to  lots  of  partially  reduced  Lambda  expressions,  which  represent  val¬ 
ues  that  may  eventually  be  needed  but  which  are  not  needed  yet. 

In  a  purely  functional  environment  the  presence  of  operators,  such  as  Force,  have  no  effect 
upon  the  semantics  of  the  program.  They  are  added  as  decoration  to  functional  programs 
simply  as  tuning  features.  Poligon  provides  two  facilities  akin  to  a  force  operator.  These 
are  the  Eager  and  the  Force  operations.  It  should  be  noted,  however,  that  the  use  of  these 
facilities  can  have  an  effect  on  the  semantics  of  a  program. 


4-59 


The  reason  for  the  use  of  the  Force  facility  is  to  ensure  that  a  particular  definition  represents 
the  value  that  you  want  at  the  Time  that  you  want  it,  since  the  value  represented  by  that  ex¬ 
pression  might  change  over  time  and  the  unevaluated  components  of  an  expression  can  be 
passed  around  indefinitely  by  the  use  of  the  Expectation  mechanism. 

Eager  Evaluation  is  that  method  of  evaluation,  which  causes  evaluation  of  a  quantity  to  be 
started  before  the  value  is  needed.  This  can  happen  even  if  the  value  is  never  accessed  at 
all.  As  is  the  case  in  any  system,  which  supports  eager  evaluation,  this  opens  the  door  to 
doing  a  lot  of  unnecessary  work.  What  is  worse,  there  is  one  form  of  side  effect  which  is 
allowed  in  Definitions.  TTiis  is  the  creation  of  new  Nodes  on  the  Blackboard.  Eager  eval¬ 
uation  can  be  induced  by  the  Eager  construct,  which  will  not  wait  for  the  results  of  the  ea¬ 
gerly  evaluated  Definitions  or  the  Force  operation,  which  will  wait  until  all  referenced  ex¬ 
pressions  are  completely  satisfied. 

It  should  be  noted  that  the  use  of  the  Eager  or  Force  constructs  on  a  definition,  which  refers 
to  a  Node  creation  expression  could  result  in  the  generation  of  unwanted  iVodes  if  the  code 
that  refers  to  the  definition  is  never  passed. 

The  Forcing  or  Eager  evaluation  of  Definitions  is  only  allowed  in  a  few  places  in  the 
Poligon  language.  Unlike  a  fully  lazy  language,  there  are  a  limited  number  of  things  which 
can  be  Forced  meaningfully.  These  are  the  definition  items.  The  user  is  allowed  to  per¬ 
form  Force  or  Eager  operations  in  the  places  where  the  semantics  of  such  a  Force  or  Eager 
are  well  defined.  Since  there  is  an  implicit  serialization  associated  with  the  execution  of  a 
Force  or  Eager  operation  Forcing  or  Eager  evaluation  is  allowed  only  in  those  places  where 
such  a  serialization  might  be  meaningful.  Thus  a  Force  or  Eager  construct  can  occur  im¬ 
mediately  before  the  When  Part  of  a  rule  is  tested,  immediately  before  the  If  Part  of  a  rule  is 
tested,  immediately  after  the  Action  Part,  Otherwise  Part  or  Timeout  Part  of  a  mle  is  entered 
and  immediately  after  the  body  of  an  In  Parallel  For  Each  component  is  entered.  Any  de¬ 
fined  item  may  be  Forced  or  Eagerly  evaluated,  but  only  after  it  has  been  defined.  Thus, 
within  the  body  of  an  In  Parallel  For  Each  construct  Definitions  made  at  the  head  of  the  In 
Parallel  For  Each  can  be  Forced  or  Eagerly  evaluated,  as  can  those  made  in  the  Action  Part 
of  the  rule,  in  the  Rule  Header  and  at  the  Knowledge  Source  level. 

An  example  of  a  Forcing,  in  the  Action  Part  of  a  rule  might  be  as  follows 

Action  Part  : 

Definitions  : 

Four  s  2  +  2 
Eager  :  a-definition 
Force  :  Four,  another-def inition 

In  this  case,  when  the  Action  Pan  of  this  rule  is  entered,  the  Definition  for  a-definition  will 
start  to  be  evaluated  but  the  execution  of  the  Action  Part  will  not  wait  for  its  result  to  be  re¬ 
turned.  Four  and  another-definition  will  then  be  Forced,  that  is,  evaluated  and  execution 
will  wait  until  they  are  fully  satisfied.  It  is  assumed  that  another-definition  and  a-definition 
have  been  defined  either  at  the  rule  level  or  at  the  Knowledge  Source  level,  above. 

3,9.2.  The  Definition  Part  of  a  Knowledge  Source 

The  definition  part  of  a  Knowledge  Source  is  not  quite  like  the  definition  part  of  any  other 
construct  in  the  Poligon  language.  This  is  because  the  Knowledge  Sources  themselves  are 
compile-time  rather  than  run-time  entities.  The  Definitions  that  are  made  at  the  Knowledge 
Source  level  are  visible  within  all  of  the  rules  in  the  Knowledge  Source  but  they  are,  like 
the  Definitions  in  rules  themselves,  evaluated  in  the  context  of  the  rule’s  execution  and  not 
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in  the  context  of  the  Knowledge  Source.  Thus  the  rule  writer  need  not  fear  that  the  evalua¬ 
tion  of  a  definition  within  one  rule  will  be  visible  and  already  evaluated  within  another  rule. 
For  instance  if  the  following  Knowledge  Source  level  definition  were  to  be  made: 

Definitions  : 

a-value  =  <a>  +  <b> 

where  <a>  and  <b>  are  expressions,  a  reference  to  a-value  within  one  rule  invocation  in 
that  Knowledge  Source  might  not  get  the  same  value  as  a  reference  in  another  rule  even 
another  invocation  of  the  same  rule.  The  values  of  a-value  are,  of  course,  constant  during 
the  invocation  of  each  mle. 

3.9.3.  The  Declaration  of  Rules  in  a  Knowledge  Source 

An  example  of  a  rule  and  a  Knowledge  Source  might  be  as  follows 

Knowledge  Source  An-Example-Knowledge-Source 
Definitions  : 

The-Serial-Number,  The-Flock  h 

The-Sheep  &  ‘Serial-Number  •?Flock 

Rule  :  Tell-the-user-when-a-sheep-has-moved 
Class  :  Sheep 

Field  ;  Position 

Condition  Part  : 

When  :  The-Position  *  : Unknown  and  The-Flock  ^  nil 

If  :  The-Serial-Number  *  nil 

Action  Part  : 

Changes  : 

Change  Type  :  Update 

Updated  Node  :  The-Flock 

Updated  Fields  : 

Sheep-Positions  ^ List (The-Sheep,  The-Position) 

Otherwise  Part  : 

Execute  : 

Poligon-Format 

("An  unnumbered  sheep  ~A  has  moved. 

The-Sheep) 

Here  there  is  one  definition  at  the  Knowledge  Source  level  that  is  used  inside  the  rule. 
There  are  two  forms  of  rule;  normal  rules,  which  will  be  described  here,  and  Expectation 
Rules,  which  are  largely  the  same  but  will  be  described  in  Section  3.9.3.10,  the  section 
concerning  Expectations,  in  order  to  put  them  into  their  correct  context. 

Rules  have  four  distinct  parts;  a  Rule  Header,  a  Condition  Part  and  an  Action  Part  and  an 
optional  Otherwise  Part.  The  Rule  Header  specifies  the  class  of  the  entity  to  which  the  rule 
is  associated,  a  Field  to  which  it  is  attached  and  allows  Definitions  to  be  made,  which  are 
local  to  the  rule.  The  field  specified  can  only  be  a  Field  of  Instances  of  the  class  specified, 
either  directly  or  through  Superclasses  of  that  class.  The  rule  will  be  attached  to  all 
Instances  of  the  specified  class. 
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3.9.3. 1.  Special  Names 


Within  the  scope  of  a  Knowledge  Source  one  special  name  is  available.  This  is  The- 
Triggering-Node.  Within  the  context  of  a  rule  it  always  represents  the  Node  which  caused 
the  Event  on  the  Field  which  triggered  the  rule. 

Within  the  scope  of  the  "Updated  Class  Fields"  part  of  a  "New  Instance  Of  construct  the 
identifier  The-Created-Node  represents  the  node,  which  has  either  been  created  by  the  op¬ 
eration  or  selected  as  a  result  of  the  Unless  part. 

Within  the  body  of  a  rule,  after  the  specification  of  the  Class  and  the  Field  to  which  the  rule 
is  to  be  associated,  two  special  names  are  available  to  the  user.  These  are  derived  from  the 
names  of  the  Field  and  class  specified.  They  are  derived  by  prefixing  The-  to  the  names 
given  in  the  class  and  Field  specifications.  They  represent  the  Node  that  experienced  the 
Event  arid  the  values  of  that  Field  that  changed  when  the  Event  was  caused.  In  the  case  of 
the  above  example  the  name  The-Sheep  is  an  example  of  the  THE-<class-name>  construct 
and  refers  to  the  Sheep  Node  on  which  the  rule  hangs,  to  which  an  Event  happened.  If  the 
value  of  the  Value  List  in  the  Field,  which  had  the  Event  caused  to  it,  is  Empty  then  the 
value  of  the  THE-field-name  identifier  will  be  the  ‘.Keyword  .‘Empty. 

In  all  of  the  contexts  in  which  names  mentioned  above  are  legal  the  user  may,  instead  use 
the  names  The-Node  to  denote  the  node  for  which  the  rule  in  question  is  being  triggered 
and  The-Field  or  The-Slot  to  denote  the  Latest  value  in  the  field  which  was  triggered. 

3. 9. 3. 2.  The  Rule  Header 

The  header  of  a  "Normal"  rule  consists  of  three  components,  one  of  which  is  optional  and 
two  of  which  are  mandatory.  The  format  of  the  headers  for  Expectation  rules  will  not  be 
covered  here,  since  they  are  described  fully  in  Section  3.9.3.10. 

The  first  and  second  components  are  mandatory,  they  are  specifications  for  the  class  and 
Field  with  which  the  rule  is  to  be  associated.  The  rule  will  be  associated  with  each  Node 
on  the  Blackboard,  which  is  an  Instance  of  the  class  specified. 

The  third  element  in  the  Rule  Header  is  the  D^initions  Part.  It  is  optional  and  acts  just  like 
the  Definitions  Part  for  Knowledge  Sources  only  the  Definitions  made  are  only  visible 
within  the  defined  rule. 

3. 9. 3. 3.  The  Condition  Part 

The  Condition  Part  of  the  rule  consists  of  two  mandatory  parts  and  four  optional  parts. 
These  are  the  When  Part,  the  If  Part  and  their  associated  Forcings  (see  Section  3.9.1)  and 
the  Select  Part  and  its  associated  Forcing.  These  represent  three  separate  parts  of  the  pre¬ 
condition.  The  When  Part  is  executed  as  soon  as  an  Event  happens  on  the  Field  to  which 
the  rule  is  attached.  It  is  intended  to  refer  only  to  the  Node  that  has  been  affected.  Thus  it 
can  be  evaluated  quickly.  If  this  clause  delivers  a  value  other  than  nil  then  the  firing  of  the 
If  Part  is  scheduled.  It  is  by  no  means  guaranteed  that  the  If  Part  will  fire  "immediately" 
after  the  When  Part.  The  If  Part  may  refer  to  any  Node  in  the  system,  though  doing  so 
may  result  in  communication  delays.  If  the  If  Part  of  the  rule  delivers  a  value  other  than  nil 
then  the  rule  will  schedule  the  Action  Part  to  fire  if  no  Select  Part  has  been  defined.  If  a 
Select  Part  has  been  provided  then  this  is  evaluated.  Again  there  is  no  guarantee  that  the 
Action  Part  will  fire  immediately  after  these.  If  the  value  of  the  If  Part  pr^icate  is  nil  or  the 
Select  Part  expression,  if  it  has  been  provided,  does  not  select  an  Action  Part  body  then  the 
Otherwise  Part  of  the  rule  is  schedul^  for  firing,  if  the  rule  has  an  Otherwise  Part. 
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The  Select  Pan,  if  it  is  provided,  is  used  to  select  one  of  a  collection  of  Action  Parr  clauses. 
This  is  explained  more  fully  in  the  next  section. 

For  information  concerning  Forcing  components  please  see  Section  3.9.1. 

3. 9. 3. 4.  The  Action  Part 

The  Action  Part  consists  of  three  main  components,  a  Definitions  Part,  a  part  in  which  ac¬ 
tions  take  place  as  a  direct  consequence  of  the  Condition  Part  of  the  rule  being  non-nil  and, 
optionally,  a  part  which  is  invoked  if  the  JfPart  of  the  rule  evaluates  to  nil. 

In  the  example  above  the  Action  Part  of  the  rule  has  no  D^nitions  part.  Such  a  Definitions 
Pan  v^ould  be  present  to  allow  D^initions  that  are  specific  to  the  Action  Part  in  a  place  that 
seems  meaningful.  Of  course  the  Lazy  Evaluation  mechanism  guarantees  that  there  would 
be  no  difference  in  semantics  if  an  Action  Part  level  definition  was  moved  to  the  rule  level. 

The  Action  Part  of  the  rule  can  have  two  distinct  formats.  The  first  occurs  if  the  user  does 
not  provide  a  Select  Part  in  the  Condition  Part  of  the  rule.  In  this  case  the  user  can  define 
any  number  of  Changes  or  Execute  components.  These  Changes  or  Execute  components 
will  be  run  in  Parallel.  No  serial  dependencies  should  be  allowed  between  them.  A  similar 
collection  of  Changes  and  Execute  components  can  be  defined  in  the  Otherwise  Part  of  the 
rule.  These  will  be  executed  if  the  If  Part  of  the  rule  fails  or  the  Select  Part,  if  provided, 
does  not  find  a  matching  Action  Part  body. 

If  the  rule  provides  a  Select  Part  then  the  value  of  the  expression  in  the  Select  Part  is  used 
to  match  against  keys  specified  before  any  number  of  Action  Part  bodies,  like  those  de¬ 
scribed  in  the  preceding  paragraph.  The  system  will  execute  the  first  Action  Part  body 
whose  key  =  the  value  of  the  Select  Part,  checking  the  keys  in  the  same  order  as  the  lexici 
order  as  in  the  source  program.  At  most  one  such  body  will  be  executed,  such  bodies  are, 
therefore,  mutually  exclusive  in  their  operation.  An  example  of  a  rule  with  a  Select  Part 
and  multiple  Action  Part  bodies  is  shown  below. 

Knowledge  Source  An-Example-Knowledge-Source 
Definitions  : 

The-Serial-Number,  The-Colour  s 

The-Sheep  &  • Serial-Number  &  ‘Colour 

Rule  :  Tell-the-user-when-a-sheep-has-moved 
Class  :  Sheep 

Field  :  Position 

Condition  Part  : 

When  :  The-Position  *  : Unknown 

If  :  The-Serial-Number  ^  nil 

Select  :  If  The-Colour  =.  : Black 

Then  : A-Black-Sheep-Has-Moved 
Else  : A-Non-Black-Sheep-Has-Moved 
Endlf 

Action  Part  : 

: A-Black-Sheep-Has-Moved  : 

Execute  : 

Poligon-Format ("Black  sheep  ~A  has  moved. 

The-Serial-Number) 

: A-Non-Black-Sheep-Has-Moved  : 
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Execute  : 

Poligon-Format ("Sheep  ~A  has  moved. 

The-Serial-Number) 

Otherwise  Part  : 

Execute  : 

Poligon-Format ("An  unnumbered  sheep  ~A  has  moved. ~%" 
The-Sheep) 

In  this  example,  a  message  is  printed  out  to  show  that  a  Sheep  has  moved  as  long  as  the 
sheep's  position  is  known.  If  the  sheep  has  no  known  serial-number  then  a  suitable  mes¬ 
sage  is  printed  out.  Black  sheep  are  given  special  treatmeiit,  as  one  would  expect.  Within  a 
Changes  component  the  user  may  specify  any  number  of  Change  components.  These  are 
defined  to  operate  in  series.  Each  Change  represents  an  update  to  some  Node  or 
Collection  of  Nodes,  which  can  entail  a  modification  to  any  number  of  its  Fields  or  an 
Event,  which  is  to  happen  to  a  Node. 

One  of  the  types  of  Change  is  the  In  Parallel  for  Each  construct  This  does  not  change  just 
one  Node  but  allows  the  user  to  define  a  change  to  be  made  to  a  collection  of  Nodes.  This 
should  not  be  viewed  as  a  loop,  since  its  components  are  executed  in  parallel.  No  serial 
dependencies  should  be  allowed  between  the  elements.  Within  such  a  construct  a  local 
symbol  denotes  the  value  of  the  element  of  the  collection  of  Nodes  being  considered. 

Within  the  body  of  a  Change  five  forms  of  Change  Type  are  permitted.  These  are  as  fol¬ 
lows: 

Cause  Events  Allows  the  user  to  cause  an  event  on  the  field,  that  is,  to 
make  it  look  as  if  the  Field  has  changed,  without  changing 
the  value  in  the  Field.  This  is  a  form  of  semaphore  to  the 
rules  that  are  attached  to  that  Field. 

Discard  This  allows  Nodes,  which  the  user  is  no  longer  interested  in 

to  be  (somewhat)  switched  off  and  made  invisible  to  Subset 
operations. 

Expect  This  is  covered  in  Section  3.9.3.10,  the  section  concerning 

Expectations.  It  is  a  mechanism  for  the  allocation  and  spe¬ 
cialization  of  knowledge  dynamically. 

Recycle  This  allows  Nodes,  which  the  user  is  certain  have  been  fin¬ 

ished  with,  to  be  reused. 

Update  Allows  the  user  to  update  any  of  the  Fields  in  the  referenced 

Node. 

3. 9. 3. 5,  The  Cause  Events  type  of  Change 

The  Cause  Events  type  of  change  is  very  simple.  Events  can  be  caused  on  any  number  of 
Fields  which  can  be  seen  by  the  Node  under  consideration.  An  example  of  such  a  change 
might  be  as  follows 

Changes  : 

Change  Type  :  Cause  Events 

Updated  Node  ;  an-expression-delivering-a-node 

Updated  Fields  : 

A-Field 

Another-Field 
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In  this  case  two  Fields  in  the  Node  defined  by  an-expression-delivering-a-node  ^e  being 
told  that  Events  have  happened  to  them.  The  Fields  are  referred  to  by  name.  In  this  case 
they  are  A-Field  and  Another-Field.  The  value  of  THE-<Field>  when  a  rule  is  biggered 
by  such  an  event  is  a  multiple  values  object  whose  only  value  is  the  Node,  which  caused 
the  event. 


3. 9. 3. 6.  The  Discard  Type  of  Change 

This  change  type  allows  Nodes,  which  have  been  finished  with,  to  be  discarded.  This  op¬ 
eration  is  similar  to,  but  should  not  be  confused  with,  the  Recycle  type  of  change,  men¬ 
tioned  in  Section  3.9.3.7.  This  operation  does  not  in  any  way  delete  the  Node  in  question. 
It  does  however  have  the  following  effects: 

•  It  deletes  any  links  coming  out  of  the  Node  in  question. 

•  It  has  the  Node  removed  from  the  Subsystems  Field  of  its  Supersystems  Node. 

•  It  has  the  Node  removed  from  the  Instances  Field  of  its  class  Node. 

•  It  disables  the  clock  on  the  node,  so  that  clock  driven  Expectations  and  pending 
timeouts  will  not  be  activated. 

•  It  unhooks  the  Node  from  all  of  tlie  rules,  which  are  associated  with  it. 

This  means  that,  although  the  model  is  still  allowed  to  read  from  and  write  to  the  Node, 
rules,  which  watch  these  fields  will  not  be  activated. 

This  Change  Type  should  be  used  with  caution.  An  example  of  its  use  follows. 

Change  Type  :  Discard 
Updated  Node  ;  a-node 

hi  this  case  the  Node  a-node  is  discarded. 

3. 9. 3. 7.  The  Recycle  Type  of  Change 

This  change  type  allows  Nodes,  which  have  been  finished  with,  to  be  recycled.  It  is  very 
difficult  to  determine  in  any  general  sense  whether  a  Node  can  be  recycled  so  Poligon  opts 
for  a  user  defined  mechanism.  Even  in  this  case,  it  is  difficult  to  determine  whether  a  N(^e 
has  been  finished  with  and  can  safely  be  recycled.  The  only  case  in  which  the  user  can  be 
sure  that  it  is  safe  to  recycle  a  Node  is  when  the  rules  associated  with  the  class  of  Node  in 
question  are  all  mutually  exclusive  in  their  operation,  no  other  mles  in  the  system  read  from 
or  write  to  this  class  of  Node  and  all  of  the  activities  in  all  of  the  rules  are  complete.  Thus 
this  mechanism  is  usually  only  meaningful  at  the  lowest  level  of  abstraction  in  the  model  at 
which  signal  data  enters  the  Blackboard  and  propagates  its  data  upwards  and  has  rules 
which  only  fire  once  on  the  Node,  when  it  is  created.  Even  in  this  case  it  is  only  safe  to  re¬ 
cycle  the  Node  if  the  Action  Part  of  the  rule  has  only  serialized  change  types,  or  if  the  paral¬ 
lelized  change  types  read  Fields  of  the  Node  in  question  through  Forced  Definitions. 

An  example  of  the  use  of  this  construct  follows 

Change  Type  :  Recycle 
Updated  Node  :  a-node 

In  this  case  the  Node  a-node  is  recycled.  When  a  Node  is  recycled  it  is  reset,  such  that  all 
of  its  Fields  are  reinitialized.  Any  links  coming  out  of  this  Node  are  removed  (see 
Appendix  R  for  more  information  concerning  links).  It  is  then  removed  from  the 
Subsystems  Field  of  its  Supersystems  Nodes  and  from  the  Instance-Of  Field  of  its  class 
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node  kept  for  the  time  when  the  next  call  to  the  New  Instance  o/ construct  for  that  class  of 
Node  is  made,  when  the  recycled  Node  is  used  instead  of  creating  a  new  node. 

3. 9. 3. 8.  The  Update  Type  of  Change 

In  an  Update  Change  the  user  defines  those  Fields  that  are  updated.  This  is  by  far  the  most 
commonly  used  Change  Type.  This  is  done  by  specifying  a  collection  of  fieldnam&IUpdate 
Operatorivalut  triples.  An  example  of  this  might  be: 

length  <-  3  ■>.  an-expression,  another-expression 

This  causes  the  system  to  attempt  to  add  the  values  derived  from  the  expression  3  +  an-ex- 
pression  and  the  value  of  an-expression  to  the  values  of  the  Field  called  length.  This  is 
akin  to  the  Modify  operation  in  AGE.  One  of  the  major  differences  in  Poligon,  however  is 
that  the  user  is  not  constrained  to  one  type  of  update  as  he  was  in  AGE.  The  nature  of  the 
update  performed,  as  a  result  of  these  attempts  is,  by  default,  simply  adding  them  to  the 
Value  List.  More  complex  and  conditional  modifications  can  be  defined  by  the  user  on  a 
per-F/eW  basis.  This  is  explained  in  Sections  3.3.4  and  3.4.2. 1. 

It  should  be  noted  that  the  default  mechanism  in  Poligon  is  to  cause  an  event,  that  is  to  say 
to  enable  the  triggering  of  any  associated  rules,  on  any  Field  that  is  successfully  updated. 
It  is  possible  that,  for  some  reason,  the  user  might  want  to  update  a  Field  without  triggering 
the  rules  that  are  watching  it.  To  do  this  the  user  should  use  the  optional  pragma  NoEvent. 
If  the  above  example  was  explicitly  expected  not  to  cause  an  event  then  it  would  appear  as 
follows. 

length  <-  NoEvent  3  +  an-expression,  another-expression 

It  should  be  noted  that  this  facility  should  be  used  with  caution,  since  it  might  compromise 
the  modularity  of  the  system.  This  facility  is,  in  a  sense,  related  to  the  Cause  Events 
Change  Type. 

Because  the  user  might  want  to  specify  a  number  of  arguments  to  an  update  operation 
which  are  determined  at  run-time  Poligon  provides  a  mechanism  to  support  this.  This  is 
somewhat  equivalent  to  the  Apply  function  in  Lisp.  This  is  achieved  by  the  use  of  the  "<&" 
modifier.  The  following  two  lines  of  Poligon  code  are  equivalent. 

lengths- 3  +  an-expression,  another-expression 
length  <-&  List  (3  +  an-expression,  another-expression) 

There  are  a  number  of  predefined  Update  Operators.  These  represent  the  operations  asso¬ 
ciated  with  the  addition  of  elements,  the  removal  of  elements  and  the  replacement  of  all  of 
the  elements  in  the  Value  List. 

The  representations  of  these  operators  and  their  default  effects  on  an  old  value  x  with 
operands  y  and  z  are  shown  in  Table  3 — 8.  It  should  be  noted  that  this  behavior  can  be 
modified  significantly  by  user  defined  behavior  for  Fields,  thus  this  table  represents  only 
the  default  mechanism.  For  more  information  on  how  to  modify  this,  please  see  Sections 
3.3.4  and  3.4.2. 1. 
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Operator 

Name 

Effect 

X  <-  Vr  Z 

List(y,  z)  X  X 

Remove  Element 

(x  Without  y)  Without  z  x 

Replace  Value  List 

y-^x 

[only  1  operand  allowed] 

Table  3 — 8  Poligon  Update  Operators  and  their  ^ects 


To  illustrate  these  operators  in  operation  a  few  examples  are  given  in  Table  3 — 9  In  these 
examples  it  is  assumed  that  the  field,  which  is  being  operated  on  is  called  x.  The  values  in 
the  Value  list  of  this  field  will  be  shown  in  braces,  such  as  "  a  b  c 

_  _  Y Vi _ _  I 


Values  in  x 

Operation 

New  values  in  x 

(a  be} 

X  <-  d 

|d  abc) 

(abc) 

X  <-  d,  e 

(deabc) 

{a  bej 

X  <-*  d 

iabeb) 

X  <-*  b 

(ac) 

{abc} 

X  < —  List(d,  e) 

(del 

T able  3 — 9  Examples  of  the  use  and  effects  of  Update  Operators 

These  Update  Operators  have  readily  printable  synonyms  associated  with  them.  These  are 
shown  in  Table  3 — 10. 


Normal 

Easily  Printed 

<- 

<- 

<-- 

<-* 

<-* 

Table  3 — 10  Poligon  Language  Update  Operators  and  their  easily  printed 

representations 

It  should  be  noted  that  the  operation  "< —  list(d,  e)"  is  only  a  shorthand  for  Empty" 
followed  by  d,  e"  or  &  list(d,  e)". 

An  example  of  the  user  definition  of  an  Update  Operators  is  specified  below: 
Deelare-’Update-Operator  ( ,  :Modify,  :Poligon) 

The  first  argument  given  to  this  function  is  any  legal  operator  specification.  The  second  is 
a  keyword  denoting  the  name  of  a  method  for  the  flavor  Basic-Slot,  which  knows  about 
how  to  make  the  update  to  the  Field.  The  '.Keyword  .'Poligon  simply  denotes  the  language 
for  which  this  operator  is  being  defined.^ 

3. 9. 3. 9.  The  "In  Parallel  For  Each"  Construct 

The  In  Parallel  For  Each  construct  is  the  closest  that  the  Poligon  language  gets  to  a  "loop". 
This  construct  is  not  strictly  a  Change,  it  is  a  way  of  expressing  a  number  of  Changes  of 
the  same  type  that  are  to  be  done  to  a  number  of  Nodes.  As  is  the  case  with  most  "loop" 
constructs  the  In  Parallel  For  Each  construct  uses  a  declared  identifier  to  represent  the  ele- 


^Note:  The  user  is  strongly  discouraged  from  writing  his  own  Update  Operators.  The  user  should  be  able  to 
get  all  of  the  desired  behavior  by  writing  his  own  behavior  for  his  fields.  For  information  on  this  issue, 
please  see  Sections  3.3.3  and  3.4.2. 1. 


4-67 


ment  from  the  original  collection  that  is  being  considered.  Thus  will  have  the  effect  of  exe¬ 
cuting  the  Update  Change  to  each  element  in  a-flock-of-sheep. 

In  Parallel  For  Each  lamb  In  a-flock-of-sheep 
Change  Type  :  Update 


Within  the  scope  of  the  Change  the  identifier  lamb  represents  the  only  element  of  the  origi¬ 
nal  list  which  is  visible  to  the  Change  as  an  individual.  It  should  be  noted  that  the  name  of 
this  construct  was  chosen  to  stress  that  it  should  not  be  thought  of  as  a  loop. 

The  expression  which  delivefs  the  collection  of  Nodes  to  be  considered,  in  this  case  a- 
flock-of-sheep,  can  deliver  any  collection  or  Node.  If  a  Node  is  delivered  then  it  denotes 
the  Subsystems  of  that  Node. 

3.9.3.10.  Expectations 

It  is  difficult  to  define  what  is  meant  by  Expectations  in  the  AGE  sense  within  the  metaphor 
of  Poligon.  What  is  generally  meant  to  be  the  case  with  an  Expectation  is  that  the  user  is 
supposed  to  be  able  to  watch  a  specific  piece  of  information  and  wait  for  it  to  change,  such 
that  when  it  changes  some  sort  of  action  takes  place.  It  is  a  form  of  attention  focussing 
mechanism. 


In  Poligon  this  is  interpreted  as  being  a  requirement  to  watch  particular  fields  on  particular 
Nodes  and  wait  for  them  to  change.  Posting  an  Expectation  in  Poligon,  therefore,  means 
assigning  a  rule  at  run-time  to  a  particular  Node  and  attaching  it  to  a  particular  Field.  A 
special  syntax  has  been  defined  to  allow  this  as  a  Change  Type  and  rules  themselves  are 
allowed  to  idkt  Arguments  in  order  to  support  the  transfer  of  context  as  might  be  required 
by  the  user.  This  is  described  below. 


The  Expectation  mechanism  allows  the  user's  model  to  parcel  up  as  much  context  as  he 
wants  at  the  time  that  the  Expectation  is  posted.  What  the  user  has  to  do  is  to  specify  the 
name  of  the  rule  that  is  to  be  attached,  the  Node  to  which  it  is  to  be  attached  and  the  Field 
that  it  is  to  monitor.  After  this  there  are  a  number  of  optional  items  that  the  user  can  pro¬ 
vide  in  order  to  customize  the  rule  that  represents  the  Expectation.  An  example  of  an 
Expectation  being  posted  follows. 


Changes  : 

Change  Type 
Rule 
Node 
Field 
When 


Expect 

Watch-To-See-If-This-Is-A-Flock-Leader 

The-Sheep ‘Flock 

Position 

The-Expected-Node* Sheep-Posit ions  = 
The-Sheep 


If  :  t 

Active  :  t 
Delete  :  nil 

Timeout  :  The-Flock ‘Clock  +  10 
Definitions  : 

The-Current -Position  s The-Sheep‘Position 


In  this  case  an  Expectation  is  being  posted  within  a  rule,  which  is  associated  with  the  class 
Sheep.  The  rest  of  this  rule  is  not  shown  but  the  identifier  The-Sheep  refers  to  the  Node 
for  which  the  rule  is  being  fired.  A  rule  called  Watch-To-See-If-This-Is-A-Flock-Leader  is 
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being  attached  to  the  Position  Field  of  the  Node  designated  by  the  expression  The- 
Sheep*Flock.  The  idea,  here,  is  to  watch  the  flock  associated  with  the  sheep  in  question  in 
order  to  see  whether  its  position  tracks  that  of  the  sheep. 

Two  preconditions  are  provided.  The  When  Part  is  an  expression  which  is  executed  before 
the  rule  attempts  to  fire  its  own  When  Part.  The  When  Part  of  the  rule  will  only  be  died  if 
the  When  Part  defined  above  evaluates  to  non-nil.  The  constraints  on  the  When  Part  de¬ 
fined  here  are  the  same  as  those  on  the  When  Parts  of  rules  described  in  Section  3.9.3.3. 
The  same  sort  of  behavior  applies  to  the  If  Part.  It  is  determined  before  the  If  Part  of  the 
target  rule  is  attempted.  The  IfParf  and  then  When  Parts  of  Expectation  expressions  can  be 
any  expressions.  They  may  refer  to  the  Node  to  which  they  have  been  attached  by  the 
identifier  The-Expected-Node  and  they  may  refer  to  the  value  of  the  Field  to  which  the  rule 
has  been  attached  by  the  name  The-Expected-Field.  Either  of  these  items  may  be  omitted, 
in  which  case  they  will  be  assumed  to  be  "t". 

There  are  four  more  optional  components.  These  are  discussed  below. 

Active  This  is  a  predicate  which  determines  whether  the  Expectation 

is  active  or  not.  It  is  is  not  allowed  to  see  the  names  The- 
Expected-Node  or  The-Expected-Field.  It  can,  on  the  other 
hand  see  an  identifier  called  The-Time.  This  has  the  value  of 
the  time  at  which  the  Expectation  is  trying  to  fire  itself.  If 
the  Expectation  is  supposed  to  become  active  only  after  a 
certain  time  then  this  expression  provides  a  means  to  denote 
this.  If  this  section  is  defaulted  then  the  value  "t"  will  be  as¬ 
sumed.  This  means  that  the  Expectation  will  always  be  ac¬ 
tive. 

Delete  This  is  an  expression  denoting  a  predicate  which,  when  non- 

nil  will  cause  the  association  between  the  rule  and  the  Node 
to  be  removed.  This  component  is  evaluated  after  the  When 
Part  of  the  rule  has  been  evaluated.  This  means  that  if  the 
value  of  this  expression  is  non-nil  -  the  default  is  t  -  then  the 
association  between  the  rule  and  the  Node  will  be  broken 
after  the  first  attempted  firing.  In  the  case  above  the  rule  will 
never  be  disassociated  with  the  Node  in  question.  The  de¬ 
fault  case  is  akin  to  a  "Try-Once-Only"  sort  of  firing.  It 
should  be  noted  that  the  value  of  this  expression  does  not  in 
any  way  affect  the  firing  of  the  rale  to  which  it  is  attached.  It 
only  serves  to  prtventfurther  rale  firings  by  dissociating  the 
rule  from  the  Node,  which  is  being  watched. 

Timeout  The  value  provided  here  should  be  an  expression,  whose 

value  is  a  number.  If  the  value  is  not  a  number  then  this  will 
be  interpreted  as  meaning  that  the  Expectation  is  to  have  no 
Timeout.  The  number,  which  is  the  value  of  the  Timeout 
component,  represents  an  absolute  time  after  which  the 
Expectation  is  to  time  out.  In  this  case  the  Expectation  will 
time  out  after  ten  time  units  from  now.  When  the 
Expectation  times  out  it  is  detached  from  the  Node  which  it 
monitors  and  the  Timeout  Part  of  the  Action  Part  of  the  rule 
is  executed  if  it  is  present.  The  time  specified  is  the  absolute 
time  in  the  same  units  as  the  time  in  the  user's  input  signal 
data,  for  more  information  on  signal  data  see  Section  3.6. 
Definitions  These  are  Definitions  }usi  like  those  anywhere  else  in  a  rule, 

in  that  they  associate  names  with  values.  These  allow  the 
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user  to  define  Arguments  to  rules  and  to  pass  context  into 
those  rules. 

As  was  mentioned  above,  rules  are  allowed  to  take  Arguments.  These  are  only  meaningful 
in  the  context  of  Expectations.  The  Rule  Header  for  a  rule,  which  is  intended  to  be  used  as 
an  Expectation  rule  is  different  from  that  for  a  normal  rule.  In  the  case  of  an  Expectation, 
the  mle  is  not  associated  with  any  particular  class.  Node  or  Field.  Where  normal  rules  have 
defined,  within  their  bounds,  identifiers  which  denote  the  Node  in  question  and  the  value 
of  the  Field  in  question,  so  do  Expectation  rules  but  they  are  referred  to  by  the  generic 
names  the-Expected-Node  and  The-Expected-Field.  An  example  Rule  Header  for  an 
Expectation  rule  is  shown  below. 

Rule  :  Watch-To-See-If-This-Is-A-Flock-Leader 
Arguments  :  The-Current-Position 

In  this  case  the  rule,  which  was  referred  to  above  is  being  defined.  It  has  two  Arguments. 
Note  that  these  Arguments  have  the  same  names  as  those  used  above  in  the  Definitions. 
The  Arguments  are  associated  with  their  actual  values  by  name  and  not  by  position.  Within 
the  rules  the  Arguments  act  just  like  items  defined  in  a  Definitions  Part.  This  means  that  an 
Argument  to  a  rule  is  not  necessary  unless  the  evaluation  path  of  the  rule  requires  its  value. 
If  an  Argument  has  not  been  specified  for  a  value,  which  is  needed,  an  error  will  be  flagged 
at  run-time. 

The  Action  Part  of  an  Expectation  can  have  an  extra  construct,  which  is  a  Timeout  Part. 
This  is  executed  if  the  Expectation  times  out.  An  example  Action  Part  for  this  rule  might  be 
as  follows: 

Action  Part  : 

Execute  : 

Debug-Format ("~&The  expectation  has  fired.") 

Timeout  Part  : 

Execute  : 

Debug-Format {"~&The  expectation  timed  out.") 

3.10.  Atomic  Operations  and  Critical  Sections 

Poligon  is  a  system  which  goes  to  considerable  pains  to  minimize  the  length  of  critical  sec¬ 
tions,  so  as  to  enhance  parallelism.  However,  there  are  times  when  the  user  may  need  to 
know  that  certain  operations  are  performed  atomically  so  as  to  guarantee  consistency  or 
meaningful  behavior.  This  section  enumerates  the  operations  provided  by  the  system, 
which  are  guaranteed  to  be  atomic,  and  also  mentions  how,  to  some  extent,  user  defined 
code  can  be  executed  within  a  critical  section. 

There  are  three  main  types  of  atomic  operation: 

Field  Selection  The  execution  of  any  field  selection  operation  is  atomic. 

This  applies  both  to  the  reading  of  single  fields  and  multiple 
fields.  Arbitrary  user  defined,  side-effect  free  code  can  be 
executed  within  a  user  defined  field  selection  operator. 

A  form  of  atomic  read/write  is  provided  as  an  extension  to 
field  selection  operations.  This  allows  atomic  "test  and  set" 
operations  to  be  implemented.  An  example  of  this  form  is  as 
follows: 

a-node»a-field  : 
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Unless  :  a-node*a-f ield  =  42 
Updated  Fields  : 
a-f  ield  <-42 

The  semantics  of  this  is  as  follows.  All  reads  to  the  node  in 
question  and  the  values  of  those  reads  are  cached.  If  an 
Unless  component  is  provided  then  this  is  evaluated  and,  if 
its  value  is  Nil,  the  update  is  performed.  If  no  Unless  part  is 
provided  the  update  happens  unconditionally.  Once  the  up¬ 
date  has  been  performed  the  original  values  read  from  the 
fields  are  returned. 

Thus,  in  the  example  above,  the  field  a-field  is  set  to  42  if  it 
wasn't  before  and  the  original  value  is  returned. 

By  means  of  this  mechanism  user  defined  locks  can  be  im¬ 
plemented.  No  reference  to  nodes  other  than  the  node  in 
question  are  permitted  in  the  right  hand  side  of  the  update 
component,  other  than  by  means  of  definitions.  All  defini¬ 
tions  specified  in  the  right  hand  side  of  the  assignment  are 
evaluated  before  entering  the  critical  section. 

Field  Updates  The  execution  of  an  Update  Operator  is  atomic.  It  should  be 
noted,  however,  that  this  does  not.guarantee  the  atomicity  of 
the  evaluation  of  the  arguments  to  that  operator.  For  in¬ 
stance,  in  the  following  update  component  all  of  the  right 
hand  sides  of  the  operators  are  evaluated  first,  and  then  all  of 
the  updates  are  performed  together,  atomically. 

Updated  Node  :  a-node 
Updated  Fields  : 

field-1  <- <expression-l> 
field-2  <- <expression-2> 

This  has  the  effect  that,  although  all  of  the  updates  happen 
atomically  the  contents  of  the  fields  being  updated  may 
change  between  the  times  that  the  expressions  are  evaluated 
and  the  update  is  made.  For  this  reason  it  is  not  advisable  to 
write  code  of  the  following  form. 

Updated  Node  :  a-node 
Updated  Fields  : 
field-1  <- — 

if  a-value  Is-In  a-node®f ield-1 
then  a-hode®f ield-1 
else  a-value  <-> 

a-node®f ield-1 

endif 

To  achieve  this  sort  of  thing  the  user  should  either  provide 
Field  behavior  modification  functions  as  specified  in  Section 
3.4.2.1  or,  if  the  user  is  really  desperate,  an  Update 
Operator  of  his  own. 

Node  Creation  One  of  the  things  which  it  is  very  important  that  the  system 
should  be  able  to  do  atomically  is  the  conditional  creation  of 
nodes,  A  full  exposition  of  the  syntax  for  this  process  can 
be  seen  in  Section  3.3,3.3  so  this  section  will  dwell  on  the 
exact  evaluation  model  for  the  optional  Initialisation,  Unless 
and  Update  components. 

The  Unless  and  Updated  Class  Fields  components  of  a  New 
Instance  Of  are  both  evaluated  in  the  same  way.  Any  defi¬ 
nitions  present  in  these  expression  are  evaluated  in  the  con- 
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text  of  the  current  execution,  outside  the  critical  section  in 
which  the  node  creation  occurs.  The  remainder  of  these  ex¬ 
pressions  is  evaluated  by  the  Class  Node  within  a  critical 
section.  No  references  to  any  nodes,  other  than  the  class 
node  may,  therefore,  be  made  in  these  expressions,  other 
than  through  the  definitions,  which  will  already  have  been 
evaluated.  As  usual  for  update  operations,  the  right  hand 
sides  of  the  update  components  are  evaluated  before  the  up¬ 
dates  happen,  though,  unlike  a  normal  update,  the  right  hand 
sides  are  evaluated  atomically  in  the  same  critical  section  as 
that  in  which  the  Update  Operators  are  executed. 

The  Initialisation  component  is  evaluated  in  a  slightly  differ¬ 
ent  manner  from  the  Unless  and  Updated  Class  Fields  com¬ 
ponents  of  a  New  Instance  Of,  since  the  initialization  must 
happen  to  the  node  which  has  been  created,  not  to  the  Class 
Node,  which  has  done  the  creation.  As  is  the  case  with  the 
Updated  Class  Fields  and  Unless  components,  all  definitions 
referenced  within  the  body  of  the  initialization  expression  are 
evaluated  in  the  context  of  the  current  execution,  before  the 
critical  section  is  entered  on  the  Class  Node.  When  the  criti¬ 
cal  section  is  entered  on  the  Class  Node  all  subexpressions 
which  are  field  reads  and  refer  to  the  same  expression  that  is 
being  used  to  denote  the  class  node  in  the  overall  New 
Instance  Of  expression  are  evaluated  on  the  Class  Node. 
This  means  that  these  reads  will  be  executed  atomically  be¬ 
fore  any  of  the  updates  are  made.  Once  this  has  happened 
the  new  node  is  created  in  such  a  way  that  the  remaining 
right  hand  side  expressions  for  the  initialization  is  executed 
atomically  on  the  newly  created  node. 


4-72 


4.  The  PoIIgon  Run-time  System  and  how  to  use  It 

The  Poligon  system  consists  of  two  components;  the  Poligon  Compiler  and  the  Run-Time 
System.  The  language  defined  by  the  former  is  described  in  Section  3.  The  latter  is  de¬ 
scribed  here. 

The  Run-Time  System  for  Poligon  has  two  main  parts.  First  there  is  the  underlying  archi¬ 
tecture  that  supports  the  Poligon  system  in  either  its  Serial  or  Parallel  modes.  This  pro¬ 
vides  the  Blackboard  itself,  handles  signal  input  and  initializes  the  system.  Secondly  there 
is  the  user  interface.  This  is  a  constraint  frame  with  a  number  of  panes,  which  have  a 
number  of  mouse  sensitive  features,  which  are  intended  to  allow  easy  debugging  and  con¬ 
trol  of  the  system.  There  is  a  trace  and  breakpoint  facility,  which  is  integrate  into  the  user 
interface.  The  system  comes  with  what,  it  is  hoped,  is  a  rich  set  of  facilities  to  help  the  de¬ 
bugging  of  Models. 

4.1.  How  to  get  a  Model  to  run  under  Poligon 

When  the  Poligon  system  is  loaded,  both  the  Serial  and  Parallel  mode  mn-time  systems  are 
loaded  along  with  the  compiler.  This  is  done  as  follows. 

(Make-System  'Poligon  :Noconfirm  rSilent  :Nowarn) 

The  user  is  advised  to  use  only  the  Serial  mode  until  his  model  is  well  debugged.  The 
Parallel  version  is  hugely  slower.  It  is  also  less  easy  to  debug  Poligon  Models  in  the 
Parallel  environment 

Once  the  Poligon  system  has  been  loaded  the  user’s  model  can  be  loaded.  The  model  has 
to  be  compiled  with  the  Poligon  Compiler.  The  generated  code  must  be  compiled  using  the 
Common  Lisp  compiler.  During  rapid  development  it  may  be  easiest  to  do  this  by  doing  a 
Meia-X  Compile  RegionIBuffer  on  the  compiled  model  when  it  is  loaded  in  Zmacs.  If  it  is 
quite  stable,  however,  it  may  be  worth  compiling  as  a  file.  The  generated  code  from  the 
user's  model  is  generally  rather  large;  it  may  take  some  time  to  compile.  The  model  should 
compile  without  errors,  though  if  any  Knowledge  Source  level  Definitions  are  made  that 
are  not  used  within  a  given  rule  then  a  free  reference  warning  will  be  given,  though  this  is 
not  fatal.  Once  it  has  been  compiled  the  model  must  be  loaded.  This  is  done  automatically 
if  it  is  compile  by  using  Meta-X  Compile  Buffer.  This  leaves  the  system  in  a  state  in  which 
it  is  ready  to  be  activated.  The  Poligon  Control  Frame  will  have  been  created,  though  it 
will  not  be  activated  and  is  not  selectable  until  the  system  is  started  up. 

To  start  up  the  system  you  should  execute  the  function: 

(Run-Poligon) 

to  get  the  Serial  mode  or 

(Run-Poligon  t) 

to  get  the  Parallel  mode  of  operation.  The  user  can  always  chop  and  change  between  the 
Serial  and  Parallel  modes  by  executing  this  function  in  the  appropriate  form. 
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The  Poligon  system  will  then  be  activated,  the  Control  Frame  will  be  activated  and  exposed 
and  the  system  will  stay  quiescent  until  the  user  selects  an  option  such  as  Run  (see  Section 
4.3.3  on  the  Command  Menu). 

4.1.1.  Resetting  Poligon 

At  times  the  Poligon  system  may  get  confused,  either  due  to  the  window  system  locking  up 
or  due  to  the  Knowledge  Base  getting  confused  by  incremental  changes  made  during  de¬ 
bugging.  It  is  therefore  useful,  at  times,  to  reset  parts  of  the  Poligon  system  in  order  to  cir¬ 
cumvent  some  of  these  problems.  This  is  done  using  the  procedure  Reset-Poligon.  A  call 
to  this  procedure  will  ask  a  number  of  questions  of  the  user,  which  ask  which  parts  of  the 
system  should  be  reset.  The  user  should  not  attempt  to  run  the  Poligon  system  after  a  call 
to  this  procedure  without  using  the  Run-Poligon  procedure  to  start  it  off.  If  the  Poligon 
Control  Frame  has  been  recreated  then  it  will  not  be  selectable  until  the  Run-Poligon  proce¬ 
dure  has  been  called.  Clearly  if  the  Knowledge  Base  is  reset  the  user's  knowledge  will 
have  to  be  reloaded. 

4.2.  The  Underlying  Architecture 

The  underlying  architecture  of  the  Poligon  system  has  been  mentioned  in  the  introduction  to 
this  document.  Here  a  little  more  detail  will  be  added  and  the  differences  between  the  Serial 
and  the  Parallel  modes  of  operation  will  be  given. 

The  Nodes,  be  they  Class  Nodes,  the  Poligon-Blackboard  Node  or  normal  Nodes,  are  im¬ 
plemented  as  instances  of  Flavors. 

No  Nodes  are  defined  at  load  time.  The  Poligon-Blackboard  Node,  which  is  the  first  Node 
to  be  created  by  the  system,  when  it  initializes  a  simulation  run,  is  an  Instance  of  the  class 
Root  and  has  special  knowledge  about  the  shape  of  the  Blackboard  because  it  has  access  to 
a  data  structure  which  holds  information  concerning  the  identities  of  all  of  the  Classes  and 
all  of  the  rules  associated  with  them. 

When  the  Poligon-Blackboard  is  created  and  the  system  is  initialized  it  creates  Instances  of 
Class  Nodes  to  represent  each  of  the  user  defined  Class  Nodes  and  any  system  defined 
Metaclasses.  The  rules  for  the  system  are  then  distributed  so  that  each  class  knows  about 
the  rules  that  are  to  be  associated  with  Instances.  Once  the  system  has  initialized  itself  an 
Event  is  signalled  on  all  of  the  Subsystems  and  Instances  Fields  of  the  Nodes  that  have 
been  created.  This  allows  user  defined  Initialisation  rules,  which  are  associated  with  these 
Fields  to  fire  at  this  point. 

Once  this  has  happened  the  user's  Initialisation  code  is  executed,  the  signal  data  file  is 
opened  and  the  system  starts  up  properly. 

Rules  are  implemented  as  instances  of  rule  flavors. 

Each  time  a  Rule's  invocation  gets  past  the  When  Part  a  context  packet  is  created  for  that 
specific  invocation.  This  is  a  specialized  Node-like  Poligon  object  of  the  flavor  Context. 

All  actions  within  the  system  are  performed  by  message  passing,  though  this  is  not  visible 
at  the  language  level.  Even  the  reading  of  a  Field  value  on  the  same  Node  causes  the  sys¬ 
tem  to  send  a  message  to  itself,  though  this  special  case  has  been  optimized. 
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4.3.  The  Poligon  User  Interface 


The  Poligon  User  Interface  is  intended  to  provide  an  easy  to  use  method  of  observing  the 
operation  of  the  user's  model  and  debugging  it.  Poligon  constructs  a  constraint  frame,  the 
Poligon  Control  Frame,  in  which  to  display  all  of  this  information.  Once  the  Poligon  frame 
has  been  exposed  it  can  be  reexposed  by  typing  "<Sy^rem><escape>".  The  constraint 
frame  consists  of  a  number  of  panes,  which  are  described  in  this  section. 

4.3.1.  The  Lisp  pane 

This  is  the  large  pane  on  the  right  of  the  frame  and  is  used  for  the  display  of  trace  informa¬ 
tion  and  user  debug  output.  It  is  a  Lisp  Listener  window,  so  the  user  can  type  any  neces¬ 
sary  system  commands  in  this  pane.  If  tracing  is  enabled  for  any  component  of  the  system 
then  it  is  displayed  in  this  window.  The  user  can  write  into  this  pane  by  means  of  a  num¬ 
ber  of  printing  procedures,  which  are  specified  in  Appendix  O.  This  pane  has  More  pro¬ 
cessing  disabled  by  default. 

4.3.2.  The  CARE  Pane 


This  is  a  pane  which  contains  any  CARE  instruments  that  are  being  used  by  the  system.  It 
can  be  found  below  the  Lisp  pane.  If  the  CARE  system  has  not  been  loaded  and,  there¬ 
fore,  Poligon  is  being  run  in  its  Serial  mode  then  this  pane  is  not  configured  in.  For  infor¬ 
mation  on  the  meaning  of  the  CARE  instruments  the  user  is  advised  to  consult  the  relevant 
CARE  documentation. 


4.3.3.  The  Command  Menu 


The  Command  Menu  is  on  the  bottom  of  the  frame  on  the  left.  It  is  by  the  use  of  this  menu 
that  the  user  selects  those  facilities  that  are  concerned  with  the  overall  control  of  the  system. 
Each  item  has  documentation  in  the  "who-line"  but  a  complete  list  of  all  of  the  implemented 
commands  with  a  brief  description  is  given  below. 


Abort 

Circuit 


Configuration 


Dribble  Off 
Dribble  On 


Log 


This  causes  the  execution  of  the  user’s  model  to  be  aborted. 
This  command  pops  up  a  menu  and  allows  the  user  to  select 
a  Circuit  (Design)  to  use  for  the  simulation.  This  command 
is  only  meaningful  in  the  Parallel  mode. 

This  command  pops  up  a  menu  and  allows  the  user  to  select 
a  configuration  for  the  Poligon  .control  frame.  A  number  of 
configurations  are  available;  some  with  CARE  instrumenta¬ 
tion  and  others  without.  Poligon  will  typically  pick  a  rea¬ 
sonable  configuration  for  its  display,  so  this  command  is 
used  mainly  as  an  override. 

This  command  causes  the  Dribble  File,  specified  by  the 
Dribble  File  option  of  the  Parameters  command  to  be  closed 
so  that  dribbling  stops,  (see  Dribble  On) 

This  command  causes  all  output  to  the  Lisp  pane,  the 
Message  Pane  and  to  *Trace-Output*  to  be  sent  also  to  a  file 
named  by  the  Dribble  File  option  of  the  Parameters  menu.  If 
a  dribble  file  is  already  open  then  this  is  closed  and  a  new 
one  is  opened. 

This  command  will  cause  a  file  to  be  written  which  has  a 
printout  of  the  current  state  of  the  Blackboard.  The  file 
written  is  that  named  by  the  Log  File  option  of  the 
Parameters  command.  The  clock  is  not  stopped  during  the 
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execution  of  this  command.  It  is  intended  to  be  used  once  a 
breakpoint  has  been  found. 

Parallel  This  command  sets  Poligon  to  run  in  Parallel  mode.  It  is 

equivalent  to  the  procedure  call  (Run-Poligon  t). 

Parameters  This  command  allows  the  user  to  select  the  values  for  a 

number  of  CARE  and  Poligon  system  simulation  parameters 
and  a  number  of  variable  attributes  used  in  the  system,  such 
as  file  names  for  printing  things  out.  The  action  of  these  is 
listed  below. 

Display  All  Data  Structures  A  number  of  Poligon  internal  data 
structures  contain  detail  which  is  not  of  impor¬ 
tance  to  the  debugging  of  Models  as  a  whole  and 
which  cause  the  screen  to  be  cluttered.  If  this 
flag  is  set  then  all  of  the  structure  of  these  internal 
data  structures  will  be  displayed.  If  it  is  reset 
then  the  important  information  that  they  contain 
will  be  displayed  but  their  structure  will  be  dis¬ 
played  minimally. 

Allow  All  Trace  Within  Abortable  Code  If  this  flag  is  set  to 
Ignore  then  whenever  Poligon  enters  any  code 
which  might  be  aborted  trace  operations  are  dis¬ 
abled.  If  it  is  set  to  Only  when  successful  then 
the  printing  of  the  trace  messages  generated  in 
abortable  code  is  only  allowed  after  the  section 
has  been  exited  without  being  aborted.  This 
saves  confusing  trace  messages  from  being 
printed  out.  The  default  value  for  this  flag  is 
Only  when  successful. 

Enable  Breakpoints  Within  Abortable  Code  If  this  flag  is 
set  then  whenever  Poligon  enters  a  breakpoint 
within  any  code  which  might  be  aborted  the 
breakpoint  will  take  effect.  Normally  the  user 
will  not  want  such  breakpoints  to  happen  but  in 
hunting  for  obscure  bugs  he  might.  ITie  default 
value  for  this  flag  is  No. 

Trap  On  Errors  Within  Abortable  Code  If  this  flag  is  set  then 
whenever  Poligon  enters  an  abortable  code  seg¬ 
ment  and  finds  an  error  it  will  trap.  ITiis  is  not 
normally  a  desirable  state  of  affairs,  since  whilst 
experimenting  Poligon  might  well  try  to  execute 
code  with  very  bogus  arguments.  Occasionally  it 
might  be  useful  to  the  user,  however,  since  erro¬ 
neous  code  might  be  called  only  within  abortable 
segments.  The  default  value  for  this  flag  is  No. 

Trace  If  Segment  Takes  Longer  Than  n  usees  If  this  is  an 
integer  then  a  message  will  be  printed  out  if  a 
segment  of  user  code  took  longer  than  n  mi¬ 
croseconds  to  execute. 

Inspect  Details  Of  Structures  If  this  flag  is  set  then  any  data 
structures  whose  print  methods  use  mouse-sen¬ 
sitive  printing  facilities  will  be  printed  in  a  fully 
mouse-sensitive  manner  in  suitable  windows. 
These  include  inspector  and  debugger  windows. 
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Action  on  Deadlock  This  controls  what  happens  when  a  deadlock 
condition  is  found  in  the  Serial  mode.  Three  op¬ 
tions  are  provided:  Stopping  with  an  error,  noti¬ 
fying  the  user  in  the  trace  window  or  ignoring  the 
condition. 

Metering  Selecting  this  option  will  cause  the  execution  of 

the  model  to  be  metered  when  running.  For  in¬ 
formation  on  the  metering  system  please  read  the 
system  documentation  for  the  metering  package. 

Metering  Micro  Enables  This  option  allows  the  user  to  set  the 
value  for  the  %meter-micro-enables  used  when 
metering.  For  more  information  on  this  subject 
the  user  is  directed  to  the  relevant  TI  documenta¬ 
tion. 

Count  Down  Space  in  Metering  Partition  It  is  typically 
the  case  that  the  size  of  the  metering  partition 
supplied  in  any  given  machine  will  only  be  large 
enough  to  allow  the  metering  of  a  few  seconds  of 
Poligon  application  code  execution.  Since  hav¬ 
ing  metering  enabled  slows  execution  down 
considerably  it  is  often  a  good  idea  to  enable  this 
option  so  that  the  user  can  see  when  the  metering 
partition  is  filling  up  and  can  abort  the  run.  Once 
the  metering  partition  is  full,  no  more  useful  data 
will  be  gathered. 

Start  Metering  After  Data  Time  Because  it  is  generally  only 
possible  to  meter  small  amounts  of  application 
code,  it  is  usually  a  good  idea  only  to  meter  a 
point  in  the  simulation's  run  when  it  is  known 
that  something  worthy  of  metering  is  happening. 
If  this  parameter  is  set  to  a  number  then  metering 
will  not  be  enabled  until  after  the  domain  time 
specified  by  that  number.  Metering  will  then  stay 
on  continuously  until  the  metering  partition  is 
filled. 

Compilation  Factor  This  is  a  number  that  the  user  can  specify 
which  will  allow  the  user  to  experiment  with  the 
system  whilst  pretending  that  the  compiler  is 
better  than  it  really  is.  A  value  of  2,  for  instance, 
would  indicate  that  the  system  should  pretend 
that  user  evaluations  take  half  as  long  as  they 
really  do. 

Parallel  Metering  Slow-Down  Factor  When  running  with 
metering  enabled  the  CARE  simulator's  idea  of 
timing  is  skewed  by  the  slower  execution  of  the 
user's  code.  This  parameter  allows  the  user  to 
compensate  for  this  by  telling  the  system  that, 
when  metering  is  enabled,  it  is  to  scale  its  timings 
by  the  factor  specified. 

Jump  the  clock  when  idle  This  option  is  only  meaningful  in  the 
Serial  mode.  When  this  option  is  set  to  Yes  the 
clock  is  advanced  to  the  time  at  which  the  clock 
would  next  tick  if  there  are  no  outstanding  events 
to  be  processed  in  a  given  clock  tick  peri(^. 
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Internal  Debug  Messages  Enabled  If  this  flag  is  set  then  any 
Poligon  internal  debug  print  messages  will  be 
printed.  This  feature  is  used  primarily  for  system 
development  purposes  or  the  finding  of  Poligon 
system  bugs. 

CARE  Debug  History  If  this  flag  is  set  to  the  Enabled  value 
then  the  CARE  simulator’s  internal  debug  history 
recording  mechanism  is  enabled.  The  default 
value  for  this  parameter  is  Disabled.  This  option 
is  primarily  of  interest  for  Poligon  system  de¬ 
bugging  and  is  unlikely  to  be  of  much  use  in  the 
debugging  of  Poligon  models. 

CARE  Evaluator  Processing  This  sets  the  value  of  the 
CARE  internal  flag  which  determines  the  time 
taken  to  evaluate  a  body  of  code  in  a  CARE  eval¬ 
uator.  A  value  of  Nil,  the  default,  for  this  pa¬ 
rameter  will  cause  the  actual  code's  execution  to 
be  timed. 

Automatic  GCing  Ihis  flag  is  used  in  order  to  control  Garbage 
Ccilection.  It  can  take  three  values;  When 
Necessary,  in  which  case  the  system  will  execute 
a  GC-Immediately  when  it  is  determined  that  it 
needs  more  memory  [Parallel  mode  only]; 
Temporal,  in  which  case  the  normal,  temporal 
GC  is  used,  or  Never,  in  which  case  the  GC  is 
switched  off  altogether.  The  latter  can  be  useful 
for  timing  tests  of  one  sort  or  another  or  for  runs, 
which  are  known  to  be  short  enough  that  the 
system  will  not  run  out  of  memory,  but  a  long, 
slow  GC-lmmediately  might  be  executed  because 
the  GC  monitor  does  not  know  that  the  simula¬ 
tion  is  '■earing  its  end. 

This  is  a  list  of  the  fonts  in  which  the  user  would 
like  different  sorts  of  output  to  be  displayed.  The 
list  is  in  the  following  order;  Trace  information. 
General  system  information.  User  output. 

This  is  a  list  of  the  fonts  in  which  the  user  wotild 
like  different  sorts  of  output  to  be  printed  to  files. 
The  list  is  in  the  following  order:  Trace  informa¬ 
tion,  General  system  information.  User  output, 
CARE  messages. 

This  is  the  name  of  the  file  used  by  the  Log 
command. 

Input  File  Default  This  is  the  name  of  the  file  used  for  a  default  for 
the  signal  input  file  if  the  user  has  not  supplied 
the  function  Get-Input-File-Name 

Statistics  File  This  is  the  name  of  the  file  used  by  the  Statistics 
command. 

Dribble  File  This  is  the  name  of  the  file  used  by  the  Dribble 
On  command. 

Serial  Clock  Rate  This  is  the  number  of  system  60Hz  clock  ticks 
which  are  equivalent  to  one  tick  of  user  input  data 
time,  when  running  in  the  Serial  mode. 
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Parallel  Clock  Rate  This  is  the  number  of  CARE  system  clock 
ticks  which  are  equivalent  to  one  tick  of  user  in¬ 
put  data  time,  when  running  in  the  Parallel  mode. 

Future  Force  Rate  This  value  is  used  only  in  the  Serial  mode. 

When  the  Scheduler  decides  that  it  is  appropriate, 
Futures  are  evaluated.  When  this  happens  a 
block  of  unsatisfied  Futures  are  evaluate.  This 
number  indicates  the  number  of  unsatisfied 
Futures  that  are  evaluated  in  each  block. 
Adjusting  this  value  will  cause  the  Serial  mode  to 
simulate,  to  some  extent,  differing  communica¬ 
tions  network  performance. 

Abort  After  Input  File  Closed  If  this  value  is  non-nil  then  the 
system  will  wait  for  the  number  supplied  of  user' 
time  units  after  the  signal  data  file  has  been  read 
in  and  closed  and  then  it  will  abort  the  simula¬ 
tion.  Clearly  this  value  should  be  set  high 
enough  so  that  all  processing  will  have  been 
completed  before  the  processing  is  terminated. 

Default  AutoSave  Interval  This  is  the  number  of  characters  to  be 
printed  to  autosaving  files,  such  as  Dribble  files 
before  they  are  flushed.  The  use  of  autosaving 
files  ensures  that  little  data  is  lost  in  the  event  of  a 
system  crash. 

Filter  Statistics  This  flag  will,  when  set,  cause  statistics  printed 
to  the  statistics  file  to  contain  only  those  items 
which  are  likely  to  be  of  interest  to  the  average 
user,  as  opposed  to f’^^licon  system  developer. 

Redisplay  Class  Pane  On  Creation  This  flag  will,  when  , 
set,  cause  the  Class  Monitor  Pane  to  be  redis¬ 
played  whenever  a  new  Node  is  created. 

Switch  Dribble  On  When  Your  Run  When  this  option  is  set 
to  Yes  the  system  will  execute  a  Dribble  On 
command  whenever  the  Run  command  is  se¬ 
lected. 

Trace  Messages  When  this  option  is  set  to  Yes  or  Verbose  a  trace 
message  is  printed  in  the  Message  Pane,  when 
the  system  is  running  In  its  parallel  mode  for  each 
message  posted  by  the  system. 

Trace  Clock  Ticks  When  this  option  is  set  a  trace  message  is  printed 
out  when  the  clock  ticks. 

Trace  Signal  Records  When  this  option  is  set,  trace  messages  are 
printed  out  both  when  a  signal  record  is  read  in 
and  when  its  processing  has  finished. 

Break  Clock  Ticks  When  this  option  is  set  a  the  system  executes 
a  breakpoint  when  the  clock  ticks. 

Break  Signal  Records  When  this  option  is  set  a  breakpoint  is 

executed  when  a  signal  record  is  read  in. 

Trace  Rules  When  this  option  is  set  to  Verbose  the  trace  mes¬ 
sages,  which  are  produced  when  rules  are  being 
traced  are  extended  so  that  the  node  for  which  the 
rule  is  firing  is  displayed.  The  default  for  this 
option  is  Brief, 
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Trace  Node  Creation  When  this  option  is  set,  a  trace  message  is 
printed  when  a  Node  is  created. 

Trace  Message  Punting  When  this  option  is  set,  trace  mes¬ 
sages  are  printed  whenever  the  system  has  to 
Punt.  For  more  information  on  this  issue  please 
see  Appendix  Q,3. 

Break  Message  Punting  When  this  option  is  set,  a  breakpoint 
is  executed  whenever  the  system  has  to  Punt. 
For  more  information  on  Punting  see  please  see 
Appendix  Q.3. 

Scheduling  Strategy  This  option  sets  a  parameter  which  is  only 
meaningful  when  executing  in  the  Serial  mode. 
The  Serial  version  of  Poligon  attempts  to  repli¬ 
cate  the  semantics  of  the  parallelism  of  the 
Parallel  case  by  the  relaxation  of  determinism  in 
the  execution  of  rules,  for  both  the  Condition 
Parts  and  the  Action  Parts.  In  order  to  support 
this,  Poligon  comes  equipped  with  a  primitive 
scheduler.  This  scheduler  is  parameterized  in 
order  to  allow  the  testing  of  the  system  in  the 
Serial  mode  with  different  scheduling  character¬ 
istics,  allowing  testing  for  any  unsuspected  serial 
dependencies.  There  are  two  sorts  of  tasks  that 
are  scheduled;  the  Condition  and  the  Action  Parts 
of  the  mles.  A  data  structure  holds  these  tasks 
and  the  scheduler  simply  selects  a  task  from  this 
collection.  There  are  four  different  scheduling 
strategies  available,  which  can  be  selected  by  a 
menu.  These  are: 

Tasks  are  processed  in  a  last-in-first-out 
manner. 

Tasks  are  processed  in  a  first-in-first-out 
manner. 

Tasks  are  picked  at  random  from  the  pending 
events. 

Tasks  are  processed  a  soon  as  they  are  gen¬ 
erated.  This  is  a  sort  of  depth  first  behavior 
and  is  quite  different  from  LIFO. 

Stop  At  Or  After  Time  When  this  option  is  an  integer  a 
breakpoint  will  be  executed  when  the  system 
clock  reaches  or  passes  this  time. 

Stop  At  Or  After  Signal  Record  When  this  option  is  an  integer 
a  breakpoint  will  be  executed  when  the  system 
reads  or  has  read  this  signal  record. 

Which  Instrument  To  Use  This  option  lists  all  of  the  CARE  in¬ 
struments  that  are  loaded  and  allows  the  user  to 
select  the  desired  one.  The  instrument  called 
Poligon's  is  special  in  that  it  is  configured  into 
the  Poligon  Control  frame.  If  an  instrument 
other  than  this  is  selected  then  no  instrument  will 
be  configured  into  the  Poligon  control  frame  and 
the  instrument  should  be  selected  with 
<System>-S.  This  option  is  only  meaningful  in 
the  Parallel  mode. 
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Hardcopy  Minutes  When  this  option  is  set  to  a  ni-mber  then,  this 
is  interpreted  as  being  the  number  of  minutes  to 
wait  between  performing  screen  dumps  of  the 
instrument.  This  option  is  only  meanin^ul  in  the 
Parallel  mode. 

Record  Message  Times  In  Log  File  When  this  option  is 
selected  Poligon  will  time  the  execution  of  the 
messages  that  are  sent  between  processors  in  the 
Parallel  mode  and  will  output  this  as  a  trace  to  a 
file.  This  allows  the  user  to  find  expensive  op¬ 
erations. 

Record  Message  Times  In  List  When  this  option  is  selected 
Poligon  will  time  the  execution  of  the  messages 
that  are  sent  between  processors  in  the  Parallel 
mode  and  will  keep  these  in  a  list.  This  is  useful 
if  one  wants  to  filter  the  traced  messages  progra- 
matically. 

Message  Time  Log  File  This  is.the  name  of  the  message  time 
log  file  which  is  generated  by  the  Record 
Message  Times  In  Log  option  above. 

Log  Messages  Lasting  Longer  than  N  ms  When  this  op¬ 
tion  is  set  to  a  number  then  the  messages  logged 
by  the  options  above  are  filtered  so  that  only 
those  messages  that  take  longer  than  this  value 
(in  milliseconds)  will  be  logged.  Lots  of  system 
messages  are  very  fast  and  it  is  usually  a  good 
idea  to  filter  these  out.. 

This  causes  the  screen  to  redisplay  itself.  The  reason  for  this 
command  is  that  the  Class  Monitor  Pane  (see  Section  4.3.6) 
does  not  redisplay  itself  when  new  Nodes  are  added,  in  the 
Serial  mode.  This  is  the  case  because  of  the  frequency  with 
which  new  Nodes  are  created  and  the  the  time  taken  by 
scrolling  windows.  Selecting  this  option  will  make  the 
Class  Monitor  Pane  display  the  latest  results. 

This  option  causes  the  system  to  attempt  to  run  the  user's 
model. 

This  command  sets  Poligon  to  make  it  run  in  Serial  mode. 

This  command  is  equivalent  to  a  call  to  the  procedure  (Run- 
Poligon). 

This  option  allows  the  user  to  print  out  some  statistics  asso¬ 
ciated  with  the  messages  sent  by  the  system.  These  statistics 
are  printed  out  to  a  file  named  by  the  Statistics  File  option  of 
the  Parameters  command.  These  statistics  are  in  four  forms; 
the  message  frequencies  sorted  by  message  name,  the  mes¬ 
sage  frequencies  sorted  by  message  frequency  and  the  full 
message  information  sorted  by  message  frequency  and  with 
the  origin  and  target  of  the  message  displayed.  Finally  the 
distribution  of  the  nodes/contexts  on  the  sites  in  the  system 
is  shown. 

4.3.4.  The  Status  Pane 

This  is  a  small  pane,  which  can  be  found  just  above  the  Command  Menu.  It  displays  in 
formation  which  might  be  of  interest  to  the  user  during  the  execution  of  the  model.  The  in 
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formation  differs  depending  on  whether  the  system  is  running  in  its  Serial  or  its  Parallel 

mode.  In  the  Serial  mode  the  following  information  is  displayed. 

•  The  scale  factor  for  the  system  clock.  This  is  the  number  of  simulator  clock  ticks 
whic.i  are  used  to  represent  one  unit  of  user  defined  time. 

•  The  system  time,  as  measured  in  user  time  units. 

•  An  estimate  of  the  number  of  messages  that  would  be  posted  in  the  Parallel  mode. 

•  The  number  of  events  that  the  scheduler  has  yet  to  schedule.  These  events  are  the 
Condi  don  and  Action  Parts  or  rules.  This  value  is  always  0  when  the  Immediate 
Scheduler  option  is  being  used.  Following  this  value,  separated  by  a  vertical  bar  is 
the  number  of  Futures  which  are  still  to  be  processed  and  may  yet  be  unsatisfied. 

•  The  scheduling  strategy  being  used. 

In  the  Parallel  mode  the  following  information  is  displayed. 

•  The  scale  factor  for  the  system  clock.  This  is  the  number  of  system  clock  ticks 
which  are  used  to  represent  one  unit  of  user  defined  time. 

•  The  system  time,  as  measured  in  user  time  units. 

•  The  number  of  messages  that  have  been  posted. 

•  The  number  of  agents  (processes)  that  have  been  created  and  the  number  of  active 
stack  groups,  separated  by  a  vertical  bar. 

•  The  number  of  user  signal  record  that  have  been  read. 

•  If  metering  is  enabled  then  the  percentage  of  the  metering  partition  that  has  been 
used. 


4.3.5,  The  Message  Pane 

This  pane  is  used  in  the  Parallel  mode  in  order  to  show  the  messages  sent  in  the  system  as 
they  are  processed  and  any  other  bits  of  information  that  are  likely  to  be  of  interest  during 
the  execution  of  the  model.  This  pane  is  not  used  in  the  Serial  mode.  If  CARE  is  not 
loaded  then  this  pane  is  not  configured  into  the  Poligon  frame. 

4.3.6.  The  Class  Monitor  Pane 

This  is  a  pane  which  shows  the  items  on  the  Blackboard.  They  are  displayed  as  lines  of 
text.  The  type  of  Node  is  on  the  left;  Superclass,  class  or  normal  Node  and  on  the  right  is 
the  symbolic  name  of  that  Node.  The  pane  is  a  standard  scrolling  window  so  you  get  the 
normal  scroll  bar  on  the  left.  The  items  in  the  window  are  mouse  sensitive.  The  three 
mouse  buttons  induce  different  actions,  which  are  documented  in  the  who  line.  Their  ac¬ 
tions  are  as  follows: 


Left 


Meta-Left 


Middle 

Meta-Middle 


This  generates  a  menu  which  allows  the  user  to  select  a 
number  of  trace  and  break  options  for  this  Node  as  a  whole. 
Trace  and  break  points  can  be  set  for  both  Discard  and 
Recycle  operations. 

This  option  is  much  like  the  plain  Left  option.  It  generates  a 
menu  which  allows  the  user  to  select  trace  and  break  options 
for  the  Instances  of  this  Node  if  it  is  a  class  Node.  Trace  and 
break  points  ct  n  be  set  for  both  Discard  and  Recycle  opera¬ 
tions. 

This  causes  the  selected  object  on  to  be  inspected  in  the  in¬ 
spector. 

This  causes  the  values  of  all  of  the  instance  variables  of  the 
selected  Node  to  be  displayed.  They  are  printed  out  in  the 
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Lisp  window  on  the  right  of  the  frame.  The  values  of  the 
instance  variables  are  printed  out  after  their  names. 

This  generates  a  menu  which  allows  the  user  to  select  a 
number  of  trace  and  break  options  associated  with  the  Fields 
of  this  -Node.  The  menu  is  a  choice  box  type  of  menu..  All 
of  the  fields  of  the  Node  are  listed  on  the  left  and  the  types  of 
trace  or  break  option  head  the  choice  box  Cf.lunins.  Trace 
and  break  points  can  be  set  to  look  at  any  of  Hdt  Fields  in  the 
relevant  Node.  The  trace  and  break  points  can  be  set  so  that 
they  can  be  activated  when  the  selected  Field  is  read  from, 
written  to,  has  an  Evenr  happen  to  it  or  is  Inherited. 

This  option  is  much  like  that  for  the  plain  right  button  only  it 
allows  you  to  set  trace  and  break  points  for  the  fields  of  all 
of  the  Instances  of  the  selected  Node  if  it  is  a  class  Node. 

4.3.7.  The  Rule  Monitor  Pane 

This  pane  is  much  like  the  Class  Monitor  Pane.  It  is  a  scrolling  window  with  mouse  sensi¬ 
tive  items.  In  this  case  the  items  in  the  window  represent  the  Knowledge  Sources  and  their 
rules.  The  rules  are  indented  to  indicate  their  membership  of  a  Knowledge  Source.  Just  as 
is  the  case  with  the  Class  Monitor  Pane  the  buttons  on  the  mouse  will  induce  different  re¬ 
sponses,  when  clicked  over  one  of  these  items.  Their  actions  are  as  follows: 

Left  Pressing  this  button  will  cause  a  menu  to  appear,  which  al¬ 

lows  the  user  to  select  trace  and  break  options,  which  are  as¬ 
sociated  with  a  given  rule  or  Knowledge  Source,  rather  than 
Node  or  class  as  is  the  case  on  the  Class  Monitor  Pane. 
Knowledge  Sources  do  not  have  any  real  meaning  at  run 
time  so  the  Knowledge  Sources  mentioned  here  are  taken  to 
be  representations  for  all  of  the  rules,  which  are  mentioned 
as  being  members  of  that  Knowledge  Source  at  compile 
time.  It  is  assumed  that  the  rule  writer  will  group  his  rules 
into  functional  units  at  compile  time  and  these  units  may  also 
be  of  interest  in  debugging  at  run-time.  It  is  therefore  not 
meaningful  to  set  trace  and  break  points  for  Knowledge 
Sources  themselves.  Thus  selecting  a  Knowledge  Source 
will  cause  the  selected  trace  and  break  options  to  be  set  for 
all  of  the  Rules  associated  with  that  Knowledge  Source.  A 
number  of  options  are  available  here. 

Trace  and  break  points  can  be  set  on  the  When  Parts  of 
rules.  This  means  that  a  trace  or  break  will  happen  if  the 
When  Part  attempts  to  fire.  It  should  be  noted  that  this  will 
happen  before  the  test  for  the  When  Part  is  made. 

Trace  and  break  points  can  be  set  on  ihe  If  Parts  of  rules. 

These  are  encountered  when  the  When  Part  of  the  rule  has 
evaluated  to  non-nil.  The  trace  or  break  is  executed  before 
the  If  Part  test  is  made. 

Trace  and  break  points  can  be  set  on  the  Select  Parts  of 
rules.  These  are  encountered  when  the  If  Part  of  the  rule  has 
evaluated  to  non-nil.  The  trace  or  break  is  executed  before 
the  Select  Part  is  evaluated. 

Trace  and  break  points  can  be  set  on  the  Action  parts  of 
rules.  This  is  encountered  after  the  When  Part  and  the  If  Part 
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have  both  evaluated  to  non-nil.  The  trace  or  break  is  exe¬ 
cuted  before  any  action  in  the  Action  Part  has  happened. 

It  is  possible  to  trace  the  failure  of  the  If  Parts  and  IVAen 
Parts  of  rules.  It  is  often  useful,  when  debugging  Models, 
to  find  out  why  a  rule  did  not  fire.  To  this  end  the  Compiler 
transforms  the  expressions  which  make  up  the  conditions  for 
a  rule  so  that  all  of  the  operands  for  top  level  And  expres¬ 
sions  are  separated  out.  Thus,  at  least  conceptually,  "A  and 
B  and  (C  or  D)"  is  transformed  into  [A  B  [or  C  D]].  From 
this  point  the  Compiler  generates  code  which  causes  these 
conditions  to  be  executed  in  sequence,  with  suitable  short 
circuit  evaluation  in  the  event  of  a  failure  of  one  of  the 
operands.  From  the  trace  and  break  menu  it  is  possible  to 
cause  a  trace  or  break  point  to  be  executed  in  the  event  of  a 
condition  failing  after  a  given  clause.  Thus  if  one  suspected 
that  the  clause  [or  C  D]  was  not  working  correctly  a  trace  or 
break  could  be  put  on  this  rule  which  would  be  executed  if 
the  expression  failed  on  or  after  clause  three,  the  one  in 
question.  Setting  this  option  to  0  will  always  give  a 
trace/breakpoint  when  the  condition  fails. 

One  of  the  things  that  can  go  wrong  with  rules  is  the  ex¬ 
pressions  for  the  definition  parts  might  have  bugs.  In  the 
event  of  breaking  in  a  rule  it  is  not  too  easy  to  get  the  values 
of  the  Definitions.  A  facility  has  been  provided  so  that  the 
Definitions  for  a  given  rule  can  be  forced  to  be  evaluated  and 
printed  out.  These  can  be  forced  and  printed  out  when  the 
When  Part  fires,  when  the  If  Part  lor  when  the  Action  Part, 
the  Otherwise  Part  or  the  Timeout. Part  fires. 

It  should  be  noted  that  the  default  configuration  for  this 
menu  causes  a  trace  point  to  be  set  on  the  Action  Part  of  all 
rules. 

Middle  This  button  is  much  like  the  middle  button  for  the  Class 

Monitor  Pane.  This  causes  the  the  rule  or  Knowledge 
Source  clicked  on  to  be  inspected  in  the  inspector. 

Meta-Middle  The  internal  structure  of  the  item  on  which  you  clicked  is 
displayed  in  the  Lisp  pane  on  the  right. 

Right  Pressing  this  button  will  cause  a  menu  to  appear,  which  al¬ 

lows  the  user  to  set  whether  the  rule  or  Knowledge  Source 
in  question  is  active  or  not.  If  a  Knowledge  Source  is  se¬ 
lected  then  it  is  equivalent  to  selecting  every  rule  in  the 
Knowledge  Source  with  the  same  value. 

4.3.8.  The  Graphics  Pane 

This  pane  is  used  to  display  Graphics  produce  by  the  user’s  model.  If  the  Graphics  sub¬ 
system  is  not  loaded  this  pane  will  not  be  configured  into  the  Poligon  control  frame.  For 
information  on  the  use  of  the  Graphics  subsystem  the  user  is  encouraged  to  read  its  associ¬ 
ated  documentation. 
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A.  A  simple  way  to  make  a  Poligon  model 

This  section  describes  briefly  a  simple  set  of  actions,  which  will  allow  a  new  user  to  make 
a  Poligon  model. 

Type  in  the  Class  Declarations  into  a  file  called  Classes Foligon. 

This  file  should  have  a  Mode  Line  (the  top  line  in  the  file)  which  specifies  the  following: 

;;; -*-Mode : Poligon;  Package :Poligon-User;  BaseilO.-*- 
This  Mode  Line  could,  if  required,  contain  a  font  specification. 

Type  any  functions  in  a  file  called  Functions. Poligon.  This  should  also  have  the  Mode 
Line  specified  above,  if  the  functions  are  written  in  Poligon,  or  it  should  be  of  type  Lisp 
with  the  appropriate  Mode  Line  if  it  is  in  Lisp. 

Type  in  the  rules  into  a  file  called  Rules. Poligon.  This  file  should  have  a  Mode  Line  like  the 
one  specified  above. 

Compile  and  load  the  Class  Declarations  through  the  Poligon  Compiler,  if  appropriate,  and 
the  Common  Lisp  compiler.  This  can  be  done  most  easily  by  the  use  of  the  Zmacs  com¬ 
mand  Compile  and  Load  File. 

Compile  and  load  the  functions.  This  should  be  done  as  for  the  classes  mentioned  above. 
Compile  and  load  the  rule  base.  This  should  be  done  as  for  the  functions  and  Class 
Declarations  mentioned  above. 

You  should  now  be  ready  to  execute  your  model  so  you  should  type: 

(Run-Poligon)  ;;/  Just  run  in  the  serial  mode  for  now. 

and  then  hit  the  Run  button. 
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B.  Some  Example  Functions  written  in  LlOO  or  Poligon 

The  standard  example  of  "Factorial" 

Define  Factorial  (a-number  :  Integer) 

Documentation 

"This  function  computes  the  factorial  of"& 

"a  number" 

If  a-number  =  1  Then  1 

Else  a-number  *  Factorial (a-number  -  1) 

Endlf 

EndDefine 

This  example  shows  the  use  of  sundry  infix  Operators,  a  type  denotation  for  the  argument 
and  extended  Strings  for  the  documentation  String. 

A  function  to  construct  a  new  List  from  head  and  tail  components  that  it  calculates. 

Define  Make-a-new-list 

Documentation  "This  function  makes  a  new  list" 
let  the-head  s a-function-to-determine-the-head() 

&let  the-tail  s a-function-to-determine-the-tail (). 
in 

the-head  rs  the-tail 
EndLet 
EndDefine 

This  example  shows  the  use  of  the  Let  form,  the  application  of  parameterless  functions  and 
the  definition  of  a  parameterless  function.  An  empty  Parameter  List  could  have  been  pro¬ 
vided  before  the  documentation  String. 

A  function  that  takes  a  List  of  Lists  and  returns  a  sorted  List  of  Lists,  sorted  on  the  sum  of 
the  first  and  second  elements  of  each  List. 

Define  Sort-a-list-of-lists  (a-list-of-lists) 

Sort (a-list-of-lists, 

A,(sublist-1,  sublist-2) 

Documentation  "Compare  two  lists" 

sublist-1 ‘First  +  sublist-l«Second 
<  sublist-2 ‘First  +  sublist-2‘Second 
EndA,) 

EndDefine 

This  function  shows  the  definition  of  a  function  without  a  documentation  String  and  a 
Lambda  expression  taking  two  arguments  with  a  documentation  String.  The  postfix  func¬ 
tion  application  Operator  is  used  to  extract  the  elements  from  the  sublists. 

A  procedure  that  assigns  42  to  a  global  variable: 

Variable  Count  <-  nil 

Define  An-updater  () 
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Documentation 

"This  procedure  updates  the  value  of  the  global  "& 
"variable  ’Count’." 

42  ->  Count 
EndDefine 

This  procedure  shows  the  declaration  of  a  global  variable,  which  is  initialized  to  nil,  an  ex¬ 
tended  documentation  String  and  the  use  of  the  assignment  Operator. 

A  function  to  construct  a  List  with  two  variable  components,  passed  as  arguments  and  a 
number  of  constant  components.  The  first  argument  is  inserted  into  the  List  as  an  element. 
The  second  is  expected  to  be  a  List,  which  is  appended  into  the  List. 

Define  Make-up-a-mixed-list  (Component-1,  Compohent-2) 

[12  3  TComponent-1  4  5  6  iComponent-2  7  8  9  10], 
EndDefine 
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C.  An  Example  Poligon  Model 

This  appendix  contains  an  example  Poligon  model.  First  the  model  will  be  explained  in 
small  chunks  and  then  a  complete  listing  will  be  given. 

The  model  itself  is,  of  course,  trivial  but  shows  some  of  the  features  of  the  language.  It 
concerns  a  farm,  where  there  are  workers,  presumably  with  binoculars  and  radios,  report¬ 
ing  on  the  locations  of  animals.  The  models  contains  an  extensive  set  of  Class  Declarations 
in  order,  to  show  how  the  Blackboard  might  be  structured  for  such  a  problem,  a  full  ex¬ 
ample  of  the  Data  Input  component  definition  to  handle  reports  of  cattle  and  sheep  and  a 
Knowledge  Source  with  one  rule,  that  deals  with  the  input  .from  the  observers  on  the  farm. 

C.l  An  Example  Model  explained  in  pieces 

The  model  being  described  here  must  reside  in  two  files.  The  first  one  contains  definitions 
of  data  Structures,  in  this  case  only  one.  The  second  contains  the  remainder  of  the  model. 
This  is  because  of  the  "declare  before  use"  requirements  of  Poligon,  which  requires  that 
data  Structure  definitions  must  be  both  compiled  and  loaded  before  the  functions  that  they 
define  can  be  used. 

C.1.1  The  Data  Structures  File 

This  section  contains  the  specification  of  the  data  Structure  mentioned  in  this  model.  This 
data  Structure  is  not  used  to  any  significant  degree  in  the  example  model  but  is  shown  here 
both  to  show  how  such  a  definition  might  be  made  and  to  stress  the  requirement  that  these 
declarations  be  in  a  separate  file.  The  code  is  as  follows. 

Mode :Poligon;  Package:Poligon-User;  Base: 10 

Structure  Coordinate_pair  Fields  x_coord,  y_coord 

This  example  shows  the  Mode  Line  used  in  the  file  and  the  definition  of  a  data  Structure 
type  called  Coordinate  j)air,  which  has  two  component  fields  called  x_coord  and  yjcoord. 
The  result  of  this  is  that  access  functions  called  xjcoord  and  yjcoord  will  be  defined, 
which  can  extract  the  values  of  the  relevant  fields,  a  Structure  creating  function  called 
MakejCoordinate jtair  (&Key  x_coord  y_coord)  and  a  Structure  type  predicate  called 
Is_a_Coordinatej)air. 

C.1.2  The  Class  Declarations  for  the  Example  Model 

This  section  shows  the  Class  Declarations  used  by  the  example  model.  The  world  seen  by 
the  model  is  seen  as  being  made  up  a  number  of  broad  categories  of  objects,  which  are 
specialized.  For  instance,  all  animals  on  the  farm  are  thought  o^  as  belonging  to  the  class 
Farmyard- Animals.  From  this  class  they  inherit  the  attributes  Weight,  Colour,  Serial- 
Number  and  Position.  No  animals  of  the  class  Farmyard-Animals  are  ever  created.  This 
class  is  used  as  an  Abstract  Superclass  in  order  to  define  more  specialized  forms  of  animal. 

...  Mode iPoligon;  Package :Poligon-User;  Base: 10 

Class  Definitions  For  Model  "My  Farm-Yard  Model"  : 

Class  Farmyard-Animals  : 

Fields  :  Weight 
Colour 
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Serial-Number 

Position 

The  another  major  form  of  object  as  seen  by  the  model  is  a  Sighting.  This  is  a  report  from 
a  farm  worker  concerning  the  location  of  one  of  the  animals.  The  class  Sighting  is  also  an 
Abstract  Superclass,  since  all  sightings  will  be  of  more  specialized  Glasses  of  sighting, 
which  will  be  assumed  to  contain  information  about  the  sort  of  animal  seen.  However  all 
sightings  have  the  common  attributes  of  Colour,  Serial-Number  which  is  painted  on  the 
side  of  the  animal,  and  Position,  which  will  be  a  map  reference  of  the  type 
Coordinate j)air. 

Class  Sighting  : 

Fields  :  Colour 

Serial-Number 

Position 

The  animals  seen  are  not  just  individual  animals  wandering  about,  they  are  always  mem¬ 
bers  of  some  larger  collection;  flocks  in  the  case  of  sheep  and  herds  in  the  case  of  cattle. 
The  general  characteristics  of  these  entities  are  represented  on  the  Blackboard  by  the 
Abstract  Superclass  Collection.  This  Superclass  confers  the  property  General-Location, 
the  mean  position  of  the  animals  in  that  collection  on  the  Instances  of  its  Subclasses. 

Class  Collection-Of-Things  : 

Fields  :  General-Location 

Now  comes  a  selection  of  other  class  declarations,  which  specify  other  characteristics  of 
animals  in  which  the  model  writer  might  be  interested.  Mammals  are  defined  to  have  four 
legs  by  default.  Birds  are  defined  to  have  only  two  and  all  edible  animals  are  to  have  at¬ 
tributes  that  allow  the  model  in  some  way  to  reason  about  the  price  per  pound  of  their  meat 
and  about  wines  that  might  be  drunk,  whilst  the  meat  is  being  consumed. 

Class  Mammals  : 

Fields  :  Number-of-legs  :  4 
Class  Birds  : 

Fields  :  Number-of-legs  :  2 
Class  Edible-Animals  : 

Fields  :  Price-per-pound 
Suitable-wines 

Now  the  model  will  define  the  animals  in  which  it  is  really  interested;  Sheep  and  Cattle. 
Both  of  these  Classes  of  Nodes  are  Farmyard- Animals,  Edible-Animals  and  Mammals  as 
well  as  being  themselves.  Sheep  have  the  attribute  Thickness-of-wool,  which  is  specific  to 
Sheep  (this  farm  has  neither  goats,  angora  rabbits,  guanaco,  alpaca  nor  vicuna)  and  Cattle 
have  the  attribute  Milk-Output  (this  is  a  non-breeding  dairy  farm). 

Class  Sheep  : 

Superclasses  :  Farmyard- Animals,  Edible-Animals, 
Mammals 

Fields':  Thickness-of-wool 
Class  Cattle  : 

Superclasses  :  Farmyard-Animals,  Edible-Animals, 
Mammals 

Fields  :  Milk-Output 
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This  completes  the  definition  of  the  Classes  that  define  the  animals  on  the  farm.  Next  the 
Classes  of  Collection-Of -Things  will  be  defined.  Flocks  and  Herds  are  both  simply 
Collections-Of-Things.  They  have  the  same  atffibutes  but  are  distinct. 

Class  Flocks  : 

Superclasses  :  Collection-Of-Things 
Class  Herds  : 

Superclasses  :  Collection-Of-Things 

Now  the  Classes  of  Sighting  will  be  defined.  Like  Flocks  and  Herds  the  different  types  of 
Sighting  have  the  same  attributes  but  are  represented  as  distinct  types. 

Class  Sheep-Sighting  : 

Superclasses  :  Sighting 
Class  Cattle-Sighting  : 

Superclasses  :  Sighting 

Finally  the  Root  class  and  Input  Handler  Class,  called  Input-Handler  are  defined.  These 
are  simply  the  minimal  forms  of  the  Root  and  Input  Handler  definitions. 

Class  Root  : 

Fields  : 

Class  Input-Handler  : 

Metaclasses  :  Input-Handler-Class-Mixin 
Superclasses  :  Input-Handler-Mixin 

C.1.3  Initialisation  in  the  Example  Model 

Initialisation  is  very  simple  in  this  model.  There  is  none  of  it.  The  system  requires,  how¬ 
ever,  that  the  user  states  that  he  has  no  need  of  any  special  Initialisation  code.  This  is  done 
by  the  following. 

.i.User  Defined  Initialisation; Initialisation  : 

If  the  model  had  a  need  to  open  a  debug  logging  file  or  such  like  this  is  where-  it  would  be 
done. 

C.1.4  The  Data  Input  declaration  for  the  Example  Model 

The  Data  Input  definition  consists  of  the  definition  of  a  function  and  a  procedure.  These 
decode  the  input  data  and  put  it  onto  the  Blackboard.  The  input  data  is  assumed  to  be  a  list 
of  the  following  form. 

(Timestamp  Record-Type  Serial-Number  Colour  Position-x 
Position-y) 

Where  Timestamp  is  an  integer  denoting  the  time  in  the  user’s  units,  Record-Type  is  a 
:Keyword  denoting  the  type  of  sighting  (sheep  or  cow),  Serial-Number  is  soir.e  represen¬ 
tation  of  the  serial  number  of  the  animal.  Colour  is  some  representation  of  the  colour  of  the 
animal  and  Position-x  and  Position-y  are  numbers  denoting  the  X  and  Y  coordinates  of  the 
sighted  animal. 

A  function  must  be  defined  which  extracts  the  timestamp  from  the  signal  data.  This  func¬ 
tion  must  be  called  Time-of-Input-Record  and,  for  this  model  is  defined  below. 
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Define  Time-of-Input-Record  (Record) 

Record ‘The-First 
EndDef.ine 

Next  the  model  must  define  the  way  in  which  the  signal  data  is  to  be  put  onto  the 
Blackboard.  This  is  done  in  the  procedure,  which  the  model  must  define,  called  Input- 
Procedure.  This  procedure  is  defined  below. 

Define  Input-Procedure 

(Record,  Timestamp,  The-Input-Handler) 

Ignore  (Timestamp,  The-Input-Handler) 0 
Case  Record ‘The-Second  Of 
Choice  : Sheep  : 

New  Instance  of  Sheep-Sighting 
Initialisation  : 

Serial-Number  <-  Record»The-Third 
Colour  <- Record ‘The-Fourth 

Position  <- Make_Coordinate_pair 

(:x_coord  ,  Record»The-Fifth, 
:y_coord  ,  Record»The-Sixth) 

Choice  :Cow  : 

New  Instance  of  Cattle-Sighting 
Initialisation  : 

Serial-Number  <- Record»The-Third 
Colour  Record ‘The-Fourth 

Position  <- Make_Coordinate_pair 

(:x_coord  ,  Recbrd»The-Fifth, 
:y_coord  ,  Record»The-Sixth) 
Otherwise  :  Ferror(nil,  "Illegal  input  record  type.") 
EndCase 
EndDef ine 

As  can  easily  be  seen,  this  procedure  cases  on  the  record  type  and  creates  an  Instance  of  the 
class  Sheep-Sighting,  when  a  sheep  has  been  seen  and  an  Instance  of  the  class  Cattle- 
Sighting  when  a  cow  has  been  seen. 

C.1.5  Application  Dependent  Functions  in  the  Example  Model 

In  this  model  there  will  be  the  need  to  determine  whether  one  Node  is  near  to  another.  For 
instance,  it  is  necessary  to  determine  when  a  sheep  is  near  to  a  flock,  so  a  criterion  for  this 
nearness  is  defined  here  by  the  predicate  Is-Near.  This  is  true  if  the  coordinates  supplied  to 
it  are  "near  to  one  another". 

Constant  Distance_Tolerance  s  100 

Define  within-tolerance  (distance_l,  distance_2) 
Documentation 

"Is  non-nil  if  the  two  distances  are  within  a  defined 
tolerance" 

Abs (distance_l  -  distance_2)  <  Distance_Tolerance 
EndDef ine 

Define  Is-Near  (coordinates_l,  coordinates_2) 

Documentation 
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"Takes  two  coordinates  and  is  non-nil  if  they  are  near 
one  another" 

within-tolerance  (coordinates_l*x_coord, 

coordinates_2 • x_coord) 

And  within-tolerance  (coordinates_l»y_coord, 

coordinates_2 •y_coord) 


EndDefine 


C.1.6  The  Knowledge  Source  in  the  Example  Model 

This  example  model  has  only  one  Knowledge  Source.  A  real  model  would,  of  course, 
have  more  but  this  one  should  serve  to  explain  how  the  language  is  used  to  achieve  the 
goals  of  the  model  writer. 

The  Knowledge  Source  begins  with  the  Knowledge  Source  declaration  itself  and 
Knowledge  Source  level  Definitions.  In  this  case  the  Knowledge  Source,  which  is  being 
defined  is  called  Correlate-Sightings-With-Existing-Animals  and  makes  one  Knowledge 
Source  level  Definition;  Sheep-with-the-same-number. 


Knowledge  Source  : 

Correlate-Sightings-With-Existing-Animals 
Definitions  :  Sheep-with-the-same-number s 

Subset  Of  Sheep  For  Which 
Element •Serial-Number 
=  The-Serial-Number 

In  this  case  the  Definition  of  the  name  Sheep-with-the-same-number  would  be  seen  in  all 
rules  in  this  Knowledge  Source.  The  value  of  Sheep-with-the-same-number  is  a  Bag  of  all 
of  the  Subsystems  of  the  Node  Sheep  (in  fact  the  class  of  Sheep)  that  has  a  Latest  value  of 
its  Serial-Number  Field  equal  to  the  serial  number  denoted  by  The-Serial-Number.  The 
latter  is  the  special  idenrifier  denoting  the  name  of  the  Field  upon  which  the  rule  shown  in 
Section  C.1.7  hangs. 

C.1.7  The  Rule  in  the  Example  Model 

The  example  model  has  only  one  rule.  This  rule,  however,  does  quite  a  lot.  It  fires  when 
new  Sheep-Sightings  are  created  and  their  Serial-Number  Fields  are  set. 


Rule  :  Correlate-Sheep-Sightings-With-Existing-Sheep 
Class  :  Sheep-Sighting 
Field  :  Serial-Number 

The  rule  is  called  Correlate-Sheep-Sightings-With-Existing-Sheep,  is  associated  with  every 
Instance  of  the  class  Sheep -Sighting  and  hangs  on  the  Field  called  "Serial-Number" . 
Within  the  rule  the  names  The-Sheep-Sighting  and  The-Serial-Number  will  represent  the 
Node  which  has  had  an  event  on  its  Serial-Number  Field  and  the  new  value  in  the  Field 
Serial-Number  on  that  Node  respectively.  The  name  The-Serial-Number  is  used  by  the 
Definition  made  in  the  Knowledge  Source  header  in  Section  C.1.6. 

This  rule  itself  comes  in  four  main  parts;  the  Rule  Header  shown  above,  the  Condition 
Part,  the  Action  Part  and  the  Otherwise  Part. 

Having  found  a  new  Sheep-Sighting  Instance  the  rule  fires  its  Action  Part  if  there  is  already 
a  sheep  Instance  with  the  same  serial  number.  This  is  taken  to  be  a  new  sighting  of  the 


4-92 


same  sheep.  If  there  is  no  sheep  with  the  same  serial  number  then  the  Otherwise  Pan  fires, 
creating  a  new  sheep  Instance  for  the  sighting. 

C.1.8  The  Condition  Part  of  the  Rule  in  the  Example  Model 

The  Condition  Part  of  the  example  rule  has  no  test  in  its  When  Part.  This  means  that  there 
is  nothing  more  that  can  be  deduced  about  whether  the  rule  should  be  allowed  to  fire  or  not 
without  looking  at  Nodes  other  than  the  Sheep-Sighting,  which  caused  the  rule  to  fire.  The 
If  Part  will  be  true  if  there  are  any  sheep  with  the  same  serial  number  as  the  serial  number 
of  the  sheep  sighting.  The  sheep  with  the  same  serial  number  are  held  in  Sheep-with-the- 
same-number,  the  bag  defined  in  the  Definitions  in  Section  C.1.6.  It  is  assumed  by  this 
model  that  there  will  only  ever  be  one  sheep  with  the  same  serial  number.  Clearly  a  more 
sophisticated  model  would  try  to  cope  with  the  ambiguity  caused  by  having  a  number  of 
sheep  with  which  the  sighting  correlated. 

Condition  Part  : 

When  :  t 

If  :  Sheep-with-the-same-number» 
Number-of-Elements  0 

C.1.9  The  Action  Part  of  the  Rule  in  the  Example  Model 

If  the  Condition  Part  of  the  example  model  is  true  then  it  is  known  that  there  is  alre.ady  an 
Instance  of  the  class  sheep,  with  which  the  sighting  has  been  correlated.  The  rule  must 
now  update  the  position  of  the  sheep  on  the  basis  of  the  new  sighting.  Because  it  is  known 
that  this  sighting  Node  has  now  been  finished  with,  since  all  information  will  have  been 
extracted  from  it  that  is  needed  it  can  be  Recycled.  However  in  order  to  be  able  to  Recycle 
it  in  Parallel  with  the  Update  to  the  sheep  Node,  which  is  to  have  the  new  position,  the 
value  from  the  sighting's  position  is  read  before  either  of  these  side  effects  can  happen. 
This  is  done  by  Forcing  a  Definition,  which  reads  the  value  of  this  Field.  Once  this  has 
been  done  the  Update  to  the  sheep  Node,  which  is  one  of  the  elements  in  the  Bag  denoted 
by  Sheep-with-the-same-number  defined  at  the  Knowledge  Source  level  in  Section  C.1.6 
can  happen.  In  this  case  the  Position  Field  of  the  sheep  Node  is  Updated  with  the  Modify 
operator  so  that  a  record  is  kept  of  all  of  the  places  that  this  sheep  has  been.  In  Parallel 
with  this  the  Sheep-Sighting  Node  is  Recycled. 

Action  Part  : 

Definitions  : 

Position-of-the-sighting  h 
The-Sheep-Sighting* Posit ion 
Force  :  Position-of-the-sighting 
Changes  : 

Change  Type  :  Update 

Updated  Node  : 

Sheep-with-the-same-number ‘An-Element 
Updated  Fields  : 

Position  Position-of-the-sighting 
Changes  : 

Change  Type  :  Recycle 

Updated  Node  :  The-Sheep-Sighting 
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C.1.10  The  Otherwise  Part  of  the  Rule  in  the  Example  Model 

The  Otherwise  Part  of  the  example  rule  is  invoked  if  there  is  a  new  Sheep-Sighting,  which 
does  not  match  with  any  existing  sheep.  To  account  for  this  sighting  a  new  Instance  of  the 
class  Sheep  is  to  be  created.  Sheep  are  always  associated  with  flocks  so  the  new  sheep 
must  have  as  its  "parent"  flock  -  the  flock  that  it  is  near  to,  or  failing  that  a  new  flock. 

The  Otherwise  Part  of  the  example  rule  makes  a  number  of  Definitions.  These  are  as  fol¬ 
lows. 

PositioU'Of-sighting  The  value  of  the  Position  Field  of  the  sighting.  This 

is  forced  in  order  to  allow  the  Recycling  of  the  sighting  in 
the  same  way  that  it  is  in  Section  C.1.9. 

Colour-of-the-sighting  The  value  of  the  Colour  Field  of  the  sighting.  This  is 
forced  in  order  to  allow  the  Recycling  of  the  sighting  in  the 
same  way  that  the  Position  Field  is  in  Section  C.1.9. 
Serial-number-of-the*sighting  The  value  of  the  Serial-number  Field  of  the 
sighting.  This  is  forced  in  order  to  allow  the  Recycling  of 
the  sighting  in  the  same  way  that  the  Position  Field  is  in 
Section  C.1.9. 

Flocks-which>match*new-sheep  A  Bag  containing  all  of  the  flocks 
which  are  near  the  sighting  (satisfy  the  Is-Near  predicate  de¬ 
fined  in  Section  C.1.5). 

Flock-For-New-Sheep  If  there  is  a  flock  in  the  Flocks-which-match-new- 
sheep  Bag  then  that  flock  (it  is  assumed  that  only  one  flock 
matched  this  test).  If  there  is  no  matching  flock  then  a  new 
Instance  of  the  flock  class,  whose  general  position  is  the 
same  as  the  position  of  the  sighting. 

New-Sheep  The  new  Instance  the  class  Sheep,  whose  Supersystems  are 

the  Node,  which  represents  the  class  Sheep  and  the  flock  of 
which  this  sheep  is  to  be  a  member.  The  Fields  of  this  Node 
are  initialized  to  have  the  values  of  the  Fields  in  the  sighting. 

The  code  for  the  Otherwise  Part  is  as  follows. 

Otherwise  Part  : 

Definitions  : 

Position-of-sighting  s 

The-Sheep-Sighting* Posit ion 
Colour-of-the-sighting  = 

The-Sheep-Sighting* Colour 
Serial-number-of-the-sighting  s 
The-Sheep-Sighting» Serial-Number 
Flocks-which-match-new-sheep  s 
Subset  of  Flocks  Which  Satisfies 

X(a-flock) 

is-near (The-Sheep-Sighting ‘Posit ion, 
a-f lock ‘General-Locat ion) 

EndA. 

Flock-For-New-Sheep  h 

If  Flocks-which-match-new-sheep* 
Number-of-Elements  =  0 
Then  New  Instance  of  Flocks 
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Initialisation  : 

General-Location 
Posit ion-of-sighting 
Else’ Flocks-which-mat ch-new-sheep • 

An-Element 

Endlf 

New-Sheep  s 
New  Instance  of  Sheep 

Subsystem  Of  :  Flock-For-New-Sheep,  Sheep 
Initialisation  : 

Serial-Number  <- 

Serial-number-of-the-sighting 
Colour  <- Colour-of-the-sighting 

Position  Position-of-sighting 

Force  :  Position-of-sighting,  New-Sheep 
Changes  : 

Change  Type  :  Recycle 

Updated  Node  :  The-Sheep-Sighting 

C.2  A  Complete  Listing  of  the  Example  Model 

The  following  is  a  complete  listing  of  the  example  model  explained  in  detail  in  Section  C.l. 

...  Mode :Poligon;  Package :Poligon-User/  Base: 10  -*- 

Structure  Coordinate_pair  Fields  x_coord,  y_coord 

...  Mode :Poligon;  Package :Poligon-User;  BaserlO 
Class  Definitions  For  Model  "My  Farm-Yard  Model”  : 

Class  Farmyard-Animals  : 

Fields  :  Weight 
Colour 

Serial-Number 

Position 

Class  Sighting  : 

Fields  :  Colour 

Serial-Number 

Position 

Class  Collection-Of-Things  : 

Fields  :  General-Location 
Class  Mammals  : 

Fields  :  Number-of-legs  :  4 
Class  Birds  : 

Fields  :  Number-of-legs  :  2 
Class  Edible-Animals  : 

Fields  :  Price-per-pound 
Suitable-wines 

Class  Sheep  : 

Superclasses  :  Farmyard- Animals,  Edible-Animals, 
Mammals 

Fields  :  Thickness-of-wool 
Class  Cattle  : 

Superclasses  :  Farmyard-Animals,  Edible-Animals, 
Mammals 

Fields  :  Milk-Output 
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Class  Flocks  : 

Superclasses  :  Collection-Of-Things 
Class  Herds  : 

Superclasses  :  Collection-Of-Things 
Class  Sheep-Sighting  : 

Superclasses  :  Sighting 
Class  Cattle-Sighting  : 

Superclasses  :  Sighting 
Class  Root  : 

Fields  : 

Class  Input-Handler  : 

Metaclasses  :  Input-Handler-Class-Mixin 
Superclasses  :  Input-Handler-Mixin 
Initialisation  : 

Define  Time-of-Input-Record  (Record) 

Record»The-First 

EndDefine 

Define  Input-Procedure 

(Record,  Timestamp,  The-Input -Handler) 

Ignore (Timestamp,  The-Input-Handler) 0 
Case  Record 'The-Second  Of 
Choice  : Sheep  : 

New  Instance  of  Sheep-Sighting 
Initialisation  : 

Serial-Number  <-  Record*The-Third 
Colour  <-  Record ‘The-Fourth 

Position  <-  Make_Coordinate _j>air 

(:x_coord  ,  Record»The-Fifth, 
:y_coord  ,  Record»The-Sixth) 

Choice  :Cow  : 

New  Instance  of  Cattle-Sighting 
Initialisation  : 

Serial-Number  <-  Record ‘The-Third 
Colour  <-  Record’The-Fourth 

Position  <-  Make_Coordinate_pair 

(:x_coord  ,  Record»The-Fifth, 
:y_coord  ,  Record»The-Sixth) 
Otherwise  :  Ferror(nil,  "Illegal  input  record  type.") 
EndCase 
EndDefine 

Constant  Distance_Tolerance  100 

Define  within-tolerance  (distance_l,  distance_2) 
Documentation 

"Is  non-nil  if  the  two  distances  are  within  a  defined 
tolerance" 

Abs (distance_l  -  distance_2)  <  Distance_Tolerance 
EndDefine 

Define  Is-Near  (coordinates_l,  coordinates_2) 

Documentation 
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"Takes  two  coordinates  and  is  non-nil  if  they  are  near 


one  another" 

within-tolerance 

And  within-tolerance 

EndDefine 


(coordinates_l»x_coord, 
coordinates_2 • x_coord) 
(coordinates_l • y_coord, 
coordinates_2 • y_coord) 


Knowledge  Source  : 

Correlate-Sight ings-With-Existing-Animals 
Definitions  :  Sheep-with-the-same-number  s 

Subset  Of  Sheep  For  Which 
Element ‘Serial-Number  = 
The-Serial-Number 

Rule  :  Correlate-Sheep-Sightings-With-Existing-Sheep 
Class  :  Sheep-Sighting 
Field  :  Serial-Number 
Condition  Part  : 

When  :  t 

If  :  Sheep-with-the-same-number* 
Number-of-Elements  ^  0 


Action  Part  : 

Definitions  : 

Position-of-the-sighting  s 

The-Sheep-Sighting ‘Position 
Force  :  Position-of-the-sighting 
Changes  : 

Change  Type  :  Update 
Updated  Node  : 

Sheep-with-the-same-number  *  An-Element 
Updated  Fields  : 

Position  <r-  Position-of-the-sighting 
Changes  : 

Change  Type  :  Recycle 

Updated  Node  :  The-Sheep-Sighting 

Otherwise  Part  : 

Definitions  : 

Position-of-sighting  = 

The-Sheep-Sighting ‘Posit ion 
Colour-of-the-sighting  s 
The-Sheep-Sighting ‘Colour 
Serial-number-of-the-sighting  s 
The-Sheep-Sighting ‘Serial-Number 
Flocks-which-match-new-sheep  = 

Subset  of  Flocks  Which  Satisfies 
X  (a-f lock) 

is-near (The-Sheep-Sighting ‘Posit ion, 
a-f lock ‘ General -Locat ion ) 

Endl 

Flock-For-New-Sheep  s 

If  Flocks-which-match-new-sheep* 
Number-of-Elements  =  0 
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Then  New  Instance  of  Flocks 
Initialisation  : 

General-Location  <- 
Posit ion-of-sighting 

Else  Flocks-which-match-new-sheep»An-Element 
Endlf 

New-Sheep  = 

New  Instance  of  Sheep 

Subsystem  Of  :  Flock-For-New-Sheep,  Sheep 
Initialisation  : 

Serial-Number  <- 

Serial-number-of-the-sighting 
Colour  e-  Colour-of-the-sighting 

Position  <-  Position-of-sighting 

Force  :  Position-of-sighting,  New-Sheep 
Changes  : 

Change  Type  :  Recycle 

Updated  Node  :  The-Sheep-Sighting 
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D.  How  to  load  the  LlOO  system  and  how  to  start  it  up 

The  LlOO  language  is  loaded  by  the  command: 

(Make-system  'LlOO  : Silent  :Noconfirm  :Nowarn) 

This  gives  access  to  the  basic  L1(X)  language  and  the  L1(X)  compiler.  The  L1(X)  language  is 
loaded  automatically  when  Poligon  is  loaded.  This  is  shown,  therefore,  mainly  for  reasons 
of  completeness. 

The  user  need  only  know  about  three  procedures  and  functions  which  provide  access  to  the 
compiler.  These  are  as  follows: 

Parse  (fi!e_name,  language_name)  Given  a  filename  and  a  '.Keyword  de¬ 
noting  the~name  of  the  language  to  be  used  by  the  compiler 
the  compiler  parses  the  contents  of  the  file  and  generates 
suitable  compiled  code.  This  code  is  put  into  a  file  of  the 
same  name  but  with  the  file  type  "Lisp".  Once  the  output  file 
has  been  written  out  the  file  is  loaded  into  Zmacs  for  you. 

The  value  of  a  call  to  this  function  is  a  record  of  type 
Code_structure.  This  code  structure  can  normally  be  ig¬ 
nored  but  it  can  be  of  significance  if  you  want  to  do  incre¬ 
mental  compilation  and  yet  carry  forward  some  compiler 
context. 

Parsejn_Context(fiIename,  a_code_structure,  language)  This 

procedure  isjust  like  Parse  only  it  allows  the  user  to  pass  a 
code  structure  to  it  as  an  argument.  It  is  by  this  means  that 
the  user  can  achieve  modular  compilation. 

Parse_ajist  (a  Jist,  oId_code,  language)  This  function  takes  a  List  of 
tokensT  a  code  structure  and  a.‘  Keyword  denoting  the  name 
of  the  language  and  parses  the  List  in  the  context  of  the  code 
structure.  The  List  can  be  a  Lazy  List. 

More  documentation  for  these  can  be  found  in  the  LKX)  source  code,  which  is  extensively 
documented. 

Once  the  compilation  process  has  happened  you  then  have  to  compile  the  Lisp  code  for 
yourself  unless  the  compilation  is  being  done  inside  Zmacs  or  by  the  use  of  Make-sys- 
tem/DefSystem. 
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E.  Data  Structures  and  Types 

A  number  of  new  Types  have  been  defined  in  Poligon.  These  and  the  functions  used  to 
manipulate  them  are  described  in  this  section. 

The  new  data  structures  supported  by  Poligon  are  Bags,  Sets  and  Lazy  Lists.  Most  of  the 
same  operations  apply  to  Bags,  Sets,  normal  lists  and  Lazy  Lists  and  these  are  listed  in 
Section  E,6,  a  joint  section  below.  TTiose  functions,  which  are  exclusive  to  a  given  type 
will  be  listed  and  explained  here.  All  of  the  above  data  types  are  types  of  Collection. 

E.l  Types  defined  in  Poligon 

The  following  types  are  defined  in  Poligon  and  may  either  be  used  by  the  programmer  or 
will  be  seen  by  the  programmer  during  debugging. 

Collection  The  type  of  any  collection.  This  includes  Nil,  lists.  Bags, 

Sets  and  Lazy  Lists  and  any  system  defined  internal 
Collection  data  types.  The  operations  on  Collections  are 
shown  below, 

Functional-Value  The  type  to  which  all  functions  and  functional  objects  be¬ 
long.  This  includes  Poligon's  internal  representation  of 
functional  objects. 

Future  The  type  that  denotes  promises  for  values. 

Link-Cell  The  type  of  one  of  the  ends  of  a  Link. 

Multi-Future  The  type  that  denotes  a  promise  for  a  Collection  of  values. 
Multiple-Values  The  type  used  to  denote  multiple  values  returned  by  a  func¬ 
tion  or  Definition. 

Non-Nil-Collection  This  type  is  just  like  the  type  Collection  only  it  ex¬ 
cludes  Nil. 

Ordered-Collection  This  type  is  any  type  of  Collection  which  has  a 
meaningful  order.  Lists  are  Ordered  Collections. 

Quoted-Form  This  is  the  type  of  anything  which  is  represented  internally 
by  the  form  (Quote  <form>). 

Type-Specifier  This  is  the  type  of  any  legal  type  specifier.  Examples  of  type 
specifiers  might  be  Cons,  Bag  and  Integer. 

E.2  Functions  for  the  manipulation  of  types 

The  following  functions  and  operators  are  defined  in  Poligon  in  order  to  manipulate  types. 
These  are  defined  because  of  the  fact  that  the  type  of  a  value  that  the  user  is  manipulating 
can  vary  depending  on  whether  it  is  being  seen  by  a  strict  operator  or  not. 

value  Is-Of-Type  type  ->  T  if  value  appears  to  be  of  type  type  when 
seen  by  a  non-strict  operator. 

value  Is-Strictly-Of-Type  type  ->  T  if  value  appears  to  be  of  type  type 
when  seen  by  a  strict  operator. 

Non-Strict-Type-Of{value)  ->  The  type  of  value  when  it  is  seen  by  non- 
strict  operators. 

Strict-Type-Of(value)  ->  The  type  of  value  when  it  is  seen  by  strict  op¬ 
erators. 


E.3  Lazy  Lists 

Is*a-lazy-Iist(a-Iist)  ->  T  if  a-Iist  is  either  a  list  or  a  Lazy  List,  otherwise  nil. 
The  Strict-Type-Ofa  Lazy  List  will  be  Cons. 

Is-a-Iazy-Iist-tail(a>taiI)  ->  T  if  the  value  is  the  Tail  of  a  Lazy  List,  i.e.  is 

that  data  structure,  which  is  used  by  Tail  to  compute  more 
elements,  otherwise  nil. 

Make-iiito-lazy-list(a-function,  a-starting-element)  ->  A  Lazy  List, 
whose  Head  is  a-starting-value  and  whose  successive  tails 
will  be  evaluated  by  calling  a  function  with  the  preceding 
value.  Thus  a-starting-value  will  be  used  to  calculate  the 
second  element  of  the  list  and  the  second  will  be  used  to 
evaluate  the  third  and  so  on.  a-function  will  be  called 
mth:Get-Next-Value  as  its  first  argument  and  the  last  value 
as  its  second  argument.  This  is  the  case  so  that,  if  neces¬ 
sary,  a-function  can  be  an  object,  which  will  be  sent  a  :Get- 
Next-Value  message  with  the  preceding  value  as  its  argu¬ 
ment. 

Rest(a-Iist)  [Cdr]  ->  The  Tail  of  a  list.  This  will  not  cause  the  evaluation 
of  the  Tail  of  a  Lazy  List.  This  should  be  used  with  caution. 
The  Rest  of  a  Lazy  List  Tail  will  give  an  error  and  calls  to 
Tail  for  a  Lazy  List  Tail  can  can  only  be  made  to  the  Cons 
cell,  which  has  the  Lazy  List  Tail  as  its  CDR,  since  the  CAR 
is  used  as  the  starting  value. 


E.4  Bags 

Bag(&Rest,  elements)  ->  Creates  a  Bog  containing  e/emertW. 
Is>a<Bag(a>bag)  ->  T  if  a  Bag  is  a  Bag,  otherwise  nil.  The  Strict-Type- 
Ofof  a  Bag  is  Bag. 


E.5  Sets 

Set(&Rest,  elements)  ->  Creates  a  Set  containing  e/c/ne/i«. 

Is-a-Set(a-set)  ->  T  if  a  Set  is  a  Set,  otherwise  nil.  The  Strict-Type-Of  of  a  Set 
is  Set. 

E.6  Collections:  Bags,  Sets,  Lists  and  Lazy  Lists 

All-Elements(a-collection)  ->  a  list  containing  all  of  the  elements  in  the 
Collection.  This  value  contains  only  determined  elements 
and  the  function  will  wait  until  all  of  the  elements  have  been 
determined. 

An-Element(a-collection)  ->  Values  denoting  an  element  in  the  Collection 
and  the  second  denoting  the  Collection  left  over,  i.e.  a 
Collection  with  that  element  not  present.  This  function  al¬ 
ways  returns  Determined  Elements  and  will  wait  until  a 
Determined  Element  is  free.  If  the  Collection  is  empty  then 
the  values  : Empty  and  either  :List  or  a  '.Keyword  denoting 
the  type  of  the  collection,  for  instance  :Bag  will  be  returned. 

Associate(item,  a-collection,  &Key  (Key  #'Hcad),  (Result 
#' Identity))  ->  ResultfTht  first  element  found  in  a- 
collection  for  which  item  =  A’ey(the  element  in  the  collec¬ 
tion)).  If  there  are  no  items  that  match  then  nil. 
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collection  As-Type  type  ->  A  collection,  whose  elements  are  those  in 
Collection  but  whose  type  is  Type.  If  Type  is  a  Collection 
then  a  collection  is  returned  whose  type  is  that  of  Type. 

collection  Cardinality-Exceeds  cardinality  ->  T  if  the  cardinality  of 
the  collection  exceeds  Cardinality,  otherwise  Nil. 

a-collection  Collection-Difference  another-collection  ->  A  Collection, 
which  has  as  its  elements  all  of  those  elements  that  are  in 
both  a-collection  that  are  not  in  another-collection.  The  type 
of  the  value  of  this  function  is  the  same  as  that  of  a-collec¬ 
tion. 

a-collection  Collection-Intersection  another-collection  ->  A 

Collection,  which  has  as  its  elements  all  of  those  elements 
that  are  in  both  a-collection  and  another-collection.  The  type 
of  the  value  of  this  function  is  the  same  as  that  of  a-collec- 
tion. 

Collection-Is-Enipty(collection)  ->  T  if  the  collection  has  no  elements, 
otherwise  Nil. 

Collection-Is-Not-Empty(collection)  ->  Nil  if  the  collection  has  no 
elements,  otherwise  T. 

a-collection  Collection-Union  another-collection  ->  A  Collection, 
which  has  as  its  elements  all  of  the  elements  that  are  in  a- 
collection  and  all  of  the  elements  in  another-collection.  The 
type  of  the  value  of  this  function  is  the  same  as  that  of  a-col¬ 
lection. 

Copy-Collection(collection)  ->  A  new  collection  with  exactly  the  same  shape 
as  Collection  but  which  is  distinct. 

Current-Number-Of-Elenients(a-collection)  ->  The  number  of 
Determined  Elements  in  a  Collection. 

Element-of(n,  a-collection)  ->  an  element  from  the  Collection  by  applying 
Head  to  the  result  of  applying  Tail  to  it  n-1  times.  This  is  the 
generic  equivalent  of  Nth. 

Fold(a-function,  a-collection,  initial-value,  &Rest,  any-other-pa- 
rameters)  ->  Takes  a-function  and  folds  it  left  as- 
sociatively  over  a-collection,  using  initial-value  as  the  first 
argument  to  the  first  call  and  the  Head  as  the  second.  Any 
other  arguments  supplied  follow  these. 

Fold-Right(a-function,  a-collection,  last-value,  &Rest,  any-other-pa- 
rameters)  ->  Takes  a-function  and  folds  it  right  as- 
sociatively  over  a-collection,  using  last-value  as  the  second 
argument  to  the  first  call  and  the  last  element  in  the  collection 
as  the  first.  Any  other  arguments  supplied  follow  these. 

Get-Property(a-collection,  key)  ->  This  is  the  Collection  equivalent  of 
the  Common  Lisp  function  Get.  It  works  for  all  symbols 
and  Ordered-Collections,  i.e.  disembodied  property  collec¬ 
tions.  It  should  be  noted  that  this  function  does  not  have  the 
restriction  that  Get  has  which  required  it  to  take  a  locative  for 
disembodied  property  lists.  Thus  Get-Property(List(:a,  1, 
:b,2),:a)->l. 

Head(a-collection)  ->  an  element  from  the  Collection.  If  there  are  no 
Determined  Elements  in  the  Collection  then  it  will  wait  until 
there  is  a  Determined  Element. 

Is-A-Collection(a-collection)  ->  T  if  a-collection  is  a  Collection, 
otherwise  Nil. 
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Is-An-Ordered-ColIection(a-coIlection)  ->  T  {f  a-collection  is  an  ordered 
Collection  such  as  a  list,  otherwise  Nil. 

Is-An-UnOrdered-Collection(a-coIIection)  ->  T  if  a-cdllection  is  an 
unordered  Collection  such  as  a  Bag,  otherwise  M/. 

a-member  Is-In  a-collection  ->  If  a-member  is  a  member  of  the  Collection 
then  it  returns  either  the  Tail  of  the  Collection  which  has  had . 
elements  extracted  from  a-collection  until  a  match  is  found.. 
This  function  will  wait  until  elements  have  been  determined 
if  necessary.  If  the  element  is  not  found  then  n/Y  is  returned. 

a-member  Is-Not-In  a-collection  ->  If  a-member  is  a  member  of  the 
Collection  then  it  returns  Nil,  otherwise  it  returns  T. 

Join(&Rest  Collections)  ->  This  is  the  Collection  equivalent  of  the 
Append  function.  It  takes  a  number  of  Collections  and  re¬ 
turns  a  new  composite  collection  containing  all  of  the  ele¬ 
ments  of  the  original  collections. 

Make-a-Collection-of-Type(collection-or-type,  &Optionar  (length  0), 
(initial-elements  nil))  ->  Returns  a  new  Collection  of 
type  collection-or-type  if  collection-or-type  is  the  name  of  a 
type  of  Collection,  or  of  the  type  of  collection-or-type  if  col- 
lection-or-type  is  a  Collection.  The  new  Collection  has 
Length  initial  elements,  all  of  which  are  initial-elements. 

Map-Over-A-Collection(a-function,  a-collection,  &Rest,  any-other- 
parameters)  ->  A  Collection  denoting  the  values, 
which  result  from  applying  a-function  to  all  of  the  elements 
in  the  Collection,  using  the  element  from  the  Collection  as 
the  first  argument  to  a-function  and  any-other-parameters 
following. 

Number-of-Elements(a-collection)  ->  values  denoting  the  number  of  ele¬ 
ments  in  the  Collection  and  a  -.Keyword  denoting  the  type  of 
the  collection.  If  the  Collection  is  a  Bag  then  the  value  is 
'.Bag  is  returned.  If  it  is  a  list  ending  in  nil  then  the  value  is 
.-List.  If  it  is  a  chain  of  Conses  not  ending  in  nil  then  the 
value  is  :Lazy-List,  if  the  Tail  is  a  Lazy  list  Tail  or  .  Cons  if  it 
is  not  a  Lazy  List. 

Sort-Collection(a-collection,  predicate,  &Key  Key)  ->  This  is  just  like 
the  system  function  Sort  only  it  works  for  any  Ordered- 
Collection  and  returns  a  sorted  copy  of  the  original. 

Tail(a-collection)  ->  a  Collection  which  does  not  contain  the  element  that 
would  have  been  the  value  of  Y/eflt/(a-collection). 

The-Eighth(a-collection)  ->  A  synonym  for  Element-Of(7,  a-collection). 

The-Excluded-Subset(a-predicate,  a-collection,  &Rest  other-args)  -> 

A  Collection  like  the  argument  but  containing  only 
those  elements  which  fail  the  application  Apply-function(a- 
predicate,  element,  other-args). 

The-Fifth(a-collection)  ->  A  synonym  for  Element-Of(4,  a-collection). 

The-First(a-collection)  ->  A  synonym  for  £/ewjenr-O/(0,  a-collection) 

and  for  Head(a-coilection). 

The-Fourth(a-collection)  ->  A  synonym  for  Element-Of(3,  a-collection). 

The-Last(a-collection)  ->  Returns  the  last  element  of  a-collection  for 
any  Ordered-Collection. 

The-Ninth(a-cdllection)  ->  A  synonym  for  Element-Of (8,  a-collection). 

The-Second(a-collection)  ->  A  synonym  for  Element-Of(l ,  a-collection). 

The-Seventh (a-collection)  ->  A  synonym  for  Element-Of(6,  a-collection). 

The-Sixth(a-collection)  ->  A  synonym  for  Element-Of(5 ,  a-collection). 
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The-Subset(a-predicate,  a-coHection^  &Rest  other-args)  ->  A 

Collection  like  the  argument  but  containing  only  those  ele¬ 
ments  which  satisfy  the  application  Apply-function(a-predi- 
cate,  element,  other-args). 

The-Tenth(a-conection)  ->  A  synonym  for  Element-Of (9,  a-collection). 

The-Third(a-colIection)  ->  A  synonym  for  Element-Of(2,  a-collection). 

Uniqueise(a-collection)  ->  Returns  a  collection  of  the  same  type  as  a- 
collection  but  which  has  no  duplicate  elements. 

a-collection  With  an-element  ->  a  Collection  which  contains  an  extra 
instance  of  the  value  an-element. 

a-collection  Without  a-member  ->  a  Collection  which  has  any  instances 
of  a-member  removed. 


4-104 


F.  The  LlOO  Zmacs  interface 


LlOO  and  languages  based  on  LlOO  can  be  interfaced  to  Zmacs  in  a  number  of  ways. 
These  are  described  below. 


There  is  an  LlOO  Zmacs  major  mode.  All  LlOO  code  should  have  LlOO  has  the  mode  line 
attribute,  or  should  use  the  Zmacs  major  mode  defined  for  the  LlOO  derivative  language.  It 
should  be  noted  that  the  features  mentioned  here  will  only  work  correctly  if  the  source  file 
is  in  the  correct  major  mode. 

The  action  taken  by  the  Tab  Key  is  redefined.  Tab  stops  are  set  every  four  spaces.  Zmacs 
will  tabify  backwards  down  the  line  so  that  the  line  is  not  full  of  a  mixture  of  tabs  and 
spaces.  As  normal  in  Zmacs,  to  get  a  real  Tab  character  you  should  type  C-Q  Tab. 

"Edit  function  definition"  options  such  as  A/-,  and  the  edit  option  in  the  debugger  have  been 
modified  so  that  this  will  work  correctly  for  LlOO  source  code.  Two  definitions  for  func¬ 
tions  will  be  found.  One  will  be  in  the  generated  code  and  one  will  be  in  the  source  code. 
Thus  M-.  with  a  numeric  argument  will  find  the  required  definition. 

F.l  Commands  Supported  within  Zmacs 


The  following  commands  are  supported  in  such  a  manner  that  they  will  work  in  an  appro¬ 
priate  fashion  for  any  buffer  or  file,  which  is  of  any  language  derived  from  LlOO. 
Wherever  reference  is  made  to  the  LlOO  compiler  the  user  should  interpret  this  as  meaning 
the  LlOO  compiler  or  the  LlOO  derived  compiler  for  that  language. 


LlOO  Mode 


Compile  Region 


Parse  Region 
Parse  and  Print 

Parse  and  Print 


This  command  will  set  the  major  mode  of  the  current  buffer 
to  be  LlOO  Mode.  Analogous  commands  are  defined  for  any 
LlOO  derived  languages. 

This  command  will  cause  the  current  region  to  be  compiled 
through  the  LlOO  and  then  through  the  Common  Lisp  com¬ 
piler.  If  a  region  is  marked  then  this  will  be  compiled.  If  no 
region  is  marked  then  Zmacs  will  compiler  the  current  sec¬ 
tion.  Sections  are  delimited  by  top  level  definitions  starting 
in  the  first  column  of  a  line.  This  definition  will  be  com¬ 
piled.  When  the  LlOO  compiler  is  parsing  the  source  code  it 
prints  it  out  in  Zmacs’s  typeout  window  as  it  goes.  This 
helps  the  user  to  find  syntax  errors.  After  this  has  finished 
the  Common  Lisp  compiler  will  take  over. 

This  command  is  just  like  Compile  Region  only  the  code  is 
not  passed  on  to  the  Common  Lisp  compiler.  This  com¬ 
mand,  therefore,  is  useful  as  a  syntax  check. 

Region  This  command  is  like  Parse  Region  only  after  the 
LlOO  compiler  has  finished  parsing  the  defined  region  the 
generated  code  is  printed  out  in  the  Zmacs  typeout  window. 
This  command  is  intended  mostly  as  a  debugging  aid  for 
compiler  developers. 

Buffer  This  command  is  like  Parse  Buffer  only  after  the 
LlOO  compiler  has  finished  parsing  the  buffer  the  generated 
code  is  printed  out  in  the  Zmacs  typeout  window.  This 
command  is  intended  mostly  as  a  debugging  aid  for  compiler 
developers. 
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Parse  into  Buffer  This  command  is  like  Parse  and  Print  Region  only  instead  of 
displaying  the  generated  code  from  the  compilation  in  the 
Zmacs  typeout  window  it  is  ground  into  a,  possibly  new, 
buffer  which  the  user  specifies. 

Compile  Buffer  This  command  is  just  like  Compile  Region  only  the  region 
selected  is  the  whole  buffer. 

Parse  Buffer  This  command  is  just  like  Parse  Region  only  the  region  se¬ 
lected  is  the  whole  buffer. 

Compile  File  This  command  is  just  like  the  normal  Compile  File  command 
except  that  it  will,  when  given  a  file  to  compile,  which  has  as 
its  mode  the  name  of  an  LI 00  derived  language,  compile  it 
through  the  relevant  compiler  before  compiling  it  through  the 
Common  Lisp  compiler. 

Parse  File  This  command  is  much  like  Compile  File  only  the  file  must 

be  one  which  has  as  its  mode  the  name  of  one  of  the  LI 00 
derived  languages.  The  file  is  parsed  but  is  not  put  through 
the  Common  Lisp  compiler. 

Compile  and  Load  File  This  command  acts  just  like  the  system's  Compile 
and  Load  File  command  unless  the  file  in  question  has  the 
name  of  an  LI 00  derived  language  as  its  mode.  In  this  case 
the  file  is  parsed,  the  resulting  code  is  compiled  by  the 
Common  Lisp  compiler  and  then  the  binary  file  is  loaded. 

Compile  Changed  Sections  This  command  and  all  of  its  related  com¬ 
mands,  such  as  Tags  Compile  Changed  Definitions,  are 
supported  in  the  appropriate  manner.  Changed  definitions  in 
a  buffer,  whose  mode  is  LI 00  Mode  or  one  of  the  LI 00 
derived  major  modes,  will  be  compiled  through  the  relevant 
compiler  and  will  then  be  compiled  and  loaded  by  the 
Common  Lisp  compiler. 

F.2  Keyboard  Commands  Supported  within  Zmacs 

Most  Zmacs  keyboard  commands  act  as  they  do  in  Lisp  based  modes.  The  following  LlOO 

supported  commands  are  of  significance. 

C-Sh-c  This  command  has  the  same  effect  as  Compile  Region. 

Mouse-l-R  Compile  Region  This  command  has  the  same  effect  as 
Compile  Region. 

C-Sh-a  This  command  has  a  similar  effect  to  that  which  it  has  in 

Lisp  based  major  modes.  In  LlOO  based  modes  the  user 
must  have  the  cursor  somewhere  within  the  name  of  the 
function  in  question,  as  opposed  to  somewhere  within  a  call 
to  a  function.  This  is  because  LlOO  based  languages  support 
used  defined  syntax  and  function  call  types.  It  is  therefore 
not  obvious  which  function  the  user  might  mean  in  the  gen¬ 
eral  case. 

C*Sh-d  This  command  works  in  a  similar  manner  to  C-Sh-a,  except 

that  it  prints  the  documentation  string  of  the  function  in 
question,  as  opposed  to  the  arglist. 
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G.  The  Poligon  Zmacs  Interface 

Like  any  language  based  on  LlOO,  Poligon  is  interfaced  to  Zmacs.  There  is  a  Poligon  ma¬ 
jor  mode,  which  should  be  specified  in  the  Mode  Line  of  all  Poligon  source  files.  In  other 
respects  the  Poligon  major  mode  acts  just  like  the  LlOO  major  mode  with  one  major  excep¬ 
tion.  This  is  that  the  Poligon  major  mode  saves  context  between  compilations.  This  is 
done  so  as  to  support  the  incremental  compilation  of  Poligon  code,  which  needs  the  context 
associated  with  the  Class  Declarations  in  order  to  generate  the  correct  code.  For  this  reason 
the  first  code  compiled  in  the  Poligon  Compiler  within  Zmacs  must  be  the  Class 
Declarations  (see  Section  3.4).  Failure  to  do  this  will  result  in  an  error  stating  that  the 
Class  Declarations  have  not  been  compiled.  From  this  point  on  any  Knowledge  Source, 
for  instance,  can  be  compiled  from  within  Zmacs. 
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H.  The  LlOO  Defsystem  Interface 

The  LlOO  language,  and  any  languages  derived  from  it,  are  interfaced  to  the  Defsystem 
utility.  This  allows  the  compilation  of  non-lisp  files  in  the  appropriate  manner,  taking  into 
account  their  compilation  and  load  dependencies. 

Files  in  and  LlOO-like  language  can  be  included  in  modules  in  Defsystem  declarations.  For 
instance  you  can  do  any  of  the  following. 

(: module  a-module  ("host : directory /something. LlOO") ) 


or 


(: module  a-module 

(  ("host : directory; something. LI 00" 

"host : directory . another-directory ; something . lisp" ) ) ) 


or 


(.•module  a-module 

(  ( "host :directory; something .LlOO" 

"host :directory . another-directory; something .lisp" 

"host :directory . yet .another-directory; something") ) ) 

Clearly,  unlike  normal  Lisp  compilations,  you  can  provide  a  pathname  for  the  intermediate 
Lisp  file. 

To  support  these  changes  a  number  of  new  general  purpose  transformations  have  been  im¬ 
plemented.  All  of  these  transformations  use  the  source  files'  mode  lines  to  find  the  right 
compiler,  including  Lisp  where  appropriate.  These  are  as  follows. 

: General-Parse  Parse  the  files  in  the  module. 

:GeneraI-Parse-Init  Parse  the  files  in  the  module  looking  after  the  speci¬ 
fied  dependencies  like  Compile-Load-lnit. 

: General-Compile  (Possibly)  Parse  and  Compile  the  files  in  the  module. 
:General-Compile-Load  The  Compile-Load  version  of  :General-Compile. 
:General-Compile-Load-Init  The  :Compile-Load-Init  version  of  .'General- 
Compile. 

:Load-Into-Zmacs  Load  the  files  in  the  module  into  Zmacs. 

For  each  LlOO-like  language  there  is  a  set  of  transformations  specific  to  that  language. 
These  do  not  inspect  the  mode  lines  in  order  to  find  the  language  for  compilation  and  force 
compilation  in  the  language  specified.  The  transformations  are  analogous  to  the  ones  men¬ 
tioned  above.  For  a  language  called  "Foo"  they  would  be  as  follows. 

•  :Foo-Parse 

•  :Foo-Parse-Init 

•  :Foo-Compile 

•  :Foo-Compile-Load 

•  :Foo-Compile-Load-lnit 
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The  package  default  option  in  Defsystem  will  cause  the  intermediate  lisp  files  to  be  genet-, 
ated  with  the  new  package  specified  in  the  mode  line.  Thus  if  a  file  is  in  LlOO  mode  and  in 
the  TV  package  it  can  be  compiled  for  the  Foo  language  and  into  the  Foo  package  by  using 
the  :Foo-Compile  transformation  and  the  package  override  facility  as  is  shown  below. 

(defsystem  an-example 

(:Name  "An  example  system  showing  some  new 
transformations . ") 

(: Package  Foo) 

( : Pathname-Default  "Host : Directory; " 

(•: Module  module-l 

( ( "Host “2 : Directory-2; test -1 .LlOO"  "test-1") ) ) 

(; Module  module-2 

( ( "Host-2 :Directory-2;test-2 .LlOO" 

"Host -2 : Directory-2; test -2 .lisp" 
test-2") ) ) 

( :Foo-Compile-Load  module-1) 

( :Foo-Compile-Load-Init 

module-2  (module-1)  (:Fasload  module-1))) 
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I.  Listeners  for  LlOO  based  languages 

For  each  language  based  on  LlOO  there  is  a  flavor  of  listener  window  like  a  Lisp  listener 
only  which  evaluates  expressions  in  that  language  and  compiles  definitions  for  that  lan¬ 
guage,  The  flavors  are  defined  by  appending  "-Listener"  to  the  name  of  the  language  and 
they  are  defined  in  the  TV  package.  Thus  there  is  a  flavor  of  listener  called  tv:L100- 
Listener.  Such  listeners,  by  default,  evaluate  expressions  and  print  their  values.  If  the  user 
wants  to  do  such  things  as  define  functions  then  the  text  must  be  preceded  by  a  colon.  The 
value  of  a  definition  is  always  nil.  A  blank  line  is  used  to  denote  the  end  of  input. 

An  example  session  typing  to  such  a  listener  might  be  as  follows  :- 

(L100]>  2  +  2  ;;;  Evaluate  the  expression  "2+2 "4 
[L100]>  define  a-function  (x) 

;/;  Define  a  function.  This  is  compiled, 
print (x) 
enddef ine 

nil 

[L100]> 
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J.  The  Poligon  language  grammar 

Below  is  a  formal  definition  of  the  grammar  of  Poligon.  The  textual  representation  of  the 
grammar  has  had  the  attributes  associated  with  the  code  generation  removed  in  order  to  en¬ 
hance  its  legibility  but  is  in  all  other  respects  identical  to  ^e  real  grammar. 

Poligon's  Grammar  is  pretty  simple.  The  Grammar  is  in  a  sort  of  BNF  form.  Upper  case 
words  denote  keywords.  '.Keywords  are  used  to  denote  the  names  of  productions  and  the 
names  of  non-language  basic  symbols.  The  latter  include  identifier,  mumber,  :bra  and  :ket 
(open  and  close  parenthesis)  and  :lsq  and  :rsq  (open  and  close  brackets).  Optional  items 

are  enclosed  in  brackets.  Alternative  items  are  enclosed  in  braces  and  are  separated  by  "v" 
signs. 

It  should  be  noted  that  this  Grammar  has  been  automatically  processed  from  the  real 
Grammar  used  by  the  system.  Thus  decisions  concerning  how  the  Grammar  is  distributed 
about  the  productions  were  made  on  the  basis  of  ease  of  code  generation  and  not  of  legibil¬ 
ity.  Equally,  some  features  might  appear  to  be  superfluous,  for  instance  the  definition  of 
'.elsepart  and  inelsepan,  which  are  the  same.  The  code  generation  components  for  these 
two  are  distinct  and  so  they  are  distinguished  in  the  Grammar.  It  is,  however,  hoped  that 
the  user  will  not  have  to  resort  to  a  close  scrutiny  of  the  Grammar  in  order  to  make  use  of 
the  language,  the  starting  production  for  any  attempted  compilation  in  Poligon  is  called 
‘.Poligon. 


;Xexpr  ; :=  X  :routinebody  ENDX 
:actionitem  :proposition  v  :execution 

:actionitems  ::=  :actionitem  (  :actionitems  ] 

:actionpart  : :=  ACTION  PART  ; colon  :def initionpart  :optforcing 
:actionitems  :ruleotherwisepart  :timeoutpart 
:activation  ::=  ACTIVE  :colon  :expr 
:actualparamlist  ::=  :bra  [  ractualparams  ]  :ket 
:actualparams  :expr  (  :commaexprs  ] 

randbinditemlist  ;:=  SBIND  rbinditems 

: andextendedopexpr  '&  -.operator  : identifier  (  :opat  ] 

(  : andextendedopexpr  ] 

:andletitemlist  ::=  &LET  :letitems 

;andstringlist  ::=  '&  : restofstringlist 

; appendeditem  'i  v  '?  ;simple 

: arguments  ARGUMENTS  : colon  : pa rams 

rbinddecl  : :=  BIND  :binditems  IN  : statements  ENDBIND 

:binditems  ::=  :letitem  (  :andbinditemlist  ] 

:brackettedexpr  : :=  :bra  :expr  :ket 

:casedecl  ::=  CASE  :expr  OF  :choiceitems  [  :otherwisepart  ]  ENDCASE 
:change  ::=  CHANGE  TYPE  :colon  :update  v  :event  v  :expect 

V  ;linkchange  v  :linksubsystem 

V  ;unlinkchange 

V  runlinksubsystem 

V  : recycle  v  rdiscard 

:choiceitems  : :=  CHOICE  ractualparams  : colon  :expr  [  rchoiceitems  ] 
rclassdecls  ::=  CLASS  ridentifier  rcolon  rmetaclasses  rsuperclasses 
rpoligonfields  rprintas  [  rclassdecis  ] 
rclassdefinitions  CLASS  DEFINITIONS  FOR  MODEL  :expr 

: colon  rclassdecls 

rclassupdate  : :=  UPDATED  CLASS  : f ieldsorslotupdates 
: colonemptyorexprs  : :=  : colon  reraptyorexprs 
rcolontoplevelstatememnt  :  :=  -.colon  rtoplevelstatement 


4-111 


;commaexprs  ::=  : comma  :actualparams 
:commaforcedidentifiers  : rcomma  rforcedidentifiers 
:commaformals  : :=  :comma  :formalparams 
rcommaparams  : :=  : comma  :params 

:conditionpart  : :=  CONDITION  PART  :colon  roptforcing  WHEN  tcolon 

:expr  ; opt forcing  IF  : colon  ;expr 
rconstdecl  : :=  CONSTANT  ridentifier  's  v  '==  :expr 
:def initionbody  : :=  DEFINITIONS  : colon  : definitions 
rdefinitionpart  : :=  [  :def initionbody  ] 

: definitions  : :=  :multivalues  [  rdefinitions  ] 

:defstatement  : DEFINE  ;identifier  :routinebody  ENDDEFINE 

: deletion  : :=  DELETE  : colon  :expr 

rdiscard  ::=  DISCARD  UPDATED  NODE  rcolon  ;expr 

:docstring  : :=  DOCUMENTATION  :stringlist 

:dostatement  : :=  DO  :expr 

: eager  ::=  EAGER  rcolon  rforcedidentifiers 

relseifparts  r r=  ELSEIF  rexpr  THEN  [  rstatements  ]  [  relseifparts  ] 
relsepart  r r=  ELSE  rstatements 

relseunlessparts  r r=  ELSEUNLESS  rexpr  DO  [  rstatements  ]  [ 

relseunlessparts  ] 

remptyorexpr  rr=  EMPTY  v  rexpr 

r emptyorexprs  rr=  EMPTY  v  rexprs 

revaluateditem  rr=  'Tv  ' "  rsimple 

r event  rr=  CAUSE  EVENTS  UPDATED  NODE  rcolon  rexpr  UPDATED  rfieldsorslots 
rcolon  r identifiers 

rexecution  r r=  EXECUTE  rcolon  rstatements 
rexestatement  r  r=  EXECUTE  rexpr 

r expect  rr=  EXPECT  RULE  rcolon  ridentifier  NODE  rcolon  rexpr 
rfieldorslot  rcolon  ridentifier  rexpectbody 
rexpectbody  rr=  rexpectwhen  rexpectif  ractivation 
rdeletion  rtimeout  rdefinitionpart 
rexpectif  r r=  IF  rcolon  rexpr 
rexpectwhen  rr=  WHEN  rcolon  rexpr 
rexpr  rr=  rsimplewithparts  (  ropexpr  ] 
rexprs  rr=  ractualparams 

rextendedopexpr  r r=  '&  roperator  ridentifier  [  ropat  ] 

[  r  andextendedopexpr  ] 

rfieldnames  r r=  ridentifier  roptdefault  (  rfieldnames  ] 
rfieldorslot  r r=  FIELD  v  SLOT 

rfields  r r=  rfieldsorslots  rcolon  t  rfieldnames  ] 
rfieldsorslots  rr=  FIELDS  v  SLOTS 

r f ieldsorslotupdates  rr=  rfieldsorslots  rcolon  rslotdefinitions 
rforcedidentifiers  r r=  ridentifier  (  rcommaforcedidentifiers  ] 
rforcing  rr=  FORCE  rcolon  rforcedidentifiers 
rformalparam  rr=  ridentifier  [  rtypes  ] 
r formalparams  r r=  rformalparam  (  rcommaformals  ] 

rforwhich  r r=  FOR  WHICH  ELEMENT  roperator  ridentifier  roperator  rexpr 
ridentifiers  r r=  ridentifier  (  ridentifiers  ] 

rifexpr  rr=  IF  rexpr  THEN  (  rstatements  ]  (  relseifparts  ]  [  relsepart  ] 
END  IF 

r initialisation  r r=  rinits  rcolon  rstatements 
rinits  rr=  INITIALISATION  v  INITIALIZATION 
rknowledgesource  r r=  KNOWLEDGE  SOURCE  rcolon  ridentifier 

rdefinitionpart  [  r rules  ] 
rlambdaexpr  rr=  LAMBDA  rroutinebody  END LAMBDA 
rletdecl  rr=  LET  rletitems  IN  rstatements  ENDLET 
rletitem  rr=  ridentifier  'h  v  '==  rexpr 
rletitems  r r=  rletitem  [  randletitemlist  ] 
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:linkchange  : LINK  :expr  TO  :expr  LINK  :colon  :expr  CLASS 
: colon  :expr  UPDATED  rfieldsorslots 
: colon  :slotdefinitions 

:linksubsystem  LINK  SUBSYSTEM  :expr  TO  :expr 
:list  : :=  :LSQ  (  :listvalues  ]  :RSQ 
:listvalue  : :=  :appendeditem  v  rnormallistitems 
:listvalues  :  :=  :.listvalue  [  zlistvalues  ] 

:metaclasses  : :=  METACLASSES  :colon  rparams 

:multiletdecl  : :=  MULTIPLELET  :multivalues  IN  rstatements  ENDMULTIPLELET 
rmultivalues  ::=  ;params  's  v  '==  :expr 

:namecolonvalues  : :=  :identifier  :colon  :emptyorexpr  NOEVENT 

(  : comma  }  [  :namecolonvalues  ] 
rnelsepart  : :=  ELSE  : statements 

:newinstance  NEW  INSTANCE  OF  :expr  :unlesscreate 
:classupdate  : supersystems 
: slotinitialisations 

:normallistitem  : :=  revaluateditem  v  rvalue  v  rpercenteditem 
rnormallistitems  ;:=  rnormallistitem  [  rnormallistitems  ] 

:opat  : :=  AT  ; simple 

ropexpr  ::=  : simpleopexpr  v  rextendedopexpr  ropsideef fects 

ropsideeffects  :;=  rcolon  runlesscreate  rupdatedfields 
roptdefault  : :=  rcolonemptyorexprs 
roptforcing  : :=  reager  rforcing 
rotherwisepart  ::=  OTHERWISE  :colon  ;expr 

rparallelisation  ; :=  IN  PARALLEL  FOR  EACH  ridentifier  IN  :expr 

rdefinitionpart  roptforcing  : change 
rparallelletdecl  ::=  PARALLELLET  rletitems  WHEN  :expr  IN 

: statements  ENDPARALLELLET 
rparamlist  : :=  :bra  (  iformalparams  ]  :ket 
tparams  : ;=  ridentifier  (  rcommaparams  ] 
rpercenteditem  : :=  '%  lactualparams  '% 

rpoligon  : :Start_of_File  rtoplevelstatements  :End_of__File 
rpoligonfieldnames  ridentifier  roptdefault  [  rslotspecifiers  ] 

(  rpoligonfieldnames  ] 

rpoligonf ields  r r=  r f ieldsorslots  rcolon  [  rpoligonfieldnames  ] 
rpoligonletdecl  r :=  LET  rletitems  IN  rstatements  ENDLET 
rprintas  ;r=  DISPLAY  AS  rcolon  ractualparams 
rprocedureparts  r:=  ractualparamlist  (  rprocedureparts  ] 
rproposeitem  rr=  rparallelisation  v  rchange 
rproposeitems  rr=  rproposeitem  [  rproposeitems  ] 
rproposition  r  r=  CHANGES  rcolon  rdefinitionpart  rproposeitems 
r recycle  rr=  RECYCLE  UPDATED  NODE  rcolon  rexpr 
r restofstringlist  r r=  rstring  (  randstringlist  ] 
rroutinebody  rr=  (  rparamlist  ]  rdocstring  [  rstatements  ] 
rrule  r r=  RULE  rcolon  ridentifier  rarguments  v  rruleheader 

rdefinitionpart  rconditionpart  rselectactionpart  v  ractionpart 
rruleheader  r r=  CLASS  rcolon  ridentifier  rfieldorslot  rcolon  ridentifier 
r ruleotherwisepart  rr=  OTHERWISE  PART  rcolon  rdefinitionpart 

roptforcing  ractionitems 
r rules  r r=  rrule  (  r rules  ] 

rselectactionpart  rr=  roptforcing  SELECT  rcolon  rexpr  ACTION  PART 

rcolon  rdefinitionpart  roptforcing 
r  tagedcomponents  r  ruleotherwisepart 
rtimeoutpart 

r semistatements  rr=  '0  v  '!  rstatements 

rsimple  rr=  rvalue  v  rpoligonletdecl  v  rifexpr  v  rbrackettedexpr 

V  runlessexpr  v  rXexpr  v  rlambdaexpr  v  rmultiletdecl 

V  rcasedecl  v  rbinddecl 
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: simpleopexpr  ::=  roperator  :expr  t  :opat  ] 

: simplewithparts  : :=  rsimple  [  :procedureparts  ] 

; slotdef inition  : :=  ridentifier  roperator  NOEVENT 

rslotdef initionlist  v  remptyorexprs 
: slotdef initionlist  : :=  '&  :expr 

: slotdef initions  ::=  : slotdef inition  (  : slotdef initions  ] 
rslotinitialisations  ::=  :inits  rcolon  : slotdef initions 
rslotspecifiers  : :=  : specif ierkeyword  :colon  ;expr  [  :slotspecifiers  ] 
: specif ierkeyword  ::=  INSERTIF  v  REMOVEIF  v  MODIFYWITH 

V  INDEXEDBY  v  SORTEDBY  v  KEYEDBY 
: statements  ::=  :expr  [  : semistatements  ) 

:stringlist  :string  (  :andstringlist  ] 

:structure  ::=  STRUCTURE  ridentifier  FIELDS  rparams 
:subset  ::=  SUBSET  OF  :expr  :forwhich  v  ;whichsatisfies 
: superclasses  ::=  SUPERCLASSES  :colon  :params 
: supersystems  : :=  SUBSYSTEM  OF  rcolon  rexprs 

rtagedcomponents  ::=  rexpr  rcolon  ractionitems  [  r tagedcomponents  ] 
■rtimeout  r r=  TIMEOUT  rcolon  rexpr 

rtimeoutpart  r r=  TIMEOUT  PART  rcolon  rdef initionpart  roptforcing 
ractionitems 

r toplevelexpr  r r=  rStart_of_File  rexpr  v  rcolontoplevelstatememnt 

rEnd_of_file 

rtoplevelstatement  rr=  rdefstatement  v  rvardecl  v  rconstdecl 

V  r knowledgesource 

V  r classdef initions 

V  r structure  v  r initialisation 

V  rdostatement  v  rexestatement 

rtoplevelstatements  r r=  rtoplevelstatement  (  rtoplevelstatements  ] 
rtypes  r r=  rcolon  ridentifier  (  rtypes  ] runlesscreate  rr=  UNLESS 
rcolon  rexpr 

runlessexpr  rr=  UNLESS  rexpr  DO  [  r statements  ]  [  relseunlessparts  ] 
t  rnelsepart  ]  ENDUNLESS 

runlinkchange  r r=  UNLINK  rexpr  FROM  rexpr  LINK  rcolon  rexpr 
runlinksubsystem  r r=  UNLINK  SUBSYSTEM  rexpr  FROM  rexpr 
r update  rr=  UPDATE  UPDATED  NODE  rcolon  rexpr  rupdatedfields 
rupdatedfields  rr=  UPDATED  r f ieldsorslotupdates 
rvalue  rr=  ridentifier  v  rKeyword  v  rnumber  v  rQuoteditem 

V  rStringlist  v  rList  v  rFunction_value 

V  rnewinstance  v  r subset  v  rparallelletdecl 
rvalue  r r=  ridentifier  v  rKeyword  v  rnumber  v  rQuoteditem 

V  rStringlist  v  rList  v  rFunction_value 

rvardecl  rr=  VARIABLE  ridentifier  v  '<-  rexpr 

r whichsatisfies  r r=  WHICH  SATISFIES  v  FAILS  rexpr 
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K.  Poligon  Language  Keywords 


Table  K — 1  shows  all  of  the  Poligon  language  keywords.  These  words  are  reserved  and 
cannot  be  used  as  identifiers  in  user  programs. 


X 

Eager 

If 

Remove If 

SBind 

Element 

In 

Rule 

&Let 

Else 

IndexedBv 

Satisfies 

Action 

Elself 

Initialisation 

Select 

Active 

Initialization 

Slot 

Arguments 

Insertif 

Slots 

As 

End^ 

Instance 

SortedBv 

At 

EndBind 

KevedBv 

Source 

Bind 

EndCase 

Knowledge 

Structure 

Case 

EndDefine 

Lambda 

Subset 

Cause 

Endlf 

Let 

Subsystem 

Change 

EndLambda 

Link 

Superclasses 

Changes 

EndLet 

Metaclasses 

Then 

Choice 

EndMultipleLet 

Model 

Timeout 

Class 

EndParallelLet 

ModifvWith 

To 

Condition 

EndUnless 

MultipleLet 

Constant 

Events 

New 

Unless 

Define 

Execute 

Node 

Unlink 

Definitions 

Expect 

NoEvent 

Update 

Delete 

Fails 

Of 

Updated 

Discard 

Field 

Otherwise 

Variable 

Display 

Fields 

Parallel 

When 

Do 

For 

ParallelLet 

Which 

Documentation 

Force 

Part 

Each 

From 

Recycle 

Table  K—1  Poligon  Language  Keywords 
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L.  Poligon  Language  Operators 

Tables  L — 1  and  L — 2  shows  all  of  the  operator  symbols  predefined  in  the  Poligon.  lan¬ 
guage  and  the  names  of  the  operations  or  functions,  which  they  denote. 

eration  I  Symbol  I 


>= 


All-Elements 


All-Elements 


An-Element 


An-Element 


An-Element-Or-Nil 


And 


Append 


d 


Are-The-Same 


Cardinality-Exceeds 

Collection-Difference 

Collection-Intersection 


Collection-Union 


Cons 


As-Type _ 

Cardinality-Exceeds 

CoHection-Differenc^ 

Collectjon-IntersectiorT 

Collection-Union 


T able  L—l  Poligon  Language  Operators 
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Operation 

Symbol 

Include-Comment 

Comment 

Is-Empty 

Is-Empty 

Is-Empty-Or-Undefined 

Is-Empty-Or-Undefined 

Is-In 

Is-In 

Is-Not-Empty 

Is-Not-Empty , 

Is-Not-Empty-Or-Undefined 

Is-Not-Empty-Or-Undefined 

Is-NoMn 

Is-Not-In 

Is-Not-Undefmed 

Is-Not-Undefined 

1  i^— — 

Is-Of-Type 

Is-Strictly-Of-Type 

Is-Strictly-Of-Type 

Is-Undefined 

Is-Undefined 

Modify 

<- 

Modify 

<- 

Not-Equal 

%= 

Not-Equal 

*■ 

Or 

Or 

Quotient 

/ 

Remove-Element 

<-* 

Remove-Element 

<-* 

Replace-All-Elements 

< — 

Replace-All-Elements 

<— 

Setf 

-> 

Setf 

With 

With 

Without 

Without 

Table  Lr—2  Poligon  Language  Operators 
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M.  Miscellaneous  System  Defined  Functions,  Operators, 

Macros  and  Variables 

The  following  functions,  macros  and  variables  are  defined  in  Poligon  and  are  of  general 

use. 

AppIy-Function(function,  &Rest  arguments)  ->  Applies  the  function 
function  with  arguments  arguments  as  if  it  was  called  using 
Apply. 

Breakpoint(&Optional  (value>to-return  :NuII-VaIue<From- 
Breakpoint),  (break-p  t),  (format-string  "Poligon 
Breakpoint"),  &Rest  format-args)  ->  Executes  a 
breakpoint  when  it  is  called,  if  Break-p  delivers  non-nil.  If 
Break-p  is  a  function  then  this  function  is  called  with  Value- 
To-Return  as  its  argument.  The  value  of  a  call  to  this  func¬ 
tion  is  Value-To-Return,  so  a  breakpoint  can  be  wrapped 
around  any  expression  and  still  be  an  identity  operation. 

CaII-Function(function,  &Rest  arguments)  ->  Calls  the  function 
function  with  arguments  arguments  as  if  it  was  called  using 
Funcall. 

expression  Comment  comment-expression  The  use  of  this  operator 
causes  explanatory  text  to  be  embedded  in  the  generated 
code.  The  function  associated  with  the  operator  is  called 
Include-Comment  and  is  expected  to  be  an  Identity  function 
on  its  first  argument.  Its  second  argument  is  the  comment  it¬ 
self,  which  can  be  any  expression,  but  which  is  typically  a 
string.  The  default  "Include-Comment"  function  throws 
away  its  second  argument,  but  the  user  can  define  it  to  do 
anything  that  he  wants  with' the  comment.  This  form  of 
comment  is  legal  anywhere  that  an  expression  is  legal  in  the 
Poligon  language. 

'  Coerce-To-Object(somethlng)  ->  Removes  all  Poligon  defined  data 

structures  until  a  basic  object,  for  instance  a  flavor  instance, 
is  returned.  This  is  useful  in  print  methods  where  the  true 
detail  of  Poligon's  representation  might  be  too  complex. 

This  function  is  particularly  useful,  since  Coerce-To- 
Object(#<Remote  Sheep-42>)  is  the  instance  Sheep-42. 

Current-TimeO  ->  The  time  at  the  time  that  user  clock  last  ticked  before  this 
function  is  called  in  user  time  units,  e,xpressed  as  an  integer. 

Dont-Optimise()  A.  macro,  which  switches  off  any  compiler  optimizations 
that  the  Poligon  system  may  use.  This  macro  can  only  be 
placed  at  the  head  of  a  function  definition  or  just  after  the  In 
of  a  Let  or  MultipleLet  construct.  This  prevents  certain  func¬ 
tions,  like  Is-In  and  Field  Selection  Operations  from  being 
open  coded.  This  should  result  in  the  model  being  more  in¬ 
telligible  when  debugging,  but  it  will  probably  be  signifi¬ 
cantly  slower. 

Floated-Current-TImeO  ->  The  time  that  this  function  is  called  in  user 
time  units,  expressed  as  a  floating  point  number. 

Halt-PoIigon()  Arrests  the  process  in  which  the  Poligon  simulation  runs. 

Has-Type(something,  type)  This  macro  declares  that  Something  is  of 
type  Type.  For  instance,  Has-Type( nodes,  list)  declares  that 
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nodes  is  always  of  type  List.  This  information  can  be  used 
by  the  compiler  in  its  optimizations.  For  information  on  this 
topic  please  see  Appendix  Q. 

IS“Not-Nil(something)  Is  true  if  Something  is  not  Nil. 

OptimiseO  A  macro,  which  maximizes  the  compiler  optimizations  per¬ 

formed  on  the  function  in  which  it  is  used.  This  macro  can 
only  be  placed  at  the  head  of  a  function  definition  of  just 
after  the  In  of  a  Let  or  MultipleLet  constmct.  A  significant 
feature  of  this  is  that  Tail  Recursion  Optimization  is  turned 
on.  This  is  the  way  in  which  the  user  would  implement  a 
Loop  in  Poligon. 

Run-PoIigon(&OptionaI  (Parallel-P  nil))  Initializes  the  Poligon  system 
so  that  it  will  start  a  simulation  as  soon  as  the  menu  option 
is  selected.  If  Parallel-P  is  true  then  the  system  will  be  ini¬ 
tialized  in  such  a  way  as  to  prepare  is  to  run  in  Parallel 
mode.  This  function  must  be  called  in  order  to  toggle  be¬ 
tween  the  Serial  and  Parallel  modes. 

Selected-Circuit  This  variable  has  as  its  value  the  name  of  the  currently  se¬ 
lected  CARE  circuit  or  nil  (default).  Setting  this  variable  be¬ 
fore  the  model  is  loaded  will  allow  the  user  to  select  any  of 
the  circuits  which  he  has  loaded.  If  this  is  not  done  then  the 
system  will  select  the  most  recently  loaded  circuit  for  any 
simulations  which  are  performed  in  the  Parallel  mode. 

Returns-Coerced-ResuIt(Function-Name)  Declares  ih&t  Function-Name 
returns  a  result,  which  is  guaranteed  not  to  be  a  Future  or  a 
Multiple-Values  object. 

Stop-Poligon(&Optional  (No-Statistics  nil))  Stops  the  Poligon 

simulation  by  aborting  it  and  then  killing  the  process  in 
which  it  was  running.  By  default  a  statistics  file  will  be 
printed  out,  if  it  can  be.  To  prevent  this  make  No-Statistics 
true. 

Unhalt-PoligonO  Unarrests  the  process  in  which  the  Po’'gon  simulation  runs. 

With-Printing-Bindings(&Body  Body)  This  macro  executes  Borfy 
with  useful  bindings  for  the  system  print  control  variables. 
This  makes  sure  that  anything  printed  inside  Body  comes  out 
neatly. 

Without-Poligon-Clock(&Body  Body)  This  macro  executes  Body 
with  the  simulation  clock  stopped. 
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N.  Functions  for  processing  Multiple  Values 

The  following  functions  create  or  manipulate  Multiple  Values. 

MuItiple<Values(&Rest  values)  ->  a  multiple  values  object,  which  con¬ 
tains  the  values  values. 

First-Of-Multiple-Values(values)  ->  the  first  value  of  the  multiple  values 
represented  by  values. 

Second-Of-Multiple-Values(values)  ->  the  second  value  of  the  mul¬ 
tiple  values  represented  by  values. 

Multiple-VaIues-EIement-Of(n,  values)  ->  the  nth  (zero  indexed)  value 
from  the  multiple  values  object  represented  by  values. 

All-Values-Of(values)  ->  the  list  of  all  of  the  values  represented  by 

values. 

Is-A-Multiple-Values(something)  ->  non-nil  if  something  is  a  multiple 
values  object. 
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O.  Output  Routines 

The  routines  provided  by  Poligon  for  output  are  as  follows. 

Debug-Forniat(control-string,  &Rest  format-args)  Formats  something 
into  the  Lisp  pane. 

Debug-Heading(controI-string,  &Rest  Heading-args)  Formats 

something  into  the  Lisp  pane  and  underlines' it. 
Debug-Princ(something)  Princs  something  into  the  Lisp  pane. 
Debug-Print(something)  Prints  something  into  the  Lisp  pane. 

Debug-T erpriO  Throws  a  newline  in  the  The  Lisp  pane. 
PoIlgon-Format(controI-string,  &Rest  format-args)  Formats 

something  into  the  Lisp  pane. 

Poligon-Princ(something)  Princs  something  into  the  Lisp  pane. 
Poligon-Print(something)  Prints  something  into  the  Lisp  pane. 

Poligon-TerpriO  Throws  a  newline  in  the  Lisp  pane. 
PoIigon-Format-and-wait(control-string,  &Rest  format-args) 

Formats  something  into  the  Lisp  pane. 

PoIigon-Princ-and-wait(something)  Princs  something  into  Hit  Lisp  pane. 
Poligon-Print-and-wait(something)  Prints  something  into  the  Lisp  pane. 

Poligon-Terpri-and-wait()  Throws  a  newline  in  ihe  Lisp  pane. 
Trace-Format(control-string,  &Rest  format-args)  Formats  something 
into  the  Lisp  pane  in  the  standard  trace  font. 

These  routines  have  the  following  effects.  The  Debug-*  routines  are  designed  for  debug 
purposes  only.  They  stop  the  clock  and  use  internal  mechanisms  which  attempt  to  ensure 
that  the  debug  printing  activity  will  not  affect  the  simulation.  The  Poligon-Format  I  Print  I 
Princ  I  Terpri  procedures  are  true  user  output  procedures.  They  cause  the  desired  output  to 
be  routed  through  a  single  channel  in  the  Poligon  system,  which  is  associated  with  the 
Poligon-Blackboard  Node.  Output  of  this  type  counts  as  part  of  the  user's  program  and  is 
subject  to  the  normal  constraints  of  the  simulation  of  the  version  on  which  he  is  working. 
This  set  of  output  procedures  does  not  cause  the  system  to  wait  whilst  output  is  being 
done.  Because  of  this  there  is  no  guarantee  that  output  will  come  out  in  the  order  expected 
by  the  user.  If  synchronized  output  is  needed  then  the  next  set  of  procedures  should  be 
used.  The  Poligon-Format  I  Print  /  Princ  /  Terpri-and-wait  procedures  have  the  same  effect 
as  Poligon-Format  /  Print  /  Princ  I  Terpri  except  that  they  wait  until  the  output  has  finished. 
This  means  that  output  being  done  in  a  given  block  of  code  will  come  out  in  the  correct 
order.  The  synchronization  associated  with  waiting  for  output  in  a  predictable  order  is  po¬ 
tentially  expensive  so  the  Poligon-Format  /  Print  /  Princ  /  Terpri  procedures  should  be  used 
wherever  it  is  meaningful. 
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P.  User  Defined  Parallelism 


It  is  generally  the  case  that  the  control  of  parallelism  in  Poligon  models  is  left  to  the  system. 
There  are  cases,  however,  when  it  may  be  reasonable,  because  of  the  size  of  a  piece  of 
computation  to  attempt  to  do  parts  of  it  in  parallel.  To  this  end  Poligon  supports  a  mecha¬ 
nism  for  achieving  parallelism  at  the  expression  level  by  a  function  call  model,  as  opposed 
to  the  strongly  co-routine  modelled  parallelism  available  in  Poligon.  This  is  done  by  the 
use  of  a  ParallelLet  construct,  an  example  of  which  follows. 

Define  Fibonacci  (n) 

ParallelLet  n-1  h Fibonacci  (n  -  1) 

&Let  n-2  H  Fibonacci  (n  -  2) 

When  n  >  10 
In  n-1  +  n-2 
EndParallelLet 
EndDefine 

The  above  is  a  trivial  definition  of  a  function  for  the  determination  of  the  nth  Fibonacci 
number.  When  n  is  greater  than  10  it  is  considered  worth  doing  the  calculation  in  parallel 
and  it  will  therefore  be  done  as  such,  otherwise  the  values  will  be  calculated  in  series.  It 
should  be  noted  than  the  values  denoted  by  the  names  n-1  and  n-2  are  Futures.  They  will 
thus  only  be  defutured  when  they  meet "+",  a  strict  operator. 

This  construct  is  veiy  closely  related  to  QLet  in  QLisp.  The  determination  of  when  opera¬ 
tions  should  be  performed  in  parallel  is  left  entirely  to  the  user. 
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Q.  Hints  on  Programming  Efficiency  in  Poligon 

In  Poligon  it  is  possible,  as  in  any  system,  to  write  logically  correct  but,  nevertheless, 
hopelessly  inefficient  Models.  The  purpose  of  this  section  is  to  give  some  hints  on  how  a 
model  should  be  organized  in  order  to  maximize  its  efficiency,  without  compromising  its 
intelligibility  or  its  semantics.  It  should  be  noted  that  a  number  of  the  suggestions  below 
are  not  only  likely  to  lead  to  efficient  Models  but  also  to  more  reliable  and  consistent 
Models. 

Q.l  Reading  from  Fields 

All  references  to  the  Fields  of  a  particular  Node  which  are  refered  to  within  a  rule  or  func¬ 
tion  should,  wherever  possible  and  meaningful,  use  the  a-node  &  •field-1  &  •field-2  mech¬ 
anism  to  read  all  of  the  values  in  one  go.  This  is  not  only  more  efficient  but  guarantees  that 
all  of  the  values  are  read  consistently. 

Significant  performance  improvements  can  be  achieved  by  optimizing  Fields,  which  act  like 
dictionaries,  by  telling  the  system  that  the  elements  in  the  dictionary  will  be  indexed  by  an 
integer.  For  more  information  on  this  please  see  Section  3.3.4.3. 

If  Fields  are  to  be  read  in  the  body  of  a  rule  from  the  Node,  which  has  had  the  rule  trig¬ 
gered  on  it  then,  if  possible,  these  should  be  read  during  the  evaluation  of  the  When  Part. 
If  there  is  no  need  to  read  any  of  these  values  in  the  When  Part  then  the  reading  of  them 
should  be  Forced  before  the  When  Part  is  evaluated. 

When  using  the  function  Map-Over- A-Collection  on  a  Collection  of  Nodes  it  is  advisable, 
when  the  function  being  mapped  refers  to  the  node  it  is  passed  as  an  argument,  to  read  any 
Fields  at  the  top  of  the  function.  This  allows  the  system  to  spot  these  read  operations  be¬ 
fore  doing  any  potentially  expensive  work  so  that  it  can  distribute  the  function  invocations. 
This  is  particularly  significant  for  unordered  Collections,  for  which  the  gain  is  likely  to  be 
greatest. 

Q.2  Efficiency  from  Typing 

The  efficiency  of  some  functions  and  operators  can  be  increased  by  type  declarations  using 
the  Has-Type  macro  or  the  The  special  form.  Notable  amongst  these  are=,?i  and  Is-In. 

Some  efficiency  can  be  gained  by  declaring  all  functions  which  return  coerced  results  to 
have  such,  using  the  function  Returns-Coerced-Result.  This  is  worth  doing  even  if  the  re¬ 
sult  type  of  the  function  is  not  known  precisely. 

Q.3  Efficiency  in  the  Action  Parts  of  Rules 

If  the  expression  on  the  right  hand  side  of  an  Update  Operator  makes  reference  to  the  old 
value  of  the  Field  being  updated,  either  directly  or  indirectly  through  definitions,  then  it  is 
worth  defining  a  Field  modification  behavior  specifier  function  (see  Sections  3.3.4  and 
3.4.2. 1).  This  has  the  benefits  that  you  do  not  need  to  read  the  Field  before  the  update  is 
made,  which  is  more  efficient,  and  there  is  no  possibility  of  another  rule  changing  the  value 
of  the  Field  between  the  time  that  the  action  parts  are  evaluated  and  the  time  that  the  update 
occurs. 
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When  the  action  part  of  a  rule  fires  it  attempts  to  find  good  places  to  execute  the  code.  This 
is  usually  on  the  Node  to  which  the  update  is  to  be  made.  A  problem  can  occur  here  if 
some  definitions  have  not  yet  been  evaluated  by  the  time  that  this  remote  update  is  made,  a 
deadlock  could  occur  because  the  context  in  which  the  rule  is  being  fired  is  waiting  for  the 
successful  completion  of  the  remote  update  and  the  Node  being  updated  may  have  to  com¬ 
municate  with  the  Context  in  order  to  evaluate  the  definition.  To  circumvent  this  the  system 
spawns  a  new  context  at  the  updated  node  to  execute  the  update.  This  is  refered  to  as 
Punting  and  is  much  less  efficient  than  the  non-Punting  case.  To  help  the  programmer  to 
eliminate  this  inefficient  behavior  by  Forcing  definitions  that  need  to  be  Forced  before  the 
update  is  performed  Trace  &  Break  options  have  been  provided.  If  it  is  meaningful  to  do 
so  it  can  be  more  efficient  to  Force  all  definitions  that  will  be  needed  in  the  Action  Part  of  a 
rule  at  the  beginning  of  \h&  Action  Part. 

Q.4  Miscellaneous  Hints  on  Efficiency 

Whenever  a  Field  of  a  Node  is  read  more  than  once  in  the  body  of  a  rule  or  function  it 
should  be  read  only  once  and  should  have  its  value  named  using  a  Definition,  Let  or 
MultipleLet  form. 

Care  in  defining  appropriate  equality  testing  predicates  for  structures  can  result  in  signifi¬ 
cant  improvements  in  performance.  This  applies  also  to  the  :No  specifier.  See  Section 
3.3.2.3. 

If  the  user  is  not  concerned  with  complex  initialization  and  cache  building  matters  for  a  par¬ 
ticular  class  of  Nodes  it  may  be  advisable  to  use  a  quoted  class  name  argument  to  the  New 
Instance  0/ construct.  See  Section  3.3.3.3. 

Whenever  a  number  of  rules,  which  trigger  on  the  same  Field  of  a  Node  have  preconditions 
{If  Parts),  which  are  mutually  exclusively  non-nil,  these  rules  should  be  gathered  together 
into  a  case-like  rule  with  a  Select  Part.  Since  only  one  rule  can  possibly  fire  this  r^uces 
the  amount  to  needless  replication  of  effort  and  of  invocation  of  rule  activation  contexts. 

When  the  model  has  a  need  to  determine  whether  there  are  any  matches  for  a  given  condi¬ 
tion  it  is  much  more  efficient  to  do  a  Subset  operation  and  then  test  the  value  of  this  opera¬ 
tion  with  the  functions  Cardinality- Exceeds,  Collection-Is-Empty  or  Collection-Is-Not- 
Empty  than  it  is  to  test  the  value  of  the  Subset  operation  to  see  whether  its  Number-Of- 
Elements  =  0.  This  is  because  the  former  operations  need  only  wait  for  one  affirmative 
reply  from  the  Subset  operation,  whilst  the  latter  must  wait  for  all  replies. 
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R.  Functionality  that  is  in  place,  but  does  not  work 

R.l  Run-Time  Property  Inheritance 

For  a  number  of  reasons,  the  features  originally  provided  for  run-time  property  inheritance 
in  Poligon  have  died  from  software  rot,  though  the  code  to  support  them  is  still  in  place. 
These  facilities  are  described  in  this  section. 

R.2  Property  Inheritance 

Property  Inheritance  in  Poligon  comes  in  three  main  forms.  These  are: 

•  Compile-time 

•  Run-time,  through  Supersystems 

•  Run-time,  through  Links 

The  compile-time  form  is  completely  different  from  the  two  run-time  forms  so  they  will  be 
described  separately. 

R.2.1  Compile-time  Property  Inheritance 

Compile-time  Property  Inheritance  takes  the  form  of  the  inheritance  of  Fields  by  means  of 
the  class  hierarchy.  This  form  of  property  inheritance  has  always  worked  in  Poligon. 

Classes  inherit  Fields  on  behalf  of  their  Instances  so  that  when  an  Instance  of  a  class  is 
made  at  run-time  it  will  have  within  itself  all  of  the  Fields  specified  for  both  that  class  and 
all  of  its  Superclasses.  Thus,  different  Instances  of  the  same  class  will  have  separate 
copies  of  fields  of  the  same  name.  It  is  by  this  means  that  each  Sheep  in  the  example  in 
Section  3.4  can  have  a  different  colour.  Thus  this  form  of  inheritance  is  the  inheritance  of 
characteristics,  not  the  inheritance  of  values.  Because  a  Node  of  any  given  class  has  a 
physical  copy  of  each  of  the  Fields  specified  in  its  Superclasses  it  is  possible  to  trigger 
rules  on  these  Fields  just  as  one  would  on  a  Field  declared  for  the  specific  class  in  ques¬ 
tion. 

R.2. 2  Run-time  Property  Inheritance 

Run-time  Property  Inheritance  comes  in  two  forms,  which  are  similar  in  many  senses. 
These  are  inheritance  through  Supersystems  and  inheritance  through  Links.  These  two 
forms  of  inheritance  are  distinct  from  the  compile-time  form  because  they  can  be  thought  of 
as  being  the  inheritance  of  the  operations  of  Fields  rather  than  characteristics  of  those  Fields 
themselves.  Thus,  it  is  possible  to  inherit  the  value  of  a  Field  at  run-time,  without  inherit¬ 
ing  a  copy  of  the  Field.  Similarly  it  is  possible  to  inherit  the  ability  to  write,  to  cause  an 
Event  on  or  make  an  Expectation  on  a  non-local  FiM. 

When  a  reference  is  made  to  a  non-local  Field  the  system  attempts  to  inherit  it  from  some¬ 
where  else.  It  first  tries  to  inherit  it  from  the  supersystems  of  the  Node  in  question. 
Failing  this  it  tries  any  Links  that  might  be  defined.  Failing  this  an  error  is  signalled. 

R.2. 2.1  Property  Inheritance  through  Supersystems 

When  a  reference  is  made  to  a  non-local  Field  the  system  attempts  to  inherit  first  from  the 
Supersystems  of  the  Node  in  question.  It  does  this  recursively,  depth-first  starting  at  the 


4-125 


front  of  the  values  of  the  Supersystems  Field.  If  it  finds  the  Field  that  it  is  looking  for  it 
does  the  operation  there  and  then  returns.  If  it  fails  to  be  able  to  inherit  the  Field  it  returns 
in  such  a  manner  as  the  system  will  then  try  to  inherit  from  any  Links  that  might  be  present. 

An  example  of  the  use  of  this  form  of  inheritance  might  be  that  a  Sheep,  from  the  example 
in  Section  3.4  might  want  to  know  about  the  location  of  the  Flock  of  which  it  is  a  member. 
This  is  a  characteristic  of  the  Flock  as  a  whole,  not  of  an  individual  Sheep  but  could  be  ac¬ 
cessed  simply  by  the  expression: 

a-sheep* Flock-Location 

Where  a-sheep  is  a  Sheep  and  Flock-Location  is  the  name  of  a  Field  in  the  Flock  of  which 
a-sheep  is  a  Subsystem. 

R.2.2.2  Property  Inheritance  through  Links 

When  the  system  fails  to  inherit  a  field  from  any  of  the  Supersystems  of  a  particular  Node  it 
tries  to  inherit  it  from  the  Nodes  to  which  the  Node  has  been  linked  by  the  Link  mecha¬ 
nism.  This  is  described  fully  in  Section  R.2.4.1,  the  section  concerning  the  Link  Type  of 
Change.  The  manner  in  which  the  inheritance  happens  is  just  like  that  for  inheritance 
through  Supersystems,  it  happens  depth-first,  starting  from  the  first  element  in  the  Latest 
value  of  the  Links  field  for  the  Node  in  question.  The  purpose  of  the  Link  mechanism  is  to 
provide  a  means  of  expressing  relationships  other  than  "Is  an  instance  of"  and  "Is  sub¬ 
servient  toAs  a  component  of".  Thus  in  the  example  in  Section  3.4  one  might  express  the 
fact  that  a  particular  sheep  is  in  a  bam  by  linking  it  to  an  Instance  of  the  class  Barn  with  a 
Link  called  "Is  In".  The  sheep  would  then  be  able  to  inherit  the  characteristics  of  the  bam. 

R.2.3  System  Defined  Fields  for  Property  Inheritance 

The  following  are  the  system  defined  fields  that  are  used  to  support  property  inheritance. 

Inherit  The  value  of  this  field  is  always  Empty.  Its  purpose  is  to 

provide  a  field,  on  which  rules  can  be  hung  so  that  Property 
Inheritance  can  be  monitored.  When  a  property  is  inherited 
along  a  Link  the  Inherit  Field  of  the  Node  which  represents 
the  Link  is  triggered. 

Is*  A-Link  The  Latest  value  of  this  field  is  a  flag,  which  is  non-nil  if  the 

Node  in  question  is  being  used  as  a  Link  Node.  For  more 
information  on  Link  Nodes  please  see  Section  R.2.4.1. 

Links  The  values  of  the  Links  field  are  the  Links  associated  with 

the  Node  in  question..  For  more  information  on  Links  please 
see  Section  R.2.4.1.  These  Links  are  represented  as  in¬ 
stances  of  the  system  internal  data  structure  Link-Cell. 
Functions  for  processing  Links  can  be  found  in  Appendix  S. 

R.2.4  Change  Types  Used  by  the  Property  Inheritance  Mechanism 
A  number  of  change  types  are  implemented  to  support  the  propeny  inheritance  mechanism. 
These  are  described  in  this  section. 

Link  Allows  the  model  to  connect  Nodes  together  with  a  bidirec¬ 

tional  Link.  This  Link  can  have  arbitrary  properties  associ¬ 
ated  with  it  and  allows  Property  Inheritance  of  fields. 

Link  Subsystem  Allows  the  model  to  connect  Nodes  together  with  a 
Subsystems  to  Supersystems  Link.  This  Link  allows 
Property  Inheritance  of  fields. 
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Unlink  Allows  the  model  to  disconnect  Nodes,  which  are  already 

Linked  together  by  a  Link. 

Unlink  Subsystem  Allows  the  model  to  discomect  Nodes,  which  are  al¬ 
ready  Linked  together  by  a  Subsystems  to  Supersystems 
Link. 

R.2.4.1  The  Link  type  of  Change 

The  Link  type  of  Change  allows  the  user  to  use  the  Blackboard  as  a  sort  of 
EntityIRelationshipl Attribute  database.  Links  are  represented  sls  Nodes.  This  means  that 
they  are  first-class  citizens  in  the  Poligon  system.  A  Link  can  therefore  have  any  number 
of  Fields  defined  for  it,  as  well  as  a  name,  which  is  the  mechanism  by  which  the  system 
distinguishes  between  Links  between  the  same  pair  of  Nodes. 

A  Link  between  two  Nodes  can  be  made  in  the  following  fashion. 

Changes  : 

Change  Type  :  Link  a-node  to  another-node 
Class  :  a-class-of-link-nodes 
Link  :  "The  name  of  the  Link" 

Updated  Fields  : 

a-f ield-in-the-link-node  e-  42 

This  piece  of  code  causes  a  Link  to  be  made  between  a-node  and  another-node,  which  is  of 
the  class  A-Class-Of -Link-Nodes.  The  link  has  the  name  "The  name  of  the  Link"  and  is 
having  its  Field  called  A-Field-In-The-Link-Node  modified  to  have  the  value  42  added.  If 
a  Link  already  exists  between  the  Nodes  specified,  which  has  the  name  specified  then  that 
Link  is  used,  otherwise  a  new  one  is  created.  Any  number  of  Fields  in  the  Link  Node  can 
be  initialized  in  the  Updated  Fields  component. 

One  of  the  major  reasons  for  the  Link  mechanism  is  to  support  Poligon's  Property 
Inheritance.  If  the  user  attempts  to  read  a  field  from  a  Node,  which  does  not  have  such  a 
field  then  the  system  will  attempt  to  inherit  the  field  from  a  Node,  to  which  the  Node  in 
question  is  linked  by  the  Link  mechanism  if  it  cannot  find  it  by  other  means.  This  is  de¬ 
scribed  fully  in  Section  R.2,  the  section  concerning  Property  Inheritance.  Any,  possibly 
cyclic,  graph  of  Nodes  can  be  linked.  The  search  for  a  Node,  which  has  a  matching  field 
happens  in  depth-first  fashion  along  the  Links.  Suitable  checks  are  made  which  force 
backtracking  in  the  event  of  an  attempt  at  inheritance  along  a  cyclic  path. 

The  values,  which  are  inherited  are  not  cached.  This  is  because  in  the  general  case  the  cost 
of  maintaining  cache  consistency  is  likely  to  be  as  great  as  the  cost  of  fetching  the  value 
again. 


R.2. 4. 2  The  Link  Subsystem  type  of  Change 

The  Link  Subsystem  type  of  Change  allows  the  user  to  add  new  Subsystems  to 
Supersystems  Links  at  times  after  a  Node  has  been  created.  This  allows  changes  in  the  un¬ 
derstanding  of  the  world  to  be  reflected  in  the  Subsystems  and  Supersystems  Fields.  An 
example  use  of  this  construct  is  shown  below. 

Change  Type  :  Link  Subsystem  a-node  To  new-supersystem 

In  this  example  the  Nooe  a-node  is  to  have  new-supersystem  added  to  it  as  a  new 
Supersystem.  Similarly  new-supersystem  will  have  a-node  added  to  its  Subsystems. 
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R.2.4.3  The  Unlink  type  of  Change 


The  Unlink  type  of  Change  allows  the  user  to  delete  Links.  This  Change  Type  is  the  in¬ 
verse  operation  of  Link.  An  example  of  the  use  of  this  construct  is  shown  below. 

Change  Type  :  Unlink  a-node  Frcm  old-linked-to-node 
Link  :  'a-link-name 

In  this  example  the  Node  a-node  is  to  have  the  Link  called  a-link-name  unhooked  between 
itself  and  old-linked-to-node.  If  no  such  Link  is  present  then  nothing  happens. 

R.2.4.4  The  Unlink  Subsystem  type  of  Change 

The  Unlink  Subsystem  type  of  Change  allows  the  user  to  delete  existing 
Subsystems! Supersystems  Links.  This  Change  Type  is  the  inverse  operation  of  LM 
Subsystem.  An  example  of  the  use  of  this  construct  is  shown  below. 

Change  Type  :  Unlink  Subsystem  a-node  From  old-supersystem 

In  this  example  the  Node  a-node  is  to  have  old-supersystem  removed  from  its 
Supersystems.  Similarly  old-supersystem  will  have  a-node  removed  from  its  Subsystems. 
If  no  such  Link  is  present  then  nothing  happens. 
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S.  Functions  for  Processing  Links 

Links  in  the  Poligon  system  are  represented  as  Nodes.  A  field  in  each  of  the  Nodes,  which 

is  linked  holds  a  list  of  all  of  the  Links  coming  out  of  the  particular  Node.  The  value  of  this 

list  of  Links  is  a  list  of  Link-Cell  data  structures.  These  represent  the  ends  of  the  Links. 

The  following  functions  are  provided  for  the  processing  the  Links  of  a  Node. 

Link-Between(a-node,  another-node)  ->  A  Link  Node,  which  links  a- 
node  to  another-node  or  nil  if  there  is  no  such  Link. 

Link-Between-Named(a-node,  another-node,  link-name)  ->  A  Link 
Node,  which  links  a-node  to  another-node  whose  name  = 
link-name,  or  nil  if  there  is  no  such  link. 

The  following  functions  are  provided  for  the  processing  of  Link-Cells. 

Is-A-Link-Cell(a-link-cell)  ->  T  if  a-link-cell  is  indeed  a Linj5:-Ce//. 

Link-Cell-Link(a-Unk-cen)  ->  The  Link  Node  associated  with  the  Link-Cell. 

Link-Cell-Link-Name(a-link-cell)  ->  The  name  of  the  Link. 

Link-Cell-Linked-to(a-link-celi)  ->  The  Node  at  the  other  end  of  the 

Link. 
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Abstract 

This  paper  describes  the  desire  to  speed  up  programs  in  the  field  of  Artifi¬ 
cial  Intelligence  through  the  use  of  parallel  hardware  architectures  and 
why  this  objective  is  not  a  simple  one  to  achieve. 

Poligon,  a  system  designed  to  investigate  ways  to  moimt  Artificial  Intelli¬ 
gence  programs  on  parallel  hardware,  is  described,  experiments  per¬ 
formed  to  date  on  this  system  are  described  and  tentative  results  are  given. 

Achieving  useful  speed-up  has  proven  very  difficult.  These  difficulties  are 
enumerated  and  explained.  ^ 

1.  Introduction 

The  domain  of  supercomputing  has  traditionally  been  very  large  regular 
problems.  This  has  been  driven  by  two  main  forces; 

•  A  large  class  of  important  problems  were  soluble  by  existing  pro¬ 
gramming  technology  but  were  intractable  with  "normal"  proces¬ 
sors,  e.g.  PDE  solution,  finite  element  analysis  or  simulation. 

•  Early  programming  languages  focused  on  Arrays  as  data  struc¬ 
tures,  whose  use  could  efficiently  use  the  hardware  available.  This 
led  to  the  idea  ofvector  and  array  processors. 

It  is,  therefore,  by  no  means  a  coincidence  that  the  sort  of  problems  that 
tend  to  use  existing  supercomputers  are  those  problems  best  suited  to  su¬ 
percomputers. 

The  field  is  changing  now,  however.  This  is  driven  by  two  main  forces; 

•  Developments  in  hardware  technology  now  allow  the  development  of 
multiprocessor  systems  composed  of  large  numbers  of  relatively 
simple  processors,  which  are  potentially  more  cost  effective  than  ex¬ 
isting  super-complex  supercomputer  uniprocessors. 

•  Both  hardware  and  software  technologies  have  progressed  to  a  point 
where  a  number  of  problems  which  have  become  soluble  by  means  of 
symbolic  programming  would  now  like  a  slice  of  the  speed-up  cake. 

Symbolic  computation  has  for  a  long  time  been  accused  of  inefficiency.  Re¬ 
cent  developments  in  compiler  and  hardware  technologies,  however,  have 
allowed  the  development  of  high  performance  uniprocessor  workstations 
for  the  execution  of  symbolic  programs.  These  have  shown  that  there  is  a 


^This  paper  also  appears  in  the  proceedings  of  the  Third  International  Conference  on  Su¬ 
percomputing,  May  1988,  and  Artificial  Intelligence,  Simulation  and  Modelling, 
Lawrence  Widman  (ed),  John  Wiley  Publishing  Company,  New  York  1989 
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large  class  of  Artificial  Intelligence  (AI)  problems  for  which  significantly 
greater  computational  resources  will  be  needed  to  make  these  problems 
worth  addressing.  This  has  focused  the  attention  of  AI  and  symbolic  pro¬ 
gramming  research  on  the  exploitation  of  parallelism. 

The  sort  of  problem  currently  applied  to  supercomputers  is  very  crystalline 
[Seitz  85]  in  nature.  This  means  that  a  relatively  small  "inner  loop"  of  the 
computation  can  be  vectorized  in  order  to  exploit  existing  supercomputer 
hardware  [Kuck  81].  Similarly  such  problems  can  often  exploit  parallelism 
at  a  finer  grain  in  a  systolic  manner  [Kung  78], 

AI  problems  have  none  of  these  useful  characteristics  [Lee  85].  This  paper 
describes  first  what  is  meant  by  Problem-Solving  and  how  this  relates  to 
parallelism  (Section  2).  It  goes  on  to  describe 

Poligon  [Rice  86]  a  system  implemented  in  order  to  investigate  the  potential 
for  speed-up  of  a  class  of  AI  applications  called  "Blackboard  Systems" 
through  parallelism  (Section  3).  After  this  some  preliminary  experiments 
and  what  we  have  learned  from  them  and  discussed  (Section  4). 

2.  Parallelism  and  Problem-Solving 

In  this  section  we  examine  what  is  meant  by  "Problem-Solving",  contrast¬ 
ing  it  with  common  supercomputing  doctrine  and  concerns.  This  will 
show  why  it  is  that  a  different  approach  to  parallelism  than  is  taken  by  con¬ 
ventional  programs  is  necessary  in  AI  and  also  why  it  is  so  hard  to  achieve. 

2.1.  What  is  "Problem-Solving? 

Questions  are  never  indiscreet.  Answers  sometimes  are. 

—  Oscar  Wilde,  "An  Ideal  Husband" 

"Problem-Solving  "was  often  taken  to  refer  to  the  process  of  searching  a  tree 
or  graph  of  alternative  solutions.  "Knowledge"  is  that  which  allows  the 
program  to  eliminate  searching  parts  of  the  tree.  For  instance,  a  chess 
playing  program  might  have  a  tree  made  of  all  of  the  legal  moves  at  any 
given  pointi.  The  term  "knowledge"  will  always  be  used  in  this  sense  in 
this  paper.  The  application  of  strategic  knowledge,  such  as  knowledge 
about  chess  end  games,  to  each  generated  node  in  the  tree  would  point  out 
to  the  system  likely  candidate  paths  to  follow.  The  method  of  constructing 
all  legal  possibilities  at  any  given  leaf  of  a  dynamically  generated  tree  and 
then  testing  them  to  determine  whether  they  are  possibilities  worth  follow¬ 
ing  is  usually  referred  to  as  the  Generate  and  Test  method.  It  is  an  axiom 
of  such  systems  that  the  more  knowledge  there  is  the  less  blind  search  has 
to  be  done  -  the  more  efficiently  the  tree  is  pruned. 

The  focus  of  much  AI  research  is  on  the  use  of  knowledge  to  reduce  or  ob¬ 
viate  search.  This  is  because  such  searches  are  expensive  and  combinato¬ 
rial  processes.  The  use  of  knowledge  in  this  way  might  not  be  the  best  solu- 


^Clearly  this  tree  cannot  be  fully  instantiated  with  the  resources  available  in  the  universe. 
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tion  for  the  future  since  the  use  of  highly  parallel  architectures  to  evaluate 
multiple  alternatives  might  be  faster  than  executing  this  highly  specialized 
knowledge.  What  is  more,  this  could  also  save  the  human  cost  of  acquiring 
and  encoding  such  knowledge.  The  acquisition  of  knowledge  is  generally 
thought  to  be  one  of  the  major  obstacles  in  the  way  of  the  more  general  ap¬ 
plication  of  AI  systems  to  real-world  problems. 

The  important  thing,  for  the  purpose  of  this  paper,  about  problem-solving 
systems  and  the  problems  that  they  address  is  that  they  are  structurally  dif¬ 
ferent  from  "conventional"  programs.  Throughout  this  paper  the  terms 
"Problem-Solving"  and  "AI  system"  will  be  used  to  describe  these  systems. 
The  term  "Conventional"  will  be  used  to  describe  existing  practice  in  the 
supercomputer  world.  Some  of  the  characteristics  that  make  such  a  prob¬ 
lem  different  from  a  conventional  programming  problem  are  listed  below. 

•  The  problem  itself  is  often  ill-defined. 

•  There  is  often  more  than  one  possible  solution.  This  means  that  a 
satisficingi,  rather  than  an  optimal  solution  is  usually  the  "right" 
answer.  This  is  quite  unlike  most  conventional  programs  for  which 
there  is  one  and  only  one  right  answer,  within  the  margin  of  error  of 
the  system.2 

•  The  paths  to  a  solution  cannot  predefined  in  such  systems.  Possible 
solution  paths  must  be  dynamically  generated  and  tried. 

•  The  structure  of  such  programs  differs  from  conventional  programs 
in  three  fundamental  ways;  in  their  data  structures,  their  control 
flow  and  their  control  structures. 

Data  Structure  It  is  generally  the  case  that  the  data  upon  which  the 
system  has  to  operate  cannot  be  encoded  simply  into  an  ar¬ 
ray.  This  is  because  such  data  structures  are  usually  highly 
complex  and  often  cyclic  graphs,  which  are  created  dynami¬ 
cally,  thus  precluding  static  allocation  and  optimization. 

Control  Flow  The  solution  to  the  problem  is  not  regular,  which  is  to 
say  that  the  behavior  of  the  problem-solver  is  typically  very 
data-dependent.  In  a  PDE  solving  program,  for  instance,  the 
computational  demands  of  the  system  at  any  point  are  well 
understood.  This  is  because  well  defined  and  well  under¬ 
stood  algorithms  are  used  and  the  computational  demands  of 
matrix  inversion,  for  example,  are  reasonably  easy  to  esti¬ 
mate.  This  is  not  the  case  in  AI  programs.  Apparently  triv¬ 
ial  changes  to  the  source  data  can  cause  huge  changes  to  the 


solution  that  is  said  to  be  "good  enough." 

^Linear  optimization  is  a  notable  exception  to  this.  Clearly  many  programs  use  heuristics 
and  so  the  distinction  made  here  is  simply  one  of  degree.  AI  problems  are  usually  com¬ 
posed  of  a  larger  proportion  of  heuristics  than  conventional  programs. 
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computation  performed.  As  an  example  of  this  one  might 
consider  the  behavior  of  a  chess  program  when  the  opponent 
elects  to  make  an  unexpected  move.  What  is  more,  the  code 
generated  for  these  programs  is  usually  very  branchy  [Lee 
85],  thus  reducing  the  benefits  of  fine  grained  pipe-lining. 

Control  Structures  The  knowledge  that  AI  programmers  try  to  en¬ 
code  in  their  programs  is  usually  functionally  different  from 
that  knowledge  which  is  usually  encoded  in  conventional 
programs.  That  is  to  say  it  is  more  likely  to  be  a  high-level 
specification  of  the  intended  behavior  of  the  system,  as  op¬ 
posed  to  a  set  of  instructions  for  how  to  compute  the  answer. 

Such  details  are  usually  left  to  the  system.  For  instance,  the 
program  might  be  compiled  into  a  set  of  assertions  and  rules 
in  a  Prolog  system  [Clocksin  81].  The  program  itself  is  exe¬ 
cuted  indirectly  through  a  virtual  machine  which  interprets 
these  specifications  as  its  instructions.  This  results  in  most 
of  such  programs  not  being  amenable  either  to  existing  vec¬ 
torizing  algorithms  or  to  the  application  of  well  defined  algo¬ 
rithms.^ 

The  factors  mentioned  above  result  in  AI  problems  not  having  the  propel*- 
ties  needed  for  them  to  be  parallelized  by  conventional  means.  This  is  cause 
for  considerable  concern  for  those  who  would  like  to  achieve  orders  of  mag¬ 
nitude  of  speed-up  for  their  AI  programs. 

2.2.  Concerns  for  Supercomputers 

On  how  to  trap  a  lion  in  a  desert  [Petard  38]:  A  topological  method. 

We  observe  that  a  lion  has  at  least  the  connectivity  of  the  torus.  We  transport  the 
desert  into  four-space.  It  is  then  possible  [Seifert  34]  to  carry  out  such  a  deforma¬ 
tion  that  the  lion  can  be  returned  to  three-space  in  a  knotted  condition.  He  is 
then  helpless. 

Implementors  and  programmers  of  supercomputers  have  traditionally  fo¬ 
cused  on  the  efficient  use  of  the  hardware  and  the  matching  of  the  hard¬ 
ware  to  the  problem.  Some  examples  of  these  are  discussed  below. 

2.2.1.  Where  does  parallelism  come  firom? 

Parallelism  in  conventional  programs  is  either  easy  to  get  or  nearly  impos¬ 
sible.  If  the  program  does  a  lot  of  simple  operations  on  arrays  whose  de¬ 
pendencies  and  recurrences  are  simple  and  can  be  unraveled  then  massive 
data  parallelism^  can  be  exploited.  It  is  by  this  means  that  vector  machines 
are  able  to  achieve  their  performance.  It  is  not  generally  the  case  that  there 
is,  qualitatively  speaking,  more  than  one  thing  happening  at  any  given 


^These  interpreters  themselves  may,  however,  be  implemented  using  well  understood  al¬ 
gorithms  or  microcode. 

^Parallelism  due  to  similar  operations  being  performable  on  independent  items  of  data, 
for  instance  elementwise  addition  of  two  arrays. 
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time.  Such  programs  are  parallel  in  a  SIMD  sense  [Flynn  72],  If  the  con¬ 
trol  flow  is  too  complex  to  analyze  then  the  compiler  may  not  be  able  to  un¬ 
wind  the  parallelism  out  of  the  program.^ 

AI  programs  are  typically  short  on  data  parallelism.  There  are  certainly 
problems  which  have  significant  data  parallelism  but  not  of  the  order  that 
one  might  get  in  extremely  regular,  conventional  programs.  This  means 
that  anAI  system  which  hopes  for  speed-up  through  parallelism  must  be 
able  to  exploit  knowledge  parallelism.  It  must  be  able  to  execute  a  signifi¬ 
cant  number  of  different  chunks  of  the  progi'am  simultaneously.  This  is 
MIMD  parallelism.  The  Poligon  system  described  in  Section  3  is  designed 
to  exploit  this  sort  of  parallelism,^ 

Most  high  performance  processors  today  exploit  pipe-line  parallelism  in  the 
execution  of  instructions.  Pipe-line  parallelism  is  also  exploited  at  a  some¬ 
what  coarser  grain  by  the  new  generations  of  multiprocessor  systems  such 
as  systolic  arrays.  It  is  crucial  that  any  system  hoping  to  exploit  parallel 
hardware  effectively  should  be  able  to  exploit  pipe-line  parallelism.  This  is, 
in  fact,  considerably  harder  in  AI  systems  because  of  the  irregular  struc¬ 
ture  of  the  problem.  The  Poligon  system  tries  wherever  it  can  to  exploit 
pipe-line  parallelism. 

2.2.2.  What  sort  of  hardware  should  be  used? 

In  order  to  be  able  to  exploit  the  parallelism  in  a  program  to  the  best  possi¬ 
ble  degree  there  must  be  an  appropriate  match  between  the  compiled  pro¬ 
gram  and  the  target  hardware.  This  means  that  if  a  speed-up  of  no  more 
that  10  to  20  is  either  hoped  for  or  expected  then  the  program  should  proba¬ 
bly  be  executed  on  a  shared-memory  multiprocessor®.  If  more  speed-up 
than  this  is  needed  then  a  hardware  design  that  will  scale  better  should  be 
used  -  some  form  of  distributed  memory  architecture.4  This  could,  in  prac¬ 
tice,  have  a  grain  size  varying  from  that  of  the  Cosmic  Cube  [Seitz  85]  to  that 
of  the  Connection  Machine'^^  [Hillis  85].®  The  Poligon  system  is  designed  to 
be  matched  to  run  on  a  multiprocessor,  which  should  scale  satisfactorally 
to  the  order  of  hundreds  or  thousands  of  processing  elements,  each  element 
being  a  highly  competent  symbolic  language  processor.  This  is  the  pure 


^The  Connection  Machine  [Hillis  85]  is  an  example  of  an  experiment  to  test  the  contrary 
hypothesis,  that  SIMD  machines  are,  indeed,  appropriate  for  AI  applications. 

2mIMD  programs  typically  have  a  set  of  implementation  difficulties  and  bugs  which  are 
not  so  frequently  seen  in  SIMD  programs.  These  are  caused  by  having  a  number  of  radi¬ 
cally  different  types  of  program  executing,  all  at  different  speeds  and  trying  to  communi¬ 
cate  with  one  another.  This  causes  data  to  arrive  "out  of  order"  and  race  conditions.  Many 
of  the  pit-falls  of  parallel  AI  programming  mentioned  in  this  paper  are  a  consequence  of 
this. 

®Some  experiments  have  shown  rather  disappointing  results  here,  saying  that  this  is  all 
that  can  really  be  hoped  for.  [Gupta  86] 

“^Recent  claims  have  been  made  that  some  shared  memory  architectures  can  scale  well 
[Wilson  87]. 

^Connection  Machine  is  a  trade  mark  of  the  Thinking  Machines  Corporation. 
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value  passing  CARE  machine  model  [Byrd  87],  one  of  several  CAKE  ma¬ 
chine  models  implemented  as  part  of  the  same  project  of  which  Poligon  is  a 
part. 


2.2.3.  Compilation 

Vectorizing  FORTRAN  compilers  have  been  the  main  implementation  lan¬ 
guage  in  supercomputing  circles  for  quite  some  time.  There  is  consider¬ 
able  inertia  in  the  field  in  this  respect.  Similarly  AI  programmers  are  in 
many  senses  locked  into  the  use  of  Lisp  [Steele  84]  or  Prolog  [Clocksin  81]  as 
their  implementation  languages.  Problem-Solving  systems  have  tradition¬ 
ally  not  been  very  efficiently  implemented,  even  if  the  underlying  imple¬ 
mentation  language  has  been.  This  is  because  it  is  expensive  in  human 
terms  to  implement  such  systems  efficiently  and  their  typical  life  span  has 
not  justified  this  sort  of  optimization  effort.  This  state  of  affairs  is  begin¬ 
ning  to  change.  There  is  now  a  demand  for  highly  competent  programs  us¬ 
ing  AI  techniques  being  embedded,  for  instance,  into  military  hardware. 
This  asks  not  only  for  high  performance  but  also  for  high  reliability,  main¬ 
tainability  and  modifiability.  Lisp  and  Prolog  in  their  common  implemen¬ 
tations  are  not  languages  which  can  easily  be  parallelized  in  the  same  way 
that  FORTRAN  compilers  are.^  There  is,  therefore,  a  need  to  develop  lan¬ 
guages  not  only  capable  of  exploiting  the  parallelism  in  forthcoming  hard¬ 
ware  but  also  capable  of  expressing  the  richness  of  these  complex  symbolic 
programs.  On  top  of  these  will  need  to  be  built  highly  competent  tools  and 
frameworks  which  will  be  needed  for  a  satisfactory  parallel  AI  development 
environment.  The  Poligon  system  is  a  first-cut  prototype  system  developed 
with  the  objective  of  being  able  to  extract  parallelism  from  programs  both  by 
the  system  and  by  encouraging  a  clear  programming  style  and  problem  de¬ 
composition  methodology,  which  leads  to  more  parallel  programs. 

2.3.  Concerns  for  Problem-Solvers 

The  concerns  of  the  implementors  of  Problem-Solving  systems  are  quite  dif¬ 
ferent  from  those  of  supercomputer  programmers.  Some  of  these  concerns 
are  enumerated  below. 

2.3.1.  Solution  quality 

As  has  been  mentioned  above,  AI  programs  are  generally  expected  to  pro¬ 
duce  a  satisficing  solution.  This  has  a  significant  impact  on  the  behavior  of 
the  program,  since  paths  used  to  determine  heuristic  solutions  might  be 
very  different  from  those  used  to  find  analytic  solutions,  even  if  analytic  so¬ 
lutions  are  known. 


^Implementations  of  both  of  these  languages  have  been  made  with  "do-this-bit-in-parallel" 
constructs  e.g.  [Gabriel  84]  and  [Clark  85]  and  much  work  is  now  focusing  on  the  automatic 
extraction  of  parallelism  in  these  languages  but  as  yet  no  symbolic  programming  equiva¬ 
lent  of  a  vectorizing  FORTRAN  compiler  has  been  produced.  This  is  because  it  is  gener¬ 
ally  not  known  at  compile  time  whether  any  given  expression  is  worth  evaluating  in  par¬ 
allel,  given  the  costs  of  process  creation  and  such-like. 
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2.3.2. 


Search 


These  heuristic  programs  are  typically  characterized  by  searching  a  great 
deal  for  patterns  over  a  large  graph.  i  This  large  amount  of  search  admits 
both  And  andOr  parallelism,  in  principle.  The  Poligon  system  has  specific 
mechanisms  to  facilitate  the  efficient  execution  of  such  searches.^ 

2.3.3.  Coherence 

The  implementor  of  an  AI  program  may  not  be  aware  of  the  eventual  be¬ 
havior  of  his  program  when  he  is  implementing  it.  This  is  a  function  of  the 
complex  nature  of  such  problems  and  the  fact  that  the  paths  to  their  solu¬ 
tions  are  not  predefined.  It  is,  nevertheless,  very  important  that  the  pro¬ 
gram  reach  a  coherent  solution,  even  if  just  a  satisficing  one.  It  is  no  good 
if  different  parts  of  the  solution  space  have  mutually  contradictory  local  so¬ 
lutions  which  contribute  to  the  overall  solution.  Because  the  knowledge 
that  goes  into  such  systems  is  usually  implemented  in  distinct  chunks, 
which  may  know  little  about  the  operations  performed  by  other  such 
chunks,  there  is  significant  potential  for  the  system  getting  confused  as  dif¬ 
ferent  subsystems  "trample  on  each  others'  toes."  This  means  that  it  is  by 
no  means  a  trivial  issue  to  make  sure  that  a  coherent  or  convergent  solu¬ 
tion  is  achieved  by  Problem-Solving  systems.  This  problem  is  exacerbated 
by  the  asynchronous  behavior  which  can  happen  in  MIMD  parallel  sys¬ 
tems.  The  Poligon  system  is  designed  to  help  the  programmer  arrive  at  co¬ 
herent  solutions,  whilst  still  encouraging  parallelism  at  a  fine  grain. 

2.3.4.  Programming 

Heuristic  programs  are  typically  large  and  their  density  is  great.^  This 
means  that  their  code  encapsulates  a  great  deal  of  knowledge.  It  is  difficult 
to  write  such  programs  for  a  number  of  reasons. 

•  It  is  difficult  to  acquire  the  knowledge  that  goes  into  them,  since  this 
is  typically  not  encoded  already  in  a  formal  algorithmic  way. 

•  It  is  difficult  to  represent  the  knowledge  once  it  has  been  acquired. 
For  instance,  the  programming  associated  with  implementing  a 
statement  such  as  "Control  of  center  is  very  important  during  open¬ 
ings"  would  be  considerable. 

•  Good,  clean  implementations  of  such  systems  need  to  maintain  the 
logical  independence  of  the  knowledge  in  the  system.  This  is  because 
failure  to  do  so  can  result  in  systems  that  are  very  brittle  when 


^In  fact  this  graph  can  be  of  semi-infinite  size  and  often  has  to  be  computed  on  demand;  cf. 
the  game  tree  for  a  chess  game. 

^If  search  dominates  the  computation  then  massively  parallel  machines  such  as  the  Con¬ 
nection  Machine  [Hillis  85]  may  well  prove  to  have  the  best  performance. 

^This  means  that  the  number  of  executed  machine  instructions  for  each  line  in  the  source 
code  is  typically  very  large. 
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knowledge  is  executed  in  new  orders  or  when  new  knowledge  is 
added.  The  interconnectedness  of  knowledge  is  often  difficult  to  de¬ 
termine  when  the  knowledge  is  formulated.  .Clearly  having  depen¬ 
dencies  between  pieces  of  knowledge  could  have  a  significant  impact 
on  the  amount  of  parallelism  that  could  be  extracted  from  such  a 
program  and  on  the  program's  ability  to  get  the  "right"  answer. 

It  is,  therefore,  a  major  concern  of  AI  programmers  that  these  programs 
should  be  easy  to  implement,  debug,  modify  and  maintain. 

3.  Pollgon  a  System  for  Parallel  Problem-Solving 

In  this  section  we  describe  Poligon.  Poligon  is  an  attempt  to  produce  a  sys¬ 
tem  which  addresses  the  issues  mentioned  above  to  support  the  develop¬ 
ment  of  parallel  AI  systems.  It  represents,  in  many  ways,  an  attempt  to 
find  an  analogue  for  and  implement  a  parallel  form  of  existing  AI  systems, 
known  as  Blackboard  Systems  [Nii  86]. 

A  brief  description  of  the  important  aspects  of  blackboard  systems  will  be 
given,  then  Poligon  itself  will  be  described;  structurally,  in  the  way  in 
which  it  matches  its  problem  domain,  and  the  way  in  which  it  is  matched 
to  its  target  hardware. 

3.1.  Blackboard  ^tems 


Fig.  1.  The  Blackboard  Metaphor.  Eegar,  uses  encoded  knowledge  and 
comes  to  a  startling  conclusion. 
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Blackboard  systems  are  instances  of  a  particular  computational  or 
problem-solving  model  —  the  "blackboard"  model  or  metaphor.  This 
metaphor  takes  as  its  source  the  idea  of  a  collection  of  experts  gathered 
around  a  blackboard  (see  Figure  1).  Each  expert  has  a  specific  domain  of 
expertise,  which  relates  to  how  a  part  of  the  problem  at  hand  is  to  be  solved. 
Each  expert  looks  at  the  blackboard  for  representations  of  the  problem 
which  are  of  interest  to  his  specific  area  of  expertise.  Having  found  such  a 
piece  of  information  he  performs  whatever  operations  he  finds  necessary 
and  posts  his  conclusions  on  the  blackboard.  .This  new  representation  of 
part  of  the  solution  might  itself  be  of  interest  to  another  expert  and  so  the 
process  continues. 

It  is  clear  from  this  that  the  sum  of  the  knowledge  in  the  system  must  be 
sufficient  to  connect  all  of  these  areas  of  expertise.  With  less  knowledge 
than  this  the  problem  simply  will  not  be  soluble.  With  more  knowledge 
than  this  it  should  be  possible  to  achieve  successively  higher  performance 
from  the  system;  be  it  faster  solutions  or  better  solutions. 

This  simple  model  has  considerable  intellectual  appeal  and  has  been  the 
cause  of  substantial  research.  It  is  often  claimed  that  all  of  these  "experts" 
should  be  able  to  operate  simultaneously.  The  Poligon  system  represents 
an  attempt  to  test  this  assertion. 


Fig.  2.  A  Serial  Blackboard  System.  Here,  the  Scheduler  notices  a  modifi¬ 
cation  event  and  invokes  a  Knowledge  Source. 


Blackboard  systems  are  typically  implemented  as  large  data  structures  — 
the  blackboard  —  in  which  are  stored  the  elements  of  the  possible  solutions, 
called  Nodes,  which  are  typically  linked  together  in  some  way  to  form  a 
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complex  graph.  There  are  normally  a  large  number  of  these  nodes,  repre¬ 
senting  everything  from  the  input  data  through  intermediate  solutions  to 
high  level  abstractions  of  the  current  state  of  the  solution.  Nodes  have  in¬ 
ternal  structure,  which  allows  the  mapping  of  names  onto  values.  They 
are  usually  made  up  of  a  collection  of  named  Slots  or  Fields,  which  contain 
data  pertinent  to  the  solution.  The  knowledge  in  the  system  is  usually  im¬ 
plemented  as  a  collection  of  pattern-action  Rules  collected  into  groups 
called  Knowledge  Sources  (KSs)  [Nii  80].  These  reside  in  an  area  referred  to 
as  the  Knowledge  Base  (see  Figure  2). 

3.1.1.  Consistency  and  Coherence 

Reaching  a  coherent  solution,  discussed  in  Section  2.3.3,  in  a  blackboard 
system  is  a  function  of  achieving  consistency  in  a  number  of  aspects: 

Node  Level  The  program  should  create  the  right  number  of  nodes 
representing  the  elements  in  the  solution  and  they  should  be 
connected  together  correctly. 

Slot  Level  The  slots  in  the  nodes  should  contain  a  respectable  rep¬ 
resentation  of  the  state  of  that  node  and  its  relationship  to 
others. 

Rule  Execution  When  rules  are  executed  they  should  do  so  in  an 
environment  which  is  internally  consistent.  This  means  that 
any  information  used  in  the  rule  during  its  execution  should 
be  based  on  a  consistent  snapshot  of  reality. 

3.2.  A  description  of  Poligon 

Poligon  is  a  framework  for  the  development  of  blackboard-like  applications 
on  a  (simulated)  multiprocessor.  It  consists  of: 

1  A  compiler,  which  compiles  a  high-level  description  of  the  Black¬ 
board's  structure  and  the  knowledge  to  be  applied  by  the  system,  to  run 
on  a  distributed  memory  multiprocessor. 

2  A  run-time  system  which  provides  a  debugging  and  testing  environ¬ 
ment  for  Poligon  programs  as  well  as  run-time  support. 

Both  the  compiler  and  the  run-time  system  are  thoroughly  integrated  with 
the  program  development  environment  of  Explorer™  Lisp  machines^,  the 
machine  on  which  the  execution  of  Poligon  programs  are  simulated. 

Serial  blackboard  systems  are  implemented  with  the  nodes  being  repre¬ 
sented  as  records  on  the  blackboard.^  The  knowledge  is  encoded  in  knowl¬ 
edge  sources.  These  are  typically  compiled  into  procedures  which  are  in- 


^Explorer  is  a  trade  mark  of  Texas  Instruments  Incorporated. 

^These  records  might  well  be  Pascal-like  records  or  instances  of  some  class  in  the  native 
system's  object-oriented  package. 
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yoked  by  the  blackboard  system’s  kernel.  There  is  some  form  of  scheduler 
for  the  knowledge,  which  invokes  one  knowledge  source  after  another.  The 
blackboard  and  the  knowledge  base  both  share  the  same  address  space, 
though  they  are  functionally  distinct.  Knowledge  sources  are  "invoked" 
(executed)  as  a  result  of  changes  in  the  blackboard  placing  that  change 
event  in  a  queue  used  by  the  scheduler.  The  scheduler  repeatedly  picks  a 
knowledge  source  which  is  interested  in  the  type  of  event  at  the  end  of  the 
queue. 


Rules  Node 


Fig.  3.  Poligon's  Blackboard.  Nodes  are  seen  linked  together  being 
watched  by  Rules,  waiting  for  modification  events. 


The  design  of  Poligon  has  been  motivated  by  the  idea  of  trying  to  eliminate 
the  bottlenecks  that  would  be  experienced  if  an  existing,  serial  blackboard 
system  were  to  be  parallelized  by  the  inclusion  of  do-this-bit-in-parallel  con¬ 
structs. ^  The  major  changes  from  this  model  are  listed  below. 


•  The  scheduling  queue  of  a  serial  system  is  eliminated  altogether  in 
Poligon.  This  means  that  concurrent  attempts  to  invoke  rules  are  not 
held  up  waiting  for  access  to  this  shared  data  structure. 


^The  Cage  system  [Aiello  86]  is  an  example  of  a  considerably  more  conservative  approach 
to  the  parallelizing  of  blackboard  systems. 
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•  Having  a  knowledge  base,  which  is  logically  distinct  from  the  black¬ 
board,  is  no  longer  necessary  since  there  is  now  nothing  to  get  be¬ 
tween  them  to  control  the  application  of  the  knowledge.  This  allows 
all  knowledge  to  be  attached  to  those  nodes  that  are  interested  in  the 
knowledge  by  the  compiler  (see  Figure  3). 

These  changes  eliminate  at  one  stroke  the  bottlenecks  of  the  shared  sched¬ 
uler  and  the  knowledge  base  to  blackboard  interface.  These  changes  al¬ 
lowed  the  development  of  the  idea  of  the  "node-as-a-processor"  metaphor  for 
parallel  blackboard  systems. 

Having  eliminated  the  scheduling  mechanism,  however,  one  needs  some 
means  of  determining  when  a  certain  piece  of  knowledge  should  be  in¬ 
voked.  It  would  be  hopelessly  inefficient  to  have  all  of  the  knowledge  exe¬ 
cuted  all  of  the  time,  since  most  of  the  time  it  would  find  itself  inapplicable. 
It  was  decided  that  a  simple  daemon-driven  approach  would  be  used  to 
avoid  this  problem.  This  results  in  the  knowledge  being  directly  sensitive  to 
changes  in  the  blackboard  and  able  to  act  immediately  upon  any  such 
changes. 

Existing  blackboard  systems  often  express  the  knowledge  in  their  knowl¬ 
edge  sources  as  collections  of  pattern-action  rules.  These  are  normally  ex¬ 
ecuted  serially,  in  the  lexical  order  in  which  they  are  defined.  Poligon  on 
the  other  hand  compiles  knowledge  sources  away  all  together,  allowing 
their  constituent  rules  to  be  executed  in  parallel. 

The  node-as-a-processor  metaphor  is  itself  a  major  step  away  from  the 
normal  means  of  implementing  blackboard  systems.  This,  however,  is  not 
enough.  This  would  give  us  data  parallelism,  resulting  from  the  large 
number  of  nodes  in  the  system  being  able  simultaneously  to  execute  rules, 
whilst  still  failing  to  exploit  the  potential  knowledge  parallelism.  This  is 
because  each  processing  element  is  a  uniprocessor,  clearly  capable  of  exe¬ 
cuting  at  most  one  rule  at  a  time.i  Poligon,  therefore,  goes  beyond  this 
simple  model  to  one  which  would  more  accurately  be  called  the  "rule-invo- 
cation-as-a-process"  model.  This  allows  the  Poligon  system  to  distribute 
concurrent  rule  invocations  to  different  processing  elements  (see  Figure  4). 

The  elimination  of  serializing  components  in  a  blackboard  system  also 
eliminates  those  mechanisms  which  are  normally  used  to  preserve  co¬ 
herency  in  the  solution.  Clearly  there  is  a  trade-off  which  can  be  made  be¬ 
tween  the  amount  of  control  and  coherency  preserving  mechanisms  and 
the  amount  of  exploitable  parallelism.  Poligon  is  an  experiment  to  explore 
one  extreme  of  this  spectrum.  It  remains  to  be  seen  whether  the  trade-off 
made  in  Poligon  results  in  an  overall  improvement  in  system  performance. 


^Each  element  allows  multiple  processes  but  only  one  is  executed  at  any  time. 
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Node  /  iRules  Node  Rules 


Fig.  4.  Poligon's  Execution  model.  An  update  to  a  Node  triggers  concur¬ 
rent  Rule  invocations,  which  in  turn  update  other  Nodes.  Pipes  are  formed 
as  changes  to  the  Blackboard  flow  from  one  Node  to  another. 

3.3.  How  Poligon  matches  the  problem  domain 

Poligon  is  not  a  general  purpose  programming  language,  other  than  in 
theTuring  complete  sense  [Turing  36].  It  is  specialized  to  support  one  com¬ 
putational  model  and  that  computational  model,  itself,  has  limitations  on 
its  sphere  of  reasonable  applicability.  It  has  been  designed  with  applica¬ 
tions  such  as  real-time  signal  understanding  and  data  fusion  in  mind, 
though  applications  outside  this  domain  are  being  investigated. 

The  structure  of  the  problem  domain  is  one  that  requires  the  representation 
of  a  large  number  of  distinct  entities  in  the  solution  space.  For  example  the 
vocabulary  of  the  problem  domain  is  full  of  such  things  as  aircraft,  radar 
emitting  platforms  and  radar  track  segments.  Poligon  provides  a  rich  rep¬ 
resentation  language  in  which  these  objects  and  specializations  of  them 
can  be  expressed.  This  allows  the  system  to  take  full  advantage  of  the  mu¬ 
tual  independence  of  any  of  the  objects  in  the  solution  space  to  exploit  paral¬ 
lelism. 

3.4.  How  Poligon  matches  its  target  hardware 

Poligon  could,  of  course,  run  on  any  machine  in  principle.  In  practice, 
however,  it  has  been  designed  with  a  particular  kind  of  machine  model  in 
mind  and  has  been  optimized  to  take  advantage  of  it.  This  class  of  target 
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machine,  which  was  briefly  described  in  Section  2.2.2,  is  exemplified  by  cer¬ 
tain  kinds  of  message-passing,  distributed-memory  multiprocessors.  The 
grain  size  of  the  executable  chunks  in  Poligon  programs  is  designed  to  suit 
this  model,  i.e.  each  chunk  represents,  ideally,  a  few  function  calls.  This 
makes  it  coarser  grained  than  those  systems  that  want  to  execute  ev¬ 
erything  that  can  be  in  parallel,  for  instance  data  flow  machines  [Dennis 
80],  but  it  is  a  lot  finer  grained  than  most  other  concurrent  blackboard  sys¬ 
tems,  such  as  [Lesser  83]  in  which  each  processing  element  contains  a 
complete  blackboard  system. 

The  target  machine  model,  being  of  the  distributed-memory,  message-pass¬ 
ing  variety  including  essentially  no  capability  to  pass  references,  strongly 
discourages  shared  variables  or  mutable  global  data  of  any  sort  and 
encourages  a  message-passing  style  of  programming.  The  Poligon 
language  is  one  in  which  the  programmer  is  given  an  abstract  view  of  pro¬ 
gramming  using  the  blackboard  problem-solving  model.  The  Poligon  lan¬ 
guage  has  no  construct  for  message  sending  at  all,  nor  has  it  any  primi¬ 
tives  by  which  the  user  has  access  to  the  underlying  architecture  or  topol¬ 
ogy.  It  is  assumed  to  be  the  duty  of  the  Poligon  system  or  the  target  ma¬ 
chine's  operating  system  to  look  after  such  concerns.  The  Poligon  compiler 
compiles  its  programs  into  the  message  passing  primitives  of  the  underly¬ 
ing  system.  This  allows  the  efficient  use  of  the  underlying  architecture, 
w'hilst  still  leaving  the  source  program  uncluttered  by  concrete  details  of 
the  target  architecture. 

Poligon  allows  only  global  constants,  but  not  variables,  since  these  can  be 
distributed  at  program  load-time. 

3.5.  What  we  have  learned 

Truth  comes  out  of  error  more  easily  than  out  of  confusion.  • 

— Francis  Bacon 

Experiments  with  Poligon  are  by  no  means  complete,  but  we  have  learned 
quite  a  bit  so  far.  Some  of  these  lessons  are  enumerated  below. 

•  It  is  very  hard  to  write  any  program  which  implements  either  a 
framework,  such  as  Poligon  or  an  application  such  as  those  which 
have  been  mounted  on  Poligon.  This  is  due  largely  to  asynchronous 
side  effects.  A  system  with  better  formal  properties  would  be  less  er¬ 
ror  prone  in  this  respect  but  might  well  make  less  efficient  use  of  the 
hardware.  These  difficulties  could  also  be  caused  by  an  insufficiency 
of  mechanisms  to  control  coherency  inPoligon  (see  Section  3.1.1.) 

•  In  order  to  produce  a  reliable  program  it  is  necessary  to  write  code 
which  makes  no  assumptions  about  anything  that  any  other  part  of 
the  system  might  be  doing.  Failure  to  do  so  results  in  brittle  systems. 

•  In  order  to  achieve  a  coherent  solution  it  was  found  to  be  necessary  to 
develop  a  number  of  programming  methodologies.  These  will  be  cov¬ 
ered  in  the  same  form  as  they  were  introduced  in  Section  3.1.1. 
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Node  Level  The  creation  of  nodes  is  tricky.  Because  each  element  is 
likely  to  represent  some  real-world  object,  such  as  an  air¬ 
craft,  it  is  important  either  to  provide  a  mechanism  for  re¬ 
solving  the  conflict  caused  by  multiple  asynchronous  re¬ 
quests  to  create  an  element  that  represents  the  same  thing  or 
to  provide  a  mechanism  for  managing  the  creation  of  nodes. 
Poligon  opts  for  the  latter  approach. 

Slot  Level  The  programmer  should  cause  each  node  to  have  an  idea 
of  how  to  improve  its  own  idea  of  the  solution  -  to  have  Goals. 

In  Poligon  this  is  done  at  a  fine  grain,  with  each  field  of  each 
element  in  the  solution  being  able  to  have  associated  with  it 
functions  which  enable  it  to  evaluate  itself.  This  state  of  af¬ 
fairs  has  been  observed  in  a  different  manifestation  at  a 
larger  grain  size  in  [Corkill  83]. 

It  was  found  that  a  good  axiom  for  programming  these  sys¬ 
tems  is  "Never  throw  away  any  data  unless  you  are  con¬ 
vinced  that  you  have  better  data."  This  is  the  sort  of  behavior 
that  is  used  in  the  evaluation  functions  mentioned  above. 

Rale  Execution  Poligon  attempts  to  maintain  the  smallest  critical 
sections  possible.  The  original  implementation  of  Poligon  in 
fact  had  as  its  only  atomic  actions  reading  a  field  and  writing 
a  field.  It  was  soon  found  that,  in  order  to  maintain  consis¬ 
tency  during  rule  execution,  it  had  to  be  possible  to  read  the 
values  from  a  number  of  fields  simultaneously  -  taking  a 
snapshot  without  the  subject  moving.  This,  coupled  with 
critical  sections  for  the  writing  of  collections  of  values,  allows 
confidence  that  the  picture  that  one  sees  when  taking  such  a 
snapshot  of  a  node  is  consistent,  even  if  not  necessarily  the 
most  up  to  date.  It  is  important  for  a  Poligon  programmer  to 
be  aware  that  the  node  of  which  a  snapshot  has  been  taken 
may  well  be  read  from  and  written  to  by  other  rules  asyn¬ 
chronously  during  the  invocation  of  the  rule  taking  the  snap¬ 
shot. 

4.  Experiments 

In  this  section  we  describe,  briefly,  a  series  of  experiments  being  performed 
by  the  Advanced  Architectures  Project  [Rice  88]  at  Stanford  University  on 
the  Poligon  system  and  on  Cage  [Aiello  86]  and  Lamina  [Delagi  86],  other 
systems  developed  as  part  of  the  same  project.  However,  these  experiments 
will  be  discussed  only  in  the  context  of  the  Poligon  system. 

It  would  be  premature  to  quote  any  hard  and  fast  performance  figures  here, 
since  we  still  have  much  to  do  in  order  to  understand  the  results  that  we 
are  getting.  The  main  purpose  of  reporting  these  experiments  is  to  show 
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the  lessons  that  have  been  learned  both  from  performing  the  experiments 
and  about  the  ways  in  which  Poligon  behaves.^ 

4.1.  The  Problem 

Each  of  the  systems  mentioned  above  has  been  used  to  implement  an  appli¬ 
cation  called  "Elint",  a  problem  in  the  domain  of  real-time  interpretation  of 
passive  radar  signal  data  [Brown  86]. 

The  problem  is  one  of  receiving  reports  from  radar  systems,  abstracting 
these  into  hypothetical  radar  emitting  aircraft  and  tracking  them  as  they 
travel  through  the  monitored  airspace.  These  aircraft  are  themselves  ab¬ 
stracted  into  clusters  -  perhaps  formations  -  which  are  themselves  tracked. 
The  nature  of  the  radar  emissions  from  the  aircraft  are  interpreted  in  order 
to  determine  the  intentions  and  degree  of  threat  of  each  of  the  clusters  of 
emitters. 


The  Elint  application  has  a  number  of  characteristics  which  are  of  signifi¬ 
cance. 

•  The  system  must  be  able  to  deal  with  a  continuous  data  stream.  It  is 
not  acceptable  to  wait  until  all  of  the  data  has  been  read  in  and  then 
figure  out  what  is  going  on. 

•  The  application  domain  is  potentially  very  data  parallel.  The  ability 
to  reason  about  a  large  number  of  aircraft  simultaneously  is  very  im¬ 
portant.  What  is  more,  the  aircraft  themselves,  as  objects  in  the  solu¬ 
tion  space,  are  quite  loosely  coupled. 

•  The  application  is  knowledge  poor.  This  means  that  the  experiments 
performed  were  geared  primarily  to  evaluating  the  performance  of 
these  systems  with  respect  to  data  parallelism,  not  knowledge  paral¬ 
lelism. 


4.2.  The  Purpose  of  the  Experiments 

1  see  no  mention  of  God, 

— Napoleon 

7  had  no  need  of  that  hypothesis, 

— Laplace 

These  experiments  have  five  main  objectives. 


1  To  investigate  methods  of  achieving  speed-up  for  expert  systems  appli¬ 
cations  by  mounting  them  on  parallel  hardware  architectures.^ 

2  To  build  a  number  of  systems  using  different  computational  and  prob¬ 
lem-solving  models  and  compare  their  relative  performance  and  thus 


^Since  this  paper  was  written,  many  more  experiments  have  been  performed  and  their  re¬ 
sults  published  in  [Delagi  88]  and  [Nii  88]. 

^"Expert  Systems"  are  AI  systems  which  attempt  explicitly  to  encode  the  knowledge  of  hu¬ 
man  experts. 
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to  deduce  an  appropriate  course  for  future  research.  It  is  therefore 
imperative  that,  to  the  greatest  degree  possible,  each  of  the  systems 
should  implement  the  same  application  and  should  perform  the  same 
experiments. 

3  To  perform  experiments  on  individual  systems  specialized  to  investi¬ 
gate  characteristics  of  each  computational  model,  which  might  not  be 
shown  by  the  experiments  mentioned  above  and  which  are  not  shared 
by  other  systems. 

4  Having  done  the  above,  it  should  be  possible  to  draw  some  conclusions 
about  the  amount  of  speed-up  attainable  given  these  architectures. 
This  should  help  one  to  conclude  whether  these  architectures  are  in 
fact  appropriate  and  efficient  for  parallel  implementation. 

5  The  implementation  of  the  Elint  system  in  Poligon  was  intentionally 
not  tuned.  This  means  that  it  was  a  copy  of  the  original  serial  imple¬ 
mentation  modified  only  in  so  far  as  it  was  necessary  in  order  to  make 
it  solve  problems  correctly  in  parallel.  The  intent  was  to  achieve  a  rea¬ 
sonable  measure  of  the  performance  of  an  average  system  that  might 
be  written  by  a  Poligon  user,  as  opposed  to  a  very  highly  tuned  version. 

4.3.  A  Description  of  the  Experiments  Performed  on  Poligon 

Deciding  exactly  which  experiments  to  perform  is  difficult,  since  there  are 
a  very  large  number  of  variable  factors  in  the  system.  Amongst  these  are; 
the  implementation  of  the  Elint  system,  the  characteristics  of  the  data  sets 
used  and  numerous  machine  simulation  parameters  including  processor 
and  communications  network  performance.  However,  it  was  decided  to 
freeze  most  of  these  and  perform  a  number  of  experiments,  having  chosen 
"reasonable",  justifiable  values  for  the  frozen  parameters.  We  have,  in  fact, 
learned  a  lot  from  this  process  and  this  has  helped  us  to  design  a  better  set 
of  experiments,  which  are  now  being  performed. 

The  primary  variable  factor  for  these  experiments  is  the  data  set  used  to 
drive  the  experiment.  This  data  set  represents  a  simulated  set  of  radar  ob¬ 
servations.  These  data  sets  are  of  finite  length.  The  length, number  of  sim¬ 
ulated  emitters  and  radar  observation  frequency  over  time^  are  the  main 
variable  factors  in  the  data  sets. 

To  perform  each  of  these  experiments  the  simulated  rate  at  which  data  ar¬ 
rived  in  the  system  was  fixed  at  a  value  which  was  high  enough  to  prevent 
data  starvation  when  running  the  experiment  on  the  largest  reasonable 
processor  grid.  This  meant  that  the  speed-up  for  a  grid  of  size  N  could  be 
measured  simply  by  dividing  the  time  taken  for  the  grid  of  size  1  by  the  time 
taken  by  the  simulation  of  the  N  sized  grid.2 


iRadar  system  reports  per  simulated  time  unit 

^Performing  experiments  in  this  way  was  intended  to  give  a  base-line  set  of  results  of  the 
same  form  as  those  derived  from  the  CAOS  system's  implementation  of  Elint  [Schoen  86] 
and  of  the  Lamina  implementation  of  Airtrac,  another  application  [Nakano  87].  For  the 
reasons  mentioned  in  this  section  this  might  not  be  a  good  base-line  for  comparison. 
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It  should  be  noted  that  these  early  experiments  are  open  to  some  criticism 
as  being  unrealistic.  They  represent  the  speed-up  for  given  programs  un¬ 
der  some  fixed  conditions.  The  conditions  that  are  fixed  may  not  be  reason¬ 
able,  For  instance,  if  the  program  being  run  was  merely  a  parallel  imple¬ 
mentation  of  Quicksort  then  these  would  be  reasonable  experiments. 
Unfortunately,  because  the  implementations  of  Flint  are  intended  to  be  real- 
time^  systems  it  is  not  realistic  to  load  the  system  in  this  way.  The  problem¬ 
solving  behavior  of  the  system  is  sensitive  to  machine  load.  Systems  run¬ 
ning  with  smaller  numbers  of  processors  will  be  more  heavily  loaded.  They 
may,  therefore,  spend  a  lot  of  time  queue  thrashing. 

For  this  reason  it  is  now  known  that  these  experimental  results  should  not 
be  taken  at  face  value.  More  satisfactory  experiments  have  been  devised,  in 
which  the  experiment  is  run  for  a  given  number  of  processors  with  the  data 
rate  being  varied  until  the  latency  of  the  output  traces  is  constant  over  time. 
This  means  that  the  maximum  sustainable  data  rate  without  increasing 
latency  in  the  system's  outputs  is  the  preferred  measure  of  the  speed-up  for 
these  systems. 

4.3.1.  Experiment  1 

The  Fusion  Plasma  requires  a  temperature  of  500  million  degrees,  but  I  forget 
whether  that's  Centigrade  or  Absolute. 

— Overheard  by  Arthur  H.  Snell,  Oak 
Ridge  National  Laboratory. 

This  experiment  was  intended  to  be  a  simple  cross  comparison  experiment, 
performed  by  all  of  the  systems.  Its  data  set  was  a  simple,  and  quite  small 
one,  which  contained  observations  of  sufficient  variety  to  exercise  all  of  the 
system's  required  behavior. 

The  speed-up  figures  produced  showed  a  peak  speed-up  for  the  system  of 
about  4.5X  fbr  sixty-four  processors,  with  the  speed-up  trailing  off  quite 
sharply.  This  was  disappointing. 

One  of  the  problems  with  this  experiment  was  that  the  data  set  was  varied 
in  the  frequency  of  input  data  for  the  system  over  time.  It  was  sparse  at  the 
beginning,  heavy  in  the  middle  and  sparse  at  the  end.  This  resulted  in  the 
system  being  data  starved  near  the  beginning  of  the  simulation  and  then 
flooded  in  the  middle. 

Although  such  spikes  in  input  data  are  entirely  characteristic  of  real  data, 
this  extra  variable  factor  was  thought  to  be  too  difficult  to  factor  out,  in  order 
to  arrive  at  a  realistic  speed-up  figure.  If  the  system  is  lightly  loaded  then 
not  much  speed-up  is  needed.  For  this  reason  all  subsequent  experiments 
have  been  and  will  be  performed  on  data  sets  that  have  a  constant  frequency 
of  input  data. 


^"Real-Time"  is  used  here  in  the  sense  that  the  system  must  cope  with  an  unbounded  con¬ 
tinuous  stream  of  data,  whilst  delivering  results  reasonably  promptly.  It  is  not  intended  to 
refer  to  those  real-time  systems  where  guaranteed  response  times  might  be  required. 
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The  most  important  thing  to  conclude  from  this  result  is  that  we  had  much 
to  learn  about  how  to  conduct  these  experiments. 

4.3.2.  Experiment  2 

This  experiment  was  designed  to  compensate  for  the  variability  found  in  the 
data  set  used  in  Experiment  1.  The  data  set  had  a  constant  frequency  for 
input  data  over  time. 

This  experiment  showed  that  the  peak  speed-up  had  increased  to  about  7X, 
which  was  reached  after  sixteen  processors.  This  result  was  somewhat 
better  than  that  from  Experiment  1,  supporting  our  h3q)othesis  that  the 
shape  of  the  input  data  was  affecting  our  results.  Analysis  of  the  simula¬ 
tor's  instrumentation  indicated  that  the  limiting  factor  in  the  parallelism 
detected  was  probably  a  bottleneck  on  a  particular  node  representing  a  clus¬ 
ter  of  emitters.  It  also  showed  that  even  if  all  bottlenecks  were  eliminated, 
so  that  all  pipes  were  balanced,  a  major  limiting  factor  in  the  performance 
of  the  system  was  that  there  wasn't  enough  parallelism  at  this  grain  size 
available  in  the  data  set  for  this  system  to  exploit. 

4.3.3.  Experiment  3 

This  experiment  was  intended  to  determine  how  efficiently  the  simulated 
hardware  architecture  was  being  used  and  thus  show  where  effort  would 
best  be  expended  to  speed  up  the  system  if  the  application  could  not  be 
changed  structurally.  To  achieve  this  Experiment  2  (see  Section  4.3.2)  was 
repeated  a  number  of  times  but  for  each  iteration  the  simulated  speed  of  the 
processor  was  varied.  This  gave  speed-up  figures  for  processor  perfor¬ 
mances  which  were  2,  4  and  8  times  the  speed  of  the  processor  simulated  in 
Experiment  2.1  All  of  the  speed-up  figures  produced  were  then  normalized 
against  the  case  of  Experiment  2.  A  significant  reduction  in  the  speed-up  of 
the  system  would  have  indicated  that  the  increasing  performance  of  the 
processor  was  swamping  the  communication  hardware,  thus  indicating 
that  time  and  effort  would  better  be  spent  on  improving  commimication  per¬ 
formance. 

It  was  found  that  the  normalized  speed-ups  matched  each  other  very 
closely.  This  is  taken  to  indicate  that,  if  such  a  machine  were  to  be  imple¬ 
mented  for  Poligon  programs,  effort  spent  on  improving  the  processor's 
performance  or  in  optimizing  the  program  would  probably  be  rewarded  by 
close  to  linear  speed-up. 

4.3.4.  Discussion  of  Experiments:  What  we  have  learned 

Experience  is  the  name  everyone  gives  to  their  mistakes. 

— Oscar  Wilde,  "Lady  Windermere's 
Fan" 


IPor  each  of  these  experiments  the  simulated  input  data  rate  was  also  increased  so  as  to 
factor  out  this  change. 
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As  has  already  been  mentioned  the  experiments  on  these  systems  are  in 
their  infancy.  It  is  essential  for  the  reader  to  note,  therefore,  that  these  re¬ 
sults  should  be  taken  as  nothing  more  than  indication  of  where  our  re¬ 
search  is  leading  us,  rather  than  hard  and  fast  statements  about  the  per¬ 
formance  of  these  systems. 

We  have,  however,  learned  quite  a  bit  in  the  execution  of  these  experiments. 
The  more  important  of  these  lessons  are  listed  below. 

•  Getting  useful  speed-up  out  of  these  systems,  at  least  given  the  cur¬ 
rent  level  of  our  understanding  and  methodologies,  is  very  difficult. 
The  speed-ups  shown  for  the  experiments  mentioned  in  tWs  section 
may,  indeed,  have  been  achievable  by  very  careful  coding  on  a 
uniprocessor.  These  difficulties  are  characterized  mainly  by  the  dif¬ 
ficulty  of  implementing  the  program  and  debugging  it  and  of  combat¬ 
ing  serial  components  in  the  processing. 

•  Problem-Solving  systems  such  as  the  ones  mentioned  in  this  paper 
are  significantly  more  complex  than  those  programs  normally  im¬ 
plemented  to  evaluate  experimental  parallel  hardware.  Our  diffi¬ 
culty  in  getting  results  indicates  that  there  is  more  to  getting  useful 
speed-up  for  real  problems  than  there  is  to  demonstrating  speed-up 
for  Quicksort  programs  such  as  [Deminet  82], 

•  The  domain  of  Real-time  systems  is  one  in  which  the  AI  community 
in  general  and  this  project  in  particular  has  little  experience.  This 
has  made  implementation  of  these  systems  and  the  analysis  of  them 
difficult.  The  selection  of  a  different  field  for  research,  outside  that  of 
real-time  systems,  would  have  alleviated  this  problem  but  would  have 
removed  the  area  of  experimentation  from  an  important  area  of  ap¬ 
plication  where  it  is  believed  that  speed-up  through  parallelism  is 
both  necessary  and  feasible. 

•  Real-time  systems  present  a  set  of  problems  for  performance  evalua¬ 
tion  so  great  that  it  is  difficult  to  formulate  easily  analyzable  experi¬ 
ments  and  draw  worthwhile  conclusions  from  them.  These  prob¬ 
lems  are  caused  by;  the  need  for  continuous  data,  end  effects  when 
the  data  is  bounded  in  extent,  the  difficulty  of  defining  suitable  per¬ 
formance  measures  and  Heisenbergian  effects  i.e.  changes  in  sys¬ 
tem  load  during  speed-up  measurement  changing  the  speed-up  it¬ 
self. 

•  Investigation  of  the  amount  of  "Knowledge  Parallelism"  has  been 
limited  by  the  relatively  small  amount  of  knowledge  available  in  this 
area.  New  applications  are  being  sought  in  which  more  knowledge 
is  available.  This  has  concentrated  the  investigation  on  the  extrac¬ 
tion  of  data  parallelism  from  these  systems. 

•  The  data  sets  for  the  experiments  mentioned  above  are  limited  in  the 
amount  of  data  parallelism  that  can  be  extracted  from  them.  To  add 
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to  this  problem  the  Poligon  system  is  sufficiently  difficult  to  simulate 
that  experiments  with  significantly  larger  data  sets  are  probably  not 
feasible. 

•  The  immediate  conclusion  that  one  is  led  to  by  these  results  is  that  a 
relatively  simplistic  implementation  of  a  system  can  lead  to  speed- 
ups  of  the  order  of  lOX.  It  seems  to  be  possible  to  get  higher  speed-ups 
from  such  systems  but,  at  least  at  present,  only  by  very  carefhl  coding 
and  very  careful  and  thorough  instrumentation  of  the  running  sys¬ 
tem  so  fiiat  bottlenecks  can  be  eliminated. 

•  So  far,  it  has  not  been  possible  to  demonstrate  overall  speed-ups  of 
more  than  ~8X  using  Poligon.  The  hypothesis  that  Poligon's  imple¬ 
mentation  of  Elint  will  be  able  to  exploit  data  parallelism  as  larger 
data  sets  are  used  remains,  as  yet,  untested,  though  tentative  results 
from  an  implementation  of  Elint  in  Lamina  (~54X)  and  Airtrac  in 
Lamina  [Nakano  87]  (~80X)  give  cause  for  hope,  indicating  that  with 
larger  data  sets  there  definitely  is  more  parallelism  to  extract. 

5.  Conclusions 

There  is  something  fascinating  about  science.  One  gets  such  wholesale  returns 
of  conjecture  out  of  such  a  trifling  investment  of  fact, 

— Mark  Twain,  "Life  on  the  Missis¬ 
sippi" 

This  paper  has  introduced  the  problems  associated  with  attempts  to  achieve 
speed-up  though  parallelism  for  Problem-Solving  systems,  systems  devel¬ 
oped  in  the  Artificial  Intelligence  field.  Numerous  applications  for  such 
systems  would  benefit  greatly  from  being  sped-up  considerably.  Because  of 
their  irregular  structure,  such  systems  are  shown  to  be  difficult  to  speed  up 
through  well  established  means. 

The  Poligon  [Rice  86]  system  was  described.  Poligon  is  an  attempt  to  create 
a  system  which  is  able  to  encourage  the  decomposition  of  a  particular  class 
of  Problem-Solving  systems,  known  as  Blackboard  Systems,  into  a  form, 
which  can  be  efficiently  executed  by  it  on  a  distributed-memory,  message¬ 
passing  multiprocessor. 

The  Poligon  system  has  been  implemented  and  an  application  called 
"Elint"  has  been  implemented  using  it.  Lessons  learned  in  tue  implemen¬ 
tation  of  Poligon  and  the  Elint  application  are  detailed. 

Experiments  are  now  being  performed  on  the  Elint  application,  both  for  the 
implementation  mentioned  in  Poligon  and  also  for  systems  called  Lamina 
[Delagi  86]  and  CAGE  [Aiello  86].  Some  preliminary  experimental  results 
are  shown.  Lessons  learned  from  these  experiments  are  described.  Some 
of  these  are  as  mentioned  below. 

•  It  is  very  difficult  to  implement  both  frameworks  for  concurrent  Prob¬ 
lem-Solving  and  concurrent  Problem-Solving  systems  themselves. 
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This  is  due  largely  to  the  difficulty  of  coping  with  asynchronous 
events,  caused  largely  by  these  systems  being  MIMD  systems. 

•  Real-time  systems  are  difficult  systems  to  calibrate  for  the  purposes 
of  experimentation  to  evaluate  speed-up. 

•  Modest  speed-up  has  been  achieved  (~8X).  Indications  of  higher  per¬ 
formance  (~54X-80X)  are  thought  possible  through  the  exploitation 
more  data  parallelism  [Nakano  87]. 

•  The  potential  for  the  exploitation  of  knowledge  Parallelism  has  not 
yet  been  investigated. 

•  If  these  results  are  supported  by  further  work  they  would  indicate 
that  large  amoimts  of  parallelism  at  this  grain  size  might  not  be  eas¬ 
ily  achieved  for  this  type  of  AI  system.  Thus,  if  there  is  not  a  lot  of 
knowledge  to  apply,  if  there  is  not  a  lot  of  data  parallelism  available 
and  if  there  are  not  many  alternatives  to  explore  in  the  application  it 
may  be  that  a  software  architecture  optimized  for  a  distributed-mem¬ 
ory  hardware  architecture  is  not  appropriate.  This  does  not  mean, 
however,  that  implementation  techniques  such  as  data  copying  and  a 
message  passing  metaphor  often  used  in  distributed  memory  sys¬ 
tems  are  not  appropriate  for  a  shared  memory  implementation,  since 
they  can  help  to  avoid  bottlenecks. 

Report  writing,  like  motor-car  driving  and  love-making,  is  one  of  those  ac¬ 
tivities  wh  xh  every  Englishman  thinks  he  can  do  well  without  instruction. 

The  results  are  of  course  usually  abominable. 

— Tom  Margerison,  reviewingWriting 
Technical  Reports  by  Bruce  M. 

Cooper  in  the  Sunday  Times,  3  Jan¬ 
uary  1965 
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Abstract 


In  this  paper  we  discuss  Poligon,  a  skeletal  system  for  the  development  of  concurrent 
blackboard  based  applications,  its  architecture  and  the  motivation  for  its  design.  A  number 
of  experiments  have  been  performed  in  order  to  evaluate  the  performance  of  Poligon. 
Some  of  these  are  detailed  and  the  results  are  shown.  Lessons  learned  in  the  development 
of  Poligon  are  given  and  conclusions  about  the  performance  of  similar  systems  are  drawn. 

1.  Introduction 

It  is  often  said  that  future  AI  applications  will  make  significantly  greater  computational  de¬ 
mands  than  the  present  generation.  The  Advanced  Architectures  Project  of  Stanford  Uni¬ 
versity's  Heuristic  Programming  Project  [Rice  88b]  is  investigating  this  issue,  since  it  has 
as  its  objective  achieving  computational  speed-up  for  expert  systems  through  the  use  of 
parallel  hardware  and  new,  advanced  software  architectures.  This  requires  the  develop¬ 
ment  of  everything  from  designs  for  parallel  hardware,  which  might  be  appropriate  for  the 
execution  of  future  symbolic  programs,  through  operating  system  and  language  concepts  to 
problem-solving  frameworks  and  eventually  mounting  applications  on  them  in  order  to  test 
the  new  designs. 

Poligon  [Rice  86]  is  one  of  the  problem-solving  frameworks  developed  as  part  of  the  Ad¬ 
vanced  Architectures  Project.  In  Section  2,  we  discuss  Poligon's  architecture  as  a  design 
for  a  high-performance,  concurrent  blackboard  system  aimed  particularly  at  the  problem 
domain  of  soft  real-time  problems,  and  what  motivated  this  design.  Section  3  discusses  the 
applications  mounted  on  the  Poligon  framework  and  experiments  performed  on  the  Poligon 
system  to  measure  its  performance.  Section  4  presents  the  results  of  these  experiments  and 
an  interpretation  of  them.  We  conclude  in  Section  5  with  a  number  of  the  lessons  we  have 
learned  in  the  process  and  pointers  for  future  research. 

2.  The  Poligon  Architecture 

In  this  section  we  briefly  discuss  the  architecture  of  the  Poligon  system.  A  more  detailed 
description  of  the  design  rational  for  Poligon  can  be  found  in  [Nii  88].  Because  of  space 
constraints,  it  will  be  assumed  that  the  reader  is  conversant  with  the  terminology  of  Black¬ 
board  Systems  [Engelmore  88],  though  no  deep  knowledge  will  be  assumed. 

When  we  started  the  Advanced  Architectures  Project  we  had  a  hunch  that  the  Blackboard 
problem-solving  architecture  [Nii  86]  might  offer  a  basis  for  the  efficient  exploitation  of 
concurrent  hardware.  This  was  because  the  blackboard  model  appeared  to  have  concur¬ 
rency  built  into  it.  Why  this  is,  in  fact,  not  the  case  is  explained  in  [Rice  88a].  The  pri¬ 
mary  reasons  why  the  blackboard  model  of  a  collection  of  simultaneously  cooperating  ex¬ 
perts  cannot  develop  the  parallelism  that  one  might  expect  is  that  the  blackboard  model  itself 
assumes  effectively  infinite  bandwidth  with  which  the  experts  can  see  any  part  of  the 
blackboard  that  might  be  of  interest.  It  also  assumes  that  experts  do  not  get  into  one  an¬ 
other's  way  whilst  solving  the  problem.  In  practice  a  knowledge  source  can  only  see  a 
small  segment  of  the  blackboard  at  any  one  time  without  degrading  the  performance  of  the 
system  unacceptably.  Similarly,  the  experts  are  dependent  on  one  another,  they  must  often 
wait  for  the  results  deduced  by  other  agents  and  can  be  confused  by  updates  being  posted  at 
unexpected  times  or  in  surprising  orders.  We  are,  however,  unaware  of  a  better  architec¬ 
ture  for  concurrent  problem-solving  than  that  of  Blackboard  systems. 
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Although  a  number  of  other  research  efforts  have  looked  at  concurrent  blackboard  systems, 
these  have  concentrated  primarily  on  either  the  aspects  of  distributed,  concurrent  problem¬ 
solving,  such  as  [Lesser  83]  or  on  coarse  grained  parallel  systems,  such  as  [Fennell  77], 
[Aiello  86]  or  [Ensor  85].  Poligon  is  a  finer  grained  system  than  these,  directed  particu¬ 
larly  at  gaining  speed-up  through  parallel  execution. 


Figure  1 .  The  Organization  of  the  Poligon  Blackboard.  Rules  are  distributed  over 

the  network  of  processors  and  are  attached  to  the  blackboard  nodes  so  that  they  can  watch 
for  modifications  made  to  the  slots  in  which  they  are  interested. 

The  normal,  serial  implementations  of  the  blackboard  metaphor  use  a  scheduling  mecha¬ 
nism  to  cause  one  rule  to  fire  after  another.  In  parallel  systems  it  is  crucial  that  the  pro¬ 
grammer  eliminate  serial  components,  since  this  limits  speed-up.  l  The  main  motivation  of 
the  Poligon  system  was  to  find  a  way  to  eliminate  the  serializing  aspects  of  the  blackboard 
model.  We  viewed  this  as  doing  the  following: 

•  Eliminating  the  scheduling  mechanism  and  finding  ways  to  support  concurrent  rule  ac¬ 
tivation  all  across  the  blackboard. 

•  Optimizing  the  design  for  distributed-memory,  message-passing  hardware,  which 
should  be  able  to  deliver  the  best  performance  for  large  numbers  of  processors  (of  the 
order  of  hundreds  to  thousands.) 

•  Distributing  the  knowledge  base  over  the  blackboard  so  that  there  would  be  no  seri¬ 
alization  in  the  access  to  the  blackboard  from  the  executing  knowledge. 

•  Designing  the  system  so  as  to  allow  it  to  be  highly  compilable.  It  was  clear  from  the 
outset  that  a  considerable  portion  of  the  expense  of  existing  AI  systems  is  due  to  the 
fact  that  they  are  optimized  for  easy  modification  and  debugging,  rather  than  high  run- 


^  Speed-up  can  be  viewed  as  the  ratio  of  the  system's  speed  using  N  processors  to  its  speed  using  only  one. 
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time  performance.  The  resulting  system,  therefore,  had  to  be  designed  so  as  to  be  able 
to  be  compiled  efficiently  yet  still  be  intelligible  and  debuggable  during  the  development 
cycle. 

As  these  ideas  progressed  we  developed  the  notion  of  a  blackboard  consisting  of  active 
nodes,  tightly  associated  with  the  knowledge  relevant  to  them. 

A  very  simple  scheme  was  developed  for  invoking  the  knowledge  that  had  been  distributed 
to  the  blackboard  nodes:  rules  are  activated  as  daemons  as  a  result  of  modifications  to  the 
slots  of  a  node  (see  Figure  1). 

The  distributed-memory  hardware  model,  on  which  the  Poligon  system  was  to  operate  had 
the  property  that  each  processor  was  effectively  a  uniprocessor  system.  This  meant  that  if 
we  viewed  the  blackboard  with  a  "Node  as  a  ProcessIProcessor"  model  then  we  would  lose 
potential  parallelism  due  to  being  able  to  execute  only  one  piece  of  code  (rule)  at  a  time  for 
any  given  node. 


Figure  2.  Updates  to  Poligon  nodes  cause  concurrent  rule  execution,  which  them¬ 

selves  cause  further  updates.  This  implicitly  forms  pipes  on  the  blackboard  as  data  flows 
up  or  down  the  abstraction  hierarchy. 

What  we  needed,  therefore,  was  a  mechanism  to  allow  the  activation  of  multiple  rules  for 
any  given  blackboard  node.  This  caused  us  to  develop  a  model  of  Poligon  which  was  as 
follows:  "A  blackboard  node  is  a  process  on  a  processor,  surrounded  by  a  collection  of 
processors  able  to  service  its  requests  to  execute  rules."  It  can  easily  be  seen  that  this 
model  is  very  close  to  a  distributed  object  system  model.  This  is  by  no  means  a  coinci¬ 
dence.  The  underlying  hardware  system  on  which  Poligon  was  implemented  was  a  con¬ 
current,  distributed  object  oriented  system  [Delagi  86b]. 

The  model  expressed  above  is  not  without  problems.  In  order  to  minimize  the  probability 
of  a  node  being  locked  for  a  long  period,  which  would  delay  remote  access  to  it,  as  much 
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processing  is  done  in  the  remote  rule  invocations  as  possible^.  This  means  that,  when  the 
rules  execute,  they  have  to  do  so  in  the  context  of  a  snap-shot  of  the  solution  state  as  it  was 
when  the  rule  was  invoked  (see  Figure  2).  Remote  reads  to  other  nodes,,even  the  invoking 
node,  are  expensive  and  one  cannot  guarantee  that  things  haven't  changed  by  the  time  that 
the  result  of  the  read  has  been  returned. 

This  led  to  the  development  of  the  idea  of  a  Poligon  node  as  being  an  agent  capable  of  eval¬ 
uating  its  own  performance.  Mechanisms  had  to  be  included  so  as  to  allow  the  system  to 
be  able  to  assess  any  request  to  modify  its  local  state  and  to  decide  whether  to  perform  the 
update,  or  what  else  to  do  instead,  on  the  basis  of  its  own  view  of  how  it  is  progressing 
towards  its  goal  of  solving  the  problem. 

3.  Experiments  on  Poligon 

In  this  section  we  briefly  describe  the  experiments  performed  on  the  Poligon  system  to 
date.  Two  applications  have  been  mounted  on  Poligon:  Elint,  a  soft  real-time  situation  as¬ 
sessment  problem  and  Par  Able,  a  diagnostic  application  for  particle  accelerator  beam-lines 
[Selig  87].  The  experiments  with  the  Elint  application  have  now  been  completed,  whereas 
those  on  the  ParAble  system  are  in  their  infancy,  so  only  the  Elint  application  will  be  con¬ 
sidered  here.  A  more  detailed  treatment  of  the  Elint  experiments  can  te  found  in  [Nii  88]. 

The  Elint  application  encodes  knowledge  used  to  interpret  the  radar  emissions  made  by 
planes  that  are  received  by  ground-based  tracking  stations  distributed  across  the  country. 
Because  these  tracking  sites  are  passive  devices,  they  can  only  detect  the  bearing  and  spec¬ 
tral  characteristics  of  the  radar  emissions.  Between  them,  it  is  their  responsibility  to  deduce 
a  position,  course,  identity  and  intention  for  any  aircraft  traveling  through  the  monitored 
airspace.  The  Elint  application  simulates  a  central  machine  that  integrates  reports  from 
these  detection  sites  in  order  to  achieve  the  overall  goals  mentioned. 

The  imponant  characteristics  of  the  Elint  problem  were: 

»  A  continuous  stream  of  input  data. 

•  No  a  priori  knowledge  of  the  behavior  or  number  of  the  aircraft  being  tracked. 

•  The  need  to  emit  periodic  reports  capturing  the  system's  evolving  view  of  the  solution. 

The  Elint  problem  was  chosen  both  because  it  was  non-trivial  and  was  in  a  class  of  prob¬ 
lems,  for  which  blackboard  systems  had  already  been  used,  and  also  because  it  was  hoped 
that  parallelism  would  be  readily  available.  It  was  anticipated  that  parallelism  could  be  ex¬ 
tracted  from  the  concurrent  execution  of  knowledge  on  any  given  part  of  the  solution  space 
and  from  the  potentially  large  number  of  independent  elements  in  that  solution  space,  i.e. 
aircraft. 

The  application  was  taken  from  a  serial  implementation  and  was  not  restructured  so  as  to  be 
better  suited  for  parallel  execution.  The  blackboard  was,  however,  composed  of  three  dis¬ 
tinct  layers  in  the  abstraction  hierarchy.  Data  flowing  from  one  level  to  the  next  allowed 
pipes  to  be  formed  that  were  three  stages  long. 


^  There  are  no  user  accessible  locks  in  Poligon.  Poligon  nodes  become  locked  (enter  critical  sections) 
during  slot  reads  and  updates,  which  are  cheap  operations.  The  Poligon  architecture  is  such  that  deadlock 
will  not  happen  as  a  result  of  system  action,  though  the  user  can  still  write  a  program  that  will  live-lock, 
e.g.  two  nodes  each  waiting  for  one  node  to  update  the  other  will  wait  for  ever. 
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Perhaps  the  most  important  lesson  that  we  learned  from  performing  these  experiments  was 
to  find  a  way  to  measure  the  relative  performance  of  concurrent  real-time  systems.  The 
best  way  that  we  found  to  do  this  was  to  pump  data  into  the  system  at  a  given  rate,  which 
was  under  the  control  of  the  user,  and  examine  the  system's  output  over  time.  There  is  a 
measurable  time  between  the  time  that  data  comes  into  the  system  and  the  time  that  any  as¬ 
sociated  reports  come  out  of  the  system.  If  this  time  difference  increases  on  average  over 
the  course  of  a  run  then  the  system  was  not  able  to  keep  up  with  the  rate  at  which  data  was 
being  pumped  into  it.  The  experiment  was  then  perform^  again  with  the  data  rate  turned 
down  until  the  report  latency  did  not  increase.  This  gave  us  a  measure  for  the  system's 
throughput,  which  we  took  to  denote  its  peak  performance. 

The  experiments  that  were  performed  were  intended  to  measure  a  number  of  different  as¬ 
pects  of  the  system's  performance: 

•  The  speed-up  that  the  Poligon  system  could  deliver. 

•  The  peak  throughput  of  the  system. 

•  The  ability  of  the  system  to  exploit  large  knowledge  bases. 

•  The  granularity  of  the  system. 

Experiments  to  measure  these  are  described  in  Section  4. 

4.  Experimental  Results 

The  space  available  for  this  paper  does  not  allow  a  full  explanation  of  the  experimental  re¬ 
sults,  so  the  interested  reader  is  again  advised  to  refer  to  [Nii  88]  for  more  details.  It  is 
hoped  that  the  treatment  here  will  be  sufficient  to  give  the  gist  of  what  we  have  learned. 

It  should  be  noted  here  that  wherever  reference  is  made  to  absolute  times,  these  are  mea¬ 
sured  in  terms  of  the  performance  of  the  simulated  hardware  on  which  the  Poligon  system 
mns  [Delagi  86a].  Each  processing  element  of  this  machine  is  of  about  the  performance  of 

a  TI  Explorer™  11+  processor.! 

4.1.  Measurement  of  Speed-up  and  Throughput 

In  this  experiment  two  different  data  sets  were  used.  One  was  designed  to  allow  the 
Poligon  system  only  to  create  one  pipe  in  the  solution  space,  the  second  allows  Poligon  to 
create  four  pipe-lines;  it  was  four  times  as  dense^.  The  combination  of  these  two  results 
allows  us  to  do  the  following: 

•  Measure  the  peak  throughput  for  the  larger  data  set. 

•  Determine  the  contribution  to  speed-up  due  simply  to  pipe-line  parallelism. 

•  Compare  the  results  from  the  two  data  sets  so  as  to  be  able  to  get  a  measure  of  the  abil¬ 
ity  of  the  system  to  exploit  parallelism  in  the  source  data,  i.e.  data  parallelism. 

The  results  from  tlie  two  data  sets  are  shown  in  Figure  3. 


^Explorer  is  a  trade  mark  of  Texas  Insauments  Corporation. 

^The  small  data  set  can  be  thought  of  as  representing  only  one  aircraft,  the  second  had  four.  The  data  was, 
therefore,  no  more  complex,  there  was  just  more  of  it. 
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Processors 

Figure  3.  A  graph  showing  the  speed-ups  derived  from  the  large  and  small  data 

sets  plotted  against  the  wmber  of  processors  used. 

In  this  experiment  we  learned  the  following: 

•  The  peak  speed-up  shown  in  this  application  due  to  pipe-line  parallelism  was  3.6.  This 
showed  that  although  the  length  of  the  pipe  was  three,  speed-up  was  greater  than  three 
because  of  the  concurrent  execution  of  rules  by  the  different  stages  of  the  pipe. 

•  The  peak  throughputs  measured  from  the  two  data  sets  were  not  significanUy  different. 
This  indicates  that  Poligon  was  able  to  achieve  an  almost  linear  increase  in  speed-up  as 
the  problem  size  of  the  data  set  increased,  an  important  result. 

•  The  peak  throughput  for  the  system  as  measured  from  the  larger  data  set  was  about 
340|is  per  signal  data  record.  Because  of  the  linear  increase  in  performance  with  data 
set  complexity  it  is  assumed  that  with  more  complex  problems  higher  performance 
could  be  achieved.  By  comparison  the  Elint  application,  when  coded  to  run  in  the  AGE 
blackboard  system  took  about  3.7  seconds  to  process  each  piece  of  signal  data. 

4.2.  Measurement  of  Poligon 's  Ability  to  Exploit  Large  Knowledge  Bases 

In  this  experiment  the  Poligon  system  was  tested  using  the  small  data  set  used  above.  The 
Poligon  framework  was  modified  so  that,  whenever  a  rule  was  invoked,  N  rules  would  be 
invoked,  rather  than  just  one.  N  - 1  of  these  rules  had  the  special  characteristic  that  they 
performed  almost  all  of  the  processing  required  except  for  any  blackboard  modifying  up¬ 
dates.  This  gave  a  measure  of  the  system  load  if  the  knowledge  base  was  N  times  larger, 
whilst  still  giving  the  right  behavior  for  this  application. 

The  results  from  this  experiment  are  shown  in  Figure  4. 
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Figure  4,  A  graph  showing  application  throughput  slow-down  plotted  against  the 

number  of  rules  being  fired for  each  rule-invoking  event. 

In  this  experiment,  if  the  system  were  able  to  exploit  parallelism  in  the-knowledge  base  to 
the  full,  one  would  expect  that  the  system  would  not  slow  down  at  all  as  new  knowledge 
was  added,  i.e.  the  line  shown  in  Figure  4  would  be  horizontal.  If,  on  the  other  hand,  the 
system  bogged  down  completely  as  more  knowledge  was  added  one  would  expect  that  the 
result  would  be  worse  than  linear  slow-down,  that  is  the  plot  would  appear  above  the 
"linear  slow-down"  line.  As  can  be  seen  easily  from  the  ^aph,  Poligon's  performpce 
was  better  than  linear.  In  order  to  perform  four  times  as  much  work  it  took  only  2.2  times 
as  long.  This  means  that,  as  long  as  there  are  sufficient  computational  resources,  the 
Poligon  system  delivers  good  performance  for  a  knowledge  base  whose  size  is  at  least  up 
to  four  times  that  of  the  Flint  application.  ^ 

4.3.  Measurement  of  the  Granularity  of  Poligon's  Rules 

In  this  experiment  some  of  the  internal  mechanisms  within  Poligon  were  timed  in  order  to 
get  some  empirical  measure  of  the  granularity  of  the  system. 

Within  a  blackboard  system  a  number  of  mechanisms  are  of  crucial  importance  to  the  per¬ 
formance  of  the  system.  Amongst  these  are  slot  reads,  slot  writes  and  rule  invocation.^ 

In  order  to  determine  the  costs  of  these  operations  they  were  performed  repeatedly  in  a 
manner  which  allowed  the  individual  costs  to  be  measured  with  some  precision. 

The  results  of  these  experiments  are  as  follows.  It  should  be  noted  that  all  of  these  results 
neglect  any  communication  overhead,  so  they  are  only  representative  for  local  operations. 

♦  Slot  reads  take  1.36  +  0.94/i  |is,  where  n  is  the  number  of  slots  being  read  at  once, 
Poligon  supports  a  form  of  multiple  slot  read  operation. 


lln  AGE,  the  Elint  knowledge  base  was  composed  of  about  twenty  knowledge  sources,  each  having  about 
three  rules. 

^Node  creation  is  another  important  aspect,  which  was  not  measured  in  this  experiment. 
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•  Slot  updates  take  18  +  53.7/1  ^is,  where  n  is  the  number  of  slots  being  written.  Poligon 
allows  arbitrary  user  code  to  be  executed  during  the  slot  update  operation,  so  this  is  a 
representative  figure  taken  from  the  Elint  application.  This  is  for  the  case  of  no  rules 
being  associated  with  the  slots  being  updated. 

•  The  overhead  cost  of  starting  up  a  rule's  execution  is  about  1ms  per  rule  invoked. 

A  substantial  part  of  the  time  taken  performing  these  operations  could  be  optimized  consid¬ 
erably.  For  instance,  a  figure  of  about  500|xs  for  rule  invocation  could  relatively  easily  be 
achieved  in  a  real  system  and  more  than  this  improvement  could  be  expected  for  a  system 
which  allowed  specialized  microcode  or  similar  efficiency  tuning.  This  shows  that  there  is 
a  lower  bound  to  the  granularity  that  the  user  can  expect  to  achieve.  For  computations  tak¬ 
ing  less  than  a  few  milliseconds  it  may  not  be  worth  starting  up  a  rule  to  perform  the  com¬ 
putation,  the  cost  of  parallel  execution  would  be  in  excess  of  the  serial  execution  time. 

5.  What  We  have  Learned 

We  have  learned  a  number  of  lessons  from  this  project,  some  of  which  were  counter  to  our 
intuitions. 

•  Our  intuition  told  us  that  programming  a  concurrent  blackboard  system  would  not  be 
too  hard  because  of  the  assumed  implicit  asynchrony  in  serial  blackboard  systems.  We 
found  this  not  to  be  the  case.  We  found  the  programming  task  to  be  difficult  and,  we 
believe,  a  reconceptualization  of  existing  problems  will  be  required  in  order  to  port 
them  for  efficient  parallel  execution.  The  difficulty  of  implementation  of  applications  is 
due  largely  to  the  divergence  of  implementations  of  serial  blackboard  systems  from  the 
pure  blackboard  model  in  order  to  make  implementation  and  programming  more  man¬ 
ageable  as  was  mentioned  in  Section  2  and  is  covered  more  thoroughly  in  [fece  88a]. 

•  We  found  that  the  Poligon  system  and  architecture  itself  performed  fairly  well.  Al¬ 
though  programming  the  system  was  not  trivial,  the  Poligon  system  provided  a  useful 
abstraction  model  that  allowed  the  development  of  an  application  in  a  blackboard-like 
manner  that  still  gave  the  correct  answers  and  acceptable  performance. 

•  We  had  thought  that  parallelism  in  the  knowledge  base  would  be  crucial  to  the  achieve¬ 
ment  of  high  performance.  In  the  applications  that  we  used,  knowledge  proved  to  be 
sparse  and  the  pipe-line  parallelism  that  resulted  from  it  delivered  only  a  factor  of  three 
in  speed-up.  The  small  amount  of  speed-up  from  pipe-line  parallelism  was  due  to  the 
short  length  of  the  pipes,  the  lack  of  applicable  knowledge  and  the  difficulty  in  balanc¬ 
ing  the  pipes.  Most  of  the  parallelism  seen  in  the  applications  implemented  in  the  Ad¬ 
vanced  Architectures  Project  was  derived  from  the  data,  not  the  code.  The  limit  to  the 
length  of  the  pipes  derived  from  the  application  was  not  one  that  resulted  from  the 
structure  of  the  problem  itself,  but  rather  came  from  the  fact  that  the  application  was 
reimplemented  for  Poligon  from  the  AGE  implementation,  not  reformulate. 

•  When  we  started  the  project  our  intuition  told  us  that  the  significantly  greater  cost  of 
communication  relative  to  computation  would  bias  the  programmer  in  favor  of  doing  as 
much  as  possible  locally  before  a  message  was  sent.  It  turned  out  that  doing  this  in¬ 
creased  the  granularity  of  the  system  and  restricted  parallelism.  We  found  that,  al¬ 
though  communication  is  expensive,  as  long  as  data  keeps  flowing  along  a  pipe  the 
price  that  is  payed  is  in  latency,  not  in  speed-up.  The  fact  that  processes  are  not  held  up 
by  communication  is  a  result  of  the  non-blocking  message  sending  ability  of  the  hard¬ 
ware.  Thus,  fine-grained  systems  are  likely  to  be  significant  for  achieving  good  per¬ 
formance  from  large  multiprocessors  but  the  increased  latency  due  to  distributing  the 
work  could  have  an  adverse  effect  on  real-time  performance. 

•  We  learned  that  simulation  of  multiprocessors  is  expensive.  A  number  of  projects  are 
interested  simply  in  the  difficulties  caused  by  the  asynchronous  behavior  of  concurrent 
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systems.  Such  projects  are  able  to  use  a  simple  model  for  their  implementations  on  ex¬ 
isting  hardware.  We,  on  the  other  hand,  wanted  to  measure  the  performance  of  our 
software  on  the  hardware  we  were  developing  precisely  in  order  to  refine  both  our 
hardware  and  software  designs.  This  is  computationally  a  very  expensive  task  and  has 
proved  to  be  a  major  limiting  factor  on  the  work  that  we  have  done.  Having  said  this, 
however,  it  should  be  noted  that  we  are  confident  that  we  have  achieved  better  results 
and  have  gained  deeper  insights  than  we  would  have  done  if  we  had  concentrated  on 
building  real  hardware. 

•  Resource  allocation  was  found  to  be  a  significant  factor  in  delivering  high  performance. 
The  fact  that  blackboard  nodes  are  often  very  long-lived  means  that  an  even  load  bal¬ 
ance  can  easily  be  disrupted  by  a  few  busy  nodes.  In  the  experiments  reported  here  the 
allocation  of  processes  to  processors  was  done  randomly.  Other  experiments  in  the 
Advanced  A^hitectures  project  have  shown  that,  compared  to  the  ideal,  perfect  load 

balanced  st  '.tv  ^  even  with  very  careful  site  allocation  the  Elint  application  lost  30%  in 
efficiency  anu  delivered  30%  less  speed-up  than  in  the  perfectly  load  balanced  case. 
This  could  not  be  recovered  through  the  use  of  more  processors  [Delagi  88]. 

6.  Conclusions 

In  this  paper  we  have  described  Poligon,  a  blackboard  framework  designed  to  operate  on 
distributed-memory  multiprocessors.  We  have  described  experiments  performed  on  it, 
shown  the  results  and  discussed  the  conclusions  that  can  be  drawn  from  them  and  men¬ 
tioned  some  lessons  that  were  learned  along  the  way. 

We  ijcve  shown  that  the  Poligon  system  can  deliver  a  speed-up  for  the  Elint  application  of 
nearly  twelve,  with  near  linear  speed-up  gain  with  increasing  problem  complexity.  We 
have  also  shown  significantly  better  than  linear  slow-down  as  a  result  of  increasing  knowl¬ 
edge  base  complexity.  We  are  confident,  therefore,  that  given  a  larger  problem  Poligon 
could  deliver  significantly  more  speed-up  than  this. 

From  our  work  we  can  conclude  that  data  parallelism  is  likely  to  be  the  most  important 
source  of  parallelism  in  the  foreseeable  future,  at  least  until  truly  huge  knowledge  bases  are 
developed.  This  requires  that  concurrent  problem-solving  systems  should  be  not  only  able 
to  exploit  data  parallelism  but  be  able  to  do  so  in  a  manner  which  allows  the  rapid  develop¬ 
ment,  easy  maintenance  and  modification  of  knowledge  bases  and  encourages  the  devel¬ 
opment  of  softwai-’  that  is  not  brittle  when  knowledge  is  added  or  removed  or  when  the 
system  meets  circumstances  that  were  not  anticipate!  by  the  programmer.  Poligon  is  a 
possible  first  step  in  this  direction. 
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Abstract 


The  Advanced  Architectures  Project  at  Stanford  University's  Knowledge  Systems 
Laboratory  seeks  to  gain  higher  performance  for  expert  system  applications  through  the 
design  of  new,  innovative  software  and  hardware  architectures.  This  research  is  concen¬ 
trating  particularly  on  the  use  of  parallel  machines  to  gain  speed-up  and  the  design  of  the. 
software  to  exploit  emergent  parallel  hardware  architectures.  The  project  is  described,  de¬ 
tailing  its  goals  and  the  work  performed  in  the  pursuance  of  those  goals.  A  brief  descrip¬ 
tion  is  given  of  each  of  the  components  of  the  project  and  a  complete  bibliography  is  given 
of  the  publications  produced  by  the  project. 

1 .  Introduction 

The  Advanced  Architectures  Project^  is  a  project  which  has  been  running  for  a  number  of 
years  at  Stanford  University's  Knowledge  Systems  Laboratory.  The  project  is  large  and 
has  a  number  of  components,  which  have  been  documented  at  length.  The  project  as  a 
whole  has  never  been  drawn  together  in  one  document,  so  the  purpose  of  this  paper  is  to 
describe  the  Architectures  project,  and  to  give  a  taste  of  the  individual  sub-projects,  which 
have  kept  us  so  busy  for  so  long.  A  large  number  of  publications  have  emerged  from  the 
project  so,  we  will  also  take  this  opportunity  of  giving  a  full  bibliography  of  the  work  we 
have  done  so  that  the  interested  reader  can  follow  up  on  any  intriguing  topics. 

The  AAP  straddles  a  number  of  areas  of  research  and  because  of  this  does  not  fall  easily 
into  the  sphere  of  interest  of  any  one  camp.  A  certain  amount  of  work  has  been  done  on 
the  parallelizing  of  expert  systems,  most  notably  by  Gupta  [Gupta  86].  Similarly,  there  are 
machines  on  the  market  that  are  similar  in  some  respects  to  the  machines  that  we  have  been 
designing,  most  notably  the  Ametek  machine.  This  paper  does  not  in  any  significant  way 
relate  the  work  on  the  AAP  to  other  work  in  these  fields.  This  is  done  copiously  in  the  pa¬ 
pers  cited  below.  The  reader  should  keep  in  mind,  however,  that  there  have  not  been,  to 
the  best  of  our  knowledge,  any  projects  comparable  to  the  AAP  and  so  it  is  often  very  hard 
to  find  a  reasonable  point  of  comparison.  For  instance,  considerable  effort  is  being  spent 
on  concurrent  image  recognition  on  massively  parallel  machines  such  as  the  Connection 
Machine™.^ 

At  this  point  we  should  make  a  brief  disclaimer.  The  subject  matter  for  the  Advanced 
Architectures  project  is  complex  and  not  in  the  main  steam  of  experience  of  the  AI  com¬ 
munity.  We  are  concerned  lest  the  conclusions  we  have  drawn  from  our  work  should  be 
misinterpreted,  trivialized  or  over  generalized.  It  is  not  realistic  to  try  to  do  justice  to  the 
full  lessons  that  can  be  learned  from  our  extensive  quantitative  experiments  in  an  article  as 
short  as  this.  For  this  reason  we  do  not  attempt  to  draw  any  great  conclusions  here.  The 
reader  is  strongly  encouraged  to  read  any  of  the  fifth  odd  papers  that  are  cited  herein  so  as 
to  gain  a  deeper  understanding  of  our  work  and  the  lessons  we  have  learned.  All  of  these 
publications  are  available  from  the  KSL  and  many  are  also  published  in  other  fora.  The 
reader  is,  therefore,  encouraged  to  treat  this  more  as  a  concept  or  research  in  progress  paper 
than  as  one  that  has  scientific  goals. 


^Thc  I  .eject's  real  name  is  in  fact  "Expert  Systems  on  Multi-processor  Architectures",  but  all  of  the  project 
members  have  always  felt  more  comfortable  calling  it  either  the  "Advanced  Architectures"  or  the 
"Architectures"  project,  for  short.  This  seems  to  capture  better  the  fact  that  new  architectures  for  both 
hardware  and  software  will  be  needed  in  order  to  meet  the  project's  goals. 

^Connection  Machine  is  a  trade  mark  of  Thinking  Machines  Corp. 
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1.1.  Project  Goals 


The  project's  primary  goal  is  to  find  ways  to  increase  the  performance  of  expert  systems 
through  the  use  of  the  new,  emergent,  parallel  hardware  designs. 

The  number  of  possible  implementation  strategies  for  such  a  project  is  huge.  One  has  only 
to  look  at  the  large  number  of  different  hardware  designs  that  are  emerging  and  at  the  num¬ 
ber  of  different  problem-solving  methods  to  see  how  combinatorial  the  problem  would  be  if 
we  endeavored  to  investigate  all  of  the  reasonable  and  plausible  combinations  of  architec¬ 
tures.  It  was  decided,  therefore,  that  we  could  learn  a  great  deaLsimply  from  making  a 
commitment  to  one,  or  at  least  a  small  number  of  different  options  at  each  point  in  the  sys¬ 
tem's  make-up.  We  thus  decided  to  take  a  "vertical  slice"  through  the  space  of  possible 
solutions.  Clearly  we  did  not  intend  to  investigate  any  options  that  seemed  non-useful,  so 
we  knew  from  the  outset  that,  although  we  could  not  prove  that  we  had  the  best  design  to 
meet  our  goals,  our  design  would  nevertheless  be  at  least  a  plausible  architecture  for  a  fu¬ 
ture  computational  environment. 

We  viewed  the  task  of  implementing  concurrent  expert  systems  as  being  one  which  was 
split  into  a  number  of  implementation  layers.  If  we  could  achieve  speed-up  at  each  one  of 
these  layers,  then  we  could  hope  for  a  substantial  overall  performance  improvement  com¬ 
pared  to  existing  AI  systems.  Our  model  of  the  layers  into  which  the  project  could  be  split 
is  shown  in  Figure  1. 


Applications 


I 

Problem-Solving  Frameworks 


Knowledge  Retrieval 


Resource  Management 


Programming  Languages 


Operating  Systems 


Hardware 


Figure  1.  The  layers  of  system  implementation  through  which  we  hoped  to 
achieve  computational  speed-up  in  the  Architectures  Project. 

It  was  originally  anticipated  that  the  needs  of  the  apulications  would  drive  the  development 
of  the  problem-solving  frameworks  and  so  on  dowi,  through  the  implementation  hierarchy 
shown  in  Figure  1  until  eventually  the  hardware  would  be  designed  under  the  constraints 
passed  down  from  above.  In  practice,  however,  this  did  not  happen.  Because  of  the  diffi¬ 
culty  of  finding  and  mounting  an  application  suitable  to  our  needs  and  the  early  availability 
of  personnel  interested  in  the  hardware  design  aspect,  the  hardware  design  went  ahead 
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more  rapidly  than  the  other  layers.  This  resulted  in  our  designs  beihg.more  hardw^e 
driven  than  application  driven.  This  is  not  necessarily  a  bad  thing,  since  an  entirely  top- 
down  design  process  could  easily  have  resulted  in  low-levei  system  requirements  which 
were  not  implementable. 

As  well  as  the  thmst  of  the  project  coming  from  the  bottom  rather  than  the  top,  the  levels  of 
abstraction  actually  impleihented  differed  significantly  from  those  shown  in  Figure  1. 
Figure  2  gives  a  more  realistic  representation  of  what  we  actually  did,  as  opposed  to  what 
we  intended  to  do. 


Applications 


Problem-Solving  Frameworks 


Resource  Management 


Programming  Languages 


Hardware 


Figure  2.  The  layers  that  have  actually  been  tackled  in  the  Architectures  project. 

Resource  Management  is  shown  in  small  type  because  it  is  a  recent  addition  and  most  of 
our  work  has  been  done  without  the  help  of  this  layer. 

The  Knowledge  Systems  Laboratory  has  considerably  more  expertise  in  software,  than  in 
hardware  department.  We  decided  early  on  not  to  build  any  Wdware  -  there  are  many 
other  research  groups  that  could  do  this  better  than  we.  We  decided,  therefore,  to  simulate 
our  hardware.  This  would  allow  us  to  modify  our  software  and  hardware  designs  easily 
and  allow  us  to  extract  the  maximum  insight  with  the  minimum  effort. 

The  rest  of  this  paper  is  split  into  sections  which  reflect  the  major  layers  shown  in  Figure  2. 
In  each  of  these  sections  the  work  of  the  relevant  sub-projects  will  be  discussed.  Because 
of  the  bottom-up  thrust  of  the  project  the  project's  components  will  be  discusse-d  in  a  bot¬ 
tom-up  order.  This  will  also  reduce  the  number  of  forward  references  made,  since  discus¬ 
sion  of  the  higher  layers  will  inevitably  have  to  refer  to  the  substrates  on.  which  they  are 
implemented. 

1.2.  Personnel 

This  project  has  employed  a  large  number  of  people  over  the  years  and  it  seems  appropriate 
to  name  them  all  here,  since  otherwise  they  might  only  appear  as  authors  referenced  in  the 
bibliography. 

Ed  Feigenbaum,  Bob  Engelmore,  Penny  Nii,  Bruce  Delagi,  Harold  Brown,  Hiroshi 
Okuno,  John  Delaney,  Byron  Davies,  Hirotoshi  Maegawa,  Nelleke  Aiello,  James  Rice, 
Nakul  Saraiya,  Sayuri  Nishimura,  Eric  Schoen,  Greg  Byrd,  Max  Hailperin,  Russel 
Nakano,  Masafumi  Minami,  Chris  Rogers,  Alan  Noble,  Jean-Christophe  Bandini,  Manu 
Thapar,  Pandu  Nayak,  Jerry  Yan  and  Sam  Hahn. 
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2 .  Hardware 


As  was  mentioned  above,  hardware  design  led  the  way  in  the  Architwtures  project.  In  this 
section  we  discuss  a  little  bit  of  the  motivation  for  Ae  hardware  designs  and  briefly  de¬ 
scribe  both  the  current  generation  of  hardware  designs  on  which  we  are.  working  and  the 
simulator  we  are  using. 

2.1.  Simple  and  Helios 


Figure  3.  The  Simple  system  provides  a  toolkit  from  which  to  build  circuits  to 
be  simulated,  a  collection  of  probes  to  connect  to  the  circuit  and  a  set  of  instruments  to 

connect  to  the  probes. 

The  hub  of  all  of  the  work  done  on  the  Architectures  Project  has  been  the  circuit  simulator, 
upon  which  everything  else  is  built.  This  simulator  is  called  Simple.  It  is  an  event-driven 
simulator,  designed  to  allow  the  user  to  design  and  specialize  digital  circuits  in  a  simple  and 
modular  way,  using  a  circuit  design  tool  called  Helios.  A  sophisticated  set  of  instrument 
tools  allow  the  user  to  design  and  specialize  simulated  probes  which  can  be  connected  to 
die  circuit  while  it  is  running.  This  allows  the  connection  of  a  number  of  instruments  to  the 
probes  that  permit  the  user  to  see  the  behavior  of  the  circuit  as  it  operates  without  interfer¬ 
ing  with  the  behavior  of  the  system.  We  like  to  view  this  model  as  one  of  a  laboratory 
workbench  equipped  with  collections  of  instniinents,  probes  and  circuit  building  compo- 
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nents  from  which  the  user  can  build  systems  and  on  which  the  user  can  perform  quantita¬ 
tive  experiments  (see  Figure  3).  More  information  on  this  topic  can  be  found  in  [Delagi 
86b]  and  [Delagi  87]. 

It  was  found  early  on  that  simulations  of  the  sort  we  wanted  to  do  would  be  computation¬ 
ally  very  expensive.  An  attempt  was  made,  therefore,  to  par^lelize  the  simulator  itself  in 
an  attempt  to  bring  down  the  times  taken  for  the  simulations,  which  often  exceeded  one  day 
in  duration.  This  resulted  in  AIDE,  a  distributed  version  of  Simple  [Saraiya  86]. 
Unfortunately,  we  were  unable  to  achieve  any  speed-up  at  all  for  our  simulations,  largely 
because  of  the  communication  bandwidth  and  latency  associated  with  communicating  be¬ 
tween  the  multiple  Symbolics  machines  we  were  using  via  an  Ethernet  and  because  the 
simulator,  being  event-driven  required  frequent  synchronization  on  the  event  queue,  which 
serialized  the  processing. 

2.2.  CARE 

The  Simple  simulator  mentioned  above  was  used  to  design  and  build  what  we  refer  to  as 

the  CARE^  machine  and  simulation  system  [Delagi  88a]  (see  Figure  4).  The  CARE  ma¬ 
chine  is  that  simulated  machine  on  which  all  of  the  experiments  mention^  below  have  been 
performed.  The  machine's  design  has  a  few  key  features  which  are  worthy  of  note: 

•  Dynamic  cut-through  routing,  in  order  to  optimize  network  throughput  [Byrd  87c]. 

•  Toroidal  topology  [Byrd  87b]. 

•  Non-blocking  message  sending,  so  as  to  encourage  pipe-line  processing. 

•  Communications  network  with  alternative  paths  between  points,  so  as  to  reduce 
communications  problems  due  to  busy  communication  paths. 

•  A  separate  communications  controller,  in  order  to  support  operating  system  func¬ 
tions  and  to  implement  the  non-blocking  send  functionality  , mentioned  above. 

The  work  on  the  CARE  sub-project  has  focussed  mainly  on  the  design  of  inter-processor 
communication  networks,  as  is  appropriate.  This  has  meant  that  we  have  been  able  to  ig¬ 
nore  the  instruction  level  behavior  of  the  processors  themselves.  The  application  programs 
that  we  run  are  merely  timed  as  they  run  between  the  points  at  which  code  fragments  cause 
communication  between  processors.  Being  able  to  avoid  doing  register  level  simulation  of 
the  processors  themselves  has  allowed  us  to  execute  much  more  complex  and  realistic  pro¬ 
grams  on  our  simulated  machines.  We  have  therefore  traded  accuracv  in  our  processor 
simulation  -  assuming  that  the  processing  elements  will  behave  much  like  existing  Lisp 
Machine  processors  -  in  favor  of  greater  realism  in  terms  of  the  system's  performance  un¬ 
der  the  load  of  real  programs. 

A  number  of  aspects  of  system  design  have  not  been  addressed  in  detail  and  the  simulations 
do  not  take  these  into  account.  Most  significant  among  these,  perhaps  are  the  fact  that 
memory  usage,  code  distribution  and  garbage  collection  are  not  simulated. 

The  CARE/S  imple  simulator  system  is  perhaps  the  most  valuable  tangible  product  of  the 
Architectures  project.  It  is  now  being  used  in  a  number  of  research  departments,  both  cor¬ 
porate  and  academic,  outside  Stanford.  Like  all  Architectures  Project  software,  it  is  in  the 
public  domain.  CARE/Simple  will  soon  be  available  running  under  Common  Lirp,  CLUE 
and  XI 1  on  a  number  of  different  platforms. 


^The  expansion  for  this  acronym  seems  lo  have  been  lost  somewhere  in  the  wash.  We  think  that  it  has 
something  to  do  with  the  words  Concurrent  and  Array. 
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CARE  EXAMINER:  EVALUATOR  QUEUE  LOAD 

Jc^VMf  AtV/M^V  Ifr/Hitf 


Figure  4.  An  example  piece  of  instrumentation  from  the  CARE  system.  This 
one  shows  the  lengths  of  the  task  queues  on  the  different  processors  plotted  against  time, 

3.  Operating  Systems  and  Languages 

A  considerable  amount  of  effort  has  been  spent  on  the  project  in  working  at  the  operating 
system  level  of  abstraction.  Curiously,  we  have  written  no  operating  systems.  The  CARE 
machine  itself  features  a  dual  processor  for  each  processing  element.  This  allows  much  of 
the  work  of  the  operating  system,  particularly  inter-processor  communication,  to  be  done 
by  a  dedicated  processor  in  parallel  with  the  execution  of  user  code.  The  behavior  of  this 
communication  processor  is  coded  directly  into  the  simulated  hardware. 

Amongst  the  work  that  has  been  done  in  this  area  has  been  work  on  concurrent  object-ori¬ 
ented  systems,  concurrent  Lisp  dialects,  programming  models  and  resource  allocation. 

3.1.  CAREL 

CAREL  [Davies  86]  was  one  of  the  first  programs  written  to  run  on  the  CARE  simulated 
machine.  It  was  an  early  attempt  to  find  a  Lisp  language  interface  to  the  distributed-mem¬ 
ory  hardware  provided  by  CARE.  It  took  as  its  basis  Scheme  [Abelson  83]  and  QLisp 
[Gabriel  84]  and  included  primitives  to  allow  remote  function  calls  and  remote  consing.  It 
was  quickly  found  that,  because  of  the  cost  of  process  creation,  it  was  desirable  to  make 
the  best  use  of  any  processes  that  were  spawned.  There  was  therefore  a  need  to  store  ap¬ 
plication  dependent  data  in  non-ephemeral  spawned  processes.  State  of  this  type  was  im¬ 
plemented  in  CAREL  as  writable  closure  variables.  These  process  closures  could  be  used 
as  elements  in  pipe-line  computations  or  to  represent  mutable  communicating  program  ob¬ 
jects,  for  instance  to  represent  real-world  objects  with  state.  State,  as  encapsulated  in  com¬ 
municating  objects,  and  the  idea  of  pipe-line  parallelism  have  been  pivotal  in  the  design  of 
the  other  systems  developed  on  the  Architectures  project. 
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The  CAREL  project  was  used  mostly  as  a  feasibility  study  and  was  soon  discontinued. 

3.2.  CAOS 

The  first  implementation  of  the  Elint  application,  described  further  in  Section  5.1,  was 
made  without  the  benefit  of  any  problem-solving  framework.  It  was  anticipated  that  the 
application  could  be  easily  mounted  almost  directly  on  the  CARE  machine  and  some  exper¬ 
iments  could  be  run  quickly,  which  would  allow  us  to  leam  some  important  lessons  early 
in  the  project. 

In  order  to  mount  the  application,  a  distributed  object-oriented  system  was  implemented. 
This  was  done  because  the  CARE  systeni  did  not,  at  the  time,  come  with  its  own 
"preferred"  object  system.  The  system  that  was  implemented  was  called  CAOS  [Schoen 
86],  a  Concurrent  Asynchronous  Object-oriented  System.  It  was  implemented  using  the 
Flavors  system  supported  by  the  Lisp  machines  used  by  the  project.  It  had  a  number  of 
key  features; 

•  Each  CAOS  object  was  potentially  a  multiprocess  object,  though  executing  on  a 
single  processor,  having  at  least  one  stack  group  associated  with  each  CAOS  ob¬ 
ject. 

•  CAOS  objects  were  intentionally  large  grained.  This  was  because  it  was  anticipated 
that  the  communications  network  would  be  the  resource  most  competed  for,  thus 
encouraging  the  programmer  to  perform  a  lot  of  computation  in  order  to  reduce  the 
number  or  size  of  messages  sent. 

•  Message-passing  was  used  as  the  metaphor  for  communication  in  the  language  ex¬ 
tensions  provided  by  CAOS. 

•  A  large  number  of  different  message  sending  primitives  were  defined,  including 
non-blocking  sends  that  did  not  require  a  reply  from  the  target  of  the  message, 
sends  that  renimed  futures  to  the  values  returned  by  the  targets  and  send  operations 
which  blocked  immediately  in  order  to  wait  for  a  reply  from  their  targets. 

The  CAOS  system  proved  to  be  too  expensive  to  use  for  our  future  experiments.  Contrary 
to  our  intuition,  the  communications  network  proved  to  be  the  least  loaded  of  the  CARE 
machine's  resources  during  our  experiments  on  CAOS.  The  computational  expense  of 
supporting  its  complex  object  model  caused  the  granularity  of  the  resultant  computations  to 
be  too  large. 

3.3.  LAMINA 

Lamina  [Delagi  86a]  is  the  object  system  that  w'as  designed  after  the  lessons  were  learned 
from  the  CAOS  experiments.  It  was  originally  intended  to  provide  a  very  small,  light¬ 
weight  layer  on  top  of  the  CARE  machine  so  that  distributed  object-oriented  programs 
could  be  implemented  efficiently.  A  significant  part  of  the  motivation  for  the  design  of 
Lamina  was  the  desire  to  reduce  the  overhead  suffered  by  the  CAOS  system  in  terms  of  as¬ 
sociating  large  stack  groups  with  each  of  the  CAOS  objects.  Lamina  introduced  the  idea  of 
objects  with  restartable,  rather  than  resumable  code  segments,  which  do  not  require  stacks 
to  preserve  their  state  when  they  are  not  running.  Since  its  first  appearance  Lamina  has 
been  developed  extensively  and,  although  still  small  and  light-weight  it  now  provides  a 
platform  for  the  development  of  computational  models  for  functional  and  shared-variable  as 
well  as  object-oriented  programming. 

Lamina  has  been  used  to  implement  a  number  of  programs,  both  for  direct  implementations 
of  the  two  real-time  expert  systems  being  investigated  (see  Section  5),  AirTrac  and  Elint, 
and  also  a  number  of  numerical  programs.  Lamina  is  now  the  preferred  core  programming 
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system  for  the  CARE  machine  and  applications  in  Lamina  have  consistently  shown  the 
highest  performance  of  all  programs  running  on  the  CARE  machine. 

3.4.  Inter-Processor  and  Inter-Process  Communication 

A  considerable  amount  of  work  has  been  performed  on  the  investigation  of  different  mech¬ 
anisms  for  inter-processor  and  inter-process  communication.  For  distributed-memory  ma¬ 
chines  we  believe  that  the  efficient  dstribution  of  work  for  large  applications  is  crucially 
linked  to  the  efficient  implementation  of  multicast  communication  [Byrd  87a],  [Byrd  88b]. 
Although  the  principal  thrust  of  the  project  has  been  towards  the  development  of  dis¬ 
tributed-memory  hardware,  the  fact  that  the  CARE  simulator  can  also  simulate  shared- 
memoiy  machines  has  allowed  the  investigation  of  the  relative  performance  of  these  two 
distinct  classes  of  machines  and  the  relative  performance  and  appropriateness  of  shared- 
variable  and  message-passing/object-oriented  programming  models  [Byrd  88a].  Current 
work  is  focussing  on  the  design  of  hardware  that  might  provide  efficient  support  for  both 
the  shared-variable  and  the  message-passing  programming  models  [Byrd  89]. 

3.5.  Load-Balancing 


We  have  started  to  examine  load-balancing  problems  (see  Figure  5)  within  the  context  of 
the  AAP  "vertical  slice."  [Hailperin  88]  In  particular,  this  work  is  focusing  on  a  load-bal¬ 
ancing  method  intended  to  migrate  Lamina  objects  in  large  (thousands  of  processing  ele¬ 
ments)  CARE  multicomputers  in  order  to  improve  the  performance  of  soft-real-time  signal- 
interpretation  systems  such  as  Elint  and  AirTrac  (see  Section  5). 

Without  load  balancing,  only  a  lightly-loaded  multicomputer,  which  has  cause  to  create 
processes  dynamically,  can  in  general  achieve  real-time  performance.  The  focus  of  the 
work  is  on  how  to  achieve  global  load  balancing,  which  would  be  an  attractive  solution  to 
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this  problem,  as  it  would  allow  the  effective  use  of  massively-parallel  ensemble  architec¬ 
tures  for  larger  soft-real-time  problems. 

The  challenge  is  to  replace  quick  global  communication,  which  is  impractical  in  a  mas¬ 
sively-parallel  system,  with  statistical  techniques.  In  this  vein,  a  novel  approach  to  decen¬ 
tralized  load  balancing  is  being  investigated  based  on  statistic^  time-series  analysis.  Each 
processing  element  estimates  the  system-wide  average  load  using  information  about  past 
loads  of  individual  sites  and  attempts  to  equal  that  average.  This  estimation  process  is 
practical  because  the  soft-real-time  systems  in  which  we  are  interested  naturally  exhibit 
loads  that  are  periodic,  in  a  statistical  sense  akin  to  seasonality  in  econometrics. 

A  load-balancing  system  for  Lamina/CARE  has  been  designed  using  this  load-characteriza¬ 
tion  technique,  and  its  implementation  and  experimentation  with  it  in  the  context  of  the 
ELINT  and  AIRTRAC  applications  have  begun. 

3.6.  Concurrent  and  High  Performance  Lisp 

In  an  attempt  to  understand  the  behavior  of  the  Lisp  language  on  shared  memory  machines, 
work  was  done  on  the  QLisp  system  [Okuno  87b].  Although  this  work  was  not  used  di¬ 
rectly  by  other  parts  of  the  architectures  project,  it  investigated  some  of  the  constraints  on 
parallelizing  production  systems  by  studying  the  OPS5  language. 

In  the  search  for  higher  performance  symbolic  computation,  work  was  also  done  on  the 
development  of  high-performance  Lisp  interpreters  [Okuno  87a].  This  work  was  also  not 
used  directly  on  the  Architectures  Project,  since  all  of  the  code  we  use  in  our  experiments 
has  been  compiled. 

4.  Problem-Solving  Frameworks 

One  of  the  key  layers  in  the  strategy  of  the  Architectures  project  was  that  of  problem-solv¬ 
ing  frameworks.  Faced  with  a  large  number  of  different  problem-solving  models  the  pro¬ 
ject  committed  itself  at  an  early  point  to  the  Blackboard  problem-solving  model  [Engelmore 
88].  This  was  not  an  entirely  arbitrary  choice.  The  blackboard  metaphor  had  already  been 
applied  successfully  in  the  area  of  real-time  signal  processing  [Nii  82],  the  selected  problem 
domain  for  the  AAP.  It  was  also  anticipated  that  the  blackboard  metaphor  would  help  us  to 
extract  parallelism  from  the  application  in  the  way  that  the  problems  were  formulated  be¬ 
cause  the  metaphor  has  a  model  of  asynchrony  built  into  it.  For  reasons  detailed  in  [Rice 
88a]  the  blackboard  model  turned  out  not  to  be  as  parallel  as  we  might  have  hoped,  but  we 
still  know  of  no  better  one  for  concurrent  execution. 

The  development  of  problem-solving  frameworks  took  two  distinct  courses.  First  was  the 
development  of  a  fairly  conservative,  concurrent  implementation  of  an  existing  blackboard 
system  to  run  on  existing  shared-memory  machines.  This  was  the  Cage  system  described 
in  Section  4.1.  The  second  prong  of  the  attack  was  to  rethink  that  blackboard  metaphor 
from  scratch  in  the  hope  of  achieving  really  high  performance  on  distributed-memory  mul¬ 
tiprocessors,  such  as  the  CARE  machine.  This  resulted  in  the  Poligon  system  described  in 
Section  4.2. 

Three  generations  of  papers  have  been  produced  describing  the  strategy  of  the  Architectures 
project,  the  Cage  and  Poligon  systems  as  they  evolved,  and  the  experimental  results  pro¬ 
duced  by  these  systems  [Nii  86],  [Nii  88a]  and  [Nii  88b]. 
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4.1.  Cage 


Cage  (Concurrent  AGE)  [Aiello  86]  is  a  reimplementation  of  the  AGE  [Nii  79]  blackboard 
system  also  developed  at  the  Heuristic  Programming  Project  at  Stanford.  The  central  idea 
behind  Cage  is  that  the  blackboard  model  provides  a  certain  amount  of  parallelism  by  its 
very  nature.  It  should  therefore  be  possible  to  exploit  this  parallelism  vt'ithout  any  major 
redesign  or  rethink  for  the  problem-solving  model.  Cage  is,  therefore,  an  implementation, 
which  is  designed  to  allow  the  concurrent  execution  of  a  blackboard  system  through  the 
concurrent  execution  of  the  knowledge  sources  and  rules  in  the  application  (see  Figure  6), 


Figure  6.  The  Cage  Architecture.  Update  events  are  perceived  by  the  scheduling 

component  and  collected  in  a  global  event  queue.  The  scheduler  selects  the  knowledge 
sources  that  are  interested  in  any  given  event  and  can  execute  them  in  parallel.  These 
knowledge  sources  in  turn  inspect  the  blackboard  and  perform  updates  that  are  seen  by  the 

scheduler. 

At  the  outset  it  was  not  known  how  difficult  it  would  be  to  program  such  a  system  and  how 
much  performance  could  be  expected,  but  it  was  thought  that  such  an  architecture  might 
well  be  suitable  for  the  current  generation  of  multiprocessors,  which  mostly  have  a  shared- 
memory  design.  Blackboard  systems  are  typically  implemented  using  a  central,  shared 
database  to  represent  the  blackboard.  The  match  between  the  shared  blackboard  and  the 
shared  memory  resource  seemed  to  be  worth  investigating. 

The  Cage  system  was  implemented  first  on  a  simple  emulator,  which  emulated  the  func¬ 
tionality  of  a  QLisp  implementation  without  paying  the  costs  of  detailed  simulation.  It  was 
later  ported  to  run  on  the  CARE  simulator,  using  an  implementation  of  the  QLisp  language 
built  on  top  of  the  Lamina  shared-variable  programming  interface  [Saraiya  88]. 

The  Elint  application,  described  in  Section  5.1  was  mounted  on  the  Cage  system  and  exper¬ 
iments  were  performed  on  it.  These  are  detailed  in  [Aiello  88]  and  [Rice  89a].  The  Cige 
system  has  shown  that  blackboard  programs  can,  indeed,  be  run  in  parallel  in  a  relatively 
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simplistic  manner.  The  performance  of  Cage,  however,  is  restricted  by  a  number  of  factors 
[Nii  88b]: 

•  its  implementation,  which  was  not  highly  tuned; 

•  its  architecture,  which  exhibits  significant  contention  for  global  shared  resources 
such  as  the  event  queue; 

•  the  QLisp  substrate,  on  which  it  is  built,  and 

•  the  shared-memory  hardware  upon  which  it  runs. 

Thus,  although  the  Cage  architecture  is  a  viable  architecture  for  existing  shared-memoiy 
hardware  systems,  because  of  the  close  link  between  the  Cage  programming  model  and  its 
underlying  hardware,  we  do  not  anticipate  that  future  concurrent  expert  system  tools  will  be 
built  much  like  Cage.  We  believe  that  the  trend  of  multiprocessor  design  is  broadly  away 
from  shared-memory  machines  and  towards  distributed-memory  designs  because  of  their 
greater  ability  to  scale.  Software  design  is  likely  to  track  this  trend, 

4.2.  Poligon 

The  expectation  that  the  next  generation  of  multiprocessors,  for  reasons  of  simplicity,  per¬ 
formance  and  cost,  are  likely  to  be  distributed  memory  machines  required  a  rethink  of  the 
blackboard  model  before  it  could  be  mounted  on  such  a  machine,  in  a  manner  likely  to  de¬ 
liver  good  performance.  Poligon  [Rice  86a]  and  [Rice  86b]  was  developed  in  an  attempt  to 
address  these  needs,  Poligon  took  the  view  that  processors  were  going  to  be  cheap  and 
plentiful  and  thus  that  if  necessary  it  was  quite  acceptable  to  allocate  one  processor  or  more 
to  each  node  on  the  blackboard. 

First  the  serializing,  centralized  control  mechanism  of  conventional  blackboard  systems 
was  discarded.  Distributing  the  nodes  of  the  blackboard  over  the  processor  network  al¬ 
lowed  the  knowledge  base  to  be  spread  over  the  blackboard  as  well,  so  as  to  eliminate  any 
performance  bottleneck  due  to  the  communication  costs  between  the  knowledge  base  and 
the  blackboard.  The  simplest  available  rule  invocation  mechanism  was  selected,  so  as  to 
maximize  performance;  rules  were  directly  attached  to  slots  of  the  nodes  on  the  blackboard. 
A  modification  to  a  slot,  to  which  a  rule  was  attached,  resulted  in  that  rule  being  invoked. 
Rule  invocations  were  spun  off  into  different  processes  on  different  processors  for  execu¬ 
tion,  thus  minimizing  the  length  of  the  critical  sections  on  the  processors  holding  black¬ 
board  nodes  and  allowing  multiple,  simultaneous  rule  invocations  for  the  same  modified 
blackboard  object  (see  Figure  7). 

In  practice,  these  mechanisms  did  indeed  result  in  good  performance,  but  they  also  resulted 
in  significant  problems.  Lots  of  uncontrolled  asynchronous  processes  all  reading  and 
writing  things  in  a  shared  database  are  bound  to  cause  problems  when  it  comes  to  getting  a 
coherent  or  correct  answer.  Extra  mechanisms  had  to  be  implemented,  which  allowed  the 
blackboard  nodes  to  have  "goals"  and  the  ability  to  evaluate  their  own  performance  with  re¬ 
spect  to  the  overall  goal  of  the  system.  This  allowed  the  blackboard  nodes  to  have  the  final 
decision  about  whether  to  perform  any  modification  operation  attempted  by  a  rule.  The  re¬ 
sult  was  a  sort  of  distributed  hill-climbing  behavior.  Nodes  iterated  towards  a  good  solu¬ 
tion. 
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Figure?.  The  Poligon  Architecture.  Updates  on  the  blackboard  are  observed  by 

rules  which  watch  specific  slots  of  blackboard  nodes.  These  rules  can fire  in  parallel  caus¬ 
ing  further  updates  to  the  same  or  other  nodes.  This flow  of  updates from  one  iu>de  to 
another  implicitly  forms  pipes,  which  increase  the  parallelism  realizable  by  the  system. 

These  mechanisms  did  not  come  without  associated  costs  in  terms  of  granularity.  Although 
the  Poligon  system  delivers  very  high  performance  when  compared  to  other  blackboard 
systems  such  as  AGE,  it  nevertheless  significantly  lacks  the  performance  provided  by  an 
application  ^vritten  directly  in  Lamina.  Poligon,  therefore,  provides  a  fairly  general  concur¬ 
rent  implementation  of  the  blackboard  problem-solving  model  with  all  of  the  advantages  of 
abstraction  and  modularity  that  this  confers.  It  does  so,  however  at  a  price.  A  detail^  de¬ 
scription  of  Poligon's  design  and  implementation  can  be  found  in  [I^ce  89b],  which  also 
describes  a  number  of  means  by  which  the  performance  of  Poligon  could  be  improved  by 
superior  compilation  if  it  were  to  be  turned  into  a  production  quality  system. 

The  Elint  application,  described  in  Section  5.1,  was  implemented  in  the  Cage,  Poligo;  and 
Lamina  systems.  The  results  of  these  experiments  are  reported  in  [Rice  88b],  [Rije  )a] 
and  [Nii  88b].  Another  application  called  ParAble,  implemented  using  the  Poligon  aame- 
work,  is  described  in  Section  5.3. 

5.  Applications 

As  was  mentioned  in  the  introduction  we  expected  at  the  outset  that  the  project  would  I'e 
application  driven.  In  the  search  for  an  application  domain,  which  would  need  significani 
speed-up  in  order  for  expert  systems  to  be  fielded,  and  yet  held  a  certain  obvious  potentia’. 
for  concurrent  execution,  we  picked  on  the  field  of  real-time  signal  understanding. 
Existing  blackboard  systems,  such  as  HASP/SIAP  [Nii  82]  and  Tricero  [Williams  84]  had 
shown  both  that  the  blackboard  problem-solving  model  was  appropriate  for  this  domain 
a^’d  that  the  performance  deliverable  using  the  existing  blackboard  tools  was  entirely  inade¬ 
quate  to  field  such  systems. 
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Whai  we  needed,  ibeicfoic,  was  a  problem  which  was  complex  enough  to  give  us  a  rea¬ 
sonable  model  of  a  real  system,  and  yet  simple  enough  that  we  would  not  ^nd  too  much 
effon  on  the  mechanics  of  its  implementation.  Coniraiy  to  our  (Hi^nal  intentions  of  being 
application  dn»en,  the  unavailability  of  a  satisfactoiy  application  at  the  stait  of  the  project 
caused  the  project  to  become  somewhat  more  haidware  driven  than  expected.  It  was 
eventuall)  decked  that  we  would  focus  on  a  problem  called  Elint,  a  system  for  the  under- 
sanding  of  passive  radar  signals.  This  application  is  described  in  Section  5.1 

After  a  fair  bit  of  experimentation  it  was  determined  that  our  abilitv'  to  exploit  parallelism 
was  being  constraint  bj  the  problem  we  were  using  -  it  v/as  not  sufficiently  complex.  In 
the  search  for  a  more  knowledge  rich  and  computationally  intensive  application  we  devel¬ 
oped  the  AirTrac  application.  This  is  described  in  Section  5.2. 

Work  has  also  been  done  in  areas  other  than  that  of  real-time  signal  understanding; 
ParAble,  a  s>stem  for  fault  finding  in  panicle  accelerator  beam  lines  has  been  developt 
using  the  Poligon  fiameworl..  This  is  described  in  Section  5.3.  A  number  of  numerical  or 
semi-numeried  programs  have  also  been  developed  during  our  more  hardv/are -related  ex¬ 
periments.  These  are  mentioned  in  Section  5.4. 

5-1-  Elint 

C  Blackboard  node^ 


Figure  8.  The  Elint  Application.  Sensor  data  is  abstracted  into  hypothetical  radar 

emitters,  which  are  tracked  as  clusters  of  emitters. 

Elint  is  a  soft  real-time  s>stem  for  the  interpretation  of  passive  radar  signals.  Data  are  col¬ 
lected  from  a  number  of  receiving  stations  and  are  integrated  so  as  to  allow  the  system  to 
tiack  radar  emitting  aircraft  as  they  pass  through  the  monitored  airspace.  The  data  are  ab¬ 
stracted  into  hypothetical  radar  emitting  platforms.  These  are  in  turn  collected  into  clusters 
of  err.itters,  which  might  represent  a  number  of  planes  or  a  single  plane  using  multiple  radar 
systems,  as  is  often  the  case  with  modem  military  aircraft  (see  Figure  8). 
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Elini  was  firs!  implcmcnied  using  the  CAOS  system.  It  was  originally  thought  that  thb 
w  ork  ivould  take  only  a  couple  of  months  to  do.  In  fact,  the  complete  task  —  implementa¬ 
tion,  e.xperimentation  and  analysis  of  results  —  took  18  months.  We  learned  early  on  that 
it  is  by  no  means  a  triv  '.*1  mattes  reimplement  an  existing,  serial  application  in  a  parallel 
environment  These  initial  experiments  are  detailed  in  [Brown  86]. 

Since  the  CAOS  implementation,  Elint  has  been  implemented  three  times;  using  Lamina 
[Delagi  88b]  [Saraiya  89]  and  the  Cage  (Aiello  88]  and  Poligon  [Rice  88b]  [Nii  88b] 
frameworks  and  a  number  of  experiments  have  been  performed  on  thetit 

5.2.  AirTrac 

The  development  of  the  Elint  application  showed  us  that  the  amount  of  parallelism  that 
could  be  demonstrated  was  much  more  dependent  on  the  application  than  we  had  antici¬ 
pated.  We  had  hoped  that  by  extracting  parallelism  at  the  different  levels  of  the  system's 
implementation  hierarchy  we  could  gain  significant  speed-up.  We  were  unable  to  demon¬ 
strate  this.  We  were  able  to  show,  however,  that  our  experiments  showed  poor  speed-up 
largely  because  the  application  itself  had  run  out  of  parallelism. 

What  we  needed  was  an  application  which  would  really  stretch  the  hardware  and  software 
we  were  developing  in  a  realistic  manner.  In  response  to  this  the  AirTrac  application  was 
developed  (Delaney  20]. 

The  AirTrac  problem  domain  sounds  superficially  like  that  of  Elint  It  was  a  system  for  the 
interpretation  of  radar  data,  though  in  this  case  the  radar  systems  naodeled  were  active,  not 
passive.  Unlike  Elint,  AirTrac  was  designed  to  go  much  further  than  simply  tracking  air¬ 
craft  and  finding  likely  threats.  The  scenario  for  AirTrac  was  the  detection  of  "smugglers" 
flying  across  a  border.  The  problem  faced  by  existing  radar  users  is  that  a  large  number  of 
legitimate  aircraft  travel  in  the  same  airspace  as  smugglers.  Smugglers  may  take  advantage 
of  variations  in  terrain  in  order  to  find  areas  of  poor  or  no  radar  reception.  They  also  resort 
to  other  evasive  tactics. 

The  system  was  designed  in  a  number  of  layers  so  that  different  implementation  efforts 
could  be  decoupled.  The  first  subsystem  implemented  was  called  the  Data  Association 
component  [Nakano  87b],  and  is  the  subsystem,  which  most  closely  matches  the  Elint 
application.  It  was  initially  intended  that  this  component  would  be  implemented  using  the 
Poligon  framework.  It  was  found,  however,  that  the  simulation  of  the  Poligon  system  for 
a  problem  as  complex  as  AirTrac  would  take  prohibitively  long.  Consequently  AirTrac 
was  implemented  directly  in  Lamina.  Substantial  speed-up  was  shown,  which  seemed  to 
increase  linearly  with  the  number  of  processors.  This  was  a  very  encouraging  result. 

The  second  component  of  AirTrac,  Path  Association,  [Noble  88a]  was  significantly  more 
knowledge  intensive  than  the  first.  This  subsystem  was  also  implemented  directly  in 
Lamina  initially.  However,  programming  in  the  raw  Lamina  framework  was  too  complex 
and  time-consuming,  so  a  layer  was  built  on  top  of  Lamina,  called  ELMA  [Noble  88b], 
which  provided  the  abstraction  mode!  needed  for  the  implementation. 

The  final,  most  abstract,  component  of  AirTrac  has  not  yet  been  implemented.  We  have 
not  yet  extracted  all  that  we  can  learn  from  the  second  layer  and  we  were  not  able  to  show 
all  of  the  speed-up  that  we  thought  was  possible  in  the  second  layer,  so  work  is .  antinuing 
in  this  area. 
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5.3.  ParAble 


The  ParAble  project  (Bandini  89]  was  an  attempt,  by  choosing  a  completely  different  appli¬ 
cation  domain,  to  test  the  generality  of  the  problem-solving  model  offered  by  Poligon.  To 
do  this  we  decided  to  make  a  parallel  implementation  of  the  ABLE  system  [Selig  87],  de¬ 
veloped  also  at  Stanford. 

The  objective  of  the  ABLE  project  was  to  find  a  fast  way  to  diagnose  particle  accelerator 
beamlines.  These  large  and  complex  machines  are  veiy  prone  to  beam  dignment  problems 
due  either  to  misalignment  of  the  magnets,  which  steer  and  focus  the  beam,  or  to  problems 
with  the  power  supplies  to  those  magnets,  which  result  in  the  magnets  not  having  the  de¬ 
sired  strength.  These  systems  are  so  complex  that  it  can  take  many  months  of  knob-twid¬ 
dling  simply  to  commission  them. 

By  the  use  of  an  analytic  model  of  the  transfer  functions  of  the  beam-line  components,  and 
a  number  of  heuristics  that  use  successive  runs  of  the  model,  comparing  the  results  with  the 
real  data  to  locate  the  faults,  the  ABLE  system  was  able  to  find  faults  in  such  systems  in 
about  ten  minutes.  As  particle  accelerators  become  more  complex  there  may  well  be  a  need 
to  control  them  in  real  time,  so  although  there  is  no  immediate  need  for  higher  performance 
in  the  ABLE  system,  it  is  not  unreasonable  to  suppose  that  there  might  be  in  the  future. 

A  number  of  Experiments  have  been  performed  on  ParAble,  detailed  in  [Bandini  89].  The 
realizable  parallelism  in  this  project  was,  again,  found  to  be  limited  mostly  by  the  availabil¬ 
ity  of  data  parallelism. 

5.4.  Numerical  and  Semi-numerical  programs 

The  expen  systems  mentioned  above  are  not  ideal  applications  for  multiprocessor  execu¬ 
tion.  TTiey  are  irregular  and  very  data  dependent.  A  large  body  of  applications  already  ex¬ 
ists  in  the  area  of  numerical  and  semi-numerical  processing,  which  will  require  the  speed¬ 
up  associated  with  parallel  execution.  Indeed,  such  programs  are  already  being  run  on  a 
number  of  multiprocessors.  It  is  therefore  essential  that  any  machine  designed  with  a  view 
to  being  general-purpose  must  also  be  able  to  execute  these  regular,  argorithmic  problems 
efficiently.  A  number  of  small  numerical  programs  have  been  develop^,  therefore,  which 
allow  us  to  test  our  hardware  and  software  ideas  in  a  much  more  controllable  way  than  we 
can  with  any  expert  system  application.  Among  these  are  a  Gaussian  elimination  algo¬ 
rithm,  a  partial  differential  equation  solver  and  an  integrated  circuit  line  simulator. 

6.  Conclusions 

The  Advanced  Architectures  Project  has  run  for  a  number  of  years  now.  We  on  the  project 
have  found  that  we  have  moved  from  a  position  of  having  a  good  understanding  of  AI 
problem-solving  techniques  and  knowing  little  about  parallel  computation  to  one  where  we 
now  believe  that  we  have  a  good  understanding  pf  the  issues  involved;  the  problems  facing 
the  implementors  of  concurrent  problem-solving  systems  and  the  gains  that  they  can  rea¬ 
sonably  expect.  We  hope  that  our  successes  and  failures  reported  in  the  publications  men¬ 
tioned  here  will  help  the  rest  of  the  research  community  as  we  start  to  move  over  to  concur¬ 
rent  computational  platforms. 
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Abstract 


fn  this  paper  we  discuss  Poligon  and  Cage,  two  skeletal  s^’stems  f(K  the  development  of 
concunent  blackboaid  based  applications,  their  aichiiectme  and  the  modvaiion  for  their  de¬ 
sign.  A  number  of  experiments  have  been  perfemned  in  ofder  to  evaluate  the  peifmmsnce 
of  these  systems.  Some  of  these  are  detailed  and  the  results  derived  are  g^ven.  Lessons 
learned  in  the  development  of  both  Cage  and  Poligon  are  given  and  conclusions  about  the 
performance  of  similar  systems  are  drawrL 

1 .  Introduction 

It  is  often  said  that  future  AI  applications  will  make  significantly  greater  computational  de¬ 
mands  than  the  present  generation.  The  Advanced  Architectures  Project  of  Stanford  Uni¬ 
versity’s  Heuristic  Programming  Project  [Kce  88b]  is  investigating  this  issue,  since  it  has 
as  its  objective  achieving  computational  speed-up  for  expert  systems  throu^  the  use  of 
parallel  hardware  and  new,  advanced  software  architectures.  This  requites  the  develop¬ 
ment  of  everything  from  designs  for  parallel  hardware,  which  might  be  appropriate  for  the 
execution  of  future  symbolic  programs,  through  operating  ^stem  and  language  concepts  to 
problem-solving  frarneworks  and  eventually  mounting  applications  on  th^  in  order  to  test 
the  new  designs. 

Poligon  [Rice  86]  and  Cage  [Aiello  86]  ate  two  problem-solving  frameworks  developed  as 
part  of  the  .Advanced  Architectures  Project.  Cage  uses  parallelism  at  the  problem  solving 
level  and  is  further  constrained  to  a  target  system  architecture  of  shared-memory  multipro¬ 
cessors.  Poligon  is  designed  to  exploit  distributed-menroty  machines  and  has  a  granularity 
tuned  to  that  of  its  underlying  hardware.  The  potential  applications  envisioned  for  this 
work  can  be  characterized  as  performing  real-time  interpretation  of  continuous  streams  of 
errorful  data,  a  class  of  applications  that  currently  run  too  slowly  on  serial  blackboard 
systems  to  be  of  practical  use.  In  Sections  2  and  3  we  describe  the  Cage  and  PoPgon  sys¬ 
tems  and  their  architectures  as  designs  for  high-performance,  concurrent  blackboard*  sys¬ 
tems  aimed  particularly  at  the  problem  domain  of  soft  real-time  problems  and  the  motivation 
for  these  designs.  Section  4  discusses  the  applications  mounted  on  the  Poligon  and  Cage 
frameworks  and  experiments  performed  on  these  systems  to  measure  their  performance, 
showing  the  results  of  these  experiments  in  Sections  4.3.1  and  4.4.1  and  briefly 
interpreting  these  results.  VVe  conclude  in  Section  5  with  a  number  of  the  lessons  we  have 
learned  in  the  process  and  pointers  for  future  research. 

The  field  of  parallel  computing,  like  that  of  AI  has  its  own  set  of  buzz- words.  Of  particular 
importance  to  the  understanding  of  this  paper  are  the  following: 

•  Amdahl's  Limit:  This  is  the  limit  to  the  amount  of  available  parallelism  in  a  program. 
This  limit  tends  to  be  surprisingly  low  for  most  programs.  If,  for  instance,  a  program 
has  only  1%  of  its  code  that  must  be  run  serially,  perhaps  due  to  data  dependencies, 
then  even  with  an  infinite  number  of  processors,  the  program  can  only  be  sped  up  by  a 
factor  of  a  hundred. 

•  Distributed-memory:  This  is  a  class  of  multiprocessors  that  has  a  collection  of  proces- 
sor-memoiy'  pairs,  communicating  with  one  another  over  some  network.  Typically  the 
communication  happens  through  message- passing,  and  the  processing  elements  can  of- 


*  It  IS  assumed  that  the  reader  is  familiar  with  U  -  Diackboard  model  and  the  relevant  terminology.  For  more 
information,  the  reader  is  referred  to  [Engclmorc  88]. 
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len  only  see  iheir  neighbors  in  ibe  netwoih.  There  is  no  ccmcepi  of  a  global  shared  re¬ 
source. 

•  Parallelism:  This  is  the  degree  to  which  mcHe  than  one  thing  happens  at  the  same  tune. 
Parallelism  can  manifest  itself  both  as  pipe-line  parallelism,  in  which  a  series  of 
different  operations  are  applied  to  a  sequence  of  data,  like  a  car  assembly  line,  and 
replication^  in  which  largely  similar  operations  are  p^txmed  on  separate  pieces  of 

like  a  number  of  men,  each  building  a  complete  en^e  for  a  car. 

•  Serialization:  This  is  the  state  ofone  computational  aedvi^  following  another  in  time. 
This  is  what  happens  when  processes  brcome  synchronized.  All  programs  have  a 
serial  compmienL  Our  task  is  to  minimize  this. 

•  Shared-memory:  This  is  a  class  of  multiprocessors  that  has  a  set  of  processors,  often 
with  local  caches,  which  all  have  equal  access  to  a  shared  memory  resource.  Simple 
implementations  of  this  model  connect  a  number  of  processors  and  memory  controllers 
to  a  bus. 

•  Synchromzation:  This  term  is  used  to  describe  that  event  which  brings  a^nchronous, 
parallel  processes  together  synchronously.  Synchronization  primitives  are  used  to  en¬ 
force  serialization.  For  instance,  if  both  of  the  operands  for  a  ”+"  operation  are  being 
computed  in  parallel  then  there  must  be  a  point  of  synchronization  at  the  point  when  the 
addition  actu^y  takes  place.  The  process  doing  the  addition  must  wait  until  both  of  the 
operands  have  arrived. 

2.  The  Cage  System 

The  Cage  system  is  an  extension  of  the  serial  AGE  system  [Nii  79].  The  two  systems  are 
identic^  except  that  Cage  allows  parallel  execution  of  many  of  its  applications'  compo¬ 
nents.  Parallel  execution  in  Cage  can  occur  at  different  levels  of  granularity,  based  on  natu¬ 
ral  divisions  in  the  blackboard  model.  In  this  section,  we  will  first  give  some  background 
information  about  AGE,  and  then  we  will  describe  Cage  and  how  the  user  can  specify  con¬ 
currency  in  Cage. 

2.1.  The  Derivation  of  Cage  from  AGE 

AGE  is  an  implementation  of  a  serial  blackboard  system  framework.  It  is  composed  of  a 
knowledge  base,  in  the  form  of  knowledge  sources(KSs),  and  a  structured  solution  space, 
a  blackboard,  where  the  KSs  can  post  interim  results  and  read  the  results  of  other  KS  exe¬ 
cutions.  KSs  contain  condition-action  rules  that  can  read  the  blackboard  and  make  changes 
on  it.  The  blackboard  is  a  structured  set  of  levels  on  which  objects  are  created  and  modi¬ 
fied  by  the  rules.  These  changes  to  the  blackboard  are  called  events.  A  scheduling  mecha¬ 
nism,  or  controller,  programmable  by  the  user,  invokes  one  KS  at  a  time  from  among  those 
triggered  by  the  preceding  events.  Figure  1  shows  the  control  and  data  flow  of  this  serial 
control  cycle. 
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The  basic  components  of  Cage  are  the  same  as  AGE’s  with  one  addition  —  the  declarations 
that  specify  which  components  to  execute  in  parallel  and  at  which  points  to  synchronize. 
The  components  which  can  be  executed  in  parallel  in  Cage  are  the  KSs,  the  rules  within  the 
KSs,  and  the  condition  and  action  parts  of  rules.  Synchronization  points  can  be  specified 
(1)  in  the  control  cycle  between  the  concurrent  execution  of  KSs,  (2)  within  a  KS  after 
evaluating  all  the  rules'  conditions  but  before  executing  any  actions,  or  (3)  within  a  rule, 
between  the  condition  and  action  parts.  By  selecting  one  of  the  concurrency  control  op¬ 
tions,  the  user  can  alter  the  simple,  serial  execution  of  KSs  and  their  components  so  that 
they  are  executed  in  parallel.  Next  we  will  discuss  each  potential  source  of  concurrency  in 
more  detail. 

2.2.1.  Knowledge  Source  Concurrency 

Two  possible  sources  of  concurrency  exist  at  the  KS  level.  A  number  of  KSs  can  work 
either  on  different  parts  of  the  blackboard  at  the  same  time  or  in  a  pipeline  fashion.  In  the 
application  area  of  real-time  interpretation  of  data,  many  instances  of  the  same  KS  can  si¬ 
multaneously  deal  with  new  data  items.  Each  of  these  KSs  then  becomes  the  first  in  a 
chain  of  KSs  which  interprets  the  data  up  the  blackboard's  levels  of  abstraction. 

KSs  in  Cage  can  be  executed  in  parallel  with  or  without  synchronization  at  the  control 
level.  With  synchronization,  the  controller  waits  for  all  previously  invoked  KSs  to  com¬ 
plete  before  invoking  the  next  set  of  triggered  KSs.  Without  synchronization,  KSs  are  in¬ 
voked  immediately  when  triggered,  without  waiting  for  any  other  KS. 

2.2.2.  Rule  Concurrency 

Within  each  KS  further  concurrency  is  possible  by  executing  the  rules  in  parallel.  Again, 
Cage  provides  several  different  options  for  running  the  rules  in  parallel.  First  the  condition 
parts  of  rules  are  evaluated.  Next,  if  the  user  opts  to  synchronize,  the  controller  will  wait 
until  all  the  conditions  have  been  evaluated  before  executing  the  action  parts  of  the  applica- 
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ble  rules  concurrently.  The  user  can  also  specify  the  parallel  evaluation  of  the  conditions 
with  the  serial  execution  of  the  actions.  WiAout  synchronization,  the  applicable  actions  are 
e.xecuted  as  soon  as  a  rule’s  conditions  have  been  evaluated. 

2.2.3.  Clause  Concurrency 

Even  finer  grain  concurrency  is  possible  in  Cage  within  each  rule,  by  executing  individual 
predicates  of  the  condition  part  concurrently.  Only  one  option  is  available;  evaluation  of 
the  predicates  in  parallel  and  execution  of  the  action  clauses  in  the  action  pan  of  applicable 
rules  in  parallel. 

2.3.  Using  Cage 

In  addition  to  the  speed-up  and  throughput  data  about  Cage  gathered  in  the  experiments  de¬ 
scribed  in  the  Section  4,  we  also  learned  a  number  of  lessons  about  programming  in  a  con¬ 
current  environment.  Implementing  the  concurrency  outlined  above  created  a  number  of 
programming  problems.  For  example,  at  the  rule  level,  the  state  of  the  blackboard  which 
leads  to  a  rule  firing  may  be  changed  before  that  rule’s  actions  can  be  executed  (data  incon¬ 
sistency).  Also,  a  rule  may  access  values  from  several  different  blackboard  objects  with  no 
guarantee  that  those  values  are  consistent  with  each  other  (data  incoherence).  Memory  con¬ 
tention  can  be  a  problem  at  the  clause  level,  if  a  number  of  clauses  refer  to  the  same  black¬ 
board  object  at  the  same  time,  negating  the  benefits  of  concurrent  execution. 

Data  inconsistency  was  alleviated  by  creating  an  atomic  operation  that  could  read  from  and 
then  write  to  a  blackboard  object  without  allowing  any  intervening  operations.  In  addition, 
a  block-read  (read  several  slots  in  a  block)  operation  was  defined,  so  that  a  rule  can  read  all 
relevant  information  from  an  object  with  the  guarantee  that  data  will  be  consistent  within 
that  object  No  other  operations  are  allowed  to  an  object  during  a  block-read  of  that  object 

Data  coherence  can  be  maintained  v/hen  running  KSs  in  parallel,  by  reading  all  the  slots  of 
an  object  that  are  referenced  in  a  KS  at  the  same  ..me,  locking  the  object  just  once.  This  is 
in  contrast  to  locking  the  object  every  time  a  slot  is  read  by  the  rules.  In  other  words,  all 
necessary  blackboard  data  is  collected  into  local  variables,  called  definitions  in  the  KS's 
activation  context  before  any  rules  are  executed.  Thus  all  the  rules  within  a  KS  refer  to  data 
viewed  at  the  same  time. 

In  a  serial  blackboard  system  one  KS  precondition  may  serve  to  describe  several  changes  to 
the  blackboard  adequately.  For  example,  suppose  the  firing  of  one  rule  causes  three 
changes  to  be  made  serially.  The  last  change,  or  event,  is  usually  a  sufficient  precondition 
for  the  selection  of  the  next  KS.  In  a  concurrent  system,  however,  since  those  changes 
may  occur  asynchronously,  all  three  events  must  be  included  in  a  KS's  precondition  to  en¬ 
sure  that  all  three  changes  have  actually  occurred  before  the  KS  is  executed.  In  general,  a 
simple  precondition  consisting  of  an  event  token  is  not  sufficient  as  it  was  in  a  serial  sys¬ 
tem.  A  detailed  specification  of  the  activation  requirements  of  the  KSs  must  be  available, 
either  in  their  precondirions  or  in  the  controller. 

Occasionally  two  KSs  running  in  parallel  may  attempt  to  change  a  slot  at  almost  the  same 
time.  It  is  possible  that  the  first  change  could  invalidate  the  later  changes.  To  overcome 
this  race  condition,  a  conditional  action  —  an  action  which  checks  the  value  of  a  slot  before 
making  a  change  —  was  added. 
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3-  The  Poligon  Architecture 

In  this  section  we  briefly  discuss  the  architecture  of  the  Poligon  system.  A  more  detailed 
description  of  the  design  rational  for  Poligon  can  be  found  in  [Nii  88]. 

When  we  started  the  Advanced  Architectures  Project  we  suspected  that  the  blackboard 
problem-solving  architecture  might  offer  a  basis  for  the  efficient  exploitation  of  concurrent 
hardware.  This  was  because  the  blackboard  model  appeared  to  have  concurrency  built  into 
it.  Why  this  is,  in  fact,  not  the  case  is  explained  in  [Rice  88a].  The  primary  reasons  why 
the  blackboard  model  of  a  collection  of  simultaneously  cooperating  experts  caimot  develop 
the  parallelism  that  one  might  expect  is  that  the  blackboard  model  itself  assumes  effectively 
infinite  bandwidth  with  which  the  experts  can  see  any  part  of  the  blackboard  that  might  be 
of  interest.  It  also  assumes  that  experts  do  not  get  into  one  another's  way  while  solving  the 
problem.  In  practice,  a  knowledge  source  can  only  see  a  small  segment  of  the  blackboard 
at  any  one  time  without  degrading  the  performance  of  the  system  unacceptably.  Similarly, 
the  experts  are  dependent  on  one  another;  they  must  often  wait  for  the  results  deduced  by 
other  agents  and  can  be  confused  by  updates  being  posted  at  unexpected  times  or  in 
surprising  orders.  We  are,  however,  unaware  of  a  better  architecture  for  concurrent 
problem-solving  than  that  of  Blackboard  systems. 

Although  a  number  of  other  research  efforts  have  looked  at  concurrent  blackboard  systems, 
these  have  concentrated  primarily  on  either  the  aspects  of  distributed,  concurrent  problem¬ 
solving,  such  as  [Lesser  83]  or  on  coarse  grained  parallel  systems,  such  as  [Fennell  77]  or 
[Ensor  85].  Poligon  is  a  finer  grained  system  than  these,  directed  particularly  at  gaining 
speed-up  through  parallel  execution. 

The  normal,  serial  implementations  of  the  blackboard  metaphor  use  a  scheduling  mecha¬ 
nism  to  cause  one  rule  to  fire  after  another.  In  parallel  systems  it  is  crucial  that  the  pro¬ 
grammer  eliminate  serial  components,  since  this  limits  speed-up.^  The  main  motivation  of 
the  Poligon  system  was  to  find  a  way  to  eliminate  the  serializing  aspects  of  the  blackboard 
model.  We  viewed  this  as  doing  the  following: 

•  Eliminating  the  scheduling  mechanism  and  finding  ways  to  support  concurrent  rule  ac¬ 
tivation  all  across  the  blackboard. 

•  Optimizing  the  design  for  distributed-memory,  message-passing  hardware,  which 
should  be  able  to  deliver  the  best  performance  for  large  numbers  of  processors  (of  the 
order  of  hundreds  to  thousands.) 

•  Distributing  the  knowledge  base  over  the  blackboard  so  that  there  would  be  no  seri¬ 
alization  in  the  access  to  the  blackboard  from  the  executing  knowledge. 

•  Designing  the  system,  so  as  to  allow  it  to  be  highly  compilable.  It  was  clear  from  the 
outset  that  a  considerable  portion  of  the  expense  of  existing  AI  systems  is  due  to  the 
fact  that  they  are  optimized  for  easy  modification  and  debugging,  rather  than  high  run¬ 
time  performance.  The  resulting  system,  therefore,  had  to  be  designed  so  as  to  be  able 
to  be  compiled  efficiently  yet  still  be  intelligible  and  debuggable  during  the  development 
cycle. 

As  these  ideas  progressed  we  developed  the  notion  of  a  blackboard  consisting  of  active 
nodes,  tightly  associated  with  the  knowledge  relevant  to  them. 


'Speed-up  can  be  viewed  as  the  ratio  of  the  system's  speed  using  N  processors  to  its  speed  using  only  one. 
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A  very  simple  scheme  was  developed  for  invoking  the  knowledge  that  had  been  distributed 
to  the  blackboard  nodes:  rules  are  activated  as  daemons  as  a  result  of  modifications  to  the 
slots  of  a  node  (see  Figure  2). 

The  distributed-memoiy  hardware  model,  on  which  the  Poligon  system  was  to  operate,  had 
the  property  that  each  processor  was  effectively  a  uniprocessor  system.  This  meant  that  if 
we  viewed  the  blackboard  with  a  "Node  as  a  ProcessIProcessor"  model  then  we  would  lose 
potential  parallelism  due  to  being  able  to  execute  only  one  piece  of  code  (rule)  at  a  time  for 
any  given  node. 


Rules  Node 


Figure  2.  The  Organization  of  the  Poligon  Blackboard.  Rules  are  distributed  over 
the  network  of  processors  and  are  attached  to  the  blackboard  nodes  so  that  they  can  watch 
for  modifications  made  to  the  slots  in  which  they  are  interested. 


What  we  needed,  therefore,  was  a  mechanism  to  allow  the  activation  of  multiple  rules  for 
any  given  blackboard  node.  This  caused  us  to  develop  a  model  of  Poligon  which  was  as 
f'^llows:  A  blackboard  node  is  a  process  on  a  processor,  surrounded  by  a  collection  of 
processors  able  to  service  its  requests  to  execute  rules.  It  can  easily  be  seen  that  this  model 
is  very  close  to  a  distributed  object  system  model.  This  is  by  no  means  a  coincidence.  The 
underlying  hardware  system  on  which  Poligon  was  implemented  was  designed  to  support  a 
concurrent,  distributed  object-oriented  programming  model  [Delagi  86b]. 


The  model  expressed  above  is  not  without  problems.  In  order  to  minimize  the  probability 
of  a  node  being  locked  for  a  long  period,  which  would  delay  remote  access  to  it,  as  much 
processing  is  done  in  the  remote  rule  invocations  as  possible.!  This  means  that,  when  the 


!  There  are  no  user  accessible  locks  in  Poligon.  Poligon  nodes  become  locked  (enter  critical  sections) 
during  slot  reads  and  updates,  which  arc  cheap  operations.  The  Poligon  architecture  is  such  that  deadlock 
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rules  execute,  they  have  to  do  so  in  the  context  of  a  snap-shot  of  the  solution  state  as  it  was 
when  the  rule  was  invoked  (see  Figure  3).  Remote  reads  to  other  nodes,  even  the  invoking 
node,  are  expensive,  and  one  cannot  guarantee  that  things  haven’t  changed  by  the  time  the 
result  of  the  read  operation  has  been  returned. 

This  led  to  the  development  of  the  idea  of  a  Poligon  node  as  being  an  agent  capable  of  eval¬ 
uating  its  own  performance.  Mechanisms  had  to  be  included  so  as  to  allow  the  system  to 
be  able  to  assess  any  request  to  modify  its  local  state  and  to  decide  whether  to  perform  the 
update.  Of  what  else  to  do  instead,  on  the  basis  of  its  own  view  of  how  it  is  progressing 
towards  its  goal  of  solving  the  problem. 


Figure  3.  Updates  to  Poligon  nodes  cause  concurrent  rule  execution,  which  them¬ 
selves  cause  further  updates.  This  implicitly  forms  pipes  on  the  blackboard  as  data  flows 
up  or  down  the  abstraction  hierarchy. 


4.  Experiments 

In  this  section  we  describe  some  of  the  experiments  performed  on  the  Poligon  and  Cage 
systems.  Results  are  given  for  these  experiments  and  these  results  are  interpreted. 

4.1.  The  EHnt  Application 

All  of  the  experiments  reported  here  were  performed  using  the  same  application:  Elint,  a 
soft  real-time  situation  assessment  problem.  A  more  detailed  treatment  of  the  Elint  experi¬ 
ments  can  be  found  in  [Nii  88]. 

The  Elint  application  encodes  knowledge  used  to  interpret  the  radar  emissions  made  by 
planes  that  are  received  by  ground-based  tracking  stations  distributed  across  the  country. 
Because  these  tracking  sites  are  passive  devices,  they  can  only  detect  the  bearing  and  spec¬ 
tral  characteristics  of  the  radar  emissions.  Between  them,  it  is  their  responsibility  to  deduce 


will  not  happen  as  a  result  of  system  action,  though  the  user  can  still  write  a  program  that  will  live-lock, 
c.g.  two  nodes  each  waiting  for  one  node  to  update  the  other  will  wait  forever. 
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a  position,  course,  identity,  and  intention  for  any  aircraft  traveling  through  the  monitored 
airspace.  The  Elint  application  simulates  a  central  machine  that  integrates  reports  from 
tlie.se  detection  sites  in  order  to  achieve  the  overall  goals  mentioned. 

The  important  characteristics  of  the  Elint  problem  were: 

•  A  continuous  stream  of  input  data. 

•  No  a  priori  knowledge  of  the  behavior  or  number  of  the  aircraft  being  tracked. 

•  The  need  to  emit  periodic  reports  capturing  the  system's  evolving  view  of  the  solution. 

The  Elint  problem  was  chosen  both  because  it  was  non-trivial  and  was  in  a  class  of  prob¬ 
lems,  for  which  blackboard  systems  had  already  been  used,  and  also  because  it  was  hoped 
that  parallelism  would  be  readily  available.  It  was  anticipated  that  parallelism  could  be  ex¬ 
tracted  from  the  concurrent  execution  of  knowledge  on  any  given  part  of  the  solution  space 
and  from  the  potentially  large  number  of  independent  elements  in  that  solution  space,  i.e. 
aircraft. 

The  application  was  taken  from  a  serial  implementation  and  was  not  restructured  so  as  to  be 
better  suited  for  parallel  execution  in  either  the  Cage  or  the  Poligon  implementation.  The 
blackboard  was  composed  of  three  distinct  layers  in  the  abstraction  hierarchy.  Data  flow¬ 
ing  from  one  level  to  the  next  allowed  pipes  to  be  formed  that  were  three  stages  long. 

4.2.  Experimental  Method 

Perhaps  the  most  important  lesson  that  we  learned  from  performing  these  experiments  was 
to  find  a  way  to  measure  the  relative  performance  of  concurrent  real-time  systems.  The 
methods  used  in  the  experiments  changed  over  time,  based  on  the  results  of  earlier  ex¬ 
periments.  In  the  first  experiment  speed-up  was  measured  very  simply,  dividing  the  time 
for  the  application  to  run  a  given  set  of  input  data  on  one  processor  by  the  time  for  the  same 
system  executed  on  multiple  processors.  This  speed-up  measure  did  not  work  well,  how¬ 
ever,  because  the  behavior  of  the  system  changed  depending  on  how  heavily  or  lightly  it 
was  loaded.  A  rate  of  data  arrival  which  adequately  loaded  a  4  processor  machine  caused 
data  starvation  for  16  processors.  Later  experiments  used  a  more  fair  comparison  scheme 
in  which  different  sampling  intervals  were  used  for  different  numbers  of  processors.  The 
sampling  interval  for  a  particular  number  of  processors  was  set  to  be  the  shortest  interval 
which  still  produced  non-increasing  latencies,  where  latency  is  the  time  between  the  input 
of  data  and  the  output  of  reports  based  on  that  data.  Speed-up  was  measured  by  comparing 
these  sampling  intervals  with  the  uniprocessor  sampling  interval.  The  sampling  intervals 
are  indicators  of  the  throughput  for  a  particular  number  of  processors. 

All  measurements  generated  by  the  experiments  were  provided  by  the  underlying  CARE 
simulator  [Delagi  86a].  Because  CARE  primarily  simulates  distributed  memory  architec¬ 
tures,  it  was  necessary  to  emulate  the  shared  memory  model  for  the  experiments  on  Cage 
by  using  half  the  processing  elements  (processor-memory  pairs)  for  processors  and  the 
other  half  as  memory  controllers.*  A  variation  of  Qlisp  [Gabriel  84],  a  queue  based  Lisp 
including  QLets  (parallel  Let  clause  evaluation)  and  QLambdas  (process  closures),  was  cre¬ 


tin  the  experimental  description,  the  "number  of  processors"  refers  to  the  number  of  processors  used  for 
processing  and  does  not  include  those  used  for  memory  only. 
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ated  to  program  the  concurrency  for  Cage,  whereas  Poligon  used  a  form  of  distributed  ob¬ 
ject  system  supported  by  the  CARE  architecture.  ^ 

4.3.  Experiments  on  Cage 

In  this  section  we  describe  seven  experiments  conducted  with  Cage,^  and  the  results  de¬ 
rived  from  these  experiments.  The  purpose  of  the  experiments  was  to  determine  the  speed¬ 
up  and  throughput  achievable  by  Cage  under  various  conditions,  concurrency  specifica¬ 
tions,  and  resource  allocation  schemes.  The  first  four  experiments  measured  the  speed-up 
gain^  by  executing  various  blackboard  components  in  parallel.  The  last  three  experiments 
related  to  improving  the  throughput  of  the  Cage  system. 

Two  different  input  data  sets  for  the  Elint  application  were  used  in  the  experiments  de¬ 
scribed  here.  The  first,  called  Lumpy,  was  a  realistic  data  set  with  data  inconsistencies,  er¬ 
rors,  and  a  varying  number  of  observations  per  time  interval.  The  problem  with  this  data 
set  was  the  variation  in  data  density  that  made  it  very  difficult  to  measure  performance.  A 
second  data  set.  Fat,  with  a  constant  data  density  was  created  to  deal  with  these  problems. 

4.3.1.  Experiments  on  Speed-up  and  Throughput 

In  this  section  we  show  the  experimental  results  from  the  experiments  on  the  Cage  system 
running  the  Elint  application. 

4.3. 1.1.  Experiment  1 


Processors 

Figure  4.  Results  of  Experiment  1 . 


This  experiment  measured  the  speed-up  attainable  for  a  varying  numbers  of  processors 
with  parallel  KSs.  For  this  experiment  the  controller  started  all  triggered  KS  executions  in 
parallel,  waiting  until  they  were  done  before  selecting  another  set  to  run  in  parallel.  Using 
the  realistic  Lumpy  data  set,  this  experiment  exercised  all  the  problem  solving  capabilities 


•The  CARE  shared-memoiy  model,  unlike  the  distributed  memory  model  is  not  a  particularly  sophisticated 
simulauon.  For  instance,  automatic  data  caching  is  not  supported,  though  user  specified  caching  of  shared 
values  in  local  memory  is  allowed.  We  believe,  however,  that  our  simulations  are  reasonably  representative 
of  not  too  sophisticated,  generic  shared-memory  machines. 

more  complete  description  of  these  experiments  can  be  found  in  [Nii  88]. 
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of  the  Elint  application.  Experiment  1  was  run  serially  on  one  processor  and  then  over 
multiprocessors  varying  from  2  processors  to  16  processors.  By  comparing  the  time  re¬ 
quired  to  run  the  data  set  on  one  processor  with  the  time  required  to  ran  with  2-16  proces¬ 
sors,  a  measure  of  speed-up  was  obtained. 

As  shows  in  Figure  4,  the  basic  speed-up  began  to  level  off  with  4  processors  and  reached 
2  with  8  processors.  To  explain  why  only  a  factor  of  two  speed-up  was  achieved,  we 
need  to  look  at  the  serial  case.  In  the  serial  case  (see  Figure  5)  the  controller  selects  one  KS 
to  execute  from  among  all  the  KSs  applicable  at  that  time. 


Control 


KS 


Control 


KS 


Control 


KS 


Figures. 


Basic  Control  Cycle  for  a  Serial  Blackboard  System. 


In  Experiment  1  all  the  pending  KSs  are  executed  in  parallel,  as  seen  in  Figure  6. 


Figure  6.  Basic  Cycle  with  Serial  Control  and  Parallel  KSs  in  Cage. 


Although  the  KSs  were  run  in  parallel,  "Amdahl's  limit"  limits  the  speed-up  to  the  longest 
serial  component,  in  this  case  the  controller  plus  the  longest  KS.  When  all  component 
parts  of  the  Cage  execution  were  individually  timed,  it  was  found  that  in  the  multiprocessor 
case  slightly  less  than  half  of  the  execution  cycle  time  was  being  spent  in  the  serial, 
synchronizing  controller.  Experiment  1  demonstrates  that  no  matter  how  many  KSs  are 
run  in  parallel,  speed-up  gains  are  limited  by  the  duration  of  the  synchronizing  controller 
and  the  KSs. 


4.3. 1.2.  Experiment  2 

Experiment  2  also  measured  speed-up  but  in  a  manner  that  was  felt  to  be  more  fair  than  the 
basic  speed-up  experiment,  using  the  second  speed-up  measure  explained  in  Section  4.2. 
This  and  subsequent  experiments  used  the  Fat  data  set.  Experiment  2  was  run  with  three 
different  sizes  of  multiprocessor,  1,  4,  and  8  processors.  Because  of  what  was  learned  in 
Experiment  1,  in  this  experiment  the  KSs  were  executed  without  synchronization,  reducing 
the  waiting  time  in  the  controller.  As  each  KS  completed,  the  controller  immediately  in¬ 
voked  any  newly  triggered  KSs  without  waiting  for  any  other  KSs  to  finish. 

The  speed-up  obtained  by  running  KSs  concurrently  without  synchronization  was  slightly 
less  than  4  (see  Figure  7).  This  is  almost  double  the  speed-up  obtained  with  synchroniza¬ 
tion.  The  time  spent  in  the  controller  was  reduced  to  almost  half  of  that  in  Experiment  1. 
But,  it  should  be  noted  that  the  central  controller  is  still  a  bottleneck.  Given  the  architecture 
of  blackboard  systems,  centralized  controller  time  can  be  reduced  but  not  eliminated  with¬ 
out  a  major  shift  in  the  way  we  view  blackboard  systems. 
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4.3. 1.3.  Experiment  3 

This  exj^riment  attempted  to  increase  the  speed-up  by  exploiting  parallelism  at  a  finer 
granularity  than  in  Experiment  2.  We  hoped  to  gain  a  multiplicative  increase  in  the  overall 
speed-up  for  each  KS  by  executing  the  mles  in  parallel.  The  rules  were  executed  with  both 
condition  and  action  parts  running  concurrently  and  without  synchronizing  between  the 
condition  and  action  parts.  Otherwise  the  experimental  variables  of  Experiment  3  are  iden¬ 
tical  to  those  of  Experiment  2. 


Figure  8.  Results  of  Experiment  3. 
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The  initial  results  of  Experiment  3  were  disappointing.  For  8  processors  only  a  5.5% 
speed-up  over  Experiment  2  was  attained,  giving  a  total  speed-up  of  4.12.  For  4  proces¬ 
sors  there  was  no  speed-up  at  all  over  Experiment  2.  The  overhead  of  spawning  processes 
offset  any  gains  from  more  parallelism.  We  tried  running  Experiment  3  on  a  16  processor 
system  in  the  hope  of  alleviating  the  congestion  on  the  smaller  grids.  This  resulted  in 
slightly  better  results,  a  total  speed-up  of  5.6  (see  Figure  8).  This  extra  speed-up  is  due  to 
the  greater  availability  of  free  processors  to  handle  th:  greater  number  of  processes  pro¬ 
duced  with  rule  level  granularity. 


Throughout  the  first  three  experiments  one  troubling  aspect  was  the  apparent  low  sampling 
intervals  Cage  could  support.  (The  sampling  interval  gives  a  measure  of  the  actual 
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throughput  rate.)  The  minimum  sampling  intervals  for  Elint  on  Cage  were  around  120ms 
which  was  considerably  slower  than  that  of  other  concurrent  Elint  applications,  such  as  the 
one  done  on  Poligon.  To  determine  the  reasons  for  this  slow  throughput,  various  timings 
on  all  components  parts  of  Cage  were  taken.  As  expected,  most  of  the  time  was  being 
spent  setting-up  and  executing  KSs.  However,  within  the  KSs  a  very  high  percentage  of 
time  was  spent  in  the  creation/match  process  —  searching  for  existing  blackboard  objects 
or  creating  new  ones  if  no  match  was  found.  A  separate  creation  processor  handles  this 
creation/match  process  in  Cage.  A  second  interesting  observation  was  that  the  timings 
were  not  regular,  they  were,  in  fact,  very  spiky.  Operations  that  on  average  took  only  a 
few  milliseconds  occasionally  took  a  hundr^  milliseconds  or  more.  An  initial  hypothesis 
was  that  the  spikes  were  caused  by  blocked  and  descheduled  processes,  an  indication  of 
problems  in  resource  allocation. 

4.3. 1.4.  Experiment  4 

Experiment  4  attempted  to  solve  both  the  spikiness  problem  and  the  unexpectedly  high  cost 
of  creation  by  allocating  some  of  the  processors  to  specific  tasks,  thus  freeing  those  pro¬ 
cessors  from  interruption  by  other  tasks.  The  three  most  time  consuming  tasks  were  cre¬ 
ation/match,  control,  and  data  input,  so  these  three  processes  were  preallocated  to  specific 
pnxessors  and  no  other  processes  were  allowed  to  run  on  those  processors. 

The  results  of  this  experiment  were  not  conclusive.  Experiment  4  had  a  speed-up  of  3% 
over  Experiment  3,  or  a  total  speed-up  of  5.7x.  But  3%  falls  within  the  margin  of  error  for 
these  measurements.  Tlie  queue  lengths  for  KSs  and  object  creation/match  processors  in¬ 
creased,  indicating  (1)  that  insufficient  numbers  of  processors  were  available  for  the  KSs, 
because  of  the  three  preallocated  processors  and  (2)  that  the  object  creation/match  handler 
probably  needed  two  or  more  processors  to  handle  its  load. 

4.3. 1.5.  Experiment  5 

Experiment  5,  a  second  experiment  involving  specialized  processor  allocation,  was  more 
successful.  In  this  case  only  one  processor,  the  input-handler,  was  used  to  execute  the  en¬ 
tire  input  procedure.  Previously  the  creation  of  new  input  objects  (observations),  one  for 
each  input  data  item,  had  been  handled  by  a  separate  creation  handler.  By  eliminating  the 
cost  of  spawning  the  separate  creation  process  and  the  possibility  of  blocking  the  input  pro¬ 
cess  while  waiting  for  the  creation  to  complete,  the  input  object  creation  time  was  decreased 
by  59%.  Also,  the  spikiness  in  the  creation  measurements  almost  disappeared. 

One  other  improvement  made  in  Experiment  5  involved  the  use  of  a  new,  more  accurate 
version  of  the  CARE  simulator.  Because  of  improvements  to  the  design  of  the  simulated 
machine,  it  had  4  times  faster  simulated  memory  access.  This  improved  the  total  through¬ 
put  by  43%.  The  combination  of  local  creation  by  the  input  handler  and  optimizations  in 
the  simulator  improved  the  best  sampling  interval  in  Experiment  5  Irom  120ms  to  40ms. 

4.3. 1.6.  Experiment  6 

In  Experiments  6  and  7  the  number  of  processors  used  was  increased  to  32.  Preliminary 
runs  showed  little  improvement  in  throughput  due  just  to  the  increased  number  of  available 
processors.  To  use  those  additional  processors  Experiment  6  also  increased  the  number  of 
creation  process  handlers  from  1  to  4.  Separate  processors  were  used  to  handle  the  cre¬ 
ation  of  objects  at  different  levels  of  the  blackboard.  These  multiple  creation-handler  pro¬ 
cessors,  together  with  the  16  additional  processors,  reduced  the  throughput  to  31ms,  a 
22%  improvement  over  the  best  results  of  Experiment  5.  This  improvement  is  a  strong 
indication  that  the  single  creation  process  was  a  bottleneck. 
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4.3. 1.7.  Experiment  7 


/ 
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Experiment  7,  the  final  experiment,  was  an  attempt  to  remove  the  creation  bottleneck  com¬ 
pletely,  by  doing  all  creation  on  the  local  processor,  not  on  a  special  creation  processor.  In 
order  to  avoid  the  creation  of  duplicate  objects,  the  blackboard  level  object  was  locked  by 
the  KS  until  a  new  object  was  created  or  an  existing  match  was  found.  Local  creation,  on 
the  same  processors  as  the  KS  or  rule,  also  eliminated  the  need  for  Qlisp  process  closure 
creation.  Cage's  use  of  Qlisp  process  closures  is  one  of  the  most  expensive  feamres  of  the 
the  implementation  of  Cage.  This  is  because  the  Cage  programming  model  requires  that 
large  amounts  of  data  (often  the  KS  definitions)  be  copied  from  shared  memory  into  local 
memory  during,  for  instance,  KS  invocation.  Clearly,  there  is  a  trade-off  between  the  high 
cost  of  copying  shared  data  into  local  memory  (cache),  giving  cheap  local  data  access,  and 
the  low  cost  of  copying  references  to  shared  memory,  with  the  relatively  high  cost  of  ac¬ 
cess  to  this  shared  data.  A  smarter  compiler  would  probably  be  able  to  improve  on  this 
performance  by  picking  the  appropriate  shared/copied  representation  for  its  data  stractures. 
In  the  case  of  node  creation  discussed  here.  Cage  requires  the  passing  of  the  context  of  the 
local  processes  to  the  creation  handler,  which  is  very  expensive.  With  local  creation  and 
without  the  Qlisp  process  closure,  throughput  was  improved  to  25ms,  or  a  37% 
improvement  over  Experiment  5  (See  Figure  9). 


Exneriment 

ms 

%  over  Exo  5 

Experiment  5 

Single  creation  processor 

40 

n/a 

Experiment  6 

Multiple  creation  processors 

31 

22% 

Experiment  7 

Local  aearion 

25 

37% 

Figure  9.  Throughput  Results  of  Experiments  5, 6,  and  7. 


4.3.2.  Analysis  of  Speed-up  and  Throughput  Achieved 

The  Cage  experiments  resulted  in  two  important  measurements.  These  are  the  maximum 
relative  speed-up,  comparing  uniprocessor  runs  with  multiprocessor  runs,  and  the  mini¬ 
mum  sampling  interval,  measuring  the  total  throughput. 

4.3.2. 1.  Speed-up 

Experiments  1  through  4  resulted  in  a  best  speed-up  of  5.7x  using  a  16  processor  grid  with 
KSs  and  rules  running  concurrently  without  synchronization.  The  factors  limiting  this 
speed-up  include; 

•  The  existence  of  a  central  controller 

•  The  serial  definition  section  of  KSs 

•  The  inefficient  allocation  of  processes  to  processors 

•  The  high  overhead  of  data  copying  during  node  creation  and  KS  invocation. 

The  effects  of  the  central  controller  were  minimized  in  Experiment  2  through  the  elimination 
of  synchronization  at  that  level.  The  definitions,  which  are  the  local  bindings  done  at  the 
beginning  of  each  KS  to  maintain  data  coherence  (see  Section  2.3),  are  the  only  part  of  the 
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KS  still  executed  serially.  Executing  definitions  in  parallel  is  an  option  in  Cage,  but  be¬ 
cause  of  the  cost  of  blackboard  object  creation  (63%  of  the  average  definition  time)  and  the 
difficulty  ih  svriting  independent  definitions,  at  most  a  15%  improvement  in  speed-up  could 
be  expected  from  concurrent  definition  execution. 

Experiments  4  and  5  showed  that  careful  resource  allocation  could  improve  speed-up.  We 
believe  that  further  improvements  in  speed-up  are  possible  with  tailored  resource  allocation 
for  additional  Cage  processes.  While  Experiments  6  and  7  only  measured  throughput,  a 
preliminary  run  under  similar  conditions  showed  a  speed-up  of  6.  Some  of  this  gain  is  also 
due  to  the  elimination  of  the  use  of  spawned  processes  for  object  creation,  thus  eliminating 
much  unnecessary  data  copying.  However,  some  Qlisp  is  stUl  needed  to  program  concur¬ 
rency  in  Cage's  shared  memory  architecture. 

4. 3. 2. 2.  Throughput 

The  second  major  result  of  the  Cage  experiments  is  the  relatively  poor  throughput  achieved. 
The  minimum  sampling  rate  for  Cage  is  about  9  times  slower  than  that  of  a  similar  dis¬ 
tributed  memoiy  system,  Poligon,  running  the  same  application.  The  factors  limiting 
speed-up  also  limit  the  throughput.  In  addition,  it  should  be  noted  that  there  was  no  opti¬ 
mization  of  Cage  or  the  Elint  application,  which  could  improve  throughput  significantly. 

4.4.  Experiments  on  Poligon 

In  this  section  we  briefly  describe  the  experiments  performed  on  the  Poligon  system  to 
date.  Two  applications  have  been  mounted  on  Poligon:  Elint,  as  described  above  and 
Par  Able,  a  diagnostic  application  for  particle  accelerator  beam-lines  [Selig  87].  The  ex¬ 
periments  with  the  Elint  application  have  now  been  completed,  whereas  those  on  the 
ParAble  system  are  in  their  infancy,  so  only  the  Elint  application  will  be  considered  here. 

The  experiments  that  were  performed  were  intended  to  measure  a  number  of  different  as¬ 
pects  of  the  system's  performance: 

•  The  speed-up  that  the  Poligon  system  could  deliver. 

•  The  peak  throughput  of  the  system. 

•  The  ability  of  the  system  to  exploit  large  knowledge  bases. 

•  The  granularity  of  the  system. 

Experiments  to  measure  these  are  described  in  Section  4.4.1. 

4.4.1.  Experimental  Results 

The  space  available  for  this  paper  does  not  allow  a  full  explanation  of  the  experimental  re¬ 
sults,  so  the  interested  reader  is  again  advised  to  refer  to  [Nii  88]  for  more  details.  It  is 
hoped  that  the  treatment  here  will  be  sufficient  to  give  the  gist  of  what  we  have  learned. 

It  should  be  noted  here  that  wherever  reference  is  made  to  absolute  times,  these  are  mea¬ 
sured  in  terms  of  the  perfonnance  of  the  simulated  hardware  on  which  the  Poligon  system 
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luns  [Dsiagi  86aj.  E2chpn>osssingck:a^!ofiEnsimdu!>K:isof2boc!itbepedb!nn32BD£of 
a  TI  Explorer™  ll~  pioccssor.1 

4.4. 1.1.  Measurement  of  Speed-up  and  Throughput 

In  this  expenmsni  two  different  data  sets  xvene  used.  One  was  designed  to  allow  the 
Poligon  s>’siem  only  to  create  one  pipe  in  the  solution  space,  the  second  allows  Poligon  to 

create  four  pipe-lir«es;  it  u’as  four  times  as  dense.-  The  combination  of  these  two  results 
allows  us  to  do  the  follo^^g: 

•  Measure  the  peak  throughput  for  the  larger  data  seL 

•  Determine  the  contribution  to  speed-up  due  simply  to  pipe-lirte  paiallehsm. 

•  Compare  the  results  from  the  m  o  data  sets  so  as  to  be  able  to  get  a  treasure  of  the  abil- 
iQr  of  the  s>'stem  to  exploit  parallelism  in  the  source  data,  Le.  data  parallelism. 

The  results  from  the  two  data  sets  are  shor^m  in  Figure  10. 


Processors 

Figure  10.  A  graph  showing  the  speed-ups  derived  from  the  large  and  small  data 

sets  plotted  against  the  number  of  processors  used. 

In  this  experiment  we  learned  the  following: 

•  The  peak  speed-up  shown  in  this  application  due  to  pipe-line  parallelism  was  3.6.  This 
showed  that  although  the  length  of  the  pipe  was  three,  speed-up  was  greater  than  three 
because  of  the  concurrent  execution  of  rules  by  the  different  stages  of  the  pipe. 


'Explorer  is  a  trade  mark  of  Texas  Instruments  Corporation. 

‘•The  small  data  set  can  be  thought  of  as  representing  onl>  one  aircraft;  the  second  had  four.  The  data  was, 
therefore,  no  more  complex,  there  was  just  more  of  it. 
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*  Tbs:  peak  ihnxsgbpuis  measured  from  the  t»o  daia  sets  were  noi  significandy  diffeieni. 
This  iridkaies  that  Poligon  u-as  able  to  achici  e  an  aInK)si  linear  increase  in  speed-up  as 
\.jc  paoblem  »zc  of  the  daia  set  increased,  an  imporiani  result 

*  The  peak  duoughpu!  for  the  system  as  measured  from  the  larger  data  set  was  about 
340ps  per  signal  ^la  record.  Because  of  the  linear  increase  in  performance  with  data 
set  size  it  is  assumed  that  uiih  more  comple.x  problems  higher  performance  could  be 
achieved.  By  comparison,  the  Elint  application,  when  coded  to  mn  in  the  AGE  black¬ 
board  system  took  about  3.7  seconds  to  process  each  piece  of  signal  data. 

4-4- 1.2.  Measurement  of  Polrgon’s  Ability  to  Exploit  Large  Knovdedge 
Bases 

In  this  e.xperiment  the  Poligon  s\siem  tv'as  tested  using  the  small  data  set  used  above.  The 
Poligon  framework  was  modifl^  so  that,  whenever  a  rule  was  invoked,  N  rules  would  be 
inve^ed,  rather  than  just  one.  N  -  1  of  these  mles  had  the  special  characteristic  that  they 
performed  almost  all  of  the  processing  required  except  for  any  blackboard  modifying  up¬ 
dates.  This  gave  a  measure  of  the  system  load  if  the  knowledge  base  was  N  times  larger, 
ivhile  still  pving  the  right  behawor  for  this  application. 

The  results  from  this  e.\periment  ate  shown  in  Figure  1 1. 


Figure  11.  A  graph  showing  application  throughput  slow-down  plotted  against  the 
number  of  rules  being  fired for  each  rule-invoking  event. 

In  this  experiment,  if  the  s>siem  were  able  to  exploit  parallelism  in  the  knowledge  base  to 
the  full,  one  would  expect  that  the  s>siem  would  not  slow  down  at  all  as  new  knowledge 
was  added,  i.e.  the  line  shown  in  Figure  1 1  would  be  horizontal.  If,  on  the  other  hand,  the 
s>stem  bogged  down  completel>  as  more  knowledge  was  added  one  would  expect  that  the 
result  would  be  worse  than  linear  slow-down,  that  is,  the  plot  would  appear  above  the 
"linear  slow-down"  line.  As  can  be  seen  easily  from  the  graph,  Pollgon's  performance 
was  better  than  linear.  In  order  to  perform  four  times  as  much  work  it  took  only  2.2  times 
as  long.  This  means  that,  as  long  as  there  are  sufficient  computational  resources,  the 
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Poligon  syMem  delivers  good  performance  for  a  knowledge  base  whose  size  is  at  least  up 
to  four  times  that  of  the  Elint  application.^ 

4.4. 1.3.  Measurement  of  the  Granularity  of  Poligon's  Rules 

In  this  experiment  some  of  the  internal  mechanisms  within  Poligon  were  timed  in  order  to 
get  some  empirical  measure  of  the  granularity  of  the  system. 

Within  a  blackboard  system  a  number  of  mechanisms  are  of  crucial  importance  to  the  per¬ 
formance  of  the  system.  Amongst  these  are  slot  reads,  slot  writes,  and  rule  invocation.^ 

In  order  to  determine  the  costs  of  these  operations  they  were  performed  repeatedly  in  a 
manner  which  allowed  the  individual  costs  to  be  measur^  with  some  precision. 

The  results  of  these  experiments  are  as  follows.  It  should  be  noted  that  all  of  these  results 
neglect  any  communication  overhead,  so  they  are  only  representative  for  local  operations. 

•  Slot  reads  take  1.36  +  0.94/z  ps,  where  n  is  the  number  of  slots  being  read  at  once, 
Poligon  supports  a  form  of  multiple  slot  read  operation. 

•  Slot  updates  take  18  +  53. In  ps,  where  n  is  the  number  of  slots  being  written.  Poligon 
allows  arbitrary  user  code  to  be  executed  during  the  slot  update  operation,  so  this  is  a 
representative  figure  taken  from  the  Elint  application.  This  is  for  the  case  of  no  rules 
being  associated  with  the  slots  being  updated. 

•  The  overhead  cost  of  starting  up  a  rule’s  execution  is  about  1ms  per  rule  invoked. 

A  substantial  part  of  the  time  taken  performing  these  operations  could  be  optimized  consid¬ 
erably.  For  instance,  a  figure  of  about  SOOps  for  rule  invocation  could  relatively  easily  be 
achieved  in  a  real  system  and  more  than  this  improvement  could  be  expected  for  a  system 
which  allowed  specialized  microcode  or  similar  efficiency  tuning.  This  shows  that  there  is 
a  lower  bound  to  the  granularity  that  the  user  can  expect  to  achieve.  For  computations  tak¬ 
ing  less  than  a  few  milliseconds  it  may  not  be  worth  starting  up  a  rule  to  perform  the  com¬ 
putation,  the  cost  of  parallel  execution  would  be  in  excess  of  the  serial  execution  time. 

5.  What  We  Have  Learned 

We  have  learned  a  number  of  lessons  from  this  project,  some  of  which  were  counter  to  our 
intuitions. 

•  Our  intuition  told  us  that  programming  a  concurrent  blackboard  system  would  not  be 
too  hard  because  of  the  assumed  implicit  asynchrony  in  serial  blackboaid  systems.  We 
found  this  not  to  be  the  case.  We  found  the  programming  task  to  be  difficult  and,  we 
believe,  a  reconceptualization  of  existing  problems  will  be  required  in  order  to  port 
them  for  efficient  parallel  execution.  The  difficulty  of  implementation  of  applications  is 
due  largely  to  the  divergence  of  implementations  of  serial  blackboard  systems  from  the 
pure  blackboard  model  in  order  to  make  implementation  and  programming  more  man¬ 
ageable  as  was  mentioned  in  Section  2  and  is  covered  more  thoroughly  in  [Rice  88a]. 


'in  AGE,  the  Elint  knowledge  bai>e  wai>  composed  of  about  twenty  knowledge  sources,  each  having  about 
three  rules. 

%odc  creation  is  another  important  aspect,  which  was  not  measured  in  this  experiment. 
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•  We  found  that  the  Poligon  system  and  architecture  itself  performed  fairly  well.  Al¬ 
though  programming  the  system  was  not  trivial,  the  Poligon  system  provided  a  useful 
abstraction  model  that  allowed  the  development  of  an  application  in  a  blackboard-like 
manner  that  still  gave  the  correct  answers  and  acceptable  performance. 

•  Cage  performed  reasonably  well  under  the  circumstances.  We  knew  from  the  start  that 
the  design  of  Cage  was  likely  to  be  limited  in  the  performance  that  it  could  deliver  be¬ 
cause  of  inherent  serialization  in  the  architecture.  This,  indeed,  proved  to  be  the  case, 
but  the  Cage  architecture  is  still  not  at  all  bad  for  the  existing  generation  of  shared- 
memory  multiprocessors. 

•  We  had  thought  that  parallelism  in  the  knowledge  base  would  be  crucial  to  the  achieve¬ 
ment  of  high  performance.  In  the  applications  that  we  used,  knowledge  proved  to  be 
sparse  and  the  pipe-line  parallelism  that  resulted  from  it  delivered  only  a  factor  of  three 
in  speed-up.  The  small  amount  of  speed-up  from  pipe-line  parallelism  was  due  to  the 
short  length  of  the  pipes,  the  lack  of  applicable  knowledge,  and  the  difficulty  in  balanc¬ 
ing  the  pipes.  Most  of  the  parallelism  seen  in  the  applications  implemented  in  the  Ad¬ 
vanced  Architectures  Project  was  derived  from  the  data,  not  the  code.  The  limit  to  the 
length  of  the  pipes  derived  from  the  application  was  not  one  that  resulted  from  the 
structure  of  the  problem  itself,  but  rather  came  from  the  fact  that  the  application  was 
reimplemented  for  both  Poligon  and  Cage  from  the  AGE  implementation,  not  reformu¬ 
lated. 

•  When  we  started  the  project  our  intuition  told  us  that  the  significantly  greater  cost  of 
communication  relative  to  computation  would  bias  the  programmer  in  favor  of  doing  as 
much  as  possible  locally  before  a  message  was  sent.  It  turned  out  that  doing  this  in¬ 
creased  the  granularity  of  the  system  and  restricted  parallelism.  We  found  that,  al¬ 
though  communication  is  expensive,  as  long  as  data  keeps  flowing  along  a  pipe  the 
price  that  is  payed  is  in  latency,  not  in  speed-up.  The  fact  that  processes  are  not  held  up 
by  communication  is  a  result  of  the  non-blocking  message  sending  ability  of  the  hard¬ 
ware.  Thus,  fine-grained  systems  are  likely  to  be  significant  for  achieving  good  per¬ 
formance  from  large  multiprocessors,  but  the  increased  latency  due  to  distributing  the 
work  could  have  an  adverse  effect  on  real-time  performance. 

•  We  learned  that  the  simulation  of  multiprocessors  is  expensive.  A  number  of  projects 
are  interested  simply  in  the  difficulties  caused  by  the  asynchronous  behavior  of  concur¬ 
rent  systems.  Such  projects  are  able  to  use  a  simple  model  for  their  implementations  on 
existing  hardware.  We,  on  the  other  hand,  wanted  to  measure  the  performance  of  our 
software  on  the  hardware  we  were  developing  precisely  in  order  to  refine  both  our 
hardware  and  software  designs.  This  is  computationally  a  very  expensive  task  and  has 
proved  to  be  a  major  limiting  factor  on  the  work  that  we  have  done.  Having  said  this, 
however,  it  should  be  noted  that  we  are  confident  that  we  have  achieved  better  results 
and  have  gained  deeper  insights  than  we  would  have  done  if  we  had  concentrated  on 
building  real  hardware.  Clearly  we  could  have  used  existing  multiprocessors,  but  all 
such  existing  systems  to  date  have  poor  programming  environments  and  would  not 
have  given  us  the  flexibility  that  we  required  in  terms  of  hardware  architecture.  It  is 
difficult  to  perform  experiments  to  find  new  hardware  architectures  when  you  are  stuck 
with  just  one  architecture. 

•  Resource  allocation  was  found  to  be  a  significant  factor  in  delivering  high  performance. 
The  fact  that  blackboard  nodes  are  often  long-lived  means  that  an  even  load  balance  can 
easily  be  disrupted  by  a  few  busy  nodes.  In  the  experiments  reported  here  the  alloca¬ 
tion  of  processes  to  processors  was  done  randomly  for  all  of  the  Poligon  experiments 
and  for  the  early  Cage  experiments.  Other  experiments  in  the  Advanced  Architectures 
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Project  have  shown  that,  compared  to  the  ideal,  perfect  load  balanced  state,i  even  with 
careful  site  allocation  the  Elint  application  lost  30%  in  efficiency  and  delivered  30%  less 
speed-up  than  in  the  perfectly  load  balanced  case.  This  could  not  be  recovered  through 
the  use  of  more  processors  [Delagi  88]. 

6.  Conclusions 

In  this  paper  we  have  described  Poligon,  a  blackboard  framework  designed  to  operate  on 
distributed-memory  multiprocessors,  and  Cage,  a  blackboard  framework  for  shared-mem¬ 
ory  machines.  We  have  described  experiments  performed  on  both  of  these  systems, 
shown  the  results  and  discussed  the  conclusions  that  can  be  drawn  from  them,  and  men¬ 
tioned  some  lessons  that  were  learned  along  the  way. 

We  have  shown  that  the  Poligon  system  can  deliver  a  speed-up  for  the  Elint  application  of 
nearly  twelve,  with  near  linear  speed-up  gain  with  increasing  problem  complexity.  We 
have  also  shown  significantly  better  than  linear  slow-down  as  a  result  of  increasing  knowl¬ 
edge  base  complexity.  We  are  confident,  therefore,  that  given  a  larger  problem  Poligon 
could  deliver  significantly  more  speed-up  than  this. 

Cage  has  been  shown  to  execute  multiple  sets  of  rules,  in  the  form  of  KSs,  concurrently. 
A  speed-up  of  4.12  was  achieved  by  the  early  experiments,  improved  to  5.7  with  opti¬ 
mizations  of  the  resource  allocation  and  16  processors,  and  further  improved  to  almost  6 
with  32  processors  in  the  last  experiment.  The  use  of  a  central  controller  to  determine 
which  KSs  to  run  in  parallel  drastically  limited  the  speed-up  possible,  no  matter  how  many 
KSs  were  executed  in  parallel.  The  shallow  knowledge  base  of  the  application  limited  con¬ 
currency  at  the  rule  level,  but  more  mles  per  KS  would  increase  concurrency.  Overall,  we 
believe  that,  with  optimization  and  deeper  applications,  Cage  can  be  used  as  a  viable 
concurrent  blackboard  environment. 

From  our  work  we  can  conclude  that  data  parallelism  is  likely  to  be  the  most  important 
source  of  parallelism  in  the  foreseeable  future,  at  least  until  truly  huge  knowledge  bases  are 
developed.  This  requires  that  concurrent  problem-solving  systems  should  be  not  only  able 
to  exploit  data  parallelism  but  be  able  to  do  so  in  a  manner  which  allows  the  rapid  develop¬ 
ment,  easy  maintenance  and  modification  of  knowledge  bases  and  encourages  the  devel¬ 
opment  of  software  that  is  not  brittle  when  knowledge  is  added  or  removed  or  when  the 
system  meets  circumstances  that  were  not  anticipated  by  the  programmer.  Poligon  and 
Cage  are  possible  first  steps  in  this  direction. 
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Abstract 

/  started  at  the  top  and  worked  down. 

—  Orson  Welles. 

This  paper  discusses  in  detail  the  design  and  implementation  of  Poligon,  a  concurrent 
blackboard  system,  documenting  our  progress  and  the  problem  areas  we  identified  in  the 
process  of  developing  it.  It  also  considers  the  factors  that  aid  and  those  that  limit  the  per¬ 
formance  of  blackboard  systems  in  general  and  of  concurrent  blackboard  systems  in  par¬ 
ticular,  relating  these  factors  to  the  implementation  of  Poligon. 

1 .  Introduction 

Six  Hours  a-Day  the  young  Students  were  employed  in  this  Labour;  and  the 
Professor  shewed  me  several  Volumes  in  large  Folio  already  collected,  of  broken 
Sentences,  which  he  intended  to  piece  together;  and  out  of  those  rich  Materials  to 
give  the  World  a  compleat  Body  of  all  Arts  and  Sciences;  which  ho  wever  might  be 
still  improved,  and  much  expedited,  if  the  Publick  would  raise  a  Fund  for  making 
and  employing  five  Hundred  such  Frames  in  Lagado,  and  oblige  the  Managers  to 
contribute  in  common  their  several  Collections. 

—  Jonathan  Swift,  Gulliver's  Travels, 
Chapter  5  of  Part  III  "A  Voyage  to  Laputa" 

The  Advanced  Architectures  Project  [Rice  88c]  has  already  published  a  large  number  of  re¬ 
search  results,  for  example  [Nii  88b]  and  [Saraiya  89].  Up  to  now,  however,  we  have  not 
described  the  actual  implementation  of  the  systems  that  were  produced  in  order  to  do  our 
research.  During  this  research  we  identified  solutions  and  potential  problem  areas  for  de¬ 
signing  future  systems  in  our  target  area  of  research,  namely  concurrent  problem-solving 
systems.  It  is  important  to  us  that  we  should  be  able  to  disseminate  the  knowledge  that  we 
have  gained  through  our  experience  so  that  the  obstacles  we  encountered  can  be  avoided  by 
others.  Thus  this  paper  not  only  highlights  our  positive  results,  but  also  attempts  to  evalu¬ 
ate  our  approaches  and  the  problems  inherent  in  these  systems. 

In  this  paper  we  describe  the  design  and  implementation  of  Poligon  [Rice  86],  a  concurrent 
blackboard  system  [Nii  86].*  In  this  section  we  briefly  outline  the  reasons  why  we  built 
Poligon,  in  Section  2  we  describe  the  design  and  implementation  of  AGE  [Nii  79],  perhaps 
the  archetypal,  serial  blackboard  system  shell,  so  as  to  introduce  the  discussion  of 
Poligon's  design.  In  Section  3  we  briefly  consider  the  implications  of  the  blackboard 
model  for  parallel  execution.  In  Section  4  we  discuss  the  design  and  implementation  of 
Poligon  describing  in  detail  its  internal  representation.  Section  5  focuses  on  the  design  of 
Poligon's  program  support  environment.  Throughout  the  paper  we  attempt  evaluate  our 
approaches  based  on  the  outcomes  of  the  project,  which  are  summarized  in  Section  6. 


*  It  may  be  of  interest  to  note  that  the  name  Poligon  originated  from  the  system's  ability  to  run  in  both 
serial  and  parallel  modes.  Names  of  parallel  systems  often  begin  with  the  letter  p,  Poligon  combines  the 
Greek  word  ’OXiyos  (few)  and  noXuyovos  (producing  many,  prolific,  from  which  we  derive  polygon,  a 
many-sided  object).  Following  the  same  pattern,  Poligon's  non-CARE  mode  is  called  Oligon. 
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In  this  paper  we  assume  at  least  a  passing  acquaintance  with  knowledge-based  system 
shells  and  with  concurrency,  synchronization,  critical  sections,  and  other  related  concepts. 
Those  less  familiar  with  these  issues  are  directed  to  [Nii  88a],  which  provides  a  thorough 
explanation  of  the  issues  and  terminology  involved. 

This  paper  discusses  not  only  Poligon,  a  system  that  we  implemented,  and  AGE,  a  system 
that  was  implemented  a  number  of  years  ago  but  also  different  ways  in  which  Poligon  or 
some  future  systems  could  be  implemented.  We  have  endeavored  to  distinguish  these 
subjunctive  systems  from  those  that  have  actually  been  implemented,  but  the  reader  should 
still  be  aware  that  in  order  to  state  our  beliefs  and  hypotheses  about  the  future  of  concurrent 
blackboard  systems  we  inevitably  have  to  describe  how  we  would  implement  Poligon  in 
the  light  of  what  we  have  learned  or  what  we  would  have  done  if  our  goals  had  been  differ¬ 
ent.  For  instance,  some  design  decisions  were  based  on  the  goals  of  flexibility  and  ease  of 
implementation,  whereas  if  we  were  to  implement  again  with  the  primary  goal  of  peak  per¬ 
formance,  we  might  choose  entirely  different  design  and  implementation  strategies.  The 
reader  should,  therefore,  note  phrases  such  as  "future  implementations  might...",  and  "in 
the  best  of  all  possible  worlds...,"  which  indicate  some  impending  speculation  rather  than 
statement  of  fact. 

1.1.  Why  High  Performance? 

Quick  is  beautiful. 


—  F.J.  Dyson 


Eagar  likes  high-performance  machines. 


AI  research  has  proceeded  for  some  time  without  much  concern  about  performance. 
Researchers  have  mostly  been  concerned  about  the  behavior  of  their  programs  and  were 
satisfied  as  long  as  their  programs  executed  in  reasonable  time.  Now  that  the  technology  is 
maturing  and  there  is  increasing  pressure  to  apply  AI  programming  techniques  to  previ¬ 
ously  intractable  problems  in  the  real  world.  This  inevitably  means  that  the  performance  of 
these  systems  must  be  compatible  with  the  real  world.  Hearsay  II  [Erman  80]  provides  a 
good  example  of  this.  Even  if  it  had  worked  perfectly,  it  would  still,  at  that  time,  have  op¬ 
erated  at  least  ten  times  too  slowly  to  have  been  used  in  the  real  world.  The  problem  do¬ 
main  we  chose  to  investigate  was  the  interpretation  of  multiple,  continuous  signal  data 
streams,  such  as  one  might  find  in  radar  systems.  We  already  knew  this  domain  to  be  one 
in  which  current  blackboard  systems  have  not  been  able  to  cope  with  the  performance  de¬ 
mands  of  the  real  world. 
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1.2.  Why  Concurrent? 


A  physicist  had  a  horseshoe  hanging  on  a  door  of  his  laboratory.  His  colleagues 
were  surprised  and  asked  whether  he  believed  that  it  would  bring  luck  to  his  exper¬ 
iments.  He  answered:  "No,  I  don't  believe  in  superstitions.  But  I  have  been  told 
that  it  works  even  if  you  don't  believe  in  it." 


—  I.  B.  Cohen 

To  begin  with  we  should  address  the  question  of  why  we  are  looking  at  concurrent  systems 
at  all.  As  mentioned  earlier,  we  need  more  performance  from  our  AI  software  in  order  to 
apply  it  to  real-world  problems.  To  accomplish  our  goal,  we  also  need  to  develop  pro¬ 
gramming  methodologies  to  help  us  use  the  evolving  generation  of  machines.  It  was  antic¬ 
ipated  that  the  use  of  multiple  processors  could  deliver  the  desired  increases  in  speed. 
Thus,  we  wanted  parallelism  solely  in  order  to  gain  performance,  not  to  model  the  physical 
separation  of  processors  in  a  distributed,  multi-agent  system  or  to  improve  the  reliability  of 
our  software. 


Eager  likes  to  be  Parallel. 


1.3.  Why  a  Blackboard  System? 

On  the  atomic  bomb;  That  is  the  biggest  fool  thing  we  have  ever  done.  The  bomb 
will  never  go  off,  and  I  speak  as  an  expert  in  explosives. 

—  Admiral  William  Leahy  to  President  Truman  (1945). 

Having  decided  that  to  investigate  concurrent  systems,  we  had  to  determine  which  software 
architectures  we  were  interested  in.  The  primary  question  was:  Why  not  write  everything 
in  C  or  assembler  with  suitable  parallelizing  directives?  This  is  by  no  means  a  trivial  ques¬ 
tion.  The  development  of  any  high-level  programming  tool  is  based  on  the  hidden  as¬ 
sumption  tliat  its  benefits  outweigh  its  costs.  In  choosing  some  form  of  high-level  pro¬ 
gramming  tool  over  a  low-level  programming  tool,  the  trade-off  is  hard  to  justify  when  the 
goal  is  a  high  performance  system.  Except  for  truly  enormous  systems,  it  is  generally  the 
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case  that  software  written  in  assembler  is  faster  and  smaller  than  software  written  in  high- 
level  languages.  What  one  trades  off,  then,  is  greater  ease  of  program  development,  modi¬ 
fication,  and  maintenance  against  performance.  The  human  cost  of  software  development 
is  great  enough  that  it  pays  to  spend  more  money  on  hardware  to  get  the  required  perfor¬ 
mance  than  to  spend  money  on  ^e  software  being  developed. 


Eagar  finds  that  a  blackboard  helps  him  organize  many  experts. 

Generally  this  argument  applies  only  in  areas  of  specialized  software.  Word  processing 
software,  like  that  used  to  write  this  paper  is  usually  sold  in  such  quantities  that  despite  the 
high  cost  of  programming,  it  is  worthwhile  to  develop  new  software  for  existing  platforms 
using  less  productive  methodologies  that  result  in  faster  program  execution.  There  is, 
however,  a  large  domain  of  applications  that  are  only  run  on  a  few  machines.  This  soft¬ 
ware  must  be  developed  quickly  and  modified  and  maintained  easily.  Nowhere  is  this 
more  apparent  than  in  the  development  of  AI  software. 

Thus,  what  we  are  saying  is  that  when  we  commit  ourselves  to  speeding  up  expert-system 
applications  using  of  parallel  hardware.  We  are  committed  to  designing  software  that  can 
meet  its  intended  purpose.  If  we  elect  to  design  a  low-level  tool,  we  accept  that  it  may  be 
hard  to  use,  but  it  must  be  very  fast.  If  we  design  a  high-level  tool  then  not  only  should  it 
be  able  to  solve  the  problems  reasonably  quickly,  but  it  should  also  deliver  the  benefits  that 
are  claimed  for  high-level  tools;  modifiability,  maintainability,  and  speed  of  code  develop¬ 
ment.  We  were  more  interested  in  the  design  of  high-level  tools  so  we  were  compelled  to 
develop  software  architectures  with  the  capability  to  handle  the  rapid  development  of  con¬ 
current  expert  systems  while  still  giving  high  performance.  To  do  this,  we  sought  a  com¬ 
putational  model  around  which  to  develop  our  design. 
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At  the  time,  the  most  promising  contender  for  our  prototypical  software  architecture  was 
the  blackboard  architecture.  Our  experience  in  using  this  architecture  on  our  project  was  a 
significant  advantage,  but  in  addition  to  this,  the  design  itself  seemed  to  admit  parallelism 
through  being  an  intrinsically  concurrent  problem-solving  model.  It  also  seemed  to  meet 
our  need  for  a  high-level  computational  model  that  would  help  the  programmer  deal  with 
the  complexity  of  future  AI  systems.  We  later  learned  that  blackboard  systems  are  not  as 
parallel  as  we  originally  thought;  why  this  is  the  case  is  documented  in  fair  detail  in  [Rice 
88a].  Our  example  suggests,  therefore,  that  one  should  not  pick  a  programming  model  for 
reasons  of  a  superficial  match  to  one's  cognitive  model  of  concurrent  problem  solving. 
Many  of  our  findings  were  considerably  at  variance  with  our  intuition  when  we  started  the 
project.  We  know  of  no  better  architecture  than  the  blackboard  model  for  concurrent  prob¬ 
lem  solving,  but  this  may  simply  be  that  few  have  tried  others,  other  than  simple  produc¬ 
tion  systems  [Gupta  86]. 

The  rest  of  this  paper  is  biased  toward  the  design  of  blackboard  systems;  however,  a  num¬ 
ber  of  the  lessons  we  learned  have  broader  applicability  than  just  to  the  field  of  blackboard 
systems.  Because  the  blackboard  programming  model  has  achieved  considerable  popular¬ 
ity  for  reasons  independent  of  its  performance,  it  is  quite  likely  that  many  will  attempt  the 
implementation  of  concurrent  blackboard  systems  and  can  benefit  from  our  experience. 

2.  The  Implementation  of  an  Existing  Blackboard  System  - 
AGE 

What  we  want  is  a  story  that  starts  with  an  earthquake  and  works  its  way  up  to  a 
climax. 

—  Samuel  Goldwyn 

In  this  section  we  discuss  the  design  of  AGE,  a  blackboard  framework  developed  at 
Stanford,  both  to  provide  historical  and  technical  background,  and  to  help  elucidate  the  is¬ 
sues  involved  in  developing  our  project  goals. 

AGE  is  a  blackboard  framework  written  in  Interlisp.  It  is  significant  that  it  is  a  framework. 
There  have  been  a  number  of  hard-coded  blackboard  systems,  HASP/SIAP  [Nii  82]  and 
Hearsay  II  [Erman  80]  being  the  best  known.  We  were  not  interested  in  the  development 
of  hard-coded  solutions  to  our  applications  since  this  would  have  violated  the  trade-off 
mentioned  in  Section  1.3.  Having  developed  the  tool,  the  marginal  cost  of  developing 
more  applications  should  be  relatively  small.  This  is,  of  course,  the  same  argument  that  led 
to  the  development  of  compilers. 

AGE  is  a  system  whose  design  is  geared  toward  the  rapid  development  of  blackboard  ap¬ 
plications.  It  provides  a  toolkit  for  blackboard  system  development,  which  contains  the  in¬ 
frastructure  in  which  the  user's  knowledge  is  to  run,  as  well  as  such  things  as  rule  editors. 

2.1.  The  Blackboard  Model 

Although  the  main  pu^ose  of  this  paper  is  not  to  explicate  the  blackboard  programming 
model,  it  is  useful  to  give  a  brief  description  of  a  canonical  blackboard  system,  in  order  to 
show  how  AGE  implements  this  model.  For  further  information  on  various  blackboard 
systems  the  reader  may  wish  to  consult  [Engelmore  88]. 

In  the  blackboard  problem-solving  model,  a  group  of  experts  is  gathered  around  a  black¬ 
board,  each  contributing  his  own  Imowledge  toward  solving  the  problem  at  hand.  The  ex- 
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pens  communicate  by  posting  conclusions  on  the  blackboard  and  watching  for  other  ex¬ 
perts  posting  their  conclusions  in  a  similar  way.  When  an  expert  spots  a  piece  of  informa¬ 
tion  that  he  knows  how  to  handle,  he  starts  working  with  it.  By  this  means  the  solution 
evolves. 


Invoking  a  knowledge  source. 


This  problem-solving  model  cannot  be  immediately  implemented  for  a  number  of  reasons, 
but  the  primary  change  that  is  needed  to  turn  this  problem-solving  model  into  a  program¬ 
ming  model  is  the  inclusion  of  a  scheduling  mechanism.  This  is  often  referred  to  as  an  op¬ 
portunistic  scheduling  scheme  and  is  often  thought  to  be  central  to  blackboard  systems, 
even  though  it  is  only  a  product  of  their  implementation,  rather  than  their  design.  In  this 
case,  opportunistic  means  that  the  system  is  sensitive  to  changes  within  the  evolving  solu¬ 
tion  and,  in  some  manner,  tries  to  invoke  the  most  appropriate  piece  of  knowledge  at  any 
given  time  in  order  to  help  the  progress  of  the  solution.  This  is  in  contrast  to  conventional 
operating  system  scheduling  models  in  which  the  scheduler  itself  has  no  knowledge  of  the 
intent  or  importance  of  any  given  process  other  than  through  the  use  of  some  "magic" 
numbers  such  as  priority  or  quantum  numbers.  Clearly,  a  good  knowledge-based  sched¬ 
uler  ought  to  be  able  to  use  knowledge  of  the  application  domain  and  of  the  knowledge  be¬ 
ing  executed  to  find  a  more  responsive  and  efficient  scheduling  order. 

2.2.  AGE,  the  Canonical  Blackboard  Shell 

Titus  Lartius:  Follow  Cominius;  we  must  follow  you; 

Right  worthy  you  priority. 


—  Shakespeare,  Coriolanus,  act  I  scene  I. 

In  this  section  we  discuss  the  implementation  of  AGE,  highlighting  the  factors  governing 
its  performance. 

AGE,  being  a  blackboard  system,  has  a  global  database  that  is  used  to  represent  the  evolv¬ 
ing  solution  -  the  blackboard.  This  database  is  implemented  within  the  native  Interlisp  en¬ 
vironment's  heap.  The  blackboard  is  made  up  of  a  number  of  data  structures  that  represent 
the  different  elements  in  the  solution  space.  These  solution-space  elements,  called  nodes, 
contain  mappings  from  user-defined  names  to  the  values  they  represent.  For  instance,  a 
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node  might  have  a  slot  called  parent,  which  has  as  its  associated  value  the  parent  of  the 
node  in  question.  These  mappings  are  usually  referred  to  as  attributelvalue  pairs. 

The  knowledge  base  is  composed  of  a  collection  of  knowledge  sources  (KSs).  T^ese  are 
structures  that  contain  a  set  of  rules  that  are  applied  when  a  knowledge  source  is  invoked. 
The  code  for  these  knowledge  sources  is  also  resident  within  the  Lisp  system's  heap. 

A  typical  blackboard  application  written  in  AGE  has  the  following  behavior  and  is  shown 
in  Figure  2-1. 

•  Data  coming  into  the  system  results  in  the  creation  of  nodes  on  the  blackboard. 
These  nodes  have  their  slots  initialized  so  that  they  have  some  meaningful  values  in 
them. 

•  An  event  token  is  passed  to  the  scheduler;  in  turn  the  scheduling  mechanism  in¬ 
vokes  the  knowledge  sources  that  are  interested  in  that  type  of  event.  This  involves 
searching  the  knowledge  base  for  applicable  knowledge  sources. 

•  During  the  invocation  of  a  knowledge  source,  computation  is  performed  in  order  to 
construct  some  context  relevant  to  that  particular  invocation  of  the  knowledge 
source.  The  named  components  of  the  context  are  referred  to  as  knowledge  source 
bindings.  These  take  the  place  of  local  variables  in  knowledge  sources  and  map  lo¬ 
cal  identifiers  into  computed  values.  Once  these  values  have  been  computed,  the 
rules  attempt  to  fire.  Rules  are  implemented  as  condition/action  pairs.  If  the  condi¬ 
tion  is  true,  the  action  or  actions  are  invoked.^ 

•  Clearly,  the  evaluation  of  knowledge  source  bindings  and  of  any  expressions 
within  mles  and  knowledge  sources  must  be  able  to  look  at  the  nodes  on  the  black¬ 
board.  If  this  were  not  the  case,  the  knowledge  represented  by  the  knowledge 
source  would  be  unable  to  do  any  computation  that  was  dependent  on  the  state  of 
the  solution.  For  this  reason,  AGE  supports  a  function  (called  $Value)  that  will 
read  the  value  or  values  associated  with  a  particular  attribute  on  a  particular  node. 
This  is  AGE'S  slot  read  operation. 

•  Similarly,  the  knowledge  in  the  system  must  have  some  way  to  record  its  conclu¬ 
sions.  This  is  done  in  one  of  two  ways:  either  the  rule  that  is  executing  will  modify 
a  node  or  nodes  on  the  blackboard  to  conform  to  its  new  model  of  reality,  or  it  will 
create  new  blackboard  nodes  to  represent  new  parts  of  the  solution. 

•  Finally,  having  performed  any  appropriate  side-effects  on  the  blackboard,  the  AGE 
application  must  perform  some  action  in  order  to  make  sure  that  the  system  notices 
the  changes  that  have  been  made.^  This  is  done  by  naming  the  changes  with  an 
event  token.  It  is  this  event  token  that  the  scheduling  mechanism  sees  in  later  sys¬ 
tem  cycles  and  that  causes  the  subsequent  invocation  of  further  knowledge  sources. 


'age  also  supports  a  mechanism  for  selecting  which  rules  within  a  given  knowledge  source  are  to  fire,  but 
this  is  not  germane  to  our  diseussion  here. 

^In  the  first  implementation  of  MXA  [Rice  84],  every  modification  to  every  slot  generated  an  event.  The 
number  of  events  to  be  processed  grew  so  large  that  the  application  was  not  able  to  deal  with  them 
reasonably.  AGE's  strategy  of  leaving  the  posting  of  event  tokens  to  the  user  is  a  less  automatic  approach 
but  more  reasonable  in  practice. 
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•  TBic  system  loops  around,  looking  ftK*  events  (ki  the  event  qtseuc  and  processing 
them  in  the  manner  descnbed  above.  The  piocessc^  acting  on  an  event  s^loopii^ 
around  to  ptxxress  the  next  event  is  refored  to  as  the^'ssem  cyde. 


Blackboard  Knowledge  Base 


Fig.  2-1.  This  figure  depicts  some  fundamental  aspects  of  most  blackboard  sys¬ 

tems.  A  central  scheduler  sees  or  is  informed  ttf  changes  on  the  blackboard,  noting  them 
in  an  event  queue.  Events  are  selected  from  this  queue  and  are  used  to  trigger  knowledge 
sources,  which  in  turn  act  on  the  blackboard. 

Now  that  we  have  outlined  the  essential  lun-time  behavior  of  AGE,  we  can  disdli  from  this 

description  the  essential  components  of  a  blackboard  system.  These  are: 

•  Dynamic  node  creation 

•  Knowledge  search  —  finding  applicable  knowledge  sources  for  a  given  event  type 

•  Conflict  resolution  —  deciding  which  knowledge  source  to  invoke  if  more  than  one 
is  currently  invokable 

•  Knowledge  invocation  —  firing  up  a  knowledge  source  once  it  has  been  selected 

»  Context  evaluation  —  evaluating  any  user  code  necessary  for  the  knowledge  source 

•  Slot  reads 

•  Slot  updates  —  the  side-effects  that  propagate  conclusions 

•  Event  posting  —  recording  that  something  significant  has  happened 
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Ii  also  be  nored  ihai  imo}  blackboard  systems  have  a  mechanism  for  finding  nodes 
that  match  a  cenain  predfcaie,  ACE’s  SFind  and  MXA’s  [Rice  84]  set  creation  mechanism 
are  but  vxo  exarr^les. 

The  rclaiis'c  importance  of  these  different  aspects  of  a  blackboard  system  will  depend  very 
much  on  the  architecture  and  on  the  application  for  which  it  b  being  used.  For  instance,  a 
system  with  a  large  knowledge  base  of  simple  rules  wall  stress  the  knowledge  search  and 
invocation  nsechanisms;  an  appikmoa  that  does  a  lot  of  raw  number  crunching  will  require 
the  rapid  evaluation  of  user  code.  It  seems  likely  that  any  blackboard  system  implementa¬ 
tion  tool  (shell)  must  have  some  means  of  performing  these  tasks,  and  if  it  has  any  aspira¬ 
tions  to  high  performance,  a  reasonable  strate^'  for  making  them  efEcienL^ 

AGE  was  designed  primarily  as  an  e.xperimental  tool  and  so  ivas  optimized  more  for  pro¬ 
gram  development  than  run  time  performance.  We  will  now  discuss  the  implementation  of 
each  component  of  AGE  so  that  we  can  contrast  its  implementation  with  that  of  Poligon. 

Node  creation.  AGE  nodes  are  implemented  as  slots  on  the  propeny  lists  of  the 
symibois  that  nante  the  nodes.-  The  slots  within  nodes  are  represented  simply 
as  an  .AList.  Thus,  the  instandation  of  nodes  simply  involves  the  creation  of  the 
data  structure  and  the  recording  of  it  in  the  level  (class)  of  nodes  of  the  same 
type.  A  consequence  of  thb  architecture  is  that  nodes  of  a  given  level  —  air¬ 
craft,  for  instance  —  are  only  similar  by  convention.  Any  node  can  have  a  col- 
lecdon  of  slots  that  b  totally  different  from  another  node  that  is  notionally  of  the 
same  type.  Thb  means  that  space  will,  in  principle,  not  be  wasted  in  nodes  that 
never  use  certain  slots. 

Knowledge  search.  AGE,  like  many  blackboard  systems,  offers  a  user-pro¬ 
grammable  scheduling  mechanism  with  various  precanned  strategies.  By  de¬ 
fault  events  are  selected  from  a  global  event  queue  in  AGE.  Each  event  encap¬ 
sulates  both  the  node  that  caused  the  event  and  the  event  token,  which  is  used  to 
select  the  applicable  knowledge  sources  in  the  next  cycle.  The  event  token  is 
compared  with  the  preconditions  on  each  knowledge  source  in  the  knowledge 
base,  and  the  set  of  applicable  knowledge  sources  is  delivered.  The  knowledge 
source  precondition  merely  has  to  name  the  event  token  against  which  it  is  to 
match.  This  precondition  can  be  thought  of  as  a  filler  that  helps  to  select  poten¬ 
tially  applicable  rules. 

Conflict  resolution.  AGE's  conflict  resolution  strategy  is  extremely  simple.  If 
more  than  one  knowledge  source  could  be  triggered  from  an  event,  then  the 
matching  knowledges  arc  fired  in  the  lexical  order  of  their  definition. 

Knowledge  invocation.  In  AGE,  knowledge  sources  are  implemented  as  list 
record  ’juctures  that  are  interpreted  by  the  scheduling  mechanism.  The  trigger¬ 
ing  node  (the  focus  node)  is  t^cn  from  the  event  queue  and  dynamically  bound 
to  a  global  variable,  called  focus.node.  During  the  invocation  of  a  knowledge 
source,  code  executes  any  knowledge  source  bindings  and  then  attempts  to  fire 


waj  of  qualification,  ac  .should  sa>  lhai  at  present  mo.sl  serial  blackboard  systems  arc  oplimizcd  for 
executing  cither  »CiJr.  h  or  rL...,^niuon  pcs  of  applications.  It  would  perhaps  be  unreasonable  to  expect  any 
different  from  a  parallel  sy.stcm,  though  in  the  bc.a  of  all  possible  worlds  a  blackboard  tool  would  be  good 
at  both  of  thc.se  ta.sks. 

unique  identifier  is  CONSed  to  name  each  node. 
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ihe  rules  by  successively  lesiing  iheir  conditions  and  executing  their  actions,  if 
appropiiate. 

Context  evaluation.  In  AGE,  all  user  code  is  interpreted.  This  means  that  all 
knowledge  source  bindings  and  all  expressions  that  are  evaluated  during  the  ex¬ 
ecution  of  mies  are  also  interpreted. 

Slot  reads.  The  SValue  function  performs  Slot  reads  in  a  regular  manner.  It  can 
read  the  value  of  slots  on  any  node  on  the  blackboard  with  cost  independent  of 
the  node  being  read.  Tne  SValue  function  must  access  the  AList  within  the 
node  structure  and  must  then  search  for  the  value  named  by  the  slot  being  ac¬ 
cessed.  This  search  must  be  performed  because  even  if  the  system  were  to  be 
compiled  it  would  not  be  possible  to  establish  at  compile-time  the  location  of 
any  given  slot  within  any  given  class  of  node. 

Node  updates.  AGE  provides  a  fixed  number  of  system-defined  ways  to  update  a 
node.  These  allow  the  modification  of  the  value  lists  associated  with  a  collec¬ 
tion  of  slots  and  are  performed  by  calling  a  procedure  (SModify  or  SSupersede) 
with  a  set  of  arguments  that  are  interpreted  so  as  to  find  the  slots  to  be  updated 
and  the  values  to  put  into  those  slots. 

Event  posting.  Event  posting  is  simple  in  AGE  because  of  its  centralized  event 
queue  used  by  the  scheduling  mechanism.  Whenever  an  event  is  to  be  posted, 

AGE  invokes  a  procedure  that  encapsulates  the  node  causing  the  event  and  the 
event  token  and  pushes  the  event  onto  the  front  of  the  event  queue. 

Search.  Searching  a  blackboard  in  a  serial  system  with  most  implementation 
techniques  is  likely  to  be  a  linear  time  operation  at  best  and  highly  combinatorial 
at  worst.  AGE'S  $Find  operation  searches  linearly  through  all  the  nodes  on  a 
blackboard  level  for  a  match. 

What  a  high-performance  blackboard  system  should  do,  therefore,  is  find  ways  to  make 

each  of  these  operations  fast  while  preserving  the  blackboard  model. 

3.  Implications  for  Parallel  Systems 

Let's  bring  it  up  to  date  with  some  snappy  nineteenth-century  dialogue. 

—  Samuel  Goldwyn 

The  AGE  blackboard  model  discussed  above  is  based  on  a  number  of  hidden  assumptions 

that  preclude  parallel  execution.  In  this  section  we  touch  on  some  of  these  issues  in  order 

to  show  why  certain  implementation  decisions  were  made  in  Poligon. 
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3.1.  The  Right  Answer 

A  second  order  approximation  for  evaluation  of  the  Kdchel  (AT)  numbers  of  a 

Mozan  symphony  (S):  S  =  0.27465  +  0.157692K  +  0.000159446K2 

—  R.P.  and  J.R.  Cody^ 

We  should  first  stress  that  a  concuirent  implementation  should  get  the  right  answer.  This  is 
not  at  all  a  trivial  point  and  bears  some  thought.  In  serial  blackboard  systems  such  as 
AGE,  only  one  thing  ever  happens  at  once;  in  other  words,  there  is  no  ambiguity  about  the 
degree  to  which  the  system  is  converging  toward  a  solution.  It  is  possible  to  construct  a 
concurrent  problem-solving  architecture  that  will  act  identically  to  a  serial  system,  but  the 
amount  of  synchronization  required  is  great  enough  that  the  parallel  implementation  is  likely 
to  be  slower  than  the  serial  version  because  of  the  costs  of  process  creation,  process 
switching  and  synchronization.^  As  soon  as  one  starts  to  relax  the  requirement  that  a  con¬ 
current  system  should  have  the  same  semantics  as  a  serial  system,  the  nondeterminism  so 
introduced  can  result  in  a  system  that  either  behaves  quite  unpredictably  or  fails  to  converge 
towards  any  solution  at  all. 

As  a  corollary  we  can  say  that  because  a  concurrent  system  allows  the  simultaneous  inves¬ 
tigation  different  avenues  that  may  lead  to  solutions  of  differing  quality,  it  is  possible  to 
trade  off  the  accuracy  of  results  produced  against  the  overall  performance  of  the  system. 


1  Eagar-Jones  Average  1 

Pork  Belly  Futures  $4.23 

Condo  Cave  Dwellings  Inc.  $0.03 

Wife-Grabber  Clubs  Corp.  $9.42 

McBrontoburger  Inti.  (Franchize)  Inc.  $3.1 1 

Eagar finds  that  liming  can  be  crucial  to  gelling  the  right  answer. 


•This  method  will  give  an  answer  not  more  than  two  out,  85  percent  of  the  time. 

^This  need  not  be  the  case  if  the  serial  program  is,  for  instanec,  a  pure  applicative  program,  the  semantics 
of  which  are  identical  when  executed  in  parallel,  but  this  statement  holds  true  for  the  parallelization  of  most 
current  serial  programs. 
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3-2.  Instances  and  Processes 

Dogberry:  Come,  bind  them.  Thou  naughty  varied. 

—  Shakespeare,  Much  Ado  About  Nothing,  act  IV,  scene  II 

In  concurrent  systems  it  is  frequently  the  case  that  in  order  to  implement  concurrency,  each 
piece  of  concurrent  computation  must  be  executed  within  a  process.  For  a  number  of  sys¬ 
tem  implementation  reasons,  these  processes  are  often  large  and  expensive.  A  serial  sys¬ 
tem  ne^  not  worry  about  such  matters.  Even  if  such  things  as  dynamic  binding  are  elimi¬ 
nated  from  the  system,  process  switch  time  is  still  likely  to  be  substantially  greater  than  the 
native  system's  function  call  overhead  because  of  the  cost  of  reloading  caches.  In  addition, 
the  cost  of  processes  has  a  substantial  impact  on  the  programming  model.  This  is  because 
an  appealing  programming  model  for  concurrent  computation  is  that  of  asynchronously 
communicating  objects.  In  medium-grain-sized  machines,  these  objects  are  generally  tens 
to  hundreds  of  bytes  in  size.  Because  of  page-based  stack  protection  hardware  and  the  in¬ 
creasing  size  of  pages  in  modern  machines,  even  the  minimum  size  of  a  stack  group  is 
likely  to  be  tens  or  hundreds  of  times  that  of  the  objects  in  the  system.  This  means  that  one 
cannot  sensibly  allocate  a  process  to  each  object  without  either  accepting  a  huge  loss  in 
memory  performance  or  choosing  some  architecture  or  computational  model  that  makes 
more  efficient  use  of  stack  groups. 

3.3.  Data  Types 

Mathematics  are  a  species  of  Frenchmen;  if  you  say  something  to  them,  they  trans¬ 
late  it  into  their  own  language  and  presto!  it  is  something  entirely  different. 

—  Goethe. 

Existing  serial  systems  have  a  well-understood  set  of  data  types  that  are  geared  toward  both 
the  efficient  use  of  existing  hardware  and  the  implementation  of  programmer  abstractions. 
An  example  of  this  is  structure  types,  which  are  often  implemented  as  arrays.  Array 
indexing  is  fast  on  all  machines.  Thus,  the  user  is  guaranteed  the  efficient  implementation 
of  his  program  while  preserving  the  abstraction  of  naming  fields  in  data  items  symbolically. 

It  is  not  clear  yet  whether  these  data  structures  are  appropriate  for  general  concurrent  com¬ 
putation,  let  alone  AI  programming.  CMLisp  [Hillis  85]  is  an  example  of  a  language  in 
which  new  data  structures  are  used  to  enhance  parallelism.  Certainly  researchers  will  have 
to  think  hard  about  what  data  structures  are  appropriate  for  concurrent  problem  solving. 
Once  a  reasonable  consensus  has  been  reached,  we  must  then  convince  hardware  imple¬ 
mentors  that  these  new  data  types  should  be  supported  efficiently  in  their  hardware. 
Poligon  made  some  steps  in  this  direction,  as  is  mentioned  in  Section  4.10. 

3.4.  Control 

Control,  or  MetaKnowledge  as  it  is  often  called,  is  intrinsically  a  serializing  process,  at 
least  as  we  understand  it  in  the  serial  blackboard  sense.  This  is  because  the  act  of  stopping 
to  decide  w  hat  to  do  next  requires  synchronization  and  then  serial  processing  of  the  deci¬ 
sion  process,  followed  by  the  serial  execution  of  the  knowledge  that  is  selected.  Similarly, 
the  knowledge  that  decides  to  post  events  must  synchronize  on  the  shared  event  queue. 
Strong  evidence  to  support  the  assertion  that  control  is  intrinsically  se.’alizing  is  given  in 
[Nii  88a]  and  [Aiello  88]. 
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To  make  efficient  use  of  parallel  processors,  therefore,  a  concurrent  problem-solving  sys¬ 
tem  must  try  to  find  ways  to  avoid  the  overhead  associated  with  scheduling.  As  a  conse¬ 
quence,  system  performance  will  probably  degrade  because  the  system  is  unable  to  apply 
the  best  knowledge  all  of  the  time.  But  given  good  design,  one  can  at  least  hope  that  sav¬ 
ing  the  cost  of  control  and  the  parallelism  extracted  as  a  consequence  will  buy  back  by 
many  times  the  loss  in  performance  caused  by  executing  suboptimal  knowledge. 

3.5.  Hardware 

The  degree  to  which  our  normal  serial  programs  match  the  hardware  on  which  they  run  is 
something  we  all  take  for  granted.  The  languages  in  which  we  express  the  programs  are 
themselves  biased  toward  the  efficient  use  of  the  hardware  and  vice  versa.  This  is  less 
likely  to  be  the  case  in  the  near  future.  New  programming  models  will  have  to  evolve  to 
cope  with  new  hardware  designs,  and  new  programming  methodologies  will  have  to  be 
developed.  It  is  clear  that  a  good  match  between  the  granularity  of  the  hardware  and  that  of 
the  program  will  be  crucial  to  the  efficient  execution  of  user  programs.  Likewise,  it  may 
well  be  the  case  that  a  good  match  between  programming  model  and  memory  architecture 
will  be  required.  Programming  models  that  use  message  passing  may  well  be  the  best  ap¬ 
plication  for  distributed-memory  message-passing  hardware.  A  shared-variable  program¬ 
ming  methodology  may  make  more  efficient  use  of  shared  memory  machines.  This  is  dis¬ 
cussed  in  [Byrd  88]  (see  Figure  3-1).  An  example  of  a  concurrent  blackboard  system  de¬ 
signed  to  operate  on  shared-memory  machines  is  Cage  [Aiello  86],  also  part  of  the 
Advanced  Architectures  Project. 


a  b 

Fig.  3-1.  a.  A  distributed  memory  machine  consists  of  a  collection  of  proces- 
sorlmemory  (P/M)  pairs  liniced  by  some  network  —  in  this  case,  a  six-way  connected  ar¬ 
ray.  b.  A  shared  memory  machine  consists  of  a  collection  of  processors  that  view  a  col¬ 
lection  of  memories  as  a  global  resource.  In  this  case,  a  bus  connects  the  processors  to 
the  memories. 

3.6.  Real-Time 

Real-time  systems  have  some  special  attributes  that  must  affect  our  way  of  thinking  in  a 
parallel  computational  enviionment.  Data  is  likely  to  arrive  out  of  order  if,  for  instance, 
network  congestion  causes  unpredictable  delays  in  message  transmission.  Therefore,  pro- 
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grams  must  be  rugged  with  respect  to  data  being  garbled  and  must  be  able  to  do  the  "right 
thing"  even  when  different  parts  of  the  program  are  working  at  wildly  different  rates. 

4.  The  Implementation  of  Poligon 

Basic  research  is  what  I  am  doing  when  /  don't  know  what  I  am  doing. 

— Wemher  von  Braun 

In  this  section  we  discuss  the  implementation  of  Poligon  in  detail,  discussing  its  history, 
the  problem  areas  we  encountered  and,  in  particular,  the  areas  of  a  blackboard  system  men¬ 
tioned  in  Section  2  that  we  believe  require  improvements  in  efficiency. 

Our  initial  ideas  about  Poligon  were  strongly  influenced  by  the  primary  objectives  of  the 
Advanced  Architectures  Project.  It  was  broadly  assumed  that  silicon  was  going  to  be 
cheap.  We  could  afford  to  produce  a  resource-inefficient  design  as  long  as  it  was  usefully 
faster  than  one  that  was  more  resource  efficient.  Similarly,  we  assumed  that  our  hardware 
design,  which  was  to  be  run  in  simulation,  would  be  strongly  driven  by  our  evolving  pro¬ 
gramming  models.  This  would  allow  us  to  assume  the  existence  of  a  "blackboard  ma¬ 
chine"  and  thus  produce  designs  that  could  not  be  efficiently  implemented  on  existing 
hardware,  but  that  could  be  implemented  on  a  blackboard  machine  with  suitable  hardware 
or  microcode  support.  ^ 

These  assumptions  proved  not  to  be  valid  simply  because  of  the  way  the  project  developed. 
The  hardware  design  component  of  the  project  progressed  at  a  greater  rate  than  the  software 
design,  and  by  the  time,  some  of  our  problem-solving  software  began  to  be  implemented,  it 
was  clear  that  we  would  have  to  reconsider  some  of  our  design  decisions  in  order  to  get  an 
efficient  implementation  on  the  hardware  that  had  been  designed.  Clearly  lack  of  experi¬ 
ence  of  the  real  problems  of  concurrent  programming  may  well  have  marred  our  early  de¬ 
cisions.  The  reader  is  therefore  advised  to  view  the  following  description  of  the  evolving 
design  of  Poligon  in  terms  not  only  of  increasing  understanding  of  the  underlying  problems 
but  also  of  a  gradual  appreciation  that  the  targets  that  we  thought  were  fixed  at  the  begin¬ 
ning  of  the  project  were,  in  fact,  moving. 

An  overriding  consideration  in  the  design  of  Poligon  was  to  develop  a  system  that  could,  at 
least  in  principle,  be  highly  compiled.  Existing  systems  usually  have  to  rely  on  a  great  deal 
of  interpretation.  Consequently,  it  was  decided  early  on  that  if  we  wanted  a  feature  x  to 
give  us  the  functionality  that  already  exists  in  serial  blackboard  systems  and  there  was  a 
similar  feature  x'  that  gave  similar  functionality,  but  was  more  highly  compilable,  we 
would  choose  x'  over  x.  This  philosophy  strongly  influenced  the  designs  described  in  this 
section. 

4.1.  The  Programming  Model 

I  had  a  good  idea  this  morning  but  I  didn’t  like  it. 


—  Samuel  Goldwyn 

During  the  initial  design  of  what  later  became  known  as  Poligon,  we  decided  that  we 
wanted  to  preserve  the  abstraction  model  provided  by  the  blackboard  programming 


'll  IS  not  at  all  tlcar,  of  course,  whether  an>one  will  ever  build  a  dedicated  blackboard  machine  of  this  type. 
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metaphor.  We  already  suspected  that  control  would  be  a  significant  serializing  factor  and 
thought  that  the  communication  path  between  the  knowl^ge  base  and  the  blackboard 
would  be  a  bottleneck  if  we  naively  parallelized  a  serial  blackboard  system.  We  resolved  to 
produce  a  design  that  would  eliminate  these  factors  as  much  as  possible,  while  still  retain¬ 
ing  the  characteristics  of  a  blackboard  system. 


Fig.  4-1.  An  ideal  machine  for  the  Poligon  programming  model  would  probably 
be  a  collection  of  shared  memory  machines  linl^d  as  if  they  were  a  distributed  memory 
machine.  This  would  allow  tight  coupling  and  the  sharing  of  data  between  rule  invoca¬ 
tions  for  a  particular  node  and  efficient  loose  coupling  between  the  nodes  on  the  black¬ 
board. 


We  decided  to  make  the  nodes  on  the  blackboard  into  active  agents.  A  compiler  would  at¬ 
tach  relevant  knowledge  to  the  nodes  at  compile/load  time,  and  the  nodes  would  then  in¬ 
voke  their  knowledge  as  daemons  triggered  by  changes  to  the  nodes.  This  meant  that  all 
centralized  control  would  be  removed  and  that  all  relevant  knowledge  would  have  direct  ac¬ 
cess  to  the  data  with  which  it  was  most  concerned.  Tliese  design  ideas  were  strongly  influ¬ 
enced  by  arguments  from  our  hardware  developers  that  suggested  that  multiprocessors 
having  very  large  numbers  of  processors  are  most  likely  to  be  distributed  memory  ma¬ 
chines.  As  a  result,  the  cost  of  reading  data  from  a  local  processor's  memory  would  prob¬ 
ably  be  much  less  than  that  of  reading  it  from  a  remote  processor/memory  pair,  at  least  until 
appropriate  new  programming  models  could  be  developed.  It  seemed  that  our  own  pro¬ 
gramming  model  should  in  some  way  reflect  this  asymmetry,  though  we  initially  hoped  that 
we  could  shield  the  Poligon  programmer  from  this.  An  idealized  machine  model  for  the 
Poligon  programming  model  is  shown  in  Figure  4-1. 

It  is  important  to  note  that  the  programming  model  was  strongly  influenced  by  the  known 
implementation  model  of  the  CARE  machine.  This  model  encouraged  a  value-passing 
model  of  computation,  so  Poligon  was  to  allow  no  global  variables,  and  the  values  trans¬ 
mitted  as  arguments  to  any  messages  sent  by  the  system  would  be  copies  of  the  original 
values,  not  remote  pointers  to  the  actual  values.  Remote-Address  pointer  objects  were  the 
only  type  of  pointer  that  could  be  transmitted  between  processing  elements.  These  are 
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pointers  to  the  streams  used  to  communicate  between  processes.  In  the  CARE  machine, 
the  copying  of  data  is  performed  by  a  special  processor  that  handles  operating  system  and 
communication  functions.  The  user's  application  is  not  held  up  by  the  copying  of  message 
arguments,  since  this  happens  in  parallel  with  user  code  evaluation.  Thus,  in  fhe  following 
discussion,  whenever  reference  is  made  to  messages  being  sent  or  to  values  being  transmit¬ 
ted  the  reader  should  remember  that  these  are  always  copies  of  the  data  structures  on  the 
originating  processor. 

Another  aspect  of  the  CARE  machine  model  is  the  semantics  of  message  passing.  Unlike 
the  sending  of  a  messages  in  a  Flavors  program,  for  instance,  messages  in  the  CARE  ma¬ 
chine  model  do  not  have  procedure-call  semantics.  Returning  a  value  from  the  computation 
performed  as  the  result  of  a  message  is  not  mandatory,  nor,  when  a  value  is  returned,  will 
this  reply  necessarily  be  sent  to  the  originator  of  the  message.  Messages  in  CARE  have 
explicit  clients.  The  clients  of  a  message  are  a  collection  of  the  nodes  that  will  need  to 
know  the  values  derived  from  the  computation  invoked  by  the  message.  This  set  may  be 
null.  Therefore,  while  much  message  passing  in  Poligon  has  procedure-call  semantics  this 
is  only  because  the  clients  of  the  messages  are  often  the  same  as  the  originators  of  the  mes¬ 
sages.  This  is  not  always  the  case,  however. 

4.2.  The  Structure  of  Nodes 

On  trapping  a  lion  in  a  desert  [Petard  38];  The  "Mengentheoretisch"  method.  We 
observe  that  the  desert  is  a  separable  space.  It  therefore  contains  an  enumerable 
dense  set  of  points,  from  which  can  be  extracted  a  sequence  having  the  lion  as  limit. 

We  then  approach  the  lion  stealthily  along  this  sequence,  bearing  with  us  suitable 
equipment. 

The  development  of  Poligon  started  on  Symbolics™  Lisp  Machines^  and  later,  upon  their 
arrival,  continued  on  Explorer™  Lisp  Machines.^  Because  of  the  strongly  object-oriented 
programming  model  we  envisaged  for  Poligon,  we  decided  to  implement  Poligon  using  the 
native  Flavors  system  resident  on  both  of  these  MIT-based  Lisp  Machines.  This  decision 
was  motivated  primarily  by  a  desire  for  good  performance,  compatibility,  and  good  support 
from  the  programming  environment.  Considerable  programming  effort  had  already  been 
spent  on  the  development  of  the  CARE  simulator  [Delagi  88a],  which  is  also  written  in 
Flavors.  This  encouraged  us  to  keep  a  homogeneous  implementation  with  the  underlying 
simulator. 

Poligon  nodes,  therefore,  are  implemented  as  instances  of  Flavors.  We  had  decided  to 
trade  extra  compilation  effort  in  favor  of  higher  performance,  so  we  were  able  to  implement 
slots  using  Flavors  instance  variables.  We  knew  that  the  Flavors  model  itself  would  only 
be  adequate  as  a  low-level  implementation  model.  Since  the  message-passing  semantics  of 
Flavors  programs  are  incompatible  with  the  message-passing  semantics  that  we  envisaged 
from  the  simulated  hardware,  we  had  to  build  a  number  of  layers  on  top  of  the  Flavors  rep¬ 
resentation  of  nodes.  F  r  consistency  the  classes  of  nodes  on  the  blackboard  were  them¬ 
selves  represented  on  the  blackboard.  This  was  a  departure  from  the  AGE  model,  in  which 
the  levels  were  not  really  on  the  blackboard  as  first-class  citizens.  In  Poligon  it  was  de¬ 
cided  that  classes  should  be  first-class  citizens,  and  that  we  should  have  a  general 
class/metaolass  hierarchy  in  order  to  describe  the  complexity  of  the  taxonomy  in  the  prob- 


^Symbolics  is  a  uademark  of  Symbolics  Corporation. 
^Explorer  is  a  trademark  of  Texas  Instruments,  Inc. 
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lem  domains  we  envisaged  and  to  implement  Poligon’s  equivalent  of  class  variables.  The 
benefits  of  multiple  compile-time  inheritance  also  seemed  worth  having  in  Poligon. 


Havors  Instance  Self  Mapping  Table 


a  b 

Fig.  4-2.  a.  The  implementation  of  nodes  in  Poligon  as  Flavors  instances.  To 
find  a  slot,  the  system  must  indirect  through  the  Self-Mapping  Table  to  find  the  offset  of 
the  component  flavor  in  the  instance,  b.  An  ideal  implementation  of  nodes  in  Poligon 
would  compile  all  slot  references  into  array  indices. 

We  knew  from  the  start  that,  in  an  ideal  real-world  implementation  of  the  Poligon  model,  a 
high  performance  blackboard  system  would  compile  its  nodes  into  arrays,  with  slot  refer¬ 
ences  being  compiled  into  simple  array  references.  This  was  not  done  for  ease  of  imple¬ 
mentation.  In  a  blackboard  system,  such  as  Poligon,  however,  one  can  trade  off  some 
generality  for  performance  and  allow  optimization  through  somewhat  strong  typing  and  can 
make  a  simplifying  assumption  about  the  multiple  inheritance  on  the  blackboard.  If  the 
only  classes  that  are  ever  instantiated  are  the  leaf  classes  in  the  class  hierarchy,  then  know¬ 
ing  the  type  of  a  node  will  always  allow  the  computation  of  a  slot  as  a  fixed  offset  (see 
Figure  4-2).  This  implementation  strategy  would  limit  modularity,  since  it  would  not  allow 
one  to  optimize  rules  that  were  inherited  from  abstract  classes,  but  this  might  be  a  reason¬ 
able  assumption  in  an  implementation  used  in  the  field.  Even  without  making  this  assump¬ 
tion,  slot  access  can  be  effectively  optimized  given  the  type  of  the  node  in  question,  so  this 
implementation  seemed  reasonable.  Certainly,  Poligon  as  we  implemented  it  was  not  as 
well  optimized  as  this,  but  at  least  in  principle  it  could  have  been.^ 

Nodes,  therefore,  are  instances  of  Flavors.  These  are  composed  in  a  set  of  class  declara¬ 
tions  specified  by  the  user.  The  user  now  no  longer  has  the  ability  to  associate  arbitrary 


'Multiple  inheritance  can  also  be  supported  with  fiAcd  position  slot  access  by  the  use  of  block  compilation 
and  a  graph  colouring  algorithm  to  allocate  unique  slot  locations  to  all  of  the  slots  in  the  class  hierarchy 
that  is  to  be  instantiated.  Using  this  strategy,  however,  instances  can  easily  end  up  with  large  "holes"  in 
which  slots  for  unincluded  mixins  could  have  been.  The  optimisation  of  this  method  so  as  to  minimise  the 
sise  of  these  holes  is  a  non  trivial  problem  but  can  have  reasonable  solutions  for  any  given  application. 
With  this  method,  data  space  is  Uaded  off  against  speed,  whereas  the  sUategy  mentioned  above  trades  off 
generality  against  speed. 
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properties  with  arbitrary  nodes  in  the  solution  space,  a  clear  trade-off  between  run-time  per¬ 
formance  and  space.i  An  example  of  this  composition  of  classes  is  shown  in  Figure  4-3. 

Class  Flying-Thing  : 

Slots  : 

Class  Aircraft  : 

Superclasses  :  Flying-Thing 
Slots  : 

Wheels 

Wings 

Class  Bird  : 

Superclasses  :  Flying-Thing 
Slots  :  Weight 

Class  FAA-Controlled-Thing  : 

Slots  :  Serial-Number 

Class  Civil-Aircraft  : 

Superclasses  :  FAA-Controlled-Thing,  Aircraft 
Slots  : 

Fig.  4-3.  Some  example  class  declarations  for  a  Poligon  program.  Birds  and  air- 
creft  arc  flying  things,  and  civil  aircraft  are  both  generic  aircraft  and  things  controlled  by 
the  FAA.  Classes  with  names  specified  after  the  keyword  Slots  arc  the  names  of  slots 
added  by  the  class,  to  which  they  belong. 

Nodes  in  the  Poligon  model  communicate  by  posting  messages  to  one  another.  These 
messages  are  not  seen  at  the  language  level.  Messages  are  received  in  a  task  queue  and  are 
processed  one  at  a  time  by  the  nodes  to  which  they  were  sent.  Each  node  has  its  own  such 
message  queue,  which  is  implemented  as  a  stream  (see  Figure  4-4).  Streams  of  values  are 
one  of  the  interprocess  communications  primitives  that  the  CARiE  architecture  supports. 
Objects  running  on  a  CARE  machine  communicate  through  these  streams,  and  it  is  com¬ 
mon  practice  for  these  objects  to  have  only  one  stream  that  receive  messages  -  the  self¬ 
stream.  In  fact,  whenever  a. Poligon  program  refers  to  a  node,  it  is  actually  referring  to  the 
remote  address  of  that  node's  self-stream.  It  is  these  remote  addresses  that  are  embedded 
in  user  data  structures  and  passed  around  between  nodes  and  processors. 

As  mentioned  above,  it  is  important  for  a  concurrent  programming  model  to  have  an  effi¬ 
cient  method  for  using  stack  groups.  When  we  started  the  development  of  Poligon  we  had 
no  such  method,  believing  that  nodes  would  not  be  all  that  expensive,  and  associated  a 
fully  fledged  process  with  each  one.  The  Poligon  model  for  reading  remote  values  was 
based  on  that  of  futures  [Halstead  84].  This  programming  model,  at  least  in  its  general 
implementation  as  used  by  Poligon,  assumes  that  any  process  can  stop  at  any  point  in  order 
to  wait  for  the  value  associated  with  a  future,  i.e.,  in  order  to  perform  the  defuturing  coer¬ 
cion.  This  may  not  be  a  good  idea  in  practice  because  there  can  be  pathological  cases  that 
use  up  all  available  memory  by  creating  processes. 


^Onc  could  generalise  ihii  b>  allowing  behavior  like  M.property-list  mixin  as  well  as  fixed  position  slots, 
but  we  had  no  great  interest  in  doing  this  for  our  applications.  Clearly,  slots  of  this  type  could  not  be  as 
highly  optimized  as  positional  slots. 


Fig.  4-4.  Messages  sent  by  nodes  arrive  in  the  node's  self-stream.  The  node's 
process  then  processes  them  one  by  one,  which  may  result  in  the  sending  of  other  mes¬ 
sages. 

Other  work  on  the  Advanced  Architectures  Project  has  developed  a  different  programming 
model  that  is  implemented  in  a  system  called  Lamina  [Delagi  86].  This  model  has 
restartable,  run-to-completion  code  fragments.  If  a  process  needs  a  value  from  a  stream 
that  is  not  available,  it  aborts  itself  and  restarts  when  a  value  arrives  on  that  stream.  This 
means  that  the  process  need  not  hold  any  state  on  the  stack,  so  the  stack  group  can  be 
reused  even  though  a  process  switch  has  occurred.  There  is  clearly  a  need  to  be  able  to 
pass  state  onto  the  process  when  it  is  restarted  so  as  to  encapsulate  the  computation  at  the 
point  of  suspension.  This  is  done  by  creating  a  closure  that  represents  the  continuation  for 
the  computation.  The  performance  trade-off  here  is  between  the  size  of  the  heap-allocated 
closure  that  is  CONSed,  which  will  eventually  have  to  be  garbage  collected,  and  the  stack 
allocation  of  state,  which  is  cheap  while  the  stacks  themselves  are  expensive.  The  pro¬ 
gramming  trade-off  is  between  the  user  being  forced  to  encapsulate  state  explicitly  and  state 
being  recorded  automatically. 

The  advantage  of  the  Lamina  programming  model  is  that  it  allows  the  user  to  have  a  good 
idea  of  the  stack  resource  requirements  of  his  programs.  The  disadvantage  is  that  the  user 
has  lost  the  simple  procedure -call  semantics  of  a  futures-based  programming  model. 
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4.3.  The  Rule-Triggering  Mechanism  and  the  Use  of  Stack  Groups 


Fig.  4-5.  Messages  asking  for  slot  reads  or  updates  are  collected  in  a  task  queue 

associated  with  the  self-stream  of  the  Poligon  node.  A  process  associated  with  the  node 
reads  tasks  from  the  stream  and  executes  them.  Slot  updates  can  cause  the  invocation  of 
rules,  which  start  up  in  the  same  process. 

In  place  of  a  central  scheduling  mechanism,  Poligon  provides  a  daemon-driven  mechanism 
for  knowledge  activation.  We  decided  at  the  beginning  that  we  could  probably  make  the 
system  work  by  triggering  the  knowledge  in  the  system  as  daemons  on  updates  to  slots. 
The  applications  written  using  Poligon  demonstrate  that  this  in  fact  possible. 
Unfortunately,  project  resources  did  not  allow  us  to  test  any  other,  different  invocation 
strategies.'  As  shown  in  Figure  4-5,  updates  to  nodes,  as  well  as  requests  to  read  slot 
values,  arrive  in  the  task  queue  associated  with  the  self-stream  of  a  node.  These  are  read 


'On  a  number  of  occaiions,  for  instance,  we  were  interested  in  allowing  rules  to  be  triggered  by  more  than 
one  slot.  This  was  not  implemented  because  the  meaning  of  this  deceptively  simple  goal  is  not  at  all 
obvious.  What  do  you  do  when  one  slot  is  triggered  but  not  another?  Do  you  go  into  a  partially  triggered 
state  and  wait  ur.ul  the  other  slot  is  triggered?  If  you  do,  how  long  do  you  wait  before  you  decide  that  the 
rule  should  not  fire?  All  of  these  issues  seemed  loo  hard  to  Uickle  when  we  were  investigating  so  many 
other  new  areas.  Any  new  system  that  is  to  some  extent  like  Poligon,  however,  would  probably  benefit 
from  allowing  rules  to  be  triggered  by  patterns  of  slot  events. 
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by  a  process  attached  to  the  node,  which  loops  continuously,  looking  for  new  things  to  do. 
When  the  process  finishes  its  task,  it  informs  the  operating  system  on  its  processing  ele¬ 
ment  and  is  suspended,  waiting  to  be  reactivated  when  more  work  arrives.  The  operating 
system  has  the  job  of  selecting  a  process  from  the  set  of  processes  with  tasks  on  their  self¬ 
streams  and  starting  it  up. 

As  mentioned  above,  we  determined  that  using  an  architecture  requiring  numerous  heavy¬ 
weight  processes  would  be  a  major  problem  in  any  Poligon  system  that  we  could  actually 
implement,  and  so  we  had  to  rethink  the  implementation  model.  We  found  that  by  taking 
advantage  of  the  behavior  of  the  CARE  processors’  operating  system  it  was  in  fact  possible 
to  find  a  modified  implementation  model  that  would  be  significantly  more  efficient 

An  important  design  decision  in  the  CARE  machine  has  been  not  to  allow  preemptive 
scheduling.  This  greatly  improves  the  efficiency  of  the  operating  system  and  has  some 
significant  effects  on  the  semantics  of  programs  that  run  on  a  CARE  machine.  Because  all 
processes  communicate  by  sending  messages  to  each  others'  self-streams,  and  because  the 
operating  system  cannot  preempt  a  process  in  a  random  part  of  the  computation  by  the  op¬ 
erating  system,  other  than  for  fault  exceptions,  any  given  process  can  be  sure  that  the  node 
with  which  it  is  associated  will  not  have  been  changed  by  another  process  since  it  was  last 
activated.  This  means  that  in  the  time  between  the  processing  of  tasks,  the  process  for  the 
node  has  unwound  to  the  top  level  and  has  no  state  left  on  the  stack.  The  process  can  be 
switched  without  the  cost  of  a  stack-group  switch.  This  model  of  computation  would,  in 
itself,  require  the  use  of  only  one  stack  group  on  any  processor,  except  when  the  system  is 
intended  to  do  useful  work  during  fault  handling.  Nevertheless,  the  number  of  active  stack 
groups  would  generally  be  small. 

The  problem  with  this  model,  which  is  in  effect  the  Lamina  programming  model,  is  that  it 
does  not  allow  the  general  use  of  futures.  This  is  because,  in  the  absence  of  a  really  smart 
continuation  passing  compiler,  it  is  not  possible  to  construct  a  continuation  for  every  pos¬ 
sible  point  in  the  program  where  a  future  might  be  defutured,  and  so  futures  would  not  be 
allowed  to  be  first-class  citizens  in  the  source  language.  They  could  be  used  only  in  very 
special  ways  at  special  times.  This  did  not  seem  to  be  consistent  with  the  programming 
model  of  Poligon,  in  which  we  wanted  to  preserve  the  abstraction  of  procedure-call  seman¬ 
tics  and  a  clear  source  language.  For  instance,  we  wanted  always  to  be  able  to  write  the 
expression  «a»  +  «b»  at  any  point  in  the  source  code,  whether  or  not  the  expressions 
«a»  and  «b»  involved  the  defuturing  of  futures.  Because  in  general  a  programmer  simply 
could  not  know  whether  any  given  piece  of  data  would  be  a  futUi'e  or  would  contain  fu¬ 
tures,  we  could  not  expect  the  user  to  write  complex  code  to  form  the  continuations  for  ev¬ 
ery  such  case. 

What  we  did  in  Poligon,  therefore,  was  to  try  to  allow  the  semantics  of  generalized  futures 
and  yet  still  try  to  minimize  the  number  of  allocated  stack  groups.  We  had  originally  de¬ 
signed  the  system  on  the  assumption  that  a  "Poligon  machine"  would  have  some  sort  of 
hardware  or  microcode  support  for  trapping  access  to  futures  on  strict  operators,  so  that  the 
compiler  would  not  have  to  insert  special  code  for  this  case.  Because  of  the  difficulties  of 
simulating  this  behavior  and  the  lack  of  a  real  Poligon  machine,  we  decided  to  use  the 
compiler  to  try  to  minimize  the  amount  of  code  needed  to  check  for  futures.  Tlirough  the 
use  of  compile-time  strictness  analysis  of  the  arguments  on  all  functions  called  in  a  Poligon 
application  and  through  the  use  of  type  declarations  and  type  propagation,  the  Poligon 
compiler  is  able  to  deduce  areas  of  code  that  could  not  possibly  involve  defuturing  thereby 
eliminating  any  code  that  might  have  to  check  for  this  eventuality.  This  design  had  the  ben¬ 
eficial  property  that  defuturing  would  still  be  a  lazy  process,  but  it  is  still  not  as  efficient  as 
a  hardware  implementation  would  be.  Thus  a  Poligon  process  would  block  on  a  future 
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only  ai  the  laiesi  posable  momeni,  allowing  the  imxiniuiB  possible  dme  for  ibe  fnitne  to 
berame  satisfied  in  the  background.  In  faci,  futures  were  often  sansfied  by  the  dnse  they 
w'ere  touched,  and  so  a  process  su^itch  and  the  need  ftK*  another  stack  group  was  avoided. 


The 

End 

Is 

Nigh 


Wailing  for  a  Fuiure. 

An  ideal  implementation  of  the  foligon  computational  model  would  be  to  stan  up  a  process 
to  service  a  message  running  in  a  default  stack  group.  This  process  has  no  initial  state 
other  than  the  message  arguments  and  the  instance  variables  in  the  Poligon  node.  This 
means  that  no  special  initialization  or  rebinding  has  to  be  done  to  start  up  the  process.  This 
need  be  only  a  procedure  call.  In  most  cases  the  processing  of  a  message  will  not  block  on 
a  future,  so  the  stack  group  will  unwind  back  to  the  top  and  a  new  process  can  be  activated 
without  significant  cost.  In  the  event  that  blocking  on  a  future  is  necessary,  a  stack-group 
switch  is  then  performed,  swapping  out  the  process  and  using  a  new  stack  group.  Stack 
group  switches  are,  therefore,  done  lazily. 

Poligon's  actual  implementation  of  the  equivalent  behavior  is  not  done  in  the  same  way, 
owing  to  the  CARE  simulator's  design.  CARE  distinguishes  between  fully  fledged  pro¬ 
cesses  that  can  be  suspended  and  those  that  can  only  be  restarted.  It  does  not  allow  the 
user  to  decide  halfway  through  a  computation  that  a  process  is  going  to  be  suspendable. 
The  cost  of  suspendable  processes  in  CARE  h  quite  a  bit  higher  than  that  of  the  lightweight 
restartable  processes.  We  therefore  implemented  a  scheme  whereby  the  process  that  actu¬ 
ally  reads  the  tasks  from  the  self  stream  of  the  Poligon  node  is  lightweight  and  restartable 
one.  On  the  basis  of  the  arguments  to  the  message  it  has  been  passed  the  process  tries  to 
prove  to  itself  that  a  message  can  be  handled  without  the  need  to  suspend  the  process.  It 
does  so  on  the  basis  of  the  arguments  in  the  message  and  information  that  the  compiler  de¬ 
duced  about  the  code  fragments  to  be  executed.  The  process  is  frequently  able  to  deduce 
that  the  message  can  be  handled  w  ithout  blocking  and  so  it  simply  executes  the  task.  If  it 
cannot  prove  that  the  message  can  be  handled  without  blocking  it  then  has  to  make  sure  that 
the  message  is  handled  in  a  fully  fledged  process.  This  is  done  by  acquiring  a  process 
from  a  resource  of  free,  suspendable  processes  and  then  sending  it  the  same  message  that 
was  read  from  the  task  stream.  The  re.startable  process  then  suspends  itself  to  wait  until  a 
reply  comes  back  from  the  server  process.  It  does  this  by  suspending  itself  and  waiting, 
not  on  the  self-sU'eam  that  it  normally  waits  on,  but  on  a  stream  that  is  private  to  these  two 
processes.  Tlius,  the  lightweight  process  that  serves  the  Poligon  node  can  be  sure  that 
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EXXhing  Tvill  tur  dosie  £o  the  ncdc  uniil  ihc  scn'cr  psocess  reiums.  This  cndie  {Hocedme  is 
shown  ia  figure  4-6. 


Lighi-  Hcavy- 

Sclf-ssrcam  w«ghi  wei^i 

TasfcQiseisc  Process  Process 


Fig.  4-6.  Tke  implementation  of  PoUgons  process  model.  1.  A  message  arrives 

on  tke  self-stream.  2a.  If  tke  mxssage  can  bekaruUedyvitkotabloddng.it  is  processed 
imm.e£atefy.  2b.  Jf  tke  message  may  posUMy  block,  a  kxavjyvdght  process  is  cdlocated 
and  told  to  process  tke  initial  message.  3.  Tk.e  original  message  is  processed.  posUbly 
suspending  itself  to  wait  for ftaures.  4.  Tke  server  process  replies  to  tke  node's  process 
by  a  private  stream. 


This  implementation  model  is  considerably  more  expensive  than  a  model  that  one  would 
use  in  a  production  quality  system.  It  involves  the  cost  of  trying  to  deduce  whether  a  pro¬ 
cess  can  be  handled  without  blocking,  the  cost  of  allocating  the  server  process,  the  cost  of 
sending  the  message  to  the  server  process,  the  cost  of  performing  the  stack-group  switch  to 
the  server  process  and  back  again,  and  the  cost  of  servicing  the  message  that  contains  the 
reply  from  the  server  process.  One  would  not  implement  such  a  model  on  a  real  machine  in 
the  Held. 

In  retrospect,  this  design  seemed  to  work  reasonably  well.  Empirically  the  number  of  stack 
groups  that  were  ever  active  was  generally  much  lower  than  the  number  of  Poligon  nodes, 
and  was  generally  a  few  times  the  number  of  processing  elements  in  the  system  being  used. 
This  was  not  always  the  case,  however.  Occasionally  a  system  would  bewme  very  backed 
up  because  of  real-time  demands  or  pathological  load-balance  problems.  As  a  result,  a 
large  number  of  processors  had  processes  blocked,  waiting  for  replies  to  messages  sent  to 
one  processor  that  was  too  heavily  loaded  to  service  all  the  requests.  It  is  clear  that  the 
model  used  by  Poligon  breaks  down  in  such  a  case.  Although  it  still  gives  the  right  an¬ 
swers  eventually  when  all  pending  futures  eventually  receive  the  values  they  are  waiting 
for,  the  model  does  not  degrade  -s  gracefully  as  one  would  like  in  instances  of  poor  load 
balance. 
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4.4.  Reading  from  Slots 


Dogbeny :  Come  hither,  neighbour  Seacoal.  God  hath  blessed  you  with  a  good 
name:  to  be  a  well-favoured  man  is  the  gift  of  fortune;  bia  to  write  and  read  comes 
by  nature. 


— Shakespeare,  Much  Ado  About  Nothing,  act  HI  scene  III 

The  slot  read  operation  in  AGE,  as  mentioned  above,  was  implemented  as  a  function  tliat 
used  Assoc  to  find  the  matching  slot  being  sought  in  the  slot  AList  of  the  blackboard 
node.  In  Poligon  we  decided  to  use  positional  slots  in  order  to  achieve  optimum  perfor¬ 
mance. 

In  fact,  we  attempted  a  number  of  different  implementations  for  Poligon's  slots  and  the 
means  of  reading  them.  This  was  done  as  we  learned  more  about  the  process  of  problem 
solving  in  paralleL 

4.4.1.  The  First  Implementation  of  Slots 

The  initial  implementation  of  slots  in  Poligon  nodes  was  simply  as  lists  of  values  (see 
Figure  4-7).  The  user  defined  the  slots  that  a  node  would  possess  in  a  set  of  class  declara¬ 
tions,  which  were  compiled  to  produce  a  suitable  set  of  Havors  for  the  nodes  on  the  black¬ 
board.  For  instance,  the  user  could  say  the  following: 

Class  Aircraft  : 

Slots  : 

Wings 

Wheels 

This  would  define  a  class  called  Aircraft,  all  of  whose  instances  would  have  two  user- 
defined  slots,  one  called  Wings  and  another  called  vftieels.  Similar  syntax  was  used  in 
order  to  define  metaclasses  and  to  mix  different  superclasses  together  to  implement  more 
complex  classes. 


Node 


Slot  A 1  - 

- ► 

SlotA2  - 

- ► 

Slot  A3  - 

- ► 

SlotBl  - 

- ► 

Slot  Cl  - 

- ► 

SlotC2  - 

- ► 

SlotDl  - 

- ► 

(Value  Al.l,  Value  A1.2, ...) 
(Value  A2.1,  Value  A2.2, ...) 
(Value  A3. 1,  Value  A3.2, ...) 

(Value  Bl.l,  Value  B  1.2, ...) 

(Value  Cl. 1,  Value  C1.2, ...) 
(Value  C2.1,  Value  C2.2, ...) 

(Value  Dl.l,  Value  D1.2, ...) 


Fig.  4-7.  The  first  implementation  of  slots  for  Poligon  nodes  was  simply  as 
value  lists. 
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Operators  in  the  Poligon  language  allow  the  user  to  read  the  values  from  a  slot  For  in¬ 
stance,  foo»  wings  would  read  the  first  value  from  the  wings  slot  of  a  node  denoted  by 
foOf  and  foo©wheels  would  deliver  the  list  of  all  wheels  associated  with  f  oo. 

We  quickly  found  that  this  was  not  suffidenL  Even  though  the  user  could  define  operators 
to  implement  different  functionality,  because  we  wanted  to  support  real-time  systems  in 
Poligon,  we  needed  some  sort  of  support  for  timestamping.  Data  would  arrive  out  of 
order,  and  we  needed  some  way  ensure  that  the  system  would  not  get  confused  by  the 
value  lists  of  slots  not  being  in  strict  temporal  sequence. 

4.4.2.  The  Second  Implementation  of  Slots 

The  next  implementation  involved  a  form  of  automatic  time-stamp  propagation.  Each  ele¬ 
ment  in  the  value  list  of  the  slot  was  encapsulated  within  a  data  structure  that  also  contained 
a  timestamp  for  that  value.  This  is  shown  in  Figure  4-8.  These  timestamps  were  set  when 
the  data  entered  the  system  and  were  propagated  throughout  the  blackboard  during  problem 
solving.  When  the  user  evaluated  an  expression,  for  example,  «a»  +  «b»,  and  stored 
the  result  in  a  slot,  the  new  value  would  be  timestamped  with  the  time  at  which  the  actual 
computation  of  the  expression  «a»  +  «b»  finished.  Thus,  the  system  could  always  as¬ 
sociate  a  time  with  every  slot  value.  To  use  these  timestamps,  we  introduced  a  number  of 
new  operators.  Whereas  previously  an  operator  such  as  "  • "  would  simply  read  the  first 
value  from  the  value  list  the  new  operator  "•T”  would  sort  all  the  values  in  the  slot  if  they 
needed  to  be  sorted  and  would  then  return  the  most  recent  value  according  to  the  times¬ 
tamps  associated  with  the  values  in  the  slot. 


Node  Slots 


(«42,  at  t=10»,  «100,  at  t=8», ...) 

t 


(«:foo,  at  t=l»,  «:bar,  at  t=5», ...) 
nil 


(«((..)),  at  t=10»,  «((..)  (..)  (..)),  at  t=6») 
t 


fig.  4-8.  The  second  implementaiion  of  slots  for  Poligon  nodes  caused  each  slot 
to  contain  a  slot  object  that  had  a  list  of  values  and  a  flag  that  indicated  whether  or  not  the 
values  were  sorted. 


We  also  found  early  on  that  the  user  often  read  a  number  of  slots  from  the  same  node 
throughout  the  body  of  a  rule.  This  was  problematic,  because  an  expression  such  as 
foo*  wings  =  foo*  wings  might  not  be  true  if  the  value  of  the  wings  slot  was  modi¬ 
fied  by  the  time  the  second  read  was  performed.  We  needed  a  way  to  capture  a  consistent 
view  of  blackboard  nodes. 
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This  was  addressed  by  the  implementation  of  a  block  read  construct.  Since  the  program 
was  already  sending  a  message  to  ask  for  the  value  of  one  slot,  the  mar^nal  cost  of  asking 
for  a  number  of  slots  at  the  same  time  was  reasonably  low.  In  Poligon  it  therefore  became 
possible  to  write  expressions  such  as  foo&  •  v/ingss  ‘wheels  in  order  to  read  the  values 
of  the  v;ings  and  wheels  slot  within  the  same  critical  section.  This  formalism  proved  to 
be  very  useful  and  was  used  in  all  later  designs  of  slot-reading  behavior. 

The  second  slot  implementation  mechanism  worked  reasonably  well  but  we  found  that  it 
was  rather  expensive  and  suffered  from  some  major  flaws.  It  was  frequently  the  case  that 
the  user's  data  already  had  timestamps  of  its  own,  which  were  often  at  variance  with  the 
timestamps  that  the  system  had  imposed.  In  addition  the  user  often  preferred  that  the  val¬ 
ues  be  sorted  on  a  basis  other  than  the  time  in  the  timestamps.  This  led  to  the  inclusion  of 
an  operator  that  allowed  the  user  to  force  any  value  into  the  system  timestamp  slot  whether 
it  represented  a  time  or  not.  A  secondaiy  flaw  was  that  the  user  often  wanted  to  index  the 
data  in  a  slot.  For  instance,  when  a  rule  was  triggered  and  was  interested  in  something  that 
happened  at  time  t,  it  would  frequently  want  to  know  about  other  things  that  happened  at 
time  t,  or  perhaps  about  things  that  happened  at  t-1.  Getting  data  on  the  basis  of  such  an 
association  was  not  simple  to  do  using  the  simple  block  read  mechanism  described  above, 
since  it  involved  getting  all  of  the  values  in  the  slot,  possibly  from  a  remote  location,  and 
then  searching  them  for  the  data  required. 

4.4.3.  The  Final  Implementation  of  Slots 

In  developing  our  third  approach  we  decided  that  operations  like  sorting  and  indexing  were 
fundamentally  important  to  the  ease  of  programming  a  Poligon  application,  but  that  the 
system  should  not  impose  any  unreasonable  restrictions  on  the  things  that  could  be  sorted 
or  the  things  that  could  be  indexed.  It  was  therefore  decided  that  these  operations  should 
be  user  defined,  but  also  that  Poligon  should  provide  the  user  with  some  sophisticated  and 
abstract  mechanisms  for  the  expression  of  his  program. 

Each  slot  was  implemented  as  an  object.  In  fact,  a  different  Flavor  was  created  for  each 
slot  of  each  class  in  the  system.  This  allowed  the  user  to  specify  behavior  in  a  highly  fo¬ 
cused,  per-slot  manner,  that  is,  each  slot  could  have  specialized  behavior  associated  with  it. 
For  example,  the  user  could  specify  that  the  values  of  a  slot  were  to  be  sorted  by  a  particu¬ 
lar  predicate,  or  that  they  were  to  be  accessed  as  mappings  from  indices  to  values,  using  a 
particular  index  function,  or  both  sorted  and  indexed.  Thus  the  user  could  write  the 
following  code: 

Class  Aircraft  : 

Fields  : 

Wings  : 

IndexedBy  :  'Wing-Side 
Wheels  : 

SortedBy  :  '< 

KeyedBy  :  'Tyre-Size 

As  before,  all  instances  of  the  class  Aircraft  will  have  two  slots,  but  in  this  case  it  is 
possible  to  find  a  wing  in  the  slot  Wings  by  looking  up  which  side  the  wing  is  on.  It  is 
also  possible  to  view  the  Wheels  slot  as  a  sorted  list  of  wheels,  which  is  sorted  according 
to  the  tyre  size  of  those  wheels  (see  Figure  4-9).  The  "  • "  operator  mentioned  earlier  was 
modified  to  allow  the  specification  of  an  index,  so  the  user  could  get  the  left  wing  of  a  node 
foo  with  the  expression  foo* wings  At  :  Left,  and  could  get  the  smallest  wheel  with 
just  the  expression  foo*wheels. 
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Aircraft 


Slots 


Fig.  4-9.  The  final  implementation  of  slots  for  Poligon  nodes  made  each  slot 

point  to  a  slot  object,  which  was  of  a  specialized  type  unique  to  that  slot.  Wings  can  be 
seen  to  have  dictionary-like  behavior,  and  Wheels  are  sorted  according  to  the  size  of  their 
tyres. 

This  implementation  was  more  expensive  than  is  strictly  necessary.  Suitable  compilation 
could  expand  the  state  associated  with  the  slot  objects  into  the  node  itself  and  could  reduce 
an  access  simply  to  an  array  offset.  This  would  not  be  in  any  way  incompatible  with  the 
compilation  of  slot  accesses  into  fixed-position  array  accesses.  Similarly,  the  methods  as¬ 
sociated  with  the  operations  supported  by  each  of  these  slot  types  could  be  fully  compiled. 
In  fact,  there  is  no  particular  need  to  use  methods,  in  the  Ravors  sense,  since  the  combined 
methods  for  each  slot  are  known  at  compile-time  and  no  complex  method  combination  is 
required.  It  seems  likely,  therefore,  that  although  this  is  a  considerably  more  expensive 
implementation  than  the  original  AGE  use  of  a  value  list,  it  could  be  made  reasonably  effi¬ 
cient  and,  more  important,  is  considerably  more  useful  in  a  parallel  environment. 

4.5.  Writing  to  Slots 

The  implementation  of  writing  to  slots  in  many  ways  mirrored  the  implementation  of  read¬ 
ing  them.  This  is  by  no  means  surprising.  The  major  difference  between  the  evolution  of 
the  slot  write  mechanism  as  opposed  to  that  of  reading  slots  was  that  the  the  ability  to  write 
multiple  slots  at  the  same  time  was  in  Poligon  from  the  start.  We  did  this  because  the  same 
was  also  the  case  in  other  blackboard  systems  like  AGE. 

4.5.1.  The  First  Implementation  of  Slot  Updates 

As  mentioned  previously,  Poligon's  slots  originally  had  no  structure  to  speak  of;  there  was 
nothing  particularly  special  about  the  slot-updating  process.  AGE  supported  a  pair  of  fre¬ 
quently  used  slot  update  procedures  called  SModify  and  SSupersede.  $Modify  tacked  a 
new  element  onto  the  front  of  the  value  list  of  the  slot  being  side-effected,  and  $Supersede 
had  the  effect  of  overwrote  all  the  elements  in  the  value  list.  In  effect,  $Modify  was  an  op¬ 
timization  for  a  frequently  used  case,  and  $Supersede  was  an  implementation  of  the  general 
case.  It  was  possible  to  read  all  the  values  of  the  slot,  perform  an  arbitrary  transformation 
on  them,  and  then  write  out  a  new  value  list  at  the  end  at  the  end  of  the  rule's  execution. 
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We  did  not  think  that  this  would  be  sufficient  in  Poligon,  so  we  implemented  the  function¬ 
ality  of  $Modify  and  $Supersede  as  slot  update  operators,  which  could  be  user  defined. 

The  result  was  that  these  operators,  at  least  with  their  AGE  semantics,  were  almost  useless. 
For  the  reasons  already  described,  things  arrived  in  the  slots  out  of  sequence.  The  Poligon 
equivalent  of  the  $Modify  operation,  which  mirrored  the "  operator  for  slot  reads,  would 
not  really  do  the  "right  thing"  because  one  would  prefer  that  the  value  be  put  into  a  more 
specific  place  than  just  the  front  of  the  value  list.  This  was  due  to  the  fact  that  the  value 
lists  were  implicitly  time  ordered.  The  Poligon  equivalent  of  the  $Supersede  operator 
proved  to  be  almost  useless  on  account  of  a  hidden  critical-section  assumption  in  the  AGE 
model.  It  was  not  possible  to  read  all  the  values  of  a  slot  and  then  write  a  new  list  back  out 
again  because  there  was  no  guarantee  that  the  slot  had  not  been  side-effected  between  the 
time  the  slot  was  read  and  the  time  it  was  written.  Writing  out  a  new  value  list  would  then 
destroy  any  new  results  that  were  put  in  by  other  rules  during  the  computation.^ 

4.5.2.  The  Second  Implementation  of  Slot  Updates 

When  the  slot  read  mechanism  was  changed  to  support  timestamping  (see  Section  4.4.2], 
we  then  had  a  way  to  avoid  the  problems  we  had  had  with  slot  updates.  Because  so  much 
more  data  was  now  available  to  allow  the  programmer  to  perform  more  sophisticated  slot 
updates,  there  was  an  explosion  in  the  number  of  Poligon’s  slot  update  operators,  which 
would,  for  example,  remove  an  element  if  it  was  already  present  or  add  a  new  element  un¬ 
less  it  was  already  present  and  was  not  Nil. 

This  added  considerable  complexity  to  the  programming  task.  The  user  had  to  know  about 
the  semantics  of  the  operators  that  the  program  would  use  to  read  a  slot  in  order  to  pick  the 
correct  operator  that  would  write  that  slot.  A  better  abstraction  was  required.  We  also  no¬ 
ticed  that  many  of  our  slot  update  operators  seemed  to  be  explicitly  fault  tolerant.  They 
were  all  trying  to  do  the  "right  thing"  in  the  event  that  the  shape  of  the  data  in  the  slot  was 
not  quite  what  was  expected.  This  proved  to  be  an  important  observation,  because  it  al¬ 
lowed  us  to  develop  a  much  more  satisfactory  programming  methodology  and  then  to  build 
our  slot  update  mechanism  around  it. 

4.5.3.  The  Final  Implementation  of  Slot  Updates 

All  science  is  either  physics  or  stamp  collecting. 


—  Ernest  Rutherford. 

Our  final  implementation  of  the  slot  update  mechanism  used  the  methodological  idea  of 
"smart"  slots.  As  noted  earlier,  slots  had  already  been  modified  by  the  inclusion  of  some 
general  mechanisms  so  that  they  could  be  read  in  ways  that  were  highly  application  spe¬ 
cific.  New  mechanisms  were  implemented  to  support  much  more  focused  slot  update  be¬ 
havior.  The  user  could  now  express  ideas  like  remove  this  element  if  it  is  still  there,  and 
add  this  element  if  it  is  a  new  one  in  a  manner  that  was  both  declarative  and  abstracted  out 
into  the  class  declarations.  For  instance: 


'This  assumes  that  the  whole  bodies  of  rules  arc  not  executed  within  critical  sections  on  the  nodes  that 
nigger  them.  This  is  discussed  at  length  in  Section  4.7. 
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Class  Aircraft  : 

Fields  : 

Wings  : 

Removelf  :  'Still-Present 
Wheels  : 

Insertif  :  'Not-Present 

In  this  example  the  user  defined  functions  Still-Present  and  Not-Present  will  be 
called  whenever  the  program  attempts  to  put  new  values  into  these  slots  or  to  remove  them. 
In  fact,  Poligon's  default  behavior  is  to  do  reasonable  things  in  such  cases,  but  this  serves 
as  a  simple  example.  The  crucial  point  is  that  the  slots  of  nodes  are  now  expected  to  be  re¬ 
sponsible  for  their  own  upkeep.  They  are  intended  to  have  evaluation  functions  that  ex¬ 
press  the  intention  or  purpose  of  the  slot  and  thus  are  capable  of  assessing  any  update  that 
is  requested  and  deciding  whether  to  perform  it,  ignore  it,  or  perform  some  different  up¬ 
date.  This  results  in  a  sort  of  local  hill-climbing  behavior,  which  allows  some  Poligon 
applications  to  iterate  toward  a  globally  reasonable  solution.  These  functions  are  defined 
and  stored  in  the  same  per-slot  manner  that  the  sorting  and  indexing  functions  are  for  read 
operations.  They  are  just  extra  instance  variables  in  the  slot  objects  that  represent  the  slots. 

The  functions  that  the  user  can  specify  can  be  arbitrarily  complex.  This  means  that  the  user 
has  the  ability  to  put  arbitrarily  expensive  code  into  the  slot  update  critical  section.  This 
will  clearly  lock  the  node  for  a  long  time,  but  it  is  better  to  do  it  slowly  and  right  than 
quickly  and  wrong. 

4,5.4.  Test-and-Set 

There  is  one  more  point  to  discuss  regarding  slot  reads  and  writes:  we  found  it  necessary  to 
implement  a  test-and-set  operation.  Although  Poligon  nodes  are  now  responsible  for  keep¬ 
ing  themselves  reasonably  coherent,  that  does  not  help  us  if  we  really  need  to  perform 
some  sort  of  atomic  read/write  operation,  such  as  one  might  want  when  implementing  locks 
or  performing  accuracy-critical  database  operations.  Without  some  sort  of  atomic  test-and- 
set  operation,  one  would  not  want  to  use  Poligon  to  implement  a  bank  transaction  system. 

We  therefore  implemented  such  a  test  and  set  operation.  The  user  can  now  express  ideas 
such  as  the  following: 

foo'wings 

Unless  ;  foo’wings  =  2 
Updated  Fields  : 
wings  <-  2 

In  this  case,  if  the  node  f  oo  has  two  wings  then  this  value  is  returned;  if  it  doesn't,  then 
f  oo  is  given  two  wings  and  the  original  number  of  wings  is  returned.  The  test-and-set  op¬ 
eration  has  been  used  only  twice  in  Poligon  applications,  but  in  these  cases  there  didn't 
seem  to  be  a  way  of  implementing  the  program  without  it. 
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4.6.  Creating  Instances 


Eagar  finds  that  mmanaged  instance  creation  can  lead  to  the  wrong  answer  in  a  concurrent 

problem-solving  system. 

The  creation  of  instances  is  something  that  serial  systems  typically  do  not  handle  in  a  par¬ 
ticularly  sophisticated  manner.  The  reason  for  this  is  that  users  generally  write  their 
knowledge  sources  so  that  they  are  large  enough  that  they  know  that  they  are  doing  the 
right  thing  when  they  create  a  node.  This  is,  in  effect,  using  large  critical  sections  in  order 
to  guarantee  that  the  blackboard  is  consistent  throughout  a  n^e  creation  operation.  If 
knowledge  sources  are  not  large,  however,  especially  in  processing,  it  is  quite  probable 
that  they  will  create  multiple  nodes  representing  the  same  real-world  object.  This  happens 
frequently  in  a  parallel  blackboard  system,  and  so  some  mechanism  is  needed  to  deal  with 
it. 


New  Instance  of  Aircraft 
Unless  : 

Associate (Id-Number,  Aircraft©Cache, 

: Return  #' Second) 

Updated  Class  Fields  : 

Cache  <-  List (Id-Number,  The-Created-Node) 
Initialization  : 

Wings  <-  2 
Wheels  <-  3 

Fig.  4-10.  Poligon  language  source  code  to  create  a  new  instance.  If  there  is  an 
entry  in  the  cache  slot  of  the  class  node  called  Aircraft,  which  is  a  list  of  the  form  ((id 
<node>)  (id  <node>)),  then  the  node  is  returned.  If  there  is  no  such  entry,  a  new  node  is 
created.  The  new  node  has  its  wings  and  wheels  initialized,  and  the  class  node's  cache  slot 
is  updated  so  that  it  has  an  entry  for  the  new  node.  The  node  that  has  just  been  created  is 
referred  to  by  the  name  The-Created-Node. 

Two  options  were  considered.  Either  one  could  manage  the  creation  process  so  that  only 
the  needed  nodes  are  created  or  one  could  add  extra  knowledge  so  that  the  system  could 
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reason  about  the  presence  of  a  number  of  nodes  representing  the  same  real  object.  The  lat¬ 
ter  would,  in  the  general  case,  require  application-specific  knowledge  in  order  to  achieve 
this  goal,  whereas  the  former  could  be  implemented  in  a  manner  that  provides  a  domain  in¬ 
dependent  means  of  handling  node  creation.  We  picked  the  strategy  of  managing  node 
creation,  knowing  that  the  price  would  be  serialization. 


Fig.  4-11.  Managed  node  creation  in  Poligon.  1.  An  update  to  a  node  triggers  a 
rule.  2.  The  rule  that  fires  decides  that  a  new  instance  must  be  created.  3.  A  message 
containing  the  condition,  class  update,  and  initialization  closures  is  sent  to  the  class  node 
for  the  class  to  be  created.  4.  If  the  condition  allows  it,  the  new  node  is  created,  the  ini¬ 
tialization  closure  is  evaluated  and  passed  to  the  new  instance  (5),  and  any  class  updates 
are  performed.  6.  When  the  initialization  closure  arrives  at  the  new  node,  the  new  node's 
slots  are  initialized. 

After  some  experimentation,  we  developed  a  fairly  complex  but  general  node  creation  and 

initialization  mechanism  for  Poligon.  We  needed  to  be  able  to  allow  the  conditional  cre- 
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ation  of  nodes  because,  in  the  general  case,  a  node  that  represents  the  thing  that  we're  inter¬ 
ested  in  may  already  have  been  created.  We  needed  to  be  able  to  construct  mappings  from 
identifiers  to  nodes.  These  mappings  have  to  allow  us  to  determine  whether  we  already 
have  a  node  to  represent  a  given  real-world  object.  Finally,  we  needed  to  be  able  to  initial¬ 
ize  the  new  node  appropriately  and  make  sure  that  all  the  right  things  are  executed  atomi¬ 
cally. 

An  example  piece  of  Poligon  code  to  create  a  node  is  shown  in  Figure  4-10.  The  way  that 
this  code  works  is  explained  below  and  shown  in  Figure  4-11. 

•  First  is  sends  a  message  to  the  class  node  that  represents  the  class  of  node  to  be 
created.  This  message  tells  the  class  node  that  a  new  node  is  to  be  created  or  an 
existing  node  is  to  be  returned.  The  message  contains  three  (possibly  null)  closures 
as  its  arguments;  a  condition  closure,  a  set  of  class  node  updates,  and  an  initializa¬ 
tion  closure  for  the  node  to  be  created.  These  closures  close  over  the  environment 
of  the  rule  execution  so  that  the  program  can  make  reference  to  expressions  in  the 
context  of  the  rule  as  well  as  to  expressions  in  the  context  of  the  class  node  or  the 
node  being  created.  Any  expressions  that  require  references  to  be  made  to  anything 
other  than  the  class  node  or  the  node  to  be  created  are  evaluated  before  the  message 
is  sent.  This  allows  the  class  and  the  new  node  to  execute  their  code  without 
blocking.  The  expression  that  asked  for  the  creation  of  the  node  returns  immedi¬ 
ately  with  a  future  to  the  new  node.  A  rule,  therefore,  need  not  block  in  order  to 
create  a  new  node. 

•  When  the  message  is  processed  by  the  class  node,  the  condition  part,  if  supplied,  is 
executed.  The  condition  is  executed  on  the  class  node  because,  in  the  general  case, 
the  expressions  that  make  up  the  condition  will  want  to  make  reference  to  caches 
that  are  held  on  the  class  node. 

•  If  the  condition  evaluates  to  Nil,  a  new  node  is  created  and  entered  into  the  class's 
list  of  instances  (this  process  seems  reversed,  but  it  actually  works.)  If  the  expres¬ 
sion  is  not  Nil  it  is  taken  to  denote  a  preexisting  node  that  represents  the  solution- 
space  component  (node)  that  we  really  want. 

•  If  a  new  node  is  created,  the  initialization  closure  is  evaluated.  This  is  a  closure  that 
is  executed  in  the  context  of  the  class  node  so  that  reference  can  be  made  to  class 
slots  such  as  the  identifier  cache.  The  result  of  the  evaluation  of  this  closure  is  an¬ 
other  closure  that  is  sent  to  the  new  node.  It  is  this  second  closure  that  actually  per¬ 
forms  the  initialization  of  the  new  node’s  slots.  By  this  point  ihe  closure  will  have 
picked  up  all  the  context  it  needs  from  the  originating  node  and  the  class  node.  Any 
rules  associated  with  the  slots  being  initialized  will  fire  for  the  new  node. 

•  The  newly  created  node  is  seen  by  the  class  node  as  a  future.  The  class  update  clo¬ 
sure  is  now  invoked  with  this  new  node  visible.  The  update  closure  is  therefore 
able  to  add  the  new  node  to  the  id  cache,  even  though  that  node  may  not  yet  have 
been  created. 
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Eagar  closes  over  his  environment. 

This  instance  creation  mechanism  is  veiy  general  and  works  reliably,  but  a  number  of  pos¬ 
sibly  unnecessaiy  overheads  are  associated  with  it.  For  instance,  it  may  not  be  necessary 
to  manage  the  creation  of  the  node.  If  the  node  is  being  created  as  the  result  of  an  unique 
piece  of  signal  data,  the  programmer  knows  that  only  one  node  will  ever  represent  this  ob¬ 
ject.  Serializing  through  the  class  node  is  unnecessary  in  this  case.  In  practice,  we  found 
that  creating  nodes  to  represent  low-level  objects  to  represent  signal  data  tended  to  overload 
the  class  node  if  the  instance  creation  mechanism  outlined  above  was  used.  Thus,  we  im¬ 
plemented  an  optimized  form  of  node  creation  to  allow  for  this  special  case.  This  is  shown 
in  Figure  4-12  and  works  as  follows: 

•  It  create  an  instance  directly  without  reference  to  the  class  node  and  immediately 
returns  with  a  future  to  the  created  node. 

•  It  initializes  the  node  only  from  the  context  of  the  invoking  rule,  not  from  the  class 
node. 

•  It  sends  a  message  to  the  class  node  telling  it  that  a  new  node  has  been  created. 

Here  node  creation  is  unmanaged  but  faster,  but  there  is  another,  sometimes  undesirable 
consequence  of  this  operation.  Poligon  supports  operations  that  can  be  performed  on  all 
instances  of  a  class.  Because  node  creation  happens  in  parallel  with  the  notification  of  the 
new  node's  class,  it  is  possible  for  the  message  that  notifies  the  class  to  be  delayed  and 
thus  for  other  pieces  of  knowledge  to  execute  under  the  assumption  that  they  are  referring 
to  all  the  instances  of  a  class,  but  actually  they  are  missing  the  newly  created  one.  This 
generally  doesn't  seem  to  be  much  of  a  problem  in  Poligon  applications,  since  one  usually 
has  to  use  the  full,  managed  node  creation  mechanism  anyway,  in  which  case  the  problem 
doesn't  occur,  or  one's  program  is  generally  written  so  as  not  to  be  brittle  to  this  sort  of  in¬ 
consistency. 
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Fig.  4-]2.  Optimized  node  creation.  A  rule  triggered  from  some  node  decides  that 
a  new  instance  should  be  created.  The  rule  invocation  creates  the  instance  directly.  The 
class  node  is  notified  about  the  new  node  by  having  a  future  to  the  new  node  sent  to  it  and 
the  class  node  can  then  add  the  new  node  to  its  instance  list. 

4.7.  Rule  Invocation  and  the  Context  of  Rule  Invocation 

Many  abbuinptions  about  the  granularity  of  the  Poligon  system  were  made  throughout  the 
development  of  the  system.  Perhaps  the  most  significant  of  these  was  the  decision  to  allow 
concurrent  rule  execution  on  blackboard  nodes.  The  cost  of  process  creation  and/or 
switching  is  always  going  to  be  significant  in  the  design  of  a  system  like  Poligon;  so  the 
decision  that  concurrent  rule  execution  should  be  allowed  on  each  blackboard  node  neces¬ 
sarily  c;uTied  with  it  the  assumption  that  nodes  would,  in  general,  have  a  lot  of  applicable 
know  ledge  at  any  given  time.  A  second  assumption  was  that  the  cost  of  the  computation 
performed  by  that  knowledge  w  ould  be  significantly  greater  than  the  cost  of  rule  invoca¬ 
tion. 
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In  this  section  we  discuss  the  implementation  of  the  rule  invocation  mechanism  in  Poligon 
and  other  related  topics. 

4.7.1.  The  Triggering  of  Rules 


A  daemon  triggers  a  rule. 


As  mentioned  above,  rules  are  triggered  as  daemons  on  the  slots  of  nodes.  The  slot  that 
triggers  a  rule  is  defined  by  the  programmer  and  is  fixed  at  compile- time.  ^  It  is  not  possi¬ 
ble,  however,  simply  to  fire  the  rules  as  soon  as  the  update  that  would  trigger  a  rule  is 
made.  This  is  because  Poligon  supports  the  ability  to  update  a  number  of  slots 
"simultaneously."  To  allow  rules  to  be  activated  before  all  relevant  slot  updates  had  been 
performed  would  open  the  door  to  very  counter-intuitive  behavior.  Poligon,  therefore, 
collects  the  significant  events  on  slots  as  the  slots  are  being  updated,  and  when  all  of  the 
updates  have  happened,  activates  the  interested  rules. 


The  evolution  of  the  slot  update  mechanism  was  discussed  in  Section  4.5.  A  consequence 
of  this  implementation  is  that  the  system  always  knows.what  changes  to  a  given  slot  were 
made  when  it  was  updated.  For  instance,  if  a  new  wheel  were  to  be  added  to  an  aircraft, 
then  the  node  being  updated  would  remember  the  node  that  caused  the  update  and  the  slot 
that  was  updated,  the  new  wheel  —  or,  actually,  the  set  of  new  wheels,  which  in  this  case 
is  a  singlton  set.^ 

Once  this  information  has  been  gathered  for  the  updated  slots,  the  node  is  fi-ee  to  trigger  the 
associated  rules.  For  this  the  node  must  create  contexts. 


^This  is  not  the  case  for  expectations,  which  are  described  in  Section  4.7.4. 

deficiency  of  the  implementation  in  Poligon  is  dial  there  is  no  way  for  a  rule  to  recognize  whether  the 
values  that  it  is  passed,  which  tell  it  what  caused  the  rule  to  fire,  are  values  that  were  added  to  or  removed 
from  the  slot.  The  rule  has  to  work  this  out  for  itself.  Clearly  this  would  be  a  small  thing  to  fix  but  is 
worth  noting  here,  since  we  have  found  programs  that  wanted  to  trigger  rules  both  as  a  result  of  inserting  an 
element  in  a  slot  and  as  a  result  of  removing  values. 
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4.7.2.  Contexts  and  Pseudo-Contexts 

In  AGE,  the  context  in  which  a  rule  is  executed  is  that  of  the  knowled^  source  and  the 
knowledge  source  bindings.  The  knowledge  source  knows  only  the  token  ihai  triggered  it 
and  the  node  that  caused  the  triggering. 


Update 
message  for 
user  slot  1  and 
user  slot  N 


Rules  triggered  by 
slot  updates  cause 
context  creation  I 


Rule 


Rule 


Rule 


Node 


Self-stream 
Associated  ruics 
System  slot  A 
System  slot  B 

System  slot  Z 


User  slot  1 
User  slot  2 


User  slot  N 


Process 


Modified  values,  rule 
and  slot  name  recorded 
in  context  object 


When  parts  are 
evaluated  by 
node’s  process 


Fig.  4-13.  A  node  receives  an  update  message.  The  updates,  when  processed,  cause 

the  triggering  of  the  rules  watching  the  slots  that  were  updated.  When  a  rule  is  triggered, 
a  pseudo-context  is  created  and  the  When  part  of  the  rule  is  evaluated  locally. 


In  Poligon  we  decided  earl>  on  that  knowledge  sources  were  too  coarse  grained  tc  give  us 
the  performance  we  wanted.  Consequently,  we  wanted  at  the  veiy  least  to  execute  rules  in 
parallel,  we  wanted  to  compile  av/ay  the  knowledge  sources,  preventing  them  from  being 
the  sch^uling  units  that  they  are  in  serial  blackboard  systems,  and  to  incorporate  into  the 
rale  an>  state  that  the  knowl^ge  source  might  have  had.  Poligon  has  functionality  equiva¬ 
lent  to  knowledge  source  bindings  called  definitions,  which  are  discussed  in  Section  4.8. 
Moreover,  a  number  of  existing  blackboard  systems  have  a  more  substantial  amount  of 
context  when  their  knowledge  sources  are  activated  than  was  available  in  AGE.  BBl's 
[Hayes-Roth  85]  knowledge  source  activation  records  (KSARs)  are  an  example  of  this.  If 
we  were  to  run  our  rules  in  parallel,  we  knew  that  we  needed  some  representation  of  the 
rule's  evaluation  context,  and  that  we  had  to  associate  a  process  with  each  rule  in  order  to 
execute  it.  In  addition,  because  Poligon  runs  on  a  distributed  memory  system,  each  ele¬ 
ment  of  which  is  effectively  a  uniprocessor,  the  activations  of  rules  would,  in  the  general 
case,  be  running  on  different  processors  from  that  of  the  node,  which  caused  the  activation 
of  the  rules.  Each  rule  therefore  runs  in  a  different  address  space  from  that  of  the  triggering 
node  (see  Figure  4-13).  The  objects  that  represent  the  activation  of  a  rule  in  Poligon  are 
called  contexts. 
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CcKi!:£X£s  Fbsvoss  umsnices  Oai  amzin  ibs  foUtming  infcKinsiioa: 


•  The  cisgenng  nocSe 


•  Theniicbdnginggeied 


•  The  values  of  ii»s!<Hih2i  caused  the  luleioingger 
>  The  defuiiiioiisfos' the  mlebdng  executed 

Recognizing  that  the  cost  of  a  ptocess  switch  to  a  context  would  be  agnificant  and  that  the 
reading  of  values  from  the  focus  node  would  be  expensive  for  a  context  on  a  remote  pro¬ 
cessor,  we  wanted  some  means  of  filtering  out  rule  activations  before  they  became  too  ex¬ 
pensive.  For  this  ^ve  used  a  cheap  test  caTled  the  When  pan  of  a  rule.  Poligon  knowledge 
sources  have  no  preconditions,  since  th^'  are  compiled  away,  but  rules  needed  a  cheap 
means  of  deiennining  whether  the)’  were  applicable  or  noL  The  condition  pan  of  a  Poligon 
rule  is  therefore  split  into  two  distinct  components:  the  When  pan  and  the  If  pan.  The 
When  pail  is  executed  by  the  node  for  ivhich  the  nile  is  triggered.  This  means  that  no  pro¬ 
cess  switch  is  performed  to  evaluate  the  When  pan  and  that  slot  reads  to  the  node  can  be 
fasL  The  If  pan  of  the  rule  is  executed  cniy  as  long  as  the  When  pan  succeeds  and  is  exe¬ 
cuted  in  a  different  process  by  a  conte.\t  object  It  is  therefore  useful  for  the  rule  to  do  as 
much  cheap  filtering  as  possible  during  the  When  pan  and  to  perform  enough  reads  to  slots 
on  the  focus  node  in  order  to  prevent  the  conte.\t  from  having  to  read  from  the  node  again  if 
that  is  possible. 

If  we  were  to  allow  the  node  to  re..a  values  from  other  nodes  during  the  When  pan,  the 
node  would  have  to  be  able  to  block  until  the  results  came  back.  This  seemed  undesirable, 
because  it  could  cause  areas  of  the  evolving  solution  to  lock  uo  for  unpredictable  periods  of 
time.  We  t.ius  decided  not  to  allow  the  When  parts  of  rules  —  or  any  parts  of  the  user's 
program  that  are  executed  on  the  nodes  themselves  —  to  make  remote  references.  These 
arc  only  allowed  during  the  If  or  Action  parts  of  rules,  which  are  executed  by  contexts. 

In  order  to  be  able  to  evaluate  the  When  pan  of  the  rule,  the  node  must  create  a  context  for 
the  When  part's  execution.  We  wanted  to  avoid  the  cost  of  process  switching  during  the 
When  part,  so  the  node  creates  an  object  called  a  pseudo-context.  A  pseudo-context  is  just 
like  a  context,  only  it  executes  within  whatever  process  invokes  it.  As  a  result,  any  state 
developed  during  the  evaluation  of  the  rule's  When  part  is  recorded  in  the  pseudo-context. 
If  the  When  part  evaluates  to  true  a  context  is  invoked  and  is  passed  the  state  in  the  pseudo¬ 
context  as  part  of  its  initialization  message. 

The  reason  pseudo-context  objects  are  necessary  is  that  the  When  parts  of  rules  can  contain 
references  to  definitions,  which  are  described  in  Section  4.8.  In  retrospect,  we  can  see  a 
justification  for  having  yet  another  sort  of  precondition,  one  that  does  not  allow  the  use  of 
definitions.  The  creation  of  the  pseudo  context  for  the  rule,  although  much  cheaper  than  a 
process  switch  to  a  context,  ^till  carries  a  significant  cost.  If  we  could  do  some  prefiltering 
without  this  cost,  we  could  expect  better  performance.  Substantial  optimization  of  the 
pseudo-context  creation  mechanism  could  be  made,  but  avoiding  this  altogether,  if  possi¬ 
ble,  seems  worthwhile.  A  smarter  compiler  might,  perhaps,  have  done  some  flow  analysis 
on  the  source  program  and  created  the  contexts  lazily.  This  would  have  required  a  sub¬ 
stantial  reimplementation  of  the  rule  activation  mechanism  in  Poligon  and  so  was  not  im¬ 
plemented,  but  it  could  well  be  a  useful  strategy  for  any  future  system  built  along  these 
lines. 
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4.7.3. 


Rule  Execution  After  the  When  Part  is  Evaluated 


When  the  When  part  of  a  rule  is  evaluated  and  is  cue,  the  node  that  staited  up  the  rule  must 
invoke  a  context  to  process  the  rest  of  the  rule.  Nonnal  rules  come  in  two  fonns  in 
Poligon:  if-Thcn-(EIsc),  or  If-Then-Case-Else.  It  was  found  early  on  that  blackboard 
systeiiK  comnKMily  have  sets  of  rules  whose  form  is  of  the  follovnng  type: 

Rule  1 ; 

If  <cson:e  conditions 
Then  «sor.e  actions 

Rule  2: 

If  Not[«sonte  conditions] 

Then  «soine  other  actions 

This  is  typically  not  too  much  of  a  problem  in  serial  ^sterns  because  the  cost  of  evaluating 
such  a  pair  of  rules  is  often  reasonably  small,  but  the  constraints  of  a  parallel  or  high-per¬ 
formance  system  make  it  desirable  to  avoid  unnecessary  rule  invocation  as  much  as  possi¬ 
ble.  It  is  not  the  cost  of  the  user  code  that  one  wants  to  avoid,  since  the  code  will  be  eval¬ 
uated  nevertheless;  it  is  the  evaluation  of  the  system  code  that  creates  the  contexts  for  rale 
invocations  and  that  starts  up  the  rule.  In  the  previous  example,  it  is  clear  that  the  two  rales 
are  mutually  exclusive.  They  could,  therefore,  be  rewritten  in  the  following  form: 

Rule  1 : 

If  «some  condition» 

Then  «soine  action» 

Else  «some  other  action» 

Poligon  supports  just  such  a  rale  representation  and,  in  fact,  generalizes  it  so  that  the  fol¬ 
lowing  rale  is  possible: 

Rule  VJatch-for-changes-in-v;heels  : 

Class  :  Aircraft 
Slot  :  Wheels 
Condition  Part  : 

VJhen  :  The-VJheels  >  0 

If  :  The-Aircraft •is-airborne 

Select  : 

If  The-Wheels  =  3 
Then  : Land-ok 
’  Else  :Belly-land 

Endlf 

Action  Part  : 

: Land-ok  : 

«we  have  enough  v/heels  to  land  on  the 
undercarriage» 

: Belly-land  : 

«do  whatever  you  must  to  land  on  your  belly» 

Otherwise  Part  : 

«we  haven't  taken  off  yet  so  the  change  must  be 
due  to  the  maintenance  crew» 

This  trivial  rule  takes  advantage  of  the  mutually  exclusive  execution  of  its  action  parts.  For 
any  given  change  in  the  number  of  wheels  on  the  plane  the  rule  will  be  invoked  only  once. 
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If  we  bad  a  number  of  lules  that  watched  for  this  change,  two  rules  might  start  up  because 
the  plane  did  not  have  enough  wheels,  but  by  the  time  one  of  them  acn^y  came  to  lo(^  at 
the  plane  and  do  something  with  it,  the  other  rule  might  have  caused  more  wheels  to  be 
added,  thus  confusing  the  fiist  rule.  The  form  of  rule  shown  above  has  proved  to  be  pow¬ 
erful,  useful,  and  eflhcienL 

The  Poligon  compiler  causes  the  rules  that  the  user  expresses  to  be  split  up  into  a  large 
number  of  functions  and  methods.  The  objects  representing  the  rules  in  the  system  have  a 
number  of  slots  that  refer  to  the  code  to  execute  the  different  parts  of  the  rules.  A  very 
simple  piece  of  code  run  by  the  context  object  looks  at  the  rule  object  that  represents  the 
rule  that  it  is  to  fire  and  invokes  the  relevant  pans  of  the  rule  as  appropriate.  TMs  is  shown 
in  Figure  4-14. 

In  designing  the  Poligon  language,  we  did  not  want  the  user  to  have  to  worry  about  picking 
the  parts  of  the  program  that  would  run  in  parallel  and  those  parts  that  would  run  serially. 
To  this  effect  we  designed  the  language  so  that  the  user  expressed  those  parts  to  be  exe¬ 
cuted  serially  rather  than  those  to  be  executed  in  parallel.  The  ^stem  was  Aen  at  liberty  to 
execute  any  other  code  fragments  in  parallel  if  this  seemed  appropriate.  Clearly  we  wanted 
to  execute  as  much  as  possible  in  parallel,  wherever  it  would  be  beneficial.  Our  intention, 
therefore,  was  to  execute  components  of  the  action  parts  of  the  rules  concurrently  and 
without  any  synchronization. 
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Fig.  4-J4.  When  the  When  part  of  a  rule  evaluates  to  une,  a  context  object  is  acti¬ 
vated,  possibly  on  another  processing  element,  to  evaluate  the  rest  of  the  rule.  Cheap  ac¬ 
cess  to  local  slots  can  be  made  during  the  When  part's  execution.  Slots  can  be  read  from 
the  focus  node  during  the  evaluation  of  the  rest  of  the  rule  but  this  is  discouraged. 
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The  following  fragment  of  Poligon  code  expresses  updates  being  made  to  two  different 
nodes: 

Action  Part  : 

Changes  : 

Change  Type  :  Update 

Updated  Node  :  «aircraft  i» 

Updated  Fields  : 

wheels  <-  «a  new  wheel» 

wings  <-  «left  canard»,  «right  canard» 

Changes  : 

Change  Type  :  Update 

Updated  Node  :  «aircraft  2» 

Updated  Fields  : 

wheels  «tail  wheel» 
wings  <-  «new  left  wing» 

We  wanted  the  execution  of  these  two  updates  not  to  be  held  up  by  each  other.  What  we 
did  was  to  make  the  Poligon  compiler  extract  the  references  to  any  definitions  (see  Section 
4.8)  from  the  expressions  in  the  action  pans  and  evaluate  them  whenever  possible  before 
entering  the  actual  expressions  that  perform  the  updates.  In  order  to  perform  the  updates, 
the  Poligon  compiler  tries  to  deduce  the  best  place  in  which  to  evaluate  the  change  compo¬ 
nent.  In  the  cases  above,  each  change  will  be  evaluated  on  the  respective  aircraft  nodes.^ 
A  message  is  sent  to  the  node  to  do  Ae  computation,  specifying  a  method  that  will  be  used 
to  make  the  update  and  containing  a  newly  CONSed  pseudo-context  that  contains  the  def¬ 
initions  that  are  to  be  used  in  the  evaluation  of  the  action  part  The  use  of  a  pseudo-context 
in  this  case  allows  a  regular  mechanism  for  the  evaluation  of  definitions  irrespective  of 
where  or  when  they  are  evaluated.  The  compiler  has  already  computed  which  definitions 
will  be  needed  in  the  execution  of  the  action-part  clause  so  only  these  are  sent  over.  Figure 
4-15  illustrates  this  son  of  slot  update  operation  ^ 


’There  is  an  assumption  here  that  the  code  to  be  executed  on  these  remote  nodes  will  be  reasonably  cheap. 
It  is  left  to  the  user  to  make  sure  that  expensive  expressions  arc  factored  out  as  definitions  thai  arc  evaluate 
before  the  update  message  is  sent 

^This  whole  design  suatcg>  may  have  been  flawed.  The  creation  of  pseudo-contexts  for  the  definitions 
passed  to  the  nodes  to  perform  the  action  parts  is  costly.  It  would  probably  be  better  to  compile  the  action 
part  into  methods  that  accepted  the  definitions  as  arguments.  This,  however,  would  have  the  consequence 
that  all  definitions  would  definitely  have  to  be  evaluated  before  any  part  of  the  action  could  be  executed.  As 
a  result,  the  laay  semantics  of  the  definitions  would  be  lost  if  an>  definition  references  were  made  in 
expressions  with  conditional  clauses.  This  strategy  clearly  requires  more  thought. 
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Processing  Element  2 


Processing  Element  1 


Fig.  4-15.  When  an  update  is  required,  a  pseudo-context  representing  the  required 
state  from  the  current  context  is  passed  along  with  the  update  message  to  the  node  to  be 
updated.  The  update  is  performed  in  the  environment  of  the  pseudo-context.  Copying  the 
state  in  the  context  allows  concurrent  execution  of  action  parts  without  contention  for  the 
context  in  which  the  rule  is  executed. 

When  the  message  for  the  update  airives  at  the  node  to  be  modified,  it  executes  the  neces¬ 
sary  code  to  perform  the  update,  extracting  any  definitions  that  it  may  need  from  the 
pseudo-context  that  it  has  been  passed.  As  mentioned  earlier,  the  compiler  has  already  de¬ 
termined  which  definitions  will  be  needed  in  order  to  perform  the  update.  At  run-time  the 
context  that  evaluates  the  rule  knows  which  of  these  definitions  have  indeed  been  evalu¬ 
ated.  As  long  as  all  the  needed  definitions  have  been  evaluated  there  is  no  problem  -  the 
update  is  made,  and  nothing  more  needs  to  be  done.  A  problem  arises,  however,  if  not  all 
of  the  definitions  have  been  evaluated  because  a  deadlock  can  occur  if  some  special  mech¬ 
anism  is  not  incorporated.  This  is  described  below. 

As  was  already  mentioned,  the  only  way  Poligon  allows  the  user  to  express  serialization  is 
by  the  serializing  of  the  action  parts  of  rules.  The  following  code  fragment  executes  the 
changes  requested  serially; 
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Action  Part  : 

Changes  : 

Change  Type  :  Update 

Updated  Node  :  «aircraft  1» 

Updated  Fields  : 

v;heels  <-  «a  new  wheel» 

wings  <-  «left  canard»,  «right  canard» 

Change  Type  :  Update 

Updated  Node  :  «aircraft  2» 

Updated  Fields  : 

wheels  «tail  wheel» 
wings  4-  «nev;  left  wing» 

Here  the  system  must  wait  until  the  update  to  «aircraf  t  1»  has  finished  to  execute  the 
second  change.  In  turn,  the  context  executing  the  rule  must  wait  for  confirmation  that  :he 
first  update  has  occurred  from  «aircraft  1»  before  it  can  perform  the  update  to 
«aircraft  2».  The  context,  therefore,  waits  on  the  stream  from  which  it  expects  to  get 
the  reply  confirmation.  This  is  not  a  problem  unless  the  pseudo-context  that  was  passed  on 
to  perform  the  original  update  has  not  already  evaluated  the  required  definitions.  If  such  is 
the  case,  the  execution  of  the  update  \vill  require  a  fully  fledged  context  in  order  to  execute 
the  action  part  because  the  code  for  the  evaluation  of  the  outstanding  definitions  is,  by 
specification,  allowed  to  block  for  futures  at  any  point. 

Since  the  design  of  Poligon  requires  that  code  executed  on  blackboard  nodes  not  be  al¬ 
lowed  to  block,  the  execution  of  the  update  has  to  punt  to  another  context.  It  is  not  possi¬ 
ble  to  ask  the  original  context  to  evaluate  the  missing  definitions  because  that  context  is  al¬ 
ready  blocked,  waiting  for  the  reply  from  the  update  that  is  in  trouble.  This  is  a  deadlock 
condition.!  A  new  context  is  creat^  to  perform  the  update  instead,  a  relatively  expensive 
process;  and  although  the  semantics  of  a  rule  that  punts  in  this  way  are  very  similar  to  one 
that  does  not  punt,  the  system  issues  a  warning  message  that  this  is  the  case  so  that  the 
programmer  can  rewrite  the  rule  to  force  the  evaluation  of  the  missing  definition.  This  pro¬ 
cess  is  shown  in  Figure  4-16. 


^Olher  mechanisms  for  deadlock  avoidance  are  possible  here,  this  was  just  the  simplest  mechanism  given 
the  strongly  futures-based  implementation  model  of  Poligon. 
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Fig.  4-16.  A  rule  executing  in  the  context  on  processing  element  1  requests  an  up¬ 
date  of  a  node  on  processing  element  2.  The  pseudo-context  that  is  passed  to  the  node  to 
be  updated  does  not  have  enough  of  its  definitions  evaluated,  so  it  allocates  a  new  context 
on  processing  element  3  to  evaluate  the  missing  definitions  and  to  finish  the  update. 

Once  the  update  has  been  performed  either  on  the  node  using  the  pseudo-context  or  through 
the  agency  of  a  new  punted-to  context,  the  original  context  that  is  evaluating  the  rule  is  sent 
a  message  to  confirm  that  this  has  happened.  The  context  can  then  synchronize  correctly 
and  continue  with  the  evaluation  of  the  serial  parts  of  its  rule.’ 

4.7.4.  Expectations 

The  farther  the  experiment  is  from  theory  the  closer  it  is  to  the  Nobel  Prize. 

—  Frederic  Joliot-Curie 

Mention  was  made  in  Section  4.7.1  that  the  slots  to  which  rules  are  attached  are  defined  at 
compile-time.  The  exception  to  prove  this  rule  is  discussed  in  this  section. 


’in  retrospect,  this  design  is  inadequate,  but  deciding  on  a  good  implementation  for  these  semantics  is 
difficult.  A  change  to  the  specified  semantics  of  the  language  is  likely  to  be  the  best  way  around  these 
implementation  problems. 
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An  expectation  mechanism,  a  common  part  of  blackboard  systems,  allows  the  user  to  ex¬ 
press  the  fact  that  some  particular  event  is  anticipated.  This  allows  model-based  reasoning 
to  focus  the  attention  of  the  program  on  places  of  importance.  We  wanted  to  have  some 
way  to  take  advantage  of  such  model  based  reasoning  in  Poligon.  This  section  describes 
the  implementation  of  Poligon's  expectations. 

Poligon's  expectations  are  dynamically  allocated  rules.  Just  as  normal  Poligon  rules  are 
associated  with  slots  at  compile-time,  expectations  are  associated  with  a  particular  slot  on  a 
particular  node  at  run-time.  Expectations  allow  the  effective  focusing  of  attention  on  a  par¬ 
ticular  node  while  still  saving  the  overhead  of  associating  that  rule  with  all  nodes  of  the 
class  involved.  Moreover,  state  in  the  rule  that  initiated  the  expectation  may  be  used  to 
specialize  the  rule  being  allocated  so  that  the  behavior  can  be  more  highly  focused. 
Because  a  real-time  blackboard  system  is  just  as  likely  to  be  interested  in  something  not 
happening  as  something  actually  happening,  a  timeout  mechanism  supported  by  Poligon’s 
expectations  allows  them  to  w£dce  up  after  a  predetermined  time,  knowing  that  they  have 
timed  out. 

Expectations  are  represented  as  structure  objects.  When  a  rule  decides  to  post  an  expecta¬ 
tion,  it  sends  a  message  to  the  node  that  will  be  focused  on  asking  it  to  record  the  new  ex¬ 
pectation.  When  the  expectation  is  formed,  the  programmer  has  the  option  of  defining  ar¬ 
guments  to  the  expectation  rule  and  of  passing  in  extra  conditions  for  the  When  and  If  parts 
of  the  rules.  These  allow  context-specific  state  to  be  allocated  with  the  expectation.  For 
instance,  if  an  aircraft  is  expected  to  land  at  a  specific  airfield,  one  might  post  an  expecta¬ 
tion  on  the  airfield  that  asked  the  airfield  to  look  out  for  aircraft  landing.  One  would  also 
pass  it  the  specific  aircraft  as  an  argument  to  compare  with  arrivals  so  that  it  can  know  it 
has  noticed  the  aircraft  that  is  interesting  to  the  program. 


tion  is  active  or  not  or  the  number  of  times  that  the  expectation  is  to  try  to  fire.  This  is  im¬ 
portant  because  it  may  be  that  an  expectation  is  valid  for  only  a  highly  focused  set  of  cir- 
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cumstances.  For  instance,  the  aircraft  in  question  can  only  land  after  it  has  had  enough 
time  to  fly  to  the  airfield.  We  do  not  want  expectations  to  fire  off  all  of  the  time,  and,  if  the 
particular  aircraft  does  land,  we  want  the  expectation  to  decouple  itself  from  the  node  it  is 
watching.  All  of  this  is  possible  in  Poligon's  expectation  mechanism. 

Similarly,  we  may  want  to  know  if  an  event  has  occurred  after  a  certain  time,  if  the  aircraft 
fails  to  land  at  the  specified  airfield  after  a  given  period,  for  example.  This  would  indicate 
that  our  model  of  the  aircraft's  actions  was  wrong  and  we  have  to  reevaluate  what  is  hap¬ 
pening.  Such  an  occurrence  is  also  expressed  when  the  user  posts  the  expectation.  The 
timeout  that  is  to  be  made  is  encapsulated  on  the  node  being  watched,  and  the  set  of  time¬ 
outs  that  are  still  pending  is  examined  each  time  the  domain  real-time  clock  ticks.  It  is  an 
attribute  of  all  Poligon  nodes  that  they  can  know  the  real  time  and  that  they  can  be  sensitive 
to  clock  ticks.  When  the  clock  ticks  past  the  time  specified  by  one  of  the  pending  timeouts, 
the  rule  associated  with  the  expectation  is  fired  and  its  Timeout  Part  —  a  component  much 
like  an  Action  or  Otherwise  Part  —  is  executed,  allowing  the  program  to  take  whatever  cor¬ 
rective  action  is  required. 

This  timeout  mechanism  does  have  a  problem,  however.  In  order  to  work  reasonably  well, 
either  the  system  must  be  lightly  load^  or  the  timeout  duration  must  be  long  with  respect  to 
the  time  scale  of  events  in  the  system.  This  is  because  a  Poligon  program  can  cause  the 
processors  on  which  it  runs  to  become  highly  and  unpredictably  loaded,  resulting  in  signif¬ 
icant  delays  in  computation.  Thus,  a  timeout  might  trigger  simply  because  the  program 
was  being  held  up,  not  because  an  event  failed  to  occur,  i.e.,  the  plane  failed  to  land. 
Clearly,  a  Poligon  program  must  not  be  brittle  with  respect  to  timeouts  triggering  in  this 
way. 


At  this  time,  Poligon's  expectation  mechanism  has  never  been  used  in  an  application.  This 
could  cause  one  to  lose  faith  in  its  usefulness,  but  we  still  have  some  hope  for  the  value  of 
this  mechanism,  since  they  may  indeed  be  more  useful  in  a  genuinely  real-time  environ¬ 
ment.  The  knowledge  that  we  implemented  for  our  applications  was  already  expressed  in  a 
strongly  non-model-based  manner,  and  the  real-time  aspects  of  the  applications  were  not 
really  concerned  with  producing  responses  that  the  real-time  clock  might  have  triggered. 
For  this  reason,  the  timeout  mechanism  was  not  useful.  Similarly,  in  order  to  be  able  to 
compare  our  experimental  results  with  those  produced  by  the  Cage  [Aiello  88]  and  Lamina 
[Delagi  88b]  projects,  we  were  compelled  to  make  the  application's  problem  solving  behav¬ 
ior  much  like  that  of  the  others.  Because  of  the  way  in  which  the  use  of  expectations  af¬ 
fected  the  problem-solving  process,  we  could  not  easily  produce  results  comparable  to 
those  of  the  other  implementations,  so  use  of  the  expectation  mechanism  was  removed. 

4.8.  User  Code  and  Definitions 

As  you  will  recall,  Poligon  supports  a  mechanism  that  allows  the  programmer  to  express 
ideas  much  like  knowledge  source  bindings  in  an  AGE  program.  These  are  called  defini¬ 
tions. 

The  idea  behind  definitions  was  to  support  the  functionality  of  AGE's  knowledge  source 
bindings  without  suffering  from  their  defects.  Nevertheless,  Poligon's  implementation  had 
a  set  of  defects  of  its  own. 

We  decided  early  on  that  definitions  should  be  lazily  evaluated.  This  was  due  to  an  ass- 
thetic  preference  and  a  desire  to  around  a  deficiency  in  AGE's  implementation.  In  AGE  it 
is  common  to  define  a  knowledge  source  binding  with  a  null  value  at  the  knowledge  source 
level  and  then  to  setq  in  a  value  for  it  if  the  value  is  needed.  This  substantially  compli- 
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cates  the  program  and  obscures  the  programmer's  intent.  The  plan  for  Poligon  was  to  have 
a  means  of  associating  names  with  values  and  having  the  expressions  that  delivered  those 
values  execute  once  at  most,  but  not  at  all  unless  the  value  was  needed. 

We  implemented  definitions  by  making  a  mapping  from  names  to  structures  in  the  context 
objects  that  represent  the  invocation  of  rules.  Thus,  for  each  defined  name  there  is  an  entry 
in  an  AList  that  associates  with  that  name  a  value  or  a  token  denoting  that  the  definition  has 
not,  as  yet,  been  computed  and  a  function  that  will  compute  the  value  if  it  is  needed.  In  a 
production-quality  Poligon  system  one  could  optimize  this  implementation  significantly, 
but  for  our  purposes  an  AList  was  adequate. 

When  a  user  made  a  reference  to  a  definition,  the  compiler  converted  it  into  an  access  func¬ 
tion  on  the  context  object  that  would  compute  or  unpack  the  value  as  appropriate.  For  ex¬ 
ample. 

Definitions  :  four  =2+2 
When  :  four  =  4 

would  expand  during  compilation  into  something  of  the  form 

When  :  (eql  (get-value-from-def inition  :four 
_the_current_context_) 

4) 

where  _the_current_context_  is  the  name  given  to  the  context  object  that  is  visible 
during  the  evaluation  of  the  When  part  of  the  rule.  The  function  get-value-from- 
def  inition  would  extract  the  required  value  or  would  compute  the  value  with  a  function 
that  the  compiler  generated  to  represent  the  expression  2  +  2. 

We  quickly  found  that  we  had  to  represent  multiple  values  in  definitions,  so  we  used  a 
slightly  modified  implementation  to  unpack  multiple-valued  expressions  into  their  compo¬ 
nent  values. 

This  implementation  was  somewhat  naive  because  it  again  assumed  the  existence  of  an  ef¬ 
ficient,  blackboard  machine  that  would  implement  this  sort  of  behavior  effectively.  We 
discovered,  however,  that  the  performance  of  our  applications  was  being  limited  by  the  use 
of  these  definition  items.  The  cost  of  extracting  an  already  computed  value  from  a  defini¬ 
tion  was  too  high.  We  could  have  taken  two  approaches  to  address  this  problem.  First, 
we  could  have  worked  to  optimize  the  implementation  of  definitions,  or,  second,  we  could 
have  used  a  better  compiler.  Because  of  the  convenience  associated  with  the  existing  im¬ 
plementation  of  contexts  and  their  definitions,  we  decided  to  try  the  latter  approach. 

Our  problem  derived  from  code  fragments  such  as  the  following: 

Definitions  : 
two  =  2 

all-wheels  =  the-aircraft©wheels 
When  :  the-aircraft • is-airborne  and 
all-wheels • length  =  two  +  two 

In  this  case  example  the  expression  two  +  two  makes  multiple  references  to  the  same 
definition.  From  the  semantics  of  definitions  we  know  that  each  reference  to  the  name  two 
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will  always  have  the  same  value.  We  cannot,  however,  extract  all  the  definitions  in  the 
When-part  expression  and  evaluate  them  all  first  because  of  the  short-circuit  semantics  of 
operators  like  And  or  because  of  conditional  expressions.  Not  taking  notice  of  these  would 
destroy  the  lazy  semantics  of  definitions.  The  compiler  was  made  sensitive  to  these  con¬ 
cerns  and  transformed  the  previous  expression  into  something  like  the  following: 

When  : 

(and  (get-slot-value  the-aircraft  : is-airborne) 

(mult iple-value-bind  (_two _ all-wheels_) 

(get-multiple-values-from-def initions 
_the_current_context_  :two  rail-wheels) 

(eql  (length  _all-wheels_) 

(+  _two _ two_) ) ) ) 

Here,  all  of  the  required  definition  values  for  any  given  lexical  level  -  working  outward 
from  deep  lexical  levels  until  a  non-strict  operator  or  condition  is  reached  -get  extracted  as  a 
block,  and  the  values  are  seen  in  local  variables  introduced  by  the  compiler.  This  made  a 
substantial  improvement  in  the  performance  of  user  code. 

The  performance  of  a  system  such  as  Poligon  is  significantly  restricted  by  the  copying  of 
the  definitions  template  into  the  context  objects  from  the  mles  to  be  executed.  The  defini¬ 
tion  template  is  represented  as  a  list  of  lists,  so  it  is  implemented  as  a  copy-tree  in 
Poligon.  To  be  sure,  this  is  a  suboptimal  implementation.  A  better  alternative  would  be  a 
positional  representation  of  definitions.  This  would  allow  the  template  to  be  represented  as 
an  array,  and  the  initial  copying  of  that  template  could  be  a  simple  block  transfer  operation. 
A  positional  implementation  of  definitions  can  easily  be  made  because  all  the  definitions  are 
known  at  compile-time.  The  extra  effort  in  reimplementing  from  the  inadequate,  original 
design  prevented  us  from  tiying  it  in  Poligon. 

4.9.  Search 


Search. 

Experience  with  existing  serial  blackboard  systems  such  as  AGE  and  MXA  caused  us  to 
believe  that  real-world  blackboard  systems  are  likely  to  spend  a  significant  amount  of  time 
and  effort  performing  searches  over  the  blackboard.  The  reason  is  that  these  systems  fre¬ 
quently  need  to  be  able  to  correlate  new  pieces  of  data  with  the  existing  solution.  For  in¬ 
stance,  if  nev/  blips  come  into  the  system  from  radar  detectors,  being  able  to  associate  these 
with  the  aircraft  that  caused  them  is  important.  Making  that  match  often  involves  searching 
all  the  aircraft. 
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A  serial  search  through  the  blackboard  is  usually  a  linear  time  process  at  best.  Being  able 
to  perform  the  search  in  parallel  should  allow  this  in  principle  to  happen  in  constant  time, 
ignoring  the  overheads  and  problems  associated  with  parallel  processing.  We  decided, 
therefore,  to  support  this  sort  of  search  operation  at  the  Poligon  language  level  and  imple¬ 
ment  it  in  as  efficient  a  manner  as  possible. 

Search  is  implemented  in  two  forms  in  Poligon  that  could  be  efficiently  implemented,  in  a 
real-world  system.  ^  Searches  over  blackboards  usually  consist  of  matching  a  value  against 
a  slot  in  a  node.  Failing  this,  they  consist  of  matching  some  arbitrary  condition  for  a  given 
node.  In  the  first  case  we  were  able  to  encapsulate  this  request  for  a  match  in  a  simple 
message  to  all  the  nodes  being  searched.  The  message  contained  the  value  to  be  compared 
to,  the  name  of  the  slot  to  be  compared  with,  and  the  operator  to  be  used  in  the  comparison. 
The  second,  more  general  implementation  required  that  a  closure  be  formed  over  the  things 
to  be  compared  and  that  the  closure  be  evaluated  by  each  of  the  potentially  matching  nodes. 
This  is  clearly  less  efficient  than  the  first  case  but  can  still  be  encoded  respectably. 

Once  we  had  developed  a  mechanism  for  deciding  which  nodes  match,  we  had  only  to  de¬ 
termine  which  nodes  to  search  and  how  to  process  the  replies  from  the  search  messages. 
Poligon,  because  it  is  implemented  on  a  machine  that  supports  multicast  messages,  is  able 
to  send  the  message  for  the  search  to  a  large  number  of  nodes  efficiently  in  one  multicast 
message.  Poligon  allows  the  user  to  search  over  either  a  collection  of  nodes  or  all  the 
nodes  in  a  class.  If  the  user  want  to  search  over  a  class  then  the  context  performing  the 
search  sends  a  message  to  the  class  node,  which  then  forwards  the  search  request  by  multi¬ 
cast  to  all  of  the  nodes  in  question. 

When  the  nodes  being  searched  reply  to  the  search  request,  they  all  must  send  messages 
back  to  the  context  that  initiated  the  search.  It  is  not  possible  for  only  the  matching  nodes 
to  reply,  because  the  context  performing  the  search  will  never  know  whether  it  has  all  of 
the  replies.  The  context  object  must  therefore  have  a  means  of  handling  all  these  replies, 
many  of  which  may  simply  say  "not  me."  Poligon  uses  bags  to  implement  this  behavior. 
These  are  described  in  Section  4.10.1. 

4.10.  Data  Types 

Poligon  supports  some  data  types  not  commonly  found  in  other  systems:  bags,  futures  and 
multiple-values  objects.  In  this  section  we  discuss  the  implementation  of  these  data  types, 
the  reasons  for  their  existence,  and  their  benefits,  if  any. 


^This  is  enurcly  unlike  tlie  search  mechanism  in  MX  A,  which  consUaicted  tuples  of  nodes  that  matched  a 
certain  condition.  It  was  the  assumption  behind  MXA  that  search  would  be  the  overriding  cost  in  the 
execution  of  the  system,  and  therefore  its  model  of  parallelism  required  that  the  blackboard  should  reside  in 
an  associative  memory  so  that  these  sets  of  tuples  could  be  constructed  efficiently.  Unfortunately,  no 
concurrent  implementation  of  MXA  was  ever  made,  though  the  initial  candidate  for  it  was  an  associative 
database  machine. 
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4.10.1.  Bags 


Eagar  thinks  that  bags  are  useful. 


Poligon  uses  bags  to  handle  replies  from  searches.  Bags  have  the  valuable  property  that 
they  are  unordered  collections  of  values.  This  means  we  can  process  the  values  in  a  bag  in 
any  order  we  want;  the  ordering  does  not  matter  to  the  program. 

When  the  user  performs  a  search  operation  such  as  that  specified  by  the  expression 

Subset  of  Aircraft  Such  that  Element  •  wings  =  2 

the  value  returned  immediately  is  a  bag  that  represents  the  matching  values.  This  bag  is 
implemented  as  an  object  that  contains  a  list  of  values  that  have  already  been  determined 
and  a  means  of  generating  the  values  that  have  not  yet  been  determined.  In  this  case  the 
means  of  determining  the  other  values  is  a  data  type  called  a  multifuture.  This  is  a  data 
structure  connected  to  the  stream  to  which  all  search  replies  will  be  sent.  As  the  user  tries 
to  extract  values  from  a  bag,  it  returns  values  from  the  determined  elements  first,  and  if  this 
is  empty,  it  looks  on  the  sheam  for  any  new  values,  only  blocking  the  searcher  if  there  no 
values  are  there.  If  a  value  found  on  the  stream  is  a  "not  me"  reply,  this  is  discarded  and 
the  bag  tries  again  to  get  a  useful  value.  The  result  of  this  design  is  that  the  process  looking 
for  the  values  in  the  bag  will  always  have  access  to  any  new  values  as  soon  as  they  arrive 
—  it  doesn't  have  to  wait  for  a  particular  element  to  be  returned  —  and  will  block  only  if  no 
values  are  present. 

This  implementation  gives  a  clean  and  abstract  interface  to  the  searching  process  and  seems 
to  work  very  well.  Its  major  deficiencies  are  that  the  network  can  get  congested  with  all  the 
replies  to  the  messages  (see  Figure  4-17)  and  that  a  regular  mechanism  for  implementing 
collection  data  types  is  difficult  to  optimize  without  specialized  hardware  or  microcode  sup¬ 
port. 
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Fif-  4-J7.  An  bistnanenl  from  ike  CARE  s^jRaior  shows  ihe  neiwork  around  a 

pnr  rjig  elemaii  becoming  overloadedwhh  a  large  number  cfnaddcasirepfJes. 

4.10.2.  Multiple  Values 

Cbmmon  Lisp  supports  t^e  return  of  multip*  values  from  functions.  Many  implementors 
of  Common  Lisp  believe  that  the  purpose  oi  •  mltiple  values  is  to  avoid  CDNSing,  that  is, 
to  save  the  programmer  from  having  to  CONo  up  a  list  that  denotes  the  values  to  be  re¬ 
turned  and  then  expecting  the  caller  to  unpack  the  list  that  was  returned. 

According  to  another  school  of  thought,  the  purpose  of  multiple  values  in  a  language  is  to 
express  the  fact  that  many  functions  logically  should  return  more  than  one  value.  It  is  not 
necessarily  meaningful  to  define  a  new  data  structure  type  for  each  function’s  returned  val¬ 
ues.  All  the  values  of  a  function  call  are  meaningful,  however,  and  there  could  well  be  pur¬ 
pose  in  preserving  them.  The  point  here  is  that  in  the  Common  Lisp  case,  multiple  values 
are  CONSed  onto  the  stack  and  are  discarded  as  soon  as  possible,  in  the  other  case  —  and 
Poligon  is  an  example  of  such  a  system  —  multiple  values  are  CONSed  into  the  heap  and 
are  discarded  as  late  as  possible,  i.e.,  when  they  encounter  a  strict  operator. 

The  existence  of  persistent  multiple  values  is  clearly  motivated  primarily  by  linguistic  ajs- 
thetics.  Nevertheless,  the  marginal  implementation  cost  of  introducing  multiple  value  ob¬ 
jects  was  small,  given  that  the  system  already  had  to  be  sensitive  to  saict  operators  in  order 
to  support  its  m(^el  of  futures.  Multiple  values  were  Implemented  simply  as  named  struc¬ 
tures  with  a  '<ot  containing  the  list  of  values.  A  production-quality  system  would  presum¬ 
ably  have  a  «iiore  appropriate  implementation.  Although  somewhat  prone  to  CONSing,  this 
implementation  of  multiple  values  seemed  to  work  well,  was  fairly  simple  to  use,  and  re¬ 
moved  any  ambiguity  that  the  transmi:  Jon  of  multiple  values  between  processing  elements 
by  the  system  might  have  caused.  There  are  enough  entry  po?'’**;  from  the  usei^s  applica¬ 
tion  into  the  underlying  Poligon  implementation  that  it  would  have  been  difficult  to  preserve 
the  semantics  of  the  native  Common  Lisp’.s  multiple  values  implementation  when  hey  were 
viewed  from  a  Poligon  application. 

4.10.3.  Futures 

Unlike  existing  implementations  of  systems  with  futures  on  real  hardware,  as  opj.C;sed  to 
Poiigon's  simulated  machine,  Poligon  was  unable  to  have  low-level  support  for  its  imple¬ 
mentation  of  futures.  A  number  of  ways  in  which  the  Poligon  implementation  dealt  with 
this  i.,..ae  have  already  been  mentioned.  In  this  section  we  discuss  the  implementation  of 
futures  themselves. 

Poligon  supports  two  forms  of  future,  futures  and  multifutures.  Neither  are  accessible  at 
the  Poligon  language  levei,  though  when  data  structures  are  printed  out  they  often  appear  in 
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j;  foim  somcth'haE  like  (12  3  i<Future  4>  5  KFuture  Unsatisfied>), 
where  f<Ft2ture  4>  is  2  future  that  has  been  satisfied  and  has  the  value  4  and 
f  <Fts£ure  Unsafcisf  ied>  is  a  future  whose  i-aluc  has  not  been  ctMnputed  yet  or 
whose  value  has  not  yei  reached  the  owner  of  the  future. 

Futures  in  Lamina  are  not  first-class  citizens.  They  are  amply  specializations  of  streams 
that  return  only  one  value.  They  cannot  be  trivially  passed  around  between  objects  on  dif¬ 
ferent  processors.  In  Poligon,  considerable  effon  was  spent  on  trying  to  make  the  imple¬ 
mentation  of  futures  as  se^ess  as  possible.  Futures  are  named  structures  that  point  to  the 
streams  that  deliver  their  values.  A  flag  is  used  to  indicate  cheaply  whether  the  future  has 
been  satisfied  or  noL  Streams  live  on  the  panicular  processing  elements  on  which  th^* 
were  created.  As  a  result,  spedal  suppon  has  to  be  provided  to  allow  futures  to  be  passed 
around  between  processors. 

When  an  unsatisfied  future  is  passed  to  another  processing  element,  a  remote  address  to  the 
stream  of  the  originating  future  is  passed  along  with  the  future.  The  copied  future  therefore 
has  a  back  pointer  to  the  old  stream,  but  nothing  more  is  done.  The  future  is  modified  on 
the  ori^nating  site  so  that  the  future  points  to  a  new  stream.  This  stream  is  then  linked  to 
the  original  stream  in  the  future.  It  is  a  property'  of  streams  in  the  CARE  machine  model 
that  they  can  be  linked,  so  that  v'alues  that  appear  on  one  stream  will  be  forwarded  automat¬ 
ically  to  any  streams  linked  to  it.  Thus,  if  the  future  that  was  copied  to  a  different  site  is 
ever  defutured,  it  fwms  a  link  to  the  old  stream  and  then  waits  for  any  values  in  the  stream 
to  be  passed  to  it  This  is  a  son  of  forwarding  pointer  implementation  using  message 
passing  across  the  boundaries  of  processing  elements. 

Multifutures  implement  the  bags  used  in  blackboard  searching  (see  Section  4.10.1).  They 
are  much  like  futures  in  that  they  are  named  structures  that  point  to  s.  The  main  dif¬ 
ference  being  that  muldfutures  generally  receive  more  than  one  message  and  futures  only 
receive  one  reply.  Multifutures  could  present  a  problem  to  the  system  in  the  general  case 
because  they  do  not  know  how  many  values  they  are  expecting.  They  would  therefore  not 
know  when  to  relinquish  the  resources  they  were  using  and  allow  themselves  to  be  garbage 
collected.  In  the  case  of  Poligon's  use  of  multifutures,  however,  the  bag  that  creates  the 
multifuture  always  knows  how  many  values  it  is  expecting.  When  the  right  number  of  val¬ 
ues  have  relumed,  the  bag  can  drop  the  multifuture. 

4.11.  Optimization 

The  original  implementation,  although  intended  to  be  highly  compilable,  was  woefully  in¬ 
efficient.  This  was  simply  because  we  were  more  interested  in  investigating  the  concurrent 
problem-solving  process  than  in  making  hard  measurements  of  the  resulting  system's  per¬ 
formance.  Eventually,  however,  we  had  to  try  to  improve  the  performance  of  the  system  in 
order  to  get  reasonable  results  from  our  experiments.  These  experiments  are  documented 
in  some  detail  in  [Nii  88a]  and  (Rice  88b].  In  this  section  we  discuss  some  of  the  opti¬ 
mizations  we  introduced  in  order  to  improve  Poligon's  performance.  We  developed  many 
of  these  optimizations  to  provide  efficient  support  for  special  cases  of  generic  operations. 
Consequently,  many  would  not  have  been  necessary  if  Poligon  had  not  provided  as  general 
and  abstract  a  model  to  the  user. 
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4.11.1. 


Collections 


Collection. 


Poligon  supports  a  number  of  different  collection  data  tj-pes,  for  instance  lists,  bags,  and 
sets.  Because  the  original  implementation  of  Poligon  assumed  the  existence  of  specialized 
hardware  to  deal  with  the  data  types  that  we  want^  to  introduce,  to  implementing  a  power¬ 
ful  set  of  generic  operations  for  dJ  collection  data  types  seemed  Ukc  a  good  idea.  Bags  are 
implemented  as  Flavors  instances,  as  are  sets,  lists  are  just  lists.  We  noticed  significant 
performance  degradation  in  applications  from  the  use  of  the  generic  operations  that  Poligon 
supports  in  order  to  manipulate  these  data  stmetures.  For  instance,  f  oo  'head  will  extract 
an  element  from  a  bag  or  the  first  element  from  a  lisL  The  ne^  to  perform  numerous 
typecases  on  everything  meant  that  the  application  was  unable  to  take  advantage  of  the 
efficient,  microcoded  support  for  list  operations.  Likewise,  because  the  Poligon  system 
knev/  little  about  types,  the  compiler  tended  to  introduce  far  more  defuturing  coercion  op¬ 
erators  than  was  strictly  necessary.  As  a  result,  for  almost  every  argument  to  every  func¬ 
tion  a  Poligon  system  coercion  function  was  called.  This  i.ntroduct5  a  significant  perfor¬ 
mance  penalty. 


To  alleviate  these  problems,  we  implemented  considerable  support  for  the  declaration,  in¬ 
ference,  and  propagation  of  types  into  the  compiler.  Because  the  subset  of  the  language  in 
which  most  of  a  Poligon  program  is  written  is  side-effect  free,  we  were  able  to  take  advan 
tage  of  the  fact  that  the  type  of  the  value  associated  with  any  given  identifier  does  not 
change  within  the  scope  of  that  identifier.  This  means  that  the  compiler  was  able  to  propa 
gate  inferred  and  declared  types  much  more  effectively.^ 

As  an  example  of  this,  consider  the  following  expression: 


’it  should  be  noted  that  thi.s  was  unl>  po.v.itIe  because  we  had  access  to  the  Lisp  compiler's  source  code, 
since  Common  Lisp  did  not  specif)  uO)  user  aucssiblc  interface  to  the  definition  of  compiler  optimizations 
Of  to  ',)pc  inlormalson,  Wc  tliercforc  would  like  to  express  our  grauludc  to  Texas  InsUu/rienis  Corp.  for  its 
excellent  somce-codc  distribution  policy. 
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Let  result  = argument 'tail  In 

Map-Over-A-Coliect  ion  (  f  *  -r ,  result ,  2 ) 

SndLet 

In  the  ori^nal  Poligon  implementation  this  would  have  compiled  into  the  following  Lisp 
code: 


(let  ( (result  (tail  (T  argunrent) ) )  ) 

(laap-over-a-collection  #*-5-  (T  result)  2)) 

In  the  above  code  the  function  T  is  the  defuturing  operator.  The  taap-over-a-collec- 
t  ion  function  maps  its  first  argument  over  the  collection  denoted  by  its  second  argument 
As  each  element  is  extracted  from  the  collection,  it  will  be  put  through  the  T  operator  in 
order  to  apply  the  ^  function  to  it  In  the  end,  a  collection  that  is  the  same  shape  as  the 
original  collection  will  be  returned.  The  value  of  the  result  identifier  will  be  a  collection 
of  the  same  type  as  that  denoted  by  argument,  only  missing  an  element 

.After  the  inclusion  of  the  type-checking  code  we  were  able  to  do  the  following: 

Has-Type (argument,  list,  number) 0 

Let  result  = argument ‘tail 

In  Map-Over-A-Colleccion(#’-t-,  result,  2) 

EndLet 


Here  the  type  declaration  declares  that  argument  is  a  list  of  integers.  Knowing  that  the 
tail  function  is  being  applied  to  a  list  allows  the  compiler  to  deduce  that  result  must 
also  be  a  list  of  numbers.  Knowing  that  result  is  a  list  of  numbers  allows  the  compiler 
to  open  code  the  mapping  operation.  Similarly,  the  compiler  knows  that  each  element  of 
the  list  over  which  it  is  mapping  is  a  number,  so  it  knows  that  it  will  not  have  to  apply  any 
defuturing  coercions  to  the  elements  of  the  list  during  the  evaluation  of  the  code.  This  gen¬ 
erates  the  following  lisp  code. 

(let  {(result  (rest  argument))) 

(loop  for  .element,  in  result 
collect  (+  .element.  2))) 

Such  code  will  compile  into  just  a  few  instructions  rather  than  a  large  and  complex  set  of 
function  calls.  The  speed  improvement  in  such  cases  is  easily  of  the  order  of  20x. 

One  problem  we  observed  was  that  the  use  of  such  extensive  compiler  optimization  made 
code  harder  to  debug.  Because  of  the  way  the  compiler  open  codes  Poligon's  collection¬ 
processing  functions,  a  few  lines  of  source  code  can  often  expand  into  tens  of  lines  of  Lisp 
code,  a  complication  when  one  lands  in  the  debugger.  To  address  this  problem  we  made 
the  compiler  optimizers  in  Poligon  sensitive  to  the  Optimize  switches  in  the  underlying 
Lisp  system.  If  the  program  is  compiled  for  low  speed  and  high  safety,  then  the  user  gets 
everything  from  run-time  type  checking  of  named  structure  accesses  and  Lisp-level  source 
code  debugging.  If  the  code  is  compiled  for  high  speed  and  low  safety,  then  run-time  type 
checks  are  compiled  out,  structure  accesses  compile  into  arefs,  and  collection-processing 
opera!  ons  get  open  coded  whenever  possible.  This  use  of  the  Optimize  switches  proved 
worthwhile  and  was  used  for  all  Poligon’s  optimizations. 
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Clearly,  the  code  shown  above  is  no  better  than  what  would  have  been  achieved  had  the 
user  wiinen  everything  by  hand.  Yet,  this  approach  seems  useful  in  practice  because  the 
user  often  does  not  know  which  data  structures  will  or  will  not  contain  futures  ex’  the  like, 
being  able  to  make  only  occasional  assertions  about  the  implementation  types  of  various 
expressions.  This  approach  seem»  !o  decouple  the  user  effectively  from  the  iti^lementadon 
of  his  data  structures  and  still  allows  improvements  in  perfrxmance  by  the  addition  of  Qrpe 
declarations,  which  do  not  afreet  the  semannes  of  the  program.  This  means  that  optimiza¬ 
tions  can  be  achieved  without  ha\ing  to  rewrite  any  code. 

4.11.2.  Equality 


Equality. 


Poligon  needs  to  have  its  own  idea  of  equality:  it  must  be  able  to  compare  data  structures 
that  may  have  been  copied  from  arbitrary  places  and  get  the  right  answer.  Similarly  it 
needs  to  accommodate  special  handling  for  the  comparison  of  futures.  It  is  very  undesir¬ 
able  to  block  on  the  comparison  of  futures  unless  it  is  strictly  necessary.  Poligon  also 
needs  to  have  some  reasonable  behavior  to  allow  the  comparison  of  multiple  value  objects. 

It  is  for  these  reasons  that  the  generic  Poligon  equality-testing  operator  is  very  complex  and 
considerably  more  expensive  than  the  microcoded  equality-testing  predicates  supported  on 
the  native  machine.  The  Poligon  system  was  wasting  a  significant  amount  of  time  in 
making  expensive  comparisons,  so  the  equality-testing  predicate  was  an  early  target  for 
compiler  optimization.  In  most  cases  the  use  of  type  declarations  and  type  inference  al¬ 
lowed  us  to  compile  uses  of  the  =  operator  into  calls  to  the  microcoded  eq  and  eql  opera¬ 
tions.  Because  of  this,  the  examples  of  generated  code  in  this  paper  show,  references  to 
the  =  operator  as  being  compiled  into  calls  to  the  appropriate  Lisp  predicate. 

4.11.3.  Slot  Reads 

Just  as  type  declarations  are  used  to  optimize  the  manipulation  of  collection  data  structures, 
so  they  are  also  used  to  optimize  accesses  to  slots.  Poligon  originally  had  a  slot  read  im¬ 
plementation  that  sent  far  too  many  rnessagt  s.  A  message  was  sent  to  the  node  asking  for 
the  slots  to  be  read,  each  of  these  would  resuit  in  more  messages  being  sent  to  extract  ea^.h 
of  the  slots  involved  and  then  still  more  messages  to  get  the  required  values  from  the  slots 
themselves.  This  need  not  be  necessary,  especially  if  you  know  that  you  are  executing 
code  in  the  process  associated  with  the  node,  which  is  always  the  case  for  the  slot  evalua¬ 
tion  functions  mentioned  in  Section  4.4.3. 
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Our  approach  was  to  use  the  type  declaration  mechanism  both  to  declare  the  types  of  the 
nodes  being  manipulated,  and  to  declare  our  knowledge  that  a  given  function  was  to  be  ex¬ 
ecuted  diic^y  by  a  node.  We  w'ere,  therefore,  able  to  write  code  such  as  the  following: 

Define  some-function  (argl,  node) 

Has-Type (argi,  list,  numberlO 
Has-Type (node,  airc- aft) 0 
node "wings 'length  =  argl 
EndDefine 

Now  because  \vc  know  where  this  code  is  to  be  executed,  we  can  compile  it  into  something 
like  the  following:* 

(defun  some-function  (argl,  node) 

(declare  (self-flavor  aircraft) ) 

(eql  (first  (send  wings  rvalues) )  argl) ) 

Here  the  message  :  values  is  being  sent  to  the  slot  object  denoted  by  the  slot  name 
wings  to  extract  the  values  associated  \wth  it.  Such  code  would  not  be  necessary  in  a  pro¬ 
duction-quality  system  that  did  not  implement  its  slots  as  objects  being  pointed  to  from  its 
nodes. 

4.11.4.  Block  Compilation 

Block  compilation  is  one  aspect  of  program  compilation  and  optimization  that  Lisp  imple¬ 
mentations  generally  avoid.  We  did  not  want  to  be  limited  in  this  way  but  clearly  had  to  ac¬ 
cept  that  we  had  no  reasonable  way  of  block  compiling  our  Lisp  code.  We  Imew,  how¬ 
ever,  that  we  had  the  option  of  block  compiling  our  knowledge  base.  We  found  that  a  sig¬ 
nificant  amount  of  time  was  being  spent  in  knowledge  search,  and  this  encouraged  us  to 
investigate  the  block  compilation  of  our  knowledge  base. 

In  a  system  such  as  OPS  [Forgy  76],  most  of  the  system’s  time  is  spent  in  performing  a 
search  over  the  knowledge  base  for  applicable  rules.  Blackboard  systems,  by  the  very  na¬ 
ture  of  the  way  in  which  they  are  decomposed,  have  had  a  substantial  amount  of  knowl¬ 
edge  search  hand-compiled  out.  The  preconditions  on  knowledge  sources  allow  the  rapid 
filtering  of  knowledge  and  the  selection  of  knowledge  sources  that  are  interested  in  particu¬ 
lar  classes  of  events.  This  same  sort  of  hand  compilation  applies  to  Poligon  because  the 
user  associates  rules  with  particular  slots  in  certain  classes  of  nodes.  But,  when  a  slot  is 
updated  in  Poligon,  the  system  must  still  search  the  (admittedly  small)  list  of  associated 
rules  to  see  whether  any  rules  are  interested  in  the  update.  This  search  is  not  computa¬ 
tionally  trivial  but  can  be  performed  at  compile-time.  Thus,  if  block  compilation  is  al¬ 
lowed,  the  search  is  not  necessary. 


*Thc  actual  implementation  would  be  more  complex  than  this,  but  the  example  shows  essentially  what 
happens. 
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Block  Compilation. 


Rules  are  not  associated  with  the  majority  of  slots  in  a  normal  Poligon  program.  Likewise, 
most  slots  that  do  in  fact  have  associated  rules  have  only  a  small  numter,  and  this  number 
does  not  change  during  the  execution  of  the  program.^  Thus,  in  most  cases,  it  is  possible 
to  determine  at  compile-time  all  the  rules  that  are  interested  in  all  slots.  This  requires  block 
compilation,  since  there  are  always  forward  references  in  real  code.  After  the  entire  knowl¬ 
edge  base  has  been  loaded,  it  is  possible  to  recompile  the  system  so  that  all  slot  updates  to 
slots  that  have  no  associated  rules  are  open  coded  in  a  very  simple  manner.  Slot  updates  to 
slots  with  associated  rules  are  open  coded  in  a  manner  that  wires  them  directly  to  the  rele¬ 
vant  rule  objects,  thus  totally  eliminating  knowledge  search. 

This  strategy  has  its  costs,  however.  Once  a  Poligon  program  has  been  block  compiled,  it 
is  not  possible  to  add  or  remove  a  rule  without  completely  recompiling  the  application. 
Clearly  this  is  sort  of  operation  would  only  be  performed  once  an  application  was  well  de¬ 
bugged,  but  it  is  a  small  price  to  pay  for  improved  performance.  Moreover,  this  strategy 
conforms  to  Poligon's  philosophy,  which  is  to  trade  extra  compilation  time  for  improved 
run-time  performance. 

4.12.  Signal  Data  Input 

On  trapping  a  lion  in  a  desert  [Petard  38]:  The  Cauchy,  or  Functiontheoretical, 

method.  \Ve  consider  an  analytic  lion-valued  function  f(z).  Letl^  be  the  cage. 

Consider  the  integral 


i  m6z 

2ni  z — ^ 

J 

c 

where  C  is  the  boundary  of  the  desert;  its  value  is  f(Q,  i.e.,  a  lion  in  the  cage'^ 

Because  Poligon  is  a  .vstem  that  at  least  attempts  to  perform  real-time  operations,  we 
needed  a  simple  mechanism  for  introducing  data  into  the  system.  We  of  course  lacked  ac- 


^Expectalions  arc  an  exception  to  this  rule. 

^NB.  by  Picard's  Theorem  [Osgood  28],  wc  can  catch  every  lion  with  at  most  one  exception. 
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tual  real-time  monitoring  equipment,  but  we  \vanted  to  get  as  reasonable  an  implementatitMi 
as  possible. 

All  signal  data  in  Poligon  gets  into  the  system  from  one  (Lisp)  stream.  The  data  in  that 
stream  is  timestamped  and  coded  so  that  the  application  can  find  out  when  the  event  that  it 
denotes  was  supposed  to  have  happened  and  what  sort  of  event  it  actually  represents.  This 
stream  is  read  by  the  class  node  of  a  class  of  input  handlers.  The  timestamp  of  the  node  is 
read  and  the  node  sends  a  message  to  itself,  which  is  timed  so  that  the  node  will  wake  up  to 
process  the  signal  data  at  the  appropriate  simulated  domain  time.  When  the  class  node 
wakes  itself  up  to  deal  with  the  signd  data,  it  allocates  to  itself  an  instance  of  the  class  that 
it  represents  to  handle  the  input  from  a  resource  kept  in  one  of  its  slots.  It  then  sends  a 
message  to  an  instance  of  itself  that  tells  it  to  process  the  input  When  an  input  handler  has 
finish^  its  processing,  it  sends  back  a  message  to  the  class  node  on  a  private  stream  telling 
the  class  node  that  the  input  handler  is  free  and  can  be  put  back  in  the  resource.  If  there  are 
not  enough  instances  in  the  resource  to  handle  the  signal  data  at  any  time  the  class  node 
creates  new  instances  and  sends  them  initialization  messages  that  tell  them  to  process  the 
input-  In  practice,  we  found  that  the  number  of  input-handler  nodes  created  was  generally 
the  same  as  the  number  of  signal  records  read  in  a  given  timeslice. 

Once  the  input  data  arrives  at  the  input-handler  server  node,  a  user-defined  procedure  is  in¬ 
voked  in  order  to  process  the  input.  This  procedure  would  typically  instantiate  a  node  to 
represent  the  input  that  it  had  received. 

In  retrospect,  we  can  see  that  this  implementation  had  a  number  of  deficiencies.  First  of 
all,  for  linguistic  reasons,  the  only  thing  these  input  handlers  could  really  do  is  create 
nodes;  the  user  could  not  update  an  existing  node,  for  instance.  It  was  effectively  always 
necessary  to  represent  the  new  data  as  a  node  before  the  system  could  do  anything  about  it. 
This  is  a  deficiency  because  it  tends  to  create  a  large  number  of  nodes  that  are  not  necessar¬ 
ily  useful  to  the  representation  of  the  application.  In  addition,  if  the  programmer  wishes  to 
view  the  process  of  data  arriving  in  the  system  as  a  message-passing  process,  Poligon  will 
not  allow  this  model. 


Signal  data  input. 
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The  second  major  deficiency  of  this  design  is  not  so  much  structural  as  one  of  execution.  It 
seems  worthwhile  to  create  new  input  handler  nodes  to  deal  with  new  signal  data  if  their  re¬ 
source  is  empty;  but  if  the  system  gets  heavily  congested  for  whatever  reason,  the  input 
handler  creation  process  can  run  away,  creating  masses  of  server  nodes.  In  a  sense  this  is 
an  artificial  state  of  affairs,  because  if  the  program  cannot  keep  up  reasonably  well  with  the 
real  world  something  is  wrong  with  the  program.  It  is,  after  dl,  supposed  to  be  a  real-time 
program.  Nevertheless,  some  limit  to  the  number  of  input  handlers  is  likely  to  be  needed  in 
order  to  stop  the  act  of  loading  data  into  the  system  from  overwhelming  the  system.  How 
to  compute  this  limit  is  a  problem  we  have  not  addressed.  In  most  of  our  experiments  we 
were  intentionally  running  the  system  in  a  manner  that  would  not  overload  it  excessively. 
This  meant  that  the  system’s  performance  was  not  adversely  affected  by  input-handling  ac¬ 
tivities.  It  seems  likely,  in  the  absence  of  any  analytic  model  for  Poligon’s  behavior  under 
such  conditions,  we  would  have  to  perform  extensive  experimentation  in  order  to  find 
heuristics  that  would  allow  us  to  limit  the  number  of  input  handlers  effectively.  This  is 
clearly  not  a  trivial  problem  since  the  value  would  certainly  vary  with  different  numbers  of 
processors  and  varying  system  load. 

4.13.  Problem  Areas 

Early  work  with  Poligon  yielded  the  implementation  of  considerable  functionality,  whose 
ultimate  utility  was  unknown.  This  is  not  entirely  surprising,  given  the  experimental  nature 
of  the  project.  As  Poligon  developed,  some  aspects  of  the  system's  behavior  gained  signif¬ 
icant  importance;  others  had  to  be  modified  in  order  to  make  them  useful.  Some  aspects  of 
the  system  remained  unused  and  were  eventually  removed,  either  because  these  facilities 
were  never  used  in  our  applications  and  software  rot  set  in  or  because  the  initial,  naive  im¬ 
plementation  was  not  reasonable  in  the  context  of  later  implementations  and  our  developing 
understanding-of  the  issues  involved.  This  section  concenffates  on  the  aspects  of  Poligon 
that  did  not  work  as  planned. 

4.13.1.  Property  Inheritance  and  Links 


Properly  inheritance. 


To  the  readiha 
of  the  will 


A  number  of  existing  systems  support  property  inheritance  and/or  some  sort  of  link  mech¬ 
anism.  AGE  had  a  somewhat  primitive  link  mechanism.  BBl  supports  links  along  which 
propeny  inheritance  can  occur.  Many  systems  also  support  a  limited  set  of  system-defined 
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relationships.  For  instance,  supports  the  insiance-of  and  the  subdass-of  relation¬ 

ships,  as  do  AGE  and  BBl,  though  to  a  somewhat  lesser  extent.  In  developing  Poligon, 
we  knew  that  these  relationships  would  come  for  free  from  the  implementation.  They  did 
not  seem  sufficient,  however,  particularly  because  they  do  not  allow  the  representation  of 
the  /7flrr-£>/ relationship.  Any  system  like  Poligon  has  a  problem  with  the  efficient  imple¬ 
mentation  of  relationships.  A  fixed  number  of  relationships  can  easily  be  wired  into  the 
system,  but  any  user-defined  relationships  are  likely  to  be  harder  to  implement  and  less  ef¬ 
ficient. 

The  initial  implementation  of  Poligon  came  with  the  instance-of,  part-of,  and  subdass-of 
relationships  built  in,  and  we  suspected  that  we  needed  something  more  than  this.  The  ini¬ 
tial  implementation  allowed  the  inheritance  of  properties  along  the  parr-<?/ relationship. 
Thus,  if  the  program  attempted  to  read  a  slot  on  a  node  that  was  not  present  there,  the  node 
of  which  the  node  in  question  was  a  part  would  be  asked  for  that  slot,  and  so  forth  up  the 
hierarchy.  As  this  approach  appeared  insufficient,  we  proceeded  to  implement  a  fairly  gen¬ 
eralized  link  mechanism  along  which  property  inheritance  could  also  occur.  Links  were 
represented  as  nodes  themselves,  for  reasons  of  regularity,  and  system-defined  slots  on 
each  node  would  contain  a  list  of  these  links  encapsulated  within  structures  that  specified 
the  names  of  the  links.  System  functions  allowed  the  user  to  find  the  nodes  linked  to  a 
given  node  by  a  given  relationship. 

The  links  were  implemented  in  such  a  way  that,  as  property  inheritance  occurred  along  a 
link,  a  system-defined  slot  would  be  triggered  so  that  the  user  could  add  rules  that  were 
sensitive  to  the  act  of  property  inheritance.  This  implementation  appeared  regular,  but  was 
very  expensive.  It  also  had  a  number  of  other  deficiencies. 

•  The  implementation  of  user-defined  links  was  not  the  same  as  that  of  system-de¬ 
fined  relationships,  so  the  same  mechanisms  could  not  be  used  to  manipulate  these 
different  links  in  a  reasonable  way. 

•  Deciding  on  the  semantics  of  property  inheritance,  although  the  algorithm  for  it  was 
well  defined,  caused  considerable  problems.  Because  we  did  not  know  what  be¬ 
havior  was  appropriate  for  this  sort  of  inheritance,  the  implemented  behavior  was 
probably  not  sensible. 

•  The  inheritance  algorithm  specified  that  inheritance  would  be  sought  first  up  the 
pan-of  links  and,  failing  that,  along  any  u.ser-defined  links.  The  parr-o/ relation¬ 
ship  in  Poligon  is  under  user  control,  though  reasonable  default  actions  occur  in 
setting  up  this  relationship.  This  means  that  a  node  can  be  directly  part-of  more 
than  one  node.  It  also  means  that  the  set  of  nodes  to  be  searched  for  inheritance  can 
be  circular  and  that  a  considerable  amount  of  effort  must  be  expended  to  avoid  be¬ 
ing  caught  in  circularities. 

•  The  implementation  of  inheritance  is  incompatible  with  slot  access  optimization. 
Unless  the  user  is  constrained  to  state  the  class  of  object  to  be  inherited  from,  slot 
accesses  cannot  be  optimized. 

•  With  Poligon's  current  model  of  stack-group  use,  the  behavior  of  this  inheritance 
scheme  is  not  implementable  in  the  general  case.  This  is  because  if  a  node  is  asked 
for  a  slot  that  it  does  not  have,  it  will  have  to  block  and  ask  for  the  value  from  else- 


^KEE  is  a  trademark  of  Inlcllicoip. 


4-278 


where.  Since  blocking  is  not  allowed  by  Poligon  nodes,  this  design  cannot  be 
used.^ 

In  practice,  we  found  that  the  property  inheritance  features  were  not  used  even  when  they 
worked.  This  was  probably  due  to  a  number  of  factors:  the  applications  appeared  not  to 
need  it,  the  abstractions  for  property  inheritance  were  probably  not  right,  and  the  inappro¬ 
priate  semantics  probably  caused  users  to  lose  confidence  in  getting  the  desired  behavior. 

4.13.2.  Deletion 

The  deletion  of  blackboard  nodes  seems  to  be  a  problem  that  no  blackboard  system  has 
really  tackled.  There  is  an  incompatibility  between  wanting  to  have  a  system  that  knows  all 
about  itself  and  garbage  collection.  As  a  result,  the  deletion  of  solution-space  elements  is 
usually  left  to  the  user.  Unfortunately,  user-defined  deletion  and  resourcing  in  a  concurrent 
system  is  an  extremely  difficult  problem.  Conventional  models  for  the  deletion  of  objects 
rely  implicitly  on  being  able  to  determine  that  either  there  are  no  outstanding  references  to  a 
node  or,  more  commonly,  although  there  are  still  outstanding  references  to  a  node,  none  of 
them  will  ever  be  used  again.  In  principle  such  a  state  of  affairs  allows  the  programmer  to 
recycle  nodes,  but  in  Poligon  this  is  not  necessarily  the  case.  Although  the  user  may  think 
that  no  more  references  are  going  to  be  made  to  a  node,  it  is  not  possible  to  determine 
whether  there  are  any  nodes  still  outstanding  for  that  node  backed  up  somewhere  in  the 
network.  The  node  might  still  receive  messages  that  in  some  way  assume  it  is  still  the  same 
node  even  after  it  has  been  recycled. 

Poligon  implemented  two  forms  of  deletion  for  the  user:  discarding  and  recycling. 
Discarding  switched  off  the  node  so  that  no  more  rules  would  fire  on  it  but  left  it  able  to 
process  any  outstanding  slot  read  or  write  messages.  Recycling  would  completely  reinitial¬ 
ize  the  node  and  add  it  to  a  free  list  of  nodes  on  the  class.  The  self-stream  of  the  recycled 
node  was  replaced  with  a  new  one,  and  the  old  self-stream  was  redirected  to  a  site  manager 
object,  so  that  any  outstanding  messages  sent  to  such  a  node  would  be  handled  in  some 
way  —  usually  by  signaling  an  error. 


’One  can  envisage  a  different  design  in  which  the  node  that  does  not  have  the  slot  returns  a  future  to  the 
value  of  the  slot  that  it  doesn't  have  and  sends  a  message  to  the  node  to  inherit  from,  telling  that  node  to 
reply  to  the  forwarding  stream  of  the  future.  This  works  to  some  extent  but  prevents  the  defined  semantics 
of  Poligon's  slot  operations  from  operating.  A  multiple  slot  read  or  write,  for  instance,  is  defined  to  be 
atomic.  We  have  no  satisfactory  way  of  synchronising  the  two  nodes  in  order  to  get  reasonable  behavior  so 
the  implementation  fails. 
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Deletion. 


Although  this  implementation  worked  and  is  still  present  in  Poligon,  it  was  not,  in  fact, 
particularly  useful  for  a  number  of  reasons: 

•  In  order  for  a  node  to  be  recyclable,  it  was  necessary  to  be  sure  that  the  reference 
count  to  the  node  was  zero.  Generally  this  was  possible  only  if  there  was  just  one 
rule  that  could  fire  on  the  node  and  if  the  node  would  fire  that  node  only  once.  For 
this  to  occur,  the  node  generally  had  to  be  at  the  bottom  of  the  blackboard,  created 
as  a  result  of  signal  data  input. 

•  As  was  discussed  in  Section  4.12,  it  is  not  obvious  that  nodes  should  be  created  to 
represent  signal  data  in  the  first  place.  But  if  they  are,  the  optimized,  unmanaged 
form  of  node  creation  should  generally  be  used.  Otherwise,  large  amounts  of  sig¬ 
nal  data  typically  cause  the  class  nodes  for  the  classes  created  by  the  signal  input 
procedure  to  become  very  hot  while  servicing  all  the  creation  messages.  Because 
the  creation  of  these  nodes  is  usually  not  managed,  it  does  not  have  access  to  the 
free  list  of  nodes  and  cannot  take  advantage  of  the  recycled  nodes. 

•  Discarding  nodes  generally  didn't  seem  to  be  useful.  It  is  possible  to  envisage  an 
application  in  which  the  ability  to  switch  nodes  off  would  be  useful,  but  in  our  ap¬ 
plications  this  did  not  prove  to  be  the  case. 

On  balance,  resource  management  of  blackboard  nodes  in  Poligon  is  not  handled  in  a  use¬ 
ful  manner.  This  is  an  extremely  difficult  problem,  and  possibly  the  only  way  to  solve  it 
would  be  to  rely  on  the  underlying  system's  garbage  collector.  • 


^Garbage  collection,  incidentally,  is  a  major  area  that  the  Advanced  Architectures  Project  has  not 
investigated.  We  know  it  to  be  a  difficult  problem.  Poligon's  use  of  the  CARE  model  improves  matters 
for  garbage  collection  in  some  ways,  since  the  only  objects  that  arc  ever  uansmitled  across  a  processor 
boundary  arc  remote  addresses  or  copied  data  structures  with  no  pointers  back  to  the  originating  address 
space.  Thus,  a  garbage  collector  can  always  collect  any  data  types  otlier  than  remote  addresses  locally.  The 
garbage  collection  of  remote  addresses,  however,  still  remains  a  major  problem.  By  means  of  a  reference 
couiiting  model,  it  seems  possible  that  one  could  use  the  CARE  processor’s  communications  processor  to 
maintain  reference  counts  as  it  transmitted  remote  addresses,  but  we  have  not  investigated  this. 
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4.13.3.  Messages  and  Events 


Messages  were  eliminated  explicitly  from  the  Poligon  language.  We  did  not  see  any  par¬ 
ticular  use  for  them  since  they  were  an  artifact  of  the  implementation,  and  not  part  of  the 
blackboard  metaphor  we  were  trying  to  represent.  This  may  well  have  been  an  error. 

Poligon  supports  a  type  of  action  part  in  mles  called  cause  events.  The  cause  events  mech¬ 
anism  triggers  any  rules  associated  with  a  slot  without  actually  changing  any  values  in  that 
slot.  This  mechanism  was  implemented  so  that  the  user  could  trigger  rules  without  having 
to  perform  fake  updates  to  slots,  which  might  have  caused  errors.^ 

In  practice,  the  cause  events  mechanism  was  used  as  a  sort  of  semaphoring  idiom  and  slot 
updates  were  often  thought  of  as  messages.  Consequently,  the  programmer  had  to  use 
Poligon's  rule  mechanism  in  order  to  fake  messages  and  methods.  It  is  possible  that  the 
programmers  were  not  thinking  in  a  manner  appropriate  to  the  blackboard  metaphor,  but  it 
is  equally  likely  that  the  Poligon  language  lacked  generality  and  flexibility  in  this  regard.  If 
we  were  to  try  this  again  we  would  certainly  attempt  to  find  a  better  abstract  model  for  the 
integration  of  message  passing,  rule  invocation  and  process  management. 

4.13.4.  Load  Balancing 

On  the  Advanced  Architectures  Project,  load  balancing  was  originally  intended  to  be  man¬ 
aged  by  a  layer  of  software  implemented  at  a  lower  level  of  abstraction  than  the  problem¬ 
solving  system  level.  Because  of  the  scale  of  the  project,  this  issue  was  not  tackled  until 
recently  and  the  work  on  load  balancing  did  not  reach  any  state  of  maturity  until  after  all  of 
the  experiments  with  Poligon  were  over.  Thus,  all  the  work  on  Poligon  was  based  on  the 
assumption  that  a  layer  of  system  software  that  did  not  exist  would  exist  at  some  future 
time. 

Our  experiments  showed  that  load  balance  is  not  a  trivial  issue.  We  had  originally  assumed 
that  we  could  buy  back  any  performance  loss  from  poor  load  balance  by  using  more  pro¬ 
cessors  and  thereby  lose  only  efficiency.  This  proved  not  to  be  the  case  as  was  shown  ad¬ 
mirably  in  the  Lamina  Elint  experiments  [Delagi  88b]  and  also  by  the  Parable  experiments 
[Bandini  89].  The  loss  in  perfonnance  from  load  imbalance  proved  not  only  to  be  substan¬ 
tial  but  also  unrecoverable.  Thus,  even  though  we  assumed  that  Silicon  would  be  cheap  at 
the  beginning  of  the  project,  we  found  that  this  was  not  enough. 

By  design,  Poligon  did  not  provide  any  means  for  the  user  to  know  on  which  processors  a 
program  might  be  running.  It  was  reasoned  that,  because  of  the  large  number  of  proces¬ 
sors,  the  problem  of  load  distribution  would  be  sufficiently  complex  that  the  machine 
should  be  able  to  out-perform  the  user. 


^Poligon  aLo  bupporb  a  mean;)  b>  which  ihc  programmer  can  explicitly  state  that  the  rules  associated  with 
a  particular  slot  are  not  to  be  triggered  as  the  result  of  a  specific  update. 
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Load  Balancing. 


In  practice,  we  found  that  the  user  probably  should  have  been  given  some  control  over  load 
distribution.  For  example,  the  ability  to  declare  that  certain  classes  were  likely  to  create  a 
lot  of  busy  nodes,  or  that  certain  class  nodes  were  likely  to  be  very  busy. 

Ideally,  this  would  be  tackled  by  the  environment  in  some  way.  It  is  not  difficult  to  envis¬ 
age  a  system  that  watches  the  load  behavior  of  a  Poligon  program  and  then  learns  some 
useful  load-distribution  heuristics.  User  declaration  of  this  type  would  be  a  second  best. 
Yet,  even  this  model  would  probably  not  be  sufficient  in  a  fielded  system  because  the 
problem-solving  behavior  of  the  system  is  so  predominantly  data  dependent.  Different  be¬ 
havior  in  the  system  will  cause  wildly  differing  load  characteristics,  and  so  the  system 
would  probably  need  some  dynamic  load  balancing  and/or  object  migration  mechanism. 

4.13.5.  Closures 

Closures  are  one  aspect  of  Poligon  that  proved  to  be  unnecessarily  expensive.  This  was 
due  to  bugs  in  both  the  Symbolics  and  the  TI  implementations  of  Common  Lisp  closures 
that  occurred  in  the  compiling  of  complex  forms  such  as  Poligon  application  source  files. 
These  problems  were  sufficiently  severe  that  in  order  to  continue  with  our  work  we  had  lit¬ 
tle  choice  but  to  implement  our  own  form  of  closures.  This  was  not  too  hard  to  do  because 
of  the  semantics  of  the  Poligon  language  and  the  existence  of  the  compiler,  but  the  resulting 
closures,  which  were  implemented  as  objects,  were  far  less  efficient  than  a  native  imple¬ 
mentation  would  have  been.  Systems  like  Poligon  create  a  large  number  of  closures.  An 
efficient  and  bug-free  implementation  of  these  is  crucial  to  efficient  programming. 

4.13.6.  Pipelines 

Our  early  work  on  Poligon  lacked  of  understanding  of  the  mechanisms  by  which  paral¬ 
lelism  is  achieved.  As  a  result,  we  substantially  underestimated  the  importance  of  pipeline 
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ponlklism.  IaIV)lisoeviMpeIiEses3:efonnedini|)liddyasdaaanusnKsupdieabisiracdo>i 
hkxanrhy^andihisnnyimbeilKmoszefliciemttseof  Since  die  obiecis  in  die 

system  cooniunicaic  »idi  one  anodter  szieaim;  a  piogniinnnng  modd  Aai  encounses 
itetzse  of  non-epiienwed  pipelines  may  be  better.  Thistttnildh^iocotnpoisateforihe 
cost  of  stream  cieasioo.  Lamina  {Dela^  86]  isjust  such  a  programoungm^L  Howone 
could  integrate  sodi  a  programaiang  model  m-iih  the  bladd>oaidineia|ihor  is  riot  at  all  clear, 
however.  This  may  an  area  in  which  the  undexl^g  system  could  set  up  streams  be¬ 
tween  objects  and  manage  diem  without  the  user's  program  having  to  know  about  iL  We 
were  unable  to  invesdgate  this  area. 

4.13.7.  Implications  for  CLOS 

The  Pedigon  system  was  developed  uang  the  Flavors  object-oriented  system  before  the  de« 
vek^Miient  of  the  Common  Lisp  Object  System  (CLOS).  Although  we  were  generally 
dedi^cd  to  the  use  of  portable  standards  on  the  Advanced  Architectures  Project,  we  were 
unable  to  use  them  both  because  they  did  not  exist  at  the  time  and  also  because  dii^' wrouki 
still  have  been  insuflicient  to  ^ve  us  the  leveLof  environmental  iniegradon  that  we  sought 
in  Poligon.  But,  independent  of  these  [noblems  of  standardiaation,  there  is  a  more  funda¬ 
mental  prc^lem  with  the  new  CLOS  standard  that  may  not  be  obvious  fo  the  casual  reader, 
but  which  is  likely  to  be  of  significance  as  people  stan  to  develop  new  concurrent  inoblcm- 
solving  systems  usng  the  evolving  standards.  CTOS  is  unselfish,  that  is  the  concept  of 
self  has  no  particular  significance  in  CLOS,  unlike  Flavtxs.  The  tehavior  ttf  methods  is 
considered  to  be  mcne  closely  assodated  wdth  genetic  functions  than  with  objects.  This  has 
the  benefit  of  dving  a  result  vaew  of  the  world  and  allows  muldmethods,  methods  that  are 
specaHhed  on  more  than  one  argument. 

There  is,  however,  an  additional  problem  with  this  unifying  model;  it  assumes  a  shared  ad¬ 
dress  ^ace.  It  is  much  harder  to  implement  multimethods  when  Ae  different  objects  that 
are  being  referenced  within  a  method  might  well  be  residing  in  different  address  spaces  on 
different  processors.  The  implementors  of  distributed-memory  machines  tend  to  Aink  in 
terms  of  message  passing  as  the  model  for  communication  between  boA  processors  and 
user  code.  To  try  to  overlay  a  generic  function  nxxlel  of  object  orientedness  on  top  of  this 
is  not  a  simple  matter.  We  have  not  had  to  adAess  this  issue  because  of  Ae  immaturity  of 
CLOS,  but  others  in  the  future  will  have  to  think  long  and  hard  before  Aey  implement  a 
concurrent,  object-oriented  problem-solving  system  using  CLOS.  Certainly,  simplifying 
assumptions  can  be  made.  For  instance,  one  could  restrict  the  program  only  to  specialize 
meAods  on  one  argument  or  only  to  invoke  multimethods  on  objects  Aat  are  on  Ac  same 
processing  element.  Yet  each  of  these  simply  seems  to  lead  to  further  complications  or  loss 
of  generality. 
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5.  l>ebugging  Poligon  Programs 


Debugging. 


Our  oiiamal  moiivatitMi  in  piodudng  Poligon  was  noi  just  to  build  a  concurrent  hlr  kboaid 
^'Stem,  but  rather  to  build  a  concurrent  blackboard  system  development  too?.  Before 
Poligon  was  started,  a  considerable  amount  of  effon  had  already'  b^tt  expended  on  the 
CAOS  project  [Brown  8^  and  [Schoen  86].  What  we  ori^nally  assumed  would  require 
only  a  couple  of  months  ended  up  taking  over  a  year  and  a  half.  This  was  partially  due  to 
the  immaturiQf  of  the  CARE  simulator,  but  the  difficulty  of  programming  concurrent  sys¬ 
tems  was  certainly  a  major  factor.  Just  as  early  computer  developers  would  have  been  h^ 
pressed  to  envisage  a  window-based  debugging  and  inspection  tool,  our  first  attempts  at 
building  concuirent  problem-solving  systems  required  investigation  in  largely  unexplored 
areas.  This  is  especially  the  case  as  this  work  has  come  before  any  significant  body  of  ex¬ 
pertise  has  evolved  in  the  debugging  of  concurrent  programs,  let  done  symbolic  programs 
or  problem-solving  systems.  This  section  discusses  some  of  the  lessons  that  we  learned 
during  the  implementation  of  Poligon  and,  more  imponantly,  during  implementation  of 
applications  in  Poligon.  There  are  no  great  pearls  of  wisdom,  but  we  hope  that  we  can 
convey  which  of  the  features  proved  useful  and  which  did  not. 

5.1.  Simulation 

Our  first  major  observation  was  that  simulation  is  hard  and  very  time  Consul  ing  but  it  is 
still  easier  than  using  real  machines.  This  is  due  to  the  flexibility  afforded  a  simulator,^ 
which  allows  the  user  to  modify  the  topology,  size,  and  behavior  of  the  mac.:  i  :s  on  which 
programs  are  to  be  run,  and  also  to  the  inadequacy  of  the  programming  en »  ■  jnments  on 
existing  parallel  machines.  Having  poor  development  environments  is  not  at .  .1  surprising 
given  the  comparative  youth  of  these  machines,  but  it  was  entirely  a  sufficict, ,  reason  for 
not  using  them  in  our  experiments.  The  fact  that  the  tools  that  have  been  dc  /^iloped  for 
multiprocessors  tend  to  be  designed  for  the  debugging  of  C  and  FORTRA^  programs 
means  that  these  tools  are  of  little  or  no  use  to  Lisp  programmers. 

Because  it  is  much  easier  to  observe  the  internal  behavior  of  a  system  in  a  simulai..<  than  on 
a  real  machine,  we  believe  that  simulation  is  likely  to  be  an  important  aspect  of  program- 


*Thc  CARE  simulator  is  particularly  good  in  this  rc.spccl. 
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ming  concimeni  s^’stesns  in  ihe  fuiure.  A  good  example  of  ihis  is  whai  haj^iens  when  the 
ixpgnim  damps  3'ou  in  the  debugger. 

*  On  a  leal  parallel  machine  this  piesenissgnificant  problems.  For  instance,  there  is 
no  viizy  of  immediately  stopping  all  the  processors.  Even  if  the  processor  that  finds 
the  enor  broadcasts  a  halt  message  to  the  rest  of  the  machine,  a  considerable 
amount  of  e.xtra  |KtK:essing  might  have  happened  before  the  machine  comes  to  resL 
This  can  only  cc^use  things. 

*  The  technolo^  for  mnning  debuggers  in  multiple  stack  groups  on  uniprocessors  is 
well  develop^.  This  is  not  necessaril3’ the  case  with  pa^el  machines.  It  is  much 
harder  to  get  reasonable  behawor  out  of  inspector-like  tools  that  must  ^vc  a  repre¬ 
sentation  of  data  at  random  points  in  the  machine.  To  chase  data  structures,  the  in¬ 
spector  will  have  to  make  references  to  remote  processors,  which  could  be  a  prob¬ 
lem  ance  it  requires  a  suitable  protocol  for  remote  data  structure  maiupulation,  even 
on  a  disnibuted  memcHy  machine. 

•  Monitoring  nressage  traffic  or  memory  operations  on  a  multiprocessor,  although  not 
technologically  hard,  is  hard  in  practice.  This  is  because  it  often  requires  special 
hardware  modification  and  also  because  the  results  delivered  from  this  monitoring 
is  at  the  ’.vrong  level  of  abstraction  for  an^'one  other  than  the  implementors  of  mem¬ 
ory  systems  or  of  communications  networks.  On  a  uniprocessor  running  a  simula¬ 
tor,  monitoring  at  the  appropriate  level  of  abstraction  is  simple. 

•  Finally,  it  should  be  noted  that  a  crucial  aspect  of  a  simulator  is  that  you  can  modify 
the  simulator  itself.  Redesigning  and  then  building  hardware  is  a  time  consuming 
process.  If  one  can  modify  a  simulator  in  order  to  give  more  debugging  informa¬ 
tion  then  this,  itself,  justifies  the  use  of  simulation. 

5.2.  Low-Cost  Emulation 

An  important  aspect  of  Poligon  is  that  it  has  an  emulation  mode,  Oligon.  In  this  emulation 
mode,  the  accuracy  and  instrumentation  of  the  CARE  simulator  are  given  up  in  favor  of  an 
emulation  that  gives  a  reasonable  facsimile  of  Poligon’s  semantics  when  it  is  running  under 
CARE,  and  it  does  so  without  a  great  deal  of  the  cost. 

Oligon  runs  entirely  within  one  stack  group.  A  considerable  amount  of  effort  in  CARE's 
simulation  is  spent  in  switching  stack  groups.  Oligon  does  not  have  to  do  this  because  of 
the  way  it  implements  its  futures.  Oligon's  futures  look  just  like  Poligon's  futures  to  a 
Poligon  program.  Indeed,  the  user  does  not  even  have  to  recompile  a  program  in  order  to 
switch  between  Oligon  and  Poligon  modes.  Internally,  however,  an  Oligon  future  encap¬ 
sulates  a  message  that  will  deliver  the  value  of  the  future  when  its  method  is  invoked  eval¬ 
uated. 

When  an  Oligon  future  is  created,  it  is  recorded  in  a  queue  of  unsatisfied  futures.  When  the 
user  defutures  a  future  by  executing  a  strict  operator,  the  message  that  will  evaluate  the  fu¬ 
ture  is  sent  and  the  future  is  side-effected  with  the  value  of  that  evaluation. 

The  serial  mode  has  a  simple  scheduler  that,  when  it  has  nothing  better  to  do,  executes  the 
messages  associated  with  futures.  Thus,  all  the  messages  associated  with  each  future  are 
evaluated  at  some  time,  which  in  turn  guarantees  that  the  all  slot  updates  and  node  creation 
operations  will,  in  fact,  happen.  This  is  necessary  because  futures  are  used  to  implement 
the  equivalent  Poligon  behavior  for  all  interprocess  messages  in  Oligon.  The  rate  at  which 
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fmures  aic  fenced  by  ihc  scheduler  is  under  the  user's  conirol,  so  ihai  ihc  user,  lo  some 
exieni,  can  cmubie  diffeieni  levels  of  sysfem  load. 

When  a  rule  .ittempis  lo  fire,  instead  of  a  new?  process  being  spun  off  for  the  context,  a 
leciKd  that  points  to  the  conte.xi  to  be  invoked  is  kept  in  the  scheduler  queue  with  all  of  the 
arguments  that  it  w'ould  have  been  sent  had  it  been  operating  in  parallel.  The  scheduler 
loops  around,  removing  events  from  this  queue.  The  queue  is  implemented  as  a  doubly 
linked  lisL  litis  allows  the  user  to  tell  the  scheduler  to  operate  in  a  number  of  different 
ways,  selecting  events  to  execute  in  a  LIFO,  FIFO,  or  random  manner.  The  use  of  these 
different  scheduling  modes  again  allows  the  user  to  emulate  Poligon  running  in  its  parallel 
mode  under  differing  load  conditions.  The  variations  in  the  order  in  which  the  rules  are  in 
fact  executed  is  sufficiently  stressful  to  the  application  that  emee  bugs  have  been  eliminated 
in  this  emulated  mode  by  means  of  different  scheduler  settings,  the  application  will  likely 
run  in  the  Poligon  mode  mthout  major  incident.  The  sorts  of  events  that  are  collected  in 
this  scheduler  queue  include  the  If  parts.  Action  parts  and  Otherwise  parts  of  rules. 

5.3.  Trace  and  Breakpoints 

On  trapping  a  lion  in  a  desert  [Petard  38j:  The  Weiner  Tauberian  method.  We  pro¬ 
cure  a  tame  lion,  Lo  of  class  L(-«>,  «>),  whose  Fourier  tran^orm  nowhere  vanishes, 
and  release  it  in  the  desert.  Lq  then  converges  to  our  cage.  By  Wiener's  General 
Tauberian  Theorem,  [Weiner  33a]  any  other  lion,  Ifsay),  will  then  converge  to  the 
same  cage.  Alternatively,  we  can  approximate  arbitrarily  closely  to  L  by  translating 
IjQ  about  the  desert  [Weiner  33b] 

In  the  absence  of  any  formal  model  for  the  debugging  of  concurrent  blackboard  systems, 
we  found  it  necessary  to  include  debug  prints  in  our  code.  Although  we  have  not  gone 
much  farther  than  this,  we  took  the  step  forward  that  serial  systems  have  made  (and  per¬ 
haps  taken  this  to  its  logical  conclusion)  by  developing  facilities  for  tracing  and  break¬ 
points.  It  should  be  noted,  however,  that  although  these  bcilities  are  optimized  for  Poligon 
and  the  blackboard  model,  none  of  them  in  any  way  directly  address  the  debugging  prob¬ 
lems  of  concurrent  systems  per  se. 


Breakpoint. 
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The  native  Lisp  machines  on  which  Poligon  nins  provide  a  nuniber  of  trace  and  brealqpoini 
.  idlides.  These  are  not  adequate  for  our  purposes,  not  because  th^  do  not  work  (they  do) 
but  rather  because  their  behavior  is  at  the  wrong  level  of  abstraction.  The  Poligon  compiler 
transforms  the  user's  program  into  so  many  different  functions  and  methods  that  putting 
trace  or  breakpoints  on  these  is  unlikely  to  be  simple  or  worthwhile  for  the  user.  What  the 
Poligon  progr^mer  would  prefer  is  debugging  facilities  that  arc  closely  coupled  both  to 
the  programming  model  of  the  system,  and  to  the  common  mechanisms  by  whk:h  users  in¬ 
troduce  errors  into  their  code. 

A  major  problem  with  tracing  activities  in  a  real-time  ^stem  is  that  any  debug^ng  code  is 
likely  to  affect  the  behavior  of  the  program  itself.  Indeed,  it  was  our  experience  using 
MXA  that  leaving  debugging  code  in  is  often  simpler  than  trying  to  debug  the  real-time  be¬ 
havior  of  a  program  once  the  debugging  code  has  been  taken  out.  To  this  effect,  Poligon 
tries  hard  to  m^e  its  debugging  facilities  noninvasive.  Whenever  a  trace  or  breakpoint  is 
entered,  the  simulated  real-time  clock  is  stopped  -  another  beneHt  of  simulation  -  and 
started  again  on  exit  Although  the  cost  of  executing  the  code  that  handles  trace  and  break¬ 
points  is  not  trivial,  the  perturbation  caused  by  this  code  is  far  smaller  than  what  would 
have  been  experienced  if  it  were  not  possible  to  stop  the  clock  during  the  actual  processing 
of  the  trace.  Formatting  trace  output  is  so  expensive  compared  to  the  short  evaluations  in 
Poligon,  which  are  typically  less  than  a  millisecond,  that  one  cannot  afford  to  count  aie  cost 
of  output  of  simulations. 

Our  attempt  to  provide  more  focused  debugging  was  a  four-pronged  attack,  first  on  the 
knowledge  base  and  then  on  the  blackboard,  on  general  Poligon  system  activities,  and  fi¬ 
nally  on  monitoring  the  program's  parallel  execution.  It  should  be  noted  that  at  any  point 
where  a  trace  point  can  be  applied  in  Poligon,  a  breakpoint  can  generally  also  be  set  where 
this  is  meaningful. 

5.3.1.  Debugging  Rules 

Poligon's  rules  are  split  up  into  a  number  of  different  components:  the  When,  If,  Select, 
Action,  Othen.vi  >•*,  and  Timeout  pans.  The  evaluation  of  the  rules  takes  place  in  the  con¬ 
text  of  the  set  of  definitions  that  have  been  evaluated  up  to  the  relevant  point  in  the  execu¬ 
tion  of  the  rules.  Rules  are  grouped  together  in  knowledge  sources.  Even  though  these  are 
compiled  out,  in  the  sense  that  knowledge  sources  have  no  significance  in  the  semantics  of 
the  program  as  it  operates,  it  is  still  likely  that  the  user  will  want  to  view  all  the  rules  in  a 
knowledge  source  together.  With  a  view  to  these  issues  we  implemented  a  number  of  de¬ 
bugging  features  that  are  mentioned  below  and  shown  in  Figure  5-1. 

•  Any  trace  or  breakpoint  operation  that  can  be  applied  to  a  rule  can  also  be  applied  to 
a  knowledge  source.  This  has  the  effect  of  applying  that  operation  to  all  the  rules  in 
that  knowledge  source. 

•  All  of  the  critical  points  in  a  rule  are  traceable.  Thus,  trace  points  can  be  set  on  the 
When,  If,  Select,  Action,  Otherwise,  and  Timeout  parts  of  rules. 

•  Traces  can  be  set  so  that  the  cuirently  evaluated  values  of  definitions  are  printexi  out 
at  any  point  in  a  rule.  This  allows  the  user  to  monitor  the  behavior  of  a  rule  in 
terms  of  the  definitions  and  when  they  are  evaluated. 

•  Rule  failure  can  be  traced.  It  is  a  common  feature  of  blackboard  systems,  and  rule- 
based  systems  in  general,  that  the  use’  often  does  not  know  why  a  given  rule  fails 
to  fire.  The  converse  is  often  not  the  case  because  it  is  usually  possible  to  set  a 
breakpoint  in  a  rule  for  when  it  does  fire  and  one  can  then  find  out  why  it  fired. 
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Because  the  user  often  does  not  know  why  a  rule  failed  to  file,  we  implemrated  a 
facility  in  Poligon  allowing  the  user  to  set  traces  on  rules  that  aie  activated  when  a 
particular  condition  fails  to  pass.  To  do  this  the  Poligon  compiler  takes  advantage 
of  the  fact  that  the  conditions  of  rules  are  usually  the  conjunction  of  a  number  of 
clauses.  The  compiler  separates  out  these  clauses,  and  at  lun  time  they  ate  executed 
in  the  appiopnate  sequence,  checking  the  trace  settings  as  api^priate.  If  one  of  the 
clauses  fails,  it  can  execute  the  required  trace.  It  is  thus  possible  for  the  user  to  set 
a  trace  that  says  Stop  if  this  rule  fails  to  fire  because  a  clause  fails  efter  clause  four 
in  the  If  part. 
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Rule 

Khoviedge  Source 
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Report  Threatening  Emitters 
Process  flctivitics 
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On  Off 
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Abort  [<^^] 
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Do  it  [<@£>] 


Fig.  5-J.  A  menu  showing  the  trace  and  break  options  available  for  rules  and 
knowledge  sources.  In  this  example  a  knowledge  source  has  been  selected;  any  trace  or 
breakpoints  selected  will  apply  to  all  rules  in  that  knowledge  source. 

As  is  generally  the  case,  these  sort  of  trace  features  take  a  certain  amount  of  computation  to 
perform.  This  is  incompatible  with  the  goal  of  a  high-performance  system,  so  these  traces 
are  compiled  out  at  high  Optimize  speed  settings,  a  sacrifice  of  debugging  ease  for  speed. 

5.3.2.  Debugging  Using  Nodes 

A  number  of  tracing  features  have  been  included  within  nodes.  These  in  many  ways  mirror 
the  behavior  mentioned  earlier  for  rules  and  knowledge  sources.  They  are  mentioned  be¬ 
low  and  shown  in  Figures  5-2  and  5-3. 

•  It  is  possible  to  set  traces  on  the  reading,  writing,  or  causing  of  an  event  on  a  slot, 

•  Just  as  it  is  possible  to  set  traces  for  all  rules  in  a  knowledge  source,  it  is  possible  to 
set  a  trace  that  will  apply  to  all  instances  of  a  class,  or  simply  to  one  particular  node. 
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Fig.  5-2.  Trace  and  break  options  available  for  operations  on  Poligon  nodes.  In 

this  case  the  class  Emitter  has  been  selected.  A  similar  menu  allows  all  instances  of  a 
class  to  have  these  options  set.  Through  this  menu  the  user  can  set  trace  and  breakpoints 
on  system-defined  slots,  such  as  Number-Of-Subsystems,  and  on  user-defined  slots,  such 
as  Emitters-Seen. 
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Fig.  5-3.  A  menu  showing  that  it  is  possible  to  trace  or  break  on  the  act  of  dis¬ 
carding  or  recycling  a  rule. 


5.3.3. 


Tracing  System  Activities 


Technical  progress  has  merely  provided  us  with  more  efficient  means  of  going 
backwards. 


—  Aldous  Huxley. 

In  addition  to  the  trace  and  breakpoint  features  just  mentioned,  a  number  of  trace  features 
allow  the  user  to  monitor  system  functions.  It  is  often  the  case  that  the  user  wants  the  sys¬ 
tem  to  progress  to  a  certain  point  and  then  stop.  This  can  be  done  because  Poligon  allows 
breakpoints  to  be  set  on  the  signal  records  that  are  read  in,  on  the  ticking  of  the  clock,  and 
on  the  creation  of  nodes.  These  are  shown  in  Figure  5-4. 
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1  Please  set  these  systen  paraneters  and  user  variables.  1 
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ww 
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IS 

« 

Trace  llessages? .  Yobose  Yes  Ye»-NoSUInlo  No 

Trace  Clock  Ticks? .  Ye»  No 

Trace  Signal  Records? .  Yes  No 

Break  on  Clock  Ticks? .  Yes  No 

Break  on  Signal  Records? .  Yes  No 

Trace  Rules? .  Yetbose  Brief 

Trace  Node  Creation? .  Yes  No 

Trace  tlessage  Punting? .  Yeo  No 

Break  on  Message  Punting? .  Yes  No 

Fig.  5-4.  A  menu  showing  that  it  is  possible  to  trace  or  break  on  the  act  of  dis¬ 
carding  or  recycling  a  ride. 

5.3.4.  Monitoring  the  Parallel  Execution  of  a  Poligon  Program 

A  number  of  additional  trace  features  allow  the  user  to  optimize  and  debug  Poligon  pro¬ 
grams: 

•  To  allow  the  user  to  spot  and  rectify  undesirable  context  punting,  traces  can  be  set. 

•  To  allow  the  user  to  detect  excessively  slow  pieces  of  code,  the  user’s  code  is  timed 
in  the  Oligon  mode  and  a  trace  message  can  be  emitted  for  any  code  fragment  that 
requires  more  than  a  certain  time  to  execute. 

•  To  allow  the  user  to  detect  slow  code  in  the  full,  parallel  case,  Poligon  allows  the 
user  to  trace  messages,  by  recording  the  messages  and  the  arguments.  It  times  the 
execution  of  the  messages  and  allows  the  user  to  record  only  those  taking  a  signifi¬ 
cant  amount  of  time. 

•  To  allow  the  user  to  get  detailed  information  about  the  behavior  of  a  program, 
Poligon  is  interfaced  to  the  native  machine's  metering  package.  This  allows  the 
detailed  metering  of  user  code.  Because  the  metering  package  can  record  only  a 
short  period  of  computation,  the  metering  interface  allows  the  user  to  specify  a  time 
to  wait  before  metering  commences.  This  allows  the  program  to  progress  until  it  is 
actually  running,  as  opposed  to  executing  initialization  code. 

5.4.  Perspectives 

Finally,  we  would  like  to  make  an  observation  from  our  work  on  Poligon  that  has  general 
applicability.  A  Poligon  application  is  instantiated  in  a  large  number  of  data  stmetures  that 
owe  their  implementation  primarily  to  the  search  for  efficiency,  not  to  intelligibility.  It  is 
often  the  case,  therefore,  that  the  programmer's  cognitive  model  of  the  system  may  well  be 
entirely  different  from  the  implementation  model.  Consequently,  it  is  crucial  to  have  tools 
that  allow  the  user  to  view  data  structures  in  a  manner  that  is  consistent  with  the  program¬ 
ming  model,  rather  than  the  implementation  model,  if  rapid  debugging  is  to  be  possible. 
There  are  two  simple  examples  of  this  in  Poligon: 

•  Contexts  have  a  lot  of  structure  that  is  used  by  the  system  to  implement  their  behav¬ 
ior.  For  implementation  reasons,  however,  it  was  difficult  to  see  the  values  of  the 
definitions  that  are  encapsulated  within  a  context.  Fortunately,  we  had  developed 
an  inspector  tool  that  allowed  data  structures  to  be  viewed  simply  from  different 
viewpoints.  It  was  therefore  simple  to  define  the  default  behavior  for  inspecting  a 
context  to  display  it  as  a  mapping  from  the  names  of  definitions  to  their  values  (see 
Figures  5-5  and  5-6).  Another  perspective  allows  the  user  to  view  contexts  in 
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terms  of  their  implementation  rather  than  their  purpose.  Similarly,  Poligon  nodes 
are  viewed  by  default  in  a  manner  that  hides  all  system  details,  m^ng  it  easier  for 
the  user  to  see  what  the  program  is  really  doing  (see  Figures  5-7  and  5-8).  Being 
able  to  switch  between  multiple  representations  of  the  same  data  structure  —  and, 
of  course,  being  able  to  implement  these  views  easily  —  has  proved  to  be  of  con¬ 
siderable  utility. 
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Fig.  5-5.  The  default  perspective  for  viewing  contexts  treats  them  as  a  means  of 
mapping  names  into  values. 
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Fig.  5-6.  An  alternate  perspective  for  viewing  contexts  allows  them  to  be  seen  in 
terms  of  their  implementation. 

•  In  a  naive  environment  Poligon's  implementation  makes  navigating  over  the  net¬ 
work  of  Poligon  objects  very  difficult.  This  is  because  Poligon's  nodes  are  viewed 
as  remote  addresses.  These  remote  addresses  point  to  streams,  which  in  turn  point 
to  processes.  Somewhere  in  the  context  of  these  processes  is  some  pointer  to  the 
actual  object  that  is  primarily  associated  with  the  process.  A  large  number  of  mouse 
clicks  in  an  inspector  would  therefore  be  required  to  get  from  the  remote  address  of 
a  node  to  the  node  that  ic  really  points  to.  Again,  fortunately,  we  had  developed 
tools  that  allowed  us  to  decouple  the  printed  representation  of  our  data  structures 
from  their  mouse-sensitive  values.  Thus,  a  remote  address  to  a  node  might  be 
printed  as  #<Remote  Aircraft-42>.  The  name  Aircraft-42,  however. 


4-291 


would  be  mouse-sensitive,  and  when  clicked  on,  would  deliver  the  node  we  were 
interested  in.  The  machine  is  left  to  do  all  the  hara  work  of  figuring  out  what  the 
user  wanted  to  see,  a  huge  saving  of  effort. 


EMITTER-NODES: 

{Empty} 

EMITTERS-SEEN: 

{Empty) 

5 

Fig.  5-7.  The  default  perspective  for  inspecting  Poligon  nodes  causes  only  user 

slots  to  be  visible. 
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Fig.  5-8.  An  alternate  perspective  for  viewing  Poligon  nodes  allows  the  pro¬ 
grammer  to  see  the  entire  system-defined  structure  of  nodes. 

5.5.  Compiler  Optimization 

A  significant  factor  in  our  ability  to  develop  and  debug  Poligon  programs  seems  to  have 
been  the  controlled  introduction  of  compiler  optimization  during  debugging.  The  Poligon 
programmer  has  available  a  number  of  debugging  aids  that  are  progressively  switched  off 
as  the  user  asks  the  compiler  for  higher  levels  of  optimization.  This  seems  to  have  been  a 
good  decision.  The  sorts  of  transformations  that  are  applied  to  programs,  even  in  conven¬ 
tional,  serial  systems,  can  be  somewhat  counterintuitive  and  confusing  in  the  prcxiess  of 
debugging  a  program.  Clearly,  these  optimizations  should  not  affect  the  semantics  of  a 
correct  program,  so  they  are  only  of  significance  in  the  presence  of  program  bugs.  A  num¬ 
ber  of  the  optimizations  that  the  Poligon  system  uses  have  been  discussed  above  in  the  re- 
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lated  sections.  Our  intention  here  is  to  reiterate  our  belief  in  the  importance  of  this  design 
strategy. 

6.  Conclusions 

There  is  altogether  no  lack  in  Genesis  of  retribution  for  failure  to  obey  the  Lord.  It 
would  not  seem,  however,  that  the  examples  made  had  much  ^ect.  We  are  thus 
driven  to  the  conclusion  that  the  direct  incentive  is  more  effective  than  the  disincen¬ 
tive,  the  carrot  more  useful  than  the  stick.  A  possible  explanation  of  this  fact  might 
be  based  on  the  theory  that  the  wrong  donkey  is  beaten  every  time. 

—  C.  Northcote  Parkinson,  Incentives  and  Penalties. 

In  this  paper  we  have  attempted  to  detail  the  design  and  implementation  of  Poligon,  a  con¬ 
current  problem-solving  system  modeled  closely  on  the  blackboard  metaphor. 

A  number  of  papers  concerning  Poligon  have  focused  on  its  architecture,  motivations  for 
its  design,  its  performance,  and  experiments  performed  on  Poligon  applications.  None  of 
these  publications  have  indicated  how  we  implemented  it  or  the  obstacles  encountered  and 
the  mistakes  we  made  along  the  way.  This  paper  described  the  implementation  in  sufficient 
detail  that  the  reader  should  be  able,  given  enough  effort,  to  implement  a  system  with  simi¬ 
lar,  or  better  behavior  and  performance. 

We  concentrated  on  Poligon's  design  as  an  example  of  an  attempt  to  develop  a  high  per¬ 
formance,  concurrent  problem-solving  system.  We  have  delineated  a  set  of  issues  that  im¬ 
plementors  must  address  in  order  to  achieve  good  performance  in  a  concurrent  blackboard 
system.  Many  of  these  observations  are  applicable  to  other  architectures  and  to  serial  sys¬ 
tems  as  well.  The  important  aspects  are  node  creation,  knowledge  search,  conflict  resolu¬ 
tion,  knowledge  invocation,  context  evaluation,  slot  reads,  slot  updates,  event  posting,  and 
the  efficient  handling  of  stack  groups  and  processes.  Each  of  these  aspects  of  a  system's 
performance  were  discussed  with  particular  reference  to  the  Poligon  model. 

A  number  of  features  in  Poligon  proved  to  be  inadequate,  difficult,  or  didn't  work  at  all. 
Among  these  were  run-time  property  inheritance,  node  deletion  and  reuse,  message  passing 
in  a  rule-based  system,  the  efficient  use  of  pipelines,  and  load  balancing.  We  also  found 
ourselves  unable  to  shield  the  user  from  the  differing  costs  of  communicating  with  local 
versus  remote  memory. 

We  have  found  that  the  blackboard  model,  an  appealing  cognitive  model  for  concurrent 
problem  solving,  does  not  necessarily  work  as  well  in  practice  as  intuition  might  lead  one 
to  expect.  As  a  consequence,  although  we  hoped  to  deliver  many  orders  of  magnitude  of 
speedup  due  to  parallelism,  we  have  only  been  able  to  show  about  one  order  of  magnitude 
and  there  are  indications  that  this  might  scale  to  about  two  orders  of  magnitude.  When 
comparing  our  application  against  the  same  application  written  in  AGE,  however,  we  ob¬ 
serve  that  the  application's  simulated  performance  in  Poligon  was  about  fifteen  thousand 
times  faster.  At  least  by  comparison,  therefore,  we  can  assert  that  we  have,  indeed,  built  a 
high-performance  concurrent  blackboard  tool. 
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In  countries  with  an  aristocratic  tradition  (like  Britain)  the  highest  status  is  associ¬ 
ated  with  official  position,  birth,  education,  athletic  prowess  and  gallantry  in  battle. 
In  countries  without  any  such  tradition  (like  U.S.A.)  the  highest  status  is  associated 
with  the  biggest  capital  and  income.  Very  seldom  do  we  meet  a  millionaire  with  a 
V.C.,  and  Sir  Thomas  More's  achievement,  in  being  both  knighted  and  canonized, 
is  likely  to  remain  an  unbeaten  record. 

—  C.  Northcote  Parkinson,  Incentives  and  Penalties. 
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Abstract 

AIDE  b  an  environment  that  provides  facilities  for  the  hierarchical  specification  and  simulation  of  systems. 
In  addition,  a  user  of  AIDE  can  distribute  a  simulation  over  a  network  of  computers.  .Achievable 
concurrency’  in  a  distributed  simulation  depends  on  the  functional  characteristics  of  the  system  being 
simulated  and  on  the  ability  of  the  simulator  to  exploit  its  knowledge  of  these.  AIDE  can  use  the 
information  contained  in  the  structural  and  behavioral  specification  of  a  system  to  increase  concurrency 
and  decrease  synchronization  costs  during  distributed  simulation.  Performance  analyses  of  the  .AIDE 
distributed  simulation  algorithm  for  a  simulated  multiprocessor  architecture  indicate  that  (1)  the 
disparity  between  communication  costs  and  event-processing  costs  and  (2)  load  imbalance  can 
significantly  limit  speedup  when  concurrency  is  available.  The  distributed  aspects  of  the  .AIDE 
environment  are  implemented  through  an  extension  of  the  underlying  object-oriented  programming 
system  (FLAVORS)  to  multiple  machines. 


1.  Introduction 

A  design  system  is  expected  to  provide  a  framework  tor  a  designer  to  adequately  implement 
representations  of  certain  interesting  physical  or  abstract  entities  that  perform  some  function.  In  doing 
so,  it  must  provide  a  suitably  precise  formalism  and  an  integrated  set  of  tools,  thus  allowing  the  designer 
to  conveniently  specify,  modify  and  evaluate  such  representations  [2,  12].  AIDE^  is  an  attempt  to  provide 
such  a  framework. 

AIDE  evolved  in  the  context  of  the  .Advanced  .Architectures  for  Expert  Systems  project  of  the  Heuristic 
Programming  Project.  One  of  the  goals  of  this  project  is  to  specify  a  concurrent,  distributed-memory 
computer  architecture  that  will  speed  up  .Al  programs  through  parallel  processing.  AIDE  grew  from  the 
need  to  implement  and  evaluate  this  architecture,  called  CARE  [4],  flexibly  and  efficiently.  As  the 
evaluation  was  to  be  done  by  simulating  the  execution  of  large  application  programs  (for  example,  CAOS, 
FoLIGON.  and  ELINT),  this  led  to  investigating  the  utility  of  distributed  simulation  both  as  a  means  of 
reducing  simulation  turnaround  time  and  in  ensuring  that  the  simulated  machine  was  being  programmed 
fairly,  that  is,  without  making  use  of  the  real  shared  memory  available  on  the  host  machine. 

This  document  describes  the  essential  aspects  of  AIDE.  The  first  part  of  the  document  concerns  design 
representation  and  capture.  We  briefly  describe  the  facilities  that  AIDE  provides  for  the  hierarchical 
specification  of  systems.  The  second  part  of  the  report  deals  with  the  functional  verification  and 
performance  evaluation  of  system  specifications  through  simulation.  We  concentrate  on  describing  what 
has  been  the  major  portion  of  this  work,  namely,  the  investigation  of  distributed  simulation.  The 
appendix  discusses  the  extensions  to  the  underlying  programming  system  that  form  the  basis  for  the 
distributed  system  features  of  AIDE.  More  detailed  documentation  for  the  system  is  contained  in  the 
user’s  manual  ,'lOj. 


2.  Design  Capture 

Design  capture  denotes  the  process  by  which  a  designer  specifies  a  representation  of  an  abstract  entity 
(that  may  be  physically  realizable)  to  a  design  system.  The  design  system  must  provide  a  representation 
formalism  that  is  sufficiently  general  and  expressive  to  describe  a  wide  variety  of  such  entities.  It  must 
also  allow  the  designer  to  conveniently  use  this  formalism.  In  this  section,  we  discuss  the  representation 
formalism  used  in  ADE.  and  describe  the  facilities  it  provides  for  design  rapture. 
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2.1.  Design  Representation 

Every  real-world  or  abstract  entity  may  be  thought  of  in  terms  of  its  structure  and  its  behavior.  A 
structural  view  of  an  entity  is  any  organisational  view  of  the  entity  that  decomposes  it  into  (functionally 
or  otherwise)  semi-independent  components.  A  behavioral  view  of  an  entity  is  a  conceptual  formalization 
of  the  way  certain  interesting  properties  of  the  entity  change  over  time.  Of  course,  structural  and 
behavioral  formalizations  of  an  entity  complement  each  other  in  attempting  to  deHne  the  modelled  entity. 
Different  formulations  of  structure  and  behavior  emphasize  different  qualities  of  the  entity.  The 
representation  of  an  abstract  entity  in  terms  of  particular  aspects  of  its  structure  and  behavior  constitutes 
a  design  or  model  in  AIDE;  the  system  provides  a  formalism  that  allows  the  user  to  describe  such  a  design 
(entity)  by  describing  its  structure  and  its  behavior. 

Design  is  a  creative  and  incremental  activity;  designs  evolve  over  time  in  the  designer’s  mind.  For 
example,  it  is  well-known  that  the  process  of  design  is  “partially-structured"  (2)  in  that  designers  often 
work  both  top-down  and  bottom-up.  A  design  system  must  provide  a  representational  vocabulary  that 
recognizes  this  and  a  capture  mechanism  that  makes  such  an  approach  to  design  convenient. 

AIDE  follows  PALLADIO  [2]  and  HELIOS  [S|  in  using  an  encapsulation  of  structure  and  behavior  called  a 
component  as  the  fundamental  unit  of  design.  It  allows  the  user  to  combine  and  reHne  components  in 
well-defined  ways  during  design  capture.  A  design  (description)  ac  any  instant  in  time  is  exactly  such  a 
collection  of  related  components. 

2.1.1.  Hierarchical  Partitioning 

Hierarchical  decomposition  is  one  of  the  ways  in  which  a  designer  works  top-down  to  make  the  process  of 
designing  a  complex  system  more  tractable.  PALLADIO  viewed  the  process  of  circuit  design  as  the 
incremental  refinement  of  a  functional  description  of  the  circuit  into  its  physical  realization.  Here  the 
basic  design  refinement  step  was  partitioning  the  circuit  at  some  abstract  structural  level  into  constituent 
components  specified  at  either  the  same  level  or  a  less  abstract  level. 

AIDE  supports  hierarchical  partitioning  directly  and  simply  by  allowing  the  user  to  define  a  component  to 
be  the  composition  of  arbitrary  (perhaps  incompletely  specified)  subcomponents. 

2.1.2.  Design  Libraries 

Complementing  hierarchical  partitioning  is  the  use  of  prototypes  to  build  on  previous  work  [5,  2].  This 
allows  the  designer  to  rapidly  create  new  designs  by  modifying  existing  designs  or  by  applying  new 
composition  rules  to  them.  AIDE  supports  this  idea  through  the  use  of  libraries,  which  are  collections  of 
prototypical  components  that  the  may  be  stored  between  sessions  and  copied  or  re-used  in  the  creation  of 
new  components. 

2.1.3.  Behavior 

Component  behavior  specifications  must  be  efficient  both  in  expression  and  during  simulation.  AIDE  uses 
the  ZETALISP  [13]  language  and  programming  environment  directly  in  addressing  both  these  concerns, 
paying  the  penalty  of  expecting  the  user  to  be  a  reasonably  competent  LISP  programmer.  AIDE  defines  the 
behavior  of  a  component  that  is  being  modelled  as  the  composition  of  other  components  to  be  the 
composition  of  the  behaviors  of  the  individual  subcomponents. 


2.1.4.  Implementation 

It  is  natural  to  use  the  object-oriented  programming  paradigm  to  implement  the  components  that 
represent  a  design,  directly  mapping  from  entities  in  some  ‘real’’  world  (of  the  designer’s  choosing)  to  the 
data  objects  manipulated  by  the  design  system.  AIDE  uses  the  object-oriented  programming  facilities 
provided  by  the  FLAVOR  system  jl3].  Every  component  is  implemented  as  an  instance  of  some 
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component  c1m«,  where  the  class  defines  a  component  type  and  is  internally  implemented  as  a  flavor.^ 

From  this  point  on,  we  intentionally  blur  the  distinction  between  the  representation  of  a  design  and  the 
system’s  implementation  of  that  representation.  We  hope  that  this  approach  will  assist  in  the  description 
of  the  design  system  by  providing  implicit  operational  definitions  of  the  various  abstract  terms  (like 
“structure”  and  “component”)  used  by  the  representational  formalism. 


2.2.  Structure 

As  was  stated  above,  a  design  in  AIDE  consists  of  a  specification  of  its  intended  structure  and  behavior.  In 
this  section,  we  discuss  the  structural  aspects  of  such  a  design  description  in  more  detail.  This  discussion 
is  in  terms  of  the  unit  of  a  design  description,  namely,  the  component. 

To  the  design  system,  a  component’s  structure  consists  of  two  parts  : 

•  the  component’s  own  properties,  and, 

•  the  component’s  relationships  with  other  components. 

2.2.1.  Component  Properties 

The  designer  sees  a  component  as  a  “black  box”  of  a  particular  type  that  has  a  collection  of  local  named 
attributes  with  associated  values.  The  allowable  attributes  of  a  component  are  defined  by  its  type,  while 
the  values  on  these  attributes  may  (and  usually  do)  differ  for  each  component  instance.  A  subset  of  these 
properties^,  the  state  properties,  i^e  used  to  generate  the  behavior  of  the  component.  Special  state 
properties  known  as  ports  (input  and  output)  constitute  a  component’s  interface  to  its  environment. 
Other  properties  are  used  by  AIDE  to  maintain  and  display  components.'^ 

AIDE  provides  the  def component  form  for  a  designer  to  define  the  structural  properties  of  a  new 
component  type.  It  has  a  graphical  editor  to  capture  and  alter  the  display  properties  held  by 
components.® 

Figure  2-1  is  a  simple  example  of  the  component  class  declaration  for  an  abstracted  D-type  flip-flop. 
Each  instance  of  d-fllp-flop  has  three  input  ports  (named  d,  clock,  and  clear),  one  output  port 
(named  cj),  and  no  internal  state. 


(d«rcoapontac  D-FUp-Flop 
(; input  0  Clock  Clear) 

(;output  Q) 

( ;docuatntatloa  ‘Class  or  posltlrt-tdga-trlggertd  D-tjpe 
fllp-riop  vitb  direct  clear.  U.ses  'tilgn.  'lov  and  'z 
logic  signals.  Has  unit  delay  Petveea  an  Input  transition 
and  stable  output.*}) 


Figure  2-1:  Definition  of  the  d-fllp-flop  Component  Class 


‘Within  the  usual  inheritance  network. 

We  use  the  term  "properties”  loosely  to  mean  the  collection  of  attributes  and  their  values. 
^These  are  automatically  inherited  by  every  component  class. 

large  part  of  the  graphical  interface  was  modelled  after  that  used  by  KEtlos  and  Palladio. 
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For  a  complete  description  of  the  def  component  form  see  [lO];  suffice  it  to  say  here  that  it  translates 
into  the  appropriate  FLAVORS  declarations,  resulting  in  the  definition  of  a  new  component  class  being 
present  in  the  environment.  Thereafter,  components  of  this  class  or  type  may  be  created  by  the  usual 
iiistantiation  mechanism. 

2.2.2.  Structural  Relationships 

The  second  part  of  the  structural  description  of  a  component  is  a  description  of  its  relationships  with 
other  components.  There  are  two  structural  relationships  that  may  hold  between  components  : 

•  Composition.  Any  component  may  be  a  subcomponent  of  exactly  one  component  and  every 
component  may  be  composed  of  any  number  of  subcomponents.  When  a  component  is 
composite  (made  up  of  subcomponents),  it  may  share  its  ports,  for  behavioral  purposes,  with 
those  of  its  subparts  through  the  “connection”  relation. 

•  Connection.  This  relation  holds  between  individual  ports  of  two  components  and  is 
specified  by  lines  which  connect  the  relevant  ports.  Lines  may  connect  an  output  port  of 
some  component  to  an  input  port  of  another  component  except  when  connecting  porCa  between 
a  composite  component  and  one  of  its  subcomponents,  in  which  case  the  connected  ports  are  of 
the  same  type  (port  sharing).  Usually  a  line  connects  just  two  ports;  contacts  are  special 
entities  that  provide  fan-in  and  fan-out  capabilities  for  lines. 

These  structural  relationships  between  individual  components  are  captured  by  AIDE  through  its  graphical 
structure  editor. 

2.2.3.  Prototypes 

Traditionally,  object  (frame)  systems  have  had  difficulty  in  implementing  a  general  mechanism  for 
capturing  complex  relationships  that  must  hold  between  sets  of  instances  of  various  classes.  The 
“connection”  structural  relation  is  one  such  relation.  It  is  difficult  to  declare  this  information  in  the  class 
definition  of  a  composite  component,  although  it  is  convenient  to  visualize  the  component  as  a  group  of 
connected  subcomponents.  For  example,  a  processing  site  in  the  CARE  architectural  model  consists  of  an 
evaluator,  an  operator,  and  a  number  of  fifo-buf  f  ers,  net-inputs  and  net-outputs.  Though 
these  are  all  connected  in  a  well-defined  manner,  it  is  extremely  tedious  to  specify  this  information  in  the 
defcomponent  declaration  for  a  site. 

The  solution  we  have  adopted  in  AIDE  is  to  store  connectivity  information  about  a  composite  component 
type  as  a  “canonical"  instance  of  the  relevant  component  class.  This  canonical  instance  is  called  the 
prototype  of  its  class  and  it  is  created  using  the  design  editor,  it  may  then  be  stored  in  a  design  library. 
The  structure  of  a  component  class  is  fully  specified  by  the  existence  (in  the  environment)  of  both  a 
defcomponent  declaration  and  a  prototype. 

2.2.4.  The  Design  Editor 

A  component  in  AIDE  may  be  accessed  through  the  graphics-based,  menu-driven  interface  which  provides 
operations  for  viewing  and  selecting  components.  Top-level  components  or  deuces  are  maintained  m 
book-keeping  entities  or  worlds,  each  of  which  may  have  several  windows  or  viewports  viewing  the 
relevant  device.  The  design  editor  uses  the  graphics-based  interface  m  providing  operations  to  create  new 
devices  and  edit  their  structure.  Menu-driven  commands  allow  the  user  to  create,  alter  and  delete 
components,  lines,  ports  and  contacts  (see  Figure  2-2).  There  are  also  facilities  to  copy  devices  into 
permanent  file  storage,  “prototize”  devices  for  inclusion  in  libraries  (see  Section  2.2.3),  and  load  devices 
and  libraries  from  file.  A  complete  desciption  of  the  operations  provided  by  the  editor  may  be  found  m 
(101. 
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Figure  2-2:  The  AIDE  Structural  Editor 

2.3.  Behavior 

The  behavior  of  a  component  is  the  interaction  of  the  component  with  its  environment  over  (wbstracted) 
time.  A  behavioral  specification  in  AIDE  applies  to  a  class  of  component.  It  defines  the  interaction 
between  a  component  of  that  class  with  a  behavioral  simulator  to  generate  the  requisite  behavior  over 
time.  Since  the  simulator  in  AIDE  is  event-driven,  this  interaction  lakes  the  form  of  the  consumption  and 
production  of  events,  which  are  encapsulations  of  the  state  changes  in  the  simulated  system.  A 
behavioral  specification  for  a  component  is  therefore  simply  a  specification  that  relates  changes  in  the 
values  of  input  ports  with  changes  in  the  values  of  output  ports  over  (simulated)  time.  Components 
whose  output  values  depend  on  a  history  of  input  values  make  use  of  their  internal  stale  properties. 

AIDE  provides  the  defbehavlor  form  to  capture  the  behavioral  specification  of  a  component  class.  A 
behavioral  specification  is  implemented  by  a  method  on  the  component  class.  All  the  state  properties  of  a 
component  are  accessible  to  this  behavioral  method. 

During  the  execution  of  a  simulation,  events  pertaining  to  a  component  are  consumed  or  processed  when 
the  simulator  propagates  the  encapsulated  state  change  and  then  invokes  the  relevant  component’s 
behavior  method  with  the  event  as  a  parameter.  Within  a  behavior  method  invocation,  the  simulator 
may  be  informed  of  new  events  through  a  call  to  the  assert  function  to  specify  a  change  that  will  be 
true  of  some  state  of  the  component  at  some  future  simulated  time.  This  results  in  new  events  being 
produced  or  generated. 
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2.3.1.  An  Example  .  ,  .  ^ 

Figure  2-3  is  an  abstract  behavioral  specification  for  the  d-f lip-flop  component  class.  The  signal  on 
the  d  input  is  transferred  to  the  q  output  when  the  clock  input  goes  from  low  to  high.  If,  however,  the 
clear  input  goes  low,  then  so  does  the  q  output.  The  q  output  is  unaffected  by  the  d  input  whenever 
the  clock  is  stable.  The  clock  period  is  two  simulated  time  units,  and  input  setup  time  is  ignored. 


(defbehavlor  D-Fllp-Flop  (coapoaent  state  signal  now) 
;;  TJie  above  4  paraaeters  ' ‘destmctare*  *  tbe  event. 


Cl«ar 

Clock 

D 

1 

Q 

lov 

X 

X 

1 

lov 

high 

f 

high 

1 

high 

high 

f 

lov 

1 

lov 

high 

lov 

X 

1 

QO 

(selectq  state  ;  The  state  attribute  changed  by  this  event. 

(CXock  ;  Clock  Just  changed. 

(when  (eq  (state-value  (port-signal  Clear))  'high)  ;  Clear  Is  high, 
(when  (eq  signal  ‘high;  ;  Clock  Is  rising. 

(when  (<  (-  now  (state-tlae  (port-signal  0)))  ;  D  changed  la 

2}  :  this  clock  cycle. 

(Assert  Q  (state-value  (port-signal  0))  ;  Transfer  D  to 

(!♦  now))))))  ;  g  after  unit  delay. 

(Clear  ;  Clear  Just  changed... 

(when  (eq  signal  ’low)  ...k  vent  low. 

(Assert  Q  *lov  (1»  nov))))))  ;  Q  goes  lov  after  unit  delay. 


Figure  2-3:  Behavior  Declaration  for  the  d-fllp-flop  Class 
There  are  some  points  worth  noting  in  the  example  of  Figure  2-3. 

*  The  style  illustrates  one  of  the  benefits  of  event-driven  simulation  :  only  the  state  changes  are 
propagated  as  opposed  to  recomputing  the  state  of  the  entire  system  at  every  step  (ll). 

»  The  declaration  has  an  explicit  notion  of  the  passage  of  time.  Simulated  time  units  have  user- 
defined  semantics.  It  is  up  to  the  user  to  ensure  that  the  units  are  used  consistently  by 
different  connected  components. 

•  The  state  changes  specified  by  the  events  for  a  given  simulated  time  are  all  made  before 
behavior  methods  are  invoked  on  the  events.®  Hence,  there  is  no  need  to  specify  a  clause  to 
handle  a  change  in  d  occurring  at  the  same  simulated  time  as  a  clock  transition  from  low  to 
high,  where  the  clock  event  is  “processed”  earlier  in  real  time  than  the  d  event. 

2.3.2.  Composite  Behavior 

The  benefits  to  be  gained  by  hierarchical  simulation  are  well-known.  Once  the  behavior  of  a  multi- 
component  system  is  verified,  the  designer  may  reduce  simulation  turnaround  time  by  abstracting  this 
behavior  into  a  less  detailed  behavior  (specification)  that  realizes  the  same  function.  Conversely,  a 
designer  may  want  to  do  detailed  simulation  of  a  component  after  doing  an  initial  high-level  simulation  of 
its  functionality  in  order  to  determine  parameters  and  trade-offs  at  the  next  lower  structural  level. 

AIDE  directly  supports  hierarchical  simulation  by  allowing  a  designer  to  specify  whether  a  composite 


a 

This  exclude  zero-delay  eyents  generated  by  the  behavior  methods.  The  special  case  of  zer>delay  events  on  the  local  state  of  i 
'•omponeni  is  allowed  by  AIDE.  A  behavioral  specification  that  uses  this  feature  must  handle  such  state  changes  actually  occurring 
at  the  time  the  zero-delay  event  is  generated. 
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component’s  behavior  is  its  own  defined  behavior  {top4evel)  or  the  compounded  behaviors  of  its  connected 
subcomponents  {internal).  For  example,  if  we  designed  a  shif^register  from  D-type  Hip-fiops.  we  might 
initially  verify  the  design  using  the  internal  behavior  of  the  shift-register,  that  is,  the  composite  behavior 
of  its  Hip-fiops.  Later,  when  using  a  shift-register  in  the  design  of  a  control-unit,  we  might  use  a  top-level 
characterization  of  its  functionality  for  efficiency.  Thereafter,  when  modelling  the  control-unit  as  realized 
in  silicon,  we  may  revert  to  the  internal  (flip-flop)  behavioral  perspective  of  the  shift-register. 

How  does  composite  behavior  work?  During  simulation,  events  on  output  ports  are  immediately 
transformed  into  events  on  the  furthest  participating  connected  input  ports  (if  any).^  These  are  then 
forwarded  by  the  terminal  port  to  the  simulator  to  be  consumed  by  the  terminal  component  at  the 
specified  simulated  time.®  Hence,  the  effects  of  a  local  change  propagate  through  the  system  along 
connection  paths,  achieving  the  required  overall  system  behavior. 

2.3.3.  Behavior  Requirements 

To  ensure  that  a  composite  system’s  behavior  is  predictable  from  that  of  its  parts,  a  top-level  behavioral 
specification  is  usually  required  to  satisfy  the  following  properties  (3,  8|  : 

1.  Functional  Output.  Events  generated  on  output  ports  of  a  component  depend  only  on 
events  consumed  on  its  input  ports  and  internal  states,  and  on  its  initial  state.  This  implies 
that  a  component’s  top-level  behavior  should  only  depend  on  those  aspects  of  its  environment 
that  are  visible  as  changes  on  its  input  ports. 

2.  Realizability.  An  event  generated  for  simulated  time  I  cannot  be  affected  by  events 
consumed  by  the  component  for  simulated  times  greater  than  t.  This  simply  reflects  the 
notion  that  no  real  system  can  predict  the  future. 

3.  Positive  Delay.  .\n  event  on  an  input  port  or  internal  state  with  simulated  time  t  can  only 
generate  events  on  output  ports  with  simulated  time  greater  than  t.  This  captures  the  idea 
that  no  real  system  can  alter  the  past. 

Note  that  this  excludes  zero-delay  events  between  components.  However,  we  allow  zero-delay 
events  on  the  internal  states  of  components,  as  long  as  there  is  a  finite  delay  before  such 
events  result  in  output  events. 

.\  quick  inspection  of  Figure  2-3  should  verify  that  the  behavior  specified  for  d-fllp-flop  satisfies  these 
properties. 


^Consider  the  device  just  before  the  of  i  simulation.  The  structural  hierarchy  of  components  and  subcomponents  forms 

a  tree  rooted  at  the  device.  This  tree  can  be  flattened  into  a  'participation  digraph  "  aa  follows.  The  set  of  nodes  of  this  digraph  is 
generated  by  doing  a  breadth-frst  traversal  of  the  tree  during  which  any  encountered  component  that  is  using  top-level  behavior  .s 
added  to  the  node  set  and  the  subtree  rooted  at  this  component  not  traversed  thereafter  The  arcs  of  the  digraph  are  then  formed 
by  following  the  outward  connecting  lines  from  ail  output  ports  of  such  participating  components  until  an  input  port  on  some 
participating  component  is  reached.  Such  input  ports  are  the  furthest  participating  connected  input  ports  or  targets  of  their 
respective  participating  output  ports. 

*Event  transformation  is  done  cooperatively  by  the  ports  themselves  through  message-passing.  Ports  are  implemented  as 
favor-instances.  Output  ports  can  cache  their  target  input  ports  since  structure  ,s  static  for  a  simulation.  The  atterz  macro 
results  in  a  message  being  sent  to  the  output  port  to  inform  the  simulator  of  the  new  event.  The  output  port  simply  forwards  this 
message  to  its  cached  target,  which  carries  out  the  actual  interaction  with  the  simulator. 
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3.  Design  Validation  .1  .  ^ 

Once  a  design  has  been  specified  to  a  design  system,  the  designer  must  be  able  to  validate  it  by  ensuring 

that  it  meets  both  its  functional  and  performance  goals.  In  the  absence  of  formal  verification  methods, 
simulation  is  a  common  technique  to  establish  the  functionality  of  a  design  (ll,  7).  Furthermore,  since 
simulation,  unlike  emulation,  automatically  carries  with  it  an  explicit  notion  of  time^  it  can  also  be  used 
to  compare  the  performance  of  a  design  with  other  designs  or  real  systems  that  realize  the  same 
function.^®  The  performance  evaluation  of  a  design  is  often  as  important  to  the  designer  as  verifying  its 
functionality  (3,  7]. 

In  this  section  we  look  at  discrete  event  simulation  in  AIDE.  After  a  brief  discussion  of  sequential 
simulation,  we  define  the  distributed  simulation  problem  and  present  the  approach  used  in  AIDE  to  solve 
this  problem.  Finally,  we  present  some  experimental  results  on  the  performance  of  the  AIDE  distributed 
simulation  scheme  for  a  simulated  multiprocessor  architecture  based  on  CARE. 


3.1.  Discrete  Event  Simulation 

While  there  are  various  types  of  simulation  (see  jSj  for  a  good  characterization  of  simulation  methods),  we 
are  concerned  here  only  with  discrete-time,  event-driven  simulation.  Our  choice  of  event-driven 
simulation  is  based  on  the  fact  that  most  designs  exhibit  very  few  state  changes  at  any  given  time; 
furthermore,  such  state  changes  are  widely  scattered  in  time,  especially  in  “mixed-mode”  simulations. 
Hence  it  is  more  efficient  to  keep  track  of  the  changes  and  their  times  rather  than  recompute  ail  states  at 
every  instant  in  time.  Before  proceeding  with  our  discussion,  it  is  useful  to  consider  some  definitions. 

3.1.1.  Consistency  and  Acceptability 

.An  event  is  an  atomic  state  change  in  the  simulated  system  during  the  execution  of  a  simulation.  It  may 
be  represented  as  a  record  consisting  of  (1)  a  component,  (2)  the  port  or  internal  state  of  the  component 
that  changes,  (3)  the  value  that  it  gets,  and  (-4)  the  simulated  time  of  this  change.  Two  such  events  are 
equivalent  if  they  represent  the  same  state  change  to  the  simulated  system,  though  for  different  executions 
of  the  simulation. 

Simulated  time  is  the  designer’s  abstraction  of  real  time.  The  state  of  the  real  system  (device)  at  any 
real  time  corresponds  to  the  state  of  the  simulated  system  (device)  at  the  corresponding  simulated 
time  [8].  Simulated  time  takes  on  non-negative,  discrete,  and,  for  convenience,  integer  values. 

The  simulation  of  a  component  (device)  refers  to  the  execution  of  a  simulation  of  a  component  (device) 
under  the  control  of  some  simulation  algorithm  which  regulates  the  consumption  (and  hence,  production) 
of  events  relevant  to  that  component  (device)  over  real  time.  For  a  given  simulation  there  is  an 
associated  set  of  events.  We  say  that  two  simulations  are  equivalent  if  they  produce  equivalent  event  sets 
(given  that  the  device  being  simulated  is  deterministic).  Two  simulation  algorithms  are  consistent  if  any 
two  simulations  under  the  control  of  each  algorithm,  respectively,  are  equivalent.  The  actions  of  a 
simulator  to  achieve  consistency  (using  a  simulation  algorithm)  are  collectively  called  synchronization, 
hence  the  algorithm  is  often  called  a  synchronization  algorithm. 

Lastly,  we  call  a  synchronization  algorithm  acceptable  if  it  is  consistent  with  itself  and  if  it  accurately 
reflects  the  behavioral  'ipecification  of  the  simulated  system.  Intuitively,  this  means  that  a 
synchronization  algorithm  is  acceptable  if  it  always  generates  all  and  only  those  events  induced  by  the 
initial  state  of  the  simulated  system  (including  the  initial  events)  and  the  behaviors  of  the  components 
being  simulated. 


9 


.\s  construed  by  the  designer. 


^°Arvind  et  »1,  in  [ll.  characterize  emulation  as  an  abstraction  of  simulation  in  which  timing  detail  is  compiled  away. 
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3.1.2.  Synchroniiatioa  •  . 

Acceptability  U  the  goal  of  every  synchronization  algorithm.  Since  almost  every  implementation  of  a 
simulator  (including  that  of  ACE)  depends  on  side-effects  to  changeable  state”,  acceptability 
operationally  means  that  the  simulation  algorithm  must  control  the  consumption  of  events  during 
execution  so  that  behavior-generating  code  is  invoked  in  the  correct  context.  (This  is  not  necessarily  the 
casef  for  example,  a  simulation  system  that  uses  a  strict  logic  programming  system  to  implement 
structural  and  behavioral  specincations  need  not  concern  itself  with  this  issue  since  all  “state  changes” 
will  persist  in  such  a  system.  Of  course,  the  burden  of  storing  and  managing  this  information  has  now 
been  thrust  upon  the  logic  programming  system.)  With  this  implementation  model  in  mind,  we  provide 
below  an  informal  relation  on  events  that  will  be  useful  in  analyzing  the  acceptability  of  synchronization 
algorithms. 

An  event  ej  preempts  another  event  ej  if  cither  of  the  following  is  true  : 

1.  ej  and  Cj  specify  a  change  to  the  same  state  entity  but  the  simulated  time  of  ej  is  greater  than 
the  simulated  time  of  ej; 

2.  the  state  change  specified  by  Cj  overwrites  information  that  is  used  by  ej  and  the  behavior  of 
the  relevant  component  to  generate  an  event. 

Two  events  are  independent  if  neither  preempts  the  other. 

We  claim  that  an  acceptable  simulation  algorithm  is  one  that  generates  an  event  set  such  that  for  every  ej 
and  Cj  in  the  set,  if  ej  preempts  ej  then  Cj  is  consumed  after  ej. 

In  theory  a  simulator  has  to  run  the  entire  simulation  to  determine  the  set  of  preemption  relationships  on 
its  event  set;  in  practice,  however,  it  computes  a  set  of  possible  event  preemptions.  The  requirement  is 
that  this  set  be  a  superset  of  the  set  of  actual  event  preemptions.  The  problem  of  synchronization 
(distributed  or  otherwise)  is  therefore  essentially  the  problem  of  dynamically  determining  potential  event 
preemptions  and  processing  those  events  that  cannot  be  preempted. 

3.2.  Sequential  Simulation 

We  discuss  briefly  the  mechanism  by  which  sequential  simulation  works  in  AIDE. 

3.2.1.  Synchronisation  Using  Simulated  Time 

The  standard  sequential  synchronization  algorithm  makes  use  of  the  simulated  time  of  an  event  and  the 
realizability  requirement  on  component  behavior  (see  Section  2.3.3)  to  achieve  acceptability.  Events  with 
lower  simulated  times  are  always  processed  (consumed)  before  events  with  higher  simulated  times; 
therefore,  at  the  time  an  event  is  processed,  all  the  events  that  could  possibly  have  preempted  it  have 
already  been  consumed. 

The  main  advantage  of  this  synchronization  algorithm  its  simplicity.  It  is  easily  implemented  on  a  serial 
machine.  However,  it  is  too  conservative  in  its  computation  of  possible  event  preemptions  to  be  viable  in 
a  distributed  environment. 


^There  is  s  direct  correspondence  between  »  stste  viriible  in  the  specincstion  snd  one  m  the  implementation  of  the  specincstion. 
This  is  dictated  by  storage  management  considerations. 
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3.2.2.  Implementntiott  ... 

aide  implement*  a  simulator  as  a  navor  instance  running  m  a  process  that  maintains  a  simulated-time- 

ordered  evtntlut  and  an  associated  global  clock  for  a  given  device.  At  every  execution  step  the  simulator 
removes  the  event  at  the  head  of  the  eventlist,  moves  the  clock  to  the  specified  simulated  time,  makes  the 
appropriate  state  change,  and  invokes  the  behavior  method  of  the  relevant  component.  Events  generated 
by  the  behavior  of  a  component  are  passed  back  to  the  simulator,  which  sorts  them  into  the  eventlist  to 
be  processed  when  they  get  to  its  head.  It  is  easy  to  see  that  this  algorithm  satisfies  the  acceptability 
criterion  we  defined  in  Section  3.1.2. 

AIDE  uses  the  graphical  interface  to  allow  the  designer  to  access  the  simulator  associated  with  a  device.  It 
provides  operations  to  reset,  initialize,  and  run  a  simulation  with  or  without  breakpoints  (lOj. 

Current  facilities  for  “observing"  a  simulation  are  limited;  a  general  instrumentation  interface  is  under 
design. 


3.3.  Distributed  Simulation 

The  motivation  for  distributed  simulation  is  doing  event  processing  in  parallel  using  multiple  machines  to 
gain  a  reduction  in  the  overall  simulation  turnaround  time  as  compared  to  a  sequential  simulation.  Thus, 
synchronization  algorithms  for  distributed  simulation  systems  seek  ways  of  processing  non-preemptable 
events  in  parallel.  These  algorithms  must  trade  t  ff  the  cost  of  determining  potential  event  preemptions 
against  the  cost  of  processing  the  events  themselves  in  minimizing  the  total  execution  time  of  the 
simulation.  Such  costs,  naturally,  depend  on  various  factors,  including  the  target  machine  environment. 
Our  discussion  below  assumes  a  machine  environment  that  consists  of  small  number  of  fairly  powerful 
machines  (e.g..  Symbolics  3600s)  communicating  over  a  shared  network  (e.g.,  an  ETHERNET). 

Though  there  are  various  classes  of  synchronization  algorithms  for  a  distributed  environment  (8),  we  only 
consider  those  which  distribute  control  of  the  simulation  to  the  participating  machines,  that  is,  algorithms 
that  are  run  individually  by  each  machine.  Such  an  approach  will  avoid  creating  unnecessary  bottlenecks 
at  some  central  controller. 

3.3.1.  Partitioning  the  Problem 

Decomposition  is  not  only  a  powerful  tool  in  design  but  also  in  distributed  problem-solving.  It  is 
therefore  natural  to  consider  various  ways  of  partitioning  the  problem  of  simulation  into  subproblems 
which  may  be  tackled  by  the  participating  machines  individually.  In  doing  this  partitioning  we  must 
keep  in  mind  that  we  would  like  each  machine  to  operate  as  autonomously  as  possible  and  also  that  there 
are  costs  associated  with  communicating  information  between  machines  which  we  would  like  to  minimize. 

Usually  the  structure  of  a  device  (system)  directly  reflects  its  functionality.  Given  the  nature  of  the 
design  representation,  this  implies  that  the  subcomponents  of  the  device  themselves  behave  fairly 
autonomously.  This  in  turn  points  to  the  obvious  utility  of  partitioning  the  simulation  problem  by 
assigning  to  each  machine  the  subproblem  of  simulating  some  subset  of  the  components  of  the  device 
(system).  Such  a  partitioning  approach  will  tend  to  reduce  the  gross  interactions  and  shared  state 
between  the  machines,  thus  reducing  the  costs  associated  with  communicating  and  keeping  consistent  such 
information.  It  will  also  allow  each  machine  to  operate  reasonably  independently.  Furthermore,  if  the 
system  being  modelled  itself  exhibited  concurrent  activity  (a  multiprocessor  computer  system  like  C.\RE. 
for  example),  then  this  partitioning  scheme  may  enable  the  overall  simulation  of  the  system  .o  directly 
exploit  the  natural  parallelism  visible  in  the  events  that  represented  the  ‘actual"  concurrency.  The  above 
are,  in  fact,  basic  assumptions  of  the  .\IDE  distributed  simulation  approach,  as  they  are  of  most  other 
distributed  simulation  schemes  ;6,  3.  8,  9j. 
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Use  Buaber  cf  coxpoaeaa  ia  eie  camoeteii  sfficiiSK«  wfl  oe  far  s^aser  cfcaa  sfce 
□a^  of  sacMnes  (tfc«  taaidas  aa  approach  dut  esed  a  oac£iae4erel  prices  to  aaalate  eadr 
component  impractica!)  and  oa  the  likdihood  of  tise  cacseqseaces  of  eyeats  piopasassaf  from  any  feiork  cf 
the  partitioacd  derice  to  any  otcer  oJock.  Usse  assamptscas  are  joSifiesi  by  aa  anaSy^  cf  ttfee  OS£ 
architectural  specification. 


The  designer  initially  selects  a  set  cf  tnacbines  to  ese  ra  the  sicnelasson.  Tiae  system  initialires  a 
aimuJaticn  server  process  on  each  of  these  machines;  a  serrer  a  essentially  a  seqaeatsa!  simnlator  p5=s 
support  for  ^'nchroaiiaiion.  Thereafter,  the  desgner  Ecpca%  partitions  the  amuladcn  by  assigsisg 
parucipating  components  to  serrers.  Upon  compiling  any  relevant  syncbiooiiation  information  (see 
Section  3.4.1),  the  system  physically  distributes  the  components  as  specified  is  the  partitioo  to  the 
:  -levant  server  machines.  This  has  the  effect  that  the  lines  that  cosstitnte  the  cocnectica  paths  hetwees 
components  on  different  machines  now  also  run  between  the  relevant  machines. 


The  execution  of  a  simulation  consists  of  a  se-  ‘nee  of  biphase  simnlate-synchroaiie  qrcles  by  the  servers. 
During  the  simulate  phase  of  the  cycle,  a  ser  processes  those  treats  that  (according  to  the  information 
it  possesses)  cannot  be  preempted  by  any  other  pending  event  in  the  system.  Alter  proces^g  these 
events,  a  server  enters  the  synchronize  phase  of  the  cycle.  Each  server  communicates  (aa  abstraction  of) 
the  state  of  the  simulation  of  its  local  components  to  the  other  servers  and  then  awaits  reedpt  of  mmilar 
communications.  Thereafter,  each  server  interprets  these  simchronization  messages  to  determine  its  next 
set  of  extant  non-preemptable  local  events. 


3.3.3.  Conditions  for  Speedup 

In  the  context  of  this  system  organization,  we  can  identify  three  desirable  goab  if  we  are  to  achieve 
speedup. 

•  Maximum  concurrency.  The  greatest  possible  number  of  servers  should  be  actively  processing 
events  during  the  simulate  phase  of  any  system  cycle. 

•  Maximum  ratio  of  simulation  icork  to  synchronization  overhead.  The  simulation  work  done 
by  each  server  during  every  system  cycle  should  be  maximized  with  respect  to  the  overhead  of 
gathering  and  communicating  synchronization  information.  This  is  equivalent  to  saying  that 
the  number  of  synchronizatiou  points  should  be  minimized  over  the  duration  of  a  distributed 
simulation. 

•  Balanced  load.  The  simulation  work  done  by  each  of  the  actively  simulating  servers  in  any 
cycle  should  be  about  the  same  so  that  the  busiest  server  will  not  slow  down  the  entire  system. 


3.3.4.  Using  the  Device  Specincation  in  Determining  Preemptions 

Synchronization  based  on  the  simulated  limes  of  events  alone  unnecessarily  (and,  in  most  cases,  severely) 
restricts  the  amount  of  exploitable  concurrency.  Few  hierarchical  models  (e.g.,  CARE,  which  mixes 
detailed  simulation  of  .nter-processor  communication  with  more  abstract  simulation  of  intra-processor 
computation  activities)  exhibit  much  coincidence  at  the  event  level.  There  are  very  few  events  at  any 
given  simulated  time  and  so  there  will  be  very  few  opportunities  for  parallel  processing  in  their 
simulation.  The  problem  lies  in  assuming  that  an  event  with  simulated  time  t  could  be  preempted  by  any 
event  for  simulated  time  less  than  t.  The  functionality  of  the  device  being  simulated,  that  is,  the  dev;-** 
specification,  and  the  behavior  requirements  (see  Section  2.3.3)  provide  additional  information  for  bet''- 
estimating  potential  event  preemptions. 
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csed  hr  the  syBdtrocBaaoa  alforitJaa.  the  ctoer  its  sjrachronizaiioo  amndes  cx>mes  to  tmag  the  results 
of  t&e  itxH  aad  the  better  its  estimation  of  preemption  relationships.  We  organize  the 

syadaocoasion  tsfonsation  that  aa  event  carries  in  terms  of  the  “fields”  of  aa  event  “record”. 

l,Simzt!aUd  time  is  la  ^chrocization.  as  the  definitioa  of  preemption  aad  the 

“  impSementatioa  of  a  bdsarior  sperification  alreadj  suggest.  We  may  make  use  of  the  property 
itfiit  two  events  with  the  sasse  rimulated  time  are  always  independent  to  find  inherent 
parafielisnL. 

2.  The  component  b  also  csefcl  within  a  partitioning  scheme  like  ours  that  exploits  the 
structural  topology  of  the  device.  .As  a  component  has  a  minimum,  positive  simulated  time 
delay  between  consuming  aa  event  and  generating  one  on  aa  ou^>ut  port,  and  since  it  is 
Erectly  connected  to  only  some  small  subset  of  the  other  components,  an  event  for  that 
component  will  have  a  simulated  time  “lag”  before  it  could  preempt  an  event  on  a  component 
more  “distant”  in  terms  of  connections.  Thb  enables  a  server  simulating  the  latter 
component  to  consume  in  parallel  existing  events  for  it  up  to  “lag”  simulated  time  units 
beyond  the  event  for  the  original  component.  Connection  information  b  available  in  the 
structural  specification  of  a  device  and  minimum  delays  may  be  extracted  from  component 
behavior  spedficarions. 

3.  The  etate  property  being  changed  within  a  component  is  useful  when  a  behaviorally  complex 
component  has  a  number  of  internal  states  that  affect  its  output  ports  with  var]dng  delays. 

Thb  gives  better  bounds  for  “lag”  on  a  per-event  basb  within  such  a  component,  thereby 
giving  a  better  overall  approximation  of  possible  preemptions.  Such  information  can  be 
determined  as  for  the  component  itself. 

Much  of  the  above  synchronization  information  can  be  efficiently  compiled  before  the  actual  execution  of 
a  partitioned  simulation.  However,  some  of  it  must  still  be  computed  dynamically  by  the  machines, 
communicated  between  them  and.  finally,  used  by  them.  T.>b  results  in  overhead  costs  that  could 
undermine  the  speedup  gains  realized  by  the  increased  opportunities  for  parallelism. 


3.4.  The  .A.IDE  Dbtributed  Simulator 

In  thb  section  we  examine  in  some  detril  the  synchronization  algorithm  used  by  AIDE.  The  algorithm 
reflects  a  particular  choice  in  the  complexity  of  the  synchronization  information  that  b  maintained, 
communicated  and  interpreted  by  the  .AIDE  simulation  servers.  We  conclude  with  some  performance  data 
for  a  simulated  multiprocessor  device  and  provide  an  analysis  of  this  data  with  respect  to  speedup. 

Each  simulation  server,  as  mentioned  above,  is  essentially  a  sequential  simulator  (operating  on  a  piece  of 
the  device)  with  support  for  system-wide  synchronization.  Each  server  maintains  an  eventlist  and  a  local 
clock  whereby  local  non-preemptable  events  are  processed  as  in  a  serial  simulator  (this  is  not  quite  true, 
see  Section  3  4  1).  It  b  thus  convenient  to  abstract  synchronization  information  into  information 
regarding  the  simulated  times  of  possible  inter-server  preemptive  event  arrivals  and  departures.  This  ts 
precisely  what  AIDE  does. 

3.4.1.  Static  Synchronization  Information 

Partitioning  in  AIDE  begins  by  the  user  selecting  a  partitioning  level  in  the  hierarchy  of  components  that 
constitute  the  device.  Every  component  at  this  level  is  considered  to  be  a  logical  process  or  Ip.  This 
means  that,  unless  the  simulator  is  informed  otherwise,  simulated  time  at  any  point  in  the  execution  of 
the  simulation  will  be  consistent  within  the  Ip  and  all  of  its  subcomponents.  However,  different  Ips  mav 
have  different  simulated  times,  even  on  the  same  machine. 
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‘XbtreMiter,  the  user  logically  partitions  the  set  of  Ips  into  server  blocks.  Each  block  corresponds  to  a 
server  (machine)  that  will  simulate  its  member  Ips  during  the  execution  of  the  dbtributed  simulation. 
This  partitioning  is  currently  done  interactively  via  the  graphics-based  interface. 

The  synchronization  information  now  compiled  is  at  two  levels  :  the  intra-server  level  and  the  inter-server 
level.  In  both  cases,  the  information  is  static  during  simulation. 

At  the  intra-server  level,  the  following  quantities  are  computed  and  cached  within  a  component.  They 
use  a  required,  predeclared,  positive  minimum  event  delay  that  is  associated  with  each  top-level 
behavioral  specification  by  the  designer. 

1.  The  window-in  (WI)  of  a  component  is  the  minimum  simulated  time  delay  for  an  event 
received  on  any  “border”  input  port  (in  the  local  partition  block)  to  have  a  consequence  on  a 
port  cr  state  of  the  component.^”  Components  with  border  input  ports,  or  border  consumers, 
have  WI=0.  WI  quantifies  the  equivalence  of  a  topologically  “inland”  Ip  to  its  “closest” 
border  consumer  Ip  in  the  same  partition  block,  in  terms  of  the  propagation  delay  experienced 
by  preemptive  events  arriving  at  the  border  !p  during  simulation.  It  is  computed  by  simple 
path  analysis  within  each  block  of  the  partition,  in  conjunction  with  minimum  component 
delays. 

During  execution,  the  effective  simulated  time  (EST)  of  an  event  is  the  simulated  time  of 
the  event  minus  the  WI  of  the  component  concerned.  Events  at  a  server  are  sorted  and 
consumed  in  EST  order  in  an  effort  to  reduce  synchronization  points  by  increasing  the  number 
of  events  that  can  be  processed  in  a  given  simulation  phase.  By  this  technique,  local  Ips  can 
often  possess  different  simulated  times  and  yet  be  correctly  simulated  in  the  same  cycle.  Thb 
also  enlarges  the  work  to  overhead  ratio  of  an  execution  cycle. 

2.  The  window-out  (W'O)  of  a  component  is  the  minimum  simulated  time  delay  for  any  event 
that  is  consumed  by  the  component  to  have  a  consequence  on  each  “downstream  neighbor” 
block  (of  the  local  block).  The  WO  of  a  component  with  border  output  ports  (a  border 
producer)  to  the  directly  downstream  neighbor  block(3)  is  the  minimum  event  delay  associated 
with  the  component.  WO  quantifies  the  potential  preemptive  impact  of  an  unprocessed  event 
at  a  component  on  each  downstream  neighbor  block  of  that  component’s  block.  We  note  that 
the  utility  of  WO  is  predicated  on  the  assumption  that  the  device  will  be  partitioned  in  such  a 
manner  as  to  cluster  connected  components  together  on  a  server  and  that  there  will  be  a  small 
number  of  downstream  neighbor  blocks  for  each  block  of  the  partition.  We  also  note  that, 
unlike  WT  which  is  based  on  an  Ip,  WO  is  calculated  for  each  individual  participating 
component  since  it  does  not  affect  time  consistency  within  an  Ip.  The  WO  delays  are 
calculated  using  path  analysis  within  each  block  of  the  partition,  along  with  the  minimum 
delays  on  components. 

During  execution,  the  WO  record  of  the  relevant  component  is  stored  with  each  produced 
event.  At  the  beginning  of  a  synchronize  phase,  the  WOs  on  all  extant  events  are  used  by  a 
server  to  calculate  the  earliest  times  any  unprocessed  local  event  could  affect  each  of  its 
downstream  neighbor  servers.  Such  neighbor  Impact  times  are  communicated  in  a 
synchronization  message  to  the  other  servers.  Each  recipient  server  can  abstract  these 
neighbor  impact  times  into  impact  times  at  every  server  (including  itself)  by  using  the  inter¬ 
server  delay  table  (see  below). 
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A  border  port  iS  one  ih»t  iS  connected  with  ^  port  of  »  component  m  tome  other  block  of  the  logical  putition. 


component  is  a  border  component. 


Its  owning 
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Windows  can  be  overridden  during  the  simulation  [ste  Section  3.4.2). 
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Figure  3>1:  Example  of  a  Partitioned  Device 

At  the  inter-server  level,  the  WO  quantities  are  abstracted  into  a  table  of  inter-block  event-consequence 
propagation  delays.  The  system  conducts  shortest-path  analyses  on  the  blocks  of  the  partition  and 
constructs  a  table  that  associates  with'  each  block  and  each  of  its  downstream  neighbor  blocks  the 
minimum  event  impact  delay  to  every  other  block.  Hence,  when  a  server  says  that  it  has  a  local  event 
that  could  affect  a  downstream  neighbor  at  a  certain  simulated  time,  every  server  can  use  this  table  to 
determine  the  minimum  additional  delay  before  the  consequences  of  that  event  could  traverse  the 
downstream  neighbor  and  ultimately  have  a  local  preemptive  impact. 

3.4.2.  Dynamic  Synchronization  Information 

As  mentioned  in  Section  3.3.4,  complex  components  often  exhibit  varying  consequence  delays  for  events 
on  different  state  properties.  This  is  particularly  true  of  an  abstract  model  like  CARE.  Also,  sometimes 
when  an  event  is  generated  for  some  future  simulated  time,  the  functionality  of  the  component  in  question 
may  imply  that  it  can  be  consumed  "eagerly”  or  with  a  higher  WI,  and  thus,  lower  EST  (e.g.,  when  a 
subcomponent  of  an  Ip  does  not  require  the  time  consistency  provided^  by  default).  AIDE  allows  the 
designer  to  convey  this  sort  of  information  to  the  simulator  by  allowing  metabehavioral  declarations  for 
each  component  class.  These  declarations  take  the  form  of  propositions  that  give  scheduling  hints  to  the 
local  server  in  terms  of  better  bounds  on  the  WI  and  WO  of  the  component  for  events  on  specific  state 
properties.  Such  bounds  are  computed  relative  to  the  component’s  I/O  ports  at  event-generation  time 
and  passed  to  the  simulator  to  be  generalized  to  the  local  partition  block. 

AIDE  provides  the  netabehavior  form  to  declare  the  metabehavior  rules  and  the  minimum  event 
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,  _ -laa-  It  has  *  compiler  to  transform  these  rules  into  more  efficient 

propagation  delay  of  a  component  class. 

procedural  code.  Details  may  be  found  in  [lOJ. 

3.4.3.  Synchronisation  Algorithm  j  •  •  j-  .  u  .  j  r  j  • 

Once  the  static  synchronization  information  has  been  compiled,  the  device  is  distributed  as  specified  in 

the  partition.  Components  in  each  block  of  the  logical  partition  are  physically  migrated  to  the 
corresponding  server  machine  (see  Appendix  I).  The  simulation  is  initialized.  Figure  3-2  shows  the 
physical  system  organization  of  a  simulation  that  has  been  distributed  over  4  machines.  Note  that  the 
bidirectional  network  streams  between  server  machines  carry  events  (over  the  lines  of  the  distributed 
device)  as  well  as  synchronization  messages. 


umnl4it4  dr  Sttyft  t 


f Wf/vrridM/  p^yucal  uncm  t 


Figure  3-2;  Typical  Organization  of  a  Distributed  Simulation 

As  mentioned  above,  each  simulation  server  is  a  sequential  simulator  with  additional  capabilities  for 
synchronization.  These  capabilities  include  data-structures  and  procedures  for  generating,  transmitting, 
receiving  and  interpreting  synchronization  messages. 

A  synchronization  message  sent  by  a  server  consists  of  : 

1.  The  local  server’s  unique  identifier.  For  efficiency,  this  is  an  integer  that  is  used  as  an  index 
into  various  tables. 

2.  The  EST  of  the  event  at  the  head  of  the  local  server’s  eventlist  at  the  instant  that  the 
synchronization  message  was  sent. 

3.  An  alist  of  the  local  server’s  downstream  neighbor  servers  and  the  lowest  neighbor  impact 
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times  (see  3-4.1)  of  all  the  local  server’s  unprocessed  events  with  respect  to  each  of  these.  This 
alist  describes  the  preemptions  that  could  happen  in  the  next  simulate  phase. 

4.  An  alist  associating  with  each  of  the  local  server’s  downstream  neighbor  servers  the  earliest 
simulated  time  of  any  events  that  were  generated  in  the  just-completed  simulate  phase  that 

-  were  sent  (over  component  lines)  to  that  neighbor  server.  This  is  the  local  server’s 
preemption  alist  and  it  describes  the  preemptions  that  actually  happened  in  the  previous 
simulate  phase. 

•  Generation.  Synchronization  messages  are  generated  in  the  server  process.  EST  and  neighbor 
impact  times  are  obtained  by  scanning  the  eventlist.  The  preemption  alist  is  obtained  via  a 
table  that  is  updated  by  the  ports  that  forwarded  events  to  an  input  port  on  some 
downstream  neighbor  server  in  the  preceding  simulate  phase.  This  table  contains  the  earliest 
simulated  times  of  such  events,  if  they  were  generated.  It  is  reset  at  the  end  of  a  synchronize 
phase  and  updated  during  a  simulate  phase. 

•  Tranamisaion.  Synchronization  message  transmission  is  done  in  the  server  process.  The 
server  gains  access  to  the  stream  (see  Figure  3-2)  to  each  server  and  sends  (a  copy  of)  the 
message  on  that  stream.  Since  events  are  generated  in  the  server  process  only,  and  since  a 
stream  acts  as  a  FIFO  queue,  we  are  guaranteed  that  synchronization  messages  will  arrive  at 
the  remote  server  after  any  transmitted  preemptive  events  and  after  all  previous 
synchronization  messages. 

•  Reception.  All  stream  reception  is  done  asynchronously  in  a  single  background  process  (see 
.Appendix  I).  As  preemptive  events  are  received  over  a  network  stream,  they  are  atomically 
entered  into  the  local  server’s  eventlist.  As  synchronization  messages  are  received  over  a 
stream,  they  are  atomically  queued  in  a  FIFO  queue  reserved  for  the  sending  server.  The 
server  process  polls  this  queue  to  determine  whether  a  synchronization  message  has  been 
received  from  the  sending  server. 

•  Interpretation.  Interpretation  is  done  in  the  server  process.  Each  server  maintains  2  tables,  a 
next-EST-table  and  a  neighbor-impact-table,  each  of  which  has  an  entry  for  each  server 
in  the  system.  .After  all  synchronization  messages  in  a  given  cycle  have  been  interpreted  (as 
described  below),  the  next-EST-table  contains  the  correct  lowest  EST  of  each  server  in  the 
system  and  the  impact-table  contains  the  correct  lowest  neighbor  impact  times  (see  Section 
3.4.1)  for  each  server  from  any  of  its  upstream  neighbor  servers. 

During  execution,  an  AIDE  simulation  server  runs  the  usual  cycle  of  two  phases. 

1.  Synchronis*.  If  the  server  was  active  (processed  some  local  events)  in  the  preceding 
simulate  phase,  it  generates  a  synchronization  message  as  described  above.  A  copy  of  this 
message  is  transmitted  to  each  server  in  the  system. 

Each  server  now  uses  the  next-EST-table  that  was  computed  in  the  preceding  synchronize 
phase  to  determine  which  servers  were  active  in  the  preceding  simulate  phase.  This 
determination  is  analogous  to  that  done  to  find  out  whether  the  local  server  was  active  (see 
below).  It  waits  to  receive  a  synchronization  message  from  each  of  these  servers.  Once  a 
server  determines  that  synchronization  messages  have  been  received  from  all  the  active  servers, 
it  interprets  these  messages. 

The  next-EST-table  is  filled  in  first.  The  EST  reported  in  each  synchronization  message  is 
initially  entered  for  the  corresponding  server.  Then  the  preemption  alists  are  merged  into  the 
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table  entries  -  an  EST  is  replaced  if  a  preemptive  event  with  a  lower  EST  was  forwarded  to  a 
server  from  one  of  iu  upstream  neighbor  servers.^  Then  the  neighbor-impact-table  is  updated. 
Initially,  aU  reported  neighbor  impact  times  from  alt  non-preempted  servers  (see  previous 
paragraph)  are  minimised  into  their  downstream  neighbor  servers’  corresponding  impact-table 
entry.  The  neighbor  impact  times  for  each  preempted  server  are  recalculated  (using  the 
-  compiled  inter-server  delay  table)  and  merged  into  the  impact-table. 

At  this  point  the  next-EST-table  and  neighbor-impact-table  correctly  reflect  the  system  state. 

Now  the  local  server  extrapolates  the  neighbor  impact  times  to  determine  whether  it  will  be 
actively  simulating  during  the  next  simulate  phase.  This  is  done  by  using  the  inter-server 
delay  table  to  calculate  the  local  preemption  time  (PT),  which  is  the  minimum  impact  time 
of  a  preemptive  event  arrival  from  any  other  server  via  a  path  through  any  of  its  downstream 
neighbors  during  the  next  simulate  phase.  If  the  local  EST  (taken  from  the  next-EST-table 
and  thus  correct)  is  less  than  PT,  then  the  server  will  be  active;  otherwise,  it  will  be  inactive. 

For  efficiency,  similar  activity  calculations  for  the  other  servers  in  the  system  are  deferred 
until  the  local  server  has  to  wait  for  them  to  report  in  the  next  synchronize  phase  (see  above). 

2.  Simulate.  If  the  server  determines  that  it  is  active  in  this  phase,  it  processes  all  the  existing 
local  events  that  have  EST  less  than  PT  (making  use  of  WI).  Events  from  upstream  servers 
may  be  asynchronously  received  for  border  input  ports  but  they  will  be  for  simulated  times 
not  less  than  PT.  Similarly,  events  on  local  border  output  ports  may  be  transmitted 
asynchronously  to  remote  input  ports.  As  local  events  are  generated,  they  are  sorted  by  EST 
into  the  eventlist;  they  may  be  safely  processed  in  the  current  phase  if  their  EST  is  less  than 
PT. 

During  the  execution  of  a  distributed  simulation,  the  user  may  interactively  issue  commands  to  the 
servers  to  break,  continue,  or  reset  the  simulation.  The  system  currently  provides  no  instrumentation 
capabilities  aside  from  a  general  text  trace  facility. 

3.4.4.  Acceptability  of  the  Algorithm 

To  show  that  this  algorithm  is  acceptable,  we  first  note  that  the  simulation  activity  of  a  server  during 
any  simulate  phase  does  not  violate  the  acceptability  condition  if  we  assume  that  the  minimum  event 
delays  and,  hence,  WI  calculations,  are  correct.  This  can  be  seen  in  the  fact  that  the  server  essentially 
runs  a  sequential  simulation  in  this  phase,  processing  all  existing  events  that  cannot  be  preempted  by  an 
external  arrival  at  a  border  input  port  (which  will  have  a  simulated  time  of  at  least  PT)  during  that 
phase. 

Secondly,  the  (single)  network  communication  stream  between  any  two  servers  behaves  as  a  virtual  queue 
for  preemptive  events  and  synchronization  messages.  Therefore,  preemptive  events  (from  an  upstream 
neighbor)  show  up  in  a  server’s  eventlist  before  a  synchronization  message  denoting  the  completion  of  the 
current  simulate  phase  at  the  upstream  server  is  received.  Therefore,  local  simulation  state  is  consistent 
before  a  server  performs  the  activity  calculations  for  the  next  simulate  phase. 

Thirdly,  incorrect  information  regarding  minimum  ESTs  (caused  by  the  interval  between  sending  a 
synchronization  message  and  receiving  all  other  synchronization  messages,  during  which  an  event  with  an 
earlier  local  EST  could  be  received  from  an  upstream  neighbor  server)  is  overcome  by  having  each  server 


^^The  preempted  server  may  hive  generited  its  synehronUition  messige  ie/ore  the  irrivil  of  the  preemptive  event.  Hence,  the 
locil  EST  It  reported  miy  be  iniecurite.  This  could  happen  if  the  preemptive  event  hid  i  lower  simulated  time  and,  hence,  EST 
(because  the  component  of  the  preemptive  event  will  have  WI=*0),  than  the  event  that  was  previously  at  the  head  of  the  server  s 
eventlist. 
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include  in  a  synchronization  message  the  minimum  times  of  remote  events  generated  for  every 
downstream  neighbor  server  during  the  preceding  simulation  phase.  Hence,  once  all  the  required 
synchronization  messages  from  active  servers  have  been  merged  in  a  synchronize  phase,  a  server’s  next- 
EST-table  correctly  reflects  the  state  of  the  entire  system.  If  component  event  delays  are  correct,  then  so 
are  the  WO  calculations  and  so  is  the  precompiled  inter-server  delay  table;  therefore,  a  server’s  neighbor- 
impact-table  at  this  point  will  accurately  reflect  the  earliest  possible  preemptive  arrivals  at  each  neighbor, 
and  the  PT  and  activity  calculations  (which  extrapolate  neighbor  delays  using  the  delay  table)  will  also  be 
correct. 

A  formal  proof  of  acceptability  can  be  constructed  by  following  the  methodology  given  in  (3). 


3.4.5.  Deadlock  Avoidance 

Peacock  et  al  have  shown  that  a  cyclic  path  of  connected  zero-delay  components  is  a  necessary  condition 
for  deadlock  to  occur  in  a  distributed  simulation  [8j.  Since  AIDE  requires  that  components  have  a 
minimum,  positive  delay,  and  since  a  server  simulates  at  least  one  component,  this  condition  can  never  be 
satisfied  in  a  distributed  AIDE  simulation.  Hence,  deadlock  is  avoided. 

3.4.0.  A  Probabilistic  CARE  Model 

To  evaluate  the  performance  of  the  AIDE  algorithm,  we  use  a  probabilistic  model  of  a  multiprocessor 
based  on  CARE.  The  characteristics  of  this  model  were  induced  from  CARE’s  event  history  in  a  serial 
simulation.  As  mentioned  earlier,  CARE  exhibits  clusters  of  “communication”  events  (representing  packet 
routing  between  nodes)  that  are  localized  in  simulated  time  as  well  as  over  the  processor  grid.  These  are 
intermixed  with  slower  “computation”  events  (representing  processing  activity  within  a  node)  that  have 
larger,  more  varying  simulated  time  periods.  In  using  a  probabilistic  model,  we  bypass  many  of  the 
additional  software  issues  involved  in  distributing  CARE  programs  while  still  retaining  information  that 
allows  us  to  predict  the  performance  of  a  distributed  simulation  of  the  architecture. 

The  device  to  be  simulated  consists  of  a  quad-connected  array  of  processing  elements  (PEs).  Each  PE 
does  both  computation  work  and  local  message  routing  in  the  array.  The  quantity  and  real  and 
simulated  time  durations  of  the  events  consumed  by  a  PE  are  controllable  through  the  use  of 
parameterized  probability  distributions  to  represent  each  type  of  activity.  Typical  sizes  of  the  array  are 
64  and  236  PEs. 

3.4.7.  Performance  Analysis 

Table  3-1  presents  data  collected  for  distributed  simulations  of  two  models.  The  first  five  experiments 
were  done  with  a  256-PE  probabilistic  CARE  model  on  I,  2  and  4  machines.  This  model  was 
parameterized  to  exhibit  different  computational  characteristics  by  varying  the  real-time  to  process  events 
(F=fast,  S=slow),  the  number  of  initial  events  (H=heaviiy  loaded)  and  their  staggering  in  simulated 
time  (D=dispersed),  and  the  regularity  of  event  consequences  (R=more  regular,  N=normal,  CARB-like). 

The  sixth  experiment  used  a  different  behavioral  characterization  of  the  CARE  structural  model  in  which 
intra-PE  “computation”  was  specified  in  detail  while  inter-PE  “communication”  was  more  abstractly 
specified.  The  array  was  heavily  loaded,  with  initial  events  at  each  PE.  The  purpose  of  this  particular 
experiment  was  to  test  ADE's  performance  on  a  model  that  exhibited  the  desirable  characteristics  for 
speedup  delineated  in  Section  3.3.3. 

In  each  experiment,  speedup  was  measured  by  comparing  the  event  processing  rate  (in  events  processed 
per  elapsed  second)  achieved  by  the  distributed  system  to  that  attained  in  a  serial  simulation  of  the 
device.  Concurrency  was  measured  by  sampling  the  number  of  servers  that  actively  simulated  in  a 
system  cycle  (the  sampling  was  done  every  cycle). 

The  data  is  presented  in  terms  of  the  time  breakdown  at  a  typical  server  both  in  every  cycle  (Table  .A/ 
and  in  every  active  local  cycle  (Table  B).  In  other  words.  Table  .\  averages  a  server’s  performance  over 

4-316 


Desisn  Validatioa 


aCDE 


all  system  cycles  (irrespective  of  concurrency),  and  Table  B  averages  a  server’s  performance  over  those 
cycles  in  which  it  was  actively  simulating.  The  latter  gives  a  better  idea  of  system  performance  per  cycle 
since  it  takes  into  account  the  effects  of  concurrency. 

The  important  observation  is  that,  for  the  usual  CARE  model,  only  experiment  I  achieved  any  performance 
improvement  over  the  serial  case  (225/200).  Furthermore,  this  speedup  was  at  best  marginal,  although 
average  concurrency  was  nearly  optimal  (3.9/4).  However,  experiment  VI  with  the  “good”  model 
demonstrated  an  excellent  performance  improvement;  the  speedup  factor  was  1.73  out  of  a  best-case  2.  In 
the  other  experiments,  the  ratio  of  simulation  work  done  co  synchronization  overhead  was  simply  too  low, 
resulting  in  performance  losses,  so  that  the  system  could  not  even  match  the  serial  event  processing  rate. 

Another  observation  is  that  serious  limits  on  server  concurrency  appear  to  be  unavoidable  in  a  model  with 
the  structural  and  behavioral  characteristics  of  CARE.  This  is  because  (l)  the  model  attempts  to  model 
inter-PC  behavior  (communication)  in  much  more  detail  than  intra-PE  activities  (computation),  (2) 
packet  routing  done  by  the  PCs  is  based  on  the  dynamic  network  load  in  the  array,  and  (3)  the  PCs  are 
elosely-eoupled  in  that  each  PC  can  route  a  packet  to  any  other  PC  in  the  array  with  a  small  number  of 
fast  inter-PC  routing  hops.  It  is  typical,  therefore,  that  the  appearance  of  a  communication  event  at  any 
PC  within  a  server  severely  limits  the  “looseness  window”  or  degree  of  independence  of  the  other  servers, 
because  it  could  potentially  have  a  consequence  on  any  PC  in  the  array  in  the  very  near  simulated  time 
future.  This  ultimately  curtails  the  concurrency  (and  therefore  the  speedup)  of  the  system  because  of  the 
similar  consequent  communication  events  that  result  as  the  CARE  packet  moves  through  the  inter-PC 
lines.  Additionally,  when  pending  PC  computation  events  are  consumed,  they  tend  to  have 
communication  consequences  for  simulated  times  far  beyond  those  calculated  using  the  inter-server  event 
propagation  delays  on  packets  being  routed  in  the  array.  Comparing  experiments  I  and  11  demonstrates 
this;  in  experiment  I,  the  “regular”  model’s  event  pattern  was  such  that  the  consequences  of  computation 
events  were  generated  with  a  delay  that  was  close  enough  to  the  inter-server  windows  to  raise  concurrency 
to  3.9/4  (versus  2.2/4  in  experiment  II  with  the  “normal”  behavior  model). 

The  close  coupling  of  PCs  also  decreases  speedup  because  of  all  the  associated  synchronization  overhead 
(communication  and  serialization)  that  emerges  from  the  resulting  close  coupling  of  the  similation  servers. 
A  large  part  of  a  typical  CARE  event  set  consists  of  the  serializing  communication  events,  well-staggered  in 
simulated  time  and  well-distributed  over  the  array,  and  the  dynamic  routing  scheme  of  CARE  makes  it 
impossible  to  bring  any  better  knowledge  to  bear  on  the  preemptive  bounds  of  such  events  to  help  the 
servers  loosen  their  event-processing  windows.  The  “good”  model,  on  the  other  hand,  manages  to 
sufficiently  decouple  the  PCs  at  the  simulation  level  to  attain  a  marked  decrease  in  the  number  of 
synchronization  points  for  the  distributed  simulation,  with  corresponding  performance  gains. 

One  final  reason  for  the  poor  performance  of  the  system  is  that  it  often  is  the  case  that  even  if 
concurrency  is  optimal  there  are  actually  only  very  few  events  to  process  at  each  server.  The  data  shows 
that  it  is  much  cheaper  to  process  an  event  (of  the  order  of  1  millisecond)  than  to  send  and  receive  a 
synchronization  message  (of  the  order  of  100  millisconds).  Hence,  in  experiments  11  and  HI  we  see  that 
lower  concurrency  leads  to  a  better  overall  event-processing  rate. 

Where  does  the  time  go  during  synchronization?  Table  3-1  shows  that  sending  a  synchronization  message 
takes  about  20  milliseconds  per  remote  server  in  local  processing  overhead  at  the  sending  server  (see  row 
Local  Stream).  This  overhead  consists  of  byte-coding  the  LISP  data,  packet  allocation,  and  the 
protocol-level  overhead  associated  with  stream  reliability  (e  g,,  packet  sequencing,  acknowledgements  and 
.•etransmissions)  and  network  interface  access.  There  is  a  greater  local  processing  cost  at  the  receiving 
server;  besides  the  costs  mentioned  above,  packet  reception  costs  include  process-switching  for  the 
scheduler  and  the  network  receiver  processes  and  various  protocol-level  checks  to  ensure  the  integrity  of 
the  data  contained  in  a  received  packet.  Unfortunately,  an  active  server  has  to  send  a  synchronization 
message  to  every  other  server  during  a  synchronization  phase,  so  this  cost  grows  with  concurrency  and 
with  the  number  of  machines.  However,  only  active  servers  contribute  to  this  cost,  so  we  have  made  some 
gains  over  the  naive  O(N^)  approach,  and  high  concurrency  is  quite  rare  in  practice. 
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II 


III 


IV 


VI* 


Total  Server  Macblaes 

4 

4 

2 

2 

2 

2 

CARE  Model  Type 

R.F 

N.S.H 

N ,  S ,  H 

N,  D 

N.H 

'Good* 

Avg  Concurrency 

Avg  Event  Rate  (e/s) 

3.9 

200-250 

2.2 

60-70 

1.5 

100 

1.3 

124 

1.6 

140-150 

2 

551 

Serial  Event  Rate  (e/s) 

200+ 

120 

130 

180 

180? 
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A.  Server  performance  per  SYSTEM  cycle 

SYNCHRONIZE  (Ms) 

1 _ 

343 

188 

129 

83 

103 

1312 

Send  Sync  (Ms) 

66 

38 

15.7 

12.15 

15.84 

35.5 

Compute  (Ms) 

3 

l.S 

1.85 

1.15 

1.84 

19.9 

Local  Stream  (Ms) 

1 - 

63.3 

38.5 

13.83 

11 

14 

16 

Receive  Sync  (Ms) 

275 

150 

111 

70 

87 

1276 

Compute  (Ms) 

2.5 

2.4 

0.04 

0.05 

0.04 

<1 

Walt  A  Stream  (Ms) 

1 - 

273 

147 

111 

70 

87 

127S 

Interpret  Sync  (Ms) 

2 

2 

0.54 

0.53 

0.53 

1 

SIMULATE  (Ms) 

161 

52 

141 

58 

108 

11853 

B.  Server 

performance  par  local  ACTIVE  cycle 

SYNCHRONIZE  (Ms) 

1 - 

342 

218 

130 

88 

106 

1312 

Send  Sync  (Ms) 

67 

68 

20 

18 

19 

35.5 

Per  Stream  (Ms) 

22 

22  ' 

20 

18 

19 

35.5 

SIMUUTE  (Ms) 

1 - 

163 

83 

183 

90 

135 

11853 

Folding  Slmsteps  W 

1.85 

2 

3.9 

3.7 

3.6 

57.9 

Remote  Events  («) 

1.2 

0.28 

0.21 

0.13 

0.28 

5.8 

Remote  Events  (Ms) 

26 

6 

4 

2 

5 

112 

Notes 

•  Table  A  breaks  down  a  typical  server's  activity  in  a  system  cycle  as  time  spent  in  simulation 
and  synchronization.  Synchronization  consists  of  sending,  receiving,  and  interpreting  sync 
messages.  The  first  two  of  these  have  a  computation  cost  and  a  communication  cost. 

•  Table  B  reflects  the  fact  that  only  active  se.rvers  in  a  system  cycle  actually  send 
synchronization  messages  and  simulate.  However,  as  every  server  must  receive  sync  messages, 
we  do  not  repeat  that  data  here. 

•  Local  Stream  denotes  local  overhead  in  getting  a  message  to  a  network  stream. 

•  Walt  t  Stream  denotes  the  average  wait  until  the  last  sync  message  for  a  system  cycle  is 
enqueued  at  the  recipient  server.  It  does  not  distinguish  load  imbalance  from  message  latency. 

The  ‘good’  model  is  discussed  in  the  text. 


Table  3-1;  Performance  Data  for  256  PE  Probabilistic  CARE  Model 
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Based  on  the  above  analysis,  we  may  assume  that  the  average  latency  of  a  synchronization  message  is  at 
least  40>50  milliseconds  per  remote  server.  The  Walt  on  Strean  numbers  in  Table  3-1.  measure  the 
average  time  a  server  (whether  active  or  not)  spent  per  cycle  in  waiting  for  the  last  synchronization 
message  to  be  locally  received.  As  such,  this  data  cannot  distinguish  point-to-point  message  latency  from 
cases  in  which  synchronization  messages  were  simply  transmitted  late  due  to  the  transmitting  server  being 
busr  simulating,  or,  conversely,  cases  in  which  synchronization  messages  from  less  busy  servers  were 
already  queued  at  a  busily  simulating  server  before  it  started  the  wait.  Load  imbalance  is  the  most 
probable  reason  that  the  servers  in  experiment  VI  had  an  average  synchronization  wait  of  1278 
milliseconds  even  though  concurrency  was  optimal;  message  latency  cannot  be  more  than  a  minor  part  of 
that  wait! 

3.4.8.  Performance  Characterisation 

In  summarizing  our  performance  results,  we  return  to  the  conditions  for  speedup  put  forth  in  Section 
3.3.3  and  characterize  the  AIDE  algorithm  with  probabilistic  CARE  in  terms  of  these. 

•  Maximum  concurrency.  AIDE  tries  to  maximize  concurrency  in  the  simulation  by 
precomputing  good  static  lower-bound  path  delays,  allowing  the  user  to  specify  better  dynamic 
bounds,  and  maintaining  and  using  WO  to  each  neighbor  server  in  determining  better  path 
delays  for  inter-server  preemptions.  The  improvement  in  concurrency  over  an  early 
implementation  that  simply  did  the  first  of  the  above  (and  never  achieved  more  than  about 
1.1/N  concurrency)  has  been  impressive.  Furthermore,  the  computational  overhead 
introduced  by  maintaining  and  using  this  information  has  been  completely  swamped  by  the 
communication  cost  of  exchanging  it,  except  in  experiment  VI,  where  both  costs  were 
comparable.^^  However,  contrasting  experiment  VI  with  the  others  shows  how  a  suitable  model 
can  make  good  use  of  this  capability.  A  CARE-like  model  appears  unsuitable  by  virtue  of  its 
close  coupling  and  staggered,  irregular  event  pattern. 

•  Maximum  ratio  of  simulation  work  to  synchronization  overhead  per  active  step.  The  WI  and 
WO  mechanisms  serve  to  lengthen  the  simulation  phase  at  a  server.  However,  these 
mechanisms  are  only  useful  insofar  as  the  structural  and  behavioral  characteristics  of  the 
model  admit;  generally,  the  features  that  adversely  affect  concurrency  also  tend  to  decrease 
the  ratio  of  simulation  work  to  synchronization  overhead.  The  beneficial  effects  of  the  AIDE 
mechanisms  can  be  estimated  by  the  number  of  simulation  steps  that  occur  per  active  step  in 
Table  3-1.  Experiment  VI  with  the  "good”  model  averaged  nearly  60  simulation  steps  per 
synchronization  at  each  server,  and  the  simulation  work  per  active  step  was  an  order  of 
magnitude  greater  than  the  synchronization  work.  Not  visible  in  the  table  is  the  observation 
that  WI  often  results  in  events  in  the  very  near  future  being  simulated,  by  virtue  of  their 
EST,  in  the  current  simulation  step  and  hence  (some  of)  their  consequences  being  effectively 
hidden  from  synchronization.  The  ratio  of  useful  work  to  overhead  decreases  with  more 
machines  since  the  communication  cost  of  synchronization  usually  increases  and  the  average 
simulation  work  per  server  decreases.  On  the  other  hand,  concurrency,  and  hence  the 
potential  for  speedup,  tends  to  increase  with  the  number  of  machines  (to  a  certain  point). 

This  creates  a  difficult  trade-off  in  determining  the  most  effective  number  of  machines  to  use 
in  the  simulation  of  a  given  device. 

•  Load  balance.  The  effect  of  load-balance  on  speedup  is  perhaps  the  hardest  facet  of  the 
system  to  quantify.  There  is  no  question  that  load  balance  is  as  much  a  function  of  the 
behaviorad  characteristics  of  the  model  (regular  events  vs.  more  random  events,  the  number  of 
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events  processed  at  each  step  and  the  work  involved  in  processing  them)  as  of  the  partition. 
The  effecU  of  this  are  hard  to  measure  in  the  current  implementation  of  AIDE  because  it  does 
not  have  sufficiently  detailed  measurement  capabilities.  It  would  be  interes.ting  to  determine 
whether  there  is  any  correlation  between  the  load-balance  of  an  application  atop  CARE  and  the 
load-balance  of  a  distributed  simulation  of  the  architecture  running  this  application.  Other 
'  factors  affecting  load-balance  include  the  activity  of  the  incremental  garbage  collector  at  a 
server,  relative  server  machine  speeds,  and  network  activity. 


4.  Conclusions  and  Research  Questions 

In  AIDE  we  have  created  an  environment  that  is  capable  of  capturing  and  validating  interesting  designs. 
The  system  can  also  serve  as  a  testbed  for  investigating  the  performance  of  distributed  simulations  of 
such  designs.  '  We  have  carried  cut  such  an  investigation  for  a  probabilistic  model  of  a  multiprocessor 
system  that  is  based  on  the  CARE  machine  architecture. 


4.1.  Distributed  Simulation 

aide  uses  its  knowledge  of  the  device  being  simulated  to  increase  both  the  inter-server  concurrency 
(coarse-grain)  as  well  as  the  ratio  of  simulation  work  done  to  synchronisation  overhead  (akin  to  fine¬ 
grained  concurrency)  achieved  in  a  distributed  simulation.  Empirical  evidence  indicates  that  such 
knowledge  is  essential  if  distributed  simulation  is  to  realize  any  performance  gains,  and  that  the 
mechanisms  through  which  the  AIDE  system  exploits  this  knowledge  are  effective.  However,  some  modeb 
are  inherently  limited  in  the  amount  of  concurrency  they  allow.  Tightly-coupled  models  that  do  mixed¬ 
mode  simulation  (for  example,  CARE)  tend  not  to  admit  much  coarse-grained  concurrency;  synchronous 
models  (for  example,  logic  circuits)  and  loosely-coupled,  mixed-mode  models  tend  to  admit  much  more. 
Since  the  coupling  at  the  model  level  has  a  direct  counterpart  in  the  coupling  at  the  server  level  (by  virtue 
of  the  topological  partitioning  scheme),  this  translates  into  increased  synchronization  overhead  that 
usually  results  in  performance  degradation. 

In  addition  to  concurrency,  the  simulation  work  done  between  synchronize  phases  in  a  distributed 
simulation  must  be  substantial,  relative  to  the  overhead  of  synchronization,  if  any  performance  gains  are 
to  be  realized.  The  indications  from  our  experiments  with  the  AIDE  system  are  that,  for  speedup  to  be 
realized,  either 

•  the  processing  of  a  typical  event  (that  is,  a  behavior  invocation)  must  involve  substantial 
computation,  or, 

•  a  large  number  of  events  must  be  processed  between  synchronizations,  or, 

•  communication  costs  must  be  reduced. 

We  feel  that  in  the  simulation  of  CARB-like  devices  that  use  closely-coupled  components  and  mix  detailed 
simulation  of  inter-component  interaction  with  more  abstract  simulation  of  intra-component  function, 
achieving  the  first  two  goals  is  unlikely  to  yield  satisfactory  performance  improvements.  The  prognosis  is 
better  for  the  simulation  of  very  large  C.ARE-like  devices  on  a  small  number  of  machines  or  for  the 
simulation  of  more  loosely-coupled  or  synchronous  devices.  However,  the  third  condition  seems  desirable 
in  all  cases,  and  it  is  probably  achievable  through  software  or  hardware  optimizations.  This  promises 
substantial  speedup  gains  for  suitable  models. 

Lastly,  the  AIDE  synchronization  algorithm  is  not  sufficiently  well-suited  for  closely-coupled  models  that 
exhibit  a  behavioral  activity  pettern  in  which  events  are  well-scattered  over  the  structure  of  the  model. 
aide’s  structural  partitioning  scheme.  In  conjunction  with  the  relatively  close  behavioral  coupling  between 
different  structural  “pieces”  of  the  partitioned  device,  directly  translates  into  load  imbalances  during  the 
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distributed  simulation  of  such  a  device.  The  end-effect  of  this  is'  the  serialization  of  the  distributed 
system,  often  resulting  in  performance  losses.  The  effects  of  imbalance  tend  to  diminish  in  loosely- 
coupled  devices  and  in  those  that  exhibit  relatively  synchronous  events  in  a  most  parts  of  their  structure. 


4.2vOpen  Questions 

There  are  some  obvious  issues  that  need  to  be  resolved  with  respect  to  the  distributed  simulation 
algorithm  in  AIDE.  The  first  task  is  to  identify  and  reduce  the  communication  overhead  seen  in 
synchronization  as  this  has  the  potential  to  make  a  vast  difference  in  performance.  Another  task  is  to 
attempt  a  reduction  in  the  total  number  of  synchronization  messages  that  are  sent  during  a  simulation, 
thus  improving  the  simulation/synchronization  cost  ratio.  Perhaps  some  type  of  multicast  could  be 
developed,  thus  decoupling  the  coat  of  syschronization  from  the  total  number  of  machines,  or  the  basic 
synchronization  algorithm  could  be  modified  so  that  an  active  server  need  not  inform  every  other  server 
of  its  local  state.  Also,  if  the  costs  of  communication  could  be  substantially  reduced,  it  would  be  worth 
investigating  whether  the  lock-step  synchronize-simulate  system  cycle  could  be  improved  upon  to  reduce 
the  effects  of  load  imbalance  on  performance. 

Finally,  it  appears  to  be  a  challenging  problem  to  actually  implement  the  CARE  specification  in  AIDE  and 
execute  distributed  simulations  of  the  concurrent  machine  “running”  application  programs.  We  expect 
that  this  will  raise  interesting  problems  in  the  areas  of  distributed  debugging,  distributed 
instrumentation,  and  data  consistency  over  multiple  Lisp  environments.  We  hope  that  improvements  in 
the  performance  of  the  AIDE  synchronization  algorithm  will  make  such  an  effort  worthwhile. 
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I.  The  Distributed  Object  Subsystem 

In  this  appendix,  we  briefly  summarize  the  extensions  to  the  ZETALISP  programming  environment  that 
support  the  distributed  environment  of  AIDE.  The  underlying  idea  is  to  emulate  a  single  address-space 
over  multiple  address-spaces  by  implementing  remote-addresses.  This  implementation  is  done  through 
the  cooperation  of  three  types  of  entities  -  a  transaction  stream  manager,  an  interned  object,  and  a 
remote  object.  Each  of  these  is  implemented  via  the  FLAVOR  system. 

An  interned  object  is  the  only  Lisp  object  that  Is  required  to  exist  as  a  single  incarnation  in  this  emulated 
single-address-space.  Its  representation  on  a  remote  machines  that  needs  to  “point”  to  it  takes  the  form 
of  instance  of  a  remote  object  on  that  remote  machine.  Such  a  remote  object  essentially  contains  a  local 
pointer  to  the  transaction  stream  (called  its  access-stream)  that  links  the  local  host  to  the  host  that 
contains  the  real  interned  object,  and  a  unique  ID  within  the  context  of  that  stream  that  resolves  to  its 
real  incarnation  on  the  other  side.  Such  a  bidirectional  transaction  stream  manager  exists  between  every 
pair  of  hosts. 

By  requiring  that  all  (data  and  function)  accesses  of  interned  objects  be  through  the  form  of  messages 
sent  to  (a  local  pointer  to)  that  object,  we  can  have  a  remote  object  can  trap  all  accesses  (messages)  at  the 
local  host  and  forward  these  to  its  real  incarnation  at  its  residence  host.  There  the  appropriate  method 
gets  invoked,  either  in  a  default  background  process  if  the  call  is  for  effect,  or  in  a  new  process  if  it  is  for 
value.  When  a  message  is  sent  down  a  transaction  stream  for  value  the  sending  process  blocks  until  the 
result  is  received  by  it  (in  an  emulated  value  cell).  When  a  message  is  sent  for  effect  (for  example,  an 
event  from  an  output  port  to  a  remote  input  port  during  distributed  simulation),  the  local  sending  process 
simply  continues  as  normal.  Whether  a  message  is  sent  for  value  or  effect  is  currently  programmer- 
specified.  References  to  non-interned  objects  always  result  in  an  isomorphic  copy  of  that  object  being 
transferred  across  the  transaction  stream. 

Such  remote  method  invocations  are  rendered  fairly  efficient  by  using  an  extension  of  the  Lisp-machine 
BIN-file  data  transfer  protocol.  The  generality  of  the  transaction  stream  interface  also  allows  the 
migration  of  partial  networks  of  instances  to  various  machines  by  copying  them  to  the  destination 
machine  and  replacing  all  local  pointers  to  them  by  forwarding  pointers  (13|  to  newly-created  remote 
objects  (as  is  done  during  distribution  of  the  components  of  a  design),  the  shadowing  of  state  and 
messages  by  remote  objects  (as  is  done  for  the  nane  slot  of  all  .\IDE  components),  remote  procedure  and 
function  calls  (by  transferring  a  function  specifier  or  function  along  with  locally  evaluated  arguments  and 
funcalling  it  remotely).  The  system  provides  various  operators  to  carry  out  such  operations,  detailed  in 
(101. 

Transaction  streams  are  built  on  reliable  byte-streams.  We  use  a  system  of  locks  to  guarantee  the 
consistency  of  a  'f'gical  message  transfer  along  the  stream,  since  the  stream  may  be  multiplexed  between 
many  processes  and  interned  objects. 

The  distributed  object  subsystem  has  proven  its  utility  time  and  lime  again  during  the  development  of 
.AIDE.  Its  basic  mechanisms  currently  implement  functionality  that  ranges  from  user  control  of  the 
simulation  servers  to  cooperative  event  transformation  between  components  to  instrumentation.  As  an 
illustration  of  of  its  convenience  and  power,  we  report  that  an  (admittedly  naive)  implementation  of  a 
remote  graphics  extension  took  roughly  twenty  lines  of  code  to  specify  and  about  an  hour  to  debug. 
aide's  graphics  interface  does  not  now  distinguish  between  components  that  are  remote  and  those  that  are 
local. 
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1  Architectural  Model 


In  [2],  we  described  the  programmer's  interface  to  the  CARE  architectural  simulation  system[l]. 
The  interface,  called  LAMINA,  provides  support  for  driving  CARE  models  via  application  programs 
written  in  functional,  object-oriented,  or  shared  variable  styles.  In  this  paper  we  document  a 
shared  memory  Lisp  package,  called  QL,  that  is  built  upon  the  LA.MIN.A.  shared  variable  model. 
QL  is  based  on  concepts  from  Multilisp(4]  and  QL.A.MBD.\[3).  L.^e  them,  it  provides  constructs 
for  e.xpressing  parallel  computations  that  augment  an  underlying  serial  Lisp  system.  QL  uses 
Zetalisp[5]  as  its  base  language. 

The  remainder  of  this  section  briefly  reviews  and  e.xtends  the  basic  L.WIIN.A  shared  variable  model. 
Section  2  describes  the  QL  language  constructs  and  section  .3  describes  its  instrumentation  facilities. 
We  assume  that  the  reader  is  familiar  with  L.AMIN.A.  as  described  in  [2). 


1.1  Shared  Memory  in  CARE 

As  shown  is  figure  1,  a  shared  memory  C.\RE  model  consists  of  a  number  of  sites,  each  of  which 
behaves  either  as  a  processing  site  or  as  a  memory  site.  A  processing  site  has  processor  (i.e., 
evaluator  and  operator  [1])  resources  (P)  and  some  amount  of  local  memory  (m).  A  memory 
site  has  a  memory  controller  (MC;  and  some  amount  of  shared  memory  (M).  The  sites  typically 
communicate  via  a  point-to-point  network  or  a  system  of  busses. 

Shared  memory  cells  are  constructed  from  streams  encapsulated  in  remote  addresses  [2].  Cells  are 
allocated  on  memory  sites,  and  processors  access  them  onlv  thiough  memory  controllers.  Cells  hold 

'This  work  was  supported  by  D.ARP.^  Contract  F30602-S5-C-O0iy  by  N.AS.X  .\mes  Contract  NCC  2-220-Sl,  by 
Boeing  Contract  W266875.  and  by  Digital  Equipment  Corporation. 
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memory  sites 


MC  MC  MC  MC 


processing  sites 


Figure  1:  Processing  and  Memory  Sites 

a  single  value  at  any  time.  They  may  be  aggregated  into  data  structures  such  as  lists  and  arrays. 
LAMINA  provides  constructs  for  allocating,  reading  and  writing  such  data  structures  as  part  of  its 
shared  variable  interface. 


Address  Spaces 

As  shown  in  figure  2,  the  address  space  of  a  LAMINA  application  is  partitioned  into  local,  dynamic 
and  static  spaces. 

Local  space  is  distributed  among  the  processing  sites  of  the  system,  i.e.,  in  the  local  memories 
of  the  processors.  In  LAMINA,  data  structures  created  in  one  processor’s  local  space  cannot  be 
directly  accessed  by  another  processor.  Tliis  is  further  restricted  in  QL  in  that  local  data  structures 
can  only  be  accessed  by  the  local  processor.^  They  must  be  copied  into  dynamic  space  before  other 
processors  can  access  them;  this  is  discussed  further  in  section  1.2.  Data  structures  in  local  space 
are  manipulated  through  the  usual  Lisp  functions  e.xecuted  at  the  local  processor. 

'This  is  because  the  QL  shared  memory  model  does  not  currently  admit  globally  accessible  memory  controllers  at 
processing  sites.  Such  controllers  are  only  available  at  memory  sites.  This  also  implies  that  structures  encapsulated 
by  the  reference  primitive  of  LAMIN’.^  cannot  be  manipulated  with  the  shared  variable  operations. 
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1.2  Extensions  to  the  Shared  Memory  Model 


Figure  2:  Local,  Dynamic  and  Static  Addresses 


Dynamic  space  is  distributed  among  the  memory  sites  of  the  system.'  *\11  sharable  data  structures 
exist  in  dynamic  space.  They  may  be  manipulated  by  the  LAMIX.A  shared  variable  operations 
from  any  processing  site. 

Finally,  “immutable”  objects  such  as  compiled  functions  and  keyword  symbols  reside  in  static  space. 
We  assume  that  such  objects  are  available  at  each  processing  site  (corresponding  to  a  100%  cache 
hit  rate). 


1.2  Extensions  to  the  Shareci  Memory  Model 

In  this  section,  we  describe  some  extensions  to  the  L.A.MIN.\  shared  memory  model  that  go  beyond 
allocating,  reading  and  writing  shared  cells  as  described  in  [2]. 


^The  e.xceptions  are  futures  and  shared -queues,  which  are  created  in  d>namic  space  at  processing  sites  and  ate 
managed  by  the  operators  at  those  sites.  They  can  be  referenced  from  all  processors. 
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Coded  Blocks 


Structures  created  in  local  space  can  be  manipulated  very  efficiently  by  the  maintaining  processor 
because  there  is  no  need  to  traverse  the  communication  facility  on  every  access.  However,  as 
mentioned  earlier,  structures  created  in  the  local  space  of  one  processor  cannot  be  shared  with 
other  processors.  They  must  be  first  copied  into  dynamic  space.  For  convenience,  we  provide  an 
automatic  facility  to  accomplish  this  that  is  similar  to  the  means  used  to  communicate  values  in 
object-oriented  LAMINA. 

Whenever  a  processor  attempts  to  store  a  pointer  to  a  local  structure  into  dynamic  space,  the 
operator  at  the  processing  site  recursively  traverses  the  structure  and  copies  it  into  a  form  that  in¬ 
cludes  only  static  references  (to  objects  in  static  space),  dynamic  references  (to  cells  and  structures 
composed  of  them  in  dynamic  space),  internal  reft  ences  (to  subcomponents  of  the  structure  value 
in  local  space),  and  self-referentials  {i.e.,  "immediate”  objects  like  fixnums  and  small  floating-point 
numbers).  This  is  then  allocated  as  a  contiguous  coded  block  in  dynamic  space  and  a  reference 
to  it  is  stored  into  the  original  location.  The  encoding  has  associated  costs  for  interrupting  the 
operator  and  linearizing  the  structure,  and  the  processor  stalls  until  the  entire  write  completes. 

Similarly,  when  a  processor  reads  a  reference  to  a  coded  block  from  a  cell  in  dynamic  space, 
the  operator  at  the  processing  site  immediately  retrieves  and  decodes  the  block,  yielding  a  new, 
independent  structure  in  local  space  that  has  the  same  form  and  internal  relationships  as  the 
original.  Again  there  are  associated  operator  costs  for  the  decoding,  and  the  processor  stalls  for 
the  duration.  Repeated  reads  of  the  same  coded  block  provide  new,  non-aq  copies  of  the  same 
structure. 

This  permits  a  QL  program  to  conveniently  mi.x  globally  mutable  cells  with  independently  mutable, 
structured  values.  Note  that  an  application  can  choose  to  ignore  tliis  feature  if  it  is  required  that 
only  “pure”  shared  memory  operations  be  used. 

QL  uses  this  facility  when  copying  closures  between  processing  sites.  This  is  covered  in  section  2.1. 


Named  Structures 


Named  structures[5]  are  a  useful  data  abstraction  in  Lisp.  We  provide  a  named  structure  type, 
mamed-shared-array,  that  ma\  be  used  with  the  Common  Lisp  defstruct  macro  to  define  data 
structures  that  reside  in  dynamic  space.  Named  shared  arrays  are  used  to  represent  futures  in  QL, 
as  described  in  section  2.1. 
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Support  for  Futures 

Futures  in  QL  are  built  from  the  futures  provided  by  LAMINA.  The  latter  are  only  created 
at  processing  sites  and  are  managed  by  the  operators  at  these  sites.  The  primitive  function 
sharad-read-if-present,  when  called  with  (a  reference  to)  a  LAMINA  future,  will  return  only 
when  the  future  has  a  value.  The  future  may  reside  on  any  processing  site  and  may  be  accessed 
from  any  processor.  The  calling  process  is  always  descheduled. 

Another  useful  shared  memory  primitive  is  shared-replace-conditional.  The  form 


(shared-replace-conditional  cell  old  new) 


atomically  compares  the  contents  of  cell  with  old,  and,  if  they  are  eq,  replaces  the  contents  with 
new.  It  returns  t  if  the  replacement  took  place:  otherwise,  it  returns  nil.  The  arguments  old  and 
new  cannot  be  in  local  space.  This  primitive  is  used  in  QL  to  ensure  that  a  future  is  determined 
only  once. 


2  QL 


In  tlus  section,  we  describe  the  synta-x  and  implementation  of  QL.  .\.ll  symbols  denoting  functions, 
macros  and  data  structures  are  available  in  the  ql  package  unless  otherwise  qualified. 


2.1  Future,  Delay,  and  Value 

The  fundamental  means  for  evaluating  an  e.\pression  in  parallel  in  QL  is  through  the  use  of  the 
future  macro.  The  form 


(future  expression) 


immediately  creates  and  returns  a  future  object  that  will  hold  the  result  of  e.xecuting  expression 
when  it  is  available.  Free  variables  in  expression  are  L-.xically  closed  over  and  the  closure  is  scheduled 
for  e.xecution  according  to  the  scheduling  strategy  in  effect. 

The  closure  environment  formed  b\  future  is  initially  constructed  in  the  local  space  of  the  calling 
process.  It  is  then  recursively  copied  into  a  coded  block  in  dynamic  space.  When  the  closure  finally 
e.xecutes,  free  variables  that  contained  local  structures  in  the  caller's  process  will  contain  new. 
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isomorphic  local  structures  in  the  called  process.  Therefore,  any  variables  that  are  to  be  mutably 
shared  between  the  caller  and  the  callee  must  be  represented  as  shared  cells. 

Futures  are  eagerly  evaluated  in  the  sense  that  a  closure  scheduled  via  future  will  always  be  run. 
QL  provides  a  delay  construct  to  serve  the  needs  of  demand-driven  evaluation.  The  form 


(delay  expression) 


otherwise  behaves  like  future,  but  does  not  schedule  the  closure  corresponding  to  expression  until 
there  is  an  attempt  to  determine  the  future. 

Futures  are  not  automatically  determined  in  QL:  there  are  no  built-in  strict  functions  (but  see 
qlet).  Instead,  the  function  value  is  provided.  The  form 


(value  potential-future) 


is  the  identity  function  on  non-futures;  otherwise,  it  blocks  until  potential-future  has  obtained  a 
value — descheduling  the  calling  process  if  it  has  not — and  returns  fhe  result  of  recursively  calling 
value  on  this  value.  In  the  case  of  a  delay,  the  closure  that  will  determine  the  value  of  the  future 
is  first  scheduled  if  necessary,  value  always  returns  a  non-future  as  its  result. 

•A.  future  may  be  shared  between  processes;  it  is  guaranteed  to  be  determined  at  most  once.  Any 
object  may  be  tested  to  see  whether  it  is  a  future  (or  delay)  by  the  predicate  future-p. 


Implementation  Details 

.A  future  in  QL  is  represented  by  a  named  structure  of  type  inamed-shared-array  with  the 
following  slots: 


•  satisfied  :  This  is  a  flag' that  indicates  whether  the  future  has  a  value  or  not. 

•  cell  :  This  is  a  LAMINA  future  which  will  contain  a  reference  to  the  value  of  the  future 
once  it  is  avcdlable. 

•  value:  The  actual  value  of  the  future  is  stored  here.  Note  that  this  value  may  itself  be  a 
future. 

•  id  :  This  is  an  integer  identifying  the  future  for  instrumentation  purposes. 
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2.2  Qlet 


A  delay  is  represented  by  a  named  shared  structure  that  includes  the  future  structure.  It  has  the 
following  additional  slots: 


•  closure  :  This  contains  a  reference  to  the  closure  that  will  produce  the  value  for  the  future. 
The  reference  itself  always  contains  a  coded  block  reference,  which  contains  the  closure. 

•  requested-p  :  This  is  a  flag  that  is  used  to  ensure  that  closure  is  scheduled  at  most  once. 
2.2  Qlet 

Like  QLAMBDA,  QL  provides  the  qlet  macro  for  paralld  lambda  binding.  The  form 


(qlet  predicate  bindings  .  body) 


behaves  like  let  if  predicate  evaluates  to  nil.  If  predicate  evaluates  to  a  non-nil  value  other  than 
the  symbol  :  eager,  then  each  of  the  bindings  is  made  in  a  separate  process,  and  the  calling  process 
blocks  until  all  the  bindings  have  been  made  before  continuing  to  evaluate  body.  Finally,  if  predicate 
evaluates  to  :  eager,  the  bindings  are  started  in  separate  processes  but  the  calling  process  proceeds 
to  evaluate  body,  blocking  only  when  it  requires  the  value  of  one  of  the  bindings. 

Note  that  the  values  of  free  variables  that  are  closed  over  by  eacli  binding  form  in  bindings  are 
independently  copied  from  local  space  into  dynamic  space  if  necessary. 

qlet  is  implemented  in  terms  of  future  and  value. 


2.3  Other  Constructs 


QL  provides  a  number  of  other  constructs  that  are  based  on  future  and  value.  Some  of  these  are 
listed  below. 


•  (qspawn  predicate  .  expressions)  behaves  like  progn  if  predicate  evduates  to  nil;  otherwise 
it  evaluates  each  sub-e.\pression  in  expressions  as  a  future.  It  always  immediately  returns 
nil. 

•  (qmapcar  function  list .  othtr-args)  calls  function  with  each  element  of  list  and  with  other-args 
in  a  separate  future,  returmng  a  list  of  the  values  of  each  future.  The  input  list  must  be  in 
local  space,  and  the  result  is  also  constructed  in  local  space. 
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•  (qmapc  function  list .  other-args)  behaves  like  tjnapcar  but  does  not  wait  for  the  futures  to 
be  determined.  It  returns  an  undefined  value.  The  input  list  must  be  in  local  space. 

2.4  The  Qlambda  Process  Closure 

QL  provides  a  qlambda  construct  for  creating  process  c/os«res[3].  However,  unlike  QLAMBDA ’s 
construct  of  the  same  name,  there  is  no  predicate  to  control  whether  the  closure  is  run  as  a  separate 
process^,  nor  can  the  closure  be  directly  applied  via  the  usual  Lisp  mechanisms. 

The  form 


(qlambda  lambda-list  .  body) 


immediately  creates  a  new  process  closure  on  a  random  processing  site  that,  when  later  applied, 
will  run  the  lexical  closure  defined  by  body  with  arguments  bound  according  to  lambda-list.  Note 
that  the  values  of  free  variables  in  body  will  be  copied  into  dynamic  space  (as  a  coded  block)  if  they 
are  in  local  space. 

qlambda  blocks  the  calling  process  until  the  process  closure  has  been  created  and  returns  a  reference 
to  it.  It  does  not  invoke  the  closure.  Typically  the  result  of  calling  qlambda  is  stored  as  a  local  or 
global  variable  for  later  use. 

A  process  closure  created  by  qlambda  may  be  applied  from  any  process  by  passing  to  it  a  list  of 
evaluated  arguments.  The  closure  executes  such  calls  by  doing  the  appropriate  lambda-binding, 
evaluating  body  in  this  context,  and  passing  the  result  to  the  caller.  Each  application  of  the 
process  closure  is  atomic  with  respect  to  the  others.  QL  provides  the  following  functions  for  closure 
application: 

•  (apply-qlambda  closure-reference  args)  applies  the  process  closure  identified  by  closure- 
reference  to  the  list  of  evaluated  arguments  in  args,  blocks  until  a  vadue  is  returned  from 
the  application,  and  returns  this  value. 

•  (funcall-qlambda  closure-reference  .  args)  behaves  analogously  to  apply-qlambda. 

•  (invoke-qlambda  closure- reference  ,  args)  is  a  call  for  effect  on  the  process  closure.  It 
passes  a  list  of  the  evaluated  args  to  the  process  closure  identified  by  closure-reference  and 
immediately  returns  without  blocking. 

^This  is  because  a  closure  that  is  called  b>  multiple  processes  needs  to  be  atomic  with  respect  to  each  call  to 
ensure  consistency  An  ordinary  closure  does  not  have  this  property.  Rather  than  associating  a  busy/free  flag  with 
a  closure,  we  decided  to  restrict  the  semantics  of  qlambda  to  always  create  a  new  process. 
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2.0  The  Task  Scheduler 


Implementation  Details 


Process  closures  are  represented  using  F/at;ors[5]  instances  in  (the  simulation  of)  QL,  Instances  of 
the  qlambda  flavor  have  the  following  instance  variables: 


•  Arg-Quaue  :  This  is  a  LAMINA  shared  queue  into  which  references  to  the  parameters  and 
return  address  of  each  application  of  the  qlambda  are  put  (via  cu: shared-enqueue).  This 
queue  also  serves  as  the  “handle”  to  the  qlambda, 

f 

•  Closure  :  This  is  the  closure  that  is  applied  to  the  dequeued  arguments  whenever  the  qlambda 
is  applied. 


When  a  qlambda  closure  is  applied,  a  new  LAMINA  future  is  created  by  the  calling  process  to 
hold  the  result  of  the  application.  The  future  and  the  evcduated  arguments  are  formed  into  a  list 
which  is  moved  into  a  cell  in  dynamic  space  at  the  associated  memory  site  of  the  locd  processing 
site.  The  cell  is  queued  on  the  argument  queue  of  the  closure  and  then  the  calling  process  blocks. 
Some  time  later  the  closure  is  applied  to  the  (dereferenced)  arguments  and  a  new  cell  containing 
the  returned  value  is  stored  as  the  value  of  the  future.  The  calling  process  unblocks  and  reads  this 
cell  to  obtain  the  result  of  the  qlambda  application. 


2.5  The  Task  Scheduler 


The  closures  requested  to  be  scheduled  via  future  and  delay  are  called  tasks.  QL  provides  a 
scheduling  strategy  that  runs  these  tasks  in  processes. 

QL's  current  scheduler  may  be  characterized  as  centralized  and  demand-driven.  References  to 
requested  tasks  <ire  queued  on  a  central  shared  queue.  Free  processors  request  tasks  from  this 
queue  and  run  them  locally.  Processors  are  free  if  they  have  no  runnable  processes:  processes  that 
are  blocked  on  futures  are  not  runnable.  There  is  no  preemptive  scheduling  at  a  processor:  a 
process  runs  until  it  either  blocks  or  completes. 

The  function  initialize-ql  initializes  the  QL  scheduler.  It  must  be  called  by  the  application 
code  during  startup.  The  function-  available-processors  is  used  at  that  time  to  set  the  pool 
of  processors  on  which  QL  tasks  may  be  run:  by  default,  all  processors  are  part  of  the  pool.  The 
global  constant  ***task-queue***  points  to  the  cu: shared-queue  of  requested  QL  tasks.  This 
queue  is  created  on  the  processor  at  which  the  call  to  initialize-ql  is  made. 
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3  Instrumentation 


QL  is  provided  with  instrumentation  to  study  the  performance  of  applications  written  in  the  lan¬ 
guage.  In  particulax,  an  instrument  of  flavor  ql- instrument  may  be  used  to  visualize  the  perfor¬ 
mance  of  the  system.  Figure  3  shows  the  panels  of  such  an  instrument,  described  below. 


Processor  Queue  History  is  a  scrolling  line  panel  displaying  the  available  parallelism  in  the 
system  over  time.  The  horizontal  axis  depicts  simulation  time  and  the  vertical  axis  shows  the 
total  number  of  runnable  and  running  processes  in  the  multiprocessor  model. 

Processor  Queue  Load  is  a  scrolling  bar  panel  displaying  the  queue  load  per  processor  over 
time.  Queue  load  is  defined  asl-l/(l-f-  ^V),  where  N  is  the  number  of  runnable  processes 
at  the  processor.'  The  horizontal  axis  represents  simulated  time.  The  vertical  axis  represents 
the  processors  in  the  system.  Gray  shades  depict  the  total  process  queue  load  per  processor 
according  to  the  mapping  along  the  right  margin  of  the  panel.  This  panel  is  useful  in  seeing 
whether  the  system  load  is  balanced. 

Network  Latency  is  a  scrolling  line  panel  displaying  the  communication  latencies  in  the  system. 
The  horizontal  axis  shows  the  simulation  time  of  packet  arrivals  at  memory  controllers  and 
operators.  The  vertical  axis  shows  the  transmission  delays  experienced  by  these  packets. 
.Memory  latencies  are  appro.ximately  twice  the  displayed  latencies. 

QL  Task  Activity  is  a  scrolling  text  panel  showing  the  activity  of  application  tasks.  Each  line 
of  text  in  this  panel  corresponds  to  a  QL  task  and  shows  the  following  information: 

•  ID  is  the  unique  integer  identifying  the  task. 

•  Status  is  the  most  recent  status  of  the  task:  *  indicates  a  running  task,  ?  indicates  a 
task  that  is  blocked  on  a  future,  and  !  indicates  a  terminated  task. 

•  Activations  is  the  number  of  times  the  task  was  scheduled  to  run. 

•  Run  is  the  cumulative  run  time  of  the  task  in  milliseconds.  This  does  not  include  time 
accessing  shared  memory. 

•  Stall/MemOps  is  the  cumulative  time,  in  milliseconds,  spent  stalling  on  shared  memory 
operations,  and  the  total  number  of  such  operations  performed  by  the  task. 

•  Blocked  is  the  total  time,  in  milliseconds,  for  which  the  task  has  been  blocked  on  futures. 
This  does  not  include  time  spent  waiting  for  processor  resources. 

•  Runnable  is  the  total  time,  in  milliseconds,  spent  by  the  task  in  a  runnable  state,  i.e.. 
waiting  for  processor  resources. 

•  Site  is  the  processing  site  at  which  the  task  is  located. 

•  Task  is  the  top-level  closure  of  the  task. 

The  lines  are  sorted  according  to  the  time  the  task  was  most  recently  scheduled. 
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4  Current  Status 


QL  is  an  operational  shared  memory  Lisp  simulation,  although  it  is  by  no  means  a  complete  Lisp 
implementation.  The  non-uniform  treatment  of  shared  data  structures  (wliich  are  dealt  with  “by 
reference”)  and  local  data  structures  (which  are  dealt  with  “by  value”)  somewhat  modifies  the 
semantics  of  traditional  Lisp  operations.  This  is  particularly  evident  in  the  case  of  free  variables 
that  are  closed  over  with  future  and  qlambda— variables  in  loccd  space  are  always  copied  and 
cannot  be  mutably  shared.  Furthermore,  simulation  efficiency  concerns  dictate  that  the  ZetaJisp 
functions  that  underlie  QL  are  generally  only  applicable  to  local  data:  shared  data  structures  must 
be  manipulated  via  the  L.WIIN.A,  shared  variable  operations.  The  same  concerns  also  lead  to  the 
values  and  property  lists  of  symbols  not  being  modeled  as  shared  cells  in  dynamic  space. 

The  most  useful  style  of  programming  with  QL  is  one  that  uses  shared  ..ells  to  represent  all  and 
only  potentially  mutable  shared  data.  QL  has  been  successfully  used  to  construct  a  “blackboard” 
shell  system  for  the  development  of  concurrent  e.Kpert  system  applications. 


References 

[1]  Bruce  .A..  Delagi,  Nakul  Saraiya,  Sayuri  Nishimura.  and  Greg  Bvrd.  .An  instrumented  architec¬ 
tural  simulation  system.  Technical  Report  ST.AN-CS-87-114S  or  KSL-S6-36,  Knowledge  Systems 
Laboratory,  Computer  Science  Department,  Stanford  University.  January  1987. 

[2]  Bruce  A.  Delagi,  Nakul  P.  Saraiya,  and  Gregory  T.  Byrd.  L.AMIN.A:  C.ARE  applications  inter¬ 
face.  Technical  Report  KSL-S6-67,  Knowledge  Systems  Laboratory,  Computer  Science  Depart¬ 
ment.  Stanford  University,  November  1987. 

[3]  Richard  P.  Gabriel  and  John  McCarthy.  Queue-based  multi-processing  lisp.  In  1984  A.CM 
Symposium  on  Lisp  and  Functional  Programming,  pages  25-44.  .Austin.  Te.xas,  .Aug  1984. 

[4]  Robert  H.  Halstead  Jr.  Multihsp:  .A  language  for  concurrent  symbolic  computation.  .4C.\/ 
Transactions  on  Programming  Languages  and  Systems,  7(4):50 1-538.  October  1985. 

[5]  Daniel  VVeinreb  and  David  Moon.  Lisp  Machine  Manual.  Symbolics.  Cambridge,  M.A.  1981. 


4-336 


Knowledge  Systems  Laboratory 
Report  No.  KSL-89-16 


April  1989 


Design  and  Performance  Evaluation 
of  a  Parallel  Report  Integration  System 


Nakul  P.  Saraiya 
Bruce  A.  Delagi 
Sayuri  Nishimura 


KNOWLEDGE  SYSTEMS  LABORATORY 
Department  of  Computer  Science 
Stanford  University 
Stanford,  CA  94305 

and 

DIGITAL  EQUIPMENT  CORPORATION 
Palo  Alto,  CA  94301 


This  work  was  supported  by  DARPA  Contract  F30602-S5-C-00r2,  by  NASA  Ames  Contract 
NCC  2-220-Sl,  by  Boeing  Contract  \V266S75,  and  by  Digital  Equipment  Corporation. 


^1-337 


Design  and  Perfon-ance  Evaluation 
of  a  Parallel  Report  Integration  System 

Nakul  P.  Saraiya  and  Sayuri  Nishimura  Bruce  A.  Delagi 

Kno»'Iedge  Systems  Laboratory  Digital  Equipment  Corporation 

Stanford  University,  Stanford  CA  94305  Palo  Alto,  CA  94301 


Abstract 

Uve  describe  the  design  and  performance  of  a  soft  real-time  report  integration  sys¬ 
tem  written  in  a  ccMicurrent  object-based  programming  language.  We  introduce  the 
model  that  forms  the  foundation  of  the  language — that  of  pipelines  of  asynchronously 
conununicating  objects  e.xecuting  data-driven,  run-to-completion  tasks — and  discuss  the 
mapping  from  the  problem  domain  to  the  model  through  the  design  of  the  application. 
Using  an  instrumented  architectural  simulation  system,  we  quantify  the  performance  of 
the  system  over  a  range  of  one  to  2'-6  processors  in  terms  of  its  sustainable  input  data 
rate.  We  show  that  the  system  approaches  the  liinits  imposed  by  task  granularity  and 
message  handling  costs  when  there  is  no  contention  for  processing  resources,  and  we 
study  the  effects  of  load  imbalance. 


1  Introduction 

At  the  -A.dvanced  Architectures  Project  (.A.A.P),  we  have  been  interested  in  speeding  up 
the  class  of  applications  known  as  soft  real-time  report  integration  systems  [10]  through 
parallelism.  This  paper  documents  one  of  a  number  of  efforts  within  the  A-A.P  to  achieve 
this  goal  [2,15,18,19]. 

Our  application  is  a  system  for  interpreting  preprocessed,  passively-acquired  radar  emis¬ 
sions  from  aircraft.  The  system,  called  ELINT,  is  one  component  of  a  midti-sensor  report 
integration  system  [26].  It  was  originally  implemented  as  a  “blackboard”  [17]  system  using 
the  A.GE  [16]  shell,  and  later  reimplemented  in  an  experimental  concurrent  object  frame¬ 
work  called  CAOS  [21].  The  results  of  that  work  [2]  led  to  the  version  reported  here. 

‘This  work  was  supported  by  D.'\RP.-\  Contract  F30602-85-C-0012,  by  N.ASA  Ames  Contract  NCC  2- 
220-Sl,  by  Boeing  Contract  VV26687.5.  and  by  Digital  Equipment  Corporation. 

’a  condensed  version  of  this  paper  was  presented  to  the  1988  SIGPLAN  Workshop  on  Object-Based 
Concurrent  Programming  [6]. 
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Oar  programming  language  is  a  concurrent,  object-oriented  extension  of  LISP  called 
LAMINA  [7],  It  promotes  a  programming  modd  in  which  an  application  is  decomposed 
into  pipdines  of  asynchronously  communicating  objects  that  execute  data-driven,  run-to- 
completion  tasks  in  response  to  messages.  LAMINA  is  targeted  to  an  ensemble  machine  [22] 
condsting  of  several  hundred  independent  processor-memory  pairs  communicating  via  a  low- 
latency  network.  Our  work  was  done  in  the  context  of  a  Emulation  of  such  a  machine  [8], 
devdoped  using  an  instrumented  architectural  simulator  [9]. 

The  rest  of  the  paper  is  organized  as  fellows.  The  next  section  introduces  and  character¬ 
izes  the  ELINT  problem.  Section  3  describes  the  LAMIN.A  object-oriented  programming 
model.  Section  4  elaborates  on  the  machine  modd  that  we  used  for  our  work,  focussing 
on  its  support  for  L.AMINA.  Section  -5  considers  the  mapping  from  the  problem  domain 
to  the  modd  by  discussing  the  design  of  ELINT.  We  use  the  discussion  to  illustrate  var¬ 
ious  techniques  for  organizing  L.A.MIN.A  applications  to  enhance  performance.  Section  6 
describes  our  experiments  to  quantify  the  performance  of  ELINT.  We  show  that  the  sys¬ 
tem  approaches  the  limits  imposed  by  task  granularity  and  message  handling  costs  in  the 
absence  of  contention  for  processing  resources,  and  we  study  the  effects  of  load  imbalance. 
Finally,  section  7  offers  some  conclusions. 


2  The  ELINT  Problem 

ELINT  correlates  the  radar  emissions  that  are  passively  observed  by  multiple,  mobile  detec¬ 
tion  sites  into  the  individual  radar  emitters  producing  those  emissions.  It  tracks  the  emitters 
and  then  groups  them  into  clusters  that  are  tracking  together.  Finally,  it  hypothesizes  the 
types  and  number  of  platforms  (aircraft)  in  the  clusters  and  infers  their  activity. 

The  inputs  to  ELINT  are  time-ordered  streams  of  preprocessed  observations  from  the 
detection  sites.  Each  observation  contains  an  indication  of  the  current  data  timeslice,  an 
identifier  for  the  detected  radar  emitter,  and  information  regarding  its  current  signal  char¬ 
acteristics  such  as  quality,  operating  mode  and  line  of  bearing.  The  outputs  of  ELINT 
are  real-time  reports  on  the  tracks,  constituent  platforms,  and  activities  of  the  clusters  in 
the  monitored  airspace.  These  reports  may  be  used,  for  example,  to  maintain  a  “situation 
board”  describing  the  status  of  the  airspace. 


Characterization  of  the  Problem 

ELINT  exhibits  a  number  of  characteristics  that  are  of  interest  when  considering  ways  of 
organizing  it  as  a  parallel  system. 

•  The  system  processes  continuous,  errorful,  real-time  input  data. 
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•  The  input  data  describes  relatively  independent  and  persistent  activities.  Aircraft  are 
independent  entities  (radar  emitters  somewhat  less  so),  and  they  tend  to  be  detected 
for  long  intervals,  relative  to  the  data  period." 

•  The  overall  problem  has  an  irregular,  dynamic  and  data-dependent  structure.  .Aircraft 
come  and  go  over  time,  and  their  numbers,  types,  movements  and  intentions  vary. 

•  Problem  solution  proceeds  largely  by  “abstracting”  the  input  data.  Detected  emis¬ 
sions  are  correlated  into  radar  emitters  that  are  further  tracked  and  consolidated  into 
aircraft. 

This  suggests  that  any  parallel  decomposition  scheme  would  do  well  to  exploit  the  poten¬ 
tially  large  amount  of  data  parallelism  inherent  in  the  problem  as  multiple,  loosely-coupled 
activities  are  monitored.  Pipelining  is  also  indicated  in  the  data-driven  abstraction  process. 
Lastly,  the  persistence  of  activities  makes  an  object-oriented  representation  attractive  be¬ 
cause  it  localizes  the  data-driven  state  changes,  generates  concurrent  processes  (i.e.,  objects) 
only  as  needed,  and  allows  the  cost  of  establishing  a  concurrent  process  to  be  amortized 
over  the  lifetime  of  the  activity  it  models. 

In  the  next  section,  we  discuss  an  object-oriented  programming  model  that  evolved  to 
efficiently  realize  these  ideas. 

3  The  LAMINA  Object  Model 

The  LAMINA  object  programming  model  is  founded  on  the  notion  of  asynchronously 
communicating  objects,  .An  object,  as  used  here,  is  a  collection  of  variables — its  state 
variables — manipulated  by  (and  only  by)  a  set  of  procedures — the  methods  eissociated  with 
that  object.  Objects  may  be  defined  v/ithin  a  compiled  clciss  inheritance  network;  the 
current  implementation  uses  the  inheritance  facilities  of  Flavors  [’25]  (see  [7]  for  details). 

Objects  communicate  via  streams  [7J,  that  are  a  generalization  of  futures  [12,14],  which 
represent  the  promise  for  a  value.  Unlike  futures,  which  represent  single  vailues,  streams 
represent  sequences  of  values.  The  information  sent  to  a  stream  over  time  builds  the  se¬ 
quence  associated  with  it.  ,A  consumer  accesses  the  sequence  by  removing  individual  items 
from  the  front  of  the  stream. 

Each  object  has  associated  with  it  a  distinguished  stream  that  serves  cis  its  task  stream. 
The  information  placed  on  this  stream  specifies  tasks  for  the  object;  each  unit  of  information 
is  called  a  message.  A  message  names  a  method  to  execute  and  includes  the  parameter 
values  for  the  execution.  .A  task  that  sends  a  message  neither  waits  for  the  requested  task 
to  be  performed,  nor  for  an  acknowledgement  of  the  receipt  of  the  message.  Communication 
between  objects  is  thus  completely  asynchronous. 
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Figure  1:  Message  passing  model 


Most  parameters  included  in  a  message  are  passed  by  copying;  only  streams  and  global¬ 
ly-shared  static  constants  {e.g.,  keyword  symbols)  are  passed  by  reference.  A  sender  may 
provide  parameter  values  that  are  arbitrarily  structured  graphs  composed  of  lists  and  ar¬ 
rays,  and  they  are  isomorphically  reproduced  at  the  receiving  stream.  This  necessitates 
the  encoding  and  decoding  of  messages  at  the  sender  and  receiver,  respectively,  and  the 
mechanism  through  which  this  is  efficiently  accomplished  is  discussed  in  section  4. 

3.1  Computational  Flow 

As  illustrated  in  figure  1,  the  messages  arriving  on  an  .object's  task  stream  specify  tasks  to 
be  performed  by  that  object.  Every  object  has  a  dispatch  process  associated  with  it  which 
removes  and  e.xecutes  each  message  on  its  task  stream  in  turn.  Tasks  usually  mutate  the 
state  variables  of  the  object  and  generate  new  messages.  They  have  e.xclusive  access  to  their 
environment  (I'.e.,  state  and  temporary  variables)  during  e.\ecution. 

Tasks  are  data  driven  in  that  they  are  started  only  when  all  the  needed  information  is 
available.  Typically,  a  single  message,  in  conjunction  with  the  object’s  state  variables,  con¬ 
tains  all  the  relevant  information  for  a  task.  LAMINA  also  has  mechanisms  for  scheduling 
tasks  upon  multiple  message  arrivals  [7]. 

Tasks  are  generally  intended  to  be  accomplished  as  the  stages  of  pipelines  that  organize 
the  work  performed  by  the  objects  of  the  application.  In  order  not  to  block  the  pipeline,  a 
task,  once  started,  is  run  to  completion. 

3.2  Providing  Atomicity 

.Although  LAMINA  provides  the  programmer  with  a  run-to-completion  model,  there  may 
be  system  reasons  for  preempting  a  task,  for  e.xample,  to  handle  a  debug  trap  or  because 
the  task’s  run  quantum  has  e.xpired.  When  this  occurs,  the  object  does  not  e.\ecute  any 
other  tasks  until  the  preemption  is  resolved.  This  prevents  other  tasks  on  that  object  from 
gaining  access  to  the  environment  of  the  suspended  task.  However,  since  other  objects  may 
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execute  tasks  during  this  time,  true  atomicity  can  only  be  enforced  if  no  state  is  shared 
between  environments.  The  mechanism  by  which  objects  communicate  ensures  this. 

LAMINA  objects  can  never  share  state  because  they  only  communicate  by  exchanging 
messages  containing  independent  copies  of  local  structures.  Furthermore,  the  state  variables 
of  an  object  are  only  visible  to  its  own  methods  and  are  therefore  only  accessible  within  a 
private  task.  Thus  the  atomicity  of  operations  on  an  object  is  preserved  even  in  the  presence 
of  preemptions. 

3.3  Scheduling 

The  order  of  messages  on  an  object’s  task  stream  dictates  the  order  in  which  its  tasks 
are  scheduled.  Task  streams  may  be  specialized  to  override  their  default  FIFO  behavior, 
and,  ins  ad,  to  impose  either  prioritization  or  sequencing  on  messages,  and  therefore  task 
activations. 

Prioritized,  or  ordered,  task  streams  merge  arriving  messages  with  those  already  on  the 
stream  according  to  the  numeric  order  keys  included  in  the  messages.  Thus,  the  highest 
priority  pending  task  is  scheduled  first.  Sequenced  task  streams  additionally  restrict  message 
removals  (and,  hence,  task  activations)  according  to  their  order  keys,  deferring  out-of-order 
messages  until  after  the  tasks  corresponding  to  the  intervening  messages  in  the  sequence 
have  been  executed.  In  both  cases,  scheduling  is  programmer-specified  and  cooperative 
because  the  order  keys  must  be  supplied  by  the  tasks  originating  the  messages. 

3.4  Continuations 

•A.  LAMINA  message  specifies  a  transfer  of  control  to  the  named  method  in  the  destination 
object  along  with  data  relevant  to  continuing  the  computation  at  that  point.  It  may  thus 
be  usefully  viewed  as  specifying  a  continuation  {23|  for  the  task  that  originates  the  message. 

A  LAMINA  continuation  is  most  often  determined  and  invoked  explicitly.  The  contin¬ 
uation  is  determined  either  via  computation  within  the  originating  task  (using  the  contents 
of  the  state  variables  of  the  object)  or  by  virtue  of  being  passed  in  as  a  client  parameter. 
In  either  case,  its  invocation  is  visible  within  the  method  code,  as  a  message  with  the  ap¬ 
propriate  selector  (and,  perhaps,  yet  another  client)  that  is  explicitly  sent  to  the  chosen 
object. 

When  an  explicit  continuation  is  not  convenient  {e.g.,  in  performing  a  remote  function 
call)  an  implicit,  anonymous  continuation  can  be  used  to  capture  the  code  and  environment 
needed  to  later  finish  the  local  computation.  L.AMINA  forms  the  continuation  by  copying 
any  required  bindings  that  are  on  the  stack  into  a  closure  [24],  which  is  deferred  until  further 
information  {e.g.,  the  return  value)  is  available. 

An  implicit  continuation  is  not  part  of  the  original  task’s  atomic  execution;  the  task 
and  its  continuation  are  independently  atomic.  The  original  task  is  first  completed  and 
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its  continuation  is  run  some  time  later,  when  its  requirements  for  additional  information 
have  been  met.  In  the  meantime  other  tasks  are  e.xecuted  by  the  object,  keeping  the 
pipeline  flowing.  Since  the  continuation  shares  its  spawning  task’s  execution  environment, 
its  environment  may  be  altered  by  other  tasks  on  the  same  object  while  it  awaits  execution. 
The  programmer  must  ensure  that  invariants  are  reestablished  by  the  completion  of  each 
task  and  continuation. 

3.5  Granularity  and  Storage  Considerations 

The  Internal  state  of  a  LAMIN.A.  object  (contained  in  its  state  variables)  is  expected  to 
occupy  on  the  order  of  tens  to  hundreds  of  bytes,  and  task  execution  is  expected  to  require 
on  the  order  of  hundreds  to  thousands  of  machine  cycles.  This  perspective  on  granularity 
is  im.jortant  when  considering  means  of  supporting  the  LAMINA  object  model. 

For  example,  if  we  assume  that  the  support  layer  includes  a  virtual  memory  system, 
then  high-performance,  physically-addressed  caches  imply  a  page  size  of  a  few  kilobytes.  If 
we  further  assume  a  page-protection-based  stack-limit  mechanism,  then  by  maintaining  a 
stack  for  each  object  we  pay  a  factor  of  a  hundred  or  so  in  the  (physical)  space  overhead 
associated  with  task  execution. 

Since  LAMINA  tasks  and  their  implicit  continuations  normally  run  to  completion,  their 
binding  and  control  stacks  are  non-empty  only  during. e.xecution.  Since  task  preemption  is 
an  exceptional  condition,  stack  storage  space  is  generally  reuseable  among  all  the  tasks  on 
a  processor.  This  allows  the  underlying  system  to  manage  relatively  fine-grained  objects 
without  foregoing  efficient  virtual  .memory  and  cache  mechanisms. 

3.6  Model  Summary 

In  summary,  LAMINA  encourages  programs  to  be  decomposed  into  data-driven,  run-to- 
completion  tasks  that  are  executed  by  objects  organized  as  pipelines.  Objects  e.xecute  the 
tasks  in  response  to  messages  arriving  on  their  task  streams,  using  their  associated  dispatch 
process.  Only  streams  and  universally-shared,  static  constants  are  passed  by  reference  in 
messages;  all  other  data,  including  structures,  are  passed  by  copying.  Each  task  atomically 
manipulates  the  message  contents  and  the  state  of  the  object  before  asynchronously  send¬ 
ing  new  messages.  Messages  specify  continuations,  most  often  explicitly  determined  and 
invoked,  and  they  usually  activate  tasks  in  objects  further  down  the  pipeline. 

The  LAMINA  object  model  is  similar  to  ACTORS  [1]  in  that  message  arrival  triggers 
computation  and  message  arrival  order  is  non-deterministic.  However,  it  departs  from 
ACTORS  in  a  number  of  ways,  primarily  by  trading  off  fle.xibility  for  efficiency. 

•  Not  everything  is  an  object.  Predefined  data  types  such  as  numbers,  symbols,  arrays 


and  cons  cells  exist  as  primitives,  and  operations  on  them  do  not  entail  message-pass¬ 
ing.  Although  structures  axe  passed  by  copying,  they  ase  locally  mutable. 

•  Streams  are  first-cl<iss  entities  independent  of  objects.  Objects  may  establish  com¬ 
munications  over  streams  other  than  their  task  streams.  Streams  may  also  be  shared 
between  objects  as  described  in  (7|. 

•  Mutation  is  explicit.  Unlike  actors,  LAMINA  objects  do  not  deal  with  state  changes 
by  specifying  a  replacement  [1]  actor  for  themselves,  but  rather  explicitly  manipulate 
their  own  state  variables  through  assignment. 

In  the  next  section,  we  consider  an  architecture  to  support  the  LAMINA  programming 
model. 

4  The  (Simulated)  Message-Passing  Machine 

LAMINA  is  targeted  to  an  ensemble  machine  consisting  of  hundreds  to  thousands  of  inde¬ 
pendent  processing  sites  that  are  interconnected  by  a  direct  communications  network.  The 
network  supports  a  low-latency,  cut-through,  point-to-point  routing  protocol  that  includes 
a  multicast  facility  [3]. 

As  shown  in  figure  2,  each  site  consists  of 

•  an  evaluator,  a  general-purpose  processor  that  is  responsible  for  e.xecuting  application 
code; 

•  an  operator,  a  dedicated  co-processor  that  is  responsible  for  creating  and  accepting 
messages,  and  for  scheduling  evaluator  processes; 

•  some  buffers,  which  interface  the  operator  to  the  communications  facility; 

•  some  memory,  which  is  shared  by  the  evaluator,  the  operator  and  the  buffers  at  the 
site;  and, 

•  some  network  ports  and  a  dedicated  router,  which  together  form  the  communications 
hardware  of  the  site. 

These  components  are  described  in  more  detail  below. 

4.1  Communications  Support 

The  processing  sites  are  typically  embedded  in  a  low-dimensional  network,  such  as  a  mesh 
or  torus,  with  routing  decisions  independently  made  at  each  site. 
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Figure  2:  A  processing  site 


The  communications  hardware  at  each  site  implements  a  dynamic,  cut-through  routing 
algorithm  [3].  Cut-through  routing  means  that  a  router  makes  a  routing  decision  as  soon 
as  the  first  few  bytes  of  a  packet  have  been  received  [13],  rather  than  after  the  entire 
packet  has  been  buffered  as  in  store-and-forward  schemes.  The  decision  is  dynamic  in  our 
system  because  it  is  based  on  the  availability  of  output  ports  \t  that  time,  thus  adapting 
to  prevailing  network  load  conditions.  In  the  e-xceptional  case  that  no  suitable  port  is 
available  due  to  congestion,  the  router  instead  initiates  a  connection  to  the  local  buffer 
and  the  message  is  stored  in  its  entirety  in  local  memory  for  later  retransmission  by  the 
operator. 

With  cut-through  routing,  the  latency  of  a  message  is  proportional  to  the  sum  of  its 
length  and  the  distance  it  covers  in  the  network  (oj,  as  opposed  to  being  proportional  to  the 
product  of  the  two  as  with  store-and-forward  schemes.  This  results  in  a  significant  reduction 
in  latency,  making  finer-grain  LAMINA  tasks  cost-effective.  It  also  makes  localityiess  of 
an  issue  in  object  allocation. 

Finally,  the  router  provides  direct  support  for  multicast  packets  [3],  allowing  low-latency 
transmission  of  the  same  packet  to  multiple  destinations  while  using  common  channels  as 
far  as  possible.'  This  is  a  useful  feature  for  LAMINA  applications  because  it  provides  an 
efficient  mechanism  for  messages  that  are  multicast  to  replicated  objects. 


*We  have  recently  found  that  the  multicast  scheme  that  was  used  for  our  experiments  can  degrade 
unacceptably  in  the  presence  of  even  moderate  load;  in  (4),  we  present  an  alternative  approach  with  better 
load  characteristics.  Our  experimental  parameters  for  the  work  reported  in  this  paper  did  not  stress  the 
multicast  facility  sufficiently  for  its  effects  to  be  significant. 
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4.2  Message-Handling  Support 

The  operator  provides  the  message  handling  facilities  at  a  processing  site.  It  is  primarily 
responsible  for  accepting  and  generating  messages  in  the  form  of  packets.  It  also  enables 
and  schedules  processes  for  e.xecution  in  the  evaluator. 

As  described  earlier,  LAMINA  messages  may  contain  values  with  arbitrary  internal 
structure.  These  are  to  be  passed  by  copying,  and  must  be  encoded  before  transmission. 
This  function  is  performed  by  the  operator.  When  the  process  running  in  the  evaluator 
needs  to  transmit  a  message,  it  passes  the  operator  a  pointer  to  the  data  to  be  transmitted. 
The  operator  recursively  traverses  the  data,  linearizing  it  and  relativizing  internal  pointers 
to  produce  a  coded,  relocatable  copy.  It  forms  this  into  a  packet  and  transfers  it  to  the 
network  buffer  for  transmission  to  the  remote  site. 

When  the  packet  arrives  at  its  destination,  the  operator  at  that  site  performs  the  reverse 
mapping,  decoding,  offsetting  the  relativized  pointers  to  produce  an  isomorphic  copy  of  the 
original  data  in  local  memory,  within  the  address  space  of  the  receiving  object. 

The  evaluator  at  the  transmitting  site  is  free  to  continue  processing  once  it  has  passed 
the  message  data  pointer  to  the  operator.  However,  it  must  not  mutate  the  data  until  the 
encoding  is  completed.  Similarly,  the  evaluator  at  the  destination  site  is  not  involved  in 
message  reception.  The  operator  places  the  message  on  the  targeted  stream,  and,  if  it  is  for 
a  dormant  LAMINA  object,  enables  the  appropriate  dispatch  process  and  passes  it  to  the 
evaluator  for  e.xecution. 

4.3  Simulation  Model  and  Parameters 

We  have  used  the  SIMPLE  architectural  simulation  system  [9]  to  develop  our  machine 
model,  called  C.\RE  (8).  Besides  allowing  one  to  flexibly  specify  models  at  any  level 
of  detail,  SIMPLE  provides  extensive  instrumentation  facilities  to  visualize  and  study  the 
performance  of  both  the  modelled  architecture  and  the  applications  driving  it.  The  feedback 
provided  by  the  instrumentation  was  invaluable  in  refining  the  design  of  ELINT.  SIMPLE 
currently  runs  on  the  Texas  Instruments  Explorer  and  Symbolics  3600  families  of  machines; 
we  are  engaged  in  porting  it  to  Common  Lisp  [24]  and  the  X  window  system  [20]. 

CARE  simulates  the  communications  subsystem  at  appro.ximately  the  register-trans¬ 
fer  level.  The  operator  is  functionally  simulated  and  the  evaluator  uses  the  base  machine 
to  actually  execute  and  time  the  application  code.  Most  components  are  parameterized, 
allowing  a  wide  range  of  architectures  to  be  modelled  with  little  effort. 

For  the  experiment  reported  here,  the  base  system  cycle  was  set  at  100ns,  so  the  eval¬ 
uator  was  assumed  to  deliver  upto  10  MIPS  performance.^  Process  switching  was  assumed 

^Depending  on  the  expected  ratio  between  peak  and  average  pipeline  occupancy,  this  might  realistically 
represent  approximately  7  MIPS  delivered  instruction  execution  rate. 
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Figure  3:  ELINT  organization,  with  average  task  and  message  granularity 


to  take  150  cycles  in  each  direction.  Message  creation  and  acceptance  cost  100  cycles  to 
interrupt  the  operator  and  setup  internal  registers  and  an  additional  16  cycles  per  32-bit 
word  of  data  for  encoding  or  decodings  Network  channels  were  1  bits  wide,  giving  a  channel 
bandwidth  of  40  Mb/s.  Finally,  the  system  was  configured  as  a  torus  with  eight  bidirectional 
connections  at  each  site. 

5  Application  Design 

ELINT’s  basic  processing  fiow  is  data-driven.  Every  data  timeslice,  new  observations  are 
input  into  the  system  and  either  correlated  with  known  emitters  or  used  to  create  new 
emitters.  The  data  contained  in  the  observations  are  used  to  update  the  status  and  course 
history  of  the  emitters.  Any  unclustered  emitters  with  sufficient  track  data  are  matched 
against  known  clusters,  and,  failing  that,  formed  into  new  clusters.  Finally,  data  from  the 
emitters  are  used  to  update  the  track,  activity  and  platform  history  of  their  clusters. 

5.1  Pipeline  Organization 

ELINT  is  naturally  organized  as  parallel,  data-driven  object  pipelines  in  L.\MINA,  as 
shown  in  figure  3. 

Observation  readers  form  the  input  interface  of  the  system  to  the  data  collection  sites. 
They  read  in  time-tagged  observation  structures^,  representing  observed  emissions,  and  pass 

^Observations  are  stored  in  a  data  file,  called  a  scenorio,  in  our  simulations. 
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these  on  to  the  emitter  observations  for  the  identified  emitters.  If  the  emission  represents  a 
new  emitter  they  instead  pass  it  to  the  emitter  manager  responsible,  which  creates  a  new 
one  (if  necessary)  and  so  informs  the  readers. 

Emitter  observations  buffer  the  observations  until  the  end  of  the  current  data  timeslice  is 
detected.  Thereafter,  they  compute  confidence  and  status  information  about  the  represented 
emitter  and  form  an  emitter-report  structure  that  they  pass  down  the  pipeline.  Successive 
pipeline  stages  compute  and  attach  track  (i.e.,  fix  and  heading)  information  to  this  report. 

Emitter  status  objects  link  their  respective  emitters  to  an  appropriate  cluster,  and,  once 
clustered,  propagate  their  reports  to  the  cluster.  Each  group  of  cluster  status  objects  imple¬ 
ments  a  distributed  database  of  the  track  and  activity  history  of  a  cluster;  this  is  used  both 
to  report  on  the  cluster  periodically  and  to  match  against  the  tracks  of  new  emitters  that 
attempt  to  cluster.  Finally,  whenever  an  emitter  is  added  to  or  removed  from  a  cluster, 
the  associated  cluster  platform  object  adjusts  its  hypothesis  on  the  platforms  forming  the 
cluster. 

5.2  Replication 

Replication  is  a  useful  means  of  relieving  congestion.  When  feasible,  it  allows  for  wider 
pipelines  and  increased  throughput.  However,  it  is  viable  only  to  the  extent  that  the 
replicated  objects  have  no  dependencies  between  them;  otherwise,  duplicated  data  must  be 
kept  consistent. 

Early  experience  indicated  that  the  observation  readers  were  obvious  candidates  for  repli¬ 
cation,  since  the  rest  of  the  system  was  often  data  starved.  Emitter  managers  are  also 
replicated  to  scale  with  the  size  of  the  system;  a  simple  modulo  operation  on  an  emitter’s 
(integer)  identifier  is  used  to  break  dependencies  while  maintaining  creation  consistency. 

Sometimes  the  benefits  of  replication  outweigh  the  need  to  maintain  consistency  at  all 
times,  especially  if  the  system  has  the  capacity  to  detect  and  correct  the  inconsistency  as 
part  of  its  regular  problem  solving  activity.  This  is  the  case  with  the  cluster  status  objects 
which  form  the  database  of  a  cluster’s  track  and  activity  history. 

The  database  is  partitioned  by  data  time  to  ameliorate  the  bottleneck  that  results  when 
multiple  constituent  emitters  supply  reports  to  a  cluster  every  timeslice.  Consequently, 
cluster  status  objects  detect  “emitter  splits”  (j.e.,  emitters  that  were  part  of  the  cluster  but 
whose  tracks  have  now  diverged  from  that  of  the  cluster)  in  isolation.  This  can  lead  to 
inconsistent  decisions  as  to  the  particular  emitter  that  is  split  off,  as  a  result  of  different 
message  cirrival  orders  at  the  individual  objects  (since  the  first  arrival  determines  the  inher¬ 
ited  track  of  the  cluster  for  that  data  time).  However,  at  worst,  too  many  emitters  are  split 
off  and  the  system  recovers  because  these  emitters  retry  clustering  with  all  extant  clusters. 
The  benefit  of  replication  here  is  two-fold:  besides  reducing  congestion  at  the  cluster,  the 
grain  size  of  the  match  performed  at  each  object  during  clustering  is  also  reduced. 
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Figure  4:  Clustering,  showing  a  single  emitter  attempting  to  match  two  clusters 


5.3  Clustering 

.\n  emitter  that  has  been  tracked  for  a  sufficient  period  of  time  must  either  match  an 
existing  cluster  or  create  a  new  one.  This  computation  js  organized  as  a  distributed  loop  as 
shown  in  figure  4.  During  each  iteration  of  the  loop,  the  emitter  attempts  to  match  against 
those  clusters  that  have  been  created  since  the  last  iteration,  and  the  loop  terminates  when 
it  successfully  matches  an  existing  cluster  or  causes  a  new  one  to  be  created.  The  process 
is  described  in  more  detail  below. 

An  emitter  status  object  that  needs  to  cluster  sends  the  cluster  manager  a  match-request 
structure  containing  the  recent  track  history  of  the  emitter  and  a  counter  of  the  number  of 
clusters  that  it  has  already  (unsuccessfully)  matched  against.  The  latter  maintains  a  private 
list  of  all  extant  clusters;  it  multicasts  the  request  to  the  cluster  timers  of  those  clusters  that 
have  not  been  matched  against,  first  incrementing  the  counter  to  reflect  the  total  number 
of  clusters.  If,  however,  the  counter  shows  that  matches  against  all  clusters  have  failed,  it 
creates  and  initializes  a  new  cluster  for  the  emitter,  for  which  the  match  always  succeeds. 

A  cluster  timer  defers  the  request  until  it  is  coincident  in  time,  a  decision  that  is  based 
upon  the  reports  supplied  by  its  constituent  emitters.  Thereupon  it  multicasts  the  request 
to  its  cluster  status  objects,  specifying  a  selected  cluster  matcher  as  the  intermediate  client 
of  the  match  to  diffuse  the  fanin  load.  The  cluster  matcher  collects  the  partial  results  of 
the  match  and  then  sends  a  summary  of  the  results  to  the  original  emitter  status  client. 
The  latter  awaits  either  a  successful  reply  from  one  cluster  or  unsuccessful  replies  from  all 
the  clusters  that  it  attempted  to  match  against  during  this  iteration,  and  thus  determines 
whether  to  terminate  or  continue  the  distributed  loop. 


4-3^9 


The  multi-level  fanout  and  fanin  trees  allow  for  significant  throughput  in  the  match 
process.  An  emitter  can  concurrently  match  against  multiple  clusters,  and  each  cluster  can 
concurrently  service  multiple  matches  as  well  as  perform  each  individual  match  in  parallel. 
The  major  potential  bottleneck  in  this  scheme  is  the  cluster  manager;  like  Brown  et  al  in  [2], 
we  have  not  foun  i  it  to  be  so  in  practice. 


5.4  Time  Consistency 

Many  of  ELINT’s  inferences  rely  on  time-ordered  sequences  of  data.  For  example,  one  way 
the  system  computes  an  emitter’s  heading  is  by  using  its  fixes  from  two  consecutive  times- 
lices.  We  saw  earlier  that  LAMINA  does  not  guarantee  that  message  order  is  preserved. 
As  a  result,  ELINT  must  maintain  this  order  when  necessary. 

This  is  done  by  using  sequenced  or  prioritized  task  streams  in  conjunction  with  times- 
tamped  messages.  The  "natural”  timestamps  are  the  data  timeslice  numbers  for  which 
the  messages  are  relevant.  An  observation  reader  detects  the  token  signifying  the  end  of  a 
timeslice  in  the  input  data  and  propagates  it  to  all  the  emitter  managers.  These,  in  turn, 
pass  the  information  on  to  their  respective  emitter  observations,  thus  triggering  the  flow  of 
computation  through  the  system  for  that  timeslice. 

A  sequenced  stream  can  guarantee  that  messages  will  be  processed  in  the  prescribed 
order.  However,  its  use  is  only  viable  when  its  producers  are  a  priori  known,  because  of  the 
obvious  difficulty  in  otherwise  generating  the  order  keys  in  sequence.  Thus,  for  example, 
the  sequenced  approach  works  for  the  emitter  heading  objects  because  they  only  receive 
messages  from  their  upstream  emitter  fixes. 

In  many  cases,  however,  the  dynamic  communication  patterns  between  objects,  such 
as  between  emitters  and  clusters,  make  other  techniques  necessary.  One  approach  is  to 
approximate  sequenced  streams  by  using  a  single  source  to  provide  the  sequence  keys  to  a 
sequenced  stream  while  allowing  the  other  sources  to  view  the  stream  as  simply  prioritized. 
This  is  what  is  done  with  the  emitter  observation  objects:  they  receive  observations  from  some 
subset  of  the  many  readers  every  timeslice  but  their  sequencing  information  is  provided  by 
time  messages  from  their  respective  managers."*  Other  approaches  are  to  use  prioritized  task 
streams  or  to  explicitly  defer  out-of-order  messages  in  “shadow”  task  queues  maintained  by 
the  application  code;  Although  none  of  these  techniques  can  generally  guarantee  correct 
ordering  as  strictly-sequenced  streams  can,  our  experience  is  that  they  work  well  in  ELINT, 
primarily  because  the  producers  of  a  stream  are  often  approximately  synchronized  and  they 
each  usually  generate  messages  in  time  order. 

^Note  that  this  scheme  also  generally  preserves  data  consistency  within  a  timeslice  because,  once  the 
time  message  is  received,  ail  the  relevant  data  are  bundled  up  into  a  single  tiinestamped  emitter-report  and 
started  down  the  pipeline. 
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5.5  Object  Allocation 

ELINT  uses  only  static  allocation  of  objects  to  processing  ntes.  Multiple  aDocatois,  the 
managers,  independently  make  the  allocation  dedsons  at  object  cre3Uic»,time.  The  exper- 
iments  reported  here  used  no  dynamic  migration  objects  to  balance  load.^ 

Random  allocation  performed  well  when  the  number  of  objects  was  far  greater  than 
the  number  o(  processing  sites.  .A.  better  scheme  partitioned  the  ptocesdng  rftes  among 
the  object  classes  doting  initiairzation  and  allocated  objects  randomly  within  each  block  at 
runtime.  The  partition  was  based  on  the  measured  relative  activity  of  the  classes,  orfng 
information  provided  by  the  underlying  instrumentation  system  (see  section  6.2).  This 
strategy  reserved  resources  for  the  expected  ciitical  path  and  reduced  both  the  load  variance 
over  the  processing  grid  as  well  as  the  interference  between  pipeline  stages. 

5.6  Summary  and  Discussion 

The  fundamental  programming  modd  of  L.AMIN.A  appears  wdl-suited  to  the  ELINT 
domain.  Object  pipelines  executing  data-driven  run-tc-completion  tasks  match  its  baric 
real-time  update  cycle  well.  Replication  and  partitioning  can  be  used  in  balandng  pipelines, 
although  they  may  introduce  consistency  problems.  Often,  the  inconristendes  are  only 
temporary  and  localized  and  the  system  can  resolve  them  as  part  of  its  normal  duties. 
Partitiomng  and  pipelining  can  also  be  dynamically,  combined  to  form  trees  for  highly 
concurrent  many-to-many  database  matches. 

.Although  inter-object  data  consistency  problems  generally  do  not  arise  because  values 
cannot  be  shared  in  LAMINA,  a  run-to-completion  modd  sometimes  raises  intra-object 
(i.e..  inter-task)  consistency  issues.  This  is  particularly  true  when  a  chain  of  explidt  con¬ 
tinuations  feeds  back  on  itself,®  for  example,  in  ELINT’s  distributed  match  loop.  Our 
solutions  typically  entail  explicitly  keeping  task-specific  data  {e.g.,  flags)  as  required  within 
the  object  and  adding  code  to  avoid  or,  failing  that,  resolve  problems  in  each  potentially 
interacting  method.  Thus,  for  example,  if  a  represented  emitter  is  found  to  have  incorrect 
track  data  (due  to  observation  errors)  while  it  is  in  the  process  of  fusion,  the  emitter  sta¬ 
tus  method  that  handles  match  replies  from  the  clusters  is  responsible  for  invalidating  the 
(incorrect)  successful  matches  that  may  result. 

Another  area  in  which  consistency  is  important  is  time.  Sequenced  task  streams  can 
be  used  to  guarantee  correct  control  of  tasks  that  rely  on  time-ordered  sequences  of  data, 
but  they  cannot  be  used  in  the  presence  of  dynamic  producer-consumer  relationships.  In 
these  cases,  prioritized  task  streams  or  explicit  message  deferrals  can  be  effective.  .All 
these  approaches  work  reasonably  well  in  ELINT  because  its  pipeline  orgaiuzation  and  its 

*  Dynamic  migration  U  the  subject  of  current  research  within  the  AAP  [11]. 

®The  implicit  continuations  described  in  section  3.4  ate  a  degenerate  case  of  this. 
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periodic  update  cydes  keep  the  producers  a  stream  appradmatdy  ^'uchrooized. 

ELI?5T  was  extenavdy  refined  as  we  gained  inri^ts  into  its  behavior  through  the 
provided  by  SIMPLE's  instrumentation.  This  also  hdped  in  sh^ng  its  class- 
based  allocation  scheme. 

In  the  next  section,  we  discuss  our  experiments  to  quantify  the  utili^'  of  the  concurrent 
^'stem. 

6  Performance  Evaluation 

We  evaluated  ELINT  with  respect  to  correctness  and  timeliness.  We  used  correctness  to 
assess  the  quality  of  ELINT’s  problem-solving  and  timeliness  to  determine  its  performance 
in  terms  of  speedup.  Our  experiments  and  results  are  described  bdow'. 

6.1  Correctness:  Solution  Qualify 

We  evaluated  correctness  by  driving  ELINT  with  a  number  of  scenarios  that  exercised 
all  of  its  dedsion-making  capabilities,  induding  handling  input  data  errors.  In  each  case, 
we  compared  the  outputs  generated  by  the  parallel  ELINT  implementation  with  those 
generated  by  a  serial  (and.  by  definition,  correct)  implementation.  .An  analysis  program 
used  these  outputs  to  assign  grades  in  various  categories  as  shown  in  table  1.  The  term 
•“correct”  used  therein  implies  that  the  grading  penalized  inaccurate  or  missed  reports  of 
the  relevant  events. 

Results 

Once  debugged,  ELINT  performed  well  with  respect  to  correctness  over  a  range  of  scenarios 
and  data  rates.  The  system  always  correctly  identified  important  events  such  as  emitter 
detection,  tracking  and  fusion  (dustering).  However,  at  very  high  data  rates,  fusion  latencies 
sometimes  affected  correctness.  The  system  missed  a  few  duster  reports  because  cluster 
creation  was  delayed  until  matches  were  known  to  have  failed,  and  it  also  reported  threats 
for  as-yet  undustered  emitters  rather  than  via  activity  reports  for  their  clusters.  Note, 
however,  that  these  lapses  were  always  short-lived,  since  the  fusion  latencies  were  never 
more  than  a  small  number  of  timeslices. 

The  major  reason  for  ELINT’s  good  solution  quality  is  its  maintenance  of  creation 
and  time  consistency  [2j.  All  creation  requests  are  funnelled  through  '‘managers”,  which 
ensures  that  the  objects  in  the  application  correctly  reflect  the  real  world  that  they  are 
modelling.  Time  consistency  is  maintained  as  described  in  section  5.4,  by  controlling  the 
execution  order  of  time-dependent  tasks  via  timestamped  messages  directed  to  sequenced 
and  prioritized  task  streams. 
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1  Measure  I 

Comment  j 

Recognized  emitters 

Emitter  correctly  recognized. 

Ohsercation  ID  errors 

Correctly  reported  observations  for  distinct  emitters 
that  were  assigned  the  same  ID  by  different  detection 
sites. 

Observation  inconsistencies 

Correctly  reported  observations  for  the  same  emitter 
that  w«re  assigned  inconsistent  emitter  types  by  dif¬ 
ferent  detection  sites. 

Emitter  confidences 

Emitter  confidences  correctly  reported. 

Emitter  fixes 

Emitter  fixes  correctly  reported. 

Emitter  headings 

Emitter  headings  correctly  reported. 

Emitter  threats 

Emitter  threats  correctly  reported. 

Clustered  emitters 

Emitters  correctly  fused  into  some  cluster. 

Co'clustered  emitters 

Emitters  correctly  fused  into  the  same  cluster. 

Sol  co-clustered  emitters 

Emitters  correctly  fused  into  distinct  clusters. 

Timely  clustering 

Clusters  formed  at  correct  time. 

Cluster  platforms 

Correct  platform  hypotheses  for  clusters. 

Cluster  activities 

Cluster  activities  correctly  reported. 

Table  1:  ELINT  correctness  measures 


6.2  Timeliness:  Sustainable  Data  Rate 

We  used  timeliness  to  measure  the  quantitative  performance  of  ELINT.  As  with  the  solution 
quality  analysis  described  in  the  previous  section,  we  used  the  technique  of  analyzing  the 
outputs  of  ELINT  executions. 

Every  report  that  is  output  by  ELINT  {e.g.,  an  emitter  fi.v)  is  pertinent  to  a  particular 
data  timeslice,  since  it  is  based  on  new  observations  that  were  (or  were  not)  provided  for 
that  timeslice.  Each  timeslice  represents  one  "tick^  of  an  external  clock  (corresponding  to 
the  scan  time  of  the  detection  sites)  and  ^hus  also  signifies  the  real  time  at  which  the  data 
for  that  cycle  was  available  to  the  system.  Thus  we  defined  the  latency  of  a  report  to  be 
the  elapsed  time  from  the  start  of  the  relevant  timeslice  to  the  time  that  the  report  was 
generated  by  the  system. 

.Averaging  the  latencies  for  certain  classes  of  reports  {e.g.,  emitter  fi.xes)  on  a  timeslice- 
by-timeslice  basis  gave  us  a  means  of  testing  whether  the  system  could  process  the  data  at 
the  rate  at  which  it  was  provided— average  latencies  that  increased  over  time  meant  that 
it  could  not.  Thus,  the  sustainable  data  rate  for  a  given  scenario  and  processor  population 
was  the  fastest  rate  (z.e..  smallest  timeslice  duration)  at  which  data  could  be  supplied  to 
the  system  such  that  the  latencies  of  these  key  inferences  did  not  increase  over  time. 

The  inferences  we  chose  to  look  at  were  those  which  were  indicative  of  the  “normal” 
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Figure  5:  Speedup  and  Data  Rate 


processing  duties  of  the  system,  namely,  emitter  and  cluster  rrack  computations.  These 
latencies  were  also  a  good  choice  from  a  pragmatic  standpoint  because  they  were  sufficiently 
frequent  for  trends  to  be  analysed  programmatically  without  the  problems  induced  by  sparse 
data.  We  also  used  scenarios  that  contained  a  stable  population  of  emitters  and  clusters  so 
as  to  minimize  the  variations  in  observed  latencies  that  could  otherwise  be  caused  by  the 
sudden  variations  in  system  load. 


Results 

We  measured  speedup  for  a  particular  scenario  by  comparing  the  sustainable  data  rate  for 
various  processor  populations  with  that  for  a  single  processor.  The  scenario  reported  upon 
here  lasted  forty  timeslices  and  consisted  of  twenty  emitters  that  formed  four  clusters.  The 
results  are  shown  in  figure  5.  Note  that  in  all  the  cases,  the  good  correctness  levels  reported 
in  the  previous  section  were  attained. 

With  one  object  per  site,  FLINT  could  sustain  a  data  rate  of  400  microseconds  per 
timeslice,  a  speedup  of  eighty  over  the  serial  case.  The  grain  sizes  of  FLINT  tasks  and 
messages  that  are  shown  in  figure  3  provide  us  with  the  explanation  for  this. 

In  particular,  emitter  observations  have  an  average  task  granularity  of  100  microseconds, 
and  they  each  receive  and  process  three  messages  per  timeslice  before  initiating  further 
pipeline  activity.  These  are  two  update  messages  providing  an  observation  from  each  of  the 
detection  sites  in  the  scenario  and  a  report  message  signifying  the  end  of  the  current  times- 
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lice.  This  creates  a  “hard”  performance  limit  of  300-400  microseconds  per  data  timeslice, 
which  is  approached  in  this  case.  Note  that  the  limit  is  the  maximum  throughput  of  a 
single  pipeline;  it  is  independent  of  the  width  of  the  scenario,  i.e.,  the  number  of  pipelines. 
Conversely,  speedup  is  proportional  to  the  number  of  pipelines  that  can  operate  in  parallel, 
which  is  twenty  in  this  case.  The  eighty-fold  overall  gain  is  realized  because  each  individual 
pipeline  ^ves  an  additional  factor  of  four. 

.•\.s  the  load  on  the  sites  increases  with  smaller  processor  populations  the  contention  for 
site  resources  degrades  performance,  even  with  balanced  loads,  because  pipelines  must  now 
run  slower.  .4  poor  load  balance  additionally  reduces  performance,  because  pipelines  can 
only  go  as  fast  as  their  slowest  stage — the  sustainable  data  rate  of  the  system  is  now  limited 
by  the  throughput  of  the  worst  loaded  site. 

Load  variance  across  the  sites  accounts  for  sub-unitary  speedup”.  Non-ideal  load  distri¬ 
butions  occur  as  a  consequence  of  any  realistic  allocation  scheme.  Independent  allocators, 
necessary  to  alleviate  bottlenecks,  cannot  easily  share  a  consistent  view  of  the  global  load 
because  of  the  distributed  nature  of  C.4RE.  Thus,  for  example,  in  the  64  site  case,  6  man¬ 
agers  used  the  class-based  scheme  to  allocate  80  dynamic  emitter  objects  over  a  pool  of 
25  sites.®  The  best  distribution  here  would  have  been  one  where  3-4  objects  resided  on 
each  site;  in  actuality,  two  sites  hosted  5  objects  each,  which  limited  the  throughput  of  the 
system  to  1.3  milliseconds  per  data  timeslice.  However,  as  noted  earlier,  a  purely  random 
allocation  scheme  resulted  in  even  more  inter-site  variance  than  this. 

Secondary  factors  affecting  performance  are: 

•  Dynamic  object  creation  latencies  are  fi.xed  costs  (on  the  order  of  milliseconds)  that 
become  more  dominant  with  higher  data  rates.  Work  that  is  deferred  until  creation  is 
accomplished  costs  relatively  more  in  terms  of  latency.  Performance  suffers  since  the 
system  spends  more  of  its  time  managng  backed-up  queues  and  playing  “catch-up”. 

•  The  relative  sizes  of  the  processing  pools  allocated  to  various  classes  are  set  without 
prior  knowledge  of  the  scenario.  The  partition  attempts  to  cover  a  range  of  possible 
scenarios  and  is  thus  never  optimal  with  respect  to  any  particular  one. 

•  Similarly,  the  degree  of  replication  of  various  objects  is  not  scenario-specific,  but 
is  rather  precomputed  based  on  expectations  of  “typical”  situations  and  available 
processing  resources.  Replicas  and  their  processing  sites  may  be  under-  or  over-utilized 
for  any  given  scenario. 

^Unitary  speedup  is  linear  speedup  with  a  slope  of  1. 

*Our  equivalence  of  “load"  with  number  of  objects  at  a  site  is  rather  idealized— all  objects  need  not  have 
the  same  processing  requirements.  Howe'er,  our  problem  decomposition  and  the  persistent  objects  typical 
of  ELINT  make  the  approximation  useful  here. 
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•  Finally,  ELINT’s  pipeline  stages  are  only  approximately  balanced.  As  shown  in  fig¬ 
ure  3,  task  granularities  range  from  100-300  microseconds  (with  varying  frequencies) 
and  messages  are  typically  20-30  words  in  length.  Also,  secondary  message  paths 
feed  back  into  the  pipes,  for  example,  during  fusion.  Both  these  factors  reduce  overall 
efficiency. 

7  Conclusions 

We  have  described  LAMIN.A.,  a  concurrent  object-oriented  programming  language,  and 
the  design  and  simulated  performance  of  ELINT,  a  soft  real-time  report  integration  system 
written  in  this  language.  We  offer  the  following  conclusions  from  our  experiments. 

•  L.A.MINA’s  programming  model  of  objects  organized  as  pipelines  is  well-suited  to  the 
soft  real-time  domain,  because  it  naturally  exploits  the  data  and  pipeline  parallelism 
inherent  in  the  problem. 

•  A  value-passing  model  in  which  asynchronous  messages  trigger  data-driven,  run-to- 
completion  tasks  can  form  a  viable  alternative  to  a  call-return  discipline.  We  have 
quantified  the  performance  that  results  from  keeping  pipelines  flowing,  and  we  have 
shown  how  to  preserve  program  solution  quality  within  this  model  by  keeping  data 
consistent  and  controlling  order-critical  tasks.  . 

•  We  have  demonstrated  that  it  is  possible  to  obtain  significant  speedups  for  soft  real¬ 
time  systems  within  the  above  model.  Our  implementation  of  ELINT  in  LAMINA 
achieved  a  speedup  of  80  in  the  absence  of  contention  for  processing  resources,  thus 
approaching  the  limits  imposed  by  task  and  message-handling  granularities.  Since 
speedup  depends  on  the  number  of  pipelines  that  can  operate  in  parallel,  twenty  in 
our  experiments,  we  can  expect  performance  to  scale  with  wider  scenarios  that  contain 
more  aircraft. 

•  Load  balance  is  an  important  factor  in  the  performance  of  concurrent  applications. 
This  is  especially  true  in  real-time  systems,  where  the  focus  is  on  throughput — an 
overloaded  site  limits  the  throughput  of  the  entire  system.  Our  class-based  object 
allocation  scheme  performed  better  than  random  allocation,  but  still  limited  ELINT 
to  a  speedup  of  53  with  256  processing  sites.  We  expect  that  dynamic  load  balancing 
will  be  valuable  in  overcoming  this  loss  in  efficiency. 

•  System  instrumentation  is  a  critical  tool  in  the  development  of  concurrent  programs. 
We  found  the  feedback  provided  by  the  instrumentation  in  our  simulator  essential  in 
refining  the  design  of  ELINT  to  break  bottlenecks,  balance  pipelines,  and  evaluate 
load  balancing  schemes. 
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•  Finally,  we  have  described  an  architecture  for  a  high-performance  implementation  of 
streams,  which  supports  the  low-latency  delivery  of  data  values  to  where  they  are 
needed  and  the  efficient  scheduling  of  consumers  of  the  values.  We  believe  that  a 
cut-through  network  using  adaptive  routing  forms  a  cornerstone  of  this  support. 
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Abstract 

Simulation  of  multiprocessor  systems  at  an  architectural  level  can  offer  an  effective 
way  to  study  critical  design  choices  if;  (1)  the  performance  of  the  simulator  is  adequate 
to  examine  designs  executing  significant  code  bodies,  rather  than  just  toy  problems  or 
small  application  fragments,  (2)  the  details  of  the  simulation  include  the  critical  details 
of  the  design,  (3)  the  view  of  system  operation  presented  by  the  simulator  instrumentar 
tion  leads  to  useful  insights  on  the  problems  with  the  design  and  with  the  applications 
driving  it,  and  (4)  the  simulation  system  is  flexible  enough  to  allow  one  to  easily  ask 
unplanned  questions  that  require  making  changes  either  in  tise  design  or  in  its  mea¬ 
surement.  This  article  describes  simple/care,  an  instrumented  simulation  system  for 
studying  multiprocessor  architectures,  that  was  designed  to  meet  these  goals. 


1  Introduction  and  Overview 

Simulation  systems  are  often  developed  in  the  context  of  a  particular  problem.  To  a  degree, 
this  is  true  for  SIMPLE,  a  general-purpose  modelling  system,  and  CARE,  the  multiprocessor 
architecture  simulator  that  runs  on  si.MPLE.^  The  problem  motivating  the  development 
of  simple/care  was  the  performance  study  of  multiprocessor  systems  composed  of  many 
hundreds  of  elements  executing  a  set  of  signal  interpretation  applications  that  were  to  be 
implemented  using  several  alternative  programming  formalisms  [9]. 

This  problem  offered  a  set  of  constraints  that  governed  the  design  of  simple/care. 

•This  work  wm  supported  by  DARPA  Contract  F30602-85-C-0012,  by  NASA  Ames  Contract  NCC  2- 
220-Sl,  by  Boeing  Contract  W266875,  and  by  Digital  Equipment  Corporation. 

'simple  is  a  descendent  of  the  pallaoio  VLSI  design  system  [3],  that  has  been  optimized  for  the  subset 
of  Palladio’s  capabilities  relevant  to  hierarchical  design  capture  and  simulation.  SIMPLE  was  originally 
developed  in  Zetalisp  (14);  it  currently  uses  Common  Lisp  [13]  with  Flavors  [15).  A  version  of  SIMPLE/carE 
that  runs  on  Texas  Instruments  Explorer  workstations  is  currently  available;  a  forthcoming  release  will  use 
the  X  window  system  (12].  For  more  information,  contact  saraiya^suMex-aim. atanford.edu. 
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•  The  kinds  of  multiprocessor  system  components  that  would  be  needed  and  the  ways  in 
which  these  would  be  composed  into  complete  systems  was  initially  difficult  to  bound. 
This  meant  that  component  models  would  be  modified  and  elaborated  over  time  as 
design  concepts  evolved. 

•  It  was  evident  that  instrumentation  requirements  were  similarly  fluid.  Results  from 
early  simulation  runs  were  likely  to  identify  alternative  aspects  of  system  operation 
that  should  have  been  monitored,  but  were  not.  Further,  since  the  simulator  was  to  be 
used  by  system  architects  and  applications  programmers  alike,  their  individual  needs 
for  detail  in  the  view  of  system  operation  had  to  be  satisfied.  It  was  thus  important 
that  instrumentation  could  be  varied  both  rapidly  and  independently  of  the  system 
models. 

•  The  applications  represented  significant  bodies  of  code,  so  simulation  run  times  had 
to  be  minimized.  This  meant  that  some  simplifications  in  system  models  were  indi¬ 
cated.  On  the  other  hand,  the  interactions  of  multiprocessor  system  elements  were  the 
least  understood  aspect  of  system  operation.  Thus,  it  was  desirable  that  the  system 
models  capture  the  details  of  these  interactions;  otherwise,  simulation  results  would 
be  suspect. 

These  constraints  yielded  the  primary  requirements  for  'IMPLB  and  care.  For  the 
former,  it  was  that  SIMPLE  should  offer  significant  flexibility  wi'h  regard  to  the  specification 
of  system  models  and  their  instrumentation,  while  maintaining  efficiency  in  simulating 
these  models.  For  the  latter,  it  was  that,  in  order  to  accomplish  runs  with  acceptable 
elapsed  times,  care  should  particularly  focus  on  the  details  of  a  multiprocessor  system’s 
communications  and  scheduling  support  facilities:  aspects  of  system  e,xecution  critical  to 
multiprocessor  (as  opposed  to  uniprocessor)  operation. 

The  remainder  of  this  section  outlines  how  the  organizations  of  SIMPLE  and  CARE  con¬ 
tribute  towards  meeting  these  goals. 

1.1  The  Organization  of  si.mple 

SI.MPLE  provides  flexibility  in  specifying  system  models  by  partitioning  issues  of  system 
functionality  and  system  instrumentation  into  separate,  largely  independent  domains  of 
consideration.  In  both  areas,  simple  further  partitions  concerns  as  shown  in  figure  I  and 
described  below. 

System  Function 

The  principal  abstraction  supported  by  simple  to  specify  system  models  is  the  component. 
A  component  represents  a  fragment  of  system  functionality  by  encapsulating  some  private 
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Figure  1:  Simulator  Organization 


state  along  with  the  procedures  that  define  how  that  state  changes  over  time.  .A.  component 
is  therefore  naturally  represented  by  an  object.^  The  component  abstraction  partitions 
the  design  along  well  defined  boundaries  since,  by  and  large,  components  interact  only 
through  their  defined  ports.  Connections  between  components  terminate  at  such  ports 
so  that,  during  a  simulation  run,  assertions  about  the  state  of  a  port  of  one  component 
can  be  directly  translated  to  assertions  about  the  state  of  a  connected  port  of  some  other 
component. 

System  structure  defines  how  components  are  combined  to  form  a  larger  system.  This 
is  specified  incrementally,  as  definitions  for  each  component  type  which  describe  the  sub¬ 
components  (if  any)  a  component  of  that  type  contains  and  how  their  ports  are  to  be 
interconnected.  Optional  definitions  for  geometric  layout  and  routing  allow  the  designer  to 

^In  fact,  much  of  SIMPLE/carE’s  flexibility  and  power  derives  from  its  implementation  base  of  Fla¬ 
vors,  which  provides  a  mature,  powerful  object-oriented  programming  system  with  extensive  capabilities  for 
multiple  inheritance  and  method  combination.  Flavors  permits  the  evolutionary  development  of  software 
‘libraries’  for  all  aspects  of  the  system  design  without  sacrificing  performance. 
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view  the  structure  graphicaUy.  These  specifications  are  captured  as  procedures,  allowing 
efficient,  parameterized  and  programmable  structure  generation  [2].  A  complete  design  is 
‘constructed’  before  a  simulation  run  by  the  recursive  generation  of  its  parts,  yielding  a 
hierarchical  network  of  interconnected  components. 

Component  behavior  defines  how  the  state  of  a  component  changes  over  time.  Behavior 
definitions  are  encapsulated  as  procedures  relevant  to  each  type  of  component,  and  can 
thus  be  developed  mostly  in  isolation,  provided  interfaces  are  maintained.  Behavior  code 
is  responsible  for  handling  events — time-tagged  state  changes  to  a  component’s  ports  and 
internal  state  variables  during  a  simulation  run — in  order  to  generate  the  local  state  changes 
‘caused’  as  a  consequence. 

System  Instrumentation 

Every  component  automatically  includes  support  for  instrumentation  because  every  com¬ 
ponent  inherits  the  basic  functionality  required  for  monitoring  it  and  for  maintaining  its 
organizational  relationships  with  the  instrumentation  system.  This  allows  instrumentation 
to  be  introduced  into  the  design  non-intrusivelt/y  that  is,  without  changing  model  function, 
and  incrementally,  that  is,  as  interesting  aspects  of  a  component’s  operation  are  identified. 

SIMPLE  factors  system  instrumentation  into  the  details  of  data  capture,  data  analysis, 
and  presentation.  This  allows  for  the  fle.xible  intermixing  of  d.iferent  capabilities  for  each 
of  these  concerns. 

Component  probe  definitions  specify  what  data  should  be  captured  for  each  compo¬ 
nent  type.  There  may  be  several  probe  types  for  a  component  type,  each  appropriate  to 
measuring  a  different  aspect  of  the  component’s  operation.  Probes  may  make  use  of  pre¬ 
defined  modules  to  accomplish  certain  types  of  calculations  (for  example,  moving  averages) 
on  captured  data. 

Panels  bring  together  the  data  analysis  and  presentation  aspects  of  simple's  instru¬ 
mentation  system.  They  specify  how  the  data  supplied  by  probes  is  to  be  transformed 
through  analysis,  and  how  the  results  are  to  be  displayed.  si.MPLE  has  a  basic  library  of 
presentationr.  class  definitions  which  represent  particular  display  styles  such  as  histograms, 
intensity  maps  and  scrolling  line  plots.  It  also  provides  a  library  of  procedures  to  accomplish 
standard  data  analysis  operations. 

A  panel  is  defined  by  customizing  the  appropriate  presentation  class  with  descriptions 
affecting  its  graphical  appearance,  such  as  legends  and  color  maps,  along  with  interface 
specifications:  expressions  using  an  augmented  Lisp  syntax  to  describe  probe  types,  data 
transforms,  and  displayed  quantities.  Defined  panels  may  then  be  aggregated  into  an  in¬ 
strument,  which  associates  a  named  type  and  a  screen  layout  policy  with  the  collection  of 
panels. 

Instrumentation  is  ‘attached’  to  a  design  before  a  simulation  run  by  simply  instantiating 
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tl«  appropriate  iMtnnD«tf  we  wi* 

ate  and  thdr  a>it«po«<lie*  ““tfece  speaScatioiia  are  tbea  compiled  mto  data 

stnictnK*  and  code  that  wOl  accomplisk  the  panel  analysis  and  tnmsfiDfnution  opefaUons- 
The  requited  probes  are  also  attached  to  component*  at  that  time.  The  end  result  is  an 
instrumented  design  that  ties  together  instantos  of  components,  probes  and  pands  lor  the 
simulation  run. 


l.A  The  Organization  of  care 

At  the  base  levd,  care  provides  a  library  of  multiprocessor  components  snch  as  netwbrit 
interfaces,  busses,  processors,  mes&  '^e  coprocessors  and  memory  controllers.  These  can  be 
composed  into  a  number  of  standa.*  system  configurations,  such  as  toroidal  networks  or 
systems  of  hierarchical  busses.  Most  components  are  parameterized,  allowing  variation  in 
performance  characteristics  such  as  cycle  times  and  channd  widths,  as  well  as  choices  on 
other  aspects  of  system  behavior,  such  as  routing  algorithms. 

To  satisfy  the  need  for  detail  required  in  modelling  multiprocessor  system  element  in¬ 
teractions,  the  definition  of  network  components  is  fine  enough  to  capture  each  of  the  many 
operations  that  accomplish  cut-through  message  routing  [8]  of  a  packet  of  data  in- a  torus 
network.  To  satisfy  the  runtime  requirements  of  simulating  complete  applications,  the  pro¬ 
cessor  models  are  coarse  enough  (and  thereby  fast  enough)  to  ignore  the  details  of  simple 
processor  operations  that  affect  system  operation  only  through  their  timing.  Instead,  this 
timing  information  is  captured  during  the  simulated  execution  of  concurrent  programs  by 
dynamically  running  purely  sequential  segments  of  application  code  on  the  underlying  ma¬ 
chine  and  measuring  their  e.xecution  time. 


ConiTurrent  Programming  Models 

CARE  defines  parallel  programming  language  extensions,  collectively  called  LA.MINA,  for 
object  oriented,  shared  variable  and  functional  programming  models  (6).  The  primitive 
mechanisms  that  support  these  language  models  are  encapsulated  within  component  defini¬ 
tions,  but  are  decoupled  from  the  underlying  information  flow  control  governing  component 
behavior. 

Component  flow  control  actions  deal  genetically  with  gating  information  between  lo¬ 
cal  ports  and  state  variables,  that  is,  with  communicating  information,  independent  of  its 
content.  Language  support  actions,  on  the  other  hand,  create  and  manipulate  information 
based  solely  upon  its  content;  they  play  no  part  in  communicating  it  between  components. 
This  separation  of  functionality  allows  the  study  of  alternative  communication  protocols 
or  topologies  without  modification  to  language  interfaces  and  applications.  Further,  new 
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langway  mtctfaces  may  be  defined  or  existing  ones  changed  without  redefining  the  commu' 
nicatioas  protocol  used  by  the  ^'stem  components. 

InstnuneotntioB 

CAB£  supplies  a  library  of  probe,  pantt  and  instrument  definitions  corresponding  to  its 
particular  multiprocessor  systems  and  programming  models.  For  example,  one  care  system 
architecture  is  a  message-passing  multicomputer  that  executes  application  programs  using 
the  object-oriented  Lamisa  extensions  [6].  An  instrument  for  this  system  (see  figure  14)  has 
probes  which  monitor  the  critical  operations  performed  on  messages  both  by  ^plication 
data  objects  and  by  the  resources  of  the  underlying  multiprocessor.  These  drive  panels  that 
display  loads  and  latencies  at  the  architectural  as  wdl  as  application  levels. 

1.3  Using  simple/care 

The  primary  users  of  simple/care  are  system  architects  and  application  programmers.  The 
system  architect  develops  multiprocessor  component  models  and  instrumentation  through 
a  set  of  design  time  interactions  with  the  simulation  system,  '^he  application  developer,  in 
turn,  writes  parallel  code  using  the  lamina  language  extensiois>  ...  higher  level  frameworks 
derived  from  these  (1, 10,  11).  .411  the  definitions — for  models,  instrumentation,  languages, 
and  applications — are  compiled  and  loaded  into  the  Lisp  environment.  Incremental  com¬ 
pilation,  supplied  by  the  environment,  allows  changes  in  these  definitions  have  immediate 
effect,  even  during  a  simulation  run,  which  is  an  important  capability  during  debug^g. 

The  user  starts  a  simulation  by  first  instantiating  a  design  corresponding  to  the  partic¬ 
ular  architectural  model  under  study.  The  user  then  chooses  a  particular  instrument  and 
attaches  it  to  the  generated  design,  so  that  the  instrument  panels  appear  on  the  workstation 
screen.  .Another  call  then  ‘loads’  the  application  program  into  the  simulated  multiprocessor 
and  gets  it  running,  at  which  time  the  instrument  panels  begin  to  dynamically  display  the 
chosen  system  performance  measures.  The  user  is  free  to  interrupt  the  run  both  via  the 
keyboard  or  via  breakpoints  inserted  into  the  application  or  model  codes.  Menu-driven 
interactions  allow  variation  of  component  model  parameters  as  well  as  control  of  the  instru¬ 
mentation. 

2  Building  System  Models 

A  system  model  or  design  is  defined  in  SI.MPLE  by  specifying  its  intended  structure  and  be¬ 
havior.  As  described  earlier,  this  specification  is  organized  around  the  components  that  form 
the  system.  In  this  section,  we  discuss  the  means  by  which  system  models  are  formulated 
in  terms  of  components. 
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2.1  Structure 


A  system  stractoie  coasts  of  a.  hierardiically'Orgajuzed  coUectkm  of  ^ped  componotts, 
as  shown  in  figue  2.  Defining  such  a  system  strnctnre  in  SIMPLE  involves  defining  each 
type  of  component  and  describing  its  contribution  to  overall  system  structure  in  terms  of 
its  subcomponents  and  their  rdationships. 


Figure  2:  Hierarchical  Composition 


Defining  Component  Types 

A  component’s  type  determines  its  private  structure,  that  is,  the  set  of'attributes  that 
make  up  the  component,  simple  provides  the  d«f component  macro  to  define  a  type  (or 
class)  of  component.^  This  includes  specification  of  its  inheritance,  and  of  the  named  slots, 
or  instance  variables,  present  in  an  instance  of  the  class.  Although  slots  may  be  used  for 

any  purpose,  they  primarily  represent  the  state  variables  that  are  required  for  generating 
history-sensitive  component  behavior. 

The  code  in  figure  3  shows  a  fragment  of  the  definition  of  a  care  operator  component 
type.  In  this  example,  an  operator  is  made  to  inherit  from  debug-history-mixin,  thus 
gaining  functionality  for  keeping  a  history  of  events  during  behavior  debugging.  The  Status 
slot  is  a  state  variable  that  ccatains  a  symbolic  representation  of  the  run  time  state  of  the 
component.  The  Pending-Operations  slot  contains  a  complex  data  structure  (a  queue) 
that  will  be  managed  by  the  component  during  its  operation. 

^This  macro  haj  a  straightforward  translation  to  the  underlying  defflavor  [15]  construct  wi.irh  defines 
a  flavor.  It  also  generates  definitions  for  procedures  to  initialize  and  reset  the  slots  of  a  component  of  this 
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Figure  3:  Definition  of  a  Component  Type 
Defining  System  Structure 

System  structure  in  simple  is  built  up  through  the  incremental  combination  of  components. 
Components  can  form  a  larger  structure  through  composition  and  interconnection. 

.-Vs  shown  in  figure  2,  at  the  base  level  are  primitive  components  that  have  no  defined 
structure  beyond  their  ports.  .A.n  operator  is  an  example  of  such  a  component.  Composite 
components,  such  as  a  sits,  additionally  contain  subcomponents  as  parts;  parts  may  of 
course  be  primitive  or  composite.  Composite  components  may  also  have  function  beyond 
what  can  be  inferred  strictly  from  their  composition. 

Composite  components  determine  the  interconnections  between  the  ports  of  their  in¬ 
dividual  subcomponents,  and.  further,  the  connections  between  their  own  ports  and  those 
of  their  subcomponents.  Connections  thus  establish  pathways  for  information  to  propa¬ 
gate  between  ports:  both  within  and  across  hierarchical  boundaries.  Thus,  the  top-level 
composite  forms  the  system  structure,  or  design,  under  study. 

SIMPLE  originally  captured  component  structure  graphically  and  interactively,  through 
the  menu  actions  and  mouse  gestures  supplied  by  a  structural  editor.  Defined  component 
subsystems  would  then  be  placed  in  a  ‘library’  for  later  reuse.  It  turned  out,  however, 
that  this  approach  was  sometimes  inconvenient.  Furthermore,  a  database  distinct  from  the 
underlying  Lisp  type  database  had  to  be  maintained.  Therefore,  S1.MPLE  now  represents 
structural  information  procedurally.  .A.  procedural  representation  permits  efficient,  flexi¬ 
ble,  and  parameterized  structure  generation.  It  is  particularly  useful  for  automating  the 
construction  of  the  largely  replicated  system  structures  that  characterize  multiprocessor 
architectures. 

A  component’s  structure  is  specified  as  a  method  (that  is,  a  procedure  relevant  to  the 
type  of  the  component)  that  is  e.xecuted  by  slmple’s  component  instantiation  protocol.  The 
method  uses  built-in  simple  functions  that  create  ports,  subcomponents  and  connections 
to  generate  a  component’s  structure.  SI.MPLE  provides  additional  functions  that  allow  the 
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description  of  the  structural  geometry  of  the  component.  In  effect,  then,  these  functions 
form  the  primitives  that  allow  the  construction  (and  querying)  of  a  database  of  compo¬ 
nent  objects.  The  component  instantiation  protocol  accomplishes  the  creation  of  a  system 
structure  in  a.  depth-first  fashion.  Components  construct  subcomponents,  which  in  turn 
construct  their  subcomponents,  and  so  on  until  primitive  leaf  components  are  created. 

To  illustrate  this  approach,  consider  the  code  in  figure  4  that  might  define  the  structure 
of  the  processing-eleaent  shown  in  figure  2.  In  this  example,  ev,  op,  ibuf ,  and  obuf  are 
variables  local  to  the  structure  definition. 

(d«fstTUCtar«  PROCESSIIG-ELEMEIT  (taux  sv  op  ibul  obuf) 

; :  Construct  subconponsnts  and  atom  into  local  variables 
(sstf  sv  (part  ’svaluator  'ovaluator) 
op  (part  ’opsrator  ’opsrator) 
ibut  (part  ’butfar-in  ’tilo-bullar  :dapth  10) 
obui  (part  ’butfsr-out  ’filo-butfsr)) 

;;  Construct  ports 

(in  ’nstsork-packst-in)  (out  'nstaork-statua-out)  ;  lor  ibul 
; ;  Establish  connsctions  bstvssn  ports 

(conn  (port?  * nstsork-packst-in)  (port?  ’packst-in  ibul)) 

(conn  (port?  'nstsork-status-out)  (port?  ’status-out  ibul)) 

) 


Figure  4:  Defining  Component  Structure 


Subcomponents.  Subcomponents  are  created  via  the  part  construct,  which  takes  as 
arguments  a  name  for  the  part,  its  type,  and,  optionally,  parameters  to  customize  the 
creation  of  the  component.  Thus,  in  figure  4,  ibul  represents  a  f  ifo-buffer  component 
named  bufl«r-in  which  can  hold  no  more  than  ten  items.  Subcomponents  can  be  accessed 
by  name  through  the  part?  function;  here,  however,  they  were  stored  into  local  variables 
for  convenience.  They  may  also  be  stored  into  predefined  component  slots  or  into  data 
structures  accessible  via  slots,  so  that  they  are  easily  accessible  to  behavior  code. 

The  optional  keyword  parameters  passed  in  to  the  part  primitive  are  delivered  to  both 
the  underlying  Flavors  instance  initialization  method  as  well  as  to  the  subcomponent’s 
structure  generation  method.  Each  may  then  choose  to  ignore  or  use  these  arguments 
in  customizing  the  creation  of  the  new  component.  For  example,  parameters  specifying 
dimensionality  and  connectivity  might  be  among  those  passed  to  a  subcomponent  that 
generated  a  network  of  nodes  organized  into  a  grid  topology. 
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Ports.  Ports  axe  classified  by  SIMPLE  as  either  for  input  or  output.  Their  corresponding 
constructors  are  in  and  out,  both  of  which  accept  a  name  for  the  new  port  as  a  parameter. 
Thus,  in  figure  4,  the  call  to  in  creates  and  returns  an  input  port  named  pack#t-in.  Ports 
can  always  be  retrieved  by  name  through  the  port?  function.  An  optional  argument  to 
this  function  identifies  the  port’s  component;  the  calling  component  is  the  default. 

Connections.  Connections  are  established  through  the  conn  function,  which  takes  two 
ports  as  arguments.  Connections  between  subcomponents  are  unidirectional  and  must  be 
between  disparate  types  of  ports:  from  input  ports  to  output  ports.  Conversely,  connected 
I  ports  on  a  subcomponent  and  its  superior  must  be  of  the  same  type,  so  that  information 
may  flow  up  and  down  the  hierarchy.  The  information  on  a  connection  will  be  handled  by 
the  lowest  component  in  the  hierarchy  that  has  an  input  port  accessible  via  the  connection. 

Geometry,  simple  allows  the  structure  generation  code  to  be  embellished  with  optional 
descriptions  of  the  geometry  of  the  component  structure.  Components  can  then  be  inspected 
via  a  graphical  previewer,  which  facilitates  debugging.  To  accomplish  this,  SIMPLE  provides 
constructs  to  define  the  rectangles  representing  components,  to  place  ports  around  the 
perimeter  of  the  rectangle,  to  route  connections  in  Manhattan  space,  and  to  place,  group, 
align,  and  geometrically  transform  subcomponents. 

2.2  Behavior 

.A  component  is  essentially  a  state  machine  with  a  notion  of  time.  Its  behavior  defines  the 
causal  and  temporal  progression  of  its  states  and  relates  this  with  the  rest  of  the  system 
via  its  ports.  System  behavior  is  therefore  no  more  than  the  composition  of  the  behaviors 
of  its  components. 

Events  signify  the  temporal  state  changes  in  the  simulated  system,  in  terms  of  the 
changes  in  the  values  of  the  ports  and  state  variables  of  the  system’s  components.  They 
make  the  simulation  of  large,  complex  systems  tractable,  by  exploiting  the  property  that 
only  a  small  fraction  of  the  system  state  actually  changes  at  any  instant  in  time.  This  makes 
it  more  efficient  to  keep  track  of  these  changes  and  to  compute  their  consequences,  than 
to  recompute  the  state  of  the  entire  system  at  every  time  step.  .An  event-driven  simulator, 
such  as  simple’s,  maintains  the  temporal  relationships  between  events  so  that  time  always 
moves  forward. 

Within  this  framework,  the  behavioral  specification  of  a  component  is  formulated  in 
terms  of  its  responses  to  the  events  relevant  to  it.  These  responses  may  include  state 
changes  caused  in  the  simulated  future,  that  is,  consequent  events  to  be  handled  by  the 
simulator,  as  well  as  direct  operations  on  component  state.  The  assertion  of  consequent 


^1-370 


event*  aad  the  response*  to  them  (involving  further  consequences)  drives  the  simulation. 
When  there  are  no  more  events  to  handle,  the  simulation  is  complete. 

To  maintain  modularity  in  a  simulated  system,  a  component’s  responses  to  events  should 
generally  be  local  to  it.  Consequent  events  involving  a  component’s  output  ports  are  trans* 
lated  by  the  simulator  into  events  involving  the  connected  input  ports  of  other  components. 
Hence,  the  effects  of  a  local  change  propagate  between  components  along  the  connection 
paths  defined  by  the  system  structure.  Sometimes,  however,  a  direct,  non-local  operation 
on  a  related  component  (for  example,  a  subcomponent)  might  be  appropriate.  SIMPLE  does 
not  prohibit  the  modeller  from  accomph'shing  this. 

SIMPLE  captures  component  behavior  proceduraJly,  as  the  definition  of  a  method  on  the 
component  class.  This  method  is  charged  with  asserting  and  processing  the  events  that 
drive  the  simulation. 

Asserting  Events 

In  concrete  terms,  an  event  in  simple  is  a  record  that  represents  a  single  state  change 
to  the  simulated  system.  It  stipulates  the  component  affected,  its  port  or  state  variable 
changed,  the  new  value  it  will  get,  and  the  (future)  simulated  time  at  which  it  will  attain 
that  value.  Asserting  an  event  therefore  involves  passing  this  information  to  the  simulator 
for  later  processing. 

Ports  are  first-class  citizens  in  SIMPLE,  and  events  are  asserted  on  them  by  means  of  the 
ass«rt“port  primitive.  .An  output  port  can  be  retrieved  via  the  port?  function  described 
earlier,  and  can  thereby  be  passed  as  an  argument  to  assert-port,  along  with  its  new  value 
and  the  simulated  time  of  the  change. 

State  variables,  on  the  other  hand,  are  simply  places  (in  the  setf  sense  [13])  that  may 
hold  values.  A  state  variable  is  therefore  specified  by  the  expression  that  will  access  the 
place  that  holds  its  value.  Thus,  for  example,  a  slot  denoting  a  top-level  state  variable  of  a 
component  is  simply  specified  by  naming  the  slot.  The  Status  slot  of  an  operator  is  such 
a  state  variable.  As  a  more  general  e.xample,  if  Registers  is  a  slot  denoting  a  vector  of 
simulated  registers,  then  the  expression  (svref  Registers  0)  is  an  accessor  for  the  state 
variable  representing  the  first  register.  The  aosert-state  primitive  is  used  to  generate  an 
event  on  a  local  state  variable.  .As  with  ports,  there  are  no  restrictions  enforced  by  simple 
on  the  values  held  by  state  variables. 

Processing  Events 

Once  an  event  has  been  asserted,  at  the  appropriate  simulated  time  the  simulator  processes 
the  event;  that  is,  it  makes  the  state  change  specified  by  the  event  and  then  invokes  the 
behavior  method  that  defines  affected  component’s  response  to  the  event.  The  parameters 
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to  the  behavior  method  are  a  specifier  for  the  port  or  state  variable  affected,  its  new  value, 
and  the  simulated  time  of  the  change  (which  may  be  thought  of  as  the  ‘current’  time). 

A  behavior  method  is  typically  structured  as  a  set  of  ‘rules’,  and  each  rule  tests  for 
conditions  and,  as  satisfied,  asserts  or  directly  effects  consequent  actions.  Rule  conditions 
may  include  arbitrary  predicates  on  the  event  parameters  as  well  as  on  the  state  variables 
and  input  ports  of  the  component;  predicates  may  be  combined  through  Lisp  operators 
such  as  and  and  or.  Rule  actions  may  directly  manipulate  the  component’s  state  as  well  as 
assert  events  in  the  simulated  future. 

SIMPLE  supplies  a  number  of  primitive  predicates  for  testing  events.  The  simplest  pred¬ 
icates  test  if  the  event  occurred  on  a  specified  port  or  state.  Others  additionally  test  if  the 
asserted  value  satisfies  conditions  such  as  equality  with  constants,  membership  in  a  set  of 
values,  or  membership  as  defined  by  type. 

Modelling  Synchronous  Designs 

As  discussed  earlier,  event-based  simulators  assume  that  state  variables  (including  ports) 
remain  unchanged  until  explicitly  modified.  Synchronous  designs,  that  is,  those  in  which  the 
opportunities  for  state  change  are  temporally  quantized  to  a  clock,  can  be  modelled  in  such 
implicitly  asynchronous  simulators  by  asserting  the  clock  signal  on  a  port  of  each  and  every 
clocked  component  of  the  simulated  system.  However,  if  only  some  of  the  components  in  the 
system  need  take  action  on  each  clock  signal  (as  is  typical),  there  is  an  obvious  inefficiency 
in  this  approach  that  is  crippling  for  systems  with  even  a  modest  number  of  components. 

If,  on  the  other  hand,  event  times  are  restricted  to  integers,  the  clock  can  be  assumed. 
.411  that  is  needed  is  a  way  to  detect  the  event  for  which  a  Boolean  combination  of  conditions 
as  strobed  by  an  assumed  clock  is  first  met.  To  support  this,  simple  supplies  primitive 
condition  predicates  for  detecting  an  ‘edge’,  that  is,  a  value  changed  by  the  current  event, 
with  a  coincident  ‘level’,  that  is,  a  value  set  by  an  event  in  the  simulated  past,  of  two 
ports  or  state  variables  of  a  component  in  either  of  the  two  possible  event  sequences.  The 
predicate  port-state?  in  the  example  behavior  rule  shown  in  figure  5  has  these  semantics. 

This  code  also  illustrates  the  generality  of  simple  behavioral  descriptions.  Actions  may 
directly  manipulate  state  variables  (as  is  done  to  set  Status  to  ’servicing),  assert  events 
(as  is  done  to  the  Status  state  variable  and  to  the  Evaluator-Packet-Out  port),  call 
arbitrary  procedures  (for  example,  queue-take  and  time-update),  or  call  methods  (such 
as  : operation-cycle).  In  fact,  the  last  approach  has  proven  to  be  a  natural  way  to  realize 
the  functional  operations  of  care  components  not  described  by  behavioral  rules. 

3  CARE  Component  Models 

CARE  defines  a  small  number  of  multiprocessor  components,  both  primitive  and  composite, 
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((and  (port-stata?  Evaluator-Statua-Ia  'fraa  Statu*  'bu»y) 

(not  (quaua-Mpty  Panding-Oparation*)) 

(aq  ’to-avaluator  (oparation-plaea  (quaua-top  Panding-Oparation*))}} 
U  tha  oparator  is  'busy  k  thara's  soaathing  in  tha 
; ;  quaua  for  tha  avaluator  k  tha  channal  to  tha  avaluator 
;;  is  'Iras,  than  pop  tha  quaua  and  transnit. 

(lat*  ((top  (quaua-taka  Panding-Oparations))  ;  pop  quaua 

(post-tiaa  (sand  salf  : oparation-cycla  top  no*))  ;  whan 
(packat  (oparation-packat  top)))  ;  shat 
(tiaa-updata  packat  post-tiaa)  :  tiaastaap 
(satf  Status  ’sarsicing)  ;  block  rula 

(assart-port  Evaluator-Packat-Qut  packst  post-tiaa)  ;  xait 
(assart-stats  Status  'busy  (l-t-  post-cims)))) 

Figure  5:  A  Behavior  Rule 


along  with  the  data  structures  manipulated  by  them  in  support  of  the  lamina  concurrent 
language  extensions.  These  are  briefly  described  below. 


3.1  Primitive  Information  Structures 

The  basic  information  structures  manipulated  by  CARE  components  are  the  process,  the 
stream,  and  the  packet.  Processes  encapsulate  a  single  thread  of  application  code,  and, 
perhaps,  an  address  space.  They  communicate  and  synchronize  by  operating  on  streams, 
that  may  be  thought  of  as  queues  that  can  store  sequences  of  arbitrary  values.  Although 
streams  are  localized  to  a  single  processing  site,  they  may  be  referenced  by  remote  processes. 
Typical  operations  on  streams  involve  treating  them  as  message  bulTers,  that  is,  sending  and 
receiving  messages  on  them,  or  treating  them  as  memory  cells,  that  is,  reading  and  writing 
them.  Operations  on  streams  and  processes  are  effected  by  packets  of  information  being 
communicated  between,  and  interpreted  by,  the  components  of  the  simulated  multiprocessor 
system. 

The  LA.MINA  primitives  can  be  used  to  model  both  shared  variable  and  message  passing 
styles  of  computation  [6].  A  lamina  application  program  consists  of  sequential  Lisp  code 
interspersed  with  lamina  language  constructs  that  have  been  built  from  these  primitives. 
During  e.xecution,  the  primitives  cause  events  that  result  in  control  being  passed  to  the 
simulator  for  their  handling.  In  this  way,  a  simulation  achieves  its  goal  of  focussing  on  the 
interactions  between  processes. 
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3.2  Components 

The  component  types  supplied  by  CARE  are  essentially  those  shown  in  figure  2.  These  are 
elaborated  upon  below. 


Communications  Components 

CARE  supplies  primitive  communications  components  that  accept  (or  block),  route,  and 
buffer  transmissions  in  accordance  with  a  dynamic,  flow-controlled,  cut-through  communica¬ 
tions  protocol  that  includes  support  for  multicast  [4, 5).  Currently,  these  are  the  net-input 
and  the  net-output.  AU  transmissions  are  encapsulated  as  packets  containing  routing  and 
control  information  along  with  application  data.  To  maintain  integrity  in  the  simulation, 
the  data  values  transmitted  in  packets  are  copied  before  being  passed  to  the  communication 
subsystem,  and  packets  are  sized  accordingly. 

In  keeping  with  the  objective  of  focusing  simulation  cycles  on  the  aispects  of  the  simula¬ 
tion  particularly  relevant  to  multiprocessor  operation,  the  behaviors  of  the  communications 
components  are  defined  in  fair  detail,  that  is,  at  approximately  the  register  transfer  level. 
Routing  operations  are  described  procedurally,  as  methods  on  the  site  or  bus  composite  com¬ 
ponent  enclosing  the  communications  components.  Parameters  allow  choice  of  the  routing 
algorithm  used,  width  of  data  channels,  routing  decision  times  and  so  on. 


Processing  and  Scheduling  Components 

CARE  supplies  the  pme  (for  ‘processor  memory  element’)  to  accomplish  the  processing  work 
of  a  CARE  system.  This  composite  consists  of  an  evaluator,  an  operator  and  at  least  two 
fifo-bufiers."*  The  storage  associated  with  this  component  is  not  e.xplicitly  modelled. 

The  buffers  interface  the  processing  subsystem  with  the  communications  subsystem  and 
are  used  for  local  packet  receptions  and  transmissions.  Their  behavior  is  also  described  at 
approximately  the  register  transfer  level,  and  allows  parametric  control  of  buffer  depth. 

The  evaluator  does  the  real  work  of  the  application — running  processes  that  execute 
application  code.  The  operator  does  the  overhead  work  associated  with  such  evaluations, 
that  is,  managing  processes  and  streams.  In  particular,  the  operator  schedules  processes  for 
execution  by  its  associated  evaluator,  receives  and  interprets  request  packets  for  operating 
on  local  streams  (such  as  queueing  messages  on  them),  and  constructs  outgoing  packets 
that  require  operations  to  be  performed  on  remote  streams  and  delivers  them  to  the  com¬ 
munications  subsystem.  Thus,  depending  upon  the  computation  model,  the  operator  can 
function  as  a  message  coprocessor  or  as  a  memory  controller. 

'There  are  specializationc  of  the  f  if  o-bufler  component  for  input  and  for  output. 
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As  indicated  previously,  the  simulation  of  the  operator  and  evaluator  haa  two  aspects: 
the  control  of  the  flow  of  information  and  the  actions  performed  on  that  information.  The 
former  is  described  in  terms  of  SIMPLE  behavior  rules,  register  transfer  by  register  transfer. 
The  latter  is  described  directly  in  terms  of  procedures,  and  the  simulated  time  taken  by 
such  procedures  is  modelled.  In  the  case  of  the  operator,  this  is  done  as  a  function  of 
the  number  of  storage  cells  manipulated  during  the  operator  routine  that  handles  some 
primitive  operation.  In  the  case  of  the  evaluator,  this  is  done  as  a  function  of  the  execution 
time  on  the  underlying  simulation  vehicle.  Care  is  taken  to  ensure  that  time  due  to  such 
overheads  as  page  faults  and  garbage  coUection  are  discounted  in  measuring  application 
execution  time  on  the  simulation  vehicle. 

There  are  numerous  parameters  associated  with  operators  and  evaluators.  These  primar* 
ily  affect  performance  and  include  quantities  such  as  cycle  times,  interrupt  times,  process 
switch  times,  packet  formatting  times,  and  so  on. 


System  Level  Components 

CARE  systems  consist  of  a  number  of  sites  interconnected  in  some  regular  topology.  Sites 
may  currently  be  embedded  into  mesh,  torus  and  bus  topologies.  The  basic  site  composite 
is  parameterized  to  generate  communications  components  for  up  to  eight  ‘neighboring’ 
sites;  it  cdso  contains  a  local  processor-memory  element.  Specializations  of  the  site,  for 
example,  the  torus-site  and  the  bus-site,  exist  to  fit  the  site  into  alternative  topologies 
by  supplementing  the  site  routing  procedures  as  appropriate  to  the  topology. 


3.3  Application  Development 

CARE  has  evolved  to  provide  a  number  of  features  that  aid  in  developing  lamina  applica¬ 
tions. 

•  Full  integration  with  the  underlying  Lisp  program  development  tools  such  as  inspec¬ 
tors,  debuggers  and  editors.  Components  and  the  data  structures  they  manipulate 
have  abstraction  interfaces  that  provide  a  summary  of  their  state  information  when 
they  are  displayed  in  text  form.  These  text  abstractions  are  ‘mouse  sensitive’  and  so 
can  be  inspected  at  successively  finer  levels  of  detail  if  desired.  Application  and  model 
code  can  be  debugged  via  graphical  inspection  and  manipulation  of  stack  frames. 
Within  the  debugger,  a  single  keystroke  brings  the  relevant  source  code  into  the  edi¬ 
tor.  Incremental  recompilation  allows  changes  to  source  code  to  take  immediate  effect, 
even  within  the  interrupted  stack  frame.  Thereupon,  e.xecution  can  be  backed  up  and 
retried,  given  that  intermediate  side  effecting  code  is  safely  re-e.xecutable. 
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•  A  means  for  running  batch  simulations  via  script  files.  The  script  files  might  contain 
commands  that  vary  application-specific  parameters  and  data  sets,  as  well  as  sys¬ 
tem  configurations  and  parameters— perhaps  based  on  the  results  of  runs  previously 
completed.  This  facility  has  been  used  for  performance  experiments  spanning  several 
days. 

•  A  means  for  recording  simulation  executions  for  later  replay  [7].  The  only  inherently 
non-deterministic  quantities  in  a  simulation  run  are  those  that  capture  the  timing  of 
sequential  application  code  fragments  on  the  underlying  simulation  vehicle.  These 
timings  are  recorded  into  a  file  and  may  later  be  used  to  derive  the  deterministic 
behavior  of  the  rest  of  the  system,  that  is,  replay  the  original  run.  This  can  be 
useful  both  for  debugging  and  for  varying  instrumentation  for  the  ■  itical  system 
simulation. 

4  Building  Instrumentation 

The  results  of  a  simulation  are  primarily  the  Insights  it  provides  into  the  operation  of 
the  simulated  system.  Where  the  system  designer  may  seek  insights  into  system  resource 
utilization  or  protocol  deadlocks,  the  application  programmer  may  seek  insights  that  help 
to  debug  and  understand  the  performance  of  a  concurrent  application  program.  With  this 
in  mind,  the  design  for  simple’s  instrumentation  system  was  aimed  at  flexibility,  while 
retaining  efficiency  to  the  greatest  degree  feasible. 

4.1  Abstractions  and  Implementations 

simple’s  instrumentation  system  is  organized  around  probe,  panel,  and  instrument  abstrac¬ 
tions.  Probes  monitor  individual  components,  and,  when  appropriate,  supply  abstracted 
data  they  have  collected  to  panels.  Panels  transform  and  save  interesting  data  from  par¬ 
ticular  kinds  of  probes  in  the  system,  organize  the  transformed  quantities  along  various 
dimensions,  and  periodically  display  the  results  of  summary  analyses  on  this  information. 
Instruments  package  together  a  collection  of  particular  panels,  thus  providing  simultaneous 
access  to  different  views  of  operation  of  the  instrumented  system. 

SIMPLE  implements  these  abstractions  by  providing  a  library  of  classes,  methods  and 
procedures  that  obey  a  predefined  measurement  protocol.  Probes,  panels  and  instruments 
are  built  through  instantiation  of  classes  derived  from  the  base  classes,  and  the  protocol  pro¬ 
vides  the  foundation  for  customizations  that  aUow  them  to  achieve  the  desired  functionality. 
This  is  shown  in  figure  6. 

SI.MPLE  is  designed  to  make  the  specification  of  these  customizations  as  incremental  as 
possible  so  that  existing  solutions  can  be  reused.  The  metaphor  it  provides  to  do  this 
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Figure  6:  Instrumentation  Runtime 


is  a  familiar  one:  specialization,  which  is  implemented  through  the  extensive  inheritance 
facilities  of  the  underlying  Flavors  system. 

Specializations  may  range  from  defining  the  body  of  a  method  invoked  by  the  measure¬ 
ment  protocol  to  providing  default  values  for  predefined  slots  that  affect  the  behavior  of 
the  methods  that  implement  the  underlying  protocol.  Default  slot  values  may,  in  turn, 
range  from  simple  values  such  as  strings  denoting  panel  legends  or  functions  defining  probe 
filters,  to  lists  representing  code  expressions  that  are  parsed,  compiled  and  called  at  run 
time  to  accomplish  a  panel’s  transformation,  analysis  and  display  operations.  While  a  full 
d  :ussion  of  the  system-supplied  opportunities  for  customization  is  beyond  the  scope  of 
this  article,  the  following  sections  will  attempt  to  show  that  the  design  tries'  to  ensure  that 
simple  things  are  simply  specified. 

4.2  Data  Capture:  Probes 

Each  probe  is  attached  to  a  single  component  in  the  simulated  design  and  is  responsible  for 
monitoring  a  particular  aspect  of  its  behavior.  This  monitoring  is  made  non-intrusive  by 
ensuring  that  a  probe  is  informed  of  all  events  pertaining  to  its  attached  component.  .A.s 
shown  in  figure  6,  the  ;applyrul93  method  that  defines  a  component’s  behavior  also  has  a 
daemon  method  that  invokes  the  :  trigger  method  of  all  probes  attached  to  the  component, 
passing  the  event  parameters  to  each.  Each  probe  is  then  responsible  for  taking  action  based 
on  the  event,  if  desired. 

Probe  actions  may  involve  filtering  events,  querying  the  values  of  ports  and  state  vari¬ 
ables  on  the  attached  component,  manipulating  the  contents  of  the  probe’s  own  instance 
variables  (thus,  probes  can  be  history-sensitive),  and,  finally,  processing  and  forwarding 
data  to  attached  panels.  The  processed  data  is  formatted  as  a  property  list  that  tags  each 
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datum  with  an  identifying  keyword  symbol,  and  it  is  encapsulated  with  a  probed  object  for 
which  the  data  is  relevant  and  a  number  representing  the  simulated  time.  The  probed  object 
can  be  an  arbitrary  data  structure;  it  may  be  the  attached  component  or  one  related  to  it 
(for  example,  the  component  enclosing  it),  a  data  structure  manipulated  by  the  component 
(for  example,  a  process  structure  of  an  evaluator),  or  even  an  application  data  structure 
(for  example,  a  lamina  object). 

An  Example 

As  an  example  probe,  consider  the  evaluator-queui-probe  defined  in  figure  7.  This 
probe  measures  the  load  on  an  evaluator  in  terms  of  the  number  of  runnable  (and  running) 
processes  queued  on  it.  Since  processes  arriving  from  the  local  operator  (via  the  Packet-In 
port)  increment  the  load,  and  since  transitions  in  the  evaluator’s  Status  reflect  the  status 
of  the  process  currently  being  executed  and  thereby  affect  load,  the  :  trigger  method 
checks  to  see  if  the  event  on  the  attached  evaluator  is  relevant  before  taking  action.  As 
with  component  behavior  rules,  this  is  done  through  the  state-event?  and  port-event? 
predicates. 

(def probe  EVALUATOR-qUEUE-PROBE  ()  ;  no  mixias 
I* ;  instance  variables:  cache  attached  evaluator's  slots 
((Input-Queue  (probe-state  Evaluator-Queue)) 

(Site  (probe-state  Site))) 

; ;  options 

(: documentation  "Report  evaluator  process  queue  lengths") 

(: component-type  evaluator)  ;  attach  to  evaluators 
(: trigger  (tag  value  now)  ;  name  the  event  parameters 
(when  (or  (state-event?  Status)  ;  status  change?... 

(port-event?  Packet-In))  ;  or  process  arrival? 

(send  self  :select  ;  i.e.  inform  attached  panels. . . 

;  probed  object  -  site  component 
(list  ibusy  ;  probe  data  property  list 

(+  (queue-length  Input-Queue)  ;  #  enabled  processes 
(case  (probe-state  Status)  ;  running  process? 

((ready  stalled)  0)  (t  1)))) 

(simulated-microsecond-time  now)))))  ;  probe  time 

Figure  7:  Example  Probe  Definition 

The  declarations  of  this  probe’s  instance  variables  use  the  probe-stata  primitive  to 
retrieve  the  values  of  slots  in  the  evaluator  and  thus  initialize  the  slots  of  the  probe  instance. 
In  general,  instance  variables  are  used  to  store  intermediate  state  as  required  for  probes  that 
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tiack  interesting  seqaences  of  state  changes  (for  example,  the  scheduling  tranntions  of  a 
process).  Note  that  the  ste  component  that  contains  the  evalcator  is  passed  as  the  probed 
object  for  which  the  data  is  relevant.  Note  also  the  conver^n  of  event  time  cnits  (nov) 
into  modsl-spedfic  time  onits,  throngh  scaling,  as  the  data  is  passed  on  to  paads. 

The  :s«l«ce  method  is  part  of  the  measurement  protocol  for  probes.  The  default 
method  forwards  the  probe  data  on  to  attadied  pands  throng  an  ^'st«n'Snppiied  inter- 
mediary  object.  This  object  optionally  filters  the  probe  data  and,  if  successful,  tags  it  with 
an  identifying  keyword  symbol  as  required  by  the  pand  (so  that  a  pand  may  distinguish 
between  different  kinds  of  probes)  before  calling  the  :  update  methods  of  the  sdected  pands. 
A  probe  niter  is  spedned  when  defining  (or  instantiating)  a  pand  that  uses  the  required 
kind  of  probe. 

4.3  Data  .4nalysis  and  Presentation;  Panels 

Panel  operations  are  accomplished  by  successive  transformations  on  the  data  supplied  by 
probes,  ultimatdy  yielding  the  quantities  that  are  displayed  along  the  various  ‘axes*  defined 
by  the  presentation  style  of  the  panel.  These  transformations  are  conceptually  accomplished 
through  manipulations  on  two  kinds  of  records: 

•  a  state  record  for  each  probed  object,  that  stores  relevant  information  derived  from 
the  probe  data  passed  in;  and, 

•  a  display  record  that  stores  the  quantities  that  need  to  be  displayed,  and  forms  the 
foundation  for  display  lists. 

Display  records  are  organized  along  panel-specific  dimensions  to  satisfy  display  goals. 
These  may  be  times,  durations,  frequency  and  counting  bins,  probed  objects,  and  so  forth. 
Both  state  and  display  records  are  created  as  needed  by  the  panel. 

The  actions  taken  by  a  panel  are  then  to: 

•  update  the  state  and  display  records  corresponding  to  the  probe  data  passed  as  param¬ 
eters  to  the  :updata  call.  This  involves  extracting  the  required  data  from  the  probe 
data  property  list,  compjting  transformed  values  based  on  this  and  the  retained  data 
stored  in  the  records,  and  storing  results  back  into  the  appropriate  records. 

•  analyze  the  display  lists  periodically,  that  is,  reorganize  them  based  on  display  objec¬ 
tives,  such  as  sorting  on  display  record  fields. 

•  display  the  results  of  these  periodic  analyses  in  the  display  style  of  the  panel,  that  is, 
transform  display  list  quantities  into  graphics  actions  on  the  screen. 
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As  mentioned  earlier,  the  starting  pfflnt  for  defining  pands  is  prestntationr.  class  defini¬ 
tions  that  represent  particnlar  display  styles.  SljlPLB's  current  presentation  library  indndes 
scrdlable  text  displays,  scatter  plots,  fixed  and  scrollable  line  plots,  histograms,  strip  charts, 
intensity  maps  and  signal  animations.  These  are  customized  through  specialization  to  define 
panels. 

Costomizations  include  those  that  affect  the  panel’s  graphical  appearance,  such  as  leg¬ 
ends,  scales,  axes  labels  and  the  like,  as  well  as  those  that  achieve  its  functional  objectives. 
The  latter  include  declarations  of  the  types  of  probes  required  to  drive  the  pand,  and  inttr- 
face.  specifications:  arbitrarily  complex  expressions  that  spedfy  the  transformations  between 
the  information  provided  by  the  probes  and  that  saved  and  displayed  by  the  panel.  Other 
customizations  control  the  computing  resources  used  by  the  panel;  these  ere  pa.  mieters 
such  as  sampling  intervals,  refresh  periods,  and  history  depths.  Presentations  have  been 
defined  so  that  they  supply  the  most  commonly  required  customizations  implicitly. 

To  retain  run  time  efficiency,  the  expressions  provided  in  interface  specifications  are 
processed  when  a  new  instrument  is  created.  They  are  compiled  at  that  time  into  code 
bodies  referenced  by  run  time  control  blocks  associated  with  the  underlying  methods  that 
implement  the  panel  measurement  pre  ocol. 

.An  Example 

As  an  illustrative  panel  definition,  consider  the  code  shown  in  figure  8.  This  defines  a  strip 
chart  that  plots  :he  recent  history  of  total  evaluator  queue  lengths  in  the  system  over  time, 
thus  providing  a  view  of  the  available  application  concurrency. 

The  important  points  about  the  specification  arc: 

•  The  ‘probes’  specification,  which  declares  the  kinds  of  probes  that  are  required  and 
how  the  data  they  supply  will  be  mapped  into  the  transformation  expressions  that  use 
the  data.  This  specification  uses  a  generalized  binding  format  that  pairs  a  keyword 
symbol — the  probe  key — with  a  particular  kind  of  probe,  which  allows  the  panel  it 
distinguish  or  combine  data  from  different  types  of  probes,  as  needed.  Keeping  probe « 
isolated  from  the  transformation  expressions  in  this  way  allows  different  probes  to  be 
‘plugged  in’  to  the  panel  by  simply  specifying  a  different  binding  list.  The  resolution 
from  probe  type  to  probe  key  is  automatically  performed  by  the  simulation  system  as 
described  earlier. 

•  The  ‘axis’  specifications,  which  are  expressions  describing  the  transformations  on 
probe  data.  Within  an  expression,  the  general  form  for  denoting  keyed  data  values 
supplied  by  a  probe  is  as  a  list  composed  of  the  relevant  probe  key  and  the  relevant 
data  key,  such  as  (:  queue-probe  :busy).  These  value  expressions  can  be  combined 
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(d«fpaB«l  EWtOiTDt-QOEOE-aiSTOtY-PlIEL 
;;  slots  sad  iaitializstioas 
((asM  “ErALUATCt  QOEtrE  IISTOftT**) 

(Isgoad  ’’Total  Evalaator  Qcooo  Loagths”) 

(tiao-scals-factor  0.001)  ;  os  Cfrca  probos]  to  ss  [display] 

(sa^liag-iatsrval  200)  ;  1  sa^la  kopt  por  2C0as 

(scroU-raago  10)  ;  ICas  'aiados*  of  tiao  displayod 

;;  iatarlacs  spaciYicatioas 

(probas  ’((:qaaua-proba  avalaator-qnaoa-proba))) 

(laft-axis-foxa  ’(:qcaca-proba  ibcsy  sava-suai))  ;  qaaaa  laagtbs 
(bottoa-axis-foxB  ’(rsiaolator  :tiaa))  ;  raportad  proba  tiaas 
(plot-updata-foxa  ’(sand  salf  :npdata-tiaa  (:sianlator  :tiaa)))) 

; ;  slots  that  ara  rasat  batsaaa  sianlatioa  mas 
((la£t-azis  (aaka-axis  :labal  ’’Evaluator  Quaua  Sua” 

:ranga  (saka-ranga  0.0  ail)))  ;  opan  andad 
(bottom-axis  (aaka-axis  :labal  (foraat  ail  ’’HS  by  "DUS" 

saapliag-iatarval) 

:ranga  scroll-ranga) ) )  ;  fixad  ranga 
; ;  iaharitaaca  —  basa  SIMPLE  prasaatatioa  class 
(scrolling-1 ina-plot-pras  antat ion) ) 


Figure  8:  Example  Panel  Definition 


with  others  as  required  (through  built-in  or  user-defined  functions)  to  compute  de¬ 
rived  values.  For  example,  one  definition  of  ‘load’  on  a  resource  in  CAR.E  is  through 
the  formula  1  —  (1/1  -r  Q),  where  Q  denotes  the  total  lengths  of  all  the  queues  that 
need  to  be  serviced  by  that  resource..  Its  corresponding  transformation  e.xpression 
might  be 

(-  1.0  (/  1.0  (1+  ( :qu0U9-prob9  ;busy)))) 

The  optional  save-suo  modifier  in  the  probe  value  expression  for  the  ‘left  axis’  in¬ 
troduces  a  summation  transformation,  which  requires  that  the  overall  sum  be  decre¬ 
mented  by  the  previous  zbusy  value  reported  for  the  probed  object  and  then  be 
incremented  by  the  new  reported  value.  Were  the  modifier  absent,  the  relevant  dis¬ 
play  record  would  simply  reflect  the  latest  value  reported;  instead,  it  now  maintains 
the  running  total  of  the  latest  reported  values  per  probed  object,  simple  has  a  num¬ 
ber  of  such  save  functions  to  aggregate  and  classify  data  for  display;  it  also  provides 
a  means  for  new  ones  to  be  defined. 

•  The  ‘update  form’  specification  which  ensures  that  the  panel  organizes  display  lists 
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along  the  of  simulated  time,  corresponding  to  the  ‘bottom  axis’  of  the 

display-  In  general,  this  needs  to  be  specified  only  when  mapping  time;  otherwise,  the 
default  update  behavior  is  suffident. 

This  panel  does  not  need  the  analysis  feature  that  most  panels  provide  as  an  option. 
simple’s  basic  analysis  operation  allows  sorting  display  lists  by  arbitrary  predicates  applied 
to  arbitrary  record  fields.  This  is  expressed  through  an  ‘analysis  form’  dedaration  such  as 

(sort-arrays 

(list  (list  i*>  (:latancy-prob®  (♦  : launch  : network))))) 

This  code  specifies  that  display  records  are  sorted  in  decreasing  order  of  the  sum  of  the 
‘launch’  and  ‘network’  delays  reported  by  a  ‘latency’  probe  (presumably  monitoring  com¬ 
munication  latencies).  The  list  of  lists  format  of  the  specification  allows  for  progressively 
finer  sorts  on  items  that  are  equivalent  with  respect  to  a  coarser  sort  predicate. 

5  Understanding  Instrumentation  in  care 

In  this  section,  we  will  try  to  show  how  instrumentation  helps  ur.  Jerstand  the  operation  of 
concurrent  CARE  systems.  To  do  this,  we  will  focus  on  a  particular  programming  model — 
the  LAMINA  object-oriented  model,  and  its  corresponding  multiprocessor  model — a  message¬ 
passing  CARE  multicomputer. 

5.1  Monitoring  Computations 

.A.n  object-oriented  LAMINA  application  consists  of  objects  that  interact  only  by  asyn¬ 
chronously  passing  messages  containing  data  values  [6).  Objects  execute  the  messages 
arriving  on  their  local  task  streams  serially.  Each  message  execution,  or  task,  atomically 
manipulates  the  message  contents  and  the  object  state  and  then  sends  new  messages,  thus 
continuing  the  computation  at  some  other  object. 

The  CARE  message-passing  machine  model  provides  the  resources  that  accomplish  the 
LAMINA  computations  described  above.  Evaluators  run  the  processes  that  e.xecute  the 
LAMINA  object  tasks.  When  a  task  needs  to  send  a  message,  the  evaluator  interrupts  the 
local  operator  and  passes  it  the  message  data.  The  operator  encodes  the  data  values  into 
a  packet  and  passes  it  to  the  communications  components  for  remote  delivery.  These  route 
and  deliver  the  packet  to  the  remote  site  according  to  some  communications  protocol.  The 
operator  at  the  target  site  queues  the  message  packet  on  the  relevant  task  stream  and 
perhaps  reschedules  a  waiting  object  process  for  execution  in  the  local  evaluator. 

A  LAMINA  application  can  thus  be  effectively  monitored  by  simply  monitoring  the  critical 
operations  peformed  on  messages  by  lamina  objects,  namely,  the  generation  of  messages, 
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the  arrival  of  messages  on  the  target  object's  task  stream,  and  the  execution  of  messages. 
The  performance  of  the  appUcation  can  then  be  understood  by  monitoring  the  actions 
performed  by  the  underlying  system  resources  in  supporting  this  message  traffic,  namdy, 
the  creation^  communication  and  receipt  of  packets,  and  the  scheduling  and  execution  of 
processes. 

This  captured  information  provides  a  basis  for  understanding  system  operation.  The 
impact  of  the  application  decomposition  can  be  studied  in  terms  of  task  and  message  granu* 
larities,  message  volumes  and  frequencies,  over-  and  under-utilized  objects  and  classes,  and 
so  on.  The  impact  of  the  system  design,  its  operating  parameters,  and  its  finite  resources 
can  be  studied  in  terms  of  resource  utilization,  service  latencies,  resource  conflicts,  load  im¬ 
balances,  resource  bottlenecks  and  so  on.  Some  examples  of  how  these  may  be  understood 
using  care’s  instrumentation  are  given  in  the  next  section. 

5.2  Seeing  System  Activity 

In  this  section,  we  wiU  describe  some  representative  panels  to  illustrate  the  visualization 
capabilities  cf  care’s  instrumentation. 

Activity  and  Load  Maps 


NETWORK-OPERATOR  MAP 

Operator  QLoad  <fi  Network  Activity 


Figure  9:  Mapping  Panel 

One  of  the  most  intuitive  kinds  of  presentations  is  the  mapping  presentation.  It  provides  an 
animation  of  activity  in  the  design  in  terms  of  the  spatial  arrangement  the  system  designer 
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laid  out  when  the  structural  organization  of  the  design  was  defined.  The  ‘Network  Operator 
Map’  panel  shown  in  figure  9  uses  this  topology  to  display  loads  on  the  operator  resources 
in  the  system  and  the  activity  in  the  interconnection  network. 

The  boxes  in  figure  9  correspond  to  operators  in  the  system.  Their  shading  indicates  how 
many  packets  are  queued  up  for  service  by  the  corresponding  operator,  using  the  formula  for 
ioad’  given  on  page  21.  The  indicated  load  on  operators  shifts  as  the  simulation  proceeds 
so  that  bottlenecks  in  operator  resources  stand  out  visually.  Load  imbalances  show  up  as 
more  or  less  constant  utilization  of  only  certain  operators. 

The  lines  between  boxes  correspond  to  connections  made  for  packet  transmission  be¬ 
tween  the  network  ports  of  neighboring  sites,  so  that  a  qualitative  view  of  the  degree  to 
which  the  network  is  utilized  at  a  given  time  in  the  simulation  is  available.  We  have  found 
this  useful  in  debugging  the  network  protocols  that  we  have  experimented  with — deadlocks 
and  thrashing  are  often  immediately  apparent. 

In  CARE,  mapping  presentations  have  been  specialized  to  create  a  number  of  different 
panels.  We  have  found  it  useful  for  seeing  object  load  (the  number  of  la.MINA  objects  at  a 
site),  message  load  (the  sum  of  the  lengths  of  all  LAMINA  task  queues  at  the  site),  evaluator 
load  (the  number  of  runnable  processes  at  a  site),  or,  simply,  evaluator  status. 


Utilization  Histograms 


PROCESSOR  UTILIZATION 

Timi  Evaluators  <4  Operators  Susy 


OQQII 

■■  :  current  *  averaQ* 
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Resources  Busy 


Figure  10:  Utilization  Histogram 
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4  more  statistical  view  of  the  operatioa  of  the  system  over  time  is  provided  by  the  de- 
pictioa  of,  for  example,  the  utilizatioa  of  operator  and  evaluator  resources  as  histograms. 
The  ‘Processor  Utilization’  panel  shown  in  figure  10  shows  the  percentage  of  time  that  a 
^ven  number  of  evaluators,  displayed  on  the  top  half  of  the  panel,  and  a  given  number  of 
operators,  displayed  on  the  bottom  half  of  the  panel,  have  been  used.  Highlighting  shows 
what  the  current  situation  is  (37-38  evaluators  are  busy)  as  well  as  what  the  average  situa¬ 
tion  has  been  through  the  current  time  of  the  simulation  (27-28  evaluators  have  been  busy 
simultaneously  on  average). 

If  this  panel  indicates  that  only  a  few  evaluators  are  concurrently  active,  it  may  be  either 
that  the  application  is  not  generating  enough  concurrency,  or  that  the  processing  load  is 
unevenly  balanced  so  that  the  potential  concurrency  is  not  being  exploited.  Other  panels, 
described  below,  may  be  used  to  clarify  this  e.xplanation. 

Load  and  Latency  Strip  Charts 


\  strip  chart  presentation  is  a  useful  way  to  see  what  the  history  of  some  measure  of  system 
activity  has  been  in  the  recent  past.  There  are  four  such  measures  plotted  in  the  ‘Operator 
Potential  &  Latency’  panel  shown  in  figure  11. 

Two  of  the  measures  are  plotted  on  the  scale  at  the  right  side  of  the  strip  chart,  and 
they  show  the  latency  being  e.xperienced  by  operators  in  the  system  as  they  receive  and 
service  packets  from  the  network.  The  time  to  service  packets  is  the  lower  of  the  two  plots, 
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and  it  ranges  from  50  to  100  microseconds  in  this  case.  There  are  occasional  delays  between 
the  time  a  packet  is  received  and  service  on  it  is  begun.  This  delay  is  shown  as  an  offset  on 
top  of  the  time  plotted  to  service  packets. 

If  the  latencies  shown  by  this  panel  have  a  periodic  character  with  unacceptable  peak 
times,  it  may  be  that  there  are  load  imbalances  that  can  be  addressed  to  improve  this  sit- 
uation.  Alternatively,  more  or  less  monotonically  increasing  latencies  indicate  application 
pipelines  that  are  not  keeping  up  with  their  inputs.  If  the  affected  pipelines  can  be  repli¬ 
cated  and  work  spread  among  them,  or  if  the  grain  size  of  the  larger  pipeline  stages  can 
be  reduced — and  the  resources  are  adequate  to  the  demand — the  bottlenecks  causing  the 
increasing  latencies  may  be  broken. 

The  two  upper  measures  plotted  i"  'gure  11  refer  to  the  ‘potential’  for  additional  work 
remaining  in  the  system.  Their  scale.  Jicating  the  number  of  idle  operators,  is  shown  on 
the  left  side  of  the  strip  chart.  The  lower  of  the  two  plots  indicates  the  number  of  operators 
that  have  no  packets  in  their  service  queues.  The  remaining  measure  plotted  is  similar, 
and  it  indicates  the  number  of  operators  that  have  less  than  three  packets  in  their  service 
queues. 

The  values  of  these  potential  plots  is  an  indication  of  resource  utilization  over  time.  The 
distance  between  them  is  an  indication  of  load  balance:  if  they  are  well  spread,  most  of  the 
operator  resources  have  one  to  three  packets  to  handle,  which  is  an  indication  of  good  load 
balance.  .Alternatively,  both  plots  close  together  toward  the  middle  of  the  axis  indicate  that 
half  of  the  resources  described  have  more  than  three  packets  to  handle  and  half  have  none: 
an  indication  of  poor  load  balance.  Both  plots  drawn  down  toward  the  bottom  of  the  panel 
may  indicate  an  overloaded  system:  all  the  resources  being  monitored  have  several  packets 
in  their  service  queues, 

.As  shown  in  figure  14,  similar  panels  have  been  defined  for  the  communications  subsys¬ 
tem  (the  ‘Network  Load  &  Latency’  panel)  and  the  processing  subsystem  (the  ‘Evaluator 
Potential  k  Latency’  panel).  These  can  be  used  along  with  the  one  described  here  to  see 
the  relative  granularity  among  the  subsystems  and  their  relative  utilization  so  as  to  discover 
the  critical  resources  in  the  system. 

Activity  Tables 

Often  the  most  informative  way  to  prese;u  data  is  as  text  tables.  The  two  panels  shown  in 
figure  12  use  scrolling  text  presentations  to  dynamically  summarize  the  activity  of  lamina 
objects  in  the  system. 

In  the  ‘Activity  By  Instance’  panel,  each  line  in  the  scrolling  display  represents  a  single 
LAMINA  object  in  the  application.  The  columns  of  the  tables  denote,  respectively: 

•  the  expected  service  time  of  the  object,  that  is,  the  product  of  its  average  task  exe¬ 
cution  time  and  the  number  of  messages  in  its  task  stream.  This  is  an  indication  of 
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Figure  12:  Activity  Tables 

the  degree  to  which  this  object  is  a  bottleneck.  The  te.xt  lines  are  periodically  sorted 
so  that  the  objects  that  have  the  highest  e.xpected  service  time  bubble  to  the  top  of 
the  display.  Objects  forming  potential  bottlenecks  are  tlicreby  evident. 

•  the  number  of  messages  on  the  object’s  task  stream. 

4  the  average  task  execution  time  for  the  object,  that  is,  the  average  time  it  has  taken 
to  process  a  message  up  to  this  point  in  the  simulation. 

•  the  number  of  messages  that  have  been  processed  by  the  object,  an  indication  of  its 
relative  activity. 

4  the  delay  experienced  by  the  most  recent  message  that  was  executed  (as  a  task)  by  the 
object.  (More  precisely,  the  panel  reflects  the  situation  when  it  was  last  refreshed.) 
This  delay  is  the  interval  from  the  generation  of  the  message  by  the  sending  object 
at  some  remote  site  to  the  actual  e.xecution  of  the  task  by  this  object  at  its  site. 
It  represents  the  overhead  involved  in  getting  the  task  accomplished,  and,  as  such, 
includes  the  latency  in  getting  the  message  delivered  as  well  as  the  scheduling  delay 
before  the  task  corresponding  to  the  message  is  e.xecuted,  which  may  include  multiple 
schedulings  of  the  process  corresponding  to  the  object. 

4  the  site  at  which  the  object  is  located.  This  can  be  used  to  discover  if  the  object  is 
bottlenecking  because  of  load  imbalance,  and  this  is  apparent  if  the  most  backed-up 
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objects  are  colocated. 


•  a  printed  representation  of  the  object,  showing  in  particular  its  class.  Text  lines  are 
‘mouse  sensitive’  so  that  the  LAMINA  object  can  be  inspected  through  a  simple  mouse 
click. 

The  ‘Activity  By  Class’  panel  presents  this  information  aggregated  by  the  class  of  object 
and  type  of  message,  as  shown  in  the  rightmost  column  of  the  display.  This  information 
can  be  used  to  see  the  distribution  of  work  due  to  the  application  design.  An  inappropriate 
distribution  may  indicate  the  application  needs  to  be  reorganized;  the  display  provides 
guidance  about  where  this  effort  should  be  concentrated. 


Cumulative  Latencies- 


Figure  13;  Cumulative  Latencies 
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The  ‘Cumulative  Latencies’  panel  in  figure  13  is  an  example  of  a  line  plot  presentation. 
It  displays  a  snapshot  of  the  same  message  delays  described  above,  but  as  experienced  by 
the  most  recent  messages  received  and  processed  by  each  of  the  extant  application  objects. 
There  are  five  curves,  incrementally  showing  the  latency  experienced  by  the  messages  at 
the  source  operator,  being  routed  in  the  network,  waiting  for  service  at  the  target  operator, 
being  serviced  by  the  target  operator,  waiting  for  execution  at  the  target  evaluator,  and, 
finally,  being  executed  as  the  task  that  consumes  the  message.  The  curves  are  ranked  by  the 
sum  of  the  first  four  delays  above,  which  represents  the  overhead  in  getting  the  requested 
task  accomplished  at  the  targeted  object. 

5.3  A  Complete  Instrument 

The  panels  described  aboye  have  been  collected  into  the  care  ‘Observer’  instrument  shown 
in  figure  14.  .Additionally,  the  instrument  provides  an  annotation  panel  reflecting  system 
parameters  and  other  data,  so  that  experimental  parameters  are  evident. 

The  instrument  thereby  provides  a  unified  view  of  system  operation  that  correlates 
the  activity  of  hardware  abstractions,  that  is  multiprocessor  subsystems,  with  application 
abstractions,  that  is,  lamina  objects. 

6  Conclusions 

The  si.mple/care  effort  began  on  the  premise  that  multipu.essor  systems  could  be  studied 
through  simulation  at  an  architectural  level  while  being  driven  by  significant  concurrent 
applications,  si.mple/care  has  evolved  to  support  this  thesis,  by  coupling  flexibility  with 
reasonable  performance.  The  key  features  that  enable  it  to  do  so  are: 

•  Component-based  design  capture  that  is  tightly  coupled  with  the  underlying  object- 
oriented  programming  system,  and  which  allows  systems  to  be  built  up  incrementally 
and  hierarchically. 

•  Arbitrary  data  types  and  lengths  in  simulation.  The  information  whose  creation  and 
flow  is  controlled  by  simulated  components  may  be  of  arbitrary  complexity — from 
integers  and  symbols  to  procedure  bodies  and  e.xecution  environments. 

•  A  modular  instrumentation  architecture  that  permits  system  instrumentation  to  be 
modified  independently  of  the  system  design.  The  architecture  offers  a  broad  range 
of  customizations,  including:  probes  for  data  capture  and  panels  for  data  presenta¬ 
tion,  arbitrary  expressions  for  probe  data  transforms,  many-to-many  probe  to  panel 
mappings,  summary  analyses  on  data,  and  a  variety  of  display  styles,  simple’s  cur¬ 
rent  library  of  display  styles  includes  sorted,  scrollable  text  lines  as  well  as  self  and 
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Figure  14:  care  ‘Observer’  Instrument 


fixed  scaling,  ‘two  and  a  half’  dimensioned,  !ustoiy-seasitiv>e  displays  that  may  be  line 
graphs,  histograms,  strip  chai  ts,  intensity  maps  and  signal  animations. 

•  Leverage  from  the  underlying  Lisp  environment  that  provides  a  comprehenrive  soite  of 
tools  for  program  development  (such  as  debuggers,  inspectors  and  method  dictionar 
ies),  allows  changes  in  model  or  application  definitions  to  have  instantaneous  effect, 
and  provides  quick  access  to  source  code. 

•  A  focus  on  the  interactions  between  multiprocessor  system  components,  which  im¬ 
proves  performance  without  sacrificing  critical  detail.  The  cake  component  library 
simulates  the  behavior  of  network  components  at  the  renter  transfer  levd  while  di¬ 
rectly  executing  and  timing  purely  sequential  application  code. 

•  .A.n  application  language  interface  that  is  easily  modified  without  recasting  the  infor¬ 
mation  flow  control  defined  by  care  component  behavior. 

Researchers  within  the  Knowledge  Systems  Laboratory  have  used  simple/caee  to  study 
a  broad  spectrum  of  problems  in  concurrent  systems  [9].  Their  experiments  have  involved 
simulation  runs  of  a  few  minutes  to  many  days  in  duration.  While  faster  would  surely  be 
better,  performance  has  for  the  most  part  proven  adequate  to  their  needs. 
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Abstract 


Lanuna  is  an  experimental  programming  framework  that  allows  concurrent  algorithms  to  be 
expressed  using  both  value-oriented  and  reference-Miented  styles.  It  provides  mechanisms 
and  syntax  (as  extensions  to  Common  Lisp  [Steele  84])  to  describe  and  control  concurrent 
computations  so  that  their  performance  may  be  studied  using  the  Simple/CARE 
architectural  simulator  [Delagi  88].  This  paper  describes  the  Laimna.  fiinctional,  object 
oriented  message  passing  and  shared  variMe  programming  nrodels,  along  with  a  simple 
worked  example  of  their  use.  It  also  describes  the  underlying  primitive  operations  that 
support  the  models. 

i .  Introduction 

In  this  paper  we  present  Lamina,  a  programing  model  developed  as  part  of  the  Advanced 
Architectures  Project  at  Stanford  University's  Knowledge  Systems  Laboratory  [Rice  88]. 
To  motivate  the  value  of  the  pro^amming  constructs  introduced  we  use  a  trivial  worked 
example,  involving  simple  operations  being  performed  to  matrices.  This  worked  example 
is  implemented  in  a  number  of  different  ways,  using  Lamina's  Functional  Programming, 
Shared  Variable  and  Object  Oriented  programming  constracts. 

Although  the  Lamina  language  is  primarily  a  research  vehicle,  it  should  be  noteed  that  it  has 
been  used  to  address  non-trivial  programming  tasks.  Large,  expert  system  applications 
have  been  implemented  using  Lamina  as  part  of  our  research.  The  utility  of  the 
programming  constructs  described  herein  is  therefore  well  established. 

This  paper  is  a  rewritten  version  of  a  previously  published  technical  report,  KSL-86-67.  It 
does  not  present  any  materially  different  ideas,  it  does,  however,,  present  the  ideas  of  the 
Lamina  programming  model  with  the  use  of  a  new,  simpler  worked  example  problem. 
This  should  help  to  focus  the  reader's  attention  on  the  broader  significance  of  the 
programming  model  rather  than  specific  implementation  details.  In  fact,  the  worked 
examples,  although  written  Lamina's  extended  form  of  Common  Lisp,  were  written  in  a 
manner  that  minimized  the  use  of  Lisp-specific  syntax  or  constructs.  Thus  a  reader  who  is 
unfamiliar  with  Lisp  should  still  be  able  to  understand  these  worked  examples  in  terms  of 
more  common  programming  languages,  such  as  C. 

1.1.  Cells,  Futures  and  Streams 

Cells  form  the  basis  for  perhaps  the  simplest  form  of  interprocess  communication  and 
synchronization.  Communication  is  accomplished  by  reading  and  writing  cells  that  are 
shared  between  concurrent  processes.  Synchronization  can  be  accomplished  by  having  the 
memory  system  support  an  atomic  read-modijy-write  cell  operation  (such  as  an  exchange). 

Futures  [Friedman  80]  and  [Halstead  85]  can  be  thought  of  as  cells  that  represent  promises 
for  potentially  unavailable  values.  They  can  be  used  as  placeholders  in  a  computation  while 
their  values  are  being  eagerly  [Lieberman  81]  produced  by  concurrent  evaluations  for 
consumption  as  available.  Futures  therefore  embody  both  communication  (of  the  produced 
value)  as  well  as  synchronization  (because  the  value  must  be  produced  before  it  can  be 
consumed).  Streams  [Lieberman  81]  and  [Shapiro  86]  generalize  futures  by  representing 
sequences  of  eagerly  produced  but  potentially  unavailable  values  as  a  single  abstract  data 
type.  Streams  can  thus  be  used  to  build  pipelines  of  computation  connecting  the  producers 
and  consumers  of  values. 
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Streams  and  futures  may  be  the  arguments  to  or  the  results  of  function  applications. 
Funhermore,  certain  operators  (sometimes  called  non-5rr/cr  operators)  do  not  require  the 
actual  values  promised  by  a  stream  or  future  in  order  to  perform  their  work.  For  example, 
a  constructor  (such  as  cons)  may  create  data  structures  that  include  streams  as  elements 
without  accessing  any  of  the  promised  values  the  streams  represent;  referencing  the 
placeholders  is  sufficient. 

Lamina  provides  the  stream  as  its  primitive  data  type;  a  future  is  a  specialization  of  a 
stream  that  represents  only  a  single  value.  Streams  and  futures,  because  they  represent 
arbitrary  values  such  as  lists  and  vectors,  must  be  managed  by  a  resource  such  as  a 
processor — with  attendant  costs.  Cells,  however,  can  hold  only  single,  fixed-size 
quantities  such  as  small  integers  or  references  to  other  cells;  thus,  operations  on  cells  (such 
as  read  and  write)  can  be  efficiently  handled  by  simple  memory  controllers. 

1.2.  Multi-Level  Address  Spaces 

Lamina's  address  space  design  is  based  upon  expectations  about  the  expenses  involved  in 
global  storage  reclamation.  If  references  (pointers)  are  allowed  to  exist  between  processor 
address  spaces,  relocation  of  the  referenced  data  (for  example,  as  required  by  a  copying 
garbage  collector)  requires  global  synchronization,  which  can  be  expensive.  Lamina's 
multi-level  addressing  scheme  therefore  creates  inter-processor  references  only  as 
necessary,  so  as  to  allow  for  independent,  globally  unsynchronized  storage  reclamation  to 
the  greatest  extent  possible. 


Figure  1 .  Local,  Dynamic,  and  Static  Addresses 

As  shown  in  Figure  1,  an  application's  address  space  consists  of 

»  static  space  containing  data  structures  such  as  code  bodies  and  constants  (e.g., 
keyword  symbols),  which  are  regarded  as  immutable.  They  are  therefore  neither 
relocatable  nor  reclaimable,  and  so  may  be  freely  referenced  and  cached  by  any 
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processor.  Lamina  does  not  explicitly  model  transactions  concerning  data  in  static 
space;  it  assumes  that  static  data  is  always  available  in  a  processra^s  cache. 

•  dynamic  space  containing  cells  (in  the  shared  variable  model),  and  indirect 
references  to  streams  and  futures.  Indirect  references  may  be  thought  of  as  remotely 
unreadable  and  unwritable  'reference  cells'  containing  pointers  to  local  data 
structures  that  represent  streams  and  futures.  References  to  data  structures  in 
dynamic  space  are  allowed  to  exist  between  processor  address  spaces;  hence,  the 
data  structures  may  only  be  relocated  through  globally  synchronized  operations 
affecting  all  computations  that  could  access  them.  Note,  however,  that  streams  and 
futures  (and  the  data  values  that  they  represent)  may  be  locally  and  asynchronously 
relocated  because  of  the  indirection  involved  when  they  are  remotely  referenced. 

Streams,  futures  and  cells  are  only  visible  as  references  in  Lamina.  In  the 
remainder  of  this  discussion,  then,  the  terms  'stream',  'future'  and  'cell'  should  be 
taken  to  be  equivalent  to  references  (perhaps  indirect)  to  data  structures  of  the 
appropriate  type. 

•  local  space  containing  arbitrary  local  data  values.  Local  data  structures  cannot  be 
remotely  referenced  and  are  always  copied  between  processor  address  spaces. 
They  may  therefore  be  independently  reclaimed  and  relocated. 

1.3.  Communicating  Values 

In  Lamina,  a  data  structure  of  arbitrary  complexity  can  be  supplied  as  a  value  of  a  stream  or 
future  either  local  or  remote  to  the  processor  address  space  in  which  the  structure  was 
generated.  This  is  passed  by  copying,  so  that  the  structure  is  isomorphically  reproduced  at 
the  target  stream  or  future. 

When  values  are  passed  between  processor  address  spaces,  the  structure  representing  the 
value,  that  is,  the  structure  value,  is  recursively  encoded  until  a  data  structure  is  produced 
which  has  the  same  form  and  internal  relationships  as  the  original  value  but  which  holds 
only:  static  references  to  structures  in  static  space,  dynamic  references  to  structures  in 
dynamic  space,  internal  references  to  elements  of  the  new  structure  value,  and  self- 
ref  erentials  or 'immediate'  data  objects  such  as  small  numbers.  This  encoded  data  structure 
thus  contains  all  the  information  required  to  form  a  copy  of  the  original  structure  at  the 
target  stream  or  future,  through  the  reverse  operation  of  decoding. 

Depending  on  the  underlying  system,  encoding  of  a  structure  value  might  be  done 
asynchronously  with  evaluation  of  the  user  application,  so  if  changes  are  to  be  made  (at  any 
depth)  in  the  structure  passed  between  address  spaces,  independent  copies  of  the  structure 
should  be  formed. 

An  example  of  values  and  references  passed  between  processor  address  spaces  is  shown  in 
Figure  1.  One  of  the  values  of  the  stream  in  the  application's  processor  2  local  address 
space  is  an  independent  copy  of  the  structure  value  in  the  application's  processor  1  local 
address  space.  Both  structure  values  are  heap  allocated  from  independently  managed  heaps 
in  separate  local  spaces.  The  other  value  shown  for  the  same  stream  is  an  indirect  reference 
to  the  other  stream;  the  stream,  in  turn,  represents  (or  contains)  the  original  structure  value. 

1.4.  Storage  Management 

The  cheapest  approach  to  the  dynamic  allocation  (and  deallocation)  of  memory  is  stack- 
based  and  local.  However,  the  benefits  of  stack-based  operation  come  at  the  cost  of  a 
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prescribed  order  of  deallocation.  Additionally  (at  least  for  the  commonly  used  memory 
management  enforced  stack  limit  schemes)  stack-based  operation  entails  a  minimum  stwage 
commitment  that  is  significantly  larger  than  the  rest  of  the  execution  environment  for  each 
small  granularity  evaluation  expect^  for  Lamina  programs.  Stack  based  allocation  can  be 
used  whenever  references  to  structures  with  dynamic  extent  [Steele  84]  are  known  to  be 
entirely  within  a  given  sequential  computation. 

The  next  cheapest  approach,  for  references  that  are  local  with  indefinite  extent  [Steele  84], 
is  heap  based  allocation  in  local  space.  Since  such  references  are  confined  to  a  single 
processor  address  space,  their  referents  may  be  allocated,  relocated,  and  reclaimed 
asynchronously  with  operations  on  other  processors  and  memories,  based  on  just  the 
information  in  the  associated  processor  address  space. 

Finally,  as  the  most  expensive  approach,  global  references  may  be  made  to  dynamically 
allocated  references  (that  is,  to  cells  and  reference  cells)  which  must  be  relocated  under  a 
global  synchronization  scheme.  Allocation  in  dynamic  space  is  done  independently  by  each 
processor  and  each  allocation  is  distinct.  Operations  involving  dynamically  allocated 
references  are  handled  by  the  processor  (or  memory  controller)  associated  with  the 
reference.  The  referents  for  such  references  (that  is,  the  streams  and  futures)  are  mutable, 
and  may  be  viewed  as  uncacheable. 

References  to  locally  allocated  structures  can  also  be  passed  between  processor  address 
spaces,  by  encapsulating  them  in  streams  and  then  passing  out  the  (indirect)  reference  to  the 
stream.  By  this  indirection,  pointers  to  locally  allocate  structures  are  held  locally  (and 
may  readily  be  relocated)  but  a  means  is  provided  to  reference  them  in  other  processor 
address  spaces. 

2.  LAMINA  Primitives 

In  this  section  we  discuss  the  Lamina  programming  language  primitives. 

2.1.  Creating  Streams 

Streams  are  created  by  the  primitive  function  new-stream,  which  returns  a  reference  to  a 
new  stream  on  the  executing  (that  is,  local)  site.  Futures — streams  that  have  at  most  one 
value — may  be  created  by  the  function  new-future.  Streams  and  futures  may  be  labelled 
for  debugging  purposes  by  including  a  'tag'  as  the  optional  first  argument  of  its 
constructor,  as  in 

(new-stream  'requests) 

The  default  is  for  a  stream  to  inherit  a  tag  identifying  the  execution  which  creates  it. 

As  described  earlier,  streams  and  futures  are  only  visible  as  references.  The  site  of  a 
reference,  that  is,  the  processor  on  which  it  was  created,  may  be  determined  by  executing 

(reference-site  reference) 

which  returns  a  site  identifier  that  may  be  used  to  specify  sites  as  required  for  parameters  to 
other  Lamina  primitives.  References  can  also  be  tested  to  determine  whether  they  are  the 
'equal'  by  the  function  eq-reference,  a  predicate  that  tests  if  the  two  supplied  references 
are  to  the  same,  potentially  remote,  stream  or  future. 
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A  stream  may  be  thought  of  as  an  ordered  queue  of  postings,  each  containing,  among 
other  things,  a  value.  TTie  default  order  of  postings  on  a  stream  is  non-detemunistic  arrival 
order.  Sometimes,  however,  it  is  desirable  to  override  this  default  so  as  to  control  the 
order  in  which  values  are  consumed  from  the  stream. 

A  stream  ordered  by  increasing  numeric  keys,  supplied  as  part  of  the  postings  it  receives, 
can  be  created  by  the  function,  ordered-stream;  this  is  typically  used  to  prioritize  the 
values  currently  available  on  the  stream.  Similarly,  a  stream  that  provides  vdues  in  strict 
sequence  according  to  non-decreasing  integer  keys,  again  supplied  as  part  of  the  received 
postings,  can  be  created  via  sequenced-stream;  this  is  typically  used  to  minimize 
scheduling  overhead  by  deferring  executions  involving  the  consumption  of 'out  of  order" 
values.  Both  these  kinds  of  stream  have  application  in  the  Lamina  object  oriented 
programming  model  discussed  in  Section  5. 

When  a  locally  allocated  data  structure  needs  to  be  passed  between  potentially  concurrent 
computations  as  a  reference  rather  than  as  (a  copy  oO  its  value,  the  form  (reference 
item)  returns  a  reference  for  the  value  of  the  item.  This  is  implemented  by  placing  the 
value  on  a  local  valued  stream  which  can  then  be  remotely  referenced. 

2.2.  Producing  Values  for  Streams 

Streams  acquire  values  as  a  result  of  postings  received  by  them.  This  is  directly  done  by  a 
producer  using  the  posting  operation  as  in 

(posting  value  to  targets  ...)) 

The  operation  is  non-blocking',  it  immediately  returns  and  the  actual  transmission  of  the 
(copied)  value  will  occur  some  time  later. 

The  posting  may  be  multicast  (Byrd  87]  by  supplying  a  list  of  target  streams  rather  than  a 
single  target,  so  that  each  will  receive  a  unique  copy  of  the  value.  Additionally,  there  is  a 
facility  for  specializing  the  value  transmitted  in  a  multicast  to  the  individual  targets  of  the 
posting.  Any  place  a  stream  is  used  as  a  target  of  a  posting,  it  may  be  replaced  by  a  cons 
of  that  stream  and  the  value  specialization  for  that  stream.  The  value  specialization  will  be 
prepended  to  the  supplied  value  and  the  combined  list  will  be  taken  as  the  value  of  the 
posting  when  it  arrives  at  the  target  stream.  Specialization  is  specified  by  a  list  of  lists  even 
if  only  one  target  is  involved,  in  order  to  distinguish  it  from  a  list  of  unspecialized  targets. 

The  keys  required  for  correct  operation  of  ordered  and  sequenced  streams  can  be  included 
in  postings  by  specifying  a  number  following  the  keyword  'by '  in  the  call  creating  the 
posting.  Other  keywords  are  also  available,  and,  since  they  are  used  by  many  of  the 
Lamina  primitives,  they  are  listed  here. 

•  to,  on  targets:  A  target  stream  or  list  of  targets  streams  for  the  indicated  primitive 
Lamina  operation.  Some  primitives  expect  site  targets  rather  than  stream  targets,  as 
discussed  in  later;  for  these,  if  no  site  is  provided  and  one  is  needed,  an  unspecified 
site  is  chosen.  The  choice  between  the  alternative  keywords  shown  is  purely 
stylistic. 

•  for  clients:  A  stream  or  list  of  streams  acting  as  the  continuation  of  the  computation 
that  will  be  triggered  by  the  Lamina  operation. 

•  as  tag:  Arbitrary  data  for  debugging.  Defaults  to  the  tag  of  the  sending  execution. 
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•  by  order-key:  A  number  which  may  be  used  to  order  information  in  target  streams. 

•  after  delay:  A  positive  number  indicating  the  number  of  milliseconds  that  the 
operation  will  be  delayed  before  being  attempted. 

•  with  properties:  Arbitrary  data  intended  for  user  extensions  of  the  posting  protocol. 

2.3.  Consuming  Streams 

The  primitive  first-posting  returns  the  first  posting  of  those  present  on  the  referenced 
stream.  The  primitive  next -posting  does  the  same  but  also  removes  the  posting  from  the 
stream.  Finally,  last-posting  returns  the  last  posting  and  eliminates  all  others  on  the 
stream. 

If  the  stream  is  empty,  the  three  stream  posting  access  functions  return  nil.  Otherwise, 
they  return  a  posting  as  a  list  consisting  of  the  value,  clients,  key,  tag,  origin,  and 
properties  of  the  posting.  For  convenience,  these  elements  of  this  list  may  also  be  accessed 
by  the  posting-  primitives:  -value,  -clients,  -key,  -tag,  -origin,  and  - 
properties.  The  number  of  postings  available  on  a  referenced  stream  is  returned  by  the 
primitive  postings. 

If  it  is  desired  that  execution  be  blocked  until  there  is  a  posting  for  a  specified  stream,  the 
stream  posting  access  forms  above  may  be  wrapped  in  an  accept  construct,  as  in 

(accept  (next-posting  stream) ) 

In  this  case,  when  a  posting  is  available  on  the  indicated  stream,  the  posting  is  returned  to 
the  restarted  or  resumed  execution. 

Futures  in  Lamina  are  defined  so  that  their  value,  once  attained,  cannot  be  removed.  Hence 
only  the  first-posting  operator  is  a  valid  accessor  for  a  future. 

The  access  primitives  described  above  will,  if  necessary,  coerce  the  referenced  stream  into 
one  local  to  the  calling  site  (through  relocating  as  described  later).  Sometimes,  this  is 
not  the  desired  behavior,  so  a  way  is  provided  to  access  potentially  remote  streams  without 
incurring  this  side  effect. 

2.4.  Remote  Streams 

Posting-by-posting  access  of  the  information  on  streams  may  also  be  accomplished  by 
requesting  that  a  stream  access  function  be  applied  to  the  streams  at  the  site  they  exist  on,  as 
in 


(accessing  access-function  on  targets  for  clients  ...) 

The  access-function  may  be  any  of  the  stream  posting  access  functions,  for  example,  the 
function  next -posting  described  previously.  A  posting  will  be  sent  to  the  client  streams 
when  one  is  available  on  a  target  stream.  This  is  the  only  way  provided  for  expressing 
competitive  access  to  a  common  stream. 

An  interlocked  operation  on  streams  is  provided  by 
(exchanging  value  on  targets  for  clients  ...) 
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This  causes  last-posting  to  be  applied  to  each  target  stream  and  the  result  sent  to  each 
client  stream.  The  value  replaces  the  last  posting  on  the  target  stream.  The  exchange  is 
atomic  with  respect  to  each  stream. 

2.5.  Managing  Streams 

Streams  in  Lamina  may  be  managed  in  various  ways  across  the  system. 

2.5.1.  Copying  Streams 

A  posting  sent  to  parent  streams  in  a  tree  of  streams  set  up  by  copying  operations  will 
result  in  copies  of  that  posting  also  appearing  on  all  the  descendant  streams  in  the  tree. 
Such  a  system  of  streams  can  be  built  by 

(copying  parents  to  children  for  clients  ...) 

The  references  for  the  child  streams  are  sent  in  an  operation  request  posting  to  the  parent 
streams  where  they  are  added  to  the  child  references  of  the  parent.  The  current  queue  of 
postings  held  in  the  parent  stream  is  copied  and  returned  in  one  combined  posting  that  is 
multicast  to  the  child  streams.  These  postings  become  part  of  each  child  stream.  When 
each  child  receives  the  combined  postings,  it  sends  on  to  the  client  streams  a  completion 
posting  whose  value  is  the  parent  stream  from  which  it  received  the  posting  queue.  This 
can  be  used  to  validate  that  a  requested  copy  operation  has  been  accomplished. 

2.5.2.  Linking  Streams 

The  linking  operation  is  an  optimization  of  copying  for  those  cases  where  it  is  known 
that  postings  need  not  be  retained  on  intermediate  streams  in  a  system  of  linked  streams. 
Linking  parent  streams  to  child  streams  serves  to  restrict  the  parents  to  act  only  as 
interm^iaries  in  a  system  of  linked  streams  as  in 

(linking  parents  to  children  for  clients  ...) 

The  references  for  the  child  streams  are  multicast  in  an  operation  request  posting  to  the 
parent  streams.  When  a  parent  receives  the  references,  any  postings  already  on  parent 
streams  are  sent  to  the  children  specified  by  the  references  and  eliminated  from  the  parents. 
Further  postings  are  not  retained  on  parents  after  they  receive  a  linking  directive  but  are 
immediately  passed  on  to  the  child  streams.  For  efficiency  in  forwarding,  the 
implementation  may  bypass  intermediate  levels  in  a  system  of  linked  streams. 

2.5.3.  Value  Specialization 

Target  specialization  may  also  be  used  with  the  linking  or  copying  operator  to  specialize 
the  value  of  postings  transmitted  from  parents  to  children  as  in 

(linking  parents  to 

(list  (cons  chiJd-1  value-specialization-1)  ...)  ...) 

Thereafter,  all  postings  that  traverse  the  links  from  parents  to  children  will  have  the 
appropriate  value  specialization  prepended  to  their  value.  This  is  the  mechanism  used  to 
support  the  implicit  continuations  provided  by  the  Lamina  object  oriented  model. 
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2.5.4. 


Relocating  Streams 


A  linking  operation  does  not  change  the  way  that  a  child  stream  orders  postings  or 
presents  them.  Relocating  a  stream  from  one  site  to  another  while  preserving  its 
accumulated  postings  as  well  as  its  means  of  ordering  and  presenting  them,  is  specified  by 

(relocating  parents  to  children  for  clients  ...) 

This  is  used  when  there  is  an  attempt  to  read  from  a  stream  that  is  not  local  to  a  site.  The 
attempt  causes  the  reference  used  to  specify  that  the  target  stream  target  a  new  child  stream, 
the  relocation  of  the  previously  specified  target.  No  change  can  be  detected  in  the  operation 
of  eq-ref  erence  on  the  reference  after  relocation. 

2.5.5.  Group  Streams 

An  application  in  Lamina  may  wish  to  view  a  group  of  streams  as  a  composite,  carrying  out 
some  operation  only  when  all  of  the  streams  in  the  group  have  received  a  posting.  To 
minimize  unproductive  scheduling,  computations  may  wait  on  such  composite  group 
streams  rather  than  on  the  individual  streams.  Group  streams  are  created  by  new-stream 
called  with  a  :  group  keyword  argument  as  in 

(new-stream  tag  : group  member-streams) 

A  Stream  may  be  the  member  of  only  one  group  but  a  future,  since  its  value,  once  attained, 
cannot  be  removed,  is  not  so  restricted.  If  streams  of  values  are  to  be  made  available  to 
several  groups,  a  system  of  linked  or  copied  streams  must  be  used  to  accomplish  this. 

If  a  member  stream  is  not  local  to  the  site  of  its  group  stream,  a  local  member  stream  is 
created  and  the  remote  member  stream  is  relocated  there.  The  postings  sent  to  the  local 
member  streams  are  taken  from  the  member  streams  whenever  a  request  that  has  been  made 
to  accept  a  posting  from  a  group  stream  can  be  satisfied.  Each  posting  available  from  a 
group  stream  will  contain,  as  its  value,  a  list  of  the  postings  received  by  its  component 
streams.  The  order  of  posting  elements  in  the  list  representing  a  group  posting  corresponds 
to  the  order  indicated  in  specifying  the  component  streams  of  the  ^oup  stream  when  it  was 
formed.  Group  streams  are  used  to  schedule  an  implicit  continuation  only  when  values  are 
available  on  all  streams  upon  which  the  continuation  is  waiting. 

2.6.  Creating  Processes 

2.6.1.  Restartable  Processes 

A  separate,  concurrent  computation  is  created  by  spawning  the  execution  of  a  closure  as  in 

(spawning  #' (lambda  ()  form)  on  site  for  clients  ...) 

The  closure  is  foimed  and  the  clients  returned  immediately  as  the  value  of  the  spawning 
operation.  The  closure  will  sent  to  the  indicated  site  and  eventually  executed  there.  The 
result  of  that  execution  will  be  returned  to  the  specified  clients. 

Spawned  computations  can  block  waiting  for  a  value  to  be  available  on  a  stream.  When  the 
value  is  available  they  will  be  restarted  and  any  intermediate  computations  done  previously 
will  be  redone.  This  approach  is  taken  to  avoid  dedicating  stacks  for  every  spawned 
computation.  However,  often  the  continuations  of  partially  completed  computations  can  be 
spawned  on  the  same  site  as  their  parent,  thus  preserving  intermediate  work  as  well  as 
eliminating  the  need  for  dedicated  stacks.  This  is  described  in  Sections  3  and  5. 
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2.6.2. 


Resumable  Processes 


If  an  execution  is  blocked  on  trying  to  access  an  empty  stream,  it  can  either  be  restarted,  as 
discussed  earlier,  or  suspended  and  resumed  when  that  stream  receives  a  posting.  In 
general,  suspending  and  resuming  a  computation  (without  spawning  continuations) 
requires  preserving  indeterminate  amounts  of  intermediate  (control  and  binding)  state  with 
one  or  more  stacks.  Maintaining  many  independent  stacks  is  certainly  an  expensive 
operation  in  simulation  and  may  also  be  so  in  a  target  system  implementation. 

However,  for  occasions  when  the  full  power  and  expense  of  stack  switching  is  warranted. 
Lamina  provides  the  mounting  primitive.  This  is  called  and  behaves  like  spawning,  except 
that  it  creates  a  process  with  associated  stack  storage  at  the  indicated  site. 

One  could  implement  a  multiple  fork  and  join  construct  (like  cobegin  and  coend)  by 
mounting  a  number  of  processes  with  a  common  client  stream.  The  creator  could  then  wait 
for  the  appropriate  number  of  responses  on  the  client  stream  (to  ensure  that  the  other 
processes  had  completed)  and  then  continue  its  execution. 

In  applications  that  wish  to  view  executions  created  with  mounting  as  non-terminating,  the 
execution  will  typically  have  an  initial  section  that  sends  a  reference  for  a  newly  created 
'task'  stream  to  mutually  agreed  upon  client  streams  (by  an  explicit  posting).  The 
referenced  task  stream  will  then  be  used  to  supply  the  newly  mounted  execution  with 
additional  operations  to  perform  after  it  completes  its  starting  procedures. 

2.6.3.  Remote  Closures 

An  value  may  be  sent  to  a  remote  site,  a  reference  for  it  created  there,  and  the  reference  sent 
to  specified  clients  using 

(loading  value  on  site  for  clients  ...) 

The  client  streams  are  returned  immediately  by  the  form,  and  they  will  eventually  receive  a 
reference  for  the  value  loaded  on  the  specified  site. 

A  remote  closure  may  be  created  by 

(loading  #' (lambda  arglist  form) 
on  site  for  clients  ...) 

It  may  then  be  applied  to  locally  evaluated  arguments  by  passing  it  those  arguments  as  in 

(passing  parameter-list  to  closure-reference 
for  clients  . . . ) 

The  result  of  the  remote  application  is  sent  to  the  specified  clients.  The  loading  and 
passing  operations  are  combined  in  spawning. 

2.7.  Miscellaneous  Utilities 

A  few  utility  operations  are  provided  by  Lamina  to  specify  computation  and  storage  sites, 
dismiss  computations,  and  provide  a  timeout  facility  for  applications  desiring  one.  Lamina 
also  provides  simulation  control  facilities  to  initiate  a  simulation,  read  the  current  simulation 
time,  and  do  a  computation  without  increasing  the  simulation  time. 
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The  function  random-site  returns  a  identifier  for  a  site  chosen  randomly  with  uniform 
distribution  over  the  processor  sites  in  the  simulated  system.  The  function  random-memory 
does  the  same  thing  over  the  memoiy  controllers  in  the  system.  The  function  local-site 
returns  an  identifier  for  the  site  executing  the  function.  The  function  local-memory  returns 
an  identifier  for  a  memory  controller  associated  with  the  processor  on  which  the  function  is 
executed. 

In  order  to  provide  a  timeout  facility,  the  keyword  after  followed  by  a  number  of 
milliseconds  in  simulated  time  may  be  included  in  functions  that  take  Lamina  keyword 
arguments.  The  simplest  use  might  be  to  specify  that  a  posting  to  a  stream  be  sent  at  some 
future  time. 

A  call  to  dismiss  breaks  execution.  With  no  argument,  execution  is  rescheduled 
immediately  (but  occurs  after  all  previously  scheduled  executions  are  run).  If  an  argument 
is  specified  which  is  a  non-nil  symbol,  execution  is  terminated  and  will  never  be 
rescheduled.  If  a  local  stream  is  specified,  execution  is  rescheduled  when  next  that  stream 
receives  a  posting — or  immediately,  if  that  stream  has  a  posting  on  it. 

The  current  simulation  time  in  milliseconds  is  returned  by  the  function  simulation-time. 

Some  computations  in  a  simulated  application  need  not  (or  should  not)  be  timed.  The 
macro  without-ciock  may  be  used  to  wrap  such  computations  so  that  they  are 
accomplished  'off  the  clock'.  This  is  generally  a  good  idea  for  calls  to  debuggers  and  the 
like  as  well  as  for  input  and  output  operations. 

Something  special  must  be  done  to  start  up  a  simulation.  The  form 
(boot  (at  time  site-coordinates  form)  (at  ...)  ...) 

will  spawn  computations  to  execute  forms  at  the  indicated  sites  beginning  at  the  specified 
times  (in  milliseconds).  The  site  coordinates  are  given  as  a  list,  for  example,  '  (3  2) , 
whose  length  matches  the  represented  dimensionality  of  the  processing  unit  (a  surface  for 
the  case  shown).  The  boot  construct  resets  the  simulator  and  thus  may  only  be  executed  as 
the  first  operation  of  an  application  being  simulated.  Note  that  boot  spawns  rather  than 
mounts  a  computation.  If  a  mounted  computation  is  needed,  it  must  be  explicitly  mounted 
by  the  computation  that  boot  spawns. 

3 .  Functional  Programming 

Perhaps  the  style  of  computation  most  readily  treated  as  concurrent  is  that  of  functional 
programming.  Lamina  supports  concurrent  programming  using  this  style  by  providing 
means  to  (1)  spawn  computations  that  will  provide  values  to  futures  and  (2)  accept  such 
values  in  a  computation — scheduling  the  computation  when  they  are  available.  The 
constructs  defining  the  Lamina  interface  for  functional  programming  are 

•  (future  form)  spawns  execution  of  a  lexical  closure,  that  is,  a  procedure  body  to 
execute  a  given  form  together  with  an  environment  (determined  by  the  rules  of 
lexical  scoping)  in  which  to  do  the  execution  [Steele  84].  This  closure  is  executed 
(eagerly)  on  a  randomly  selected  site.  A  future  which  will  contain  the  value  of  the 
computation  when  it  is  available  is  immediately  returned. 

•  (with-vaiues  future-bindings  forms)  spawns  an  evaluation  on  the  local  site 
to  execute  the  closure  corresponding  to  the  fornrs.  The  evaluation  is  done  within  an 
environment  that  includes  bindings  for  given  variables  to  the  values  available  for  the 
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indkaicdfuiures.  The  evaluaiion  is  defcnrd  until  all  of  ifac  indtcaicd  futmcs  have 
vduesilut  are  not  ihemsdves  futures.  llieinimeduferesuhofcxecwinigawxrA- 
vo/ues  foim  is  a  future  whose  value  fnll  be  supplied  by  die  defencd  cvaluaaon. 

Each  element  (tf^a,^uure'bfiid!MjSS  list  is  itself  a  list:  ibiading-patteza  fttare- 
speci£ier).  If  evaluation  of  a  future  qiccificr  in  a  with-values  construct 
produces  a  vdue  other  than  a  future,  die  value  is  enc;q>sulaied  by  a  fiauie.  Afierall 
spedfied  futures  have  values  (vthich  are  not  themselves  futures),  the  values  of  each 
of  the  futures  are  destructured,  that  is,  the  values  are  treated  as  list  structures  and 
the  elements  of  these  list  structures  are  used  to  Innd  coneqxmding  variables  in  a 
binding  pattern  of  arbitrary  depth.  These  bindings  will  be  included  in  the 
environment  in  which  the  spawn^  computation  is  executed.  Only  with-vaiues 
can  be  used  in  Lamina  to  reduce  futures  to  values.  Values  of  futures  are  never 
taken  as  an  andllary  consequence  of  aiQF  odicr  operation. 

The  results  of  the  evaluation  spawned  by  with-vaiues  are  returned  as  a  future 
which  will  receive  the  value  of  the  ^wii^  computation.  The  ^wned  evaluation 
is  treated  as  the  continuation  [Steele  76}  of  the  ^wning  confutation,  and,  as 
such,  captures  all  stack  allocated  temporary  variables  required  to  execute  that 
computation.  Thus,  each  spawned  computation  may  be  viewed  as  running  to 
completion;  its  continuation,  if  any,  is  an  independent  spawned  corrf  utatioiL 

All  spawned  computations  run  to  completimi  (although  they  may  be  sufended  by  s>'stem 
level  operations),  and  so  the  stack  of  the  executing  processor  is  generally  left  clear. 
Therefore  any  space  allocated  for  it  may  be  reused  by  the  next  computation  on  that 
processor,  allovdng  the  advantages  of  stack-based  (fcration  without  incurring  the  space 
penalQ'  discussed  in  Section  1.  The  costs  heap  allocation  ate  incurred  only  as  needed. 

4.  A  Simple  Example:  Matrix  Manipulation 

In  this  section,  to  illustrate  the  use  of  the  Lamina  functional  programming  interface,  we  will 
develop  a  parallel  implementation  to  a  simple  problem  in  matrix  manipulation.  This  same 
example  problem  will  be  used  later  to  show  the  use  of  some  of  the  shared  variable  and 
object  oriented  programming  constructs.  While  this  example  is  simple  and  by  no  means 
uses  all  of  the  Lamina  programming  constructs  it  should  serve  as  a  reasonable  guide  to 
show  the  form  of  Lamina  programs  and  how  they  Lamina  programs  can  exploit  replication 
and  pipelining  to  enhance  parallelism. 

In  the  ensuing  program  examples  we  have  tried  to  use  the  minimum  of  programming 
constructs  from  the  native  Common  Lisp  language  so  as  to  focus  particularly  on  Lamina 
programming.  The  names  of  Lamina  programming  constructs  will  be  in  upper  case  to 
distinguish  them  from  the  rest  of  the  example  code.  We  have  also  gone  to  some  lengths  to 
write  them  in  a  style  which  is  probably  more  like  the  style  of  FORTRAN  or  Pascal  than 
Lisp  so  as  to  make  them  more  intelligible  to  the  average  reader.  However,  in  preparing  this 
example  we  have  not  compromised  on  realism.  These  examples  do,  in  fact,  work. 

The  following  simple  points  should  help  the  uninitiated  to  understand  the  examples. 

•  Lisp  uses  the  syntax  (f  x  y)  to  denote  the  application  of  the  function  f  to  the 
arguments  x  and  y,  i.e.  f  (x,  y)  in  Pascal.  Indeed,  all  syntactic  forms  in  Lisp  have 
the  name  of  the  programming  construct  as  the  first  word  inside  a  set  of  parentheses. 
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•  The  fonn  gdefun  foo  (x  v}  «. . .»}  declares  a  function  called  foo  with 
arguments  x  and  y  with  a  body  «. . Program  constructs  that  deflnc  new  things 
bt^ia  with  "def Thus,  dsfcoiistanc  declares  a  constanL 

•  The  fonn  (aref  array  i  ji  is  the  array  indexing  operation  that  extracts  the 

row  arxl  ctdumn  value  from  the  array,  Le.  array  (i,  j)  in  Pascal. 

•  Thefoim  (setf  4oiace»  «vaiixe»)  is  an  assignment  Statement  that  puts  the  value 
«vaiti£»  into  the specifkd  place.  F^example,  (secf  foo  42)  puts  the  value  42 
into  the  variable  called  foo.  Similarly,  (secf  (aref  array  i  j)  42)  puts  the 
value  42  into  the  i,  j*  element  of  array. 

•  Comments  in  li^  programs  arc  denoted  by  a  semicolon  character.  In  our  example 
we  use  dirce  to  rnalro  them  stand  ouL 

•  Literals  are  introduced  in  Lisp  by  the  single  quote  character.  Fc»'  example,  *  (a  b 
c)  is  the  literal  list  with  the  three  elements  £,3  and  a 

•  Functitms  are  often  passed  as  arguments  in  Lisp  programs.  This  can  be  done  either 
by  passing  the  liter^  function  object  (code  b^y)  or  by  passing  the  name  of  the 
function.  In  our  examples  we  pass  functions  as  arguments  by  passing  their  names. 

A  functional  argument  can  be  invoked  by  the  use  of  the  f  uncaii  Unction.  For 
example,  the  form  (f uncail  «cf  unarg^  argi  arg2 . . . )  applies  the  functional 
argument  to  the  arguments  supplied.  Thus,  (funcaii  *f  42)  =  (f  42). 

First  let  us  consider  the  serial  problem.  Given  a  matrix  a  (i,  j] ,  compute  the  new  matrix 
b (i,  j ]  =  f  (g (a  ti,  j] ) )  where  f  and  g.  arc  non-trivial  functions  and  print  out  the 
resulting  value.  Fw  the  sake  of  simplicity  in  our  example  we  assume  the  following:  f  (x)  = 
X  ^  2andg{x)=  X  *  xandtheairay  a  has  dinjensions  width,  height,  i.e.  ranges  over 
a [0.. width-1,  0.  .height-1]  .  In our example,  width  =  3, height  =  3. 

Now  let  us  make  some  simple  global  definitions  that  will  be  of  use  in  our  example. 

(defun  f  (x)  (-r  x  2) )  ; ; ;  The  function  F 
(defun  g  (x)  (*  x  x))  ;;;  The  function  G 

(defun  f-of-g-of-x  (x)  (f  (g  x) ) )  ; ; ;  The  function  f (g (x) ) . 

(defconstant  width  3)  ;;;  The  width  of  the  matrix 

(defconstant  height  3)  ;;;  The  height  of  the  matrix 

(defconstant  dimensions  (list  width  height) ) 

;;;  The  dimensions  of  the  matrix 
(defun  print-out-result  (i  j  value) 

; ; ;  Print  out  a  line  with  <i-coord>  < j-coord>  ->  <value> 

;;;  e.g.  ;;;  .  1  2  ->  27 

(without-clock  (format  t  "-&-S  ~S  ->  -S”  i  j  value) ) 

) 

We  are  now  equipped  to  define  our  simple,  serial  solution  to  this  problem. 
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(defun  corapute-f-of-g-of-matrix  (inatrix} 

; ; ;  This  function  loops  over  each  element  in  the  inatrix,  conputing 
; ; ;  f (g (x) ) ,  for  each  element  and  putting  the  value  back  in  the 
;;;  inatrix.  It  ends  by  returning  the  inatrix. 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ;;;  Loop  over  columns 
;;;  Conpute  new  value 

for  new-value  =  (f-of-g-of-x  (aref  inatrix  i  j)) 
;;;  Update  each  cell  in  the  inatrix  with 
;;;  f (g(<cell>) ) . 

do  (setf  (aref  inatrix  i  j)  new-value) 

) 

) 

matrix  ;;;  Return  the  updated  matrix 


) 


(defun  print-out-matrix  (matrix) 

; ; ;  This  function  takes  a  matrix  as  its  argument  and  loops  over  the 
; ; ;  elements  printing  them  out . 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
; ; ;  Print  out  a  line  with 
; ; ;  <i-coord>  < j-coord>  ->  <new  value> 
do  (p>:int-out-result  i  j  (aref  matrix  i  j)) 


We  can  now  execute  our  example  program  by  creating  the  original  matrix  and  then  calling 
the  functions  defined  above. 

(defun  make-example-matrix  () 

; ; ;  Create  a  2  dimensional  matrix  that  is  initialized 
;;;  with  the  numbers  0..8' 

(make-array  dimensions  ; initial-contents 
'((012)  (345)  (678)) 

) 

) 

(defun  serial-example  () 

;;;  Trivially  compute  the  serial  example. 

(print-out-matrix 

(compute-f-of-g-of-matrix  (make-example-matrix) ) 

) 

) 


Now  we  can  actually  run  the  example. 

(serial-example)  ;;;  Run  the  example.  The  results  follow. 
0  0  ->  2 
0  1  ->  3 
0  2  ->  6 
1  0  ->  11 
1  1  ->  18 

1  2  ->  27 

2  0  ->  38 
2  1  ->  51 
2  2  ->  66 
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4.1.  Using  Lamina's  Functional  Programming  Primitives  in  our  Matrix 
Example 


In  this  implementation  of  our  example  problem  we  use  the  CARE  functional  programming 
constructs  future  and  with-values  to  compute  Our  solution  in  parallel.  For  each  cell  in 
the  matrix  we  spawn  a  future  to  compute  the  desired  value.  This  gives  us  parallelism 
through  replication. 


(defun  compute-f-of-g-of-matrix-as-futures  (matrix) 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
; ; ;  Compute  new  value  as  a  future 
for  new-value 


) 


=  (FUTURE  (f-of-g-of-x  (aref  matrix  i  j))) 
; ; ;  Update  each  cell  in  the  matrix  with 
; ; ;  f (g (<cell>) ) . 

do  (setf  (aref  matrix  i  j)  new-value) 

) 

) 

matrix  ; ; ;  Return  the  updated  matrix 


We  now  have  to  use  the  CARE  simulator  to  ran  this  example.  The  CARE  simulator  like 
many  operating  systems  cannot  simply  execute  the  program  without  having  a  little  more 
information  about  the  way  in  which  it  is  to  be  launched.  We  therefore  have  to  write  a  little 
harness  to  execute  our  example  so  that  it  will  be  launched  on  a  particular  processor  at  a 
certain  time.  A  similar  piece  will  be  used  to  boot  each  one  of  our  examples  below. 

(defun  boot-functional-programming-example-1  () 

;;;  Starts  up  the  example  on  processing  element  (1  1)  at  time  =  0. 

(BOOT  (at  0  '(11) 

; ; ;  The  following  actually  executes  the  example . 
(print-out-matrix 

(compute-f-of-g-of-matrix-as-futures 

(make-example-matrix) 

) 

) 

) 

) 

) 

(boot-functional-programming-exaraple-1)  ;;;  Run  the  example 

0  0  ->  # [remote  (1  1)  §( future  201333  (f  (g  (aref  matrix  i  j)))  00)) 

0  1  ->  #  (remote  (1  1)  if  (future  270998  (f  (g  (aref  matrix  i  j)))  0  0)) 

0  2  ->  # (remote  (1  1)  i (future  299662  (f  (g  (aref  matrix  i  j)))  00)) 

1  0  ->  # (remote  (1  1)  8 (future  332660  (f  (g  (aref  matrix  i  j)))  00)) 

1  1  ->  S (remote  (1  1)  S (future  366658  (f  (g  (aref  matrix  i  j)))  00)) 

1  2  ->  if  (remote  (1  1)  if  (future  400989  (f  (g  (aref  matrix  i  j)))  0  0)) 

2  0  ->  #(remote  (1  1)  ^(future  437655  (f  (g  (aref  matrix  i  j)))  0  0)) 

2  1  ->  Kremote  (1  1)  #(future  470986  (f  (g  (aref  matrix  i  j)))  0  0)) 

2  2  ->  8 (remote  (1  1)  # (future  500983  (f  (g  (aref  matrix  i  j)))  0  0)) 

Note:  in  this  case  what  gets  printed  out  is  a  collection  of  futures.  This  is  because  the 
Lamina  system,  unlike  most  parallel  systems  with  futures,  does  not  perform  automatic 
defuturing  of  any  futures. 

If  v/e  want  the  actual  values  associated  with  the  futures  then  we  must  wait  for  the 
computation  to  take  place.  To  do  this  we  use  the  with-values  construct.  We  could 
modify  our  printing  procedure  as  follows  to  wait  for  the  results. 
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(defun  print-out-matrix-of-futures  (matrix) 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ;;;  Loop  over  columns 
do  (WITH-VALUES  ( (value-of-future-in-cell 

(aref  matrix  i  j) 

) 

) 

; ; ;  Update  the  matrix  with  the  def utured 
;;;  value. 

(setf  (aref  matrix  i  j) 

value-of-future-in-cell 

) 

; ; ;  Print  out  a  line  with 

;;;  <i-coord>  <j-coord>  ->  <new  value> 

(print-out-result  i  j  (aref  matrix  i  j)) 


(defun  boot-functional-programming-example-2  () 

;;;  Starts  up  the  example  on  processing  element  (1  1)  at  time  =  0. 

(BOOT  (at  0  '(11) 

;;;  The  following  actually  executes  the  example, 
(print-out-matrix-of-futures 

(compute-f-of-g-of-matrix-as-futures 

(make-example-matrix) 

) 

) 

) 

) 

) 

Now  we  can  run  the  example. 

(boot-functional-programming-example-2) 

0  0  ->  2 
0  1  ->  3 
0  2  ->  6 
1  0  ->  11 
1  1  ->  18 

1  2  ->  27 

2  0  ->  38 
2  1  ->  51 
2  2  ->  66 

Note:  in  this  case,  whilst  we  are  printing  out  the  values  in  the  matrix,  other  values  are  being 
evaluated.  This  is  a  form  of  pipeline  execution.  The  performance  of  this  example  is, 
however,  limited  by  the  fact  that  a  single  process  is  waiting  for  all  of  the  results  before  it 
can  print  them  out.  A  more  parallel  solution  would  result  if  we  could  avoid  this 
synchronization  to  print  out  the  answers. 

"^’'e  code  for  this  example  is  written  using  single-valued  futures.  A  consequence  of  this 
future-based  functional  programming  approach  is  that  many  short-lived  dynamic  references 
are  created  and  then  abandoned  when  the  result  appears.  Reclaiming  the  space  allocated  for 
them  requires  the  expensive  global  synchronization  discussed  in  Section  1.  One  way  to 
improve  things  might  be  to  establish  a  stream  to  the  process  that  prints  out  the  answers  so 
that  we  could  print  them  out  as  they  arrive  with  the  minimum  of  delay.  This  would  mean 
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that  only  the  reference  to  this  reply  stream  would  have  to  be  created,  not  one  reference  to 
each  of  the  futures  that  represent  the  matrix  To  do  something  like  this,  though,  we  would 
have  to  modify  our  simple  use  of  single-valued  futures  in  our  example.  This  could  be  done 
either  by  introducing  a  new  type  of  future  that  represents  a  sequence  of  values  or  we  could 
tr-'..!  liicSu  sequences  of  values  as  communication  channels  between  objects.  The  idea  of 
streams  as  sequences  of  values  and  tasks  to  perform  is  developed  further  in  the  next  section 
in  which  we  discuss  an  object-oriented  implementation  of  our  matrix  processing  example. 
The  idea  of  a  Multi-future,  a  multi-values  future  that  receives  unordered  values  from  a 
number  of  processes,  is  used  by  the  Poligon  system  to  support  its  Bag  data  type. 

5.  Object  Oriented  Message  Passing 

The  Lamina  object  programming  model  is  founded  on  the  notion  of  asynchronously 
communicating  objects.  An  object,  as  used  here,  is  a  collection  of  variables — ^its  state 
variables — manipulated  by  (and  only  by)  a  set  of  procedures — the  methods  associated  with 
that  object.  Objects  may  be  defined  within  a  compiled  class  inheritance  network;  the 
current  implementation  uses  the  inheritance  facilities  of  Flavors  [Weinreb  81]. 

A  Lamina  object  is  allocated  in  local  space  and  is  referenced  externally  by  its  task  stream,  a 
stream  maintained  as  one  of  its  state  variables.  This  task  stream  is  referred  to  as  the 
object's  self-stream.  It  is  typically  the  reference  to  this  stream  that  is  used  to  represent 
an  object  remotely.  The  information  placed  on  this  stream  (that  is,  provided  as  its  values) 
specifies  tasks  for  the  object;  each  unit  of  information  is  called  a  message.  A  message  is 
internally  structured  as  a  task  request  posting,  whose  value  consists  of  a  task  selector 
symbol  that  identifies  the  method  to  execute,  along  with  the  associated  parametric  values 
for  the  execution. 

5.1.  Computational  Flow 

As  illustrated  in  Figure  2,  the  messages  arriving  on  an  object's  task  stream  specify  tasks  to 
be  performed  by  that  object.  Every  object  has  a  spawned  dispatch  process  associated  with  it 
that  removes  and  executes  each  message  on  its  task  stream  in  turn.  Tasks  usually  mutate  the 
state  variables  of  the  object  and  generate  new  messages.  They  have  exclusive  access  to 
their  environment  (i.e.,  state  and  temporary  variables)  during  execution. 


Task  stream 


LAMINA  Object 


(methods) 


message 

State  variables' 
(indefinite  extent) 


:  ##  1 

r-rrerrr 

:  ## 

:  ##  / 

:  ##  / 

Asynchronous 
message  send 


remporary  variables 
(dynamic  extent) 


Figure  2 .  Message  passing  model 


Tasks  are  data  driven  in  that  they  are  started  only  when  all  the  needed  information  is 
available.  Typically,  a  single  message,  in  conjunction  with  the  object's  state  variables, 
contains  all  the  relevant  information  for  the  task  execution.  Tasks  are  generally  intended  to 
be  accomplished  as  the  stages  of  pipelines  that  organize  the  work  performed  by  the  objects 
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of  the  application.  In  order  not  to  block  the  pipeline,  a  task,  once  started,  is  run  to 
completion. 

5.2.  Providing  Atomicity 

Although  Lamina  provides  the  programmer  with  a  run-to-completion  model,  there  may  be 
system  reasons  for  preempting  a  task,  for  example,  to  handle  a  debug  trap  or  because  the 
task's  run  quantum  has  expired.  When  this  occurs,  the  object  does  not  execute  any  other 
tasks  until  the  preemption  is  resolved.  This  prevents  other  tasks  on  that  object  from 
gaining  access  to  the  environment  of  the  suspended  task.  However,  since  other  objects 
may  execute  tasks  during  this  tiee,  true  atomicity  can  only  be  enforced  if  no  state  is  shared 
between  execution  environments.  The  mechanism  by  which  objects  communicate  ensures 
this. 

Lamina  objects  can  never  share  state  because  they  only  communicate  by  exchanging 
messages  containing  independent  copies  of  local  structures.  Furthermore,  the  state 
variables  of  an  object  are  only  visible  to  its  own  methods  and  are  therefore  only  accessible 
within  a  private  task.  Thus  the  atomicity  of  operations  on  an  object  is  preserved  even  in  the 
presence  of  preemptions. 

5.3.  Sending  a  Task  Request 

Sending  a  task  request  message  in  Lamina  is  non-blocking  so  as  to  accommodate  pipelined 
operations  on  objects  directiy.  The  construct  for  asynchronously  sending  a  message  is 
sending,  which  takes  as  arguments  one  or  more  target  task  streams,  a  task  selector 
symbol,  and  a  list  representing  the  parameters  to  be  provided  to  the  task  executions.  Since 
sending  is  no  more  than  syntactic  sugar  for  the  posting  primitive,  the  sender  may  provide 
additional  control  or  debugging  information  as  described  in  Section  2. 

The  value  immediately  returned  by  sending  is  the  list  of  clients  supplied.  As  a  convention, 
the  clients  may  expect  to  receive  consequent  task  requests  later  in  the  computation. 

5.4.  Defining  Objects 

Lamina  object  types  are  built  upon  the  base  Flavor,  Lamina,  which  defines  the  instance 
variable,  seif-stream  that  stores  its  task  stream.  The  default  kind  of  task  stream  is  a 
normal  unordered  stream;  the  'mixin'  flavors  ordered-seif-stream  and  sequenced- 
seif-stream,  are  provided  to  override  this  default. 

5.5.  Trigger  Methods 

The  'top  level'  methods  executed  as  tasks  by  Lamina  objects  are  called  triggers.  They  are 
defined  using  the  deft  rigger  form  as  shown  below.  The  parameter  list  provided  to 
def  trigger  corresponds  to  the  value  (and  the  other  information,  which  can  be  optionally 
ignored)  contained  in  each  posting  received  on  its  task  (self)  stream.  In  particular,  the 
parameter  specifica.ion  may  be  used  to  destructure  the  value  provided,  as  is  done  in  the 
example. 

5.6.  Creating  Objects 
The  form 

(creating  type  initializations  for  clients  on  site  ...) 
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stipulates  the  creation  of  a  object  on  the  indicated  site,  or  on  a  randomly  selected  site  if  none 
is  indicated.  When  the  creation  has  been  accomplished,  the  client  streams  will  receive  a 
posting  whose  value  is  the  task  stream  of  the  created  object. 

The  initializations  are  a  list  of  alternating  keywords  (corresponding  to  the  state  variable 
names  for  the  object  being  created)  with  their  initial  vdues.  These  values  are  computed  in 
the  context  of  the  object  requesting  creation.  As  an  example,  a  creating  form  is  included 
in  the  create-an-object  function  defined  below.  The  function  create-self-streamis 
provided  to  create  a  stream  as  defined  by  the  type  of  the  Lamina  object  being  created.  This 
can  be  used,  as  in  the  example,  to  create  the  object's  task  stream  before  the  actual  object  has 
being  creat^.  If  the  initializations  contain  the  specification  :  self -stream  then  the  object 
uses  a  stream  that  has  been  created  for  it  externally  by  create-seif-stream  as  its  self¬ 
stream. 

5.7.  An  Object-Oriented  Matrix  Manipulation  Example 

The  same  matrix  manipulation  problem  as  that  used  above  can  be  recoded  in  an  object- 
oriented  fashion.  We  could  have  a  matrix  of  objects  representing  the  values  in  each  cell  of 
the  matrix  and  leave  it  to  the  objects  themselves  to  solve  the  sub-components  of  the 
problem,  i.e.  apply  functions  such  as  f  and  g  to  the  value  in  the  cell. 

In  this  case  we  declare  a  class  of  objects,  which  we  call  Function-Executer.  Each  cell  of 
the  matrix  will  be  represented  by  an  instance  of  this  class.  Instances  of  the  class 
Function-Executer  know  about  both  their  location  within  the  matrix  and  the  value  in  the 
cell  of  the  matrix.  We  will  define  behavior  for  this  class  so  that  there  will  be  two  methods 
that  are  used.  The  first,  called  :Update-Value-By-Evaluating-Function,  takes  a 
function  its  argument  and  applies  it  to  the  value  in  the  cell  of  the  matrix,  ‘ransforming  the 
value,  for  example,  from  x  ->  f  (x) .  The  second  method  defined  is  rExecute-Procedure, 
which  is  much  like  the  :Update-vaiue-By-Evaiuating-Function  except  that  rather  than 
updating  the  value  in  the  cell  it  merely  calls  its  argument  function  for  any  side-effects  it 
might  perform.  In  our  case  we  use  this  to  print  out  the  result. 

First  we  define  the  class  of  objects  to  use,  the  means  of  creating  them  individually  and  then 
a  procedure  to  create  a  matrix  of  them. 

; ; ;  Declare  the  class  of  object  that  represents  a  value  and  knows 
; ; ;  how  to  execute  functions  using  that  value  as  an  argument. 

(defflavor  function-executer 

; ; ;  Instance  variables. 

(x-coord  ; ; ;  The  row  in  the  matrix 
y-coord  ; ; ;  The  column  in  the  matrix 
value)  ;;;  The  value  in  this  cell  of  the  matrix 

(lamina)  ; ; ;  Based  on  the  class  called  "Lamina",  a 
; ; ;  primitive  concurrent  object  class . 

: initable-instance-variables  ;;;  Used  for  initialization  only. 

) 
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(defun  create-an-object  (flavor  x  y  value) 

;;;  Creates  an  object  of  a  specified  flavor  (class)  to  represent 
; ; ;  the  cell  x,  y  in  the  matrix,  at  which  we  find  the  Value. 

(let  (stream)  ;;;  Declare  a  local  variable  called  Stream 
(setf  stream  (CREATE-SELF-STREAM  flavor)) 

; ; ;  We  explicitly  create  the  Self-Stream  for  this  object  so 
;;;  that  we  can  record  it  in  our  matrix  of  objects. 

; ; ;  Creates  an  object  of  the  specified  flavor  on  a  random 
; ; ;  site  with  the  specified  self-stream,  initializing  the 
; ; ;  values  of  the  coord  and  value  instance  variables. 
(CREATING  flavor 

; ; ;  A  list  of  initialization  arguments  for  the  creation 
; ; ;  of  the  instance 

' ( :self-stream  , stream  :value  , value  :x-coord  ,x 
:y-coord  ,y 

) 

) 

; ; ;  Return  the  stream.  This  is  our  pointer  to  the  remote 

; ; ;  object . 

stream 

) 

) 


(defun  make-example-matrix-of-objects  (flavor) 

; ; ;  Create  a  2  dimensional  matrix  that  is  initialized  with 
; ; ;  function  executing  objects  that  represent  the  numbers  0 . . 8 . 
(let  ((matrix  (make-array  dimensions))) 

(loop  for  i  from  0  below  width 

do  (loop  for  j  from  0  below  height 

; ; ;  Create  an  object  and  put  it  into  the 
;;;  specified  cell  in  the  matrix, 
do  (setf  (aref  matrix  i  j) 

(create-an-object  flavor  i  j 
(+  (*  i  3)  j) 

) 

) 


) 


) 

;;;  Return  the  matrix, 
matrix 


) 


) 


Now  that  we  can  create  our  matrix  of  objects  —  actually  a  matrix  of  remote-addresses  to 
the  self -St  reams  of  objects  we  can  define  the  behavior  of  the  objects  by  declaring  the 
methods  mentioned  above. 
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(DEFTRIGGER 

(function-executer  :update-value-by-evaluating-f unction) 

( (function)  clients  &rest  ignore) 

; ; ;  Method  that  tells  function-executer  objects  how  to  perform  the 
; ; ;  operation 
; ; ;  value  :=  f (value), 

; ; ;  where  f  is  the  argument  Function  and  Value  is  the 
; ; ;  instance  variable  denoting  the  value  associated  with  the 
; ; ;  object.  The  Clients  argument  is  ignored  because  we  execute 
; ; ;  this  method  simply  for  effect,  we  do  not  send  any  value  on  to 
; ; ;  anyone  else . 

(ignore  clients) 

(setf  value  (funcall  function  value) ) 

) 

(DEFTRIGGER  (function-executer  : execute-procedure) 

( (function)  clients  &rest  ignore) 

; ; ;  Method  that  tells  function-executer  objects  how  to  perform  the 
; ; ;  operation  f (x-coord,  y-coord,  value),  discarding  the  result  of 
; ; ;  the  operation,  where  f  is  the  argument  Function  and  x-coord, 

; ; ;  y-coord  and  Value  are  the  instance  variables  denoting  the 
; ; ;  position  of  the  cell  in  the  matrix  and  the  value  associated 
; ; ;  with  the  object.  The  Clients  argument  is  ignored  because  we 
; ; ;  execute  this  method  simply  for  effect,  we  do  not 
; ; ;  send  any  value  on  to  anyone  else. 

(ignore  clients) 

(funcall  function  x-coord  y-coord  value) 

) 


Now  we  can  define  the  procedure  that  tells  the  individual  elements  of  the  matrix  to  update 
themselves  by  applying  the  function  f-of-g-of-x. 


(defun  update-matrix-of-objects-f-of-g-of-x  (matrix) 

; ; ;  Tells  each  object  in  the  matrix  of  objects  to  change  the  value 
;;;that  it  represents  (x)  to  f(g(x)). 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ;;;  Loop  over  columns 
; ; ;  Send  a  message  to  each  cell  invoking  the 
;;;  :Update-Value-By-Evaluating-Function  method, 
do  (SENDING  (aref  matrix  i  j) 

:update-value-by-evaluating-f unction 
; ; ;  F-Of-G-Of-X  is  the  function  to  be 
; ; ;  invoked  by  each  object . 

' (f-of-g-of-x) 

) 

) 


) 

matpix  ; ; ;  Return  the  updated  matrix 


Now  we  must  specify  how  to  print  out  the  results.  This  is  done  in  much  the  same  way  as 
the  updating  process  above. 
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(defun  print-out-matrix-of-objects  (matrix) 

; ; ;  Tells  each  object  in  the  matrix  of  objects  to  execute  the 
; ; ;  function  Print-Out-Result  on  the  value  it  represents . 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
do  (SENDING  (aref  matrix  i  j)  : execute-procedure 
' (print-out-result) 

) 


) 


Now  we  declare  the  bootstrapping  harness  for  the  example  and  execute  it. 

(defun  boot -object-oriented-example-1  () 

;;;  Starts  up  the  example  on  processing  element  (1  1)  at  time  =  0. 
(BOOT  (at  0  '(11) 

; ; ;  The  following  actually  executes  the  example, 
(print-out-matrix-of-objects 

(update-matrix-of-objects-f-of-g-of-x 
(make-example-matrix-of-ob jects 
' function-executer 

) 

) 


) 

) 

) 

(boot-object-oriented-example-1)  ;;;  Run  the  example 
0  0  ->  2 
0  1  ->  3 
0  2  ->  6 

1  2  ->  27 

2  1  ->  51 
2  2  ->  66 
1  1  ->  18 
1  0  ->  11 
2  0  ->  38 

Note:  in  this  case  we  have  the  results  appearing  non-deterministically.  Strictly  speaking  this 
example  will  not  work  properly  in  the  general  case,  since  we  cannot  guarantee  that  the 
:update-vaiue-By-Evaiuating-Function  message  .’s  received  and  processed  before  the 
:  Execute-Procedure  message  for  any  given  cell.  We  should  therefore  either  recode  this 
problem  so  that  the  combined  update  and  print  instruction  is  sent  all  at  once,  or  we  could 
use  strictly  ordered  streams  for  the  messages  sent  to  the  cells  of  the  matrix.  On  the  other 
hand,  we  could  use  the  pipelined  method  shown  below. 

5.8.  A  Pipelined  Object-Oriented  Example. 

We  could,  in  contrast  to  the  object  oriented  implementation  above,  recast  the  problem  so  as 
to  pipeline  the  operations  to  any  depth  as  is  shown  in  this  example,  which  is  structurally 
much  like  the  last  one  (See  Figure  3).  The  primary  difference  is  that,  instead  of  each  cell  of 
the  matrix  in  question  pointing  to  a  single  object  that  knows  how  to  execute  functions,  each 
cell  in  the  matrix  now  points  to  an  object  which  is  now  at  the  front  of  a  chain  of  objects 
each  of  which  knows  how  to  execute  functions.  This  allows  each  element  in  the  chain 
(stage  in  the  pipe)  to  perform  a  small  amount  of  work  and  then  pass  its  results,  along  with 
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the  instructions  about  the  rest  of  the  work  to  be  performed,  to  the  succeeding  elements  in 
the  chain. 


Functions  applied  at  pipe  stage 

/  \  ^ 


Figure  3.  A  Pipelined,  Object-Oriented  Implementation.  Each  element 


of  the  matrix  points  to  a  pipe  of  function  executing  objects  (element  [0, 2j 


shown  here).  Values  pass  down  the  pipe  as  they  are  computed  and 


successive  functions  are  applied  to  them 


In  this  example  we  define  a  new  class  (flavor)  of  objects  to  do  the  processing,  which  we 
call  Pipe-Element.  The  method  :  Execute-pipe-stage  is  used  to  accept  a  list  of 
functions  as  its  argument  and  a  value.  Any  one  stage  in  the  pipe  applies  one  function  to  the 
incoming  value  and  then  passes  the  resulting  value  and  the  remaining  functions  on  to  the 
next  stage  in  the  pipe. 

; ; ;  Declare  the  class  of  object  just  like  Function-Executer  only 
; ; ;  it  also  has  a  pointer  to  the  next  element  in  the  pipe. 

(defflavor  pipe-element 

; ; ;  Instance  variables . 

((next-in-pipe  nil))  ;;;  The  next  stage  in  the  pipe. 

;;;  This  initialized  to  the  null 
;;;  value.  If  we  need  another 
;;;  stage  in  the  pipe  we  will  fill 
; ; ;  in  this  slot . 

(function-executer)  ; ; ;  A  subclass  of  Functon-Executer 
: initable-instance-variables  ; ; ;  Used  for  initialization. 

) 
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(DEFTRIGGER  (pipe-element  : execute-pipe-stage) 

{ (incoming-value  function-to-apply 
Srest  further-functions 


) 

clients  Srest  ignore 

) 

Defines  a  method  called  : Execute-Pipe-Stage,  which  is  rather 
like  the  methods  defined  above.  It  updates  the  Value  instance 
variable  by  applying  a  function  passed  to  it  as  an  argument  to 
the  coordinates  and  the  value.  If  the  value  has  not  been  set 
yet  then  this  i 3  passed  in  as  an  argument  also .  The  arguments 
to  the  method  also  specifies  a  list  of  further  functions  to 
execute.  If  this  is  specified  then  there  are  further  stages 
in  the  pipe  to  execute.  If  we  have  not  already  created  an 
object  for  the  next  stage  in  the  pipe  then  we  do  so.  We 
then  send  the  next  stage  in  the  pipe  the  remainder  of  the  work 
to  be  performed.  In  this  example,  the  argument 
" (incoming-value  function-to-apply  Srest  further-functions) " 
specifies  that  the  arguments  are  represented  as  a  list,  whose 
first  element  is  the  incoming  value  with  which  we  are  to 
compute,  its  second  value  is  the  function  to  execute  and  any 
remaining  values  are  kept  in  a  list  called  further-functions. 
As  we  invoke  this  method  on  successive  stages  in  the  pipe,  the 
function  to  apply  is  not  passed  along  to  the  next  stage 
so  that,  for  stage [n]  in  the  pipe,  the  function-to-apply  is 
the  first  element  in  the  list  of  further-functions  for 
stage [n-l].  When  the  list  of  further-functions  becomes  empty 
we  stop. 

(ignore  clients) 

(setf  value  (funcall  function-to-apply  x-coord  y-coord 

(or  incoming-value  value) 

) 


) 

; ; ;  When  there  are  elements  in  the  list  of  further-functions 
; ; ;  then  continue  down  the  pipe. 

(when  further-functions 

; ; ;  Create  the  next  stage  in  the  pipe  if  we  have 
; ; ;  not  done  so  yet . 

(when  (not  next-in-pipe) 

(setf  next-in-pipe 

(create-an-ob ject  'pipe-element  x-coord  y-coord  nil) 


) 


) 

; ; ;  Send  the  remaining  functions  still  to  be  executed 
; ; ;  to  the  next  stage  in  the  pipe  to  deal  with. 
(SENDING  next-in-pipe  : execute-pipe-stage 
(cons  value  further-functions) 

) 


Now  we  define  two  new  functions  F  (f -primed)  and  G'  (g-primed)  which  are  just  like  f 
and  G  except  they  take  the  x  and  y  coordinates  of  our  cell  in  the  matrix  as  arguments  as 
well.  Doing  this  allows  us  to  have  all  of  the  functional  arguments  that  are  passed  to  the 
different  stages  in  the  pipe  have  the  same  number  of  arguments.  Enforcing  this  symmetry 
obviates  any  complications  due  to  making  sure  that  we  are  calling  the  functions  with  the 
right  number  of  arguments. 
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(defun  f"primed  (x  y  value) 

; ; ;  Just  like  the  function  F,  only  it  is  also  passed  the 
; ; ;  coordinate  arguments  which  it  ignores . 

(ignore  x  y) 

(f  value) 

) 

(defun  g-primed  (x  y  value) 

; ; ;  Just  like  the  function  G,  only  it  is  also  passed  the 
; ; ;  coordinate  arguments  which  it  ignores . 

(ignore  x  y) 

(g  value) 

) 

Now  we  can  define  the  actual  functions  that  get  things  going;.the  top  level  loop  that  starts 
up  the  different  pipe  stages  and  the  bootstrapping  harness. 

(defun  pipe-example  (matrix) 

; ; ;  Is  passed  a  matrix  of  objects  each  cf  which  represents  the 
;;;  head  of  a  pipe.  It  starts  execution  by  telling  each  pipe  to 
; ; ;  execute  the  G-Primed,  F-Primed  and  then  the  Print -Out -Result 
; ; ;  functions  in  successive  stages  of  the  pipe. 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
;;;  Send  an  : Execute-Pipe-Stage  message  to  each 
; ; ;  cell  in  the  matrix 

do  (SENDING  (aref  matrix  i  j)  : execute-pipe-stage 
' (nil  g-primed  f-primed 
print-out-result 

) 

) 

) 


matrix  ; ; ;  Return  the  updated  matrix 

) 


(defun  booL-pipelined-object-oriented-example-1  () 

;;;  Start  up  a  pipe- Lined  version  of  the  object  matrix  example. 
(BOOT  (at  0  '(11) 

; ; ;  The  following  actually  executes  the  example, 
(pipe-example 

(make-example-matrix-of -objects  'pipe -element) 

) 

) 


) 


) 


Now  we  can  actually  run  the  program. 

(boot-pipelined-ob ject-oriented-example-l)  ; ; ;  Run  the  example. 
0  0  ->  2 
0  1  ->  3 
0  2  ->  6 

1  2  ->  27 

2  1  ->  51 
2  2  ->  66 
1  1  ->  18 
1  0  ->  11 
2  0  ->  38 
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In  face,  if  we  add  a  kx^  aiotind  (be  iniiial  loop,  we  can  coouncally  pun^  values  inio  ilsis 
nine-wide  (3  by  3^1  ihiee-stage  pipe.  If  we  could  achieve  peifect  balance  in  otsrfKpe  we 
could  hope  for  a  speedup  of  she  order  of  width  *  height  *  <rtcsfeer-o£—stsgss—it5— 
pipe>,  which  in  this  case  =  3  *  3  *  3.  We  can  do  (^  with  this  sinq>le  rewrite  (o  (he 
pipe-esanple  function. 


(defun  pipe-ezanple  (niatria:! 

(loop  do 

(loop  for  i  fren  0  below  width  ;;;  loop  over  rows 
do  (loop  for  j  froQ  0  below  height 
Loop  over  colums 
do  (SSSniSCS  (aref  rratrix  i  ji 

:  erecute-pipe-stage 
•  (nil  g-prined  f-prised 
print-oat-result 

) 

) 

) 

) 

(dismiss)  ;;;  Allow  other  processes  on  this  site  to  have 
;;;  a  look  in. 


) 


) 


Similarly,  because  the  same  message  is  being  sent  to  each  stage  in  the  pipe  we  could,  in 
fact  do  this  using  multicast  communication.  This  involves  mal^g  a  list  of  all  of  the  target 
objects  and  then  sending  the  message.  Wc  could  therefore  rewrite  the  pipe-e>:ampie 
function  above  as  follows: 


(defun  pipe-example  (matrix) 

(loop  for  targets  = 

(loop  for  i  from  0  below  width 

;;;  Loop  over  rows  gluing  the  lists  together, 
append  (loop  for  j  from  0  below  height 

;;;  Loop  over  coliimns,  collecting 
;;;  up  the  elements, 
collect  (aref  matrix  i  j) 

) 


) 


) 

do  (SENDING  targets  : execute-pipe-stage 

’ (nil  g-priraed  f-primed  print-out-result) 

) 

(dismiss)  ;;;  Allow  other  processes  on  this  site  to  have 
;;;  a  look  in. 


) 


5.9.  An  Object-Oriented,  Pipelined  example  with  Final  Synchronization. 


Now,  let  us  consider  the  problem  of  wanting  to  consolidate  all  of  the  results  from  our 
computations.  It  may  not  be  of  any  use  to  us  to  create  a  set  of  pipes  with  useful  values  at 
their  ends.  We  need  to  return  a  matrix  of  values,  and  perhaps  print  it  out  For  this  we 
create  a  new  object,  which  we  call  the  collector,  which  both  starts  the  process  and  is  the 
eventual  target  for  the  results  that  are  computed. 


To  do  this  we  create  a  new  flavor  called  collector  of  which  we  only  create  one  instance,  the 
collector  itself.  The  collector  knows  how  to  handle  two  types  of  message;  :start  and 
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aesunscd'iesuiL  The  iSiartmahod  is  invoiced  when  the  program  is  booled,  is  fires  up  each 
ofibempesforihemaiiix.  Theneninied-iesiiltisinvol^^eachjKpewfaenithasgotio 
theend^itsiicocessing.  The  netcroed'iesult  notifies  die  c(dlectorol]|ect(^  die  lesult  and, 
w'hen  eno^  icsolis  have  been  accinmilaied,  die  answers  aie  printed  out 

;;;  Befirses  a  class  called.  Collector  of  which  we  will  only 

;;;  ns&e  one  instance. 

IdefSlavoc  collector 

5/;  Instance  variables. 

(netrix  ;;;  The  c^tria:  of  pipes 

answers-ontstanding 

;;;  She  nunber  of  replies  we  are  still  expecting, 
answers  ;;;  A  catrix  of  answers. 

) 

(fcnctica-eKecuter) 

;;;  Based  on  the  class  Function-Executer. 

) 


{BBFSEIGGEa  (collector  : start)  (arguments  clients  trest  ignore) 

;;  Defines  a  nethcd  called  : Start,  which  stars  off  the  process, 

;;  creating  the  catrix  of  pipes  and  a  catrix  in  which  to  store 
;;  the  results  as  they  cons  in.  The  instance  variable 
;;  Answers-Outstanding  is  initialized  to  the  number  of  answers 
;;  that  we  are  expecting.  It  will  be  decremented  as  each 
;;  result  comes  in  and  when  this  hits  zero  we  will  print  out 
;;  the  resulting  table.  The  pipes  are  started  off  executing 
;;  the  ssethod  :Execute-?ipe-Stage-Finally-Retuming-Answer 
;;  (defined  below),  which  is  a  nsodified  version  of  the 
;;  :Execute-Fipe-Stage  method  defined  above.  Note:  the 
;;  argument  ":For  self-stream"  means  that  we  are  passing  the 
;;  self-stream  of  the  collector  object  as  an  explicit  client 
;;  to  each  of  the  pipes.  This  is  the  stream  that  will  be 
;;  used  to  notify  the  collector  of  the  results  as  they  are 
;;  computed. 

(ignore  clients  arguroants) 

(setf  matrix  (make-exanple-raatrix-of-objects  ’pipe-element) ) 
(setf  answers  (make-array  ’ (3  3) ) ) 

(setf  answers-outstanding  9) 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ;;;  Loop  over  columns 
do  (SENDING  (aref  matrix  i  j) 

:execute-pipe-stage-finally-returning-answer 
' (nil  g-priraed  f-primed) 

:for  self-stream 


) 


) 
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(DEFTRIGGBR  (collector  :returned-result) 

( (i  j  result)  clients  firest  ignore) 

;;;  Defines  a  nsethod  called  ;Retumed-Result .  This  is  invoked 
;;;  when  the  pipe  has  finished  executing  its  work.  It  stores 
; ; ;  the  result  away  in  the  appropriate  slot  in  the  answers 
; ; ;  njatrix  and  decreiaents  the  answers-outstanding  counter 
; ; ;  so  that  when  we  hit  zero  we  will  print  out  the  results  - 
(ignore  clients) 

(setf  (aref  answers  i  j)  result) 

(setf  answers-outstanding  (-  answers-outstanding  1) ) 

(when  (=  answers-outstanding  0) 

(print -out-matrix  answers) 

) 

) 

Now  that  we  have  fully  specified  the  behavior  of  the  collector  we  can  add  the  extra 
necessary  behavior  to  the  pipe  elements.  In  this  case  we  simply  add  a  new  method  called 
:execute-pipe-stage-f  inally-returning-answer,  which  is  pretty  much  like  the 
:  execute-pipe-stage  method  declared  above  only  when  we  get  to  the  end  of  the  pipe 
and  there  are  no  more  functions  to  execute  we  send  a  :  returned-resuit  message  to  the 
collector  object  which  is  passed  down  the  pipe  as  the  client  of  the  computation. 

(DEFTRIGGER 

(pipe-element  :execute-pipe-stage-f inally-returning-answer) 

( (incoming- value  function-to-apply 
firest  further-functions 

) 

clients  &rest  ignore 

) 

; ; ;  Defines  a  method  called 

;;;  :Execute-Pipe-Stage-Finally-Returning-Answer  which 
;;;  acts  just  like  : Execute-Pipe-Stage,  only  when  it  runs  out 
; ; ;  of  things  to  do  at  the  end  of  the  pipe  it  returns  the 
; ; ;  resulting  value  to  the  collector  object,  which  is  passed 
; ; ;  in  as  a  client .  Computes  the  new  value  for  the  Value 
; ; ;  instance  variable  by  applying  the  functional  argument. 

(setf  value  (funcall  function-to-apply  x-coord  y-coord 

(or  incoming-value  value) 

) 

) 

(if  (not  further-functions) 

; ; ;  Then  we  have  got  to  the  end  of  the  pipe . 

;;;  Return  the  result  to  the  collector  object  (clients). 

(SENDING  clients  : returned-resuit 

(list  x-coord  y-coord  value) 

) 

; ; ;  Else  maybe  create  the  next  stage  in  the  pipe  and 
;;;  tell  if  what  to  do. 

(when  (not  next-in-pipe) 

(setf  next-in-pipe 

(create-an-ob ject  'pipe-element  x-coord  y-coord  nil) 

) 

) 

(SENDING  next-in-pipe 

:execute-pipe-stage-f inally-returning-answer 
(cons  value  further-functions)  :for  clients 

) 
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) 

) 

Now  all  that  we  need  do  is  declare  the  top  level  functions  that  start  things  off-  These 
consist  of  a  simple  function  that  creates  the  collector  object  and  sends  it  a  :  start 
message  and  the  bootstrapping  harness. 

(defun  create-and-start-collector  {) 

; ; ;  Creates  the  initial  collector  object  and  sends  it  a 
; ; ;  :start  message  to  get  the  ball  rolling. 

(let  ((collector-stream  (CREATE-SELF-STREAM  ‘collector))) 

(CREATING  ‘collector  ' ( :self-stream  , collector-stream) ) 

(SENDING  collector-stream  :start  nil) 

) 

) 

(defun  boot-pipelined-object-oriented-example-2  () 

; ; ;  Start  up  a  pipe-lined  version  of  the  object  matrix 
;;;  example  with  synchronization  at  the  end. 

(BOOT  (at  0  ‘(11) 

;;;  The  following  actually  executes  the  example, 
(create-and-start-collector) 

) 

) 

) 

(boot-pipelined-object-oriented-example-2)  ;;;  Run  the  example 

5.10.  Implicit  Continuations 

For  Lamina  objects,  continuations  of  a  computation  are  often  some  explicit  trigger  method 
of  some  explicit  object.  There  are  cases,  however,  in  which  it  is  inconvenient  to  create  an 
explicit  name  for  a  continuation.  As  a  syntactic  construct,  execution  of  a  continuation  of  a 
computation  can  be  specified  to  occur  in  the  context  of  an  executing  object  (as  defined  by 
its  set  of  state  variables  and  the  environment  of  the  continuation)  each  time  that  postings 
have  been  received  on  some  given  streams.  The  execution  spawning  the  continuation  is 
finished  normally  and  then  the  next  operation  to  be  done  on  the  object  is  taken  from  its  task 
stream  without  delay.  Thus  Lamina  objects  can  be  viewed  as  monitors  [Andrews  83] 
(because  the  independently  atomic  operations  on  objects  give  the  required  mutual 
exclusion)  but  operations  on  them  are  unnested.  This  is  done  to  facilitate  pipelined 
operation:  task  request  postings  queued  for  operation  on  an  object  are  not  deferr^  for  a 
pending  continuation. 

The  construct 

(with-postings  stream-bindings  form) 

creates  an  implicit  continuation  in  the  context  of  an  object.  The  stream-bindings  is  a  list, 
each  element  of  which  is  a  list  of  a  binding-pattern  and  a  stream.  Each  of  the  postings  on 
the  indicated  streams  (including  the  posting  clients,  tag,  key,  origin,  and  properties)  will  be 
destructured  and  bound  to  a  corresponding  variable  identifier  according  to  the  associated 
binding-pattern.  These  variables  and  associated  values  are  also  part  of  the  execution 
environment  of  the  continuation. 

As  an  example  of  the  use  of  with-postings,  consider  the  example  shown  below.  It  uses 
nested  with-postings  constructs  to  create  continuation  closures  that  first  create  and  collect 
pairs  of  lamina  objects  and  then  distribute  requests  on  an  input  stream  to  the  collected 
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triples  in  a  round  robin  fashion.  Note  that  instance  variables  may  be  accessed  by  the 
continuations. 

(DEFTRIGGER  (distributor  : start-servers)  ((count  input-stream)) 

; ; ;  Round  robin  distribution  of  input  requests  to  created 
; ; ;  server  pairs” 

(let  ( (servers  nil) 

(as  (CREATING  'a  ' ()  for  (NEW-STREAM) 

on  (RANDOM-SITES  count))) 

(bs  (CREATING  'b  ’ 0  for  (NEW-STREAM) 

on  (RANDOM-SITES  count) ) ) ) 

(WITH-POSTINGS  ((a  as)  (b  bs)) 

(cond 

( (null  servers)  ;  first  invocation  of  continuation 
(setf  servers  (circular-list  (list  a  b) ) )  ;  single  elt 
(WITH-POSTINGS  ( (request  input-stream) ) 

; ; ;  start  distributor 

(SENDING  (pop  servers)  : request  request)))  ;  multicast 
(:else  ;  other  invocations,  upto  count 

(push  (list- a  b)  (cdr  servers))))))) 

Figure  4.  Continuation  Closures.  [1  ]  R^erencesfor  streams  on  which 
responses  are  expected  are  sent  in  task  request  postings  to  other  objects  as 
places  to  supply  response  postings.  [2 ]  Intermediate  variables  (that  is,  the 
environment)  and  a  pointer  to  a  block  of  code  required  to  execute  the  form 
wrapped  in  a  with-post  ings  construct  are  captured  in  a  continuation 
closure,  attached  to  a  stream,  and  linked  to  the  stream(s)  on  which 
responses  are  expected.  [3 ]  When  all  required  postings  become  available  on 
these  streams,  [4]  the  response  postings  together  with  the  closure  are  sent  to 
the  task  stream  of  the  object  that  generated  the  closure.  The  closure  is 
executed  ( in  its  turn)  atomically  within  the  context  of  the  object  and  lexical 
environment  of  the  form.  Variable  bindings  are  rnade  as  specified  to  the 
elements  of  the  available  response  postings.  Note  that  the  execution  that 
spawned  execution  of  the  closure  and  the  execution  so  spawned  are 
independently  atomic,  the  state  variables  of  the  object  and  any  structures 
they  reference  can  be  changed  by  some  other  operation  taken  from  the  task 
stream  between  the  two  executions.  The  syntactic  convenience  is  only  that: 
invariants  that  need  to  be  preserved  across  independent  executions  need  to 
be  met  at  the  boundaries  between  the  execution  that  spawned  execution  of 
the  closure  and  the  execution  so  spawned. 

The  implicit  continuation  will  be  executed  atomically  with  respect  to  any  other  operations 
on  the  indicated  object  and  in  the  context  of  its  state  variables  and  the  lexical  environment  in 
which  the  form  appears.  A  schematic  of  the  mechanism  supporting  implicit  continuations  in 
objects  is  shown  in  Figure  4. 

5.11.  Lamina  Objects  and  Actors 

The  Lamina  object  model  is  similar  to  Actors  [Hewitt  73],  in  that  message  arrival  triggers 
computation  and  message  arrival  order  is  non-deterministic.  However,  it  departs  from 
Actors  in  a  number  of  ways,  primarily  by  trading  off  flexibility  for  efficiency. 

•  Not  everything  is  an  object.  Predefined  data  types  such  as  numbers,  symbols, 
arrays  and  cons  cells  exist  as  primitives,  and  operations  on  them  do  not  entail 
message-passing.  Although  structures  are  passed  by  copying,  they  are  locally 
mutable. 
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•  Streams  are  first-class  entities  independent  of  objects.  Objects  may  establish 
communications  over  streams  other  than  their  task  streams.  Streams  may  also  be 
shared  between  objects  as  described  in  Section  2. 

•  The  default  operation  of  a  Lamina  object  is  serial  command  execution.  For  serial 
execution  sequences,  stack  allocation  of  dynamically  allocated  structures  can  be 
used  where  the  compiler  can  determine  that  references  to  the  structures  have 
dynamic  extent. 

•  Mutation  is  explicit.  Unlike  actors,  Lamina  objects  do  not  deal  with  state  changes 
by  specifying  a  replacement  [Hewitt  73]  actor  for  themselves,  but  rather  explicitly 
manipulate  their  own  state  variables  through  assignment. 

•  Although  structures  are  passed  by  copying,  they  are  locally  mutable.  Tasks  may 
change  them  and  pass  the  changed  structure  to  some  other  object.  The  copying 
done  to  transmit  the  structure  will  occur  asynchronously  with  method  execution. 

•  Finally,  Lamina  relies  on  compiled  inheritance  for  method  combination  rather  than 
upon  runtime  delegation,  and  it  does  instantiation  by  compiled  template  rather  than 
by  copying  a  selected  instance  with  specified  exceptions. 

6.  Shared  Variables 

Shared  variables  in  Lamina  are  cells  that  are  managed  by  a  memory  controller  and  whose 
associated  value  may  be  mutated.  Lamina  also  supports  shared  data  pairs  ('conses')  and 
arrays.  A  shared  variable  reference  is  constructed,  accessed,  and  mutated  by  the  interface 
operations  described  in  this  section.  For  all  these  operations,  execution  is  deferred  and  no 
other  executions  are  performed  by  the  initiating  processor  until  the  indicated  operation  is 
accomplished.  1 

Shared  queues  (which  are  modelled  using  streams)  are  also  provided.  These  queues  are 
maintained  in  a  processor's  local  memory.  When  a  process  reads  from  a  shared  queue,  it  is 
halted  and  descheduled;  execution  is  resumed  when  the  requested  data  arrives. 

6.1.  Creating  and  Accessing  Shared  Variables 

A  single  shared  variable  can  be  allocated  and  initialized  using  the  shaied-variabie 
operator,  that  takes  as  a  required  argument  the  initial  value  for  the  shared  variable,  and 
creates  and  returns  a  reference  to  a  cell  containing  the  indicated  value.  The  value  of  the  cell, 
in  general,  must  be  a  self-referential  datum  or  a  dynamic  or  static  reference. 

An  optional  argument  can  be  used  to  specify  a  memory  site  at  which  to  allocate  the  cell;  if  it 
is  omitted,  a  randomly  selected  memory  site  is  chosen.  Alternatively,  the  macro  (in- 
memory  site-identifier  . . . )  can  be  used  10  specify  a  default  site  for  all  allocations 
(for  simple  as  well  as  structured  shared  variables)  performed  within  its  dynamic  scope. 

Once  a  shared  variable  has  been  allocated,  the  following  constructs  may  be  used  to  access 
or  alter  its  value: 


^Note  that,  because  the  simulator  is  executing  in  a  uniprocessor  environment,  a  stack  must  be  maintained 
for  each  deferred  execution.  Thus  executions  must  be  resumable  (not  merely  restartable)  to  use  the  shared 
variable  Lamina  interface.  This  is  discussed  in  Section  2. 
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•  (shared-read  cell)  retrieves  the  value  of  the  referenced  cell. 

•  (shared-write  cell  value)  modifies  the  value  of  the  referenced  cell.  The  new 
value  is  returned. 

•  (shared-exchange  cell  value)  performs  the  same  function  aS  shared-write, 
except  that  the  prior  value  of  the  reference  is  returned.  This  exchange  is  atomic. 

•  (shared-replace-conditional  cell  old  new)  atomically  compares  the 
contents  of  the  referenced  cell  with  old,  and,  if  they  are  identical,  replaces  the 
contents  with  new. 

For  each  of  these  constructs,  the  operation  is  guaranteed  to  be  completed  before  execution 
is  resumed. 

6.2.  Shared  Data  Structures 

Lamina  also  provides  support  for  shared  data  structures,  namely  shared  pairs  and  shared 
arrays.  Shared  pairs  form  the  foundation  of  linked  data  stmctures  such  as  lists  and  graphs. 

The  constructor 

(shared-cons  car-value  cdr-value) 

creates  and  initializes  a  shared  pair,  returning  a  reference  to  it.  The  accessors  are,  naturally, 
shared-car  and  shared-cdr,  while  the  mutators  are  shared-rplaca  and  shated- 
rpiacd.  Also,  the  form 

(cache-shared-pair  shared-pair-reference) 

may  be  used  to  make  a  local,  that  is,  non-shared,  copy  of  a  shared  pair  in  local  space. 

The  form 

(shared-array  dimensions) 

returns  a  reference  to  a  shared  anay.  The  dimensions  argument  is  a  list  of  positive 
integers,  denoting  the  size  of  each  dimension  of  the  array.  There  are  optional  :  initial- 
element  and  :  initial-contents  keyword  arguments,  which  may  be  used,  respectively, 
to  initialize  all  the  elements  of  the  array  to  the  single  value  specified  or  to  initialize  each 
element  of  the  array  to  the  value  of  the  corresponding  element  in  a  list  or  a  list  of  lists. 
Shared  arrays  are  initialized  to  nil  by  default. 

The  accessor  shared-aref  reads  elements  of  the  shared  array.  The  mutator  shared-aset 
writes  array  elements.  Both  operations  are  bounds-checked  against  the  dimensions  of  the 
array.  Finally,  the  cache-shared-array  function  returns  a  local  (non-shared)  copy  of  the 
referenced  shared  array,  while  fill-shared-array  copies  data  from  a  local  array  into  a 
shared  array. 

6.3.  Shared  Queues 

A  shared  queue  construct,  which  is  implemented  as  a  Lamina  stream,  is  also  provided. 
Shared  queues  are  managed  by  a  processor  which  provides  atomic  access  *o  the  queue  and, 
v/hen  the  queue  is  empty,  maintains  a  FIFO  queue  of  processes  requesting  ata  from  it;  the 
requests  are  serviced  when  data  is  added  to  the  queue.  Further,  whenever  a  process 
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attempts  to  remove  data  from  the  queue,  the  process  is  descheduled;  execution  is 
rescheduled  when  the  requested  data  arrives. 

Shared  queues  are  created  by  the  shared-queue  function,  which  takes  one  optional 
argument  representing  the  queue's  tag,  which  may  be  used  for  debugging.  Items  may  be 
added  to  the  queue  with  the  shared-enqueue  function.  The  shared-dequeue  function 
removes  and  returns  the  top  item  of  the  queue,  while  the  shared-queue-top  function 
merely  returns  it^.  A  shared-queue-p  predicate  is  also  provided  to  test  whether  an  item 
is  a  shared  queue. 

Unlike  other  shared  variable  operations,  accesses  to  shared  queues  do  not  cause  the 
initiating  processor  to  stall  waiting  for  completion.  A  process  executing  shared-enqueue 
continues  immediately,  without  waiting  for  the  data  to  arrive  on  the  queue.  A  process 
which  accesses  a  queue,  using  shared-dequeue  or  shared-queue-top,  will  be  halted 
and  descheduled.  Execution  is  rescheduled  when  the  data  arrives,  but  the  initiating 
processor  may  perform  other  executions  in  the  meantime. 

6.4.  Other  Synchronization 

A  simple  spin  lock  is  provided  for  busy-wait  synchronization.  A  lock  is  implemented  as  a 
cell  that  is  initialized  to  a  value  other  than  nil,  and  and  the  atomic  exchange  operation  is 
used  to  set  and  clear  it.  The  form 

(wirh-spin-lock  lock  form) 

executes  the  given  form  after  acquiring  the  referenced  lock;  subsequently,  the  lock  is 
released  and  the  value  produced  by  the  execution  of  the  form  is  returned. 

Such  a  synchronization  operator  might  be  used  in  incrementing  a  shared  counter  as  in^ 

(defun  locked-increment  (<counter>  <lock>  Soptional  (delta  1) ) 
(WITH-SPIN-LOCK  <lock> 

(SHARED-WRITE  <counter>  (+  (SHARED-READ  <counter>)  delta) ) ) ) 

Locks  can  also  be  constructed  from  shared  queues,  as  is  done  by  Lamina  to  implement 
mutual  exclusion  locks.  To  release  the  lock,  a  process  places  a  token  reference  on  the 
queue.  A  process  acquires  the  lock  by  removing  the  token — any  other  process  which 
attempts  to  remove  it  will  be  blocked  until  the  owner  of  the  lock  replaces  the  token. 
Alternatively,  reading  but  not  removing  the  token  (by  using  shared-queue-top)  allows 
more  than  one  process  to  be  resumed.  This  last  approach  more  closely  resembles  the  type 
of  synchronization  provided  by  signalling  and  waiting  on  condition  variables  in  a  monitor. 

Figure  5  shows  an  example  of  using  some  of  these  synchronization  schemes  in  generating 
a  closure  to  perform  operations  on  a  shared  buffer  realized  as  a  shared  variable  array'* 
Processes  first  gain  access  to  the  shared  array  by  spinning  on  a  lock.  Once  access  is 


^In  the  current  implementation,  only  FIFO  queues  are  provided,  and  (in  order  to  maintain  a  consistent 
timing  model  for  cross  address  space  transmissions)  only  shared  variable  or  shared  queue  references  may  be 
placed  on  a  shared  queue. 

^By  convention,  references  to  shared  variables  and  shared  queues  are  denoted  by  enclosing  angle  brackets,  as 
in  <iock>. 

‘*The  astute  reader  will  note  that  the  closure  environment  itself  is  not  explicitly  represented  as  shared;  this  is 
a  modelling  convenience  due  to  the  fact  that  the  environment  is  not  modified  during  the  lifetime  of  the 
closure. 
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granted,  items  are  inserted  or  removed.  An  attempt  to  put  information  in  a  full  buffer 
returns  nil.  When  an  attempt  is  made  to  remove  data  from  an  empty  buffer,  a  shared 
queue  (rather  than  data)  is  returned;  the  requesting  process  may  then  wait  for  something  to 
be  placed  on  this  queue  by  executing  shared-queue-top. 


(defun  SHARED-BUFFER  (size) 

(let  ((<signal>  (SHARED-QUEUE  ’;signal)) 

«empty>  (SHARED- VARIABLE  t) ) 

«lock>  (SHARED-VARIABLE  t) ) 

(<buffer>  (SHARED-ARRAY  size  : initial-element  nil)) 
«head>  (SHARED-VARIABLE  0)) 

(<tail>  (SHARED-VARIABLE  0) ) ) 

#' (lambda  (operation  Soptional  value) 

(WITH-SPIN-LOCK  <lock> 

(let*  ((head  (SHARED-READ  <head>) ) 

(tail  (SHARED-READ  <tail» ) ) 


(ecase  operation 
( : insert 

(let  ((new-tail  (mod  (1+  tail)  size))) 
(if  (=  head  new-tail) 


nil 


(progl 

t 

(SHARED-ASET  value  <buffer>  tail) 

(when  (SHARED-READ  <empty>) 

(SHARED-WRITE  <empty>  nil) 
(SHARED-ENQUEUE  <signal>  <signal>) ) 
(SHARED-WRITE  <tail>  new-tail) ) ) ) ) 

(: remove  (if  (not  (=  head  tail)) 

(let  ((new-head  (mod  (1+  head)  size))) 
(SHARED-WRITE  <head>  new-head) 

(SHARED-AREF  <buffer>  head)) 

(unless  (SHARED-READ  <empty>) 

(SHARED-WRITE  <empty>  t) 

(SHARED-DEQUEUE  <signal>) ))))))))) 

Figure  5.  LAMINA  Shared-variable  synchronization  mechanisms  used 

to  define  a  shared  buffer. 


6.5.  Shared  Variable  Matrix  Manipulation 

Now,  let  us  consider  the  same  sort  of  problem  as  we  have  already  shown  in  serial,  object- 
oriented  and  functional-programming  forms  being  addressed  with  the  use  of  the  shared 
variable  Lamina  constructs.  In  this  example  we  will  have  our  matrix  of  values  in  the 
system's  shared  memory.  We  will  create  one  process  for  each  stage  in  the  process  (f  (x) , 
g  (x) ,  print  (x) )  and  will  make  these  processes  pipe-line  their  execution.  To  do  this  we 
will  use  a  pair  of  auxiliary  tables,  a  lock  table  with  one  lock  for  each  cell  in  the  matrix  being 
processed  and  a  status  table,  which  will  specify  for  each  cell  in  the  matrix  what  point  it  has 
got  to  in  the  computation.  For  example,  when  the  status  table  contains  the  token  ;f  for  a 
particular  cell,  we  know  that  the  f  operation  is  now  legal  on  this  cell. 

First,  we  define  the  appropriate  versions  of  the  f,  g  and  print  functions.  Each  of  these  waits 
to  grab  the  lock  on  the  particular  cell  and,  having  got  it,  updates  the  matrix  and  the  status 
table  so  that  the  next  stage  can  take  over. 
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(defun  f-ify  (matrix  lock-table  status-table  i  j) 

; ;  Applies  the  function  F  to  a  cell  in  the  matrix  after 
; ;  grabbing  the  lock  for  that  cell .  It  then  updates  the  status 
; ;  table  so  that  the  print  operation  is  legal . 

(with-spin-lock  (shared-aref  lock-table  i  j) 

(setf  (shared-aref  matrix  i  j)  (f  (shared-aref  matrix  i  j))) 
(setf  (shared-aref  status-table  i  j)  : print) 

) 

) 

(defun  g-ify  (matrix  lock-table  status-table  i  j) 

; ;  Applies  the  function  G  to  a  cell  in  the  matrix  after  grabbing 
; ;  the  lock  for  that  cell .  It  then  updates  the  status  table  so 
;;  that  the  F  operation  is  legal. 

(with-spin-lock  (shared-aref  lock-table  i  j) 

(setf  (shared-aref  matrix  i  j)  (g  (shared-aref  matrix  i  j))) 
(setf  (shared-aref  status-table  i  j)  :f) 

) 

) 

(defun  print-ify  (matrix  lock-table  status-table  i  j) 

; ; ;  Applies  the  function  Print-Out-Result  to  a  cell  in  the 
; ; ;  matrix  after  grabbing  the  lock  for  that  cell.  It  then 
; ; ;  updates  the  status  table  so  that  the  G  operation  is  once 
;;;  more  legal. 

(with-spin-lock  (shared-aref  lock-table  i  j) 

(print-out-result  i  j  (shared-aref  matrix  i  j)) 

(setf  (shared-aref  status-table  i  j)  :g) 

) 


We  now  define  the  functions  that  are  to  be  executed  at  the  top  level  of  each  of  the 
processes.  We  have  one  that  applies  the  f  function  (f-ifies),  one  that  prints  and  a  G-ifier, 
In  these  functions  we  step  through  the  matrix  waiting  until  the  appropriate  status  code 
appears.  When  we  have  the  right  status  code  for  a  particular  cell  we  update  the  cell. 

(defun  f-ifier  (matrix  lock-table  status-table) 

; ; ;  The  top  level  function  for  the  process  that  performs 
; ; ;  the  F  function. 

(loop  for  i  from  0  below  width  ; ; ;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
; ; ;  Loop  until  we  get  the  right  status  code. 

; ; ;  Dismiss  is  called  so  that  we  can  be  preempted 
; ; ;  by  any  other  processes  on  this  site . 
do  (loop  until 

(equal  :f  (shared-aref  status-table  i  j)) 
do  (dismiss) 

) 

; ; ;  Perform  the  F  transformation  to  the 
; ; ;  matrix  cell. 

(f-ify  matrix  lock-table  status-table  i  j) 

) 

) 

) 


4-428 


(defun  g-ifier  (matrix  lock-table  status-table) 

; ; ;  The  top  level  function  for  the  process  that  performs 
;;;  the  G  function. 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
; ; ;  Loop  until  we  get  the  right  status  code . 

; ; ;  Dismiss  is  called  so  that  we  can  be  preempted 
; ; ;  by  any  other  processes  on  this  site . 
do  (loop  until 

(equal  :g  (shared-aref  status-table  i  j)) 
do  (dismiss) 

) 

; ; ;  Perform  the  G  transformation  to  the 
;;;  matrix  cell. 

(g-ify  matrix  lock-table  status-table  i  j) 


(defun  print-ifier  (matrix  lock-table  status-table) 

; ; ;  The  top  level  function  for  the  process  that  prints  out 
; ; ;  the  results . 

(loop  for  i  from  0  below  width  ;;;  Loop  over  rows 

do  (loop  for  j  from  0  below  height  ; ; ;  Loop  over  columns 
; ; ;  Loop  until  we  get  the  right  status  code. 

; ; ;  Dismiss  is  called  so  that  we  can  be  preempted 
; ; ;  by  any  other  processes  on  this  site . 
do  (loop  until 

(equal  :print  (shared-aref  status-table  i  j)) 
do  (dismiss) 

) 

;;;  Print  out  the  result  for  this  cell. 

(print-ify  matrix  lock-table  status-table  i  j) 


Now  we  can  define  the  functions  that  will  create  and  initialize  the  three  shared  matrices. 


(defun  make-shared-example-matrix  () 

;;;  Create  a  2  dimensional  matrix  that  is  initialized 
; ; ;  with  the  numbers  0 . . 8 . 

(let  ((matrix  (shared-array  dimensions))) 

(loop  for  i  from  0  below  width 

do  (loop  for  j  from  0  below  height 

do  (setf  (shared-aref  matrix  i  j) 
(+  (*  i  3)  j) 

) 


) 


;;;  Return  the  matrix 
matrix 

) 

) 
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(defun  make-shared-lock-table  () 

; ; ;  Create  a  2  dimensional  matrix  of  locks. 

(let  {(matrix  (shared-array  dimensions) ) ) 

(loop  for  i  from  0  below  width 

do  (loop  for  j  from  0  below  height 

do  (setf  (shared-aref  matrix  i 
(shared-variable  t) 

) 


) 

) 

; ; ;  Return  the  matrix 
matrix 


) 


) 


j) 


(defun  make-shared-status-table  {) 

;;;  Creates  the  shared  status  table. 

(shared-array  ' (3  3)  : initial-element  :g) 

) 


Now  we  define  the  function  that  launches  the  three  processes  and  creates  the  three  shared 
matrices. 

(defun  start-shared-pipe  () 

; ; ;  Starts  up  the  shared-variable  pipe-line  process . 

; ; ;  First  it  creates  the  shared  matrices  described  above  each 
; ; ;  in  a  random  shared  memory. 

; ; ;  Then  it  mounts  the  three  processes  executing  the 
;;;  F,  G  and  Print  operations. 

(let  ( (matrix 

(in-memory  (RANDOM-MEMORY) 

(make-shared-example-matrix) 

) 

) 

(lock-table 

(in-memory  (RANDOM-MEMORY)  (make-shared-lock-table) ) 

) 

(status-table 

(in-memory  (RANDOM-MEMORY)  (make-shared-status-table) ) 

) 

) 

(mounting 

#' (lambda  ()  (g-ifier  matrix-  lock-table  status-table)) 
on  (RANDOM-SITE) 

) 

(mounting 

#' (lambda  ()  (f-ifier  matrix  lock-table  status-table)) 
on  (RANDOM-SITE) 

) 

(mounting 

#' (lambda  ()  (print-ifier  matrix  lock-table  status-table)) 
on  (RANDOM-SITE) 

) 

) 

) 
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(defun  mount-start-shared-pipe  0 

;;;  The  top  level  function  used  to  start  things  off. 

; ; ;  This  is  needed  because  the  CARE  system  requires  that  shared 
; ; ;  memory  be  allocated  by  a  mounted  (fully-fledged)  process, 
(mounting  #' start-shared-pipe  on  (RANDOM-SITE)) 

) 

(defun  boot-shared-pipe-example  () 

; ; ;  Boot  the  shared-pipe  example  on  processing  element  (1  1) 

;;;  at  time  =  0. 

(BOOT  (at  0  '(11) 

; ; ;  The  following  actually  executes  the  example . 
(mount-start-shared-pipe) 

) 

) 

) 

(boot-shared-pipe-example) 


7.  Conclusions 


In  this  paper  we  have  presented  Lamina,  a  powerful  programming  model  that  allows  the 
development  and  investigation  of  the  performance  of  concurrent  software  using  multiple 
programming  metaphors,  namely  Object-Oriented,  Shared-Variable  and  Functional- 
Programming  styles. 

We  have  shown  that  each  of  these  three  popular  programming  models  can  be  implemented 
with  the  use  of  a  single  underlying  system  construct,  the  stream^  which  can  be  used  either 
as  a  communication  medium  for  a  message  passing  programming  style  or  to  implement 
support  for  programming  styles  that  use  "promises"  for  (possibly  infinite  sequences  of) 
values. 

Lamina  has  been  used  extensively  in  the  development  of  numerous  programs,  particularly 
in  developing  real-time  concurrent  expert  system  applications  as  part  of  the  Advanced 
Architectures  Project. 
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Abstract 

The  CA05  system  is  a.  bramewcrk  designed  to  facilitate  the  development  of  highly  concjirent  real¬ 
time  signal  interpretation  applications.  It  explores  the  potential  of  multiprocessor  architectures  to 
improve  the  performance  of  expert  systems  in  the  domain  of  signal  interpretation. 

CAOS  is  implemented  in  Lisp  on  a  (simulated)  collection  of  processor-memory  sites,  linked  by  a 
high-speed  comnmnications  subsystem.  The  ‘^drtual  machine”  on  which  it  depends  provides  remote 
evaluation  and  packet-baaed  message  exchange  between  processes,  using  virtual  drcuits  known  as 
stnams.  To  this  presentation  layer,  caos  adds  (1)  a  flexible  process  scheduler,  and  (2)  an  object- 
centered  notion  of  agents,  dynamically-instantiahle  entities  which  modd  interpreted  signal  features. 

This  report  documents  the  principal  ideas,  programming  model,  and  implementation  of  caos. 
A  model  of  real-time  signal  interpretation,  based  on  rc^'I'cated  “abstraction"  pipelines,  is  presented. 
For  some  applications,  this  model  offers  a  means  by  large  numbers  of  processors  may.be  utilized 
without  introducing  synchronization-necessitated  software  bottlenecks. 

The  report  concludes  with  a  description  of  the  performance  of  a  large  CAOS  application  over 
various  sizes  of  multiprocessor  configurations.  Lessons  about  problem  decomposition  grain  size, 
global  problem  solving  control  strategy,  and  appropriate  services  provided  to  caos  by  the  imderlying 
architecture  are  discussed. 


Chapter  1 


Introduction  and  Overview 


This  report  documents  the  caos  system,  a  portion  of  a  recent  experiment  investigating  the  potential 
of  highly  concurrent  computing  architectures  to  enhance  the  performance  of  expert  systems.  The 
experiment  focuses  on  the  migration  of  a  portion  of  an  existing  expert  system  application  from  a 
sequential  uniprocessor  environment  to  a  parallel  multiprocessor  environment.^ 

The  application,  called  ELINT,  is  a  portion  of  a  multi-sensor  information  fusion  system,  and  was 
written  originally  in  age[2],  an  expert  system  development  tool  based  on  the  blackboard  paradigm. 
For  the  purposes  of  this  experiment.  ELINT  was  reimplemented  in  caos,  an  experimental  concurrent 
blackboard  framework  based  on  the  explicit  exchange  of  messages  between  blackboard  agents. 

CAOS,  in  turn,  relies  on  services  provided  by  the  underlying  machine  environment.  In  the  present 
set  of  experiments,  the  environment  is  a  simulation  of  a  concurrent  architecture,  called  care  [5]. 
CARE  simulates  a  square  grid  of  processing  nodes,  each  containing  a  Lisp  evaluator,  private  memory, 
and  a  communications  subsystem;  message-passing  is  the  only  means  of  interprocessor  communica¬ 
tion. 

CAOS  is  principally  an  operating  system,  controlling  the  creation,  'nitialization,  and  execution 
of  independent  computing  tasks  in  response  to  messages  received  from  other  tasks.  Figure  1.1 
illustrates  the  relationship  between  the  various  software  components  of  the  experiment. 

The  following  chapter  briefly  describes  the  salient  features  of  the  CARE  environment.  Chapter  3 
discusses  the  ideas  behind  the  caos  framework.  Chapter  4  summarizes  the  caos  programming 
environment,  and  Chapter  5  describes  its  implementation.  The  final  chapter  details  the  results  of 
our  experiments.  Finally,  Appendix  A  contains  a  simple  caos  example,  and  Appendix  B  presents 
a  detailed,  low-level  look  at  the  implementation  of  caos. 


‘  Thu  rt»e*rch  w«*  »upport«l  by  DARPA  Contract  F30602.8S-C-0012,  NASA  Amei  Contract  NCC  2.220-Sl.  and 
Boeing  Contract  W266875.  Enc  Schoen  waa  supported  by  a  fellowihip  from  NL  Indujtriea. 
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Figure  1.1:  The  relationship  between  ELINT,  care,  and  caos 
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Chapter  2 

An  Overview  of  CARE 


CARE  is  a  highly-paxameterized  and  well-instrumented  multiprocessor  simulation  testbed,  designed 
to  aid  research  in  edternative  parallel  architectures.  It  runs  executes  within  Helios,  a  hierarchical, 
event-driven  simulator  which  has  been  described  elsewhere  [3]. 

A  typical  CARE  architecture  is  a  grid  of  processing  sites,  interconnected  by  a  dedicated  communi¬ 
cations  network.  For  example,  the  research  discussed  in  this  paper  was  performed  on  square  arrays 
of  hexagonally  connected  processors  (e.g.,  each  processor  is  connected  to  six  of  its  eight  nearest 
neighbors,  excluding  processors  at  the  edges  of  the  grid). 

Each  processing  site  consists  of  an  cvtluaior,  a  general-purpose  processor/memory  pair,  and 
an  operator,  a  dedicated  communications  and  process  scheduling  processor  which  shares  memory 
with  the  evaluator.  Application-level  computations  take  place  in  the  evaluator,  a  component  which 
is  treated  as  a  “black  box”  Lisp  processor.  No  portion  of  its  interior  is  simulated;  the  host  Lisp 
machine  serves  as  the  evaluator  in  each  processing  site.  The  operator  performs  two  duties.  As  a 
communications  processor,  it  is  responsible  for  routing  messages  between  processing  sites.  As  a 
scheduling  processor,  it  queues  application-level  processes  for  execution  in  the  evaluator  (we  discuss 
the  scheduling  mechanism  in  greater  detail  below).  The  operator  is  simulated  and  instrumented  in 
great  detail. 

CARE  allows  a  number  of  parameters  of  the  processor  grid  to  be  adjusted.  Among  these  param¬ 
eters  are;  the  speed  of  the  evaluator,  the  speed  of  the  communications  network,  and  the  speed  of 
the  process-switchir.g  mechanism.  By  altering  these  parameters,  a  single  processor  grid  specification 
can  be  made  to  simulate  a  wide  variety  of  actual  multiprocessor  architectures.  For  example,  we  can 
experiment  with  the  optimal  level-of- granularity  of  problem  decomposition  by  varying  the  speed  of 
both  process-switching  and  communications. 

Finally,  care  provides  detailed  displays  of  such  information  as  evaluator,  operator,  and  com¬ 
munication  network  utilization,  and  process  scheduling  latencies  This  instrumentation  package 
informs  developers  of  CARE  applications  of  bow  efficiently  their  systems  make  use  of  the  simulated 
hardware. 


2.1  The  CARE  Programming  Model 

CARE  prograunj  are  mauie  up  of  proceaoes  which  communicate  by  exchanging  meaaages.  Messages 
flow  acroM  streams,  virtual  circuits  maintained  by  CARE.  The  following  services  are  used  by  caOS: 

New  Process:  Create*  a  new  process  on  a  specified  site,  running  a  specified  top-level  function.  A 
new  stream  is  returned,  enabling  the  “parent”  of  the  process  to  communicate  with  its  “child.” 
Pointers  to  the  stream  may  be  exchanged  freely  with  other  known  processes  on  other  sites. 

New  Stream;  Creates  a  new  stream  whose  target  is  the  creating  process. 

Post  PMckst:  Sends  a  message  across  a  specified  stream  to  a  remote  process. 

Accept  Packet:  Returns  the  next  message  waiting  on  a  specified  stream.  If  no  message  is  waiting 
when  this  operation  is  invoked,  the  invoking  process  is  suspended  and  moved  into  the  operator 
to  await  the  arrival  of  a  message. 

Memory  in  each  processing  site  Is  private.  Ordinarily,  intra-memory  pointers  may  not  be  ex¬ 
changed  with  processes  in  other  sites.  However,  any  pointer  may  be  encapsulated  in  a  remote- 
address,  and  may  then  be  mcluded  in  the  contents  of  a  message  between  sites.  A  remote  address 
does  not  permit  direct  manipulation  of  remote  structures;  instead,  it  allows  a  process  in  one  site  to 
produce  a  local  copy  of  a  structure  in  another  site. 

Scheduling  on  a  care  node  is  entirely  cooperative,  and  is  baaed  on  message-passing.  The  message 
exchange  primitives  post-packst  and  acespt-packst  form  the  basis  of  process  scheduling.  A 
process  wishing  to  block  (yield  control  of  the  evaluator)  does  so  by  calling  aeespt'paekst  to  wait 
for  a  packet  to  arrive  on  a  stream.  The  application  program’s  scheduler  awakens  the  process  by 
calling  posc-packst  to  send  a  packet  to  the  stream.  The  process  is  placed  on  the  queue  of  processes 
waiting  for  the  evaluator,  and  eventually  regains  control.  The  CAOS  scheduler,  which  we  describe 
m  Section  5.3,  is  implemented  in  ternu  of  this  paradigm. 
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Chapter  3 

The  CAOS  Framework 


CAOS  is  a  hamework  which  supports  the  execution  of  multi-processor  expert  systems.  Its  design 
is  predicated  on  the  belief  that  future  parallel  architectures  will  emphasize  limited  communication 
between  processors  rather  than  uniformly-shared  memory.  We  expected  such  an  architecture  would 
favor  coarse-grained  problem  decomposition,  with  little  or  no  synchronization  between  processors. 
CAOS  is  intended  for  use  in  real-time  data  interpretation  applications,  such  as  continuous  speech 
recognition,  passive  radar  and  sonar  interpretation,  etc  [7,11]. 

A  CAOS  application  consists  of  a  collection  of  communicating  agents,  each  responding  to  a  number 
of  application-dependent,  predeclared  messages.  An  agent  retains  long-term  local  state.  Further¬ 
more,  an  arbitrary  number  of  processes  may  be  active  at  any  one  time  in  a  single  agent. 

Whereas  the  uniprocessor  blackboard  paradigm  usually  implies  pattern-directed,  demon- 
triggered  knowledge  source  activation,  Caos  requires  explicit  messaging  between  agents;  the  costs 
of  automatically  communicating  changes  in  the  blackboard  state,  as  required  by  the  traditionad 
blackboard  mechanism,  could  be  prohibitively  expensive  in  the  distributed-memory  multiprocessor 
environment.  Thus,  caos  is  designed  to  express  parallelism  at  a  very  coarse  grain-size,  at  the 
level  of  knowledge  source  invocation  in  a  traditional  uniprocessor  blackboard  system.  It  supports 
no  mechanism  for  finer-grained  concurrency,  such  as  within  the  execution  of  agent  processes,  but 
neither  does  it  rule  it  out.  For  example,  we  could  easily  imagine  the  methods  which  implement  the 
messages  being  written  in  QLisp  [8],  a  concurrent  dialect  of  Common  Lisp. 


3.1  The  Structure  of  CAOS  Applications 

A  CAOS  application  is  structured  to  achieve  high  degrees  of  concurrency  in  two  principal  manners: 
ptpeltntng  and  replication.  Pipelining  is  most  appropriate  for  representing  the  flow  of  information 
between  levels  of  abstraction  in  ah  interpretation  system,  replication  provides  means  by  which  the 
interpretation  system  can  cope  with  arbitrarily  high  data  rates. 
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3.1.1  Pipelining 

Pipelining  is  a  common  means  of  parallelizing  tasks  through  a  decomposition  into  a  linear  Mquence 
of  independent  stages.  Each  stage  is  assigned  to  a  separate  processing  unit,  which  receives  the 
output  from  the  previous  stage  and  provides  input  to  the  next  stage.  Optimally,  when  the  pipeline 
reaches  a  steady-state,  each  of  its  processors  is  busy  performing  its  assigned  stage  of  the  overall 
task. 

CAOS  promotes  the  use  of  pipelines  to  partition  an  interpretation  task  into  a  sequence  of  inter¬ 
pretation  stages,  where  each  stage  of  the  interpretation  is  performed  by  a  separate  agent.  As  data 
enters  one  agent  in  the  pipeline,  it  is  processed,  and  the  results  are  sent  to  the  next  agent.  The  data 
input  to  each  successive  stage  represents  a  higher  level  of  abstraction. 

Advantages  of  Pipelining 

Sequential  decomposition  of  a  large  task  is  frequently  very  natural.  Structures  as  disparate  as 
manufacturing  assembly  lines  and  the  arithmetic  processors  of  high-speed  computing  systems  are 
frequently  based  on  this  paradigm. 

Pipelining  provides  a  mechanism  whereby  concurrency  is  obtained  without  duplication  of  mech¬ 
anism  (that  is,  machinery,  processing  hardware,  knowledge,  etc).  In  an  optimal  pipeline  of  n  pro¬ 
cessing  elements,  element  1  is  performing  work  on  task  t  -f  n  -  1  when  element  2  is  working  on  task 
t  +  n  -  2,  and  so  on,  such  that  element  n  is  working  on  task  t.  As  a  result,  the  throughput  of  the 
pipeline  is  n  times  the  throughput  of  a  single  processing  element  in  the  pipeline. 

In  the  case  of  CAOS  applications,  the  individual  agents  which  compose  an  interpretation 
‘pipeline'’  arc  themselves  simple,  but  the  overall  combination  of  agents  may  be  quite  complex. 

Disadvantages  of  Pipelining 

Unfortunately,  it  is  often  the  case  that  a  task  cannot  be  decomposed  into  a  simple  linear  sequence 
of  subtasks.  Some  stage  of  the  sequence  may  depend  not  only  on  the  results  of  its  immediate 
predecessor,  but  also  on  the  results  of  more  distant  predecessors,  or  worse,  some  distant  successor 
(e.g.,  in  feedback  loops).  An  equally  disadvantageous  decomposition  is  one  in  which  some  of  the 
processing  stages  tedce  substantially  more  time  than  others.  The  effect  of  either  of  these  conditions 
is  to  cause  the  pipeline  to  be  used  less  efficiently.  Both  these  conditions  may  cause  some  processing 
stages  to  be  busier  than  others;  in  the  worst  case,  some  stages  may  be  so  busy  that  other  stages 
receive  no  work  at  all.  As  a  result,  the  n-element  pipeline  achieves  less  than  an  n-times  increase  in 
throughput.  We  discuss  a  possible  remedy  for  this  situation  in  the  following  section. 

3.1.2  Replication 

Concurrency  gained  through  replication  is  ideally  orthogonal  to  concurrency  gained  through  pipelin¬ 
ing.  Any  size  processing  structure,  from  individual  processing  elements  to  entire  pipelines,  is  a 
candidate  for  replication.  Consider  a  task  which  must  be  performed  on  average  in  time  t,  and  a 
processing  structure  which  is  able  to  perform  the  task  in  time  T,  where  T  >  t.  If  this  task  were 
actually  a  single  stage  in  a  larger  pipeline,  this  stage  would  then  be  a  bottleneck  in  the  throughput  of 
the  pipeline.  However,  if  the  single  processing  structure  which  performed  the  task  were  replaced  by 


r/t  copies  of  the  same  processing  structure,  the  effective  time  to  perform  the  task  would  approach 
t,  as  required. 

Advantages  of  Replication 

The  advantages  of  replicating  processing  structure  to  improve  throughput  should  be  clear;  rj  times 
the  throughput  of  a  single  processing  structure  is  achieved  with  n  times  the  mechanism.  Replication 
is  more  costly  than  pipelining,  but  it  apparently  avoids  problems  associated  with  developing  a 
pipelined  decomposition  of  a  task. 

Disadvantages  of  Replication 

Our  works  leads  us  to  believe  that  such  replicated  computing  structures  are  feasible,  but  not  with¬ 
out  drawbacks.  Just  as  performance  gams  in  pipelines  are  impacted  by  inter-stage  dependencies, 
performance  gauns  in  replicated  structures  are  impacted  by  inter-structure  dependencies. 

Consider  a  system  composed  of  a  number  of  copies  of  a  single  pipeline.  Further,  assume  the 
actions  of  a  particular  stage  in  the  pipeline  affects  each  copy  of  itself  in  the  other  pipelines.  In  an 
expert  system,  for  example,  a  number  of  independent  pieces  of  evidence  may  cause  the  system  to 
draw  the  same  conclusion,  the  system  designer  may  require  that  when  a  conclusion  is  arrived  at  inde¬ 
pendently  by  different  means,  some  measure  of  confidence  in  the  conclusion  is  increased  accordingly. 
If  the  mference  mechanism  which  produces  these  conclusions  is  realized  as  concurrently-operating 
copies  of  a  single  inference  engine,  the  individual  inference  engines  will  have  to  communicate  between 
themselves  to  avoid  producing  multiple  copies  of  the  same  conclusions.  A  stringent  consistency  re¬ 
quirement  between  copies  of  a  processing  structure  decreases  the  throughput  of  the  entire  system, 
since  a  portion  of  the  system’s  work  is  dedicated  to  inter-system  communication. 


3.2  An  Example 

We  close  this  chapter  by  describing  the  organization  of  ELINT,  illustrating  the  benefits  and  drawbacks 
of  the  CAOS  framework  applied  to  this  problem.  ELINT  is  an  expert  system  whose  domain  is  the 
interpretation  of  passively-observed  radar  emissions.  Its  goal  is  to  correlate  a  large  number  of  radar 
observations  into  a  smaller  number  of  individual  signal  emitters,  and  then  to  correlate  those  emitters 
into  ^  yet  smaller  number  of  clusters  of  emitters.  ELINT  is  meant  to  operate  in  real  time;  emitters 
and  clusters  appear  and  disappear  during  the  lifetime  of  an  ELINT  run.  The  basic  flow  of  information 
in  ELINT  is  through  a  pipeline  of  the  various  agent  types,  which  we  now  describe  in  detail. 

Observation  Reader 

The  observation  reader  is  an  artificat  of  the  simulation  environment  in  which  ELINT  runs.  Its  purpose 
13  to  feed  radar  observations  into  the  system.  The  reader  is  driven  off  a  clock;  at  each  tick  (I  ELINT 
“time  unit”),  it  supplies  all  observations  for  the  associated  lime  interval  to  the  proper  observation 
handlers.  This  behavior  is  similar  to  that  of  a  radar  collection  site  in  an  actual  ELINT  setting. 
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Observation  Hemdler 

The  observatioQ  handlers  accept  radar  observations  from  associated  radar  collection  sites  (in  the 
simulated  system,  the  observations  come  from  the  observation  reader  agent).  There  may  be  a  large 
number  of  observation  handlers  associated  with  each  collection  site.  The  collection  site  chooses  to 
which  of  its  mamy  observation  handlers  to  pass  an  observation,  based  on  some  scheduling  criteria 
such  as  random  choice  or  round-robin. 

Each  observation  contains  an  externally-assigned  number  to  distinguish  the  source  of  the  obser¬ 
vation  from  other  known  sources  (the  observation  id  is  usually,  but  not  always,  correct).  In  addition, 
each  observation  contains  information  about  the  observed  radar  signal,  such  as  its  quality,  strength, 
line-of-bearing,  and  operating  mode.  The  observation  does  not  contain  information  regarding  the 
source’s  speed,  flight  path,  and  distance;  ELINT  will  attempt  to  determine  this  information  as  it 
monitors  the  behavior  of  each  source  over  time. 

When  an  observation  handler  receives  an  observation,  it  checks  the  observation’s  id  to  sec  if  it 
already  knows  about  the  emitter.  If  it  does,  it  passes  the  observation  to  the  appropriate  emitter 
agent  which  represents  the  observation's  source.  If  the  observation  handler  does  not  know  about  the 
emitter,  it  asks  an  emitter  manager  to  create  a  new  emitter  agent,  and  then  passes  the  observation 
to  that  new  agent, 

Emittor  Manager 

There  may  be  many  emitter  managers  in  the  system.  An  emitter  manager’s  task  is  to  accept 
requests  to  create  emitters  with  specifled  id  numbers.  If  there  is  no  such  emitter  in  existence  when 
the  request  is  received,  the  manager  will  create  one  and  return  its  “address”  to  the  requesting 
observation  handler.  If  there  is  such  an  emitter  in  existence  when  the  request  is  received,  the 
manager  will  simply  return  its  address  to  the  requestor.  This  situation  arises  when  one  observation 
handler  requesu  an  emitter  than  another  observation  handler  had  previously  requested. 

The  reason  for  the  emitter  manager’s  existence  is  to  reduce  the  amount  of  inter-pipeline  de¬ 
pendency  with  respect  to  the  creation  of  emitters.  When  ELINT  creates  an  emitter,  it  is  similar 
to  a  typical  expert  system’s  drawing  a  conclusion  about  some  evidence;  as  discussed  above,  ELINT 
must  create  its  emitters  in  such  a  way  that  the  individual  observation  handlers  do  not  end  up  each 
creating  copies  of  the  same  emitter.  Consider  the  following  strategies  the  observation  handlers  could 
use  to  create  new  emitters: 

1.  The  handlers  could  create  the  emitters  themselves  immediately.  Since  the  collection  site 
may  pass  observations  with  the  same  id  to  each  observation  handier,  it  is  possible  for  each 
observation  handier  to  create  its  own  copy  of  the  same  emitter.  We  reject  this  method. 

2.  The  handlers  could  create  the  emitters  themselves,  but  inform  the  other  handlers  that  they’ve 
done  this.  This  scheme  breaks  down  when  two  handlers  try  simultaneously  to  create  the  same 
emitter. 

3.  The  handlers  could  rely  on  a  single  emitter  manager  agent  to  create  all  emitters.  While  this 
approach  is  safe  from  a  consistency  standpoint,  it  is  likely  to  be  impractical,  as  the  single 
emitter  manager  could  become  a  bottleneck  in  the  interpretation. 
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4.  The  handlers  could  send  requests  to  one  of  many  emitter  managers,  chosen  by  some  arbitrary 
method.  This  idea  is  nearly  correct,  but  docs  not  rule  out  the  possibility  of  two  emitter 
managers  each  receiving  creation  requests  for  the  same  emitter. 

5.  The  handlers  could  send  requests  to  one  of  many  emitter  managers,  chosen  through  some 
algorithm  which  is  invariant  with  respect  to  the  observation  id.  This  is  in  fact  the  algorithm 
in  use  in  ELINT.  The  algorithm  for  chooaing  which  emitter  manager  to  use  is  based  on  a 
many-to-one  mapping  of  observation  id’s  to  emitter  managers.^ 

Eijuitters 

Emitters  hold  some  state  and  history  regarding  observations  of  the  sources  they  represent.  As  each 
new  observation  is  received,  it  is  added  to  a  list  of  new  observations.  On  a  regular  basis,  the  list 
of  new  observations  is  scanned  for  interesting  information.  In  particular,  after  enough  observations 
are  received,  the  emitter  may  be  able  to  determine  its  beading,  speed,  and  location.  The  first  time 
it  is  able  to  determine  this  information,  it  asks  a  cluster  manager  to  either  match  the  emitter  to 
an  old  cluster  or  create  a  new  cluster  to  hold  the  single  emitter.  Subsequently,  it  sends  ^  update 
message  to  the  cluster  to  which  it  belongs,  indicating  iu  current  course,  speed,  and  location. 

Emitters  maintain  a  qualitative  confidence  level  of  their  own  existence  {posstble,  probable,  and 
pestfive).  If  new  observations  are  received  often  enough,  the  emitter  will  increase  its  confidence  level 
until  it  reaches  postUve.  If  an  observation  is  not  received  in  the  expected  time  interval,  the  emitter 
lowers  its  confidence  by  one  step.  If  the  confidence  falls  below  posstbU,  the  emitter  “deletes’’  itself, 
informing  its  manager,  and  any  cluster  to  which  it  is  attached. 

Cluster  Managers 

The  cluster  managers  play  much  the  same  role  in  the  creation  of  cluster  agents  as  the  emitter 
managers  play  in  the  creation  of  emitters.  However,  it  is  not  possible  to  compute  an  invariant  to 
be  used  as  a  many-to-one  mapping  between  emitters.  If  ELINT  were  to  employ  multiple  cluster 
managers,  the  best  strategy  for  choosing  which  of  the  many  managers  would  still  result  in  the 
possible  creation  of  multiple  instances  of  the  “same"  cluster.  Thus,  we  have  chosen  to  run  ELINT 
with  a  single  cluster  manager.  Fortunately,  cluster  creation  is  a  rare  event,  and  the  single  cluster 
manager  has  never  been  a  processing  bottleneck. 

As  indicated  above,  requests  from  emitters  to  create  clusters  are  spec. led  as  match  requests 
over  the  extant  clusters.  Emitters  are  matched  to  clusters  on  the  basis  of  their  location,  speed,  and 
heading.  However,  the  cluster  manager  does  not  itself  perform  this  matching  operation.  Although  it 
knows  about  the  existence  of  each  cluster  it  has  created,  it  does  not  know  if  the  cluster  has  changed 
course,  speed,  and/or  direction  since  it  was  originally  created.  Thus,  the  cluster  manager  asks  each 
of  its  clusters  to  perform  a  match. 

If  either  none  of  the  clusters  responds  with  a  positive  match,  a  new  cluster  is  created  for  the 
emitter,  if  one  cluster  responds  positively,  the  emitter  is  added  to  the  cluster,  and  is  so  informed  of 
this  fact,  if  more  than  one  cluster  responds  positively,  an  error  (or  a  mid-air  collision)  must  have 
occured. 

'  The  algonihrn  computes  the  obeervaiiun  id  modulo  the  number  of  emitter  muiager*,  and  maps  that  number  to 
a  particular  manager. 


Clusters 


The  radar  emissions  of  clusters  of  emitters  often  indicates  the  actual  behavior  of  the  cluster.  Cluster 
agents,  therefore,  apply  heuristics  about  radar  signals  to  d^cermine  whether  the  behaviors  of  the 
clusters  they  represent  are  threatening  or  not.  This  information,  along  with  the  course  parameters 
ofeach  radar  source,  is  the  “output”  of  the  EUNT  system.  A  cluster  will  delete  itself  if  all  constituent 
emitters  have  been  deleted. 


Chapter  4 

Programming  in  the  CAOS 
Framework 


CAOS  it  package  of  functions  on  top  of  Lisp.  These  functions  are  partitioned  into  three  major  classes: 

•  Those  which  declare  agents. 

•  Those  which  initialize  agents. 

•  Those  which  support  communication  betweer\  agents. 

We  now  describe  the  CAOS  operators  for  each  of  these  classes. 


4.1  Declaration  of  agents 

Agents  are  declared  within  an  inheritance  network.  Each  agent  inherits  the  characteristics  of  its 
(multiple)  parents.  The  simplest  agent,  Tanilla-agsnt,  contains  the  minimal  characteristics  re¬ 
quired  of  a  functional  caos  agent.  All  other  caos  agents  reference  raailla-agent  either  directly  or 
indirectly.  Another  predeclared  agent,  proc«ss-sg«nda-ag*nt,  is  built  on  top  of  vanilla-agent, 
and  contains  a  priority  mechanism  for  scheduling  the  execution  of  messages. 

Application  agents  are  declared  by  augmenting  the  following  characteristics  of  the  base  or  other 
ancestral  agents: 

Local  Variables;  An  agent  may  refer  freely  to  any  variable  declared  local.  In  addition,  each  local 
variable  may  be  declared  with  an  initial  value. 

Messages:  The  only  messages  to  which  an  agent  may  respond  are  those  declared  in  this  table  This 
simplifies  the  task  of  a  resource  allocator,  which  must  load  application  code  onto  each  CARE 
site. 


(d«Xa0«nt  agent-namt  {pannti  panntn) 

(loc»lT«r»  variable  I  •••  variable^) 

(■••sagas  message^  meaaagen) 

(sjabolicsLlljr-rsisraaesd-agsats  agtnti  ■■■  agtnt^)) 

Figure  4.1:  The  basic  form  of  dsfagsnt 


Symbolically  Referenced  Agena:  Some  agents  exist  throughout  a  caos  run.  We  call  such  agents 
static,  and  we  allow  code  in  agent  message  handlers  to  reference  such  agents  by  name.  Before 
an  agent  begins  running,  each  symbolic  reference  is  resolved  by  the  CAOS  runtimes. 

There  are  a  number  of  additional  characteristics;  most  of  these  are  used  by  caos  internally,  and 
we  will  document  these  in  the  next  chapter. 

The  basic  form  for  declaring  a  caos  agent  is  dslagsnt.  It  has  the  form  illustrated  by  Figure  4.1. 
The  first  element  in  each  sublist  is  a  keyword;  there  are  a  number  of  defined  keywords,  and  their 
use  in  an  agent  declaration  is  strictly  optional.  An  agent  inherits  the  union  of  the  keyword  values  of 
its  parents  for  any  unspecified  keyword.  Of  those  keywords  which  are  specified,  some  are  combined 
with  tho  union  of  the  keyword  values  of  the  agent’s  parents,  and  others  supersede  the  values  in  the 
parents.  Figure  4.2  contains  the  declaration  of  the  emitter  agent,  one  of  the  most  complex  examples 
in  ILlNT. 

As  we  discuss  m  the  next  chapter,  dsf agsnt  forms  are  translated  by  caos  into  Flavors  dsf flavor 
forms  [4].  caos  messages  are  then  defined  using  the  dslasthod function  ofZETALISP.  These  methods 
are  &ee  to  reference  the  local  variables  declared  in  the  dsfagsnt  expression. 


4.2  Initialization  of  agents 

The  initial  caos  configuration  is  specified  by  the  caos-initializs  operator,  which  takes  the  form 
illustrated  by  figure  4.3;  for  example,  figure  4.4  is  elint's  initialization  form. 

The  first  portion  of  the  form  creates  the  static  agents.  In  figure  4.4,  a  static  agent  named  sl- 
gotcha^handlsr*'!,  an  instance  of  the  class  •l''obssrTation~bandlsr,  is  created  on  the  CARE  site 
at  coordinates  (1,2)  in  the  processor  grid. 

The  second  portion  of  the  form  is  a  list  of  lisp  expressions  to  be  evaluated  sequentially  when 
CAOS’s  initialisation  phase  is  complete.  Each  expression  is  intended  to  send  a  message  to  one  of  the 
static  agents  declared  in  the  first  part  of  the  form.  These  messages  serve  to  initialize  the  application; 
in  figure  4.4,  the  initialization  messages  open  log  files  and  start  the  processing  of  ELINT  observations. 

Agents  may  also  be  created  dynamically.  The  crsats-agsnt-instaacs  function  accepts  an 
eigent  class  name  and  a  location  specification;*  the  r«*ots-iddrsss  of  the  newly-created  agent 
is  returned.  While  dynamically  created  agents  may  not  be  referenced  symbolically,  their  rs«ots- 
addrsss’s  may  be  exchemged  freely. 

‘  Currently,  »senM  may  be  created  at  or  near  tpecified  CARE  titea.  CAOS  makes  no  attempt  at  dynamic  load 
haianrtns. 
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(d*fa$«ne  «l-«ai.zr«r  (proccsx-%2c=dx-2S«3e) 

(locaiY*r» 

(precasx-«g«=ds.  * (•!— cndo-collacrsioa-id-arror 

«l-ch*2.g«-cltist«r-M*acia«ioa 
•l-«iri«r-apdit*-ca-t  aa«-cicx 
«l-iairixliz*-«Kiac«r 
«l-apda.t«-Mirt«r-fra*-ob*«rT»tioa)  ) 
(lut-obs«rT«d  -iOOOOOO) 

(claatar-axna^ar  '  cloxtar-unxgcr-O) 

muu^ar 

id 

typ* 

obsarrad 

lixas 

lur-baading 

lut-moda 

coniidaaca 

cltutar 

aaa-obaarrationt-siaca-tiaa-cicb-ilag 

id-arxor* 

gc-fl»g) 

(■assagaa 

al-updat  a- a«itt  ar-1 rom-oba  arracioa 
al-initializa-aaittar 
al-cbasga-clustar-associatioa 
al-undo-coUactioa-id-arror) 
(ayabolically-rafaraacad-agaats 
al-coll act ioa-r aport  ar-O 
al-corralation-raportar-O 
al-thraat-raportar-O 
al-cluatar-maaagar-O 
al-cluat ar-«aa»gar- 1 
al-cluatar-«aaagar-2 
al-big-a*r-haadlar 
al-got  cha-haadl ar 
al-a*ittar-traca-raporcar-0) ) 


Figure  4.2;  The  aaittar  agent 
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((fif£si  —  aataci  agent  —  class  site  —  address') 

...) 

((sasiial  —  asssagct ) 

—  )) 

Figax  4.3:  Tbs  base  caos  ioitializatioa  femn 

4.3  Communications  Between  Agents 

Agssts  conmuixiicate  with  eaeh  other  by  sxebaa^g  mas&xfis.  cacs  does  not  goarantee  that  mes¬ 
sages  reach  their  destinations:  due  to  excessive  message  trainc  or  processing  element  failure,  mes¬ 
sages  may  be  delayed  or  lost  during  routing.  It  is  the  responsibility  of  the  application  program  to 
detect  and  recc/er  from  lost  messages.  Commensurate  with  the  facilities  provided  by  care,  mes¬ 
sages  may  be  tagged  with  routing  prioheies;  however,  higher  priority  messages  are  not  guaranteed 
to  arrive  before  lower-priority  messages  sent  concurrently. 

Two  classes  of  merges  are  defined:  these  which  return  values  (called  calme-destred  messages), 
and  those  which  do  not  (called  stde-effeci  messages).  The  value-desired-messages  are  made  to  return 
their  values  to  a  special  cell  called  a  fntnn.  Processes  attempting  to  access  the  value  of  a  future  are 
blocked  until  that  future  has  bad  its  value  set.  It  is  possible  for  the  '/alue  of  a  future  to  be  set  more 
than  once,  and  it  b  possible  for  there  to  be  multiple  processes  awaiting  a  future's  value  to  be  set.’ 

4.3.1  Sending  messages 

The  CARE  primitive  post-packet,  which  sends  a  packet  from  one  process  to  another,  b  employed 
in  CAOS  to  produce  three  basic  idnds  of  message  sending  operations: 

post:  The  post  operator  sends  a  side-effect  message  to  an  agent.  The  sending  process  supplies 
the  name  or  pointer  to  the  target  agent,  the  message  routing  priority,  the  message  name  and 
arguments.  The  sender  continues  executing  while  the  message  b  delivered  to  the  target  agent. 

post-futoxs:  The  post-lutur«  operator  sends  a  value-desired  message  to  the  target  agent.  The 
sending  process  supplies  the  same  parameters  as  for  post,  and  b  returned  a  pointer  to  the 
future  which  will  eventually  by  set  by  the  target  agent.  As  for  post,  the  sender  continues 
executing  while  the  message  b  being  delivered  and  executed  remotely. 

A  process  may  later  check  the  state  of  the  future  with  the  futurs-satisf  isd?  operator,  or 
access  the  future’s  value  with  the  valus-fatars  operator,  which  will  block  the  process  until 
the  future  has  a  value. 

post-valus.  The  post-vaius  operator  is  similar  to  the  post-futurs  operator,  however,  the  send¬ 
ing  process  is  delayed  until  the  target  agent  has  returned  a  value,  post-valus  is  defined  in 
terms  of  post-futars  and  valus-f uturs. 

^  Future*  were  *I»o  uied  ui  QLi»p  *nd  .Viullilj»p  ^9).  The  HEP  Supercomputer  |6]  imple...ented  a  umple  version  of 
futures  AS  a  process  synchroruzAtioo  mechsmsm. 


(eau>*-iaicializ« 

{(•l-ob**rTa.cion-r«ad«r-0  «i-eb*er7acios.-r«ad«r  (2  2)) 
(«l-big-«*r-ba=dl«r-i  el-ob*«rT*cion-hajrdl«r  (l  1)) 
(#l-big-«ar-bardl*r-2  «l-obg«rvacicn-haadl«r  (1  l)) 
(«l-gotchJi-2i*2di«r-l  •i-ob««rT*cion-baEdl«r  (1  2)) 
(•l-gotchJL-hanrfJ  t-2  •l-obs«r7acion-huixil«r  (1  2)) 
(•l-«*itr«r-*ai!*g«r-0  «l-«itr€r-m*ajig€r  (2  1)) 
(cl-asiCbcr-aaiuigar-l  (2  2)) 

(•l-coll«c«ion.-r€port*r-0  •l-coll#ction-r«porr«r  (1  2)) 
(«l-corT«l*tion-r«porc«r-0  «i-corr«l»tion-r«port*r  (13)) 
(«l-thr«*t-r«port*r-0  «l-tlir«»*’-r«porr«r  (1  3)) 
(•l-€«itb«r-tr»c«-r*porc*r-0  «l-«iitt«r-tr»c«-r*port«r 

(3  2)) 

{«l-clMt«r-tr»c*-r«port*r-0  «l-clus««r-tr»c«-r«port*r 

(3  D) 

(•l-clti*t«r-maii»g«r-0  «l-cla«t«r-Mii*g«r  (2  1))) 

((pose  sl-obismtioa-rssdsr-O  ail 
'  sVopsa-obssrratioa-f  ii« 

•sliat-djita-lils*) 

(post  *l-collsctioa-rsportsr-0  nil 
'sl-initi«li2s-rsportsr  t 
"sliat  rrsports ;  coUset ions  .output") 

(post  sl-corrslntion-rsportsr-O  nil 
'sl-iaitiaLlizs-rsportsr  t 
” slint : rsports ; corrslntions . output") 

(post  sl-thrs«t-rsportsr-0  ail 
'sl-iaitislizs-rsportsr  t 
"slint ; rsports ; thrsnts . output") 

(post  sl-saittsr-trucs-rsportsr-0  nil 
'initialirs-trncs-rsportsr  t 
"slint : rsports ; saittsr . trscss") 

(post  sl-clustsr-tracs-rsportsr-0  nil 
’initializs-trncs-reportsr  t 
"  slint :  rsports ;  dust  sr .  tracss" ) )  ) 


Figure  4  4:  The  iniiializauon  declaration  for  ELINT. 
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4.3.2  Detecting  Lost  Messages 

It  is  possible  to  detect  the  loss  of  value-desired  messages  by  attaching  a  timeout  to  the  associated 
future-  The  funcUons  post-clocksd-iutars  and  post-ciocksd-Tcias  are  similar  to  their  untimed 
counterparts,  but  allow  the  caller  to  specify  a  Itmeoet  and  itmeozt  action  to  be  performed  if  the 
future  is  not  set  within  the  timeout  period.  Typical  actions  include  setting  the  future  s  value  with 
a  default  value,  or  resending  the  original  message  using  the  rapost  operator. 

4.3.3  Sending  to  Multiple  Agents 

There  exist  versions  of  the  basic  pobting  operators  which  allow  the  same  message  to  be  sent  to 
multiple  agents.^  aoltipost  sends  a  side  effect  message  to  a  list  of  agents;  asltipost-^uturs  and 
anltiposc-valua  send  a  value-desired  message  to  a  list  of  agents.  In  the  latter  case,  the  associated 
future  is  actually  a  list  of  futures;  the  future  is  not  considered  set  until  all  target  agents  have 
responded.  The  value  of  such  a  message  is  an  association-list;  each  entry  in  the  list  is  composed  of 
an  agent  name  or  rsaoee-aiddrass  and  the  returned  message  value  from  that  agent.  There  exist 
clocked  versions  of  these  functions  (called,  naturally,  ■oltiposc-clocksd-fntnr*  and  xnltxposc- 
cIocksd-Talns)  to  aid  in  detecting  lost  multicast  messages. 


4.4  Communications  Between  Processes 

Proceaaes  in  each  agent  communicate  using  the  shared  local  variables  declared  in  the  agent.  Be¬ 
sides  sharing  previously  computed  results  this  way,  processes  may  also  share  the  results  of  ongoing 
computations. 

Consider  the  following  scenario:  within  an  agent,  some  process  is  currently  computing  some 
answer.  At  the  same  time,  another  process  begins  executing,  and  realizes  somehow  that  the  answer 
it  needs  to  compute  is  the  same  answer  the  other  process  is  already  computing.  The  second  process 
could  take  one  of  two  actions:  it  could  continue  computing  the  emswer,  even  though  this  would 
mean  redundant  work,  or  it  could  wait  for  the  first  process  to  complete,  and  return  its  answer.  The 
second  approach  is  feasible,  but  it  does  tie  up  resources  in  the  form  of  an  idle  process. 

The  CAOS  operators  attach  and  aj-handls  offer  a  third  alternative  solution.  If  a  process 
knows  it  may  ultimately  produce  an  answer  needed  by  more  than  one  requesting  agent,  it  obtains 
its  “handle”  (Section  5.4)  by  calling  ■y-handls,  and  places  it  in  a  table  for  other  processes  to 
reference.  Any  other  process  wishing  to  return  the  same  answer  as  the  first  calls  attach,  with  the 
first  process’s  handle  as  argument.  The  first  process  returns  its  answer  to  all  requesting  agents 
waiting  for  answers  from  the  other  processes,  and  the  other  processes  return  no  value  at  all. 


4.5  What  CAOS  Offers  Over  CARE 

CAOS  is  a  large  system.  It  is  reiaonable  to  ask  what  aulvantages  there  are  to  programming  in  caos 
as  opposed  to  programming  in  care.  Wc  believe  there  are  three  major  aulvantages: 

^Neither  CAOS  nor  CARE  currently  support  a  pirJicaleJ  m%Uicnt  mode,  wherein  mesaasea  would  »cnt  to  all 
agenu  satufying  a  particular  predicate,  meaaagei  can  only  be  sent  to  a  fully-tpeafied  liat  of  agenu. 
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Clizity:  The  framework  in  which  an  agent  is  declared  makes  explicit  its  storage  requirements  and 
functional  behavior.  In  addition,  the  agent  concept  is  a  helpful  abstraction  at  which  to  view  ac¬ 
tivity  in  a  multiprocessing  software  architecture.  The  concept  lets  us  partition  a  flat  collection 
of  processes  on  a  site  into  groups  of  processes  attached  to  agents  on  a  site.  CAOS  guarantees 
the  only  interaction  between  processes  attached  to  different  agents  is  by  message-passing. 

Coaveoieace:  The  programmer  is  freed  from  interfacing  to  care’s  low-level  communications  prim¬ 
itives.  .As  we  said  earlier.  CAOS  is  basically  an  operating  system,  and  as  such,  it  shields  the 
programmer  from  the  same  class  of  details  a  conventional  operating  system  does  in  a  conven¬ 
tional  hardware  environment. 

Flexibility:  Currently,  care  schedules  processes  in  a  strict  flist-in,  flrst-out  manner,  caos,  on  the 
other  hand,  can  implement  arbitrary  scheduling  policies  (though  at  a  substantial  performance 
cost;  we  discuss  this  in  Chapter  6). 


Chapter  5 

The  Runtime  Structure  of  CAOS 


CAOS  U  structured  around  three  principal  levels:  site,  agent,  and  process.  Two  of  these  levels-site 
and  process-reflect  the  organization  of  CAR£;  the  remaining  (agent)  level  is  an  artifact  of  caOS. 
We  discuss  hrat  the  general  design  principles  underlying  CAOS,  and  then  describe  in  greater  detail 
the  functions  and  structure  of  each  of  caos’s  levels.  Appendix  B  offers  a  complete  guide  to  the 
algorithms  and  data  structures  employed  in  CAOS. 

5.1  General  Design  Principles 

The  implementation  of  CAOS  described  in  this  paper  is  written  in  ZETALISP,  a  dialect  of  Lisp  which 
runs  on  a  number  of  commercially  available  single-user  Lisp  workstations.  ZETALISP  includes  an 
object-oriented  programming  tool,  called  Flavors,  which  has  proved  to  be  a  very  powerful  facility 
for  structuring  large  Lisp  applications. 

In  Flavors,  the  behavior  of  an  object  is  described  by  templates  known  as  classes.  An  instance, 
a  representation  of  an  individual  object,  is  crested  by  instantiating  a  class.  Instances  respond  to 
messages  defined  by  their  class,  and  contain  static  local  storage  in  the  form  of  instance  variables. 
Classes  are  defined  within  an  inheritance  network;  each  instance  contains  the  instance  variables  and 
responds  to  the  messages  defined  in  its  class,  as  well  as  those  of  the  classes  from  which  its  class 
inherits. 

An  appropriate  usage  for  Flavors  is  the  modelling  of  the  behavior  of  objects  in  some  (not  nec¬ 
essarily  real)  world.  For  example,  caos  site  and  agents  structures  are  realized  as  Flavors  instances. 
The  characteristics  to  be  modelled  are  codified  in  instance  variables  and  message  names.  In  a  well- 
designed  application,  messages  and  variables  are  consistently  named,  thus,  the  implementation  of  a 
particular  behavior  is  totally  encapsulated  in  the  anonymous  function  which  responds  to  a  message. 

5.1.1  Extending  the  Notion 

In  some  sense,  a  Flavors  instance  is  an  abstract  data  type.  The  instance  holds  state,  and  provides 
advertised,  public  interfaces  (messages)  to  functions  which  change  or  access  its  state.  The  internal 
data  representation  and  implementations  of  the  access  functions  are  private. 
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In  Flavors,  the  abstract  data  type  notion  is  unavailable  within  an  individual  instance.  Frequently, 
the  individual  instance  variables  hold  complex  structures  (such  as  dictionaries  and  priority  queues) 
which  ought  to  be  treated  as  abstract  data  types,  but  there  exist  no  common  means  within  the 
standard  Flavors  mechanism  for  doing  so. 

CAOS,  however,  supports  such  a  mechanism,  by  providing  a  means  of  sending  messages  to  instance 
variables  (rather  than  to  the  instances  themselves).  The  instance  variables  are  thus  able  to  store 
anonymous  structures,  which  are  initialized,  modified,  and  accessed  through  messages  sent  to  the 
variable.  S.milar  mechanisms  exist  in  the  Unit  Package  [14]  and  in  the  STROBE  system  [13],  both 
frameworks  for  representing  structured  knowledge. 

The  CAOS  environment  includes  a  number  of  abstract  data  types  which  were  found  to  be  useful 
in  supporting  its  own  implementation.  The  most  commonly  used  are: 

Dictionary;  The  dictionary  is  an  association  list.  It  responds  to  put,  gst,  add,  forget,  and  ini¬ 
tialize  messages. 

Sorted  Dictionary:  The  sorted-dictionary  is  also  implemented  as  an  association  list,  and  responds 
to  the  same  messages  as  does  the  standard  dictionary.  However,  the  sorted-dictionary  invokes 
a  user-supplied  priority  function  to  merge  new  items  into  the  dictionary  (higher-priority  items 
appear  nearer  the  front  of  the  dictionary).  This  dictionary  is  able  to  respond  to  the  graatsst 
message,  which  returns  the  entry  with  the  highest  priority,  and  to  the  next  message,  which 
returns  the  entry  with  the  next-highest  priority  as  compared  to  a  given  entry. 

The  sorted-dictionary  is  used  primarily  to  hoid  time-indexed  data  which  may  be  collected 
out-of-order  (c.g.  when  data  for  time  n  -l- 1  may  arrive  before  data  for  time  n). 

Hash  Dictionary:  The  hash-dictionary  is  implemented  with  a  hash  table,  and  responds  to  the  same 
messages  as  the  unsorted  association  list  dictionary. 

Queue.  The  queue  d:ita  type  is  a  conventional  first-in,  first-out  storage  structure.  The  put  message 
enqueues  an  item  on  the  tail  of  the  queue,  while  the  get  message  dequeues  an  item  from  the 
head  of  the  queue. 

Priority  Queue.  The  priority-queue  data  type  supports  a  dynamic  heapsort,  and  is  implemented  as  a 
partially-ordered  bin2uy  tree.  It  responds  to  put,  get,  and  initialize  messages.  Associated 
with  the  queue  is  a  function  which  computes  and  compares  the  priority  of  two  arbitrary  queue 
elements;  this  function  drives  the  rebalancing  of  the  binary  tree  when  elements  are  added  or 
deleted. 

Monitor.  A  monitor  provides  mutual  exclusion  within  a  dynamically-scoped  block  of  Lisp  code.  It 
is  similar  in  implementation  to  the  monitors  of  Interlisp-D  and  Mesa  [10]. 

If  the  monitor  is  unlocked,  the  obtain-locJt  message  stores  the  caller’s  process  id  as  the 
monitor’s  owner,  and  marks  the  monitor  as  locked,  otherwise,  if  the  monitor  is  locked,  the 
obtain-lock  message  places  the  caller's  process  id  on  the  tail  of  the  monitor’s  waiting  queue, 
and  suspends  the  calling  process. 

The  r*laat*-lock  message  removes  the  process  id  from  the  head  of  the  monitor’s  waiting 
queue,  marks  the  monitor’s  owner  to  be  that  id.  and  reschedules  the  associated  process 


Monitors  are  normally  accessed  using  the  vith-aonicor  form,  which  accepts  the  name  of 
an  instance  variable  containing  a  monitor,  and  which  cannot  be  entered  until  the  calling 
process  obtains  ownership  of  the  monitor.  The  with-aoaitor  form  guarantees  ownership  of 
the  monitor  will- be  relinquished  when  the  calling  process  leaves  the  scope  of  the  form,  even  if 
an  error  occurs. 

5.2  The  CAOS  Site  Manager 

The  site  manager  consists  of  a  Flavors  instance  containing  information  global  to  the  site-information 

needed  by  all  agents  located  on  the  site.  In  addition,  the  site  manager  includes  a  CARE-Icvel 

process  which  performs  the  functions  of  creating  new  agents  and  translating  agent  names  into  agent 

addresses,  as  described  below. 

The  following  instance  variables  are  part  of  the  site  manager; 

ineoaiag-strsaa:  This  instance  variable  contains  the  care  input  stream  address  on  which  the  site 
manager  process  listens  for  requests.  Agents  needing  to  send  messages  to  their  site  manager 
may  reference  this  instance  variable  in  order  to  discover  the  address  to  which  to  direct  site 
requests. 

static-agsat-8trsa«-tabls:  This  instance  variable  is  a  dictionary  which  maps  agent  names  into 
the  CARE  streams  which  may  be  used  to  communicate  with  the  agents.  The  entries  in  this 
dictionary  reflect  statically-created  agents;  new  entries  are  added  as  the  result  of  nsw-isitial- 
agsat-onlins  messages  directed  to  the  site  (see  below).  The  dictionary  is  used  to  resolve  agent 
name-to-address  requests  from  agents  created  locally. 

onrssoXvsd-ageat-strsaa-table:  The  site  manager  keeps  track  of  agent  names  it  is  not  able  to 
translate  to  addresses  by  placing  unsatisfiable  request-syabolic-rsisreBce  requests  in  this 
dictionary.  The  keys  of  the  dictionary  are  unresolvable  agent  names.  As  the  agent  names 
become  resolvable,  the  unsatisfled  requests  are  satisfied,  and  the  corresponding  entries  are 
removed  from  the  dictionary. 

AAer  the  initialization  phase  of  a  caos  application  has  completed,  there  will  be  no  entries  in 
this  dictionary  in  any  of  the  sites. 

local-agsnts :  This  instance  variable  is  a  dictionary  whose  keys  are  the  names  of  agents  located 
on  the  site,  and  whose  values  are  pointers  to  the  Flavors  instances  which  represent  each  agent, 
local-agsnts  is  used  only  for  debugging  and  status-reporting  purposes. 

frss-procsss-qusns:  When  a  care  process  which  was  crested  to  service  a  request  finishes  its 
work,  it  tries  to  perform  another  task  for  the  agent  in  which  it  was  created.  If  the  agent 
has  no  work  to  do,  the  process  suspends  itself,  after  enqueuing  identifying  information  in  this 
instance  variable,  which  holds  a  queue  abstract  data  type.  When  any  agent  on  the  same 
site  needs  a  new  procesn  to  service  some  request,  it  checks  this  queue  first;  if  there  are  any 
suspended  (free)  processes  waiting  in  this  queue,  it  dequeues  one  and  gives  it  a  task  to  perform. 
If  this  queue  is  empty,  the  agent  asks  CARE  to  create  a  new  process. 
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The  site  manager  responds  to  the  following  messages: 

nes-initial-agent-online:  As  each  static  agent  starts  running  during  initialuation  of  a  CAOS 
run,  it  broadcasts  its  name  and  CARE  input  stream  to  every  site  in  the  system,  using  this 
message.  The  correspondence  between  the  sending  agent’s  name  and  address  is  placed  in 
the  static-agent-screaa-tabls  dictionary  for  future  reference  by  agents  located  on  the 
receiving  sites.  If  any  agents  have  placed  requests  for  this  new  agent  in  the  unresolvcd- 
agent-strsaa-tabla,  messages  containing  the  new  agent's  name  and  address  are  sent  to  the 
waiting  agents. 

rsquest-syBbolic-rafsrsncs:  Whenever  astatic  agent  is  created,  it  runs  an  initialization  func¬ 
tion,  which  among  other  tasks,  caches  needed  agent  name-to-addresa  translations.  For  each 
translation,  the  agent  sends  this  message  to  its  site  manager.  If  the  site  manager  can  resolve 
the  name  upon  receipt  of  the  message,  it  responds  immediately;  otherwise,  it  queues  the  re¬ 
quest  in  the  onresolved-agent-atreaB-tabl*,  and  defers  answering  until  it  is  able  to  satisfy 
the  request.  The  requesting  agents  waits  until  it  has  received  the  answer  before  requesting 
another  translation, 

aaka-nsv-agsnt :  This  message  is  sent  to  a  site  to  cause  a  new  agent  to  be  created  during  the 
course  of  a  caos  run.  The  site  manager  creates  the  new  (dynamic)  agent  and  returns  the 
agent’s  input  stream  to  the  sender  of  this  message.  The  newly-created  agent  is  not  placed 
in  the  static-agent-strsaa-tabls;  thus,  the  only  way  to  advertise  the  existence  of  such  a 
dynamically-created  agent  is  by  tlie  creator  of  an  agent  passing  the  returned  input  stream  to 
other  agents. 


5.3  The  CAOS  Agent 

As  discussed  above,  caos  agents  are  implemented  as  Flavors  instances.  Their  class  definitions 
are  defined  by  translating  dsfagsnt  expressions  into  dslil.avor  expressions,  caos  itself  defines 
two  basic  agent  classes:  vanilla-agsab  and  procsss-agsnda-'t^snt.  ranilXa-agsnt  defines  the 
minimal  agent;  procsas-agsnda'sgsnt  is  defined  in  terms  of  vanilla-agsat,  but  adds  the  ability 
to  assign  priorities  to  messages.^  These  basic  agents  are  fully-functional,  but  lack  dcmain-specific 
“knowledge,”  and  cannot  be  used  directly  in  problem  solving  applications. 

As  stated  in  the  previous  chapter,  a  CAOS  agent  is  a  multiple-process  entity.  Most  of  these 
processes  are  in  created  in  the  course  of  problem-solving  activity;  we  refer  to  these  as  user  processes. 
At  runtime,  however,  there  are  always  two  special  processes  associated  with  each  caos  agent.  One 
of  these  processes  monitors  the  care  stream  by  which  the  agent  is  known  to  other  agents.  The 
other  participates  in  the  scheduling  of  user  processes.  We  shall  refer  to  the  first  of  these  processes 
as  the  agent  input  monitor,  and  to  the  second  of  these  processes  as  the  agent  schtdnler.  We  explain 
in  detail  the  functioning  of  these  two  processes  in  the  next  section. 

We  describe  here  the  role  of  important  instance  variables  in  a  basic  caos  agent: 

'Thu  u  unportant  for  appbcation*  m  which  one  agent  must  respond  rapidly  to  a  posting  from  another  agent. 
Asaigning  a  message  a  high  pnonty  will  cause  that  message  to  be  processed  ahead  of  any  other  messages  with  lower 
priorities. 
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f«lj-addr«ss:  This  instance  variable  is  an  analogue  of  Flavors’  self  variable.  Whereas  self  is 
bound  to  the  Flavors  instance  under  which  a  message  is  executing,  self-address  is  bound  to 
the  stream  of  the  agent  under  which  a  caos  message  is  e.xecuting.  Thus,  an  agent  can  post  a 
message  to  itself  by  posting  the  message  to  self-address. 

roasable-procass-streaa:  This  instance  variable  points  to  the  stream  on  which  the  scheduler 
process  listens.  Processes  which  need  to  inform  the  scheduler  of  various  conditions  do  so  by 
sending  CARE-level  messages  to  this  stream. 

running-processes:  This  variable  holds  the  list  of  user  processes  which  are  currently  executing 
within  the  agent.  The  current  CARE  architecture  supports  only  a  single  evaluator  on  each  site. 
CAOS  tries  to  keep  a  number  of  user  processes  ready  to  execute  at  all  times;  thus,  the  single 
CPU  is  kept  as  busy  as  possible. 

runnabls-procsss-list:  A  priority  queue  containing  the  runnable  user  processes.  As  a  process  is 
entered  on  the  queue,  its  priority  is  calculated  to  determine  its  ranking  in  the  partial  ordering. 
There  are  two  available  priority  evaluation  functions:  the  first  computes  the  priority  based 
solely  on  the  time  the  process  entered  the  system;  the  second  considers  the  assigned  priority  of 
the  executing  message  before  considering  the  entry  time  of  the  process.  These  two  functions 
are  used  to  implement  the  scheduling  algorithms  of  the  ranilla-agsnt  and  the  procsss- 
agsnda-aganc,  respectively. 

•chsdnlsr-lock:  The  scheduler  data  structures  are  subject  to  modification  by  any  number  of 
processes  concurrently.  The  schsdulsr-loclt  is  a  monitor  which  provides  mutual  exclusion 
against  simultaneous  access  to  the  scheduler  database. 


5.4  The  CAOS  Process 

In  this  section,  we  describe  the  mechanism  by  which  caos  user  processes  are  scheduled  for  execution 
on  CARE  sites.  User  processes  are  created  in  response  to  messages  from  other  agents.  Associated 
with  each  user  process  is  a  data  structure  called  a  runnable- it  an.  The  runnabla-ittn  contains 
the  following  fields: 

aesaage-naoa,  -args,  -id,  -answer-targets :  These  fields  store  the  information  necessary  to  han¬ 
dle  a  message  request  and  send  the  resulting  answer  back  to  the  proper  agents. 

for-effect:  This  field  is  a  boolean,  and  indicates  whether  the  message  is  being  executed  for  effect 
or  value.  This  corresponds  directly  to  the  source  of  the  message  coming  from  a  post  operation 
or  a  post-futuxs  operation. 

stats:  This  field  indicates  the  state  of  the  process.  The  possible  states  that  a  process  may  enter, 
and  the  finite  state  machine  which  defines  the  state  transition  are  discussed  in  the  next  section. 

context:  This  field  contains  a  pointer  to  the  CARE  stream  upon  which  the  process  waits  when  it 
not  runnable,  A  process  (such  as  the  scheduler)  wishing  to  wake  another  process  simply  sends 
a  message  to  this  stream  The  suspended  process  will  thus  be  awakened  (by  caRE). 
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tia«-staap:  This  field  contains  the  time  at  which  the  process  entered  the  system.  It  is  used  by 
the  functions  which  calculate  the  execution  priority  of  processes. 

The  CAOS  scheduler’s  only  handle  on  a  process  is  the  process’s  rminable-itea.  In  fact,  the 
only  communication  between  a  user  process  and  the  CAOS  scheduler  consists  of  the  e.xchange  of 
mnnabl«-it«a’s. 

5.5  Flow  of  Control 

In  the  following,  we  detail  how  a  user  process,  the  caos  input  monitor,  and  the  caos  scheduler 
interact  to  process  a  message  request  from  a  remote  agent.  For  purposes  of  exposition,  we  assume 
the  following  sequence  of  events: 

1.  An  agent,  agsnt-1,  executes  a  post  operation,  with  agsnt-2  as  the  target.  The  posting  is 
for  the  message  named  asssags-a. 

2.  agsnt-2  receives  and  executes  the  posting.  In  order  to  complete  the  execution  of  Bsssag«-a, 
it  must  perform  a  post-valus  operation  to  a  third  agent,  agsnt-3. 

We  begin  at  the  point  where  agent- 1  has  performed  its  post  operation. 

5.5.1  Input  Processing 

The  input  monitor  process  handles  requests  and  responses  from  remote  agents.  When  the  message 
from  agent-1  enters  agent-2,  its  input  monitor  creates  a  new  ninnable-itea  to  hold  the  state  of 
the  request.  The  message  name,  arguments,  id,  and  answer  targets  are  copied  from  the  incoming 
message  into  the  mnnable-itea.  The  runnable- it ea’s  state  is  set  to  never-run,  and  its  time 
stamp  is  set  to  the  current  time.  In  order  to  queue  the  message  for  execution,  the  input  monitor 
takes  one  of  two  actions. 

If  the  agent’s  ronnable-process-list  is  empty,  the  lunnable-itea  is  sent  in  a  message  to 
the  agent  scheduler  process  (by  sending  the  item  in  a  message  to  the  stream  whose  address  is 
found  in  the  agent’s  runnabls-procsss-strsaa  instance  variable).  When  the  agent’s  xunnabls- 
procsss-list  IS  empty,  the  scheduler  process  is  guaranteed  to  be  waiting  for  messages  sent  to 
the  scheduler  stream,  and  hence,  will  be  awakened  by  the  message  sent  from  the  input  monitor. 
The  scheduler  then  computes  the  priority  of  the  message,  and  places  the  ruanabls-itsa  in  its 
runnabls-procsss-list. 

If  the  agent’s  runnabls-procsss-list  is  not  empty,  the  input  monitor  computes  the  message’s 
priority  and  places  the  runnabls-itsa  on  the  runnabls-procsss-list  itself.  When  the  queue  is 
not  empty,  it  is  guaramteed  that  the  scheduler  will  examine  the  queue  sometime  in  the  future  to 
make  scheduling  decisions,  thus,  it  is  not  necessary  to  send  any  messages  to  the  scheduler  to  inform 
It  of  the  existence  of  new  processes. 


k-kSl 


5.5.2  Creating  Processes 

EventuaJly,  the  newly-created  ruimable-iteB  will  reach  the  head  of  ag»nt-2’s  nxnaable-proceai- 
list.  At  this  time,  there  is  still  no  process  associated  with  the  item,  so  the  scheduler  creates  a 
process  using  the  facilities  of  care,  adds  the  process  to  the  rusning-procsssss  list,  and  passes  it 
its  numabls-itsM.  The  process  will  eventually  gain  control  of  the  evaluator,  and  will  set  the  state 
of  its  numabls-itsa  to  nmning.  It  then  begins  executing  the  requested  posting. 

5.5.3  Requesting  Remote  Values 

At  some  point,  the  process  executing  on  ag«nt-2  requires  a  value  from  ag#nt-3,  and  performs 
a  poac-valus  operation  to  acquire  it.  The  process  looks  up  the  address  of  agsnt-3,  and  poets 
a  message  which  contains  the  appropriate  message  name,  arguments,  id,  amd  answer  target.  The 
Bsssags-ld  unambiguously  identifies  the  future  upon  which  the  process  will  be  waiting  for  the 
value  to  be  returned.  The  answer  target  is  the  agent’s  own  self-address;  when  the  answer  is 
received  by  the  input  monitor  process,  it  will  be  forwarded  to  the  appropriate  future,  and  the 
process  will  be  reawakened. 

In  the  meantime,  the  process  sets  its  state  to  suspended,  removes  its  runnable- it eii  from  the 
running-processes  list,  and  appends  it  to  the  list  of  processes  already  waiting  for  the  future  to  be 
satisfied.  If  the  runnable-procesa-list  is  not  empty,  the  suspending  process  wakes  the  process 
at  the  head  of  the  queue.^  The  suspending  process  then  waits  for  a  message  on  its  wakeup  stream, 
the  stream  whose  address  is  in  the  context  field  of  its  runnabla-itea. 

5.5.4  Answer  Processing 

Some  time  later,  ageut-3  will  have  completed  its  computations,  and  will  have  returned  the  desired 
answer  to  agent-2,  The  answer  will  be  received  by  agent -2’s  input  monitor  process,  which  will 
recognize  the  input  as  a  value  to  be  placed  in  a  future.  The  input  monitor  sets  the  value  field  of  the 
appropriate  future,  and  moves  the  runnable-iteas  of  the  processes  waiting  on  the  future  to  the 
ronnable-process-list. 

If  the  queue  was  previously  empty,  the  agent  must  have  been  (or  will  soon  be)  entirely  idle;  thus, 
the  runnabls-itaM  are  sent  to  the  scheduler  in  a  message,  causing  the  scheduler  to  be  reawakened. 
If  the  queue  was  not  previously  empty,  the  agent  must  be  busy,  so  the  items  are  simply  added  to  the 
queue  according  to  their  priorities.  In  both  cases,  the  ninnabls-itaas  are  plued  in  the  runnable 
state. 

5.5.5  Reawakening  Suspended  Processes 

When  the  maaable  runnable-itesi  reaches  the  head  of  agent-2’3  ronnable-process-list,  a 
message  (which  contains  no  useful  information)  is  sent  to  its  associated  process’s  wakeup  stream. 
As  a  result,  process  eventually  wakes  up,  gains  control  of  the  evaluator,  and  sets  its  state  to  running. 

^In  effect,  the  proceM  takes  on  t.he  role  of  the  scheduler.  Although  the  system  would  continue  to  work  with  only 
a  designated  scheduler  process  performing  scheduler  duties,  this  urangement  permits  scheduling  to  take  place  with 
minimal  latency.  As  a  result,  fewer  evaluator  cycles  aiw  wasted  waiting  for  the  scheduler  process  to  run  the  next  user 
process. 
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5.5.6  Completing  Computation  . 

A  proceaa  may  perform  any  number  of  post,  post-futurs,  or  post-valu*  operations  during  iu 
lifetime.  Eventually,  however,  the  process  will  complete,  having  computed  a  value  which  may  or 
may  not  be  sent  back  to  the  requesting  agent.  If  the  process  was  suspended  for  any  portion  of  its 
lifetime,  another  process  may  have  attached  to  it;  in  this  case,  the  process  may  have  more  than  one 
requesting  agent  to  which  to  return  an  answer. 

Before  the  process  terminates,  it  examines  the  head  of  the  mnnable-process-list.  If  the 
queue  is  empty,  the  process  simply  goes  away.  If  the  ninn»bl*-its«  at  the  head  of  the  queue  is 
mnnabls,  it  sends  the  appropriate  message  to  awaken  the  associated  process.  Finally,  if  the  item 
is  nsTtr-nin,  the  process  makes  itself  the  process  associated  with  this  new  ninnabls-its*,  and 
executes  the  new  message  in  its  own  context.^  Barring  this  possibility,  the  process  “queues”  itself 
on  a  free  process  queue  associated  with  the  site  manager;  when  a  new  process  is  needed  by  an  agent 
on  the  site,  one  is  preferentially  removed  from  this  queue  and  recycled  before  a  entirely  new  process 
is  created.  This  way,  processes,  which  are  expensive  to  create,  are  reused  as  often  as  possible. 


^Thu  I*  Mioiher  iiiuMion  in  wKich  ur  applicsiion  process  performs  scheduling  duties. 


4-459 


Chapter  6 

Results  and  Conclusions 


The  CAOS  system  we  have  described  has  been  fully  implemented  and  is  in  use  by  two  groups  within 
the  Advanced  Architectures  Project,  caos  runs  on  the  Symbolics  3600  family  of  machines,  as  well 
as  on  the  Texas  Instruments  Explorer  Lisp  machine.  ELINT,  as  described  in  Section  3.2,  has  also 
been  fully  implemented.  We  are  currently  analyzing  its  performance  on  various  size  processor  grids 
and  at  various  data  rates. 


6.1  Evaluating  CAOS 

CAOS  is  a  rather  special-purpose  environment,  and  should  be  evaluated  with  respect  to  the  pro 
graunming  of  concurrent  real-time  signal  interpretation  systems.  In  this  chapter,  we  explore  CAOS’s 
suitability  along  the  following  dimensions: 

•  Expressiveness 

•  Efficiency 

•  Scalability 

6.1.1  Expressiveness 

When  we  ask  that  a  language  be  suitably  expressive,  we  ask  that  its  primitives  be  a  good  match 
to  the  concepts  the  programmer  is  trying  to  encode.  The  programmer  shouldn't  need  to  resort  to 
low-level  “hackery”  to  implement  operations  which  ought  to  be  part  of  the  language.  We  believe 
we  have  succeeding  in  meeting  this  goal  for  caos  (although  to  date,  only  caos’s  designers  have 
written  caos  applications).  Programming  in  caos  is  programming  in  Lisp,  but  with  added  features 
for  declaring,  initializing,  and  controlling  concurrent,  real-time  signal  interpretation  applications. 


6.1.2  Efficiency 

CAOS  has  a  very  ccinplicated  azdutecaue.  Ths  lifetime  cf  a  ni'sszze.  as  <fescnhsd  ta  Seciica  5.5. 
involves  numerous  procesr.ng  states  and  schidaier  inier-entscns.  .Much  cf  this  conipE»isty  der.ves 
from  the  desire  to  support  alternate  schedaliaz  pmicies  ivtthen  aa  a^ent.  The  cost  cf  this  £ompIes.ty 
is  approximately  one  .'rder  of  magnitude  ia  processing  latency.  For  the  cemmoa  settings  of  simu- 
iatioo  parameters,  \a£  messages  are  exchanged  m  about  2-3  miijiseconds.  efhile  CAOS  messages 
require  about  30  iseconds.  It  is  this  cost  which  forces  us  to  decompose  applications  coarsely, 
since  more  hne-graDi.-d  decompositions  would  inevit^ly  require  mere  message  trainc. 

We  conclude  that  caos  does  not  make  efnetent  use  of  the  underlying  care  architecture.  ,4 
compromise,  which  we  are  just  beginning  to  explore,  would  be  to  avoid  the  cmaplex  Sow  of  control 
described  in  Section  5  5  in  agents  whose  scheduling  poll  es  are  the  same  as  caRE’s  (FIFO).  In  such 
agents,  we  could  reduce  the  caos  runtimes  to  simple  iv  .  .tional  interfaces  to  care.  We  anticipate 
such  an  approach  would  be  much  more  efheient. 

6.1.3  Scalability 

A  system  which  scales  well  is  one  whose  performance  increases  commensurately  with  its  size.  Seal- 
ability  is  a  common  metric  by  which  multiprocessor  hardware  architectures  are  judged,  does  a 
lOO-processor  realizatiou  of  a  particular  architecture  perform  10  times  better  than  a  10-processor 
realization  of  the  same  architecture?  Doe*  it  perform  5  times  better?  Only  just  as  well?  Or  iVorse? 
In  hardware  systems,  scalability  b  typically  limited  by  various  forms  of  conieniton  m  memories, 
busses,  etc.  The  lOO-processor  system  might  be  slower  than  the  lO-processor  system  because  all 
interproceseor  communications  are  routed  through  an  element  which  j  only  fast  enough  to  support 
10  processors. 

We  ask  the  same  question  of  a  CAOS  application:  does  the  throughput  of  ELINT,  for  example, 
increase  as  we  make  more  processors  available  to  it?  Thb  question  is  critical  for  CAOS-based  real-time 
interpretation  systems,  our  only  means  of  coping  wuh  arbitrarily  large  data  rates  is  by  increasing 
the  number  of  processors.  Section  6.2  discusses  this  issue  in  detail. 

We  believe  CAOS  scales  well  with  respect  to  the  number  of  available  processors.  The  potential 
limiting  factors  to  i"  scaling  are  fJj,  increased  software  contention,  such  as  inter-pipeline  bot¬ 
tlenecks  described  in  Section  3.1.2,  and  f2J,  increased  hardware  contention,  such  as  overloaded 
processors  and/or  communication  thanneb.  Software  contention  can  be  mininuzed  by  the  design 
of  the  application.  Communications  contention  can  be  minimized  by  executing  caos  on  top  of 
an  appropriate  hardware  architecture  (such  as  that  afforded  by  care),  caos  applications  tend  to 
be  coarsely  decomposed-they  axe  bounded  by  compulation,  rather  than  communication-and  thus, 
communications  loading  has  never  been  a  problem. 

Unfortunately,  processor  loading  remains  an  .ssue.  A  configuration  *rith  poor  load  balancing.  ,n 
which  some  processors  are  busy,  while  others  are  idle,  docs  not  scale  well.  Increased  throughput  .s 
limited  by  contention  for  processing  resources  on  overloaded  sites,  while  resources  on  unloaded  sites 
go  unused.  The  problem  of  automatic  load  balancing  .s  not  addressed  by  caos.  agents  are  assigned 
to  processing  sites  on  a  round-robin  basis,  wuh  no  attempt  to  keep  potentially  busy  agents  apart. 
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Table  6.1:  Quality  of  EUXT  performance  of  various  grid  ?*zes  and  control  strategies  (1  elint  tune 
unit  =  0.1  seconds). 

6.2  Evaluating  ELINT  Under  CAOS 

Our  experience  irith  elwt  indicates  the  primary  determiner  of  throughput  and  answer-quality  is 
the  strategy  used  in  making  individual  agents  cooperate  in  producing  the  desired  interpretation.  Of 
secondary  importance  is  the  degree  to  which  processing  load  is  evenly  balanced  over  the  processor 
grid.  We  now  discuss  the  impact  of  these  factors  on  ELlitT’s  performance. 

The  following  three  strategies  were  used  in  our  experiments: 

Nc:  This  strategy  represents  limited  inter-agent  control.  No  attempt  is  made  to  prevent  concurrent 
creation  of  multiple  copies  of  the  '^same”  agent  (this  possibility  arises  when  multiple  requests 
to  create  the  agent  arrive  simultaneously  at  a  single  manager).  As  a  result,  multiple,  non¬ 
communicating  copies  of  an  abstraction  pipeline  are  created;  each  receives  a  only  portion  of 
the  input  data  it  requires.  The  sc  strata, or  was  expected  to  produce  poor  results,  and  was 
intended  oniy  as  a  baseline  against  which  to  compare  more  realutic  control  strategies. 

cc:  In  this  strategy,  the  manager  agents  assure  that  only  one  copy  of  a  agent  is  created,  irrespective 
of  the  number  of  simultaneous  creation  requests;  all  requestors  are  returned  pointers  to  the 
single  new  agent.  Originally,  we  believed  the  cc  (for  “creation  control”)  strategy  would  be 
sufficient  for  ELINT  to  produce  correct  high-level  interpretations. 

CT:  The  CT  (“creation  and  time  control")  strategy  was  designed  to  manage  skewed  views  of  real- 
world  time  which  develop  in  agent  pipelines.  In  particular,  this  strategy  prevents  an  saittsr 
agent  from  deleting  itself  when  it  has  not  received  a  new  observation  in  a  while,  yet  some 
obaarration-haadler  agent  has  sent  the  esittar  an  observation  which  it  has  yet  to  receive. 

Table  6. 1  illustrates  the  effects  of  various  control  strategies  and  grid  sizes.  The  table  presents 
six  performance  attributes  by  which  the  quality  of  an  ELINT  run  is  measured. 

false  Alarms;  This  attribute  is  the  percentage  of  •■ittar  agents  that  ELINT  should  not  have  hy¬ 
pothesized  as  existing. 

ELINT  was  not  severely  impacted  by  false  alarms  in  any  of  the  configurations  in  which  it  was 
run. 


Control  j 

Simulated  i  ime  (sec)  | 

Type  1 

2x2 1  4x4  ! 

6  X  5  1 

NC  1 

!  >  11.19^  1 

1 

cc  1 

1  10.87  1 

5.12  1 

CT  i 

il.S0  S  8.10  i 

4.17  1 

*'Xlus  run  «aa  fmr  from  completion  when  it  wjm  halted  due  to  cxexmtvt  accumulated  waH-cIodc  time. 
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Table  6.3;  Number  of  messages  exchanged  during  an  ELINT  run  (1  ELINT  time  unit  =  0.1  seconds). 
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Table  6.4:  Overall  Simulation  Times  for  CT  Control  Strategy  (1  ELINT  time  unit  =  0  01  seconds, 
debugging  agents  turned  off). 


Rdacaraation:  This  attribute  is  the  percentage  of  recreated  uitrer  agents  (e.g.,  uirrers  which 
had  previously  existed  but  had  dslevtd  themselves  due  to  lack  ofobser>'ations).  Large  numbers 
of  reincamated  •mizttrs  indicate  some  portion  BUST  is  unable  to  keep  up  with  the  data  rate 
(t.£..  the  data  rate  may  be  too  high  globally,  so  that  all  eaiiters  are  overloaded,  or  the  data 
rate  may  be  too  high  locally,  due  to  poor  load  balancing,  so  that  some  subset  of  the  •Bisters 
are  overloaded). 

The  CT  control  strategy  was  designed  to  prevent  reincarnations;  hence,  none  occurred  when 
CT  was  employed  on  any  size  grid.  IrVhen  cc  was  used,  only  the  &  x  6  grid  was  large  enough 
for  ELINT  to  keep  up  with  the  input  data  rate. 

Confidence  Level:  This  attribute  is  the  percentage  of  correctly-deduced  confidence  levels  of  the 
existence  of  an  •Blct«r. 

The  correct  calculation  of  confidence  levels  depends  heavily  on  the  system  being  able  to  cope 
with  the  incoming  data  rate.  One  way  to  improve  confidence  levels  was  to  use  a  large  processor 
grid.  The  other  was  to  employ  the  CT  control  strategy,  since  fewer  reincarnations  result  m 
fewer  incorrect  {e.g.,  too  low)  confidence  levels. 

Fixes:  This  attribute  is  the  percentage  of  correctly-calculated  fixes  of  an  •Bittsr. 

Fixes  can  be  computed  when  an  •■itt«r  has  seen  at  least  two  observations  in  the  same  time 
interval.  If  an  is  undergoing  reincarnation,  it  will  not  accumulate  enough  data  to 

regularly  compute  fixes.  Thus,  the  approaches  which  minimized  reincarnation  maximized  the 
correct  calculation  of  fix  information. 

Fusion:  This  attribute  is  the  percentage  of  correct  clustering  of  sairttr  agents  to  cluster  agents. 

The  correct  computation  of  fusion  appeared  to  be  related,  in  part,  to  the  correct  computation 
of  confidence  levels.  The  fusion  process  is  also  the  most  knowledge-intensive  computation  in 
ELINT,  and  our  imperfect  results  indicate  the  extent  to  which  ELl.vx’s  knowledge  is  incomplete. 

We  interpret  from  Table  6.1  that  control  strategy  has  the  greatest  impact  on  the  quality  of 
results.  The  CT  strategy  produced  high-quality  results  irrespective  of  the  number  of  processors 
used.  The  cc  strategy,  which  b  much  more  sensitive  to  processing  delays,  performed  nearly  as  well 
only  on  the  6x6  processor  grid.  We  believe  the  added  complexity  of  the  CT  strategy,  while  never 
detrimental,  b  only  beneficial  when  the  interpretation  system  would  otherwise  be  overloaded  by 
high  data  rates  or  poor  load  balancing. 

Tables  6.2  and  6.3  indicate  that  cost  of  the  added  control  in  the  CT  strategy  is  far  outweighed 
by  the  benefits  in  its  use.  Far  less  message  traffic  b  generated,  and  the  overall  simulation  time  is 
reduced  (In  Table  6  2,  the  last  observation  is  fed  into  the  system  at  3.6  seconds;  hence,  this  is  the 
minimum  possible  simulated  run  time  for  the  interpretation  problem). 

Finally,  Table  6  4  illustrates  the  effect  of  processor  grid  size  when  the  CT  control  strategy  is 
employed.  This  table  was  produced  with  the  data  rate  set  ten  limes  higher  than  that  used  to 
produce  tables  6  1-6  3,  the  minimum  possible  simuiated  run  lime  for  the  interpretation  problem  is 
0  36  seconds  The  speedup  achieved  by  increasing  the  processor  grid  size  is  nearly  linear  with  the 
square  root  of  the  size;  however,  the  6  x  6  grid  was  slightly  slower  than  the  5  x  5  grid.  In  this  last 
case,  we  believe  the  data  rate  was  not  high  enough  to  warrant  the  additional  processors. 
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6.3  Unanswered  Questions 

CAOS  has  been  a  suitable  framevrork  ia  «hicb  to  coastnict  concurrent  signal  interpretation  systems. 
and  ire  expect  many  of  its  concepts  to  be  useful  in  our  future  computing  architectures.  Of  principal 
concern  to  us  now  is  increasing  the  efnciency  with  which  the  underlying  CARE  architecture  is  used. 
In  addition,  our  experience  suggests  a  number  of  questions  to  be  explored  in  future  research. 

•  What  is  the  appropriate  level  of  granularity  at  which  to  decompose  problems  for  CARE-like 
architectures? 

•  What  IS  the  most  ef&cient  means  to  synchronize  the  actions  of  concurrent  problem  solvers 
when  necessary? 

•  How  can  Sexible  scheduling  policies  be  implemented  without  significant  loss  of  efficiency? 
What  is  the  impact  on  problem  solving  if  alternate  scheduling  policies  are  not  provided? 

We  have  started  to  investigate  these  questions  in  the  context  of  a  new  CARE  environment.  The 
primary  difference  between  the  original  environment  and  the  new  environment  is  that  the  process 
is  no  longer  the  basic  unit  of  computation.  W'hile  the  new  care  system  still  supports  the  use  of 
processes,  it  emphasizes  the  use  of  coniezis:  computations  with  less  state  than  those  of  processes. 

When  a  context  is  forced  to  suspend  to  await  a  value  from  a  stream,  it  is  aborted,  and  restarted 
from  scratch  later  when  a  value  is  available.  Thb  behavior  encourages  fine-grained  decomposition 
of  problems,  written  in  a  functional  style  (individual  methods  are  small,  and  consist  of  a  binding 
phase,  followed  by  an  evaluation  phase). 

In  addition.  CARE  now  supports  arbitrary  prioritization  of  messages  delivered  to  streams.  As  a 
result  't  b  no  longer  necessary  to  include  in  caos  its  complex  and  expensive  scheduling  strategy. 
Early  indications  are  that  the  new  cake  environment  with  a  slightly  modified  CAOS  environment 
performs  between  two  and  three  orders  of  magnitude  faster  than  the  configuration  described  in  this 
paper. 
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Appendix  A 


Mergesort:  A  Simple  CAOS 
Application 


Merfuort  is  an  efficient  sorting  aigorithm.  It  is  simple,  and  veil-suited  to  a  concurrent,  message- 
passing  implementation.  As  merguori  is  not  a  real-time  application,  we  need  not  be  concerned  with 
the  effects  of  any  data  rate.  Further,  its  nm  time  is  detennined  entirely  by  the  size  of  the  input;  it 
is  not  sensitive  to  initial  sorting  of  the  data. 

Cur  algorithm  recursively  subdivides  the  input  lut  into  two  half-size  lists,  until  lists  of  length  2 
are  obtained.  These  lists  are  then  trivially  sorted,  and  recombined  in  sorted  order  as  the  recursion 
is  unwound.  We  exploit  the  concurrent  CaOS  architecture  by  implementing  the  recursion  as  post- 
value  messages  sent  to  other  agents.  Each  processor  contains  a  single  aergesort  agent.  Agents  are 
assigned  in  a  globally  rovnd-robtn  order,  and  are  created  when  necessary  by  a  aorgssort-aanagsr; 
we  employ  one  manager  per  column  in  the  processor  grid  (this  makes  use  of  a  natural  invariant 
which  lets  us  replicate  managers-see  our  discussion  of  this  approach  within  ELINT,  in  Section  3.2). 
The  algorithm  adapts  automatically  to  different  processor  grids. 

Table  A.l  illustrates  asrgssorc’s  runtime  on  different  processor  grids  and  on  various  input 
lengths,  asrgssort  is  well-known  to  require  C(nlogn)  time  on  a  uniprocessor;  similar  analysis 
indicates  asrgssort  should  require  0(n)  time  on  an  “infinite’’  number  of  processors.*  On  a  grid 
of  size  1,  asrgssort  implements  a  very  expensive  approach  to  a  conventional  mergesort  (examine 
the  leftmost  column  of  the  table);  however,  on  a  sufficiently  large  grid,  the  algorithm  distributes 
computation  across  enough  processors  efficiently  enough  to  achieve  nearly  0(n)  time  (as  seen  in 
diagonal  boundary  of  the  table). 

Table  A.l  also  illustrates  the  effects  of  choosing  too  small  a  grain-size  for  CAOS.  asrgssort  is 
dominated  by  both  communication  and  agent  creation  costs.  It  took  substantially  longer  to  sort  an 
8-element  list  on  4  processors  than  on  I  processor.  .Most  of  this  time  was  spent  waiting  for  answers 
from  asrgssort-aanagsr  agents. 

*  An  infinite  number  of  proceseor*  i*  «  sufficient  number  to  prevent  «ny  runnable  “procesa"  from  havinj  to  wait  for 
4  (tea  proceaaor;  in  our  implementation  of  merycrert,  thia  number  la  n/2.  Shapiro  s  implementation  in  Concurrent 
Prolog  achieved  0(n)  time  with  ©(logn)  proceasora  (U|. 


Processor  Grid  Size 

n 

1 

4  1  9 

16  1  23  1  36  { 

'W 

1414 

912  1  756 

640  1  537  1  514 

32 

803 

606  i  466 

432  1  471  1 

16 

460 

388  j  349 

344  i 

8 

274 

397  i  242 

Tl 

121 

141  j 

31 

Table  A.l:  Bcrgeaort  runtimes  (is  milliseconds)  on  various  processor  grids  and  input  sizes. 


A.l  The  mergesort  Source  Code 

This  section  contains  the  source  code  for  mergesort.  It  is  intended  to  show  the  flavor  of  program¬ 
ming  in  CAOS  with  a  relatively  simple  example.  We  show  flrst  the  code  which  declares  and  executes 
within  the  mergesort  and  mergesort-msjiager  agents. 


; ; ;  Clobil  variables  controlling  assignaenc  of  agents  to  sites 

;;;  If  ee  vere  strict,  this  vronldn’t  be  possible,  since  se’re 
;;;  aaJcing  use  of  the  fact  that  aeeor  in  each  site  reallj  isn't 
;;;  distributed.  However,  we  do  this  to  force  round-robin 
;;;  allocation. 

(defconst  •last-x*  1) 

(def const  elast-y*  1) 

(defconst  *array-width«  1) 

(defconst  •array-height*  l) 

; ; ;  Define  the  basic  aergesort  agent 
(defagent  aergesorter  (vanilla-agent) 

(documentation  "An  agent  which  can  perform  a  level  of  aergesorting") 
( syabolically-ref  er enced-agents 
((aergesorter-l-l)  aergesorter) 

((aergesort-aanager-l)  aergesort-aanager) 

( (nergesort-Banager-2)  aergesort-aanager) 

( (aergesort-Banager-3)  aergesort-aanager) 

( (aergesorc-aanager-4)  aergesort-aanager) 

( (aergesort-aanager-6)  aergwsort-aanager) 

( (aergesort-aanager-a)  aergesort-aanager) ) 

(instance-vars 

(known-sorters  vp-slot  value  nil  datatype  Sidictionary) 

(aanagers  vp-slot  value  ’((l  .  aergesort-aanager-l) 

(2  .  aergesort-aanager-2) 

(3  .  aergesort-aanager-3) 

(4  .  Bergesort-Banager-4) 

(5  .  aergesort-Banager-5) 

(a  .  aergesort-Banager-a)) 
datatype  fSdict ionary)) 

(aessages-asthods  (aergesort  :aergesort))) 


if-m 


; ; ;  Til*  iaicializ*  a«thod  clears  the  dictionary  of  site-agent 
; ; ;  mappings  prior  to  the  start  of  each  run. 

(defaethod  (aergesorter  : initialize)  (treat  ignore) 

(send  self  'knoen-sorters  : initialize)) 

; ; ;  The  next-neighbor  method  returns  a  stream  to  a  sorting  agent 
;;;  which  will  perform  half  of  the  next  lower-level  recursive  sort, 
(def method  (aergesorter  ; next -neighbor)  () 

(let  ((next-location-site 

(mnltiple-value-bind  (i  y)  (next-x-and-y) 

;;  X  and  y  hold  site  coordinates  for  the  next  agent, 
(send  (lookup-site  x  y)  :care-8ite)))) 

(let  ((maybe-known-agent 

; ;  check  the  dictionary  for  &  site-agent  mapping. 

(send  self  'known-sorters  :get  next-location-site))) 
(cond  (maybe-known-agent  maybe-known-agent) 

(t  (let  ((next-location 

(send  next-location-site  : location))) 

;;  Don't  know  the  napping.  Ask  a  manager. 

(send  self  'known-sorters  :pat 
next-location-site 

(post-value  (send  self  'managers  ;get 

(first  next-location)) 

nil 

:nes-agent  (first  next-location) 
(second  next-location))))))))) 


(dcfactbod  (a«rg«aort«r  :a«rg«sort)  list) 

(coad  ((aq  (laogtb  list)  2) 

Tririal  cua.  Lists  oi  langth  2. 

'(,(aiB  (lirst  list)  (sacond  list}) 

,(ajLX  (first  list)  (sacond  list)})) 

(t  (lata  ((first-naighbor  (sand  salf  :naxt-naighbor)) 

(saeoad-naighbor  (sand  salf  raaxt-naighbor))) 

;;  Racnrsa:  dirida  tba  list  and  sort  both  halvas. 

;;  Us#  post-fntnra  to  start  aach  half. 

(first-futura 

(laxpr-fuacall  #’post-futura  f irst-naighbor  nil 
:aargasort 

(copylist  (first-half  list)))) 

(sacond-fntnra 

(laxpr-fnncall  t'^st-fntura  sacond-aaighbor  nil 
:aargasort 

(copylist  (sacoad-half  list)}))) 

;;  Conbina  tha  sortad  sublists. 

val^a-futura  blocks  until  tha  half  finishas. 

(do  ((ai  (valua-futura  first-fntara) 

(cond  ((null  a2)  (cdr  al)) 

((or  (null  al)  (>  (first  al)  (first  a2))) 
al) 

(t  (cdr  al)))) 

(a2  (Tslua-futura  sacond-futura) 

(cond  ((noil  al)  (cdr  a2)) 

((or  (null  a2)  (>  (first  a2)  (first  al))) 
a2) 

(t  (cdr  a2)))) 

(rasult  nil)) 

((and  (null  al)  (null  a2))  rasult) 

(cond  ((and  al  a2) 

(satq  rasult  (nconc  rasult 

(list  (sin  (first  al) 

(first  a2)))))) 

(al  (satq  rasult  (nconc  rasult 

(list  (first  al))})) 

(t  (satq  rasult  (nconc  rasult 

(list  (first  a2)))))))))) 


; ; ;  Function  to  aaintain  globally  round-robin  agant-sita 
;;;  allocation. 

(dafun  naxt-x-and-y  0 
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(aultipl^-vjLlu^-progl  (v»lu««  ‘last-x* 

(wh*n  (>  (incf  •last-x«)  •array-width*) 

(••tq  •last-x«  l) 

(whwn  (>  (iacf  ‘last-y*)  •array-haight*) 

(*«tq  "last-y*  1))))) 

;;;  Ratnm  the  first  half  of  a  list. 

(dafun  first-half  (list) 

(loop  for  i  fro*  l  to  (//  (langth  list)  2)  as  a  in  list 
collact  a)) 

;;;  Ratnm  tha  aacond  half  of  a  list. 

(dafun  sacond-half  (list)  (nthedr  (//  (langth  list)  2)  list)) 

;;;  Dafina  tha  aargasort-managar.  Thasa  agants,  locatad  on* 

;;;  par  column  in  tha  procassor  grid,  ar*  rasponsibl*  for 
;;;  cr anting  nas  margasort  agants  upon  raquast. 

(dafagant  aargasort-managar  (vanilla-agant) 

(documantation  "in  agant  to  craata  othar  nargaaoTtsra") 
(instanca-wars  agant-array) 

(massagas-mathods  (na*-tgant  :na«-ag*nt))) 

The  initializ*  mathod  claars  tha  manager's  mapping  of 
:::  (^C.y)  coordinat**  to  margasort  agant. 

(dafmathod  (aargasort-managar  linitializa)  (max-x  max-y) 

(satq  agant-array  (maka-array  (list  (1+  *ax-x)  (1+  max-y))))) 

; : ;  Tha  nam-agant  method  ratums  tha  agant  already  at 
:::  (x.y),  or  craatas  a  na*  agant  at  (x,y)  and  ratums  it. 
(dafmathod  (margasort -managar  :n*w-ag*nt)  (x  y) 

(cond  ((araf  agant-array  x  y)) 

(t  (let  ( (tha-nav-agant  (craata-agcnt-instanca 

’ margasort ar 
(list  X  y)))) 

(asst  tha-naw-agant  agant-array  x  y) 
tha-naw-agant)))) 
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This  next  section  of  code  is  the  CAOS  initialization  file  which  produced  the  runtime  numbers  di»> 
played  in  Table  A.l: 


(delconst  •the-original-list* 


’(  d 

7 

4 

1 

2 

8 

5 

3 

18 

12 

9 

11 

IS 

13 

10 

14 

32 

22 

30 

21 

28 

19 

28 

18 

24 

31 

22 

29 

20 

29 

25 

17 

d4 

d3 

d2 

dl 

dO 

59 

34 

33 

58 

57 

58 

S5 

54 

53 

52 

51 

so 

49 

48 

47 

4d 

4S 

44 

43 

42 

41 

40 

39 

33 

37 

38 

35)) 

(defconst  •the-current-listv  nil) 

(caos-initialize 

((aergesorter-l-l  aergesorcsr  (1  1)) 

(■ergesorc-aanager-l  aergesort-aanager  (1  1)) 

(aergeaort-aa2iager-2  aergesort-aanager  (2  1)) 

(aergeaort-aanager-3  aergesort-aanager  (3  1)) 

(aergeaort-aanager-4  aergesort-aanager  (4  1)) 

(aergesort-aanager-S  aergesort-aanager  (S  1}) 

(aergesort-aanager-d  aergesort-aanager  (d  1))) 

((aith-open-file  (log  "x7;schoen.qaort; qaort.log"  :¥rite) 

(setq  ethe-cmrent-list*  ethe-original-liste) 

(loop  with  start-tiae  for  j  froa  d  downto  1  do 
(lomat  log  "'tSorting  the  list:'*"S'* 

•the-CTirrent-list*) 

(loop  for  i  froa  1  to  j  do 
(anltipost-walue 

' (aergesort-aanager-1  aergeBort-Banagar-2 
aergesort-aanager-3  aergesort-Banager-4 
aergesort-aaaager-S  aergesort-aanager-d) 
nil  : initialize  i  i) 

(post-ralne  aergesorter-l-l  nil  : initialize) 

(foraat  log  "'tStarting  "D  processor  sort  at  'D" 

(•  i  i)  (caoe-tiae)) 

(setq  start-tiae  (caos-tiae)) 

(lezpr-funcall  S'poet-Talue  aergesorter-l-l  nil 
:aergesort  •the-current-list*) 

(foraat  log  "'tFinished  at  'D.  That  took  'D  as" 
(caos-tiae) 

(•  (-  (caos-tiae)  start-tiae)  l.Oe-5))) 

(setq  •the-cnrrent-list*  (first-half  •the-current-list*)))))) 
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We  conclude  with  the  log  file  produced  by  this  aergeiort  execution: 

Sorting  the  list: 

(a  7  4  1  2  8  6  3  16  12  9  11  IS  13  10  14  32  22  30  21  28  19  26  18  24  31 
22  29  20  29  2S  17  64  63  62  61  60  S9  34  33  58  S7  S6  55  54  S3  52  51  SO 
49  48  47  46  45  44  43  42  41  40  39  38  37  36  35) 

Starting  1  processor  sort  at  9803527 

Finished  1  processor  sort  at  151163138.  That  took  1413.5966  ms 
Starting  4  processor  sort  at  157430828 

Finished  4  processor  sort  at  248600531.  That  took  911.697  ns 
Starting  9  processor  sort  at  254848384 

Finished  9  processor  sort  at  330631571.  That  took- 757.83185  ns 
Starting  16  processor  sort  at  337017977 

Finished  16  processor  sort  at  401035492.  That  took  640.1752  ns 
Starting  25  processor  sort  at  407972369 

Finished  25  processor  sort  at  461663706.  That  took  536.9133  as 
Starting  36  processor  sort  at  468137724 

Finished  36  processor  sort  at  519548649.  That  took  514.10925  as 
Sorting  the  list: 

(6  7  4  1  2  8  5  3  16  12  9  11  15  13  10  14  32  22  30  21  28  19  26  18  24  31 
22  29  20  29  26  17) 

Starting  1  processor  s^rt  at  526138721 

Finished  1  processor  sort  at  606424159.  That  took  802.3544  as 
Starting  4  processor  sort  at  613038166 

Finished  4  processor  sort  at  673646208.  That  took  606.07043  as 
Starting  9  processor  sort  at  680223869 

Finished  9  processor  sort  at  726796432.  That  took  465.72562  as 
Starting  16  processor  sort  at  733697221 

Finished  16  processor  sort  at  776848166.  That  took  431.50943  as 
Staurting  25  processor  sort  at  783606583 

Finished  25  processor  sort  at  830669664.  That  took  470.64073  as 
Sorting  the  list: 

(6  7  4  1  2  8  6  3  16  12  9  11  15  13  10  14) 

Starting  1  processor  sort  at  837629049 

Finished  1  processor  sort  at  883646903.  That  took  460.17856  as 
Starting  4  processor  sort  at  890496880 

Finished  4  processor  sort  at  929338867.  That  took  388.41986  as 
Starting  9  processor  sort  at  936242285 

Finished  9  processor  sort  at  971092553.  That  took  348.5027  as 
Starting  16  processor  sort  at  978109126 

Finished  16  processor  sort  at  1012524715.  That  took  344.15538  as 
Sorting  the  list: 

(67412863) 

Starting  1  processor  sort  at  1019622193 
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Flniabcd  1  procatsor  sort  at  1048974896. 
Starting  4  procsssor  sort  at  1054797480 
Finisbsd  4  procsssor  sort  at  1094619241. 
Starting  9  procsssor  sort  at  1101682812 
Finished  9  procsssor  sort  at  1125788372. 
Sorting  ths  list: 

(8741) 

Starting  1  processor  sort  at  1132929874 
Finished  1  procsssor  sort  at  1146004341. 
Starting  4  procsssor  sort  at  1162132863 
Finished  4  procsssor  sort  at  1168284569. 
Sorting  ths  list: 

(8  7) 

Starting  1  processor  sort  at  1173686420 
Finished  1  processor  sort  at  1178647734. 


That  took  273.52502  as 
That  took  397.2178  a« 
That  took  242.0378  as 

That  took  120.748868  as 
That  took  141.31708  as 

That  took  30.82314  as 


Appendix  B 

Implementing  the  CAOS 
Framework 


This  appendix  is  a  guide  to  the  source  files  which  implement  the  caos  system.  The  descriptions 
which  follow  are  at  a  much  greater  level  of  detail  than  those  m  Chapter  5,  and  are  intended  primarily 
for  readers  of  the  source  code,  as  a  supplement  to  the  embedded  documentation.  It  is  assumed  that 
readers  of  this  appendix  have  a  familiarity  with  Lisp  (principally  7.ETALISP  or  CommonLisp),  and 
have  read  Chapter  3. 


B.l  General  Programming  Issues 

All  data  structures  are  implemented  with  the  d«f  struct  mechanism,  dsistruct  accepts  a  descrip¬ 
tion  of  the  desired  data  structure,  and  produces  a  number  of  macro  definitions  which  serve  to  create 
new  instances  of  the  structure,  and  access  and  modify  fields  of  the  structure.  For  example,  a  ship 
data  structure  may  be  defined  as  having  fields  naas,  position,  and  course.  New  instances  of  ship’s 
are  created  by  calling  aaks-ship;  the  fields  of  the  ship  structure  are  accessed  by  calling  ship-naas, 
ship-position,  and  ship-courss.  A  field  may  be  modified  by  embedding  a  field  access  function 
in  a  sstl  expression. 

The  CAOS  system  is  intended  for  use  in  ZETALlSP-compatible  environments.  The  system  was 
developed  originally  on  the  Symbolics  3600  family  of  workstations,  and  was  later  ported  to  the 
Texas  Instruments  Erplorer  workstation.  These  machines  each  support  a  ZETALISP  programming 
environment,  but  are  not  completely  source-code  compatible. 

Source-level  incompatibilities  are  handled  by  use  of  the  #+  and  »-  reader  macros.  An  occur¬ 
rence  of  i+Syabolics  in  a  source  file  causes  the  next  s-expression.  to  be  read  only  when  the  file  is 
being  loaded  into  a  Symbolics  workstation,  an  occurrence  of  S-Symbolics  prevents  the  following 
s-expression  from  being  loaded  into  a  Symbolics  workstation.  Similar  read-time  conditionals  for  the 
TI  environment  are  introduced  by  #>TI  and  i-TI  constructs. 
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B.2  Interface  to  CARE 


In  order  to  function  properly  under  the  CARE  simulator,  all  CAOS  code  and  CAOS  applications  must 
be  loaded  into  the  car«-us«r  symbol  package.  This  package  is  defined  to  inherit  from  CARE  those 
symbols  {i.g-,  functions,  variables,  and  macros)  which  comprise  the  exported  CARE  programming 
interface. 

B.2.1  CARE  Data  Structures 

The  following  CARE-dehned  data  structures  are  used  caos: 

rsaota-addrass  [Sfntcfure] 

A  rwota-addrass  is  the  global  encapsulation  for  the  address  of  a  data  structure  located 
on  a  particular  processor.  It  may  be  thought  of  as  extending  the  address  space  of  a  site 
with  additional  address  bits  that  identify  the  site  in  the  processor  grid, 
reaots-addxsss’s  contain  two  fields;  site  and  local.  The  site  field  identifies  the  site 
on  which  the  structure  pointed  to  by  the  local  field  resides. 


site  [5fn<cfu7T] 

A  site  represents  one  of  the  processing  nodes  in  the  grid.  .A.d  instance  of  a  site 
structure  is  actually  an  instance  of  a  site  8avor,  and  hence,  fields  of  a  site  are  accessed 
by  sending  Flavors  messages.  The  following  are  messages  relevant  to  caos:  rlocation, 
which  returns  the  (x,  y)  coordinate  of  the  site  in  the  grid;  ;z>site,  which  returns  the  x 
coordinate  o.f  the  site;  and  :y-site,  which  returns  the  y  coordinate. 

qusus  [Sfrucfure) 

A  qaans  implements  FIFO  storage,  and  is  used  in  a  number  of  places  within  CARE. 

In  particular,  packets  arriving  on  a  CARE  strsaa  are  stored  in  a  qasut.  The  quans 
structure  has  the  following  relevant  fields:  length,  body,  tail.  The  length  field  stores 
the  number  of  entries  which  are  currently  in  the  queue;  the  body  field  points  to  a  list 
which  implements  storage  for  the  queue,  the  tail  field  points  to  t'^e  last  element  of  the 
body  of  the  queue,  and  allows  new  entries  to  be  appended  to  the  end  of  queue  in  0(1) 
time  (Access  to  the  head  of  the  queue  also  requires  0(1)  time). 

straaa  [5fruc<ure] 

A  straaa  is  a  virtual  circuit  which  ceirries  data  (in  the  form  of  packets)  between  processes. 
Operations  on  streams  are  performed  by  the  functions  pott-packat  and  accapt-packat, 
which  are  described  below.  The  pachata  field  of  a  stream  contains  the  queue  of  packets 
which  have  arrived  on  the  stream.  The  propartiaa  field  of  a  stream  contains  an  arbitrary 
property  list;  caos  uses  the  property  list  to  store  information  to  help  the  function  which 
prints  out  streams  in  a  human-readable  fashion.  Other  fields  of  the  stream  are  not 
relevant  to  caos. 
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procaaa 


(5<rac/ure] 


A  procaaa  is  the  basic  unit  of  computation  in  care.  The  innards  of  a  procaaa  are 
of  no  concern  to  caos;  however,  it  should  be  noted  that  the  special  variable  •••cara- 
procaaa***  is  always  bound  to  the  process  structure  of  the  process  currently  executing. 

B.2.2  CARE  Functions  and  Macros 

The  following  functions  and  macros  are  used  by  CAOS: 

post-packet  koptional  form  kkejr  . . .  [.Vfacroj 

The  macro  post-packet  is  used  to  create  new  streams  and  new  processes,  and  to  ex¬ 
change  messages  between  processes.  If  called  with  no  arguments,  it  returns  a  new  streax 
instance.  All  other  post-packet  options  are  controlled  by  the  existence  of  various  key¬ 
words  in  its  argument  list.  When  keyword  arguments  are  supplied,  the  first  argument 
to  post-packet  is  evaluated  to  form  the  message  to  be  sent. 

The  following  keyword  options  are  employed  by  caos: 

to:  The  value  of  the  to  keyword  is  a  stream  or  list  of  streams  to  which  the  message  will 
be  sent. 

lor:  The  value  of  the  for  keyword  is  a  stream  or  list  of  streams.  When  the  message  is 
received  remotely,  the  value  of  this  keyword  will  appear  in  the  clients  field  of  the 
message. 

for-ass-strsam,  process:  These  two  keywords  always  appear  together  in  an  argu¬ 
ment  list,  and  take  no  arguments.  They  are  included  in  a  call  to  post-packet 
to  create  new  processes.  The  first  argument  in  such  a  call  is  a  form  to  evaluate 
remotely  to  start  the  process.  This  call  also  requires  a  to  keyword  argument,  which 
must  be  a  reaots-addrsss;  the  process  is  created  on  the  site  indicated  by  the  site 
field. 

The  value  of  the  call  is  a  streaa.  A  call  to  accept-packet  on  this  stream  will 
return  a  packet  whose  value  field  is  the  default  stream  supplied  to  the  newly- 
created  process. 

after:  The  value  of  the  after  keyword  is  a  time  interval,  in  microseconds.  When  this 
keyword  is  supplied,  the  message  will  be  delivered  after  a  corresponding  delay.  The 
purpose  of  the  keyword  is  to  provide  for  a  means  of  implementing  timeouts.  A 
process  can  cause  a  packet  to  be  posted  to  a  stream  only  after  a  specified  interval; 
when  this  packet  arrives,  any  processes  waiting  on  the  stream  will  be  awakened. 

CAOS  implements  “clocked  futures”  using  this  mechanism. 

tagged:  The  tagged  keyword  provides  a  means  of  lagging  the  message  with  a  user- 
supplied  value;  its  principal  use  is  in  debugging  and  message  tracing. 

vith-packet-biadings  stream-form  bindings  kbody  forms  (A/acro] 
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The  eith-packet-bindings  macro  evaluates  stream-form,  which  must  return  a 
It  then  picks  the  first  packet  from  the  stream  (or  blocks  the  calling  process  until  a  packet 
arrives),  and  (lambda)  binds  portions  of  the  packet  to  the  variables  specified  in  bindings. 

The  format  of  bindings  is  a  list.  The  first  variable  name  in  the  list  is  bound  to  the 
contents  of  the  message;  the  second  is  bound  to  the  clients  of  the  message  (e.g.,  the 
streams  specified  by  the  for  keyword  in  the  call  to  post-packet).  Additional  variables 
may  be  bound  to  fields  which  are  not  relevant  in  the  discussion  of  caos. 

accspt-packst  stream  [Function] 

The  macro  with-packst-bindings  is  defined  in  terms  of  this  function,  accspt-packst 
is  ctdled  with  stream  bound  to  a  strsaa.  and  returns  the  first  packet  waiting  in  the 
stream  (or  blocks  the  calling  process  until  a  packet  is  available). 

dslprocsss  [iVfacro] 

The  dsfprocsss  macro  is  syntactic  sugar  for  dsfun.  Any  function  which  is  to  be  the 
top-level  of  a  CARE-process  should  be  defined  using  dsfprocsss.  The.  last  argument 
in  the  argument  list  of  a  function  defined  by  dsfprocsss  will  be  bound  to  the  default 
stream  for  the  process;  thus,  any  function  defined  with  dsfprocsss  must  have  at  least 
one  argument. 


B.3  The  CAOS  Support  Environment 

In  Chapter  5,  we  described  an  extension  to  Flavors  which  implements  abstract  data  type  support  for 
mstance  variables.  The  files  herbs. lisp,  sage. lisp,  datatype. lisp,  and  priority-queue. lisp 
comprise  the  framework  which  includes  abstract  data  type  support.  In  addition,  these  files  contain 
code  which  implements  a  sort  of  inheritance  of  default  values  of  instance  variables,  and  code  which 
implements  substructure  for  instance  variables. 

B.3.1  Herbs.Lisp 

This  file  implements  a  form  of  inheritance  of  list-structured  default  values  of  instance  variables.  The 
Flavors  class  hierarchy  forms  a  taxonomy;  classes  defined  far  from  the  root  of  the  taxonomy  are 
more  specialized  than  those  defined  near  the  root.  Within  a  class,  methods  can  be  combined  with 
methods  of  the  same  name  in  ancestral  classes  in  quite  a  few  ways.  Unfortunately,  Flavors  provides 
no  means  of  combining  inherited  values. 

Consider  the  example  of  Figure  B.l.  The  Flavor  class  {lavor-3  is  defined  as  a  subclass  of  classes 
Jlavor-l  and  flaTor-2.  Both  ilavor-t  and  flaTor-2  define  an  instance  variable  called  iv-a. 
What  value  does  llavor-S  inherit  as  the  default  for  iv-a? 

In  normal  Flavors,  ilavor-3  would  inherit  ’(a  b  c)  as  the  default  value.  However,  there  are 
situations  in  which  the  proper  value  to  inherit  for  iv-a  might,  be  '(a  b  c  d  •  1).  The  dslherb 
macro,  defined  in  herbs. lisp,  enables  this  sort  of  inheritance. 

Figure  B.2  illustrates  three  possible  inheritance  modes  for  the  default  value  of  iv-a  in  flavor-3. 
In  the  first  exaunple,  the  default  value  of  iv-a  will  be  ’  (a  b  c  d  e  f ).  In  the  second  example,  its 
value  will  be  ’ (a  b  c  d  e  f  g  h  i).  In  the  final  example,  its  value  will  be  '(b  d  f). 
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(d«lllavor  llavor-1  ((iv-a  '(a  b  c)))  ()) 


(dalflaTor  llavor-2  ((iv-a  ’ (d  «  1)))  ()) 
(dafllaTor  flavor-3  ()  (flavor-1  flavor-2)) 


Figure  B.l:  Multiple  inheritance  example. 


(dafharb  flavor-3  ((iv-a  nil))  ()) 
(dafbarb  flavor-3  ((iv-a  +  '(g  h  i)))  ()) 
(dafharb  flavor-3  ((iv-a  -  ’(a  c  a)))  ()) 


Figure  B.2:  dafharb  examples. 


B.3.2  SageXbp 

This  file  implements  structured  and  abstract  data  type  support  for  instance  variables.  Both  facilities 
depend  on  storing  special-purpose  structures,  known  as  vp-slot’s,  in  instance  variables.  Descrip¬ 
tions  of  the  vp-slot  structure,  and  the  important  functions  which  access  it,  follow  (many  of  the 
concepts  used  here  come  from  the  Strobe  system  (13)): 

Tp-slot  [Slracttire] 

A  vp-slot  contains  three  primary  fields.  The  valua  field  holds  the  “value”  of  the  slot. 

The  datatype  field  holds  an  indication  of  what  sort  of  objects  will  reside  in  the  value 
field  of  the  slot.  Finally,  the  user-def ined-facets  field  holds  an  association  list  of 
arbitrary  facet  names  and  values;  new  facets  may  be  added  at  any  time. 

A  vp-slot  may  be  thought  of  as  a  value  with  arbitrary  annotations  (All  slots  are  an¬ 
notated  with  a  datatype  facet).  These  annotations  might  permit  a  program  to  reason 
about  the  contents  of  the  slot  when  necessary. 

getlacet  object  slot  Itoptional  (facet  ’value)  errorflg  novalueflg  (function) 

The  function  getfacet  returns  the  value  of  facet  in  slot  of  object.  Facet  defaults  to 
va.lus,  which  retrieves  the  value  field  of  the  vp-slot.  Other  acceptable  bindings  for 
facet  are  datatype,  plus  any  facet  in  the  user-def  ined-facets  field  of  the  slot.  If  the 
facet  doesn  t  exist,  and  the  value  of  errorflg  is  non-nil,  a  fatal  error  will  occur.  If  the 
value  of  the  facet  is  ‘novalue*.  and  novalueflg  is  nil,  the  value  returned  from  getlacet 
will  be  nil;  otherwise,  it  will  be  the  value  found  in  the  facet. 

putfacet  object  slot  ioptional  (facet  ’value)  (value  ••novulua*)  errorflg  (funclion) 
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The  function  putf  ac*t  puts  value  into  facet  of  slot  of  object.  If  the  facet  doesn't  exist, 
it  is  first  created.  If  the  slot  doesn't  exist  (e.g.,  the  instance  variable  named  slot  doesn't 
exist,  or  doesn't  contain  an  object  of  type  vp-slot)  and  er^rflg  is  non-nil,  a  fatal  error 
is  signalled. 


[Reader  Macro] 

Unfortunately,  by  placing  vp-slot  structures  in  instance  variables  of  Flavor  instances,  it 
becomes  impossible  to  simply  get  the  “value”  of  the  instance  variable  (since  the  value  is 
now  a  Tp“slot).  The  #_  reader  macro  is  a  piece  of  syntactic  sugar  which  expands  to  the 
form  (vp-slot-valu*  . . . ).  and  hence,  retrieves  the  ralue  field  of  the  slot.  Therefore, 
references  to  instance  variables  which  contain  slots  can  be  preceded  by  #_  to  retrieve  the 
actual  value  of  the  slot. 

A  number  of  macros  are  defined  in  terms  of  these  basic  functions;  their  function  should  be  clear 
from  exaunination  of  the  source  code. 

Abstract  Data  Type  Support 

Abstract  data  type  support  for  instance  variables  is  implemented  by  forwarding  messages  sent  to 
rp-slot’s  to  the  objects  pointed  to  by  their  datatyps  fields.  Consider  the  example  in  Figure  B.3. 
The  inclusion  of  the  igsttabls-iaseaacs-variablss  option  in  the  definition  of  flavor- 1  causes 
instances  of  llavor-1  to  repond  to  :\T-a  messages  (note  the  in  the  message  name);  instances 
of  flavor- 1  do  not  respond  to  the  iv-a  message. 

Normally,  when  a  message  for  which  no  method  is  defined  is  sent,  an  error  occurs;  however,  it  is 
possible  to  define  an  tnnclaiasd-asthod  method  for  a  Flavors  class.  The  :  nnclaiasd-asthod  is 
invoked  when  an  undefined  message  is  sent.  The  file  sago. lisp  defines  a  Flavors  class,  sago-class, 
which  has  just  this  sort  of  : anclaiaod-aochod. 

When  an  undefined  message  is  sent  to  a  Flavors  instance  which  has  sago-class  as  an  ancestor, 
the  following  steps  are  taken: 

1.  If  the  message  is  actually  the  name  of  an  instance  variable  in  the  instance,  the  message  name 
is  evaluated  (using  sjaoval-in-instanco)  to  retrieve  the  value  of  the  variable. 

2.  If  the  value  of  the  variable  is  a  structure  of  type  vp-slot,  a  message  is  sent  to  the  Flavors 
instance  stored  in  the  datatype  field  of  the  slot.  The  message  name  is  taken  from  the  first 
“argument"  of  the  unclaimed  message.  The  arguments  in  the  message  are  the  Flavors  instance 
to  which  the  message  was  originally  sent,  the  name  of  the  instance  variable  to  which  the 
message  was  sent,  and  all  but  the  first  of  the  original  arguments  of  the  unclaimed  message. 

.Now  consider  the  course  of  events  when  (sond  inotanco-1  'iv-a  :g«t  ’b)  is  evaluated; 

1.  The  message  iv-a  is  received  by  instance- 1 . 

2.  instance- 1  does  not  handle  the  message  iv-a,  so  the  message  is  forwarded  to  the 
; unclaiaed-nethod  method  defined  by  sage-clase. 
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(d«f flavor  association-list  ()  ()) 


(dsffflsthod  (assocation-list  :g«t)  (instancs  iv  kej) 

(cdr  (assq  ksj  (gatvedus  instanca  iv}))) 

(dafvar  assn-instanca  (maka-instanca  'association-list)) 

(dafflavor  llavor-l 

((iv-a  (maka-vp-slot  valua  '((a  .  1)  (b  .  2)  (c  .  3)) 
datatypa  assn-instanca) )) 

(saga-class) 

igattabla-instanca-variablas) 

(dafvar  instanca-1  (aiaka- instanca  'flavor-1)) 


Figure  B.3:  A  Flavor  containing  a  slot 


3.  The  : nnclaimad-aathod  code  evaluates  iv-a  in  the  context  of  instaaca-l,  and  discovers  the 
value  to  be  a  structure  of  type  vp-slot.  It  then  effectively  evaluates  the  following:  (sand 
assn-instanca  :gat  instanca-1  'iv-a  'b). 

4.  The  ;gat  method  of  association-list  is  called.  It  uses  its  first  two  arguments  to  retrieve 
the  association  list  from  the  valua  field  of  the  vp-slot  to  which  the  message  was  originally 
directed.  It  then  uses  its  third  argument  to  return  the  value  of  an  association  from  the  list. 

5.  The  value  returned  by  the  :gat  method  of  the  vp-slot’s  datatype  is  returned  as  the  value  of 
the  original  message. 


A  number  of  macros  are  defined  for  the  convenience  of  programmers: 


dafdatatypa  (.Vfacro) 

Defines  a  new  Flavors  class  suitable  for  use  as  an  abstract  data  type.  This  is  syntactic 
sugar  for  a  combining  dsfflavor  acd  dsfnsthod  into  one  textual  unit.  For  example, 
the  above  definition  of  association-last  could  have  been  made  by  evaluating: 

(dsfdatatyps  association-list  “lapleasnts  a-list  dictionaries . " 

(:g«t  (instancs  iv  key) 

(cdr  (assq  ksy  (getvalus  instancs  iv))))) 


[Reader  .V/acro) 
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This  reader  macro  accepts  the  name  of  a  datatype  class,  and  returns  an  instance  of  the 
class.  If  no  instances  of  the  class  have  been  created,  it  creates  one  and  stores  it  in  a  hash 
table  (•sags-datatyps-hasli-tabls*).  This  reader  macro  is  used  in  creating  slots: 


(dsfllaror  flavor- 1 

((ir-a  (iialco-Tp-alot  rains  ’((a  .  1)  (b  .  2)  (c  .  3)) 


(3) 


datatype  •tassociation-list))) 


B.3.3  Datatype.Lisp  and  Priority-Queue.Lisp 

These  files  use  the  facilitia  defined  by  sags. lisp  and  hsrbs.lisp  to  define  a  number  of  useful 
abstract  data  types.  In  general,  these  ADT’s  respond  to  an  rlnitializs  message  to  initialize 
themselves  to  an  “empty”  state,  a  ;put  message  to  add  items  to  themselves,  and  a  :gst  message 
to  remove  items  from  themselves. 

qnsns  [A6s<roct  Data  Type] 

The  queue  data  type  implements  FIFO  storage  in  an  instance  variable.  The  current 
implementation  uses  lists  maintained  by  the  tcone  function,  defined  in  datatype. lisp. 

The  :  initialize  message  empties  the  queue,  the  :pat  message  enqueues  entry  on  the 
end  of  the  queue,  and  the  :get  message  dequeues  an  entry  from  the  front  of  the  queue. 

If  the  instance  variable  in  which  the  queue  resides  has  a  aaz-ltngth  facet,  entries  are* 
added  to  the  queue  if<tmd*only-if  the  current  length  of  the  queue  is  less  than  the  specified 
maximum  length. 

Two  values  are  returned  by  a  :put  message.  The  first  value  is  t  if  there  was  room 
to  append  the  new  entry;  the  second  value  is  the  value  appended  to  the  queue.  Two 
values  are  also  returned  by  the  :gst  message.  The  first  is  the  value  found  at  the  head 
of  the  queue;  the  second  is  nal  if  the  queue  was  empty  before  the  message,  or  t  if  it  was 
non-empty. 

All  operations  defined  for  a  queue  require  0(1)  time. 

dictionary  [<46s<rnc<  Oata  Type] 

The  dictionary  is  a  fuller  version  of  the  association-list  ADT  described  above. 

The  :pat  and  :gst  operations  require  0(n)  time,  and  hence,  suggest  the  dictionary 
datatype  be  used  when  the  number  of  entries  is  expected  to  be  small.  In  addition  to 
: initialize,  :pat,  and  :get  messages,  the  dictionary  also  responds  to  the  following 
messages: 

:add  key  value  [Datatype  Message] 

Adds  value  as  an  additional  value  to  be  associated  with  key.  A  :got  message  on  key  will 
subsequently  return  lists  of  two  or  more  values.  Requires  0[n)  time. 

:  forget  key  [Datatype  Message] 
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Removes  the  entry  associated  with  kty  from  the  dictionary.  Requires  0{n)  time. 

:mp  funciion  [Daiatyjit  Message] 

Applies  funciion  to  each  entry  in  the  dictionary.  Function  must  be  a  function  of  two 
arguments;  the  first  argument  will  receive  the  key  of  an  entry,  and  the  second  will  receive 
the  value  of  the  key.  Requires  0{n)  time. 

:n«w-id  [Datatype  Message] 

Returns  a  key  which  is  guaranteed  not  to  be  in  the  dictionary.  This  is  currently  imple¬ 
mented  using  gsnsja,  and  as  such,  requires  0(1)  time. 

:ntuib*r-o<-«ntriss  [Datatype  .Vfessoje] 

Returns  the  number  of  entries  in  the  dictionary.  Requires  0(1)  time. 

:sdl-satri*s  [Datatype  Message] 

Returns  all  of  the  entries  in  the  dictionary,  in  association-list  format.  Requires  0(1) 
time. 

•ortsd-dictionixy  (Aislroct  Data  Type] 

The  sortsd-dictioaarj  is  a  variant  of  the  dictionary  which  keeps  its  entries  in  sorted 
order,  as  defined  by  a  user-supplied  comparison  function.  It  responds  to  the  same  mes¬ 
sages  as  does  the  dictionary.  The  time  complexity  of  operations  defined  for  a  sortad¬ 
dictionary  are  equivalent  to  those  defined  for  a  dictionary. 

The  comparison  function  must  be  a  predicate  of  two  arguments,  and  must  return  t  if- 
and-only-if  the  first  argument  is  “greater”  than  the  second  argument.  For  example,  if 
the  keys  represent  timestamps,  and  the  dictionary  is  to  keep  the  keys  sorted  in  ascending 
order,  the  comparison  function  can  be  specified  as  **<,  the  lassp  function. 

In  addition  to  the  messages  defined  by  the  dictionary  data  type,  the  sortsd- 
dictionary  also  responds  to  these  messages: 

:gr#atsst-sntry  [Datatype  Message] 

The  :grsatsst-sntry  message  returns  the  key  having  the  “greatest"  value,  as  defined 
by  the  comparison  function.  Because  the  dictionary  is  kept  in  sorted  order,  this  operation 
requires  only  0(1)  time. 

:  next-entry  n  [Datatype  Message] 

The  :aext-entry  message  returns  the  key  of  the  entry  having  the  next  “greatest"  value 
to  that  of  n.  This  is  an  0(n)  operation. 

hash-dictionary  (A6i<ract  Data  Type] 
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The  haah-dictionary  is  a  dictionary  implementation  which  is  based  on  hash  tables, 
rather  than  association  lists.  It  responds  to  the  same  messages  as  does  the  dictionary 
AOT.  Its  advantage  over  the  dictionary  is  that  insertion,  lookup,  and  deletion  opera¬ 
tions  are  all  of  0(1)  time  complexity;  however,  the  enumeration  message,  :all-«ntri«i, 
is  of  0(n)  time  complexity. 
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[Abstnci  Data  Type] 

The  aoaitor  data  type  is  a  special  purpose  ADT  which  aids  in  the  implementation  of 
lexically-scoped  mutual  exclusion.  Storage  for  the  monitor  is  implemented  by  a  monitor 
structure: 

monitor  .  [5<nic<«re] 

The  monitor  structure  contains  two  fields:  ownar,  which  points  to  the  proctts  which 
currently  owns  the  monitor;  and  maiting-procsssas,  which  is  a  queue  of  processes 
waiting  to  obt2un  ownership  of  the  monitor. 

untar  wakeup- stream  [Datatype  Message] 

A  process  wishing  to  enter  a  region  of  mutual  exclusion  sends  this  message.  If  the 
monitor  is  unowned,  the  owner  is  set  to  the  value  of  •••cara-procsss***,  and  the 
caller  is  allowed  to  enter  the  region  of  mutual  exclusion. 

If  the  monitor  is  currently  owned,  a  dotted  pair,  consisting  of  the  value  of  •••cara- 
procass***  and  makeup-stream,  is  enqueued  on  the  saitiag-procassas  queue  of  the 
monitor.  The  caller  then  calls  accapt-packat  in  order  to  suspend  execution.  When  the 
caller’s  request  reached  the  head  of  the  queue,  a  packet  will  be  sent  to  makeup-stream, 
restarting  the  suspended  caller. 

:axit  [Datatype  Message] 

The  :  exit  message  relinquishes  ownership  of  the  monitor,  and  restarts  the  next  process 
waiting  to  obtain  it  (if  any). 

If  the  waiting-procaasaa  queue  is  non-empty,  the  first  entry  on  the  queue  is  dequeued. 

The  entry  contains  the  procaaa  handle  of  the  waiting  process,  which  is  placed  in  the 
osnar  field  of  the  monitor,  and  the  straaa  upon  which  to  send  the  wakeup  message. 

If  the  queue  is  empty,  the  ovnar  field  of  the  monitor  is  set  to  nil,  so  that  the  monitor 
is  marked  as  unowned. 


with-monitor  monstor-name  tbody  forms 


(.V/acro) 


This  macro  implements  an  error- protected,  lexically-scoped  mutual  exclusion.  Momtor- 
name  must  be  the  name  of  an  instance  variable  in  the  Flavors  instance  currently  bound 
to  self  which  holds  a  monitor  Upon  entry  to  this  macro,  an  ;  enter  message  is  sent  to 
the  monitor  to  gain  entrance.  The  expressions  in  forms  are  then  executed  under  uasiad- 
protect  protection,  such  that  if  an  error  occurs  during  their  execution,  the  monitor  is 
guaranteed  to  be  released. 

This  macro  is  equivalent  to  the  with. monitor  macro  of  Interlisp-D. 
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»ithout-Bonitor  monitor-name  tbody  forms 


[Macro] 


This  macro  is  intended  to  be  used  within  the  scope  of  a  with-nonitor  form.  Its  purpose 
is  to  temporarily  release  ownership  of  the  monitor  specified  by  monttor-name  (using  the 
;*xit  method),  and  then  to  reobtain  it  (using  the  :*nt«r  method)  after  the  forms  in 
forms  have  been  executed.  Typically,  foras  will  contain  an  expression  that  causes  the 
calling  process  to  suspend  for  some  period  of  time  (or  until  a  packet  arrives  on  some 
stream). 

This  macro  is  simile  in  spirit  to  the  aonitor. await.  eTent  macro  of  Interlisp-D. 

priority-qusus  [zIAstract  Data  Type] 

The  priority-qa«u«  data  type  and  the  code  needed  to  implement  it  are  contained  on 
the  file  priority-qa«u« .  lisp.  The  build  of  this  file  is  a  set  of  ZetaLisp  routines  which 
implement  a  dynamic,  Heapsort-stylc  priority  queue.  The  implementation  is  derived 
from  algorithms  deletemin  and  INSERT,  from  section  4.11  of  (1).  Insertion  and  deletion 
from  this  queue  both  require  0(n  log  n)  time. 

priority-qusns  [Slracture] 

The  priority-qusus  structure  implements  storage  at  the  nodes  of  the  partially-ordered 
binary  tree.  It  has  fields  ls<t-chxld,  right-child,  and  itsa.  In  addition,  for  conve¬ 
nience,  it  has  a  priority-function  field  which  stores  the  priority-computing  function 
for  entries  in  the  tree. 

ozchange-nodes  top  bottom  [.V/acro] 

This  macro  exchanges  the  contents  of  nodes  top  and  bottom. 

insert-in-qusus  qveve  node  [function] 

This  function  inserts  node,  an  instance  of  a  priority-quaus  structure,  into  the  tree 
rooted  by  queue.  It  recursively  descends  into  the  tree,  heading  for  the  leftmost  free  node 
at  the  lowest  level  of  the  tree  (creating  a  new  level  if  necessary).  As  it  unwinds  from 
the  recursion,  it  exchanges  nodes  as  necessary  to  maintain  the  partial  order.  The  value 
returned  from  this  function  is  the  new  root  of  the  tree,  which  may  have  changed. 

rebalance-queue  qveue  (function) 

This  function  rebalances  the  tree  rooted  at  queue  after  its  root  has  been  removed. 

reaore-froB-queue  queue  (funcitonj 

This  function  removes  the  item  from  the  partially-ordered  tree  rooted  at  queue,  and 
rebalances  the  tree  to  maintain  the  partially-ordered  invariant.  It  returns  two  values, 
the  value  found  at  the  root,  and  a  pointer  to  the  new  root  of  the  tree. 
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soTtiag-spcc  ::=  (.key-spec  .  sorting-spec)  |  nil 
key-spec  ::=  (key-asune  .  field-spec-list) 
field-spec-list  ::=  (field-spec  .  field-spec-list)  |  ail 
field-spec  (Seld-compuUtioa  .  pcedicste) 

Seld-computztion  Reld-arg  \  (Reld-op  .  field-iirg-list) 

Seld-srg-list  (Reld-ug .  Reld-ug-list)  |  ail 

Seld-op  nay-liip-lnaetioa 

key-aMrae  aay-linp-tymbol 

Seld-srg  ::=  Reld-aumber  |  'nny-vnlu^d-lisp-syabol 

Seld-aumber iay-linp~int€g«r 

predicate  uiy-llap-pr«<licait« 

Figure  B.4:  BNF  Grammar  for  declaring  sorting  functions. 

((:site  ((+  (•  0  *1«)  1)  .  <)) 

(:ag«at  (2  .  alphalassp)) 

(ttask  (3  .  <))) 


Figure  B.5:  A  sample  sorting  specification. 


B.4  Instrumentation  for  CAOS 

The  CAR*  system  comes  supplied  with  a  wide  variety  of  “instrument  panels”  which  report  how 
various  components  of  the  simulated  execution  architecture  are  being  utilised.  Much  of  caos  was 
defined  prior  to  the  existence  of  these  instruments,  and  the  file  pravda.lisp  contains  vestigial 
remnants  of  an  interim  CAOS'based  instrumentation  package.  This  package  is  no  longer  in  use, 
and  it  will  not  be  documented  here,  although  it  is  part. of  the  caos  sources.  There  are,  however, 
CAOS-specific  instrument  panels  which  are  still  in  use.  These  panels  are  documented  in  this  section. 

B.4.1  Scrolling-Text-Panel.Lisp 

The  file  acrolling-Cext-pansl.lisp  contains  an  instrument  which  displays  information  in  a  sorted 
order  in  a  ZETALISP-defined  window  known  as  a  tv: scroll-window.  Such  windov.s  are  designed 
to  display  a  stru<'tured  representation  of  data;  new  lines  of  information  may  be  added  or  deleted 
dynamically,  and  the  window  may  be  scrolled  vertically  if  more  information  is  being  displayed  than 
can  fit  in  the  window. 

The  scrolling-tsxt-panwl  is  a  tv: scroll-window  whose  sorting  order  and  display  formatting 
commands  are  specified  by  a  simple,  declarative  grammar.  The  declaration  of  the  sorting  function 
is  specified  in  the  ;sor'-  -by  instance  variable  of  the  panel:  the  formatting  function  is  specified 
by  the  :priat«d-by  and  :<oraatt*d-by  instance  variables.  We  first  describe  the  grammar  as  it 
pertains  to  sorting. 
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The  sorting  grammar  is  described  in  BNF  format  in  Figure  B.4;  ‘  an  example  from  CAOS  appears 
in  Figure  B.5.  Unquoted  numbers  used  in  fie/d-oumber  positions  refer  to  corresponding  elements  of 
a  vector  in  which  information  which  drives  the  sorting  and  display  functions  resides. 

The  sorting  declaration  in  Figure  B.5  constructs  three  sorting  functions,  indexed  respectively  by 
the  keywords  isite,  :  agent,  and  itask.  The  :sits  sorting  function  is  compiled  into  the  following 
pieces  of  Lisp  code:^ 

(dsfnn  foo-sits-sortsr  (ita«-l  it«-2) 

(let  ((entry-l  (array-leader  ite*-l  (1+  tv; scroll-iteei-leader-ofiset)) ) 

(entry-2  (array-leader  ite«-2  (!■♦•  tv;icroll-ite«-leader-oflset)))) 

(<  (+  (•  (nth  0  entry-1)  16)  (nth  1  entry-1)) 

(+  (•  (nth  0  entry-2)  16)  (nth  1  entry-2))))) 

The  :a^«nt  sotting  function  is  a  refined  version  of  the  :tite  sorting  function.  It  expands  into; 

(delnn  foo-agent-sorter  (ite«-l  ite«-2) 

(let  ((entry-1  (array-leader  ite*-l  (1+  tv.scroll-itea-leader-offset))) 

(entry-2  (array-leader  iten-2  (1+  tv;scroll-ite«-leader-oflaet))) 

(key-2  (array-leader  ite«-2  tv;scroll-ite*-leader-offset))) 

(eond  ((foo-site-sorter  itea-1  itea-2)  t) 

((eqnal  iten-l  ite«-2) 

(cond  ((iieaq  key-2  ’(;8ite))  ail) 

(t  (alphadessp  (nth  2  entry-1)  (nth  2  entry-2)))))))) 

The  itask  sorting  function  is  further  refined,  and  expands  tor 

(defun  foo-task-sorter  (iten-l  itea-2) 

(let  ((entry-1  (array-leader  itea-1  (I*  tvrscroll-itea-leader-offset))) 

(antry-2  (array-leader  iteB-2  (l+  tvtscroll-itea-leader-offset))) 

(key-2  (array-leader  itea-2  tviscroll-itea-leader-offset))) 

(cond  ((foo-agent-sorter  itea-l  iteB-2)  t) 

((equal  itaa-l  itea-2) 

(cond  ((aeaq  key-2  ’(;site  ; agent))  nil) 

(t  (<  (nth  3  entry-l)  (nth  3  entry-2)))))))) 

We  now  discuss  the  language  with  which  formatting  functions  are  defined.  Lines  of  text  are 
output  to  scrolling-text-panels  with  the  function  format;  in  order  to  use  this  function,  we 
must  have  a  way  of  choosing  both  format  control  strings  and  the  expressions  which  are  evaluated 
to  generate  arguments  for  these  control  strings. 

‘In  thil  figurv,  and  in  Figure  B.6,  (okeoi  in  ibi«  /bat  are  non-terminAla.  and  tokens  in'tkls  foat  are  terminals. 
Occurrence*  of  are  Lap  '‘conaing  dots,"  thus,  where  the  granunar  would  ordinarily  demand  italemenu  of  the 
form  (a  .  (b  .  (c  .  nil))),  it  la  acceptable  to  supply  the  form  (a  b  e). 

’The  argument*  itan-l  and  U*b-2  are  bound  to  iiutance*  of  tT.aeroU-llae-itaa  structure*.  The  inter* 
nal  representation  of  these  structure*  it  unimportant,  except  that  arbitrary  application-program  information  may 
be  stored  m  thetr  array  Utitr  section*.  The  first  word  of  available  storage  in  the  array  leader  it  found  at 
tTiscroU-itaa-laadar-offsat. 
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print-spec  ::=  (key-spec  .  print-spec)  |  nil 
key-spec  ::=  (key-nsjne  .  field-spec-list) 
field-spec-list  ::=  (Reld-computatioa  .  field-spec-list)  |  nil 
Beld-compuUtion  Beld-arg  |  (Beld-op  .  Beld-srg-list) 

Reld-ug-list  ::=  (Reld-ug  .  Seld-asg-list)  |  nil 

Beld-cp  any-liip-function 

key-name  ::=  any-liap-ayabol 

Reld-arg  ::=  field-number  |  ’nny-Tala«<i-lisp-syabol 

field-number  »ny-liap-int«g«r 

Figure  B.6:  BNF  Grammar  for  declaring  printing  functions. 

((:iit«  .  "SITE-'D-'D") 

(: agent  .  **  "A  *l  ("D  run,  *D  wait)'*) 

(:taak  .  '*  *A  'A  *A")) 

((;sita  0  1) 

(: agent  2  (car  3)  4  S) 

(;taJk  4  3  S)) 


Figure  B.7:  A  sample  formatting  specification 


Format  control  strings  are  chosen  by  indexing  into  an  association  list  stored  in  the  fomatted> 
by  instance  variable  of  the  panel.  Lisp  expressions  which  generate  the  arguments  for  foraat  are 
created  by  parsing  expressions  defined  by  the  grammar  in  Figure  B.6  and  are  found  in  the  printed-* 
by  instance  variable  of  the  panel.  The  contents  of  these  two  instance  variables,  in  an  example  from 
the  CAOS  instrumentation,  is  illustrated  by  Figure  B.7.  The  panel  defined  by  the  specifications 
in  Figures  B.5  and  B.7  will  display  sites  in  column-major  order;  within  each  site,  agents  will  be 
displayed  alphabetized  by  name;  within  each  agent,  tasks  will  be  displayed  ordered  by  arrival  time. 
For  example: 

SlTE-1-1 

NEKGESORT-MAIAGEK-l  IlITIALIZEO  (0  run.  0  wait) 

KESGESOkTER-l-l  IIITIALIZED  (I  run,  3  wait) 

EUIIZIG  345700  lEIGHBQR 
lEVER-RUl  345792  HERGESORT 
SITE-1-2 

MERGESORTER-1-2  IIITIALIZED  (0  run.  0  wait) 

B.5  CAOS  Structures  and  Macros 

The  file  czardefns.lisp  contains  macro  and  structure  definitions  for  the  rest  of  the  CAOS  system. 


rtquaat-m«aaag«  [Structure] 

The  raquaat-aaaaaga  structure  is  a  list  which  defines  the  contents  of  messages  sent 
using  the  various  post  operators  of  CAOS. 

raaponaa-Masaaga  [Structure] 

The  raaponaa-aaaaaga  structure  is  a  list  which  defines  the  contents  of  messages  sent 
as  responses  to  value-desired  messages. 

caoa-tiM#  [^Vfacro] 

This  macro  retrieves  the  current  simulator  time,  which  is  measured  in  simulator  clock 
units.  Presently,  this  figure  is  measured  in  10  nanosecond  units. 

numabla-ita*  [5tructure] 

The  mnnabla-icaa  is  the  CAOS  scheduler’s  handle  on  a  process.  Most  of  its  structure 
was  described  in  Section  5.-1.  The  panal-antry  field  holds  the  tTiscroll-uindou  line 
entry  of  the  process. 

contract  [iJesource] 

Resources  are  Lisp  objects  which  must  be  explicitly  allocated  and  deallocated.  This  is 
counter  to  the  normal  Lisp  philosophy,  but  is  quite  useful  when  the  extent  of  an  object  is 
known.  The  advantage  of  declaring  objects  as  resources  is  that  large  numbers  of  unused 
copies  of  the  objects  aren't  accumulated  to  be  reclaimed  only  when  the  garbage  collector 
is  run.  The  contract  resource  allocates  and  deallocates  nmnable-itMi’s. 

car*-sit*-icrolling-pan«l-«ntry  [Sfnicfure] 

This  structure  is  the  vector  which  holds  information  for  sorting  and  formatting  cara- 
■ita  entries  in  the  scrolling- tazt-panal.  In  figures  B.5  and  B.7,  this  structure  is 
referenced  by  printing  and  sorting  specifications  keyed  by  is  it  a.  The  fields  of  the 
structure  arc: 

X,  y:  Coordinates  of  the  site  in  the  processor  grid, 
state:  The  condition  of  the  site. 

agent-scrolling-taxt-panal-entry  [5<nicfure] 

This  structure  is  the  vector  which  holds  information  for  sorting  and  formatting  agent 
entries  in  the  scnlling-text-panal.  It  is  referenced  by  printing  and  sorting  specifi¬ 
cations  keyed  by  :  agent.  The  fields  of  this  structure  are: 

x,y:  Coordinates  of  the  site  upon  which  the  agent  is  located, 
naaa:  The  name  of  the  agent. 


>tst«:  The  condition  of  the  agent. 

nran:  The  number  of  runnable  tasks  in  the  agent. 

n«ait:  The  number  of  suspended  tasks  in  the  agent. 

taak-icrollin^-panel-entry  [5tnicture) 

This  structure  is  the  vector  which  holds  the  information  for  sorting  and  formatting  task 
(process)  entries  in  the  scrolling- text -panel.  This  structure  is  referenced  by  printing 
and  sorting  specifications  keyed  by  :  cask.  The  fields  of  the  structure  are  as  follows: 

z,  j:  Coordinates  of  the  site  upon  which  the  task  is  executing, 
naas :  The  name  of  the  agent  in  which  the  task  is  executing, 
sntry-tias:  The  simulator  time  at  which  the  task  started, 
stats:  The  current  state  of  the  task. 

■sssags:  The  name  of  the  message  being  executed  by  the  task. 

lutnrs  [5fruc<ure] 

A  Intnrs  is  a  special  object  which  represents  a  promise  of  a  value  to  be  returned  by  a 
remote  computation.  It  has  the  following  fields: 

value:  When  the  future  has  a  value,  it  is  placed  in  this  held. 

Bsg-id:  The  unique  id  of  the  message  which  associated  with  the  computation  which 
will  return  a  value  to  this  future. 

vaitlng-procsssss:  The  number  of  processes  waiting  for  the  future  to  have  a  value, 
vaiting-procsss-list:  The  list  of  processes  waiting  for  the  future,  in  tconc  format. 

siagls-assignasnt:  A  boolean  held;  true  if  the  future  can  only  be  assigned  a  value 
once. 

original-Bsssags:  The  contents  of  the  rsqusst-aessage  message  sent  to  start  the 
remote  computation  which  will  return  a  value  to  this  future.  Used  when  a  clocked, 
single-assignment  future  is  reposted. 

destinations:  The  destination  agents  to  which  the  original  message  was  sent;  used  by 
repost. 

aulti-luture  [5<rucfure) 

A  ■ulti-future  is  a  collection  of  futures.  It  is  returned  by  the  value-desired,  multipost¬ 
style  messages.  A  aolti-futore  contains  a  lists  of  satished  and  unsatished  futures. 
Initially,  all  futures  in  a  aulti-future  are  unsatished;  as  values  of  remote  computations 
are  received,  unsatished  futures  are  given  values  and  moved  to  the  list  of  satished  futures. 
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B.6  Declaring  CAOS  Agents 

The  file  czardecl .  lisp  contains  routines  to  declare  sites  and  agents. 

defiits  [.Wacro] 

This  macro  makes  it  possible  to  declare  Flavor  classes  which  implement  site-global  stor¬ 
age  within  CAOS.  daisies  is  defined  in  terms  of  dslharb,  and  thus,  it  is  possible  to  define 
instance  variables  within  site  instances  which  support  abstract  data  type  operations. 

It  is  conceivable  that  if  CAOS  were  ever  implemented  on  a  heterogeneous  array  of  pro¬ 
cessors,  there  would  be  a  number  of  site  types,  perhaps  defined  in  a  taxonomy. 

vanilla-sits  [Site] 

Instances  of  vanilla-sits  implement  site  gk  .>al  storage.  Each  instance  has  the  follow¬ 
ing  instance  variables: 

static-agsnt-strsan-tabla:  Contains  a  dictionary  which  maps  static  (named)  agents 
to  their  input  stream  addresses. 

nnfasolvsd-agsnt-strsajB-tabls:  Contains  a  dictionary  which  maps  the  names  of 
remote  agents  not  yet  known  during  initialization  to  the  addresses  of  streams  in 
local  agents  which  have  requested  the  addresses  of  the  unknown  remote  agent. 

local-agsnts:  A  dictionary  which  maps  the  names  of  local  agents  to  their  addresses. 

Irss-proesss-qusas:  A  queue  which  holds  information  allowing  free  processes  to  be 
reused  in  preference  to  creating  new  processes. 

care-sits:  Holds  a  pointer  to  the  CARE  site  structure  for  the  site  upon  which  the 
cars-site  is  located. 

locals:  Holds  a  CARE-defined  structure  which  is  created  by  aaks-localc,  and  which  is 
updated  by  npdats-locals.  Each  call  to  updats-locals  modifies  the  structure  so 
that  a  call  to  locals-sits  returns  the  least-recently-referenced  site  in  the  locale. 

This  is  a  simple  approach  to  load-balancing. 

incoaing-strsaa:  Holds  the  stream  upon  which  the  site  manager  listens  for  site- 
oriented  requests. 

dslagsnt-ksftord  [.Vfacro] 

This  macro  defines  the  syntax  for  a  new  keyword  used  in  a  call  to  dsf  agent  (see  below). 

The  keywords  d«cribed  in  Chapter  4,  plus  a  number  of  keywords  not  described,  are  all 
declared  through  the  use  of  dsiagsnt-ksyword. 

dsfagsnt  [Afacro] 

The  dsfagsnt  macro,  which  is  defined  in  terms  of  dsfhsrb,  is  the  basic  form  by  which 
new  agents  are  declared.  It  is  described  in  detail  in  Chapter  4. 
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dcfagcnt-Bcthod 


[A/acro] 


The  deiagent-aethod  macro  is  syntactic  sugar  for  dafaethod,  but  has  the  advantage 
of  being  able  to  define  the  same  method  for  multiple  message  names. 

clock  [/iSsiroct  Daia  Type] 

The  clock  ADT  responds  to  the  :reara,  :tick,  and  :stop  messages.  The  value  field 
of  a  vp-slou  of  the  clock  datatype  holds  a  list  of  messages  to  be  executed  when  the 
clock  “fires.” 

vanilla-agent 

The  vanilla-agent  is  the  most  basic  agent  in  the  system.  It  has  the  following  instance 
variables; 

local-proceee-etreaa-table;  A  dictionary  which  maps  from  a  process  handle  to  a 
utility  streaa  the  process  uses  to  wait  for  wakeup  messages. 

outstanding-aeeeage-table:  A  dictionary  which  maps  from  ids  of  messages  to  their 
associated  futures. 

mnnable-proceee-list:  A  priority  queue  which  implements  the  scheduling  policy  de¬ 
fined  for  the  agent. 

scheduler-lock:  A  monitor  data  type  which  is  used  to  implement  mutual  exclusion 
around  routines  which  modify  the  agent  scheduler  database. 

procese-table:  A  dictionary  which  maps  from  CARE  process  handles  to  CAOS 
runnable-iteiu. 

sell-address:  The  stream  upon  which  the  agent’s  input  process  listens  for  requests 
and  responses  from  other  agents. 

priority-queue-context:  Holds  information  for  creating  nodes  in  the  runaable- 
process-list  priority-queue. 

care-site:  Points  to  the  care-site  structure  for  the  site  upon  which  the  agent  is 
located. 

syabolic-nue:  Holds  the  name  of  the  agent.  Statically-created  agents  are  named  by 
the  application  program;  dynamically-created  agents  are  named  by  CAOS,  using 
gensya. 

agent-scheduler:  Holds  the  care  process  handle  of  the  process  which  is  currently 
performing  the  duties  of  the  agent  scheduler. 

running-processes :  Holds  a  list  of  runnable-itea's  which  represent  processes  handed 
off  to  care  for  execution. 

syabolically-relerenced-agents:  Holds  a  list  of  other  agents  to  be  referenced  by 
name  by  methods  executing  within  the  context  of  the  agent. 
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initial-forma:  A  list  of  expressions  to  be  evaluated  after  CAOS  has  been  initialized. 

The  purpose  of  these  forms  is  to  initialize  an  application. 

:s*l#ct-proc«sa-lilo  tiem-1  xtem-2  0/ vanilla-agent] 

This  method  implements  FIFO  scheduling  of  tasks  within  an  agent.  It  is  called  as  the 
priority  function  for  the  priority-queue  stored  in  the  runnable-proceea-list.  Pri¬ 
orities  are  derived  by  comparing  the  tiae-ataap  fields  of  tiem-I  and  »iem-2,  which  are 
runnabl  e-it  ea's. 

procees-agenda-agent  [Ajeni] 

The  proceas-agenda-agent  is  a  subclass  of  vanilla-agent.  It  differs  from  vanilla- 
agent  in  that  certain  message  names  may  be  given  execution  priorities.  Such  priorities 
are  defined  by  specifying  message  names  in  order  in  a  list  stored  in  the  process-agenda 
instance  variable,  messages  at  the  front  of  the  list  have  higher  priority  than  those  at  the 
end  of  the  list. 

:select-process-agenda-tiaestaap  i/em-i  i<em-2  [Method  o/process-agenda-ag#nt] 

This  method  implements  “agenda-based”  schedulihg  of  tasks  in  an  agent.  It  is  the  prior¬ 
ity  function  for  the  runnable-process-list.  Priorities  are  derived  by  first  comparing 
the  ■essage-naae  fields  of  tlem-J  and  tlem^2\  if  these  fields  are  the  same,  the  function 
then  compares  the  tiae-staap  fields,  as  in  the  FIFO  scheduler  above. 


B.7  Initializing  a  CAOS  Application 

The  file  cxarinit.lisp  contains  the  code  which  initializes  caos  at  the  start  of  a  run  Initialization 
occurs  in  two  distinct  phases:  one,  static,  before  the  CARE  simulator  b  started,  and  the  other, 
dynamic,  just  after. 

The  first  set  of  functions,  macros,  and  methods  in  crarinit  .lisp  is  involved  in  static  initializa¬ 
tion.  During  this  phase,  the  application  initialization  file  (see  Figure  4.4  and  Appendix  A)  is  read 
and  interpreted.  As  a  result  of  interpreting  this  file,  all  statically-declared  agents  are  created  on  the 
appropriate  sites,  and  the  messages  which  initialize  the  application  once  caos  is  running  are  stored 
away. 

:init  [:a2t*r  Method  of  care-sits] 

During  the  static  phase,  new  instances  of  cars-sits  Flavor  instances  are  created.  The 
:  init  method  is  primarily  responsible  for  initializing  all  of  the  abstract  data  types  which 
are  psirt  of  the  cars-sits. 

:iait  [:alttr  Method  0/ vanilla-agent] 

When  a  new  agent  instance  is  created,  the  :xnit  method  initializes  a  number  of  ab¬ 
stract  data  types,  and  also  adds  an  entry  to  the  appropriate  cars-sxts's  local-agsnts 
dictionary. 


■ak«-iaitial-ag«nt  agent-class  global-name  care-sxte 


[Macro] 


This  macro  is  invoked  when  the  caoa-initializ*  form  is  interpreted.  Agent-class  is 
the  name  of  an  agent  class  as  defined  by  dsfagant.  Global-name  is  the  name  by  which 
this  instance  of  the  agent  class  will  be  known  throughout  the  processing  grid.  Care-stte 
is  a  twc-'lement  list  specifying  the  z  and  y  coordinates  of  the  cars-sits  upon  which 
the  new  agent  will  be  created.  When  the  macro  is  executed,  an  instnace  of  agent-class 
with  name  global-name  is  created  on  care-stte. 

initial-agent-rscord  (5fruc<are] 

This  structure  defines  the  a  three-tuple  with  fields  name,  class,  and  location.  Instances 
of  this  tuple  make  up  the  agent-instances  argument  to  the  caos-initializs  macro 
(below).  The  initial-agsnt-rscord  also  defines  the  argument  list  to  «aks-iaitial- 
agsnt. 

caos-initializs  agent-instances  initial-messages  [.i/dcro] 

Calls  to  this  macro  are  the  means  by  which  CAOS  applications  are  initialized.  Agent- 
insianees  is  a  list  of  initial-agsnt-rscord  structures.  Initial-messages  is  a  list  of 
expressions  to  be  evaluated  when  CAOS  has  finished  initializing. 

When  a  caos-initializs  form  is  evaluated,  four  major  activities  occur. 

1.  All  statically-declared  agents  are  crested  by  mapping  over  agent-insiances  and  call¬ 
ing  naJKs-initial-agsnt  on  each  element. 

2.  An  agent  of  class  initial-agsnt  is  defined.  The  initial-agsnt  class  is  a  subclass 
of  vanilla-agsnt  which  makes  reference  to  all  other  statically-declared  agents. 

3.  An  instance  of  the  initial-agsnt  class,  called  007  is  created  on  site  (1,  1). 

4.  The  initial-messages  argument  is  used  to  define  an  :  initial-forw  method  for  the 
class  initial-agsnt. 

The  remainder  of  czarinit.lisp  is  devoted  to  dynamic  initialization.  The  necessary  site  and 
agent  instances  were  created  during  the  static  phase;  during  the  dynamic  phase,  these  structures 
must  be  linked  up  with  care.  Dynamic  initialization  consists  of  starting  the  site  manager  processes 
in  each  of  the  sites,  starting  the  input  monitor  and  scheduler  processes  in  each  of  the  agents,  and 
exchanging  the  names  and  addresses  of  each  of  the  agents  in  order  to  resolve  symbolic  references. 
Dynamic  initialization  is  completing  by  sending  agent  007  an  :icicial~tora  message, 
start-czar  tniiialiser-stream  {^roccas] 

The  start-czar  process  is  the  first  process  run  once  care  starts.  It  drives  all  dynamic 
initialization  tasks,  as  follows: 

1.  Creates  a  site  manager  process  in  each  site. 

2.  Waits  for  each  site  manager  process  to  return  the  address  upon  which  it  listens  for 
requests. 


3.  Creates  a  process  oa  each  site  that  contains  a  statically-declared  agent,  whose  task 
is  to  initialize  those  agents. 

4.  Waits  for  each  site  containing  statically-declared  agents  to  Indicate  its  agents  are 
initialized. 

5.  Sends  the  :  initial-fora  message  to  the  agent  named  007. 

start-sits  iniiializer-sinam  siie-stnam  [Proctss] 

This  process  u  the  caos  site  manager.  Upon  start-up,  it  sends  the  value  of  s\tt~$iream 
to  xniUaliztr-airtam  (upon  which  the  start-czar  process  is  waiting).  It  then  enters  an 
endless  loop  in  which  it  rcspoiids  to  service  requests  directed  to  siit-iinam.  The  specific 
services  imr'.emented  by  the  site  manager  were  discussed  in  Section  5.2. 

start-agsnts  all-can-siUs-lisi  start^agentssinam  [Process] 

This  process  is  responsible  for  initializing  statically-declared  agents  on  each  site.  For 
each  agent,  it  does  the  following: 

1.  Starts  the  input  monitor  process. 

2.  Broadcasts  a  :as»-initial-agsat-oiiliaa  message,  containing  the  agent’s  name 
and  the  address  upon  which  its  input  monitor  process  listens,  to  all  other  site 
managers  in  the  grid  (the  value  of  aU-can-sttea-Hst). 

3.  For  each  agent  named  in  the  agent’s  synbolically-rsfarsnesd-agents  instance 
variable,  sends  a  :rsqasst-s]rabolic-r«f  srtncs  message  to  the  site  manager,  and 
waits  for  a  response. 

4.  Sends  a  message  to  the  stare-czar  process  indicating  that  the  site  is  ready  to  run. 


B.8  The  CAOS  Runtime  System 

The  file  czar. lisp  contains  the  '‘runtime”  system  for  caos.  The  functions  documented  in  sections 
4.3  and  4.4  are  implemented  by  in  this  file.  In  what  follows,  we  document  those  functions  upon 
which  the  functions  in  these  sections  depend. 

agandizs  fttiure  [Defun-Metkod  o/ vanilla-agsat] 

This  is  the  low-level  function  used  to  suspend  a  process  until  futvn  receives  a  value. 

It  sets  the  calling  process’s  state  to  :  suspended,  adds  the  process’s  numable-itaB  to 
the  list  of  processes  waiting  for  fvtvre,  sets  the  context  field  of  the  runnable-itaa  to 
be  the  process's  wakeup  stream,  and  sends  to  itself  the  ’.reschedule  message,  which 
invokes  the  scheduler  to  put  the  process  to  sleep.  Upon  waking  up,  it  sets  the  process’s 
state  to  :  running,  and  returns  to  its  caller  (typically,  value-future). 

aulti-agendize  mulii-futurt  [Dtfun^Method  o/ vanilla-agent) 


This  function  is  the  multi-future  version  of  «g«ndiz«. 

•rMiote-address-ennaerzcing-fuactions*  ( Vanablt] 

This  variable  holds  an  association  list  which  maps  ZETALISP  data  types  into  a  function, 
which  when  applied  to  an  object  of  the  associated  type,  returns  a  list  of  remote  addresses. 

This  allows  application  programs  built  on  top  of  caos  to  represent  collections  of  agents 
in  forms  other  than  lists. 

eosrca-^cstination  dtsi‘$inam  [Defun-Method  of  vanilla-agent] 

This  function  coerces  dest-stream,  which  may  be  a  remote  address,  a  future,  or  the  name 
of  an  instance-variable  in  sell  into  a  stream. 

If  desi-stream  is  a  remote- address,  it  is  returned  unmodified.  If  deat-siream  is  a  symbol, 
it  is  evaluated  in  the  context  of  self,  and  is  expected  to  evaluate  to  a  remote-address 
(this  is  the  mechanism  by  which  application  programs  are  able  to  refer  to  statically- 
declared  agents  by  name).  Finally,  if  deat-atream  is  a  Intnre.  coerce-destination 
calls  ralne-futurs  to  retrieve  the  destination  remots-address. 

l.ist-of-reaota-addraaaes  Hat  [Defun-Meihod  of  vanilla-agent] 

This  is  the  enumerating  function  for  lists  of  remote  addresses. 

enomerat e-destinations  remoie-addreaaea  [Defun-Meihod  o/vanilla-agsnt] 

This  function  uses  eremote-address-enumerating-functions*  to  coerce  rtmoie- 
addreasea  into  a  list  of  remote-address’s. 

stream-send  deat-atream  pnonfy  flaga  meaaage  arga  [Defun-Meihod  of  vanilla-agent) 

This  function  is  a  common  subfunction  used  by  CAOS-defined  posting  operators.  It  uses 
the  facilities  of  care  to  send  meaaage  and  arga  to  deai-atream  with  CARE  priority  pnonty. 

Flaga  is  a  list  which  controls  the  operation  of  stream-send.  The  following  symbols  may 
be  included  in  flaga: 

:no-retum  — Causes  stream-send  to  send  a  side-effect  message. 

iretnm-fntars  — Causes  stream-send  to  create  a  future,  assign  it  a  unique  identifier, 
send  the  message  with  self-address  as  the  return  address,  and  return  the  new 
future  to  the  caller. 

:ratum-malti-future  — Like  : return-future,  but  causes  stream-send  to  create  and 
return  a  multi-future  instead  of  a  future. 

.•single-assignment  — Causes  stream-send  to  create  a  aingle-aaaignment  future,  a 
future  whose  value  can  only  be  set  once. 

saJcs-and-initializs-future  type  [Defun-Meihod  0/ vanilla-agent] 
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This  function  creates  a  new  future  of  type  type  (either  future  or  multi-future).  It  also 
generates  a  unique  identifier  for  the  future  in  the  agent’s  outstanding-meseage-table, 
and  places  the  future  in  the  table,  keyed  by  the  unique  identifier. 

format-stream-request  id  stream  message  args  (/'unction] 

This  function  formats  a  message  and  its  arguments  for  transmission  to  another  agent. 
fd  is  the  unique  id  of  the  message;  stream  is  the  stream  to  which  answers  should  be 
directed. 

agent-input-process  agent  request-stream  [/’rocess] 

This  process  is  the  process  which  monitors  a«lf-addr«ss  for  requests  and  responses 
from  other  caos  agents.  It  is  created  exactly  once  per  agent,  and  performs  the  following 
initialuation  steps: 

1.  Sets  salf-addrass  to  the  value  of  request-stream. 

2.  Creates  the  agent  scheduler  process. 

3.  Arms  all  clocks  in  the  agent. 

After  initialising  the  agent,  agsnt-input-procass  enters  a  loop,  in  which  it  waits  for 
messages  directed  to  sslf-addrsss,  and  then  processes  them  accordingly. 

ihaadli-rsqusst  request  for-effect  [Method  0/ vanilla-agsnt) 

This  method  is  invoked  by  the  input  monitor  process  when  a  request  message  is  received. 

It  allocates  a  new  ruimablt-itsm,  and  hlis  in  its  fields  by  copying  from  request,  a 
rsqusst-msssags  structure. 

It  then  sends  the  new  runnable- item  to  the  scheduler  process.  If  the  scheduler  is 
idle  when  this  method  is  invoked,  the  runnable-item  is  sent  to  the  process  in  a  care 
message  (this  reawakens  the  idle  scheduler);  otherwise,  the  runnable-item  is  simply 
enqueued  on  the  agent’s  runnable-process-list. 

: handle-response  response  [Method  of  rtnilli-aganz} 

This  method  is  invoked  when  the  input  monitor  process  encounters  a  reponse-message. 

It  first  checks  if  the  response  is  directed  towards  a  future  or  a  multi-future.  In  the 
latter  case,  it  calls  upon  the  :handl e-mult i-reponse  method  to  process  the  response. 

In  the  former  case,  it  does  the  following; 

1.  If  the  future  associated  with  the  response  is  a  single-assignment  future,  the  future 
is  removed  from  the  agent’s  outstanding-message-table. 

2.  The  value  is  removed  from  the  response,  and  placed  in  the  value  field  of  the  future 

3.  The  satisfied  field  of  the  future  is  set  to  t. 

4.  The  ; run-processes  method  is  invoked,  which  restarts  all  processes  waiting  on 
the  future. 
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:liudl«-aalti-rapoiis«  mvlti-fuiure  value  source 


[Method  o/Ttnilla-agant] 

This  method  is  called  when  a  response  to  a  aulti-futur#  is  received.  Source  is  a  cons 
of  the  sending  agent’s  name  and  self-address;  individual  future’s  in  the  aulti-futurs 
may  be  keyed  by  either. 

The  method  uses  source  to  find  the  appropriate  future  in  the  aulti-future’s 
unsatisfied'-futura  list,  and  places  value  in  its  value  field.  If  the  aulti-future 
is  in  ;aay  wakeup  mode,  all  processes  waiting  on  the  future  are  reawakened;  if  the 
aulti-future  is  in  :all  mode,  the  waiting  processes  are  reawakened  only  if  there  are 
no  more  unsatisfied  future’s. 

ageut-ecireduler  agent  scheduler-process-stream  [Process] 

This  process  is  the  CAOS  scheduler  process  for  agents.  It  is  written  as  a  loop  which 
performs  the  following  operations: 

1.  If  the  scheduler  has  previously  determined  that  there  are  no  runnable  processes,  or 
if  there  are  requests  waiting  in  the  runnabls-procsss-strsaa,  the  scheduler  tries 
to  get  the  next  request  from  the  russabls-procsss-strssa.  If  neither  condition 
is  true,  the  scheduler  skips  to  step  3,  below. 

2.  If  the  message  is  a  symbol,  it  is  the  name  of  a  clock  which  has  just  ticked;  in  this 
case,  the  scheduler  sends  the  :tick  message  to  the  clock. 

If  the  message  is  a  runnabls-itsa.  it  is  a  request  to  the  scheduler  to  perform  an 
operation  on  the  associated  process.  To  be  sent  to  the  scheduler,  the  state  of  the 
process  must  be  either  isuspsudtd  or  :nev«r-rtm.  In  either  case,  the  scheduler 
adds  the  item  to  the  runnabls-procsss-list. 

3.  The  scheduler  next  tries  to  hand  to  CARE  for  execution  as  many  processes  as  it  can. 

The  number  of  processes  it  is  allowed  to  run  at  any  one  time  is  determined  by  the 
value  of  vnuaber-of-runniag-ageut-proesssss*. 

4.  Finally,  the  scheduler  checks  to  see  if  any  special  conditions  are  outstanding.  One 
special  condition  is  that  the  user  has  requested  a  breakpoint  [e.g.,  to  perform  some 
debugging  with  the  care  clock  shut  off).  The  other  special  condition  is  that  it 
is  about  to  be  too  late  to  perform  an  immediate  garbage  collection;  in  this  case, 
the  scheduler  shuts  off  the  care  clock,  and  calls  ge-iaasdiatsly,  the  ZETALISP 
function  which  invokes  the  garbage  collector. 

:add-to-rannabls-procsss”list  item  [Method  o/ vaailla-agsnt] 

This  method  enqueues  a  ruanabls-itsaon  the  agent’s  runnabls-procsss-list.  If  the 
CAOS  instrumentation  package  is  enabled,  it  also  adds  a  line  representing  the  process  to 
the  scrolling-tsxt-panel. 

ichooss-next-runoabls-itsa  [Method  o/ vanilla-agent] 


This  method  removes  the  highest-priority  rtmnable-item  from  the  mnnable-proctit- 
list,  unless  the  number  of  processes  already  handed  to  CARE  is  greater  than  or  equal 
to  •nuaber-oH-ageat-running-procsssss*. 

If  the  CAOS  instrumentation  package  is  enabled,  and  an  item  was  removed  from  the 
queue,  this  method  also  removes  the  line  representing  the  process  from  the  scrolling- 
tszt -panel. 

cschedule-nezt-procass  reium-new-ttems  0/ vanilla-agant] 

This  method  is  called  by  the  scheduler  process  to  hand  the  highest-priority  process  to 
CARE  for  execution.  If  the  state  of  the  process  is  :n«v«r-run,  the  :craata-n««-proc«ss 
method  is  invoked  to  create  a  new  process.  If  the  state  of  the  process  is  :  runnable,  th^ 
process  is  reawakened  by  calling  the  function  resoBe-old-itSB. 

:  reschedule  future  [Method  0/ vanilla-agent] 

This  method  is  invoked  to  suspend  a  process  until  future  has  a  value.  It  fiist  updates 
the  CAO*:  instrumentation,  then  tries  to  run  as  many  processes  as  possible  (to  keep  the 
processor  as  busy  as  possible),  and  then  suspends,  waiting  for  a  packet  on  its  wakeup 
stream.  Upon  reawakening,  it  updates  the  CAOS  instrumentation  once  again,  and  returns 
to  its  caller  (typically  agsndizs). 

:crtats-na«-procsas  runnable-item  [Method  o/vanilla-agsnt] 

This  method  is  called  to  create  a  new  application-level  process.  It  preferentially  recycles 
a  process  waiting  in  the  irss-procsss-qusas  of  the  ears-sits  associated  with  the 
agent.  If  there  are  no  free  processes  available,  it  creates  a  new  process  using  the  facilities 
of  CARE. 

■sssags-handlsr  agent  runnable-item  wakeup-stream  [Process] 

All  CAOSpostings  are  executing  in  processes  in  which  asssago-handlsr  is  the  top-level. 

This  process  is  a  loop,  which  does  the  following; 

1.  Elxecutes  the  message  and  arguments  contained  in  runnable-ttem,  an  instance  of  a 
i-onnablo-itsa. 

2.  Tries  to  pull  the  next  mnnabls-itsM  in  state  :&sTor-nm  off  the  runnabls- 
procsss-list.  If  there  is  such  an  item,  aossago-bandlsr  returns  to  step  I  with 
runnable-item  set  to  the  new  runnabls-itta. 

3.  Otherwise,  the  process  queues  itself  on  the  frss-procsss-qasns  of  its  associated 
cars-sits,  to  be  reused  later.  It  does  this  by  calling  the  function  vait-for-aa- 
icea. 

czar-initializ*  dimensions  file  auz-dtsplay  [Punclion] 

This  function  is  called  to  start  caos.  It  initialize  a  number  of  global  variables,  sets 
up  the  CAOS  instrumentation,  and  reads  the  file,  the  application  file  which  contains  the 
caos-initializs  form. 
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Abstract 

This  paper  describes  the  design  of  a  new  hardware  solution  for  the  cache  coherence 
problem  in  large  scale  shared  memory  multiprocessors.  The  protocol  is  based  on  a 
linked  list  of  caches  and  does  not  require  a  global  broadcast  mechanism  making  our 
solution  scalable.  Directory  based  solutions  proposed  earlier  also  do  not  require  a  global 
broadcast  mechanism.  However,  our  distributed  directory  protocol  has  a  lower  cost  and 
potentially  better  performance  than  the  fully  mapped  directory  based  protocol.  We 
do  not  assume  that  the  network  preserves  the  order  of  messages  and  allow  adaptive 
routing.  Our  solution  also  allows  an  efficient  implementation  of  locks.  This  paper 
describes  the  design  and  implementation  details  of  the  distributed  directory  protocol. 
Performance  issues  will  be  covered  in  a  future  paper.  . 


1  Introduction 

Cache  coherence  is  an  important  well  known  problem  in  shared  memory  multiprocessor 
systems.  If  multiple  caches  are  allowed  to  simultaneously  have  copies  of  a  given  memory 
location,  a  mechanism  must  exist  to  ensure  that  all  copies  remain  consistent  when  the  con¬ 
tents  of  that  memory  location  are  modified.  The  cache  coherence  problem  may  be  solved 
through  hardware  or  software.  Hardware  based  protocols  to  solve  the  cache  coherence  prob¬ 
lem  are  well  understood  for  bus  based  shared  memory  architectures.  Bus  based  hardware 
cache  coherence  protocols  are  also  called  snoopy  cache  coherence  protocols  [3].  The  term 
“snoopy”  is  derived  from  the  fact  that  each  cache  must  watch  all  traffic  on  the  bus  and 
take  appropriate  action  for  addresses  that  are  present  in  the  cache.  However  the  shared  bus 
limits  the  number  of  processors  that  can  be  connected  to  the  bus  without  saturating  it.  To 
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support  scalable  shared  memory  architectures,  the  cache  coherence  protocol  needs  to  be  able 
to  work  in  the  absence  of  a  global  broadcast  mechanism.  Directory  based  schemes  [1,  7j  are 
a  possible  solution  in  this  environment.  We  present  some  drawbacks  of  these  schemes  in 
section  2. 

This  paper  describes  a  new  distributed  directory  cache  coherence  protocol.  The  infor¬ 
mation  about  which  caches  have  copies  of  the  data  is  decentralized  and  distributed  among 
the  cache  lines.  Our  implementation,  like  the  fully  mapped  directory  scheme,  tracks  any 
number  of  cache  copies  and  never  requires  invalidates  to  be  sent  to  all  caches  in  the  system. 
It  has  a  lower  cost  and  potentially  better  performance  than  the  fully  mapped  directory  based 
coherence  scheme  for  expected  memory  and  cache  sizes.  In  the  fully  mapped  scheme,  the 
size  of  the  memory  required  to  hold  the  state  information  is  0{MN),  where  M  is  the  size 
of  main  memory  and  N  is  the  number  of  caches.  In  our  scheme,  on  the  other  hand,  the 
size  0  '.he  memory  required  to  hold  the  state  information  is  only  0{M  log  N).  We  allow 
adaptive  routing  (so  that  network  performance  may  be  more  robust)  and  do  not  assume 
that  the  network  connecting  caches  preserves  the  order  of  messages.  The  network  traffic 
generated  for  invalidations  is  reduced  by  a  factor  of  two  in  our  implementation  compared  to 
a  fully  mapped  directory  scheme  for  networks  that  do  not  preserve  the  order  of  messages. 
An  important  feature  of  this  protocol  is  that  locks  can  be  supported  very  efficiently  with 
minimal  extra  cost. 

This  paper  is  organized  as  follows.  Section  2  describes  the  current  directory  based  so¬ 
lutions  for  cache  coherence  problem.  Section  3  describes  our  distributed  directory  cache 
coherence  protocol.  Section  4  talks  about  replacement  of  lines  and  potential  race  conditions. 
In  section  5  we  consider  network  issues,  potential  deadlocks  and  their  handling.  Section  6 
describes  how  we  intend  to  validate  the  correctness  of  our  protocol.  Section  7  describes  the 
implementation  of  locks  and  section  8  states  our  conclusions  and  future  work. 


2  Directory  Based  Solutions  for  the  Cache  Coherence 
Problem 

We  will  assume  a  very  general  architecture  in  our  discussions.  Figure  1  describes  the  basic 
architecture.  Each  node  consists  of  one  or  more  processing  elements  (P),  a  cache  (C),  a  net¬ 
work  controller  (NC)  and  part  of  the  distributed  global  memory  (DGM).  For  the  distributed 
directory  protocol  we  do  not  assume  that  the  network  preserves  the  order  of  messages.  This 
allows  adaptive  routing  making  the  network  performance  more  robust.  The  directory  based 
protocols  described  in  the  literature  so  far  do  not  allow  out  of  order  message  arrival. 

In  the  directory  based  protocols  there  is  a  directory  “tag’  associated  with  each  line  in 
main  memory.  This  directory  is  used  to  hold  information  about  which  caches  have  copies  of 
the  line.  In  the  fully  mapped  centralized  directory  scheme  [7],  the  directory  has  N  valid  (or 
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a  possible  solution  in  this  environment.  We  present  some  drawbacks  of  these  schemes  in 
section  2. 

This  paper  describes  a  new  distributed  directory  cache  coherence  protocol.  The  infor¬ 
mation  about  which  caches  have  copies  of  the  data  is  decentralized  and  distributed  among 
the  cache  lines.  Our  implementation,  like  the  fully  mapped  directory  scheme,  tracks  any 
number  of  cache  copies  and  never  requires  invalidates  to  be  sent  to  all  caches  in  the  system. 
It  has  a  lower  cost  and  potentially  better  performance  than  the  fully  mapped  directory  based 
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adaptive  routing  (so  that  network  performance  may  be  more  robust)  and  do  not  assume 
that  the  network  connecting  caches  preserves  the  order  of  messages.  The  network  traffic 
generated  for  invalidations  is  reduced  by  a  factor  of  two  in  our  implementation  compared  to 
a  fully  mapped  directory  scheme  for  networks  that  do  not  preserve  the  order  of  messages. 
An  important  feature  of  this  protocol  is  that  locks  can  be  supported  very  efficiently  with 
minimal  extra  cost. 

This  paper  is  organized  as  follows.  Section  2  describes  the  current  directory  based  so¬ 
lutions  for  cache  coherence  problem.  Section  3  describes  our  distributed  directory  cache 
coherence  protocol.  Section  4  talks  about  replacement  of  lines  and  potential  race  conditions. 
In  section  5  we  consider  network  issues,  potential  deadlocks  and  their  handling.  Section  6 
describes  how  we  intend  to  validate  the  correctness  of  our  protocol.  Section  7  describes  the 
implementation  of  locks  and  section  8  states  our  conclusions  and  future  work. 


2  Directory  Based  Solutions  for  the  Cache  Coherence 
Problem 

We  will  assume  a  very  general  architecture  in  our  discussions.  Figure  1  describes  the  basic 
architecture.  Each  node  consists  of  one  or  more  processing  elements  (P),  a  cache  (C),  a  net¬ 
work  controller  (NC)  and  part  of  the  distributed  global  memory  (DGM).  For  the  distributed 
directory  protocol  we  do  not  assume  that  the  network  preserves  the  order  of  messages.  This 
allows  adaptive  routing  making  the  network  performance  more  robust.  The  directory  based 
protocols  described  in  the  literature  so  far  do  not  allow  out  of  order  message  arrival. 

In  the  directory  based  protocols  there  is  a  directory  “tag’’  associated  with  each  line  in 
main  memory.  This  directory  is  used  to  hold  information  about  which  caches  have  copies  of 
the  line.  In  the  fully  mapped  centralized  directory  scheme  (7),  the  directory  has  N  valid  (or 
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the  network  traffic  is  lower^  However,  if  the  buffer  overflows,  the  requests  still  have  to  be 
bounced  back.  Requiring  transactions  to  be  serialized  through  the  centralized  directory  (and 
the  locking  of  lines  while  servicing  a  request  that  requires  a  coherency-related  transaction) 
could  make  the  directory  a  bottleneck. 

To  reduce  the  amount  of  storage  required,  a  number  of  modifications  to  the  above  scheme 
may  be  made.  However,  these  modifications  either  require  the  implementation  of  an  efficient 
broadcast  mechanism  contradicting  our  assumption  about  scalable  systems,  or  may  generate 
excess  network  traffic  along  with  performance  penalties.  For  example,  one  simple  modifica¬ 
tion  is  to  have  i  pointers  per  line  in  the  directory.  Each  pointer  may  point  to  a  cache  that 
has  a  copy  of  the  line.  If  more  that  i  caches  have  copies  of  the  line,  a  broadcast  has  to  be 
done  to  all  caches  to  service  a  write  miss.  The  memory  line  has  to  be  locked  until  all  caches 
acknowledge  the  invalidation.  This  is  classified  as  a  Dir,B  scheme  [1],  where  i  is  the  number 
of  indices  kept  in  the  directory  and  B  stands  for  broadcast.  A  DiviNB  scheme,  where  i  is 
less  than  the  number  of  caches  and  N B  stands  for  no  broadcast,  is  possible  also.  In  such 
a  scheme,  at  most  i  caches  can  have  copies  of  a  line  at  the  same  time.  In  the  case  where  a 
read  miss  occurs  when  i  caches  have  copies  of  the  line,  the  directory  has  to  invalidate  one 
of  the  copies  before  the  data  can  be  supplied  to  the  requesting  cache.  This  might  result  in 
“thrashing”  the  line  between  caches. 


3  The  Distr.ibuted  Directory  Cache  Coherence  Pro¬ 
tocol 

Based  on  a  linked  list  of  caches  [6],  we  now  describe  the  distributed  directory  protocol. 
We  shall  first  provide  the  basic  idea  of  the  protocol  and  then  explain  it  in  further  detail. 
Each  line  in  the  main  memory  and  the  cache  has  a  cache-pointer  field  associated  with  it. 
This  pointer  can  address  any  cache  in  the  system.  The  directory  services  read  or  write 
request  by  changing  cache-pointer  in  the  directory  entry  associated  with  the  line  to  point  to 
the  requesting  cache.  If  the  old  value  of  cache-pointer  is  nil,  a  proper  reply  is  sent  to  the 
requesting  cache.  If  the  old  value  of  cache-pointer  points  to  a  cache,  the  request  is  forwarded 
to  that  cache.  In  case  of  read  misses  the  cache  replies  to  the  requesting  cache  and  the  list 
now  includes  the  requesting  cache.  In  case  of  write  misses,  the  list  has  to  be  invalidated 
before  a  reply  can  be  sent  to  the  requesting  cache. 

The  amount  of  memory  required  for  the  pointer  is  log  N  where  N  is  the  number  of  caches. 
The  total  amount  of  memory  needed  is  thus  0{M  log  N  -f  A^clogW)  where  M  is  the  total 
size  of  main  memory,  N  is  the  number  of  caches  and  c  is  the  size  of  each  cache.  The  above 

*If  there  is  contention  at  the  directory  and  the  the  network  is  lightly  loaded,  then  a  buffer  may  degrade 
the  performance  instead  of  improving  it.  This  is  because  the  directory  controller  would  have  to  spend  time 
managing  the  buffer  and  thus  further  increase  the  contention  at  the  directory. 
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expression  can  be  written  as  0{M{1  +  k)  log  N)  where  k  is  Nc/Nm  (m  being  the  amount  of 
memory  per  node).  We  interpret  k  as  the  ratio  of  the  size  of  cache  memory  per  node  to  the 
size  of  main  memory  per  node. 

Assuming  a  constant .  value  of  k  for  the  machine,  the  amount  of  memory  required  for 
the  distributed  directory  scheme  is  0{M  log  N).  We  can  expect  then,  that  the  cost  of 
implementing  the  distributed  directory  scheme  is  significantly  less  than  the  fully  mapped 
scheme — which  requires  0(MN)  amount  of  memory. 


3.1  The  Protocol 

Cache  coherence  protocols  can  be  effectively  explained  using  state  diagrams.  Each  line  in 
the  cache  has  a  local  state  associated  with  it.  Similarly,  each  line  in  main  memory  has  a 
global  state  associated  with  it.  The  local  states  and  the  global  states  are  used  by  the  cache 
controller  and  memory  controller  respectively  to  take  appropriate  action.  Memory  requests 
issued  by  the  processors  may  be  serviced  by  their  caches.  In  case  of  cache  misses,  the  cache 
controller  issues  requests  to  the  appropriate  main  memory  module.  A  reply  is  subsequently 
received,  either  from  the  main  memory,  or  from  another  cache.  The  communication  between 
the  caches  and  the  main  memory  may  be  considered  to  be  similar  to  asynchronous  message 
passing.  A  read  miss  occurs  when  the  cache  does  not  have  a  valid  copy  of  the  line.  A  write 
miss  occurs  when  the  cache  does  not  have  the  line  in  state  ‘exclusive’.  The  cache  controller 
sends  a  read-miss  ‘RM(c)’  signal  or  a  write-miss  ‘WM(c)’  signal  to  the  main  memory  on  read 
and  write  misses.  Before  a  miss  signal  is  issued  by  a  cache  controller,  a  line  associated  with 
the  address  is  allocated  in  cache  memory.  The  miss  signals  include  the  address  of  the  source 
of  the  request  ‘(c)’. 

Figure  2  shows  the  global  state  diagram  for  the  distributed  directory  protocol.  Table  1 
shows  the  actions  taken  by  the  main  memory  to  respond  to  the  signals.  A  line  in  main 
memory  is  originally  in  state  absent  (A)  (since  it  is  absent  from  all  caches).  Each  request 
causes  the  value  of  cache-pointer  to  be  updated  to  point  to  the  requesting  cache.  If  the  line 
is  absent  from  all  the  caches,  the  main  memory  sends  a  reply  and  changes  its  state  to  present 
(P)  (since  it  is  now  present  in  at  least  one  cache).  Otherwise  the  request  is  forwarded  to 
the  last  cache  to  make  a  request  for  the  same  line.  If  the  line  is  absent  from  all  caches,  the 
directory  sends  a  write-miss-reply  ‘WMR(d)’  or  a  read-miss-reply  ‘RMRD(d)’  for  a  write- 
miss  or  a  read-miss  signal  respectively.  A  read-miss-reply  ‘RMRD(D,d)’  consists  of  the  data 
(d)  and  the  address  (D  for  Directory)  of  the  object  replying  to  to  the  request.  A  write  miss 
reply  ‘WMR(d)’  consists  of  ihe  data.  In  directory  based  protocols,  special  care  has  to  be 
taken  to  handle  races  properly.  The  state  R  is  used  to  handle  races  properly.  We  defer  the 
discussion  about  races  to  section  4. 

Figure  3  shows  the  local  state  diagram  for  the  distributed  directory  protocol.  Table  2 
and  table  3  show  the  actions  taken  by  the  main  memory  to  respond  to  the  signals.  A  line 
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A :  Absent  from  ail  caches 

P ;  Pmsnt  In  one  or  mors  caches 

R.'Raoa 


Figure  2:  Global  State  Diagram 


State 

Signal 

Next  State 

Actions 

A 

RM(c) 

P 

p=sc;  RMRD(d)  to  c 

A 

WM(c) 

P 

p=c;  WMR(d)  to  c 

P 

RM(c) 

P 

Old-p  =s  p 

p=c;  RMR(D,d)  to  c 

P 

WM(c) 

P 

Old'p  sz  p 
p=c:  WMR(d)  to  c 

P 

Re(c.d)i  c=p 

A 

mem  s  data 

P 

Re(c,d);  c!=p 

R 

mem  =  data 

P 

RMFB(c) 

R 

mem  =  RMR(c) 

P 

WMFB(c) 

R 

mem  =:  WMR(c) 

R 

RMFB(c) 

P 

RMR(D,d)  to  c 

R 

WMFB(c) 

P 

WMR(d)  to  c 

R 

Re(c,d);  c!=p 

P 

signal  =  mem 
mem  =:  data 
service  signal 

Table  1:  Global  State  Transitions. 
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I ;  Invalid 
E :  Eaeluaiva 
SH :  Sharad 

WR :  Writing  or  Raading 
PSW :  Ponding  Signal  Writo 
PSR :  Ponding  Signal  Road 
X:RaplacoorlnvatidaM 
IP ;  In  Progroaa 

Figure  3;  Local  State  Diagram  For  Main  States 

is  originally  in  state  invalid  (I).  A  read  ‘Rd’  or  a  write  ‘Wr’  request  from  the  processor 
causes  the  state  to  change  to  writing-or-reading  ‘WR’  and  a  proper  signal  to  be  sent  to  the 
appropriate  main  memory  module  as  show  in  table  2.  On  a  read-miss-reply,  the  value  of 
cache-pointer  is  set  to  be  the  address  of  the  object  sending  the  reply.  This  causes  a  linked 
list  of  caches  that  contain  the  data  in  shared  state  to  be  formed. 

Figure  4  illustrates  the  process  followed  to  set  up  the  linked  list.  Consider  the  case  where 
cache  Cl  has  a  read  miss  for  a  line  followed  by  caches  C2  and  C3.  .As  show  in  fig.  4(a),  cache 
Cl  sends  a  read-miss  signal  to  the  directory.  The  cache-pointer  of  the  line  in  the  directory  is 
made  to  point  to  Cl.  Since  no  other  cache  has  a  copy  of  the  line,  the  main  memory  sends  a 
write-miss-reply  to  Cl.  When  Cl  receives  the  reply  the  line  is  loaded  into  the  cache  in  state 
“exclusive".  Now  when  cache  C2  sends  a  read-miss  to  the  directory,  a  read- miss- forward 
‘RMF’  signal  is  sent  to  Cl  as  shown  in  fig.  4(b).  The  cache-pointer  in  the  directory  now 
points  to  C2.  When  Cl  receives  the  forwarded  signal  it  changes  its  state  to  “shared”  as 
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state 

Signal 

Next  State 

Actions  1 

I 

Rd 

WR 

I 

Wr 

WR 

WM(c) 

I 

ir(c) 

I 

lA  to  c 

I 

RMr(c.d) 

I 

RMFB(c)  to  dir 

I 

WMr(c,d) 

I 

WMFB(c)  to  dir 

WR 

RMRD(c.d) 

E 

Proc  s  data 
cache  s  data;  p  a  c 

WR 

RMR(c,d) 

SH 

Proc  a  data 
cache  a  data;  p  a  c 

WR 

WMR(d) 

E 

cache  a  proper  data 

WR 

WMR-data(d) 

WR-l 

cache  a  proper  data 

WR 

WMR-performed 

WR-1 

WR-1 

WMR-data(d) 

E 

cache  a  proper  data 

WR-l 

WMR'perforfned 

E 

proc  a  data 

WR 

RMF(c) 

PSR 

PS  a  RMR(c) 

WR 

WMF(c) 

PSW 

PS  a  WMR(c) 

E 

Rd 

E 

Proc  a  reply 

E 

Wr 

E 

cache  =  data 

E 

RMF(c,d) 

S 

RMR(o.d) 

E 

WMF(c) 

I 

WMRi.l)  toe 

E 

Rc 

RIP 

Re(c,d) 

SH  or  S 

Rd 

same 

Proc  a  reply 

SH 

RMF(c) 

S 

RMR(c-self.d) 

SH 

WMF(c) 

I 

if  (p=c)  WMR(d)  to  c 
else  WMR-data(d)  to  c 
WMFC(c)  to  p 

S 

WMFC(c) 

I 

If  (psnil  or  p  a  c) 
WMR-performed  to  c 
else 

WMFC(c.d)  to  p 

SH 

Wr 

WRIIP 

1(c)  to  p 

SH 

Rc 

RIIP 

1(c)  to  p 

S;  p  !=  nil 

Wr 

WRXIP 

WM(c) 

1(c)  to  p 

S;  p  =  oil 

Wr 

WR 

WM(c) 

S;  p!=s  nil 

Rc 

IIP 

1(c)  to  p 

S;  p  s  nil 

Rc 

I 

S 

1(c) 

I 

If  panil  lA  to  c 
else  1(c)  to  p 

Table  2:  Main  Local  State  Transitions.  Part  (a). 
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State 

Signal 

Next  State 

Actions 

PSR 

RMR(c,d) 

S 

Proc  =  data 
cache  =  data 
RMR(c-seIf,  d) 

PSR 

WMR(el) 

S 

cache  a  proper  data 
RMR(c-8elf,d) 

PSW 

RMR(c,d) 

I 

Proc  a  data 

WMR(d) 

PSW 

WMR(d) 

I 

cache  a  proper  data 
WMR(proper  data) 

WRXIP 

lA 

WR 

nil 

WRXIP 

WMR(d) 

WIIP 

cache  a  proper  data 

WRXIP 

RMF(c) 

PSRXIP 

PS  a  RMR(c) 

WRXIP 

WMF(c) 

PSWXIP 

PS  a  WMR(c) 

PSRXIP 

WMR(d) 

PSRIIP 

cache  a  proper  data 

PSWXIP 

WMR(d) 

PSWIIP 

cache  a  proper  data 

PSRIIP 

lA 

S 

RMR(c-self,  d) 

PSWIIP 

lA 

I 

WMR(d) 

WIIP 

lA 

E 

WIIP 

RMF(c) 

PSRIIP 

PS  a  RMR(c) 

WIIP 

WMF(c) 

PSWWIIP 

PS  a  WMR(c) 

RIIP 

lA 

RIP 

Re(c,d)  to  dir 

RIP 

RA 

I 

IIP 

lA 

I 

Table  3:  Main  Local  State  Transitions.  Part  (b) 


Figure  4:  Linking  of  caches  due  to  read  misses 
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Figure  5;  Invalidations  due  to  write  misses 

shown  in  table  2.  When  C2  receives  the  reply,  it  sets  its  cache-pointer  to  point  to  Cl  and 
loads  the  line  in  state  “shared-head” .  Thus  a  linked  list  is  formed.  Fig.  4(c)  shows  how  C3 
gets  linked  into  the  list.  When  cache  C3  has  a  read  miss,  the  request  is  forwarded  to  cache 
C2  by  the  directory.  The  cache-pointer  in  the  directory  now  points  to  G3.'  When  C2  receives 
the  forwarded  signal  it  changes  its  state  to  “shared”^,  and  sends  the  reply  ta  C3.  When  C3 
receives  the  reply,  it  sets  its  cache-pointer  to  point  to  Cl  and  loads  the  line  in  state  “shared- 
head”.  In  the  local  state  diagram  shown  in  figure  3  we  have  shown  states  “shared-head” 
(SH)  and  “shared”  (S)  as  one  state  since  they  are  quite  similar  and  this  simplifies  the  figure. 
Cl  sends  a  reply  to  C2.  The  reply  consists  of  the  data  and  the  address  of  Cl. 

Write  misses  cause  a  WM  signal  to  be  send  to  the  directory.  Write  buffering  along  with 
weak  ordering  [9]  is  used  to  allow  the  processor  to  proceed  in  the  case  of  write  misses.  A 
write  is  considered  to  be  issued  when  a  write-miss  is  sent  by  the  cache.  A  write  is  considered 
to  be  performed  when  a  write-miss-reply  is  received  by  the  cache.  A  fence  [15]  operation  may 
be  used  to  ensure  that  all  writes  that  have  been  issued  are  performed  before  the  processor 
is  allowed  to  proceed.  If  a  copy  of  the  line  is  not  present  in  any  other  cache,  the  .directory 
can  directly  send  a  reply.  Otherwise  the  copies  of  the  line  have  to  be  invalidated  before  a 
reply  can  be  sent.  Figure  5  shows  the  sequence  of  events  that  result  when  multiple  caches 
have  a  copy  of  the  line.  The  directory  forwards  the  write  miss  signal  ‘WMF’  to  the  old  head 
pointed  to  by  cache-pointer  and  cache-pointer  is  updated  to  point  to  C4.  When  C3  receives 
the  write-miss-forward  signal,  it  invalidates  its  copy  and  forwards  the  signal  to  C2.  C2  does 
the  same  and  forwards  the  signal  to  CL  Since  the  cache-pointer  of  Cl  points  to  nil,  it  can 
be  determined  locally  that  Cl  is  the  tail  of  the  list  and  a  reply  is  sent  to  C4  after  the  data 
in  Cl  is  invalidated. 

Sometimes,  due  to  replacement  of  lines  it  may  not  be  possible  to  determine  locally  that  a 
cache  is  at  the  tail  of  the  list.  The  scenario  under  which  this  may  happen  will  be  explained 
in  further  detail  in  section  4  on  replacements.  We  present  the  solution  to  this  problem  here. 

"The  distinction  between  “shared-head”  and  “shared”  needs  to  be  done  locally  since  only  the  head  of  the 
t  needs  to  send  data  to  the  main  memory  as  discussed  in  section  4. 
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Consider  the  case  that  a  cache  is  the  current  tail  of  the  list  but  has  a  non-nil  cache  pointer 
(say  C5)  due  to  replacement  of  the  line  in  C5.  In  this  case  a  WMF  signal  is  sent  to  C5. 
The  cache  controller  at  C5  notes  that  it  does  not  have  a  copy  of  the  line  and  sends  a  WMR 
to  the  requesting  cache.  Since  C5  does  not  have  a  copy  of  the  data,  some  means  must  be 
used  to  send  the  data  to  ‘he  requesting  cache.  One  method  may  be  to  have  the  old  head 
(C3)  send  the  data  along  with  the  WMF  signal.  This  would  mean  that  a  WMF  has  a  cache 
line  of  data  associated  with  it.  This  would  result  in  performance  degradation  due  to  excess 
network  traffic  and  other  factors.  A  better  method,  that  we  use,  is  to  let  the  the  old  head 
(C3)  send  a  write-miss-reply-data  signal  to  the  requesting  cache  along  with  the  data.  When 
the  requesting  cache  receives  this  signal  it  stores  the  data  and  may  service  any  read  requests 
that  are  associated  with  this  line  and  are  allowed  to  be  serviced.  A  write-miss-forward-cache 
signal  traverses  the  distributed  directory  and  the  tail  of  the  directory  sends  a  write-miss- 
reply-performed  signal  to  the  requesting  cache.  The  requesting  cache  has  to  receive  both, 
the  write-miss-reply-data  and  the  invalidate-acknowledge  signals  to  ensure  that  a  write  has 
been  “performed”.  To  keep  the  state  diagram  simple,  we  use  a  counter  to  ensure  that  both, 
the  write-miss-reply-data  and  the  write- miss-reply-performed  signal  are  received.  Thus  there 
are  three  difFerrent  kind  of  signals  for  write  miss  replies. 

1.  The  write-miss-reply  signal  carries  the  data  and  implicit  information  that  the  write 
has  been  “performed”.  This  is  sent  when  the  main  memory  directly  sends  the  reply 
to  the  requesting  cache.  It  is  also  sent  by  a  replying  •  ache  if  that  cache  is  in  state 
“exclusive”  when  it  received  the  svrite-miss-forward  signal. 

2.  The  write-miss-reply-data  signal  carries  the  data.  .An  explicit  write-miss-reply-performed 
signal  has  to  be  received  by  the  requesting  cache  before  the  write  can  be  considered 
to  be  “performed”.  This  is  used  by  the  head  of  the  shared  list  to  send  the  data  to  the 
requesting  cache. 

3.  The  write- miss- reply-performed  signal  is  used  to  inform  the  requesting  cache  that  all 
the  caches  that  have  copies  of  the  shared  data  have  been  invalidated.  This  is  normally 
sent  by  the  tail  of  the  shared  list. 

If  the  line  in  the  cache  is  in  state  WR  and  a  RMF  or  WMF  signal  is  received,  it  is  stored 
locally.  The  address  of  the  requesting  cache  is  stored  in  the  cache-pointer  field  of  the  cache 
line  and  the  state  of  the  cache  line  is  changed  to  note  that  a  forwarded  signal  has  been 
stored.  As  shown  in  table  3,  the  state  is  changed  to  pending  signal  read  ‘PSR’,  or  pending 
signal  write  ‘PSW’  depending  on  the  forwarded  signal.  These  signals  are  serviced  when  the 
reply  to  the  local  read  or  write  miss  is  received. 

When  the  data  is  in  shared  state  in  the  cache,  a  write  (Wr)  by  the  processor  produces 
a  write  miss.  In  this  case  an  invalidate  is  sent  to  the  cache  pointed  to  by  the  cache-pointer 
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and  a  WM  is  sent  to  the  appropriate  directory.  The  local  state  is  changed  to  “writing- 
reading-X-in-progress”  WRXIP.  The  state  changes  to  exclusive  when  both,  an  invalidate 
acknowledge  (lA)  and  a  WMR  are  received  as  shown  in  table  3.  If  the  write-miss-reply 
is  received  before  the  invalidate-acknowledge  signal,  the  intermediate  state  VVIIP  (writing- 
invalidate-in-progress)  is  used.  If  the  reverse  happens,  the  intermediate  state  WR  is  used. 
As  we  have  seen,  when  the  directory  controller  receives  a  write  or  read  miss  request,  and 
the  data  is  present  in  some  cache(s),  the  request  is  forwarded  to  the  head  of  the  list.  No 
locking  is  needed  at  the  directory.  The  reply  is  sent  by  a  cache  directly  to  the  requesting 
cache.  This  prevents  the  directory  from  becoming  a  potential  bottleneck  and  overcomes  the 
problems  related  with  locking  the  directory  mentioned  in  section  2. 


4  Races  and  Replacement  of  lines 

Line  replacement  can  cause  certain  race  conditions  to  arise  [4,  16]  in  distributed  directory 
protocols.  In  this  section  we  will  explain  the  mechanisms  involved  with  line  replacement  and 
races  for  the  distributed  directory  protocol.  On  replacement  of  a  cache  line,  data  needs  to 
be  transferred  to  the  directory  when  the  line  in  the  cache  is  in  state  exclusive  (E),  or  it  is 
the  head  of  the  shared  list  (SH).  For  caches  that  are  part  of  a  shared  list,  the  lower  portion 
of  the  list  is  invalidated  when  a  replacement  is  done.  Caches  'hat  are  part  of  a  shared  list, 
but  not  at  the  head  of  the  list,  do  not  have  to  send  data  to  ti-.e  directory  on  replacement. 

If  the  state  is  e.xclusive,  a  replace  signal  ‘Re(c,d)’  is  senf.  to  the  directory.  The  state 
changes  to  replace-in-progress  (RIP).  When  the  directory  receives  the  replace  signal,  it  copies 
the  data  and  sends  a  replace-acknowledge  to  the  cache.  When  the  cache  receives  the  replace- 
acknowledge  signal,  it  changes  the  state  of  the  line  to  invalid  and  can  now  use  if  for  the 
address  that  caused  the  replace  to  occur. 

A  race  may  happen  during  this  replacement.  A  write-miss-forward  (or  read-miss-forward) 
signal  may  be  sent  by  the  main  memory  at  the  same  time  as  the  replace  signal  is  sent  by  the 
cache  to  the  main  memory.  In  order  to  allow  adaptive  routing,  we  do  not  require  that  the 
network  preserve  the  order  of  messages.  The  forwarded  signal  may  reach  the  cache  when  it 
is  in  state  replace-in-progress  or  after  the  cache  has  received  a  replace-acknowledge  signal  in 
which  case  the  cache  no  longer  has  a  copy  of  the  line.  In  either  case,  the  cache  bounces  the 
signal  back  to  the  directory  as  a  write-miss-forward-bounce  WMFB  (or  a  read-niiss-forward- 
bounce)  signal.  The  directory  takes  care  of  this  race.  When  the  main  memory  receives  a 
replace  signal,  it  checks  to  see  if  the  value  of  the  cache-pointer  is  the  same  as  the  address 
of  the  cache  sending  the  replace.  If  it  is,  things  are  fine  and  the  race  did  not  occur.  The 
data  is  copied  to  the  main  memory,  and  the  state  is  changed  to  absent.  If  the  cache-pointer 
has  a  different  value,  it  means  that  a  write-miss  (or  read-miss)  was  received  by  the  directory 
and  this  was  forwarded  to  the  cache  that  sent  the  replace  signal.  When  this  happens,  the 
data  is  copied  to  main  memory  and  the  state  is  changed  to  race.  This  is  shown  in  figure  2 
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and  table  1.  The  forwarded  signal  comes  back  to  the  main-memory  as  a  forward-bounced 
signal  and  is  serviced  by  the  "main  memory.  The  state  is  changed  from  race  to  present  when 
the  forwarded  signal  is  received.  Since  the  network  need  not  preserve  the  order  of  messages, 
the  bounced  signal  may  be  received  before  the  replace  signal  is  received.  If  the  line  in  main 
memory  is  in  state  present  when  a  bounced  signal  is  received,  it  means  that  this  race  has 
occurred.  The  signal  is  stored  locally  and  the  state  is  changed  to  race.  The  signal  can  be 
stored  in  the  memory  line  since  the  line  does  not  have  valid  data.  No  extra  storage  is  required 
to  store  this  signal.  This  stored  signal  is  serviced  when  the  replace  signal  is  received  and  the 
state  is  changed  to  present. 

Now  we  consider  the  case  when  the  cache  is  part  of  a  shared  list.  There  are  two  sub-cases. 
The  cache  may  be  at  the  head  of  the  list  in  state  SH,  or  it  may  be  within  the  shared  list  in 
state  S.  We  first  consider  the  case  when  the  cache  is  within  the  list.  In  this  case,  the  data 
does  not  need  to  be  sent  to  the  directory.  If  the  cache  is  at  the  tail  of  the  list  (its  cache 
pointer  is  nil),  the  state  can  be  changed  to  invalid  and  the  line  can  be  used  immediately. 
Otherwise,  the  cache  sends  an  invalidate-forward  signal  to  the  next  cache  in  the  list  and 
changes  its  state  to  invalidate-in-progress  IIP.  The  cache  that  receives  an  invalidate-forward 
signal  invalidates  its  copy  and  forwards  the  signal  to  the  next  cache.  The  tail  of  the  linked 
list  sends  an  invalidate-acknowledge  signal  to  the  originating  cache.  When  the  invalidate- 
acknowledge  signal  is  received  by  the  originating  cache,  it  chinges  its  state  to  Invalid  and 
the  line  can  now  be  used  for  a  different  address.  It  should  be  noted  here  that  it  is  not  always 
possible  to  determine  locally  that  a  cache  is  the  tail  of  the  list.  For  example,  when  a  cache 
line  that  is  within  the  linked  list  is  replaced,  the  cache  that  is  towards  the  head  does  not  know 
that  it  is  the  new  tail.  To  take  care  of  this,  when  an  invalidate-forward  signal  is  received  by 
a  cache  that  does  not  have  a  valid  copy  of  the  line,  it  sends  an  invalidate-acknowledgement 
signal  to  the  originating  cache. 

More  than  one  cache  that  are  part  of  the  shared  list  may  want  to  replace  their  copies 
of  the  line  at  the  same  time.  In  this  scenario,  the  caches  that  want  to  replace  their  lines 
send  invalidate-forward  messages  to  the  next  cache.  An  invalidate-forward  message  origi¬ 
nating  from  a  cache  (Cl)  may  be  received  by  a  cache  (C2)  while  it  is  in  state  invalidate-in- 
progress.  In  this  case,  the  invalidate-forward  signal  is  stored  locally  at  C2  and  an  invalidate- 
acknowledgement  is  sent  to  Cl  when  C2  receives  an  invalidate-acknowledgement  for  its  own 
replacement. 

Now  we  consider  the  case  when  the  cache  is  the  head  of  the  shared  list,  i.e.  its  state 
is  SH.  In  this  case  the  data  needs  to  be  sent  to  the  main  memory  on  replacement.  First, 
an  invalidate-forward  signal  as  sent  to  the  next  cache  and  the  state  is  changed  to  replace- 
invalidate-in-progress.  When  the  invalidate-acknowledgement  is  received,  the  state  is  changed 
to  replace-in-progress  and  a  replace  signal  is  sent  to  the  directory  along  with  the  data. 
The  main  memory  follows  the  same  procedure  as  described  previously  and  sends  a  replace- 
acknowledge  signal  to  the  cache.  The  cache  can  then  change  the  state  of  the  line  to  invalid 
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and  use  it  for  the  address  that  caused  the  replace  to  occur. 

Certain  optimizations  to  this  basic  scheme  are  possible.  For  example,  a  fully  associative 
replacement  buffer  may  be  used  to  buffer  the  lines  that  are  in  the  process  of  being  replaced. 
This  would  minimize  the  effect  of  replacement  of  lines.  The  size  of  this  buffer  is  expected  to 
be  small. 


5  Network  Issues  and  Deadlocks 

Any  interconnection  network  may  be  used  to  connect  the  nodes  to  each  other.  Thus  the 
network  may  any  combination  of  a  multistage  interconnection  network,  a  torus,  a  mesh  etc. 
using  store  and  forward  routing,  virtual  cut-through  routing,  wormhole  routing,  adaptive 
routing  etc.  However,  it  should  be  ensured  that  the  routing  algorithm  that  is  used  is  deadlock 
free.  A  number  of  deadlock  free  algorithms  for  various  networks  have  been  proposed  in  the 
literature  [8,  12,  10]. 

Usually,  to  prove  that  a  network  is  deadlock  free,  it  is  assumed  that  a  message  arriving 
at  its  destination  node  is  eventually  consumed.  In  directory  based  protocol  this  assumption 
is  not  necessarily  true  since  when  a  message  is  received,  another  one  may  have  to  be  sent 
before  the  message  may  be  considered  to  be  ''nsumed. 

In  the  distributed  directory  protocol  we  have  to  take  care  of  the  following  kinds  of  dead¬ 
locks. 

1.  Request-reply  deadlock:  When  a  miss  request  is  received  by  a  directory,  a  reply  has 
to  be  sent  (assuming  the  line  is  absent  from  all  other  caches)  to  the  requesting  cache 
before  the  request  can  be  considered  to  be  consumed.  This  can  produce  a  request-reply 
deadlock. 

2.  Request-request  deadlock:  When  a  miss  request  is  received  by  a  directory,  a  request 
may  need  to  be  forwarded  (assuming  the  line  is  present  in  another  cache)  to  another 
node  before  the  request  can  be  considered  to  be  consumed.  This  can  produce  a  request- 
request  deadlock. 

3.  Reply-reply  deadlock:  When  a  reply  is  received  by  a  cache,  it  is  possible  that  a  reply 
needs  to  be  sent  (assuming  that  there  is  a  pending  signal  for  the  line)  to  another  node 
before  the  reply  can  be  considered  to  be  consumed.  This  can  produce  a  reply-reply 
deadlock. 

To  take  care  of  these  deadlocks,  we  use  three  logical  networks  along  with  time-outs.  A 
request  network  is  for  the  requests,  a  reply- network  is  used  to  send  all  the  replies  and  an 
exception-network  is  used  to  send  the  exception  retry  signals  on  time-outs. 
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Request-reply  deadlocks  are  taken  care  of  by  having  different  request  and  reply  networks. 
The  exception-network  allows  us  to  take  care  of  request-request  and  reply-reply  deadlocks. 

Let  us  consider  a  request-request  deadlock  to  explain  the  mechanism  for  time-outs.  When 
a  miss  request  is  received  by  the  directory,  it  needs  to  be  forwarded  to  the  head  of  the  list 
if  the  line  is  present  in  any  cache.  Thus  the  request  cannot  be  consumed  before  another 
request  is  sent  out.  This  may  generate  cycles  in  the  network  resulting  in  deadlock.  A  time¬ 
out  mechanism  is  used  to  handle  such  cases.  On  a  time-out,  an  exception  is  sent  to  the 
originating  cache  (say  Cl)  along  with  a  modification  of  the  original  request.  The  directory 
follows  the  same  protocol  as  it  would  if  the  request  could  have  been  successfully  forwarded 
i.e.  it  changes  its  cache-pointer  to  point  to  Cl  and  changes  the  global  state  if  required.  The 
original  request  is  modified  to  include  the  address  of  the  cache  (say  C2)  that  the  request 
would  have  been  forwarded  to.  When  Cl  receives  the  exception  signal,  it  now  directly  sends 
the  request  to  C2. 


6  Correctness  of  the  Protocol 

The  correctness  of  cache  coherence  protocols  is  a  very  important  issue.  As  cache  coherence 
protocols  become  more  complex,  it  becomes  increasingly  important  to  analyze  the  correctness 
of  the  protocol.  We  plan  to  validate  the  correctness  of  our  protocol  by  building  simulation 
models  of  the  protocol  and  by  using  suitable  test  programs  to  drive  the  simulation  models. 


7  Efficient  Implementation  of  Synchronization  Vari¬ 
ables 

In  shared  memory  architectures  it  is  very  important  to  handle  locks  and  barriers  efficiently. 
The  distributed  cache  coherence  scheme  can  be  used  to  implement  a  very  efficient  scheme  of 
locks  at  minimal  extra  cost.  The  implementation  of  locks  allows  us  to  provide  an  efficient 
software  solution  of  barriers.  ' 


7.1  Distributed  Locks 

.Most  architectures  have  some  form  of  atomic  test&set  instruction  to  implement  spin  locks  [2]. 
The  test&:set  instruction  sets  the  value  of  a  memory  location  and  atomically  returns  the  old 
value.  When  a  process  wants  access  to  a  lock,  the  processor  performs  the  test-^set  instruction. 
If  the  operation  is  succescful,  the  processor  continues.  Otherwise  the  processor  repeatedly 
tries  to  access  the  lock  until  it  Is  successful.  This  mechanism  is  known  as  spin  lock  or  busy 
wait.  Spinning  on  a  test&set  instruction  can  cause  a  lot  of  network  traffic.  The  network 
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procedure  lock(var) 
begin 

Queue-Lock (var) 
while  (TestftSet(var)) 
Queue-Lock(var) 

end 


Figure  6:  Lock  procedure 

traffic  due  to  busy  wait  is  O(iV^)  where  N  equals  the  number  of  processors  that  are  busy¬ 
waiting.  This  can  be  confirmed  by  noting  that  each  time  a  lock  is  released,  only  one  processor 
is  successful  in  getting  the  lock,  but  each  processor  performs  the  test&set  operation.  Such 
implementations  of  locks  can  result  in  starvation  and  the  accessing  of  locks  is  not  fair. 

The  distributed  cache  coherence  protocol  allows  an  implementation  of  locks  that  makes 
the  network  traffic  minimal.  Lock  requests  are  queued  and  normally  serviced  in  FIFO  order^ 
The  network  traffic  is  0(N).  Fine  grain  locking  is  provided  by  having  a  lock  bit  per  cache¬ 
line  (5).  The  main  advantage  of  providing  a  lock  bit  per  cache  line  is  that  the  data  associated 
with  the  lock  is  obtained  at  the  same  time  as  the  lock. 

Figure  6  shows  the  code  for  a  lock  procedure.  The  queue-lock  instruction  is  used  to  join 
a  queue  of  nodes  waiting  for  a  lock.  A  cache  line  with  the  lock  bit  set  is  allocated  on  a 
queue-lock  (QL)  instruction.  The  test&set  instruction  returns  a  value  of  ‘true’  until  the  lock 
is  obtained  at  the  local  cache. 

The  queue  of  locks  is  formed  in  a  similar  way  as  the  linked  list  for  caches  that  have 
shared  copies  of  a  line  are  formed.  The  implementation  of  locks  requires  a  few  extra  states 
and  locks.  Figure  7  shows  the  global  state  diagram  for  lines  using  lock  bits.  Such  lines  are 
called  hard  atoms  [5].  Table  4  shows  the  corresponding  transition  table.  Figure  8  shows  the 
local  state  diagram  for  hard  atoms  and  table  5  shows  the  corresponding  transition  table. 

When  a  queue-lock  instruction  is  executed,  a  line  in  state  lock- in- progress  ‘LIP’  is  allo¬ 
cated  and  a  lock-miss  ‘LM’  signal  is  sent  to  the  directory.  If  no  other  cache  has  locked  the 
line,  the  directory  sends  a  lock  granted  ‘LG’  signal  along  with  the  data.  The  first  cache  that 
receives  the  lock-granted  signal  from  the  directory  is  considered  as  the  upstream  end.  Oth¬ 
erwise  the  directory  updates  its  cache-pointer  to  point  to  the  requesting  cache  and  forwards 
the  lock-miss  signal  to  the  cache  pointed  to  by  cache-pointer  previously.  The  cache  that 
receives  this  forwarded  signal,  stores  the  address  of  the  requesting  cache  (the  downstream 
pointer)  in  its  cache-pointer  field.  A  set-upstream-pointer  ‘SUP’  signal  with  the  old  value  of 

^The  FIFO  order  may  not  be  exactly  preserved  in  the  unlikely  case  that  the  cache  line  associated  with 
the  lock  has  to  be  replaced. 
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Figure  7:  Global  states  for  hard  atoms  (locks) 


State 

Signal 

Next  State 

Actions  1 

A 

LM(c) 

L 

psc;  LMR(Did)  to  c 

L 

LM(c) 

L 

01d-p=sp!  p=5C 

IMF(c)  to  Old-p 
SBP(Old-p)  to  c 

L 

R(c,d)i  c=p 

A 

meinsdata 

L 

R(c,d);  c!=p 

L 

LG-Next(c,d)  to  p 

L 

RL(c.d) 

HR 

memsdata 

UA  to  c 

L 

RM(c) 

HR 

mem=WMRL(c) 

L 

WM(c) 

HR 

memssWMRI«(c) 

I, 

release-lock(c,d) 

I- 

reIease>lock(d)  to  p 

HR 

LM(c) 

HR 

Old-pssp;  psc 

I.-MF(c)  to  Old-p 
SBP(Old-p)  to  c 

HR 

RM(c)  or  WM(c) 

L 

WMRL(d)  to  c 

HR 

RL(c,d) 

L 

signalsmem 
memsdata 
service  signal 

Table  4:  Main  global  state  transitions  for  hard  atoms. 
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Signal 

Next  State 

Actions 

— 1~ 

LM(c) 

I 

TfcS 

I 

return  1  to  proc 

LIP 

LG(D,d)  or  retease>lock(c,d) 

LH 

cache  =  data 

LIP 

SUP(c) 

UP 

up  =s  C 

LIP 

LG(c,d)  or  releas«-lock(c,d) 

LG 

cache  =  data 

LIP 

LMF(c) 

LIP 

PS  =  LG(c);  set  DPP 

LH 

Testl^Set 

L 

Proc  =  0 

LH 

LMF(c) 

LH 

PS  =  LG(c);  set  DPP 

LH 

Rc 

A2 

Re(c,d)  to  dir 

UP 

LG(c,d)  or  release-lock(c,d) 

LH  cache  =:  data 

UP 

LMF(c) 

UP 

PS  =  LG(c);  set  DPP 

UP 

Rc 

Al 

UUP  (c.bp)  to  dir 
UDP(c.nil)  to  BP 

LG 

SUP(c) 

LH 

nil 

LG 

LMF(c) 

LG 

PS  =  LG(c);  set  DPP 

L 

Unlock;  OPP  not  set 

LHU 

nil 

L 

Unlock;  DPP  set 

I 

LG(c.d) 

L 

LMF 

L 

PS  =  LG(c);  set  DPP 

L 

Rc 

A2 

RL(c,d)  to  dir 

L 

T1:S 

L 

return  1  to  proc 

LHU 

TesticSet 

L 

Proc  =  0 

LHU 

LMF(c) 

I 

LG(c,d) 

LHU 

Rc 

A2 

R(c.d)  to  dir 

LF 

Unlock 

I 

LG(c.d) 

LF 

Rc 

A2 

RL(c,d)  to  dir 

A1 

UA  or 

LMF(c) 

A2  nil 

A2 

UA  or  LMr(c) 

I 

nil 

wa 

WMRL 

LFX 

LFX 

Unlock 

I 

release-lock  to  dir 

X 

releMe-lock(c,d);c  Is  up 

X 

release-lock  to  up 

Table  5:  Local  state  transitions  for  hard  atoms. 
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Figure  8:  Local  states  for  hard  atoms 

the  cache-pointer  is  also  sent  to  the  requesting  cache.  The  last  requesting  cache  is  considered 
as  the  downstream  end.  The  directory  points  to  the  downstream  end.  The  requesting  cache 
stores  this  upstream  pointer  in  its  data  field.  In  this  way,  a  doubly  linked  list  of  caches  wait¬ 
ing  for  a  lock  is  formed.  Lines  that  are  in  state  “lock-in-progress”  do  not  have  valid  data,  so 
these  lines  can  store  the  upstream  pointers  for  the  doubly  linked  list  without  requiring  e.xtra 
memory  storage.  The  “lock-in-progress”  state  has  a  few  sister  states  that  are  used  to  ensure 
that  the  signals  required  to  form  the  doubly  linked  list  are  received.  If  the  lock-granted  signal 
is  received  first,  the  sister  state  LG  is  used.  If  the  SUP  signal  is  received  first,  the  sister 
state  UP  is  used.  When  both  these  signals  are  received,  the  state  becomes  lock-held  ‘LH’ 
and  the  lock  bit  is  unset.  Now  a  Test&Set  instruction  can  be  completed  successfully.  More 
than  one  processor  may  share  a  cache  and  there  may  be  more  than  one  process  contending 
for  the  same  lock.  When  a  lock-granted  signal  is  received,  a  process  has  to  obtain  the  lock 
and  release  it  to  allow  other  caches  waiting  for  the  lock  to  get  the  lock.  If  no  other  cache 
wants  the  lock,  the  line  is  held  locally.  Locking  and  unlocking  of  the  line  by  processes  that 
share  the  cache  can  now  be  done  in  the  cache  very  efficiently  without  requiring  any  network 
traffic.  After  the  lock  has  been  used  once  locally  and  a  lock-miss-forward  signal  is  received, 
the  lock  is  granted  to  the  next  cache  in  the  queue.  The  grant  signal  does  not  have  to  go 
through  the  directory  and  the  data  is  passed  between  the  caches. 

Unlocking  of  locked  lines  by  processes  other  than  the  one  that  performed  the  lock  is 
allowed.  A  unlock  signal  is  sent  to  the  directory  which  forward  the  signal  to  the  tail  of  the 
queue  of  caches.  The  signal  flows  upstream  until  it  reaches  the  head  node  with  the  locked 
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line. 

Modulo  replacement,  lock  requests  are  serviced  in  FIFO  order  and  starvation  is  eliminated 
if  there  is  one  process  per  cache.  This  solution  only  requires  0{N)  operations.  A  somewhat 
similar  scheme  has  been  proposed  by  Goodman  et.al.  [11],  however  their  implementation 
requires  the  interconnect  to  support  global  broadcasts  and  the  transfer  of  the  lock  and  data 
to  the  next  cache  in  the  queue  requires  interactions  with  the  main  memory,  resulting  in  more 
network  traffic. 

Replacement  of  lines  in  caches  that  are  queued  for  the  lock  is  allowed  by  sending  signals  to 
the  upstream  and  downstream  caches  to  update  their  links  and  waiting  for  acknowledgements 
before  the  line  is  replaced.  To  avoid  deadlocks,  signals  from  the  upstream  side  cure  given 
higher  priority.  The  replacements  is  thus  non  destructive.  The  process  associated  with 
the  line  that  got  replaced  'ssues  a  queue-lock  instruction  at  a  later  time  to  join  the  queue 
again.  If  the  line  associated  with  the  queue-lock  instruction  is  not  absent  from  the  cache, 
the  instruction  does  not  cause  any  actions.  Replacement  of  locked  lines  is  done  similcurly  by 
updating  the  backward  link  of  the  next  cache  to  point  to  the  directory.  The  data  is  copied 
to  the  main  memory  and  the  global  state  becomes  HR  implying  that  a  held  lock  has  been 
replaced.  The  process  that  held  the  lock  is  free  to  migrate.  A  subsequent  read  or  write  miss 
by  the  process  causes  the  line  to  be  loaded  in  locked  state  in  the  cache.  When  a  locked  line  is 
replaced,  the  forward  pointer  is  lost.  In  such  cases,  when  the  lock  is  released,  a  release-lock 
signal  is  sent  to  the  directory  which  in  turn  forwards  it  to  the  cache  pointed  at  by  cache- 
pointer.  The  signal  flows  upstream  until  it  reaches  a’cache  whose  back  pointer  points  to  the 
directory.  The  FIFO  order  of  granting  locks  is  then  resumed.  Processes  that  have  issued  the 
queue-lock  instruction,  but  not  yet  obtained  the  lock  successfully  are  allowed  to  migrate  by 
making  the  operating  system  replace  the  lines  in  state  lock-in-progress  associated  with  the 
process  that  has  to  be  migrated.  This  is  done  by  maintaining  a  data  structure  that  contains 
the  address  of  lock  lines  requested  by  the  process,  but  not  locked  by  that  process.. 

7.2  Barriers 

Barriers  are  an  important  form  of  synchronization  in  shared  memory  multiprocessors.  Ex¬ 
ecution  of  a  thread  of  control  cannot  proceed  beyond  a  barrier  until  a  specified  number  of 
threads  have  reached  the  barrier.  Most  architectures  would  implement  a  barrier  as  follows. 
A  shared  vwiable  rvum-barrier  is  initialized  to  the  number  of  threads  that  must  wait  at 
a  barrier.  There  is  also  a  lock  associated  with  the  num-barrier.  When  a  thread  reaches 
a  barrier,  it  performs  a  lock,  decrements  the  num-barrier  and  performs  an  unlock.  If  the 
value  of  num-barrier  is  zero,  it  sets  a  barrierJlag  to  true.  The  thread  then  spins  on  a 
barrier-flag  in  its  local  cache  until  the  value  of  barrier  jflag  becomes  true,  at  which  point 
the  thread  can  proceed.  The  Sequent  Balance  21000  software  provides  a  similar  solution. 
This  algorithm  takes  Cl{N)  time  units  to  e.xecute.  For  large  N,  the  critical  section  would 
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become  a  bottleneck. 

The  implementation  of  locks  described  above  allows  for  a  very  efficient  implementation 
of  barriers  in  software.  Our  algorithm  is  based  on  “the  tournament  algorithm”  proposed 
in  [13]  and  [14].  The  code  for  the  barrier  procedure  is  shown  below.  The  algorithm  uses  a 
binary  tree  to  synchronize  the  processes. 

fdefine  NUM.LOCKS  10  /*  NUMLQCKS  =  number-of -processes  -  1  */ 
mutex  Lock. Array [NUM.LOCKS] ; 
int  flagCNUM.LOCKS]; 
int  turnCNUM.PROCS] ; 

InitO 

for(i*0 ;  KNUM.PROC;  i++)  { 

Lock_ArrayCi]=i 

tumCi]*0; 

•  > 

f  or  (i*0 ;  KNUM.LOCKS ;  i++)  { 
flagCi]»0; 

} 

} 

Barrier (process.id) 

index  »  process.id;  /*  from  -6  to  0  for  example  */ 
turn [index]  =  1  -  turn [index] 
while (index  <  NUM.LOCKS)  { 
index  =  next [index]; 
lock [Lock.Array [index]] ; 

Lock. Array [index] ++; 
if  (Lock.Array [index]  ==  index)  { 
unlock [Lock.Array [index] ; 
while  (flag [index]  !=  turn [index] ) ; 
left.child.index  =  left.child [index] ; 
right. child.index  =  right .child [index] ; 
flag[left.child.index]  =  1  -  flag[left.child.index] ; 
flag [right. child.index]  =  1  -  flag [right. child.index] ; 

> 

else  { 

unlock [Lock.Array [index]] ; 
index — ; 

} 
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Figure  9:  Static  tree  used  for  barrier  synchronization 
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Table  6:  Table  representing  the  topology  of  the  static  tree 


} 

flag [index]  »  1  -  flag [index]; 

The  basic  idea  of  the  algorithm  is  simple.  A  static  binary  tree  of  is  used  to  synchronize 
pairs  (buddies)  of  processes.  The  structure  of  the  tree  for  a  seven  process  barrier  is  shown 
in  figure  9.  Table  6  shows  the  table  for  the  arrays  used  in  the  algorithm.  At  each  leveh 
the  buddy  that  e-xecutes  the  lock  successfully  first,  waits  at  that  level.  The  buddy  process 
that  obtains  the  lock  next  goes  to  the  next  level  in  the  tree.  When  two  buddies  reach  the 
root  of  the  tree,  it  implies  that  all  processes  have  reached  the  barrier.  This  information 
is  passed  down  the  tree  to  the  buddies  that  executed  the  lock  first.  The  network  traffic 
generated  by  our  algorithm  is  0(log(W)).  Due  to  the  efficient  implementation  of  locks 
provided  by  the  distributed  directory  cache  coherence  protocol,  the  software  solution  for 
barrier  synchronization  would  produce  minimal  network  traffic. 


8  Conclusions  and  Future  Work 

We  have  presented  a  new  protocol  for  providing  cache  coherence  in  large  scale  shared  memory 
machines.  The  protocol  provides  efficient  means  to  implement  locks  at  minimal  cost.  The 
scalability  and  cost  benefits  of  the  protocol  makes  it  appear  to  be  a  possible  solution  for 
the  cache  coherence  problem  in  large  scale  shared  memory  multiprocessors.  An  analytic  or 
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simulation  analysis  of  the  protocol  needs  to  be  done  to  determine  the  performance.  We  will 
report  the  results  of  our  performance  analysis  in  a  future  paper. 
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Abstract 

This  paper  describes  a  new  hardware  solution  and  protocol  for  the  cache  coherence  problem 
in  large  scale  shared  memory  multiprocessors.  The  protocol  is  based  on  a  linked  list  of  caches 
and  (to  ensure  a  scalable  design)  does  not  requite  a  global  broadcast  mechanism.  Fully-mapped 
directory-based  solutions  proposed  earlier  also  do  not  requite  a  global  broadest  mechanism. 
However,  our  solution  has  lower  cost  and  potentially  better  performance  than  the  fully-mapped 
directory-based  protocol  for  high  performance  systems.  Further,  we  do  not  assume  that  the 
network  preserves  the  order  of  messages.  Thus  we  do  not  preclude  adaptive  routing.  Our 
solution  also  allows  an  efficient  implementation  of  locks. 

Key  Words;  Parallel  systems,  shared  memory,  cache  coherence  protocols. 


1  Introduction 

Cache  coherence  is  an  important  well  known  problem  in  shared  memory  multiprocessor  systems. 
If  multiple  caches  are  allowed  to  simultaneously  have  copies  of  a  given  memory  location,  a  mech¬ 
anism  must  exist  to  ensure  that  all  copies  remain  consistent  when  the  contents  of  that  memory 
location  are  modified.  Cache  coherence  protocols  are  well  understood  for  bus-based  shared  mem¬ 
ory  architectures [3].  These  protocols  are  also  called  snoopy  cache  coherence  protocols.  The  term 
‘snoopy’  is  derived  from  the  fact  that  each  cache  must  watch  all  traffic  on  the  bus  and  take  ap¬ 
propriate  action  for  addresses  that  are  present  in  the  cache.  Addresses  are,  in  effect,  transmitted 
to  each  cache  by  global  broadcast.  The  shared  bus  limits  the  number  of  processors  to  the  number 
that  can  be  connected  to  the  bus  without  saturating  it.  To  support  scalable  shared  memory  archi¬ 
tectures,  the  cache  coherence  protocol  needs  to  be  able  to  work  in  the  absence  of  a  global  broadcast 
mechanism.  Centralized  directory  based  schemes[l,7]  are  a  possible  solution  in  this  environment. 
We  present  some  drawbacks  of  these  schemes  in  section  2. 

Based  on  a  linked  list  of  caches[6],  this  paper  describes  a  new  distributed  directory  cache 
coherence  protocol.  The  information  about  caches  which  have  copies  of  the  data  is  decentralized 

’This  work  was  supported  by  equipment  provided  by  the  Knowledge  Systems  Laboratory  (KSL),  Department  of 
Computer  Science,  Stanford  University. 
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and  distributed  among  the  cache  lines.  Our  implementation,  like  the  fully  mapped  centralized 
directory  scheme(7],  tracks  any  number  of  cache  copies  and  never  requires  invalidates  to  be  sent  to 
all  caches  in  the  system.  It  has  a  lower  cost  and  better  performance  than  the  fully  mapped  directory 
based  coherence  scheme  for  expected  memory  and  cache  sizes  in  high  performance  systems.  In  the 
fully  mapped  scheme,  the  size  of  the  memory  required  to  hold  the  state  information  is  0{MN), 
where  M  is  the  size  of  main  memory  and  N  is  the  number  of  caches.  In  our  scheme,  on  the  other 
hand,  the  size  of  the  memory  required  to  hold  the  state  information  is  only  0{M  log  N).  We  allow 
adaptive  routing  (so  that  network  performance  may  be  more  robust)  and  thus  do  not  assume  that 
the  interconnection  network  preserves  the  order  of  messages.  The  network  traffic  generated  for 
invalidations  is  reduced  by  a  factor  of  two  in  our  implementation  compared  to  a  fully  mapped 
directory  scheme  for  networks  that  do  not  preserve  the  order  of  messages.  An  important  feature  of 
this  protocol  is  that  locks  can  be  supported  very  efficiently  with  minimal  extra  cost.  , 

This  paper  is  organized  as  follows.  Section  2  describes  the  directory  based  protocols  and  provides 
the  necessary  background  for  the  rest  of  the  paper.  Section  3  describes  the  distributed  directory 
protocol  along  with  a  simple  performance  analysis.  Section  4  describes  the  implementation  of  locks. 
Section  5  states  our  conclusions  and  future  work. 


2  What’s  Wrong  With  Centralized  Directory  Entries? 

In  the  fully  mapped  centralized  directory  scheme  (7),  the  directory  has  N  valid  (or  ‘present’)  bits 
per  line,  where  N  is  the  number  of  caches.  The  amount  of  storage  needed  for  the  directory  in  the 
fully  mapped  scheme  is  thus  0{MN),  where  M  is  the  size  of  main  memory.  If  a  cache  has  a  copy 
of  the  line,  the  present  bit  corresponding  to  that  cache  is  set.  The  directory  also  has  a  dirty  bit.  If 
the  dirty  bit  is  set,  only  one  of  the  caches  can  have  a  copy  of  the  line. 

On  a  read  miss,  the  directory  is  checked  to  see  if  the  block  is  dirty  in  another  cache.  If  so, 
consistency  is  maintained  by  copying  the  dirty  block  back  to  the  memory  before  supplying  the 
data.  To  ensure  correct  operation,  the  memory  line  has  to  be  ‘locked’  by  the  directory  controller 
until  the  write-back  signal  is  received  from  the  cache  with  the  dirty  block.  No  other  coherency 
related  operations  on  this  line  may  be  undertaken  while  a  line  is  locked.  If  the  line  is  not  dirty 
in  another  cache,  then  data  is  supplied  from  the  main  memory  and  the  corresponding  present  bit 
is  set  in  the  directory.  On  a  write  miss,  the  central  directory  is  checked  to  determine  the  state  of 
the  line.  If  the  line  is  dirty  in  another  cache,  then  the  line  is  first  flushed  from  the  cache  before 
supplying  the  data.  The  memory  line  is  locked  while  this  is  being  done.  If  the  line  is  clean  in  other 
caches,  invalidate  signals  are  sent  to  the  caches.  The  memory  line  is  locked  until  acknowledgements 
are  received  from  the  caches.  The  data  can  then  be  supplied  to  the  requesting  cache.  Care  has  to 
be  taken  to  handle  race  conditions  properly.  These  race  conditions  and  their  handling  are  discussed 
in  [4,14]. 

The  locking  of  lines  by  the  directory  controller  impacts  the  performance  and  design  comple.xity 
of  the  cache  coherence  scheme.  Requests  that  arrive  while  a  line  is  locked  have  o  be  either  buffered 
at  the  directory,  or  else  bounced  back  to  the  source  to  be  reissued  at  a  later  time.  If  the  requests  are 
buffered  at  the  directory,  the  network  traffic  is  lower.  However,  if  the  buffer  overflows,  the  requests 
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still  have  to  be  bounced  back.  This  complicates  the  design  of  the  protocol  (and  the  directory 
controller  that  implements  it).  If  the  directory  controller  is  multithreaded,  requests  for'  a  line 
that  is  not  locked  can  be  serviced  immediately.  However,  implementing  a  multithreaded  directory 
controller  may  be  impractical  due  to  its  complicated  design  [14].  If  the  directory  controller  is 
not  multithreaded,  requests  for  no  line  can  be  serviced  until  the  current  request  for  that  rnemory 
module  is  serviced.  Locking  the  whole  memory  module  while  servicing  a  request  for  any  line  that 
requires  a  coherency  related  transaction  could  make  the  directory  a  potential  bottleneck. 

To  reduce  the  amount  of  storage  required,  a  number  of  modifications  to  the  above  scheme  may 
be  made.  However,  these  modifications  either  require  the  implementation  of,  an  efficient  broadcast 
mechanism  (contradicting  our  assumption  about  scalable  systems),  or  may  generate  excess  network 
traffic  along  with  performance  penalties.  For  example,  one  simple  modification  is  to  have  i  pointers 
per  line  in  the  directory.  Each  pointer  may  point  to  a  cacho  that  has  a  copy  of  the  line.  If  more  that 
j  caches  have  copies  of  the  line,  a  broadcast  has  to  be  done  to  all  caches  to  service  a  write  miss. 
The  memory  line  has  to  be  locked  until  all  caches  acknowledge  the  invalidation.  This  is  classified 
as  a  JDiriB  scheme  in  [1],  where  i  is  the  number  of  indices  kept  in  the  directory  and  B  stands  for 
broadcast.  A  DiriNB  scheme,  where  i  is  less  than  the  number  of  caches  and  NB  stands  for  no 
broadcast,  is  possible  also.  In  such  a  scheme,  at  most  i  caches  can  have  copies  of  a  line  at  the  same 
time.  In  the  case  where  a  read  miss  occurs  when  i  caches  have  copies  of  the  line,  the  directory  has 
to  invalidate  one  of  the  copies  before  the  data  can  be  supplied  to  the  requesting  cache.  This  might 
result  in  ‘‘thrashing”  the  line  between  caches. 

3  How  Would  Distributed  Directory  Entries  Be  Better? 

We  will  assume  a  very  general  computing  system  structure  in  our  discussions.  Figure  1  describes 
this  basic  architecture.  Each  node  consists  of  one  or  more  processing  elements  (P),  a  cache  (C), 
a  network  controller  (NC)  and  part  of  the  distributed  global  memory  (DGM).  The  DGM  includes 
the  directory.  For  the  distributed  directory  protocol  we  do  not  assume  that  the  network  preserves 
the  order  of  messages.  This  allows  adaptive  routing  (making  network  performance  more  robust). 
We  are  not  aware  of  directory  based  protocols  described  in  the  literature  that  allow  out  of  order 
message  arrival. 

3.1  The  Cost  is  Lower 

In  our  distributed  directory  protocol,  caches  that  share  data  are  linked  together  in  a  list.  We  first 
present  the  general  outline  of  the  protocol  here  and  explain  it  in  further  detail  in  section  3.2.  Each 
line  in  the  main  memory  and  the  cache  has  a  cache-pointer  field  associated  with  it.  This  pointer  can 
address  any  cache  in  the  system.  The  directory  services  a  read  or  write  miss  request  by  changing 
the  cache-pointer  in  the  directory  entry  associated  with  the  line  to  point  to  the  requesting  cache. 
If  the  old  value  of  the  cache-pointer  is  nil,  a  reply  is  sent  directly  to  the  requesting  cache.  If  the 
old  value  of  the  cache-pointer  points  to  a  cache,  the  request  is  forwarded  to  that  cache.  In  case  of 
read  misses,  that  cache  replies  to  the  requesting  cache,  and  the  distributed  list  now  includes  the 
requesting  cache.  In  case  of  write  misses,  the  distributed  list  has  to  be  invalidated  before  a  reply 


4-530 


NOMI 


NOMt 


NOOCti 


Figure  1:  The  basic  architecture 

can  be  sent  to  the  requesting  cache.  A  read  miss  reply  consists  of  the  data  and  address  of  the  cache 
or  memory  module  replying  to  the  request.  A  write  miss  reply  consists  of  the  data. 

The  amount  of  memory  required  for  the  pointer  is  log  N  where  N  is  the  number  of  caches.  The 
total  amount  of  memory  needed  is  thus  0{M  log  N  +  iVclogJV)  where  M  is  the  total  size  of  main 
memory,  N  is  the  number  of  caches  and  c  is  the  size  of  each  cache.  The  above  expression  can  be 
written  as  0(M  log  N{1  +  k))  where  k  is  Nc/Nm  (m  being  the  amount  of  memory  per  node).  We 
interpret  k  as  the  ratio  of  the  size  of  cache  memory  per  node  to  the  size  of  main  memory  per  node. 

Assuming  a  constant  value  of  k  for  the  machine,  the  amount  of  memory  required  for  the  dis¬ 
tributed  directory  scheme  is  O(MlogiV).  We  can  e.xpect  then,  that  the  cost  of  implementing  the 
distributed  directory  scheme  is  significantly  less  than  the  fully  mapped  scheme — which  requires 
0{MN)  amount  of  memory. 

3.2  The  Distributed  Directory  Controller  Need  Not  Be  Multithreaded 

In  the  distributed  directory  protocol,  the  directory  controller  is  not  multithreaded.  The  servicing  of 
requests  does  not  require  any  locking  of  lines  as  in  the  case  of  the  centralized  directory  protocol.  In 
case  of  cache  misses,  the  cache  controller  issues  requests  to  the  appropriate  memory  module.  A  reply 
is  subsequently  received,  either  from  the  main  memory,  or  from  another  cache.  The  communication 
between  the  caches  and  the  main  memory  may  be  considered  to  be  similar  to  asynchronous  message 
passing.  The  cache  controller  sends  a  miss  signal  to  the  main  memory  on  read  and  write  misses. 
Before  a  miss  signal  is  issued  by  a  cache  controller,  a  line  associated  with  the  address  is  allocated 
in  the  cax:he  memory.  All  signals  specify  the  address  of  the  source  of  the  request  and  the  address 
of  the  lines  they  are  associated  with. 

A  line  in  main  memory  is  originally  in  state  ‘absent’  from  all  caches.  Each  request  causes  the 
value  of  the  cache-pointer  to  be  updated  to  point  to  the  requesting  cache.  If  the  line  is  absent  from 
all  the  caches,  the  main  memory  sends  a  reply.  Otherwise  the  request  is  forwarded  to  the  last  cache 
to  make  a  request  for  the  same  line. 


4-531 


(•)  (C) 


Figure  2:  Linking  of  caches  due  to  read  misses 

A  line  in  cache  memory  is  originally  in  state  ‘invalid’.  A  read  or  a  write  request  from  the 
processor  causes  the  state  to  change  to  ‘writing-or-reading’  and  a  read-miss  or  write-miss  signal  to 
be  sent  to  the  appropriate  main  memory  module.  On  a  read-miss-reply,  the  value  of  the  cache- 
pointer  is  set  to  be  the  address  of  the  object  sending  the  reply.  This  causes  a  linked-list  of  caches 
that  contain  the  data  in  shared  state  to  be  formed.  Figure  2  illustrates  the  process  followed  to 
set  up  the  linked  list.  Consider  the  case  where  cache  Cl  has  a  read  miss  for  a  line  followed  by 
caches  C2  and  C3.  As  show  in  fig.  2(a),  cache  Cl  sends  a  read-miss  signal  to  the  directory.  The 
cache-pointer  of  the  line  in  the  directory  is  made  to  point  to  Cl.  Since  no  other  cache  has  a  copy 
of  the  line,  the  main  memory  sends  a  read-miss-reply  to  Cl.  When  Cl  receives  the  reply  the  line 
is  loaded  into  the  cache  in  state  ‘shared’.  Now,  when  cache  C2  sends  a  read-miss  to  the  directory, 
a  read- miss-forward  signal  is  sent  to  Cl  as  shown  in  fig.  2(b).  The  directory  does  not  send  a  reply 
directly  to  C2  since  Cl  may  have  written  to  the  line  locally.  The  cache-pointer  in  the  directory  now 
points  to  C2.  When  Cl  receives  the  forwarded  signal,  it  sends  a  reply  to  C2.  The  reply  includes 
the  data  and  the  address  of  Cl.  When  C2  receives  the  reply,  it  sets  its  cache-pointer  to  point  to 
Cl.  Thus  a  linked  list  is  formed.  Fig.  2(c)  shows  how  C3  gets  linked  into  the  list. 

Write  misses  cause  a  write-miss  signal  to  be  sent  to  the  directory.  As  mentioned  earlier,  a  line 
is  allocated  in  the  cache  before  the  miss  signal  is  sent.  This  line  is  used  to  buffer  the  write.  Write 
buffering[8,13]  allows  the  processor  to  proceed  immediately  without  stalling.  A  write  is  considered 
to  be  issued  when  a  write-miss  is  sent  by  the  cache.  A  write  is  considered  to  be  performed  when 
a  write-miss-reply  is  received  by  the  cache.  A  fence  [12]  operation  may  be  used  to  ensure  that 
all  writes  that  have  been  issued  by  a  processor  are  performed  before  that  processor  is  allowed  to 
proceed.  If  a  copy  of  the  line  is  not  present  in  any  other  cache,  the  main  memory  directly  sends  a 
reply.  Otherwise  the  copies  of  the  line  have  to  be  invalidated  before  a  reply  can  be  sent.  Figure  3 
shows  the  sequence  of  events  that  result  when  multiple  caches  have  a  copy  of  the  line  and  C4  has  a 
cache  miss.  The  directory  forwards  the  write  miss  signal  to  the  old  head  pointed  to  by  the  cache- 
pointer  and  the  cache-pointer  is  updated  to  point  to  C4.  When  C3  receives  the  write-miss-forward 
signal,  it  invalidates  its  copy  and  forwards  the  signal  to  C2.  C2  does  the  same  and  forwards  the 
signal  to  Cl.  Since  the  cache-pointer  of  Cl  points  to  the  directory,  it  can  be  determined  locally 
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Figure  3:  Invalidations  due  to  write  misses 

that  Cl  is  the  tail  of  the  list  and  a  reply  is  sent  to  C4  after  the  data  in  Cl  is  invalidated. 

If  the  line  in  the  cache  is  in  state  ‘writing-or-reaxiing’  and  a  read-miss-forward  or  a  write-miss- 
forward  signal  is  received,  the  forwarded  signal  is  stored  in  the  cache-pointer  field  of  the  cache  line. 
The  state  is  changed  to  note  that  a  forwarded  signal  has  been  stored.  Such  signals  are  serviced 
when  the-reply  to  the  local  read  or  write  miss  is  received.  If  multiple  transactions  for  the  same  line 
are  pending,  the  caches  form  a  distributed  queue  of  them.  Details  of  the  protocol  may  be  found  in 
115|. 

.\s  we  have  seen,  when  the  directory  controller  receives  a  write  or  read  miss  request,  and  the  data 
is  present  in  some  cache(s),  the  request  is  forwarded  to  the  head  of  the  list.  Neither  the  memory 
line  nor  the  memory  module  needs  to  be  locked.  The  directory  controller  is  single  threaded  and 
we  do  not  have  the  problem  of  buffering  the  signals  and  bouncing  them  to  the  sources  as  did  the 
centralized  directory  protocols  mentioned  in  section  2.  No  locking  occurs  during  coherence  related 
transactions  and  replies  to  requests  are  sent  by  caches,  directly  to  the  requesting  cache.  This  helps 
to  prevent  the  directory  from  becoming  a  potential  bottleneck. 

3.3  The  Protocol  Has  Good  Performance 

In  this  section  we  shall  present  some  qualitative  discussion  and  simple  quantitative  analysis  to  show 
that  besides  saving  in  cost,  the  distributed  directory  protocol  has  good  performance.  As  mentioned 
in  section  2,  modified  versions  of  the  fully  mapped  centralized  directory  protocol  may  be  used  to 
provide  a  saving  in  cost.  In  the  Dir^B  protocol,  memory  space  for  i  pointers  per  memory  line  has 
to  be  provided  for  the  directory.  When  the  number  of  readers  exceeds  f,  a  broadcast  has  to  be 
done  to  invalidate  the  copies  on  a  write  miss.  Applications  that  have  more  than  i  readers  between 
successive  writes  would  show  poor  performance  on  such  a  system  since  broadcasts  would  have  to 
be  done  frequently.  In  a  Dir, A’ B.  protocol,  such  applications  would  result  in  ‘thrashing’  between 
caches.  The  distributed  directory  protocol  does  not  have  any  of  these  problems.  As  the  number  of 
readers  between  writes  increases,  the  length  of  the  linked  list  of  n  aders  increases  and  though  there 
is  some  degradation  in  the  performance,  it  is  more  graceful.  We  shall  now  compare  the  performance 
with  the  fully  mapped  centralized  directory  protocol. 

Use  of  write-buffering,  the  performance  of  point-to-point  signal  transmission  schemes  and  access 
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times  for  static  cache  memory  (SRAM)  and  dynamic  main  memory  (DRAM)  are  critical  issues  in 
contrasting  centralized  and  distributed  directory  protocols.  VVe  shall  first  state  the  assuiriptiohs 
we  make  to  compare  the  distributed  directory  protocol  with -the  centralized  directory  protocol  and 
then  use  a  simple,  commonly  occurring  problem,  involving  communication  of  each  process  with  a 
given  number  of  other  processes,  to  do  an  approximate  analysis.  In  our  ^alysis  we  also  show  how 
some  variations  in  our  assumptions*  would  affect  relative  performance. 

Currently  the  ratio  of  access  times  for  static  cache  mernory  (SRAM)  and  dynamic  main  memory 
(DRAM)  for  high  performance  SRAMs  and  DRAMs  is  around  1:10  [9,10].  Using  surface  mount 
packaging,  we  estimate  point  to  point  trrmsmission  times  in  the  network  to  be  equal  to  the  cycle 
time  of  the  SRAM.  We  also  assume  that  the  directory  is  implemented  in  SRAM.  In  a  256  node 
machine,  the  average  distance  that  a  message  hw  to  travel  requires  approximately  10  cycles.  This 
we  take  as  the  time  for  a  “network  operation”. 

In  the  centralized  directory  scheme,  a  read  miss  would  require  2  network  operations  (to  the  main 
memory  and  back)  and  a  DRAM  access  (for  the  main  memory)  if  the  line  is  not  dirty  in  another 
cache.  For  a  SRAM  to  DRAM  access  time  ratio  of  1:10,  this  would  imply  a  total  latency  of  about 
32  cycles  (20  for  the  network  operations,  10  for  the  DRAM  access  and  2  for  the  SRAM  access). 
If  the  line  is  dirty  in  another  cache,  2  extra  network  operations  would  be  required  to  get  the  data 
from  that  cache.  This  would  imply  a  total  latency  of  about  52  cycles.  In  the  distributed  directory 
scheme,  if  the  data  is  present  in  another  cache,  no  DRAM  accesses  are  required  since  the  data  is 
obtained  from  SRAM  cache.  A  total  of  3  network  operations  are  required.  This  implies  a  latency  of 
about  32  cycles  (whether  the  line  is  dirty  or  not).  Due  to  the  point  to  point  network  performance, 
direct  cache  to  cache  transfers,  and  faster  access  times  for  SRAM  memory,  read  misses  would  result 
in  less  (or  comparable)  latency  in  the  distributed  directory  scheme. 

The  latency  of  write  misses  may  be  a  possible  cause  of  concern  since  the  invalidations  of  the 
caches  linked  in  the  list  have  to  be  done  sequentially.  However,  if  the  writes  to  a  line  occur  frequently, 
the  number  of  caches  that  have  to  be  invalidated  between  writes  will  be  small.  Thus  the  cases  when 
the  latency  is  large  will  be  infrequent.  Measurements  on  a  range  of  applications[16]  supports  the 
assertion  that  the  number  of  caches  that  have  to  be  invalidated  on  writes  is  (on  average)  small. 

Additionally,  we  use  write  buffering  to  reduce  the  effect  of  sequential  invalidation  operations. 
Write  buffering  is  frequently  used  in  uniprocessor  systems  to  prevent  the  processor  from  stalling 
on  a  write  miss.  The  writes  to  memory  are  buffered  in  the  cache  and  the  processor  is  allowed  to 
proceed.  In  multiprocessor  systems,  write  buffering  has  to  be  done  with  care  to  avoid  unexpected 
consistency  violations.  The  problem  of  write  buffering  in  multiprocessors  has  been  studied  in 
considerable  detail[8,13].  In  the  distributed  directory  protocol  a  write  is  performed  when  the  write- 
miss-reply  is  received  by  the  requesting  cache.  Before  exiting  a  critical  section,  a  fence  is  e.xecuted 
to  ensure  that  all  writes  are  performed. 

We  now  consider  an  analysis  of  the  distributed  directory  protocol  in  the  context  of  an  algorithm. 
Many  algorithms  require  communication  with  a  fixed  number  of  processes  that  are  operating  on 
data  elements.  In  such  algorithms  a  process  associated  with  an  element  usually  reads  the  values 
of  the  logical  neighbors  of  the  element,  computes  a  value  and  then  issues  a  write  instruction.  We 
call  the  number  of  logical  neighboring  elements  that  read  the  updated  value  to  be  the  fan-out  of 
the  process.  The  fan-out  may  be  considered  to  be  the  number  of  readers  between  successive  writes 
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Figure  4:  Effect  of  write  buffering  (fan-out  =  4;  SRAM/DRAM  =  1:10; 

network  operation  =  10  cycles) 


to  a  vaiiable.  Consider  the  sequence  of  reads  and  a  write  to  constitute  a  block.  In  the  case  where 
there  is  more  than  one  element  per  process,  it  may  be  possible  to  operate  on  several  blocks  and 
so  buffer  the  writes  of  several  blocks  before  having  to  perform  a  fence  operation.  Figure  4  shows 
the  relative  e.xecution  time  versus  the  number  of  elements  per  process  (the  number  of  blocks)  that 
can  be  operated  upon  before  a  fence  operation  is  required.  The  e.xecution  time  was  calculated 
by  analyzing  the  number  of  network  operations  required  for  each  scheme  and  adding  up  the  time 
needed  to  do  these  operations.  The  base  csise  is  shown  by  a 

For  figure  4  we  have  assumed  a  fan-out  of  4,  the  SRAM  to  DRAM  access  time  ratio  to  be 
1:10  and  the  number  of  cycles  required  for  a  network  operation  to  be  10.  Write  buffering  improves 
the  performance  of  both  the  centralized  and  the  distributed  directory  protocols.  However,  the 
improvement  in  performance  for  the  distributed  directory  protocol  is  more  than  the  improvement 
in  performance  for  the  centralized  directory  protocol. 

Figure  5  shows  the  effect  on  performance  with  a  change  of  SRAM  to  DRAM  access  time  ratio. 
In  this  figure  we  have  assumed  write  buffering  for  all  cases.  In  the  distributed  directory  protocol,  the 
data  is  transferred  between  caches  most  of  the  time.  Therefore,  the  performance  of  the  distributed 
directory  protocol  would  not  vary  much  with  a  change  in  DRAM  access  time.  A  lower  DRAM 
access  time  favors  the  centralized  directory  protocol.  The  distributed  directory  protocol  allows  the 
use  of  cheaper,  slower,  and  larger  DRAM  memory  without  causing  a  noticeable  loss  in  performance. 

Figure  6  shows  the  effect  of  changing  the  number  of  cycles  required  for  a  network  operation.  A 
lower  number  of  cycles  for  a  network  operation  favors  the  distributed  directory  protocol  more  than 
the  centralized  directory  protocol. 

Figure  7  shows  the  effect  of  varying  the  fan-out  of  the  algorithm.  A  larger  fan-out  implies  that 
more  caches  have  to  be  invalidated  on  a  write.  For  example,  with  a  fan-out  of  16,  16  caches  have 
to  be  invalidated  on  each  write.  The  use  of  write  buffering  and  the  lower  latency  for  reads  helps 
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Figure  5:  Varying  SRAM/DRAM  ratio  (fan-out  =  4;  network  operation  =  10  cycles) 
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Figure  6:  Varying  the  cycles  for  a  network  operation  (fan-out  =  4;  SRAM/DRAM  =  1:10) 
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Figure  7:  Varying  the  fan-out  (SRAM/DRAM  =  1:10;  network  operation  =  10  cycles) 


to  reduce  the  effect  of  sequential  invalidations  in  the  distributed  directory  protocol.  It  should  be 
noted  here  that  our  analysis  does  not  consider  network  or  resource  contention.  In  the  centralized 
directory  scheme,  there  would  be  more  contention  for  the  resources  when  the  fan-out  increases. 
This  should  worsen  the  performance  curves  for  the  centralized  directory  scheme.  The  distributed 
directory  protocol  should  perform  better  when  the  fan-out  is  less  than  4  and  have  comparable 
performance  when  the  fan-out  is  larger. 

A  more  accurate  analysis  would  need  detailed  simulations.  We  are  in  the  process  of  constructing 
a  simulation  model  of  the  protocol.  However,,  our  simple  analysis  shows  that  besides  savings  in 
cost  (as  discussed  in  section  3),  the  distributed  directory  protocol  can  provide  good  performance 
as  well. 

4  Efficient  Implementation  of  Synchronization  Variables 

In  shared  memory  architectures  it  is  very  important  to  handle  locks  and  barriers  efficiently.  The 
distributed  cache  coherence  scheme  can  be  used  to  implement  a  very  efficient  scheme  of  locks  at 
minimal  extra  cost. 

Familiar  microprocessor  architectures  have  some  form  of  atomic  test&set  instruction  to  imple¬ 
ment  spin  locks[2].  The  test&set  instruction  sets  the  value  of  a  memory  location  and  atomically 
returns  the  old  value.  When  a  process  wants  access  to  a  lock,  the  processor  performs  the  test&set 
instruction  and  if  the  operation  is  successful,  the  processor  continues.  Otherwise  the  processor 
repeatedly  tries  to  access  the  lock  until  it  is  successful.  Spinning  on  a  test&set  instruction  can 
cause  a  lot  of  network  traffic  each  time  a  lock  is  released.  A  better  alternative  is  a  test&test&set 
instruction,  where  the  first  test  is  done  in  the  cache,  and  the  test&set  done  only  if  the  first  test 
is  successful.  This  will  reduce  the  network  traffic,  but  even  if  this  is  done,  the  network  traffic  due 
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to  lock  acquisition  is  0( iV^)  where  N  equals  the  number  of  processors  that  are  contending  for  the 
lock^  Further,  such  implementations  of  locks  can  result  in  starvation  because  the  accessing  of  locks 
is  not  fair  (perhaps  due  to  differences  in  the  network  distance  between  a  lock  and  its  contenders). 

The  distributed  cache  coherence  protocol  allows  an  implementation  of  locks  that  makes  the 
network  traffic  minimal.  Lock  requests  are  queued  and  normally  serviced  in  FIFO  order.  The 
network  traffic  is  only  0(N). 

Fine  grain  locking  is  provided  by  having  a  lock  bit  per  line[5].  The  main  advantage  of  providing 
a  lock  bit  per  line  is  that  the  data  can  be  obtained  at  the  same  time  as  the  lock.  The  code  for  a 
lock  procedure  is  shown  below, 
procedure  lock(var) 
begin 

Queue-Lock (var) 
while  (Test4Set(var)) 

Queue-Lock(var) 

end 

The  queue-lock  instruction  is  used  to  join  a  queue  of  noues  waiting  for  a  lock.  A  cache  line  with 
the  lock  bit  set  is  allocated  on  a  queue-lock  instruction.  A  queue-lock  instruction  may  be  issued 
more  than  once.  If  the  associated  line  has  already  been  allocated  in  the  cache,  the  instruction 
is  redundant  and  has  no  effect.  The  test&set  instruction  returns  a  value  of  ‘1’  until  the  lock  is 
obtained  at  the  local  cache. 

The  queue  of  locks  is  formed  in  a  similar  way  as  the  linked  list  for  caches  that  have  shared 
copies  of  a  line.  The  implementation  of  locks  requires  a  few  e,Ktra  states  and  signals.  When  a 
queue-lock  instruction  is  executed,  a  line  in  the  state  ‘lock-in-progress’  is  allocated  and  a  lock-miss 
signal  is  sent  to  the  directory.  If  no  other  cache  has  locked  the  line,  the  directory  sends  a  lock- 
granted  signal  along  with  the  data^.  Otherwise,  the  directory  updates  its  cache-pointer  to  point 
to  the  requesting  cache  and  forwards  the  lock-miss  signal  to  the  cache  previously  pointed  to  by 
cache-pointer.  The  cache  that  receives  this  forwarded  signal,  stores  the  address  of  the  requesting 
cache  (the  downstream  pointer)  in  its  cache-pointer  field.  A  set-upstream-pointer  signal  with  the 
old  value  of  the  cache-pointer  is  also  sent  to  the  requesting  cache^.  The  requesting  cache  stores  this 
upstream  pointer  in  its  data  field.  In  this  way,  a  doubly  linked  list  of  caches  waiting  for  a  lock  is 
formed.  Lines  that  are  in  state  ‘lock-in-progress’  do  not  have  valid  data,  so  these  lines  can  store  the 
pointers  for  the  doubly  linked  list  without  requiring  extra  memory  storage.  The  ‘lock-in-progress’ 
state  has  a  few  sister  states  that  are  used  to  ensure  that  the  signals  required  to  form  the  doubly 
linked  list  are  received. 

More  than  one  processor  may  share  a  cache  and  there  may  be  more  than  one  process  per 
processor  contending  for  the  same  lock.  When  there  are  multiple  processes  per  processor  contending 
for  the  same  lock,  the  lock  procedure  is  e.xecuted  by  each  process.  The  first  queue-lock  request  to 
reach  the  cache  causes  a  line  in  the  cache  to  be  linked  into  the  doubly  linked  list  of  caches  waiting 

*To  check  this,  note  that  each  time  a  lock  is  released,  all  contenders  for  the  lock  try  to  access  it. 

^The  first  cache  that  receives  the  lock-granted  signal  from  the  directory  is  considered  as  the  upstream  end. 

^The  last  requesting  cache  is  considered  as  the  downstream  end.  The  directory  points  to  the  downstream  end. 
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for  a  lock.  The  processes  associated  with  a  cache  contend  for  the  lock  by  checking  the  cache  locally, 
without  generating  any  network  traffic.  When  a  lock-granted  signal  is  received,  a  process  has  to 
obtain  the  lock  and  release  it  to  allow  other  caches  waiting  for  the  lock  to  get  the  lock.  If  no  other 
cache  wants  the  lock,  the  line  is  held  locally.  Locking  and  unlocking  of  the  line  by  processes  that 
share  the  cache  can  now  be  done  in  the  cache  very  efficiently  without  requiring  any  network  traffic. 
After  the  lock  has  been  used  and  released  once  locally,  and  if  a  lock- miss-forward  signal  is  received, 
the  lock  is  granted  to  the  next  downstream  cache  in  the  queue.  This  ensures  fairness  between 
processors.  In  our  distributed  directory  scheme,  the  grant  signal  does  not  have  to  go  through  the 
directory  and  the  data  is  passed  between  the  caches. 

Unlocking  of  locked  lines  by  processors  other  than  the  one  that  performed  the  lock  is  allowed. 
An  ui.lock  signal  is  sent  to  the  directory  which  then  forwards  the  signal  to  the  downstream  end  of 
the  queue  of  caches.  The  signal  flows  upstream  until  it  reaches  the  node  with  the  locked  line.  This 
facility  is  provided  to  allow  migration  of  processes  b-  ween  processors. 

The  advantages  of  this  scheme  are  that  e.xcept  for  replacements,  lock  requests  are  serviced  in 
FIFO  order  and  starvation  is  eliminated  if  there  is  one  process  per  cache  and  this  solution  requires 
only  0{N)  operations'*.  Details  of  the  implementation  of  locks  including  handling  of  replacement 
for  the  distributed  directory  scheme  may  be  found  in  [15). 


5  Conclusions  and  Future  Work 

The  work  presented  in  this  paper  represents  a  first  step  at  evaluating  a  distributed  directory  pro¬ 
tocol.  To  obtain  more  accurate  results,  simulations  need  to  be  done  and  so  we  are  in  the  process 
of  developing  a  simulation  model  of  the  protocol.  The  distributed  directory  protocol  presented  in 
this  paper  is  an  invalidate  based  protocol  but  update  based  and  hybrid  protocols  are  possible  to 
implement  also.  Hybrid  protocols  could  update  a  part  of  the  list  and  invalidate  the  rest.  It  would 
be  useful  to  determine  the  tradeoffs  of  such  variations. 

We  have  presented  a  new  protocol  for  providing  cache  coherence  in  large  scale  shared  memory 
machines.  .A  simple  performance  analysis  of  the  protocol  has  given  encouraging  results.  The 
implementation  of  the  protocol  provides  an  efficient  implementation  of  locks  at  minimal  cost.  The 
scalability  and  cost  benefits  of  the  implementation  provides  us  with  enough  reasons  to  conclude 
that  the  distributed  directory  protocol  may  be  considered  to  be  a  possible  solution  for  the  cache 
coherence  problem  in  large  scale  shared  memory  multiprocessors. 
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*A  somewhat  similar  scheme  has  been  proposed  by  Goodman  et.ol.[ll].  However,  their  implementation  requires 
the  interconnect  to  support  global  broadcasts  and  the  transfer  of  the  lock  and  data  to  the  next  cache  in  the  queue 
requires  interactions  with  the  main  memory,  resulting  in  mote  network  traffic. 
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1  Introduction 

This  paper  describes  a  new  solution  for  the  cache  co¬ 
herence  problem  in  large  scale  shared  memory  multi¬ 
processors.  The  protocol  is  based-  on  a  linked  list  of 
caches  —  forming  a  distributed  directory  and  (to  ensure 
a  scalable  design)  does  not  require  a  global  broadcast 
mechanism.  Our  solution  has  a  lower  cost  and  poten¬ 
tially  better  performance  than  current  solutions  that 
do  not  require  a  global  broadcast.  The  performance  of 
the  protocol  is  more  robust  when  there  is  contention  for 
the  data  and  for  variations  in  memory  technology.  Fur¬ 
ther,  we  do  not  assume  that  the  network  preserves  the 
order  of  messages.  Thus  we  do  not  preclude  adaptive 
routing.  Our  solution  also  allows  an  efficient  imple¬ 
mentation  of  locks. 

Cache  coherence  is  an  important  well  known  problem 
in  shared  memory  multiprocessor  systems.  If  multi¬ 
ple  caches  are  allowed  to  simultaneously  have  copies 
of  a  given  memory  location,  a  mechanism  must  ex¬ 
ist  to  ensure  that  all  copies  remain  consistent  when 
the  contents  of  that  memory  location  are  modified. 
Cache  coherence  protocols  are  well  understood  for  bus- 
based  shared  memory  architectures  [2].  These  proto¬ 
cols,  called  “snoopy”  cache  coherence  protocols,  require 
that  each  cache  watch  all  traffic  on  the  bus  and  take  ap¬ 
propriate  action  for  addresses  that  are  present  in  that 
cache.  Addresses  are,  in  effect,  transmitted  to  each 
cache  by  global  broadcast.  The  shared  bus  limits  the 
number  of  processors  to  the  number  that  can  be  con¬ 
nected  to  the  bus  without  saturating  it.  To  support 
scalable  shared  memory  architectures,  the  cache  coher¬ 
ence  protocol  needs  to  be  able  to  work  in  the  absence 
of  such  a  global  broadcast  mechanism  (bus-based  or 
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Figure  1;  The  basic  architecture 

otherwise).  Centralized  directory  based  schemes  (1,  6) 
are  a  possible  solution  in  this  environment. 

We  present  some  drawbacks  of  these  schemes  in  sec¬ 
tion  2  and  contrast  them  to  an  alternative,  distributed 
directory  protocol,  described  in  section  3.  Section  4 
stales  our  conclusions  and  future  work. 

2  What’s  Wrong  With  Central¬ 
ized  Directory  Entries? 

We  will  assume  a  very  general  computing  system 
structure  in  our  discussions.  Figure  1  describes  this 
basic  architecture.  Each  node  consists  of  one  or  more 
processing  elements  (P),  a  cache  (C),  a  network  con¬ 
troller  (NC)  and  part  of  the  distributed  global  memory 
(DGM).  The  DG.\I  includes  the  directory. 

In  the  directory  based  protocols  there  is  a  direc¬ 
tory  “tag”  associated  with  each  line  in  main  memory. 
This  directory  is  used  to  hold'information  about  which 
caches  have  copies  of  the  line.  In  the  fully  mapped  cen¬ 
tralized  directory  scheme  (6),  the  directory  has  N  valid 
(or  “present”)  bits  per  line,  where  N  is  the  number  of 
caches.  The  amount  of  storage  needed  for  the  directory 
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in  the  fully  mapped  scheme  is  thus  0{MN),  where  M 
is  the  size  of  main  memory.  If  a  cache  has  a  copy  of  the 
line,  the  present  bit  corresponding  to  that  cache  is  set. 
The  directory  also  has  a  dirty  bit.  If  the  dirty  bit  is 
set,  only  one  of  the  caches  can  have  a  copy  of  the  line. 

On.  a  read  miss,  the  directory  is  checked  to  see  if 
the  block  is  dirty  in  another  cache.  If  so,  consistency 
is  maintained  by  copying  the  dirty  block  back  to  the 
memory  before  supplying  the  data.  To  ensure  correct 
operation,  the  memory  line  has  to  be  “locked”  by  the 
directory  controller  until  the  write-back  signal  is  re¬ 
ceived  from  the  cache  with  the  dirty  block.  No  other 
coherency-related  operations  on  this  line  may  be  un¬ 
dertaken  while  a  line  is  locked.  If  the  line  is  not  dirty 
in  another  cache,  then  data  is  supplied  from  the  main 
memory  and  the  corresponding  present  bit  is  set  in  the 
directory.  On  a  write  miss,  the  central  directory  is 
checked  to  determine  the  state  of  the  line.  If  the  line 
is  dirty  in  another  cache,  then  the  line  is  first  flushed 
from  the  cache  before  supplying  the  data.  The  mem¬ 
ory  line  is  locked  while  this  is  being  done.  If  the  line  is 
clean  in  other  caches,  invalidate  signals  are  sent  to  the 
caches.  The  memory  line  is  locked  until  acknowledge¬ 
ments  are  received  from  the  caches.  The  data  can  then 
be  supplied  to  the  requesting  cache. 

The  locking  of  lines  by  the  directory  controller  im¬ 
pacts  the  performance  and  design  comple,xity  of  the 
cache  coherence  scheme.  Requests  that  arrive  while  a 
line  is  locked  have  to  be  either  buffered  at  the  direc¬ 
tory,  or  else  bounced  back  to  the  source  to  be  reissued 
at  a  later  time.  If  the  requests  are  buffered  at  the  di¬ 
rectory,  the  network  traffic  is  lower.  However,  if  the 
buffer  overflows,  the  requests  still  have  to  be  bounced 
back.  This  complicates  the  design  of  the  protocol  (and 
the  directory  controller  that  implements  it).  Locking 
of  the  lines  while  servicing  a  request  that  requires  a 
coherency-related  transaction  could  make  the  direc¬ 
tory  a  bottleneck. 

To  reduce  the  amount  of  storage  required,  a  number 
of  modifications  to  the  above  scheme  may  be  made. 
However,  these  modifications  either  require  the  imple¬ 
mentation  of  an  efficient  broadcast  mechanism  (contra¬ 
dicting  our  assumption  about  scalable  systems),  or  may 
generate  excess  network  traffic  along  with  performance 
penalties.  For  example,  one  simple  modification  is  to 
have  i  pointers  per  line  in  the  directory.  Each  pointer 
may  point  to  a  cache  that  has  a  copy  of  the  line.  If 
more  that  i  caches  have  copies  of  the  line,  a  broadcast 
has  to  be  done  to  all  caches  to  service  a  write  miss.  The 
memory  line  has  to  be  locked  until  all  caches  acknowl¬ 
edge  the  invalidation.  This  is  classified  as  a  Dir,S 
scheme  [1],  where  i  is  the  number  of  indices  kept  in 
the  directory  and  B  stands  for  broadcast.  A  DivtSB 


scheme,  where  i  is  less  than  the  number  of  caches  and 
NB  stands  for  no  broadcast,  is  possible  also.  In  such 
a  scheme,  at  most  i  caches  can  have  copies  of  a  line  at 
the  same  time.  In  the  case  where  a  read  niiss  occurs 
when  i  caches  have  copies  of  the  line,  the  directory  has 
to  invalidate  one  of  the  copies  before  the  data  can  be 
supplied  to  the  requesting  cache.  This  might  result  in 
“thrashing”  the  line  between  caches. 

3  How  Would  Distributed  Di¬ 
rectory  Entries  Be  Better? 

Based  on  a  linked  list  of  caches  [4],  we  now  define  our 
distributed  directory  protocol.  F^or  the  distributed  di¬ 
rectory  protocol  we  do  not  assume  that  the  network 
preserves  the  order  of  messages.  This  allows  adaptive 
routing  (making  network  performance  more  robust). 
VVe  are  aware  of  no  other  directory  based  protocol  pre¬ 
viously  described  in  the  literature  that  allows  out-of- 
order  message  arrival. 

In  our  distributed  directory  protocol,  caches  that 
share  data  are  linked  together  in  a  list.  Each  line  in 
the  main  memory  and  the  cache  has  a  cache-pointer 
field  associated  with  it.  This  pointer  can  address  any 
cache  in  the  system.  The  directory  services  a  read  dr 
write  miss  request  by  changing  the  cache-pointer  in  the 
directory  entry  associated  with  the  line  to  point  to  the 
requesting  cache.  If  the  old  value  of  the  cache-pointer 
is  nil,  a  reply  is  sent  directly  to  the  requesting  cache. 
If  the  old  value  of  the  cache-pointer  points  to  a  cache, 
the  request  is  forwarded  to  that  cache.  In  case  of  read 
misses,  that  cache  replies  to  the  requesting  cache,  and 
the  distributed  list  now  includes  the  requesting  cache. 
In  case  of  write  misses,  the  distributed  list  has  to  be 
invalidated  before  a  reply  can  be  sent  to  the  requesting 
cache. 

3.1  The  Cost  is  Lower 

The  amount  of  memory  required  for  the  cache- 
pointer  is  log.V  where  .V  is  the  number  of  caches. 
The  total  amount  of  memory  needed  is  thus 
0(.V/logiV  +  iVc  log  .V)  where  .V/  is  the  total  size  of 
main  memory,  .V  is  the  number  of  caches  and  c  is  the 
size  of  each  cache.  The  above  expression  can  be  writ¬ 
ten  as  0(.\/(l  +  k)  log  N)  where  k  is  Sc/N m  (m  being 
the  amount  of  memory  per  node).  We  interpret  k  as 
the  ratio  of  the  size  of  cache  memory  per  node  to  the 
size  of  main  memory  per  node. 

Assuming  a  constant  value  of  k  for  the  machine, 
the  amount  of  memory  required  for  the  distributed  di¬ 
rectory  scheme  is  0{M  log  N).  We  can  e.xpect  then 


(«)  W  (•) 


IknufM:  . »  Unto:  - ► 

Figure  2:  Linking  of  caches  due  to  read  misses 

that,  using  the  same  technology,  the  cost  of  imple¬ 
menting  the  distributed  directory  scheme  is  signifi¬ 
cantly  less  than  the  fully  mapped  scheme — which  re¬ 
quires  0{MN)  amount  of  memory. 

3.2  Resource  Utilization  is  Distributed 


In  the  distributed  directory  protocol,  the  informa¬ 
tion  about  which  caches  have  copies  of  the  data  is 
distributed  among  the  cache  lines.  The  servicing  of 
requests  does  not  require  any  locking  of  lines  as  in 
the  case  of  the  centralized  directory  protocol.  Direct 
cache-to-cache  operations  are  used  to  send  the  replies 
and  none  of  the  replies  have  to  be  serialized  through 
the  main  memory.  The  centralized  bottleneck  which 
is  present  in  the  centralized  directory  protocols  is  thus 
eliminated  or  significantly  reduced. 

A  line  in  cache  memory  is  originally  in  state  “in¬ 
valid”.  A  read  or  a  write  request  from  the  processor 
causes  the  state  to  change  to  “writing-or-reading”  and 
a  read-miss  or  write-miss  signal  to  be  sent  to  the  ap¬ 
propriate  main  memory  module.  On  a  read-miss-reply, 
the  value  of  the  cache-pointer  is  set  to  be  the  address  of 
the  cache  sending  the  reply  (the  cache-pointer  remains 
nil  if  the  reply  was  sent  by  the  main  memory).  This 
causes  a  linked  list  of  caches  that  contain  the  data  in 
shared  state  to  be  formed. 

Figure  2  illustrates  the  process  followed  to  set  up  the 
linked  list.  Consider  the  case  where  cache  Cl  has  a  read 
miss  for  a  line  followed  by  caches  C2  and  C3.  As  show 
in  fig.  2(a),  cache  Cl  sends  a  read-miss  signal  to  the 
directory.  The  cache-pointer  of  the  line  in  the  directory 
is  made  to  point  to  Cl.  Since  no  other  cache  has  a 
copy  of  the  line,  the  main  memory  sends  a  read-miss- 
reply  to  Cl.  When  Cl  receives  the  reply,  the  line  is 
loaded  into  the  cache  in  state  “e.xclusive".  Now,  when 
cache  C2  sends  a  read-miss  to  the  directory,  a  read- 
miss-forward  signal  is  sent  to  Cl  as  shown  in  fig.  2(b). 


Figure  3:  Invalidations  due  to  write  misses 


The  directory  does  not  send  a  reply  directly  to  C2  since 
Cl  may  have  written  to  the  line  locally.  The  cache- 
pointer  in  the  directory  now  points  to  C2.  When  Cl 
receives  the  forwarded  signal,  it  sends  a  reply  to  C2  and 
changes  its  state  to  shared.  The  reply  includes  the  data 
and  the  address  of  Cl.  When  C2  receives  the  reply,  it 
sets  its  cache-pointer  to  point  to  Cl.  Thus  a  linked  list 
is  formed.  Fig.  2(c)  shows  how  C3  gets  linked  into  the 
list. 

Write  misses  cause  a  write-miss  signal  to  be  sent  to 
the  directory.  A  line  is  allocated  in  the  cache  before 
the  miss  signal  is  sent.  This  line  is  used  to  buffer  the 
write.  Write  buffering  along  with  weak  ordering  [7,  9] 
allows  the  processor  to  proceed  immediately  without 
stalling.  A  write  is  considered  to  be  issued  when  a 
write-miss  is  sent  by  the  cache.  A  write  is  considered  to 
be  performed  wh-  n  a  write-miss-reply  is  received  by  the 
cache.  A  write-iiuss-reply  may  consist  of  two  signals  as 
in  the  e.xample  below.  A  fence  [8]  operation  may  be 
used  to  ensure  that  all  writes  that  have  been  issued 
by  a  processor  are  performed  before  that  processor  is 
allowed  to  proceed.  If  a  copy  of  the  line  is  not  present 
in  any  other  cache,  the  main  memory  directly  sends 
a  reply.  Otherwise  the  copies  of  the  line  have  to  be 
invalidated  before  a  reply  can  be  sent. 

Figure  3  shows  the  sequence  of  events  that  result 
when  multiple  caches  have  a  copy  of  the  line  and  C4  has 
a  cache  miss.  The  directory  forwards  the  write  miss  sig¬ 
nal  to  the  old  head  (C3)  pointed  to  by  the  cache-pointer 
and  the  cache-pointer  is  updated  to  point  to  C4.  When 
C3  receives  the  write-miss-forward  signal,  it  invalidates 
its  copy  and  forwards  the  signal  to  C2.  C3  also  sends 
a  write-miss-reply-data  signal  along  with  the  requested 
data  to  the  requesting  cache  C4.  When  C2  receives  the 
write-miss-forward  signal,  it  invalidates  its  copy  and 
forwards  the  signal  to  Cl.  Since  the  cache-pointer  of 
Cl  points  to  the  directory,  it  can  be  determined  locally 
that  Cl  is  the  tail  of  the  list  and  a  write-miss-reply- 
performed  signal  is  sent  to  C4  after  the  data  in  Cl  is 
invalidated.  C4  needs  to  receive  both  the  write-miss- 
reply-data  and  the  write-migs-reply-performed  signals 
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before  the  write  can  be  considered  to  be  performed. 

A  cache  line  is  in  state  “writing-or-reading^’  after  a 
read-miss  or  a  write-miss  has  been  generated  and  be¬ 
fore  a  read-miss-reply  or  a  write-miss-reply  has  been 
received.  If  the  line  in  the  cache  is  in  state  “writing- 
or-reading”  and  a  read-miss-forward  or  a  write-miss- 
forward  signal  is  received,  the  forwarded  signal  is  stored 
locally.  This  is  done  by  writing  the  address  of  the  re¬ 
questing  cache  in  the  cache-pointer  field  of  the  cache 
line  and  changing  the  state  to  note  that  a  forwarded 
signad  has  been  stored.  Such  signals  that  are  stored  are 
called  pending  signals  and  are  serviced  when  the  reply 
to  the  local  read  or  write  miss  is  received.  If  multiple 
transactions  for  the  same  line  are  pending,  the  caches 
form  a  distributed  queue  of  pending  signals.  The  re¬ 
quests  are  thus  serviced  in  a  pipelined  manner  rather 
than  causing  contention  at  the  directory  as  in  the  case 
of  the  centralized  directory  protocol. 

Replacement  of  lines  that  are  part  of  a  shared  list  is 
done  by  invalidating  the  lower  portion  of  the  list.  If 
care  is  not  taken,  the  forwarding  of  signals  may  lead 
to  deadlocks  in  the  network  since  most  network  rout¬ 
ing  protocols  assume  that  a  message  is  consumed  at  its 
destination.  One  way  of  taking  care  of  potential  dead¬ 
locks  is  to  use  more  than  one  logical  network.  Details  of 
the  protocol  including  handling  of  potential  races  may 
be  found  in  (10). 

As  we  have  seen,  when  the  directory  controller  re¬ 
ceives  a  write  or  read  miss  request,  and  the  data  is 
present  in  some  cache(s),  the  request  is  forwarded  to 
the  head  of  the  list.  We  do  not  have  the  problem  of 
locking  lines  at  the  main  memory,  buffering  the  signals 
and  bouncing  them  to  the  sources  as  did  the  central¬ 
ized  directory  protocols  (as  mentioned  in  section  2). 
Requests  are  serviced  in  a  more  decentralized  fashion 
and  the  replies  do  not  have  to  be  serialized  through 
the  directory  as  in  the  case  of  the  centralized  direc¬ 
tory  protocol.  This  helps  to  prevent  the  directory  from 
becoming  a  potential  bottleneck. 

3.3  The  Protocol  Has  Good  Perfor¬ 
mance 

The  distributed  directory  protocol  has  good  perfor¬ 
mance.  The  latency  of  write  misses  may  be  a  possible 
cause  of  concern  since  the  invalidations  of  the  caches 
linked  in  the  list  have  to  be  done  sequentially.  However, 
if  the  writes  to  a  line  occur  frequently,  the  number  of 
caches  that  have  to  be  invalidated  between  writes  will 
be  small.  Thus  the  cases  when  the  latency  is  large 
will  be  infrequent.  Measurements  on  a  range  of  appli¬ 
cations  [12]  support  the  assertion  that  the  number  of 
caches  that  have  to  be  invalidated  on  writes  is  (on  aver- 
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Figure  4:  Performance  comparison  with  and  without 
write  buffering 


age)  small.  Additionally,  we  use  write  buffering  along 
with  weak  ordering  to  reduce  the  effect  of  sequential 
invalidation  operations.  Write  buffering  is  frequently 
used  in  uniprocessor  systems  to  prevent  the  processor 
from  stalling  on  i  write  miss.  The  writes  to  memory 
are  buffered  in  the  cache  and  the  processor  is  allowed  to 
proceed.  In  multiprocessor  systems,  write  buffering  has 
to  be  done  with  ''are  to  avoid  unexpected  consistency 
violations.  The  problem  of  write  buffering  in  multipro¬ 
cessors  has  been  studied  in  considerable  detail  [7,  9). 

We  studied  the  performance  of  the  fully  mapped  cen¬ 
tralized  directory  protocol  and  the  distributed  direc¬ 
tory  protocol  by  using  an  explicit  partial  differential 
equation  (PDE)  solver  as  a  benchmark.  A  PDE  algo¬ 
rithm  was  chosen  since  they  are  widely  used  in  scientific 
and  engineering  communities  in  applications  requiring 
high  performance  computation  (3).  Fully  associative,  ' 
infinite  caches  were  assumed  for  the  simulation.  The 
data  was  uniformly  distributed  and  the  computational 
threads  were  scheduled  at  random  sites  so  as  not  to  fa¬ 
vor  the  distributed  directory  protocol.  Each  node  had 
one  thread  running  on  it.  The  same  uniform  distribu¬ 
tion  of  the  data  and  random  placement  of  the  threads 
was  used  for  the  comparisons.  The  simulation  models 
were  built  upon  an  event  driven  simulation  environ¬ 
ment  that  has  been  used  for  other  studies  of  multi¬ 
processor  operation  [5].  A  mesh  topology  with  32-bit 
bidirectional  channels  was  used  for  the  network.  The 
memory  line  size  was  assumed  to  be  64  bytes  and  both 
the  cache  and  the  main  memory  were  assumed  to  be  32 
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bits  wide.  The  SRAM  cache  to  DRAM  main  memory 
access  ratio  was  assumed  to  be  1:10.  The  directories 
for  both  the  protocols  was  assumed  to  be  implemented 
in  SRAM  whose  cycle  time  was  taken  to  be  1  cycle. 
The  network  was  assumed  to  transfer  data  between 
neighboring  nodes  in  1  cycle.  The  simulation  results 
presented  here  were  obtained  by  using  16-processor 
models.  Preliminary  results  obtained  for  larger  models 
show  that  our  results  should  scale  for  larger  systems. 

In  the  PDE  algorithm  used,  for  each  element  in  the 
data  array,  two  writes  may  be  buffered  at  each  time 
step  before  a  fence  operation  is  required.  Figure  4 
shows  the  relative  execution  time  versus  the  number 
of  elements  per  processor.  The  number  of  processors 
was  kept  constant.  When  there  are  multiple  elements 
being  executed  upon  by  a  thread,  writes  for  all  the  ele¬ 
ments  may  be  buffered  at  each  time  step  before  a  fence 
operation.  For  example  when  we  have  one  element  per 
processor,  two  writes  may  be  buffered  before  a  fence 
operation.  If  the  number  of  elements  per  processor  is 
increased  to  four,  eight  writes  may  be  buffered  before 
a  fence  operation  and  so  on.  Thus  an  increase  in  the 
number  of  elements  per  processor  implies  an  increase 
in  the  size  of  the  data  set  as  well  as  an  increase  in  the 
number  of  writes  that  may  be  buffered. 

The  distributed  directory  protocol  with  write  buffer¬ 
ing  had  the  best  performance  for  the  experiments  that 
were  performed.  In  the  case  of  small  data  sets,  the 
performance  of  the  centralized  directory  protocol  was 
exceptionally  poor  due  to  contention  at  the  centralized 
directbry.  The  effect  of  this  contention  was  reduced  in 
the  distributed  directory  protocol  due  to  the  use  of  the 
resources  in  a  more  distributed  manner  as  explained  in 
section  3.2.  Write  buffering  improved  the  performance 
of  both  the  protocols. 

Figure  5  shows  the  effect  of  varying  the  SRAM  to 
DRAM  ratio.  Write  buffering  was  used  for  all  the 
curves  in  figure  5.  In  the  case  of  the  centralized  di¬ 
rectory  protocol,  slower  DRAM  memory  causes  read 
and  write  misses  to  be  serviced  more  slowly  since  all 
replies  have  to  be  sent  by  the  slower  main  memory. 
The  slower  DRAM  memory  also  causes  the  contention 
at  the  main  memory  to  increase  in  the  case  of  the  cen¬ 
tralized  directory  protocol,  resulting  in  further  degra¬ 
dation  in  performance.  In  the  distributed  directory 
protocol  cache-to-cache  transfers  are  used  most  of  the 
time,  and  there  is  no  centralized  bottleneck  at  the  main 
memory.  Therefore,  slower  DRAM  memory  does  not 
cause  any  significant  degradation  of  performance.  The 
distributed  directory  protocol  thus  allows  the  use  of 
cheaper,  larger  and  denser  main  memory  without  any 
significant  degradation  in  performance. 


Figure  5:  Effect  of  varying  SRAM  to  DRAM  ratio 


4  Conclusions  and  Future  Work 

We  have  presented  a  new  protocol  for  providing  cache 
coherence  in  large  scale  shared  memory  machines.  Be¬ 
sides  savings  in  cost,  the  protocol  also  provides  good 
performance.  Th-'  protocol  provides  an  efficient  imple¬ 
mentation  of  locks  at  minimal  cost  [11].  The  scalabil¬ 
ity  of  the  protocol  provides  us  with  enough  reasons  to 
conclude  that  the  distributed  directory  protocol  may 
be  considered  to  be  a  viable  solution  for  the  cache  co¬ 
herence  problem  in  large  scale  shared  memory  multi¬ 
processors. 

The  distributed  directory  protocol  presented  in  this 
paper  is  an  invalidate  based  protocol  but  update  based 
and  liybrid  protocols  are  possible  to  implement  also. 
Hybrid  protocols  could  update  a  part  of  the  list  and 
invalidate  the  rest.  It  would  be  useful  to  determine  the 
tradeoffs  of  such  variations. 

Acknowledgements:  We  are  thankful  to  Mike 
Flynn,  Greg  Byrd  and  Max  Hailperin  for  their  com¬ 
ments  and  suggestion  and  to  the  members  of  the  DEC 
High  Performance  Systems  Group  and  the  Stanford 
Knowledge  Systems  Lab  for  their  support. 

References 

[1]  Anant  Agarwal,  Richard  Simoni,  John  Hennessy, 
and  .Mark  Horowitz.  An  evaluation  of  directory 


k-Shl 


schemes  for  cache  coherence.  In  Proceedings  of 
the  15th  International  Symposium  on  Computer 
Architecture,  pages  281-289,  1988. 

[2]  .Tames  Archibald  and  Jean-Loup  Baer.  Cache  co¬ 
herence  protocols:  Evaluation  using  a  multipro¬ 
cessor  simulation  model.  ACM  Transactions  on 
Computer  Systems,  4(4):274-298,  November  1986. 

[3]  Sandra  Johnson  Baylor  and  Faye  A.  Briggs.  The 
effects  of  cache  coherence  on  the  performance  of 
parallel  PDE  algorithms  in  multiprocessors.  In 
Proceedings  of  the  1989  International  Conference 
on  Parallel  Processing,  pages  233-236,  1989.  Vol-I. 

[4]  Greg  Byrd.  Personal  communication  regarding 
talk  given  by  Tom  Knight  at  a  workshop  on  ul¬ 
tra  large  scale  message  passing  computers,  1987. 

[5]  Gregory  Byrd,  Nakul  Saraiya,  and  Bruce  Delagi. 
Multicast  communication  in  multiprocessor  sys¬ 
tems.  In  Proceedings  of  the  1989  International 
Conference  on  Parallel  Processing,  pages  196-200, 
1989.  Vol-I. 

[6]  Lucien  M.  Censier  and  Paul  Feautrier.  A  new  solu¬ 
tion  to  coherence  problems  in  multicache  systems. 
IEEE  Transactions  on  Computers,  c-27(12):1112- 
1118,  December  1978. 

[7]  Michel  Dubois,  Christoph  Scheurich,  and  Faye 
Briggs.  Memory  access  buffering  in  mulUpro- 
ceesors.  In  Proceedings  of  the  13th  International 
Symposium  on  Computer  Architecture,  pages  434- 
442,  1986. 

[8]  G.  Pfister,  W.Brantley,  D.  George,  S.  Harvey, 
\V.  Kleinfelder,  K.  McAuliffe,  E.  .Melton,  A.  Nor¬ 
ton,  and  J.  Weiss.  The  IBM  Research  Parallel  Pro¬ 
cessor  prototype  (RP3):  Introduction  and  archi¬ 
tecture.  In  Proceedings  of  the  1985  International 
Conference  on  Parallel  Processing,  pages  764-771, 
1985. 

[9]  Christoph  Scheurich  and  Michel  Dubois.  Correct 
memory  operation  of  cache-based  multiprocessors. 
In  Proceedings  of  the  14th  International  Sympo¬ 
sium  on  Computer  Architecture,  pages  234-243, 
1987. 

[10]  Manu  Thapar  and  Bruce  Delagi.  Design  and  im¬ 
plementation  of  a  distributed  directory  cache  co¬ 
herence  protocol.  Technical  report  KSL-89-72, 
Stanford  University,  1989. 

[11]  Manu  Thapar  and  Bruce  Delagi.  Distributed  cache 
coherence  for  large  scale  shared  memory  multi¬ 
processor  systems.  Technical  Report  KSL-89-83, 
Stanford  University,  December  1989. 


[12]  Wolf-Dietrich  Weber  and  Anoop- Gupta.  Analysis 
of  cache  invalidation  patterns  in  multiprocessors. 
In  Proceedings  of  the  Third  International  Confer¬ 
ence  on  Architectural  Support  for  Programming 
Languages  and  Operating~Sysiems,  pigci'2AZ-256, 
1989. 


MISSION 


ROME  LABORATORY 


Rome  Laboratory  plans  and  executes  an  interdisciplinary  program  in  re¬ 
search,  development,  test,  and  technology  transition  in  support  of  Air 
Force  Command,  Control,  Communications  and  Intelligence  (C"^!)  activities 
for  all  Air  Force  platforms.  It  also  executes  selected  acquisition  programs 
in  several  areas  of  expertise.  Technical  and  engineering  support  within 
areas  of  competence  is  provided  to  ESD  Program  Offices  (POs)  and  other 
ESD  elements  to  perform  effective  acquisition. of  C^I  systems.  In  addition, 
Rome  Laboratory's  technology  supports  other  AFSC  Product  Divisions,  the 
Air  Force  user  community,  and  other  DOD  and  non-DOD  agencies,  Rome 
Laboratory  maintains  technical  competence  and  research  programs  in  areas 
including,  but  not  limited  to,  communications,  command  and  control,  battle 
management,  intelligence  information  processing,  computational  sciences 
and  software  producibility,  wide  area  surveillance/sensors,  signal  proces¬ 
sing,  solid  state  sciences,  photonics,  electromagnetic  technology,  super¬ 
conductivity,  and  electronic  reliability/maintainability  and  testability. 


